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ABSTRACT

By using chaos synchronization between non-identicalm ultiple tim e delay sem iconductor lasers

with optoelectronic feedbacks,we dem onstrate num erically how fastdynam ic logic gatescan be

constructed.Theresultsm ay behelpfulto obtain a com putationalhardwarewith recon�gurable

properties.
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I.INTRODUCTION

Recently dueto itsfundam entaland applied interestschaossynchronization,asoneofsuccessful

chaoscontrolm ethodshasbecom e a centraltopic in the nonlineardynam ics[1-2]. Exam plesof

sychronization includingchaossynchronization can befound in theactivityofthepacem akerheart

cells,thecircadian rhythm s,laserarrays,Josephson junction arrays,etc.[2].Chaossynchroniza-

tion can also beapplied to im proveand optim izetheperform anceofthenonlinearsystem s[2].

Also,lately chaos-based com m unication system s isem erging asan alternative technique to im -

provesecurity in such system s,especially aftertherecent�eld dem onstration usingam etropolitan

�bre network [3]. Form essage decoding in such schem es one hasto be able to synchronize the

transm itterand receiverlasers[2-4].

Quiterecentnew direction fortheapplication ofchaossynchronization isto harnesschaosfor

exible chaoscom puting.Thatisto use chaossynchronization to obtain recon�gurable dynam ic

logicgates,which could m akechaossynchronization-based com putersm oreexiblethan statically

wired hardwaresystem s,see,e.g.[5]and referencesthere-in.

In recent work [5]the schem e based on chaos synchronization in Chua circuits is proposed

forthe im plem entation ofdynam icaland exible logic gates,nam ely forthe fundam entalNOR

logicgate(from which allgatescan beconstructed)and forotherlogicgatessuch asXOR,AND,

NAND,and OR.However,it is clear that the operationalspeeds achievable by such Chua cir-

cuit based com puters willnot be high enough to present wide practicalinterest. Although we
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em phasize thatrecently fastcom puting system sbased on chaossynchronization isreported with

optoelectronic realization ofNOR logic gate using chaotic two-section lasers [6]. Nam ely in [6]

theoreticalconstruction ofthefundam entalNOR gateusing laserdiodessubjectto opticalinjec-

tion isreported. Two self-pulsating laserdiodesarecom m only driven by a m onochrom atic light

beam resulting in chaosand the NOR logic gate isim plem ented by appropriately synchronizing

thetwo chaoticattractors.

However,asem phasized above the operationalspeed ofthe schem e considered in [5]isslow,

and in [6]only the fundam entallogic NOR isconsidered,and exible dynam icalconstruction of

theotherlogicgateswerenotinvestigated.Asem phasized in theconcluding partsof[5]"Clearly,

theoperationalspeedsattainablebysuch a dynam iclogiccellwillbedeterm inedbythenaturaltim e

scalesofthe dynam icalsystem .So itisevidentthe schem e could potentially work atconsiderable

speedsifone can im plem entiton fastdynam icalsystem s,such aselectronic circuitsoperating in

theGHzregim eandthesem iconductoror�berlasersyieldingchaoticsubnanosecondorpicosecond

pulses".

It is also noted that the system s considered in both [5]and [6]are based on the ordinary

di�erentialequations(ODE).Chaosin such system s,although discovered �rstisnotascom plex

and rich asin tim e-delayed system s.Tim e-delayed system swhich arisefrom a realisticconsidera-

tion of�nitecom m unication tim esarethem oreadequatem odelsoftheinteracting system s.The

com plexity ofsuch system scan also be m uch m ore higherthan thatofthe ODE system s. This

property m akesthetim e-delayed system sm oreattractivein application,especially in chaos-based

com m unication system s. Asdem onstrated in [7],tim e delay system s(including variable delays)

with m ultiplefeedbacksareeven m oreprom isingfrom thesecurity pointofview chaosbased com -

m unication system s. In addition,in m ultiple tim e delayed system swith the availability ofm ore

param etersitispossibleto changeseveralparam etersin parallelform ulti-bitlogicsynthesis.

In thiswork weexplorethepossibility ofconstruction oftheexible dynam icslogicgatesus-

ingsynchronization between non-identicalm ultipletim edelay laserswith optoelectronicfeedbacks

with natural.Optoelectronicfeedback lasersarethedynam icalsystem swith naturaltim escalesof

theorderofnanoseconds.Hereweexploitcom pletesynchronization toconstructexibledynam ic

logicgates.

In [5]studying thesynchronization errordynam icsisthekey partin building logicgate(s).Here

we also exploitthe cross-correlation function [8]forthe di�erentlevelofparam eterm ism atches

between the lasersystem sto besynchronized to synthesize the exible logicgates.Table Igives

theoutputcorrespondingtothetwoinputsL1 and L2 forNOR,AND,and XOR logic.W erem ind

thatNOR isthefundam entallogicgate,from which allgatesm ay beconstructed;thelogicgates

AND and XOR yield the building block ofarithm etic processing. W e also note that the four

distinctpossibleinputsets(0,0),(0,1),(1,0)and (1,1)reduceto threeconditionsas(0,1)and (1,0)

aresym m etric.

II.SYSTEM M ODEL
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Consideration isgiven to a system com posed by two coupled identicalsinglem odesem iconductor

lasers subject to optoelectronic feedbacks. In a m aster/slave con�guration the opticalpower

em itted by each laserisdivided into severalparts,detected,am pli�ed,and added to theirown

injection current;also the opticalpowerem itted by the m asterlaserisdetected,am pli�ed,and

added to thebiascurrentoftheslavelaser(�gure1)Thusthedynam icsofthedoubletim edelay

m aster/transm itterlaserisgoverned by thefollowing system s[9]

dS1

dt
= (�g1 � c)S1 (1)

dN 1

dt
= I1 � s1N 1 � g1S1 + c(k1S1(t� �1)+ k2S1(t� �2)) (2)

Theslave/receiverlaserisdescribed by

dS2

dt
= (�g2 � c)S2 (3)

dN 2

dt
= I2 � s2N 2 � g2S2 + c(k3S2(t� �1)+ k4S2(t� �2)+ K S1(t� �3)) (4)

wheresubindicies1,2 distinguish between thetransm itterand receiver;S1;2 isthephoton density;

N 1;2 is the carrier density;g1;2 is the m aterialgain;c is the cavity decay rate;s is the carrier

relaxation rate;� is the con�nem ent factor ofthe laser waveguide. I1;2 is the bias current (in

unitsoftheelectron charge);k1;2 and k3;4 arethefeedback ratesforthetransm itterand receiver

system s,respectively;�1;2 are the feedback delay tim esin the transm itterand receiversystem s;

K isthe coupling rate between the transm itterand the receiver.�3 isthe tim e ofightbetween

lasers.In a wideoperation rangethem aterialgain g can beexpanded as

g � g0 + gn(N � N 0)+ gp(S � S0); (5)

whereg0 = c=� isthem aterialgain atthesolitary threshold;gn = @g=@N > 0 isthedi�erential

gain param eter;gp = @g=@S < 0 is the nonlinear gain param eter;N 0 is the carrier density at

threshold;S0 isthe free-running intra-cavity photon density when the lasersare decoupled;the

param etersgn and gp aretaken to beapproxim ately constant.Itisnoted thatfork1 = k3 = 0 (or

k2 = k4 = 0)weobtain thecaseofcoupled lasersystem swith a singleoptoelectronicfeedback.

In �gure 1 a schem atic diagram ofthe experim entalset-up forsynchronization isgiven. In the

experim entalschem e unidirectionalcoupling can be realized by inclusion ofan opticalisolator

(OI)asshown in the�gure.

Firstwe�nd theexistenceconditionsforcom pletesynchronization between uni-directionally cou-

pled m ultipletim edelay laserswith optoelectronicfeedbacks.Com paringEqs.(1-2)and Eqs.(3-4)

one�ndsthata synchronoussolution

S2(t)= S1(t);N 2(t)= N 1(t) (6)
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existsif

k1 = k3 + K ;k2 = k4;�1 = �3 (7)

Thesynchronoussolution (6)also existif

k1 = k3;k2 = k4 + K ;�2 = �3 (8)

Thus the logic cellin thispaperconsistofthe uni-directionally coupled lasersystem s with two

optoelectronic feedbacks. The logic output can be described by both the synchronization error

and the cross-correlation function between the system s to be synchronized. Here in this paper

theparam eterofthem astersystem ,Eqs.(1-2)e.g.thebiascurrentI1 isdeterm ined by theinput

sets,and thebiascurrentI2 oftheslavesystem ,Eqs.(3-4)actsasa logicgatecontroller.Forthis,

werewritethebiascurrentofthem astersystem in thefollowing form :

I1 = Ia + L1Ib+ L2Ic (9)

Forinputset(0,0)L1 = 0;L2 = 0.Inputset(1,1)correspondsto thecase L1 = 1;L2 = 1.Input

sets(0,1)/(1,0)can bedescribed by L1 = 0;L2 = 1 orby L1 = 1;L2 = 0.

Now supposethatasaresultoftheinputsets(0,0),(0,1)/(1,0),and (1,1)thebiascurrentI1 ofthe

m asterlaserequalsto reasonable separated valuesIm 1;Im 2;and Im 3,respectively.Asem phasized

above,both thesynchronization errorand thecross-correlation function between thesynchronized

laserscan beconsidered asthelogicoutputofthelogiccell.Letusassum ethatforlargeerrorthe

outputis0;fornearly zero errorthe outputis1. In otherwords,when synchronization between

thelaseroccursweobtain theoutput1;otherwiseoneobtainsoutput0.Notethatwhen thelasers

are synchronized (the case ofvery sm allsynchronization error),the cross-correlation function is

equalto 1,otherwise(forthecaseoflargesynchronization error)itissm allerthan 1.

Fortheparticularlogicgatethelogicoutputwillbedeterm ined by theslave(response)laser’sbias

current. Forexam ple,forNOR logicgate I2 willbe setclose to Im 1;forXOR gateI2 issetclose

to Im 2;with I2 closeto Im 3 wewillobtain AND logicgate.

III.NUM ERICAL SIM ULATIONS AND DISCUSSIONS

In thenum ericalsim ulationsweusetypicalvaluesfortheinternalparam etersofthem asterlaser:

c = 2ps;s1 = 2ns;� = 0:3;g0 = 7� 1013;gn = 104;gp = 104;N 0 = 1:7� 108;S0 = 5� 106;I1 =

3:4� 1017[9]:Theparam etersatthereceiverarechosen tobeidenticaltothoseofthetransm itter,

exceptforthefeedback levels.

The num ericalsim ulation resultsforunidirectionally coupled laserswith m ultiple optoelectronic

feedbacks,Eqs.(1-4)are presented in Figures2-3 with otherparam eters as�1 = �3 = 3ns;�2 =

5ns;k1 = 0:80;k2 = k4 = 0:15;k3 = 0:15;K = 0:65:Asm entioned above,ourapproach isbased on

them ism atch between thebiascurrentsforthem asterand slavelasers.In thispaperwerestrict

ourselvestothecaseofcom pletesynchronization.To characterizesynchronization quality between
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them asterand slave lasersweusetwo approaches;�rstapproach isbased on them axim um syn-

chronization errorbetween theintensitiesoflasersto besynchronized;second approach usesthe

cross-correlation function between them asterlaserand slave laserintensities.

Figure 2 shows m axim um synchronization error (M SE) for the three cases ofparam eter m is-

m atches. Firstwe putthe biascurrentofthe m asterlaseratIm 1 = 3:4� 1017 and calculate the

M SE eS = S2� S1 (4 )forthecaseofslavelaserbiascurrentI2 changefrom Im 1 toIm f = 2:4� Im 1.

Then wesetthebiascurrentofthem asterlaseratIm 2 = 1:7� Im 1 and again calculatem axim um

synchronization error eS (}) while changing the bias current ofthe slave laser in both direc-

tionsfrom Im 2 to If and from Im 2 to Im 1. Finally,the biascurrentofthe m asterlaserissetto

Im 3 = 2:4� Im 1 = Im f and the M SE es (?)iscalculated forchanging the bias current ofslave

laserfrom Im 3 back to Im 1.To characterise thedegree of’largeness’ofthesynchronization error

we setthe m axim um synchronization errorthreshold atetS = 0:015,i.e. the logic outputis1 if

thesynchronization errorislessthan etS,otherwise weobtain thelogicoutput0.

Now wediscussin detailhow e.g.NOR logicgatecan beconstructed.W ehavethreevaluesof

them asterlaser’sbiascurrentreasonableseparated from each other:Im 1;Im 2;and Im 3 correspond-

ing to inputsets(0,0),(0,1)/(1,0),and (1,1),respectively.Letustaketheslavelaserbiascurrent

I2 close to Im 1:Then asfollowsfrom �gure 2 (curve with 4 )M SE corresponding to thiscase is

close to zero.Thatisfor(0,0)inputwe obtain nearzero m axim um synchronization error,which

corresponds to logic output 1. Ifwe guide oureyes along the ordinate axis,then we note that

M SE corresponding to(0,1)/(1,0)(curvewith })inputwillbearound 0.04,thatiswellabovethe

denoted threshold synchronization erroretS = 0:015. Thus forinput(0,1)/(1,0)we obtain large

synchronization error,which m eanslogicoutput0.Furtherforinput(1,1)again guiding oureyes

along theordinateaxiswenotethatM SE iswellaboveetS (curvewith ?).Itm eansthatweagain

arrive atthe large synchronization errorcase,which gives logic output0. W ith allthree input

setsconsidered with thehelp of�gure2 wehavedem onstrated construction oflogicgateNOR.

Nextwe show how thelogicgateXOR can beobtained.Thistim eletussettheslave laser’s

biascurrent I2 close to Im 2 (point1.7 atthe abscissa axis,�gure 2). Now ifwe guide oureyes

along the perpendicularline to the abscissa axisatpoint1.7 we see thatM SE corresponding to

(0,0)input(curve with 4 )isvery large,thatweobtain logicoutput0.In thecaseof(0,1)/(1,0)

input (curve with }) M SE around point 1.7 is zero,that is one obtains logic output 1. Next

forinput(1,1)(curve with ?)guiding oureyes along the verticalto the abscissa axis at1.7 we

easily establish thatM SE islarge,thatislogic output0 isobtained. Thusin thisparagraph we

dem onstrated theconstruction ofXOR gate.

Finally wediscussAND logicgateconstruction.Forthatpurposewesettheslavelaser’sbias

currentatclose vicinity ofIm 3,point2.4 atthe abscissa axis(�gure 2). Once m ore guiding the

eyesalongtheperpendicularlinetotheabscissa axisatpoint2.4,itisstraightforward toestablish

inputset(0,0)giveslarge M SE (curve with 4 ),and therefore logic output0. Logic output0 is

also obtained forinputset(0,1)/(1,0),asthe intersection pointofthe perpendicularline to the

abscissa axisat2.4 with thecurvewith } correspondsto largeM SE.Forinput(1,1)(curvewith
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?)close to slave laser’s bias currentaround 2.4 one obtainsvery sm all(nearzero)M SE,which

m eanslogicoutput1.Thusin thisparagraph itisshow how logicgateAND can beconstructed

using synchronization ofoptoelectronicfeedback laserwith param eterm ism atches.

In �gure 3,as a alternative to the use ofthe concept ofsynchronization error for construction

ofthelogicgatesweproposean approach based on thecross-correlation function C between the

lasersystem sto besynchronized.Theprocedureto constructlogicgatesdiscussed aboveisfully

identicalto thatfor�gure 2.Itisonly noted thatin thiscase logicoutput1 correspondsto the

valueofC very close1,and itm ay beabitm orestraightforward approach(rem ind thatwithin the

synchronization errorapproach logicoutput1 correspondsto zero (sm all)synchronization error).

Also note thatin thiscase the threshold value ofthe cross-correlation function C established at

the levelofC t = 0:9989. That is ifthe value ofthe cross-correlation exceed C t then the logic

outputis1,otherwiseoneobtainslogicoutput0.

In �gure4 (b)weportray thesynchronization errordynam icsforthecaseofinputsignalofrect-

angularpulses(�gure4(a)).Rapid changesofthe synchronization errorfrom thenon-zero value

(logicoutput0)tonearzerovalue(logicoutput1)con�rm sthatlogicgatesbased on lasersystem

studied in the papercan be quite fast(1-5 GHz)in com parison with logic gatesbased on Chua

circuits(severalkHz).

IV.CONCLUSIONS

In conclusion,we have dem onstrated thatchaossynchronization in m ultiple tim e delayed lasers

with optoelectronic feedbackscan be exploited to create fast(nanoscale)dynam icalexible logic

gates. Speci�cally we have shown thatusing uni-directionally coupled lasersand changing logic

controlparam etervaluesoftheslavelaser,exible im plem entation ofthebasiclogicgatesNOR,

XOR,and AND ispossible.Such aschem ecan serveasan integralpartofm oreexiblecom puting

system sthan statically wired hardware.

The resultsofthe paperprovide the basisforthe use ofthe optoelectronic feedback laserswith

m ultiplevariabletim edelaysin high-speed com m unication system s.
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Figurecaptions

TABLE 1.Relationship between theinputsand outputoftheNOR,XOR,and AND logicgates.

FIG.1.Schem aticexperim entalarrangem entforthesynchronization oflaserswith doubleoptoelec-

tronic feedback and injection. LD:Laser diode. PD:Photodetector.BS:Beam splitter. DL:Delay

lines.OI:OpticalIsolator.A:Am pli�er.I1;2 isthe biascurrentforthe LD 1 and LD2 The output

from each laserissplitby abeam splittersand directed alongdi�erentfeedback loopsand coupling

loops. Each signalisconverted into an electronic signalby a photodetectorand then am pli�ed

beforebeing added to theinjection currentofthelaser.

FIG.2. Num ericalsim ulation ofuni-directionally coupled tim e delay lasers,Eqs.(1-4) for �1 =

�3 = 3ns;�2 = 5ns;k1 = 0:80;k2 = k4 = 0:15;k3 = 0:15;K = 0:65:Com plete synchronization:

M axim um synchronization errorasa function ofparam eterm ism atchesbetween thebiascurrents

forthem asterand slavelasers(seetextfordetails)

FIG.3. Num ericalsim ulation ofuni-directionally coupled tim e delay lasers,Eqs.(1-4) for �1 =

�3 = 3ns;�2 = 5ns;k1 = 0:80;k2 = k4 = 0:15;k3 = 0:15;K = 0:65:Com plete synchronization:

Thecrosscorrelation function vsparam eterm ism atchesbetween thebiascurrentsforthem aster

and slavelasers(seetextform oredetails)

FIG.4. Num ericalsim ulation ofuni-directionally coupled tim e delay lasers,Eqs.(1-4) for �1 =

�3 = 3ns;�2 = 5ns;k1 = 0:80;k2 = k4 = 0:15;k3 = 0:15;K = 0:65:Com plete synchroniza-

tion:Synchronization errordynam ics(�g.4(b))forthe case ofinputsignalofrectangularpulses

(�g.4(a)).
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Table 1

Input Set (L ,  L   ) NOR XOR AND

(0 ,0) 1 0 0

(0 , 1)/(1, 0) 0 1 0

(1 , 1) 0 0 1

1 2




