Sustained neutron production from a sheared-flow stabilized Z-pinch


Aerospace & Energetics Research Program, University of Washington, Seattle, WA 98195 USA
H.S. McLean, J.M. Mitrani, K.K. Tummel, D.P. Higginson, and C.M. Cooper

Lawrence Livermore National Laboratory, Livermore, CA 94550 USA

(Dated: 21 June 2018)

The sheared-flow stabilized Z-pinch has demonstrated long-lived plasmas with fusion-relevant plasma parameters. This Letter presents experimental results demonstrating sustained, quasi-steady-state neutron production from the Fusion Z-pinch Experiment (FuZE) at the University of Washington, operated with a 20% deuterium mixture. Neutron emissions lasting approximately 5 μs are reproducibly observed with pinch currents of approximately 200 kA during a period of plasma quiescence. The lower limit of the neutron yield is estimated to be 10^8 neutrons/pulse and is observed to scale with the square of the deuterium concentration. Coincident with the neutron signal, plasma temperatures of 1–2 keV, and densities of approximately 10^{17} cm^{-3} with 0.3 cm pinch radii are measured with fully-integrated diagnostics.

PACS numbers: 52.58.Lq, 52.30.-q, 52.35.Py

Harnessing thermonuclear fusion energy requires plasma parameters with sufficient density and energy confinement time while reaching thermonuclear temperatures as indicated by the Lawson criterion. Given these elevated temperatures of several keV, a crucial question becomes how to confine such a fusion plasma. Over the years, various fusion confinement concepts have been investigated, which are typically categorized as magnetically-confined fusion energy (MFE) or inertially-confined fusion energy (IFE). MFE aims to confine a plasma with temperatures \sim 10\,keV and densities \sim 10^{14} cm^{-3} in the fusion volume for a time of \sim ms–s using various magnetic field configurations, e.g. tokamaks, stellarators, reversed field pinches, etc. IFE aims to confine a plasma with temperatures \sim 10\,keV and densities \sim 10^{15} cm^{-3} using the plasma’s own inertia for a time of \sim 10\,ns life time, as performed by the National Ignition Facility (NIF).

Alternative concepts that confine plasma with parameters intermediate to the parameters of MFE and IFE may offer economical and practical approaches to fusion energy. Magneto-inertial fusion (MIF), for example, takes advantage of an embedded magnetic field in the initial plasma target that is compressed with a liner to reduce the thermal transport and enhance the alpha-particle heating. MIF concepts are being investigated on several experiments with promising results reported: solid-liner compression of field-reversed configuration (FRC) experiments, magnetized IFE at the OMEGA laser facility, magnetized liner inertial fusion (MagLIF), and plasma liner driven MIF. Furthermore, the dense plasma focus (DPF) is a concept that generates fusion neutrons, which has shown that such neutrons are most likely caused by the non-thermal beam-target process, associated with necking or \mu = 0 sausage magnetohydrodynamic (MHD) instability. However, the scaling suggests this is not an economically feasible path to thermonuclear fusion. An overarching theme of these confinement concepts is that plasma stability has limited the performance. The sheared-flow stabilized (SFS) Z-pinch may overcome this barrier.

The Z-pinch is a cylindrical plasma column carrying an axial current, confined by its own self-generated magnetic field. Although the first observations of deuterium-deuterium (DD) fusion neutron yields from linear Z-pinches were reported in the 1950s, classic MHD instabilities severely limited the realization of high performance fusion plasmas. However, theoretical studies and computational investigations illustrate that sufficient radial-shear of an axial flow is a promising mechanism to stabilize the Z-pinch plasma. The role of axial flow shear on plasma has been examined experimentally in the ZaP and ZaP-HD experiments at the University of Washington. The fundamental result of these studies is that the Z-pinch can be stabilized by applying a sheared axial flow, \partial V_z/\partial r, above the criterion 0.1V_\lambda, where k is the axial wave number and V_\lambda is the Alfvén velocity. With hydrogen as a working gas, stabilized Z-pinch plasmas have been demonstrated with lengths up to 100 cm, approximately 0.3 cm pinch radii, 2 \times 10^{17} cm^{-3} plasma electron densities, 1 keV ion temperatures, and lifetimes up to 50 \mu s (thousands of static Z-pinch instability growth times). Details of the experimental results have been reported elsewhere.

The Fusion Z-pinch Experiment (FuZE) is a collaboration between the University of Washington and Lawrence Livermore National Laboratory, investigating the scaling of the SFS Z-pinch concept to thermonuclear fusion conditions. This Letter presents the first evidence of fusion neutron generation from an SFS Z-pinch device when fueled with a 20% deuterium/80% hydrogen mixture. Sustained, quasi-steady-state neutron production is observed for approximately 5 \mu s during the long plasma lifetimes (quiescent period \sim 20 \mu s). Yields of approximately 10^8 neutrons/pulse are measured, coincident with Z-pinch plasma currents of approximately 200 kA, plasma densities of approximately 10^{17} cm^{-3}, temperatures of approximately 1–2 keV, and pinch radii of 0.3 cm.

a)yzhang16@uw.edu
Figure 1 shows a schematic depiction of the FuZE device. A 100 cm coaxial acceleration region is coupled to a 50 cm pinch assembly region. The inner electrode (yellow in Fig. 1) is constructed from copper and has a 10 cm diameter. A shaped copper nose cone is attached at the exit of the acceleration region. The assembly region is formed by extending the outer electrode (blue in Fig. 1) 50 cm beyond the end of the inner electrode. The outer electrode is constructed from copper and has a 20 cm diameter. The working gas is a deuterium-hydrogen mixture and is puffed into the acceleration region at \( z = -50 \) cm with five gas puff valves. One valve injects gas radially outward through eight azimuthally symmetric radial ports in the inner electrode. Another four valves are evenly distributed azimuthally around the outer electrode, and inject gas radially inward. Attached to the end of the outer electrode is a copper electrode end wall (labeled in Fig. 1). All plasma-facing copper surfaces are coated with a 0.25 mm layer of plasma-sprayed tungsten. The outer electrode contains four 40.6 cm × 4.4 cm slots for optical diagnostic access. The experimental measurements presented in this Letter are obtained at the \( z = 15 \) cm plane, identified in Fig. 1.

A schematic illustrating how the FuZE device creates an SFS Z-pinch plasma is shown in Fig. 2. The process sequence includes: (a) neutral gas is injected into the acceleration region and ionized; (b) the plasma is axially accelerated via the \( J \times B \) force; (c) as the plasma reaches the end of the inner electrode, the plasma forms along the axis in the assembly region; (d) the plasma reaches the end wall where it is compressed radially to complete the pinch formation. Inertia and discharge currents maintain the axial plasma flow; (e) the accelerator continues to inject plasma into the assembly region via a deflagration process.\(^{37}\)

A suite of diagnostics including interferometry, holography, spectroscopy, magnetic probes, and neutron detectors are used to characterize the plasma. The electron number density in the plasma is measured with a three-chord He-Ne heterodyne quadrature interferometer at \( z = 15 \) cm. One chord passes along a machine diameter, while the other two chords are 1 cm above and below this central chord. Assuming a uniform radial density profile with a radius of 1 cm, the average plasma electron number density is determined to be \( 10^{16} \)–\( 10^{17} \) cm\(^{-3}\). The plasma density profile is also measured using a digital
Plasma temperature in the pinch is measured by ion Doppler spectroscopy based on spectra of impurity ion emission lines, such as carbon. Plasma densities are sufficiently high for collisions to thermalize the impurities and entrain their flow with the pinch plasma. Light from 20 parallel chords, spaced 1.78 mm through the plasma, is collected with a telecentric telescope at a 90° viewing angle to the z-axis. The spectral intensities are resolved with a 0.5-m spectrometer and recorded throughout a 1 μs interval on an image intensified charge coupled device (ICCD). During the quiescent period, carbon-V triplet lines (227.1 nm, 227.2 nm and 227.8 nm) are observed, as shown in Fig. 4(a). The radial profile of the ion temperature inferred from Doppler broadening are presented in Fig. 4(b), indicating ion temperatures of 1–2 keV. Errors in the measurements and Gaussian-fit data analysis are included. Note signal levels for the edge chords are too low for accurate temperature measurements and are not plotted in Fig. 4(b).

Plasma mode data presented in this Letter are obtained by magnetic probes measurements from multiple z locations in the assembly region. At each location, eight magnetic probes are equally spaced azimuthally. The probes measure the time evolution of the azimuthal magnetic field at the surface of the outer electrode. Data from these probes are Fourier analyzed to determine the time-dependent magnetic fluctuation levels of the first order azimuthal modes $B_1(t)$, which is proportional to the radial displacement of the Z-pinch plasma current measure and indicate the centroid of the Z-pinch current column. The average magnetic field $B_0(t)$ of all probes is used to normalize the Fourier mode data.

Neutron yields are measured using a cylindrical EJ-204 plastic scintillator (5 cm diameter × 5 cm length). The scintillator is coupled to a photomultiplier tube (Hamamatsu model No. R7724) and placed at $z = 15$ cm, and 33 cm away from the axis. Data are acquired with a Tektronix 1-GHz bandwidth oscilloscope MDO4104C (2.5 GS/s and 8-bit). Analyzed data of magnetic fluctuation levels and measured neutron detector signals are shown in Fig. 5.

Injecting a 20% deuterium/80% hydrogen gas mixture, the plasma arrives at $z = 15$ cm location at 16 μs as indicated by plasma pinch current. Large magnetic fluctuations exist at the beginning of the Z-pinch formation. After the pinch has formed at 21 μs, the $m = 1$ fluctuations decrease to a low level, and define an extended quiescent period which lasts for approximately 17 μs for the data shown in Fig. 5. At 38 μs, the fluctuation levels of the azimuthal mode increases in amplitude, corresponding to the end of the quiescent period.

During this quiescent period, a sustained neutron signal is observed and shown in Fig. 5. The duration time of the neutron signal is approximately 5 μs. During this quiescent period, the pinch current is observed to plateau at $\approx 200$ kA. The theoretical $m = 1$ mode growth time for a static plasma is approximately $kV^{-1}$. With the presented plasma parameters, the calculated Alfvén velocity is $\approx 1.7 \times 10^5$ m/s. Assuming an axial wavelength equal to the plasma diameter, the calculated theoretical growth time is approximately 20 ns. Within the roughly 17 μs quiescent period, the neutron emissions are sustained for approximately 5 μs, which is 250 growth times. The observed continuous neutron production duration of 5 μs strongly suggests that the neutrons are...
FIG. 5. Top: time evolution of neutron detector signal using a 20% deuterium/80% hydrogen gas mixture for the plasma formation process. The neutron signal is sustained for approximately 5 μs, which is 250 times the $m = 1$ mode growth time. Bottom: the normalized magnetic field fluctuation amplitude for $m = 1$ decreases below an empirical value of 0.2 which indicates a plasma quiescent period from 21 μs to 38 μs along the assembly region. The evolution of the plasma pinch current at $z = 15$ cm is included for reference and shows a peak current plateau of approximate 200 kA during the sustained neutron production.

generated from thermonuclear reactions and not instabilities, such as those seen in a DPF device.\textsuperscript{21,25}

To further verify the neutron production, experiments were conducted using three different deuterium concentrations: 20%, 10%, and 0%. Other than the deuterium concentrations, the experimental conditions are identical. As shown in Fig. 6(a), with non-zero deuterium mixtures, clear and unambiguous signals are observed on the neutron detector. For the 0% deuterium case, no measurable neutron signal is observed. These results are evidence of fusion neutron production with the deuterium mixture plasmas. Two methods have been employed to independently calculate neutron yields: counting the neutron detector signal peaks and rising edges. After calibrating the detector, a lower limit on the neutron yield of $10^5$ neutrons/pulse is calculated.

The thermonuclear neutron yield from a Z-pinch plasma column is estimated as\textsuperscript{26}

$$Y = \frac{1}{2} \int n_D(r)^2 (\sigma v)_T \cdot 2\pi r dl \cdot I \cdot \tau,$$

where $n_D(r)$ is the radial-dependent deuterium ion number density in the Z-pinch plasma, $(\sigma v)_T$ is the ion-temperature-dependent DD fusion reaction rate,$^41$ $T$ is the plasma ion temperature, $r$ and $l$ are the Z-pinch radius and length, and $\tau$ is the confinement time of the Z-pinch.

Assuming $n_D = n_e$, given the measured 10$^{17}$ cm$^{-3}$ plasma number density as shown in Fig. 3(b), 20% deuterium percentage, an approximately 0.3 cm pinch radius as shown in Fig. 3(a), a 50 cm pinch length, a Z-pinch confinement time of $5 \times 10^{-6}$ s corresponding to the plasma flow-through time and the DD fusion reaction rate parameter, the measured neutron yield $5 \times 10^5$ with 40% uncertainty gives an estimated plasma ion temperature of 1.1–1.3 keV based on Eq. (1), which agreement is good with the measured ion temperature shown in Fig. 4(b).

Using a Z-pinch equilibrium radial force balance equation, adiabatic scaling relations have been derived.$^32$ These results lead directly to a temperature scaling relation

$$\frac{T_2}{T_1} = \left( \frac{I_2}{I_1} \right)^2 \frac{N_1}{N_2},$$

where $I$ is the total axial plasma current, $T$ is the average temperature, $N$ is the linear ion number density, and subscripts 1 and 2 refer to two states of the system. Increasing the Z-pinch parameters from the reported ZaP plasma (100 eV temperature, $3.0 \times 10^{16}$ cm$^{-3}$ peak density, 1 cm pinch radius, and 100 kA pinch current),\textsuperscript{31} to the measured FuZE plasma ($1.1 \times 10^{17}$ cm$^{-3}$ peak density, 0.3 cm pinch radius, and 200 kA pinch current), Eq. (2) predicts a plasma temperature from FuZE of approximately 1.2 keV. This prediction is consistent with the spectroscopy measurements reported here.

As seen in Eq. (1), the theoretical thermonuclear neutron yield is proportional to $n_D^2$. For these three different deuterium concentrations, neutron production results follow the expected $n_D^2$ dependence as shown in Fig. 6(b). Notably, the observed neutron yields are robust and sustained. Tens of pulses for each deuterium concentration setting were recorded, and all produced comparable level of neutron yields as denoted by the error bars in Fig. 6(b).
Employing the SFS Z-pinch concept, fusion-relevant plasma parameters of 10^{17} cm^{-3} electron particle density, 1–2 keV temperature, and pinch radius of approximately 0.3 cm are achieved on FuZE, with long-lived quiescent periods of approximately 20 μs. The demonstration of sustained neutron production lasting approximately 5 μs, the absence of instabilities during neutron production, and the observation of neutron yield scaling with n_T^2 suggest the neutron emission is the result of thermonuclear fusion reactions. The lower limit of the neutron yields is estimated to be approximately 10^8 neutrons/pulse, consistent with theoretical expectations for the measured plasma parameters.

The neutron production is shown to be reproducible and insensitive to experimental variations. A SFS Z-pinch has the exciting potential of creating an economic fusion reactor with an average β = 1 and simple magnetic geometry. The results presented in this Letter provide a compelling argument for continued pursuit of this goal.

The information, data, and work presented herein was funded in part by the Advanced Research Projects Agency - Energy (ARPA-E), U.S. Department of Energy, under Award Number DE-AR-0000571 and LLNL Contract DE-AC52-07NA27344. The authors would also like to thank David Gay of Tektronix Inc. and Gene Prosin of Electro Rent Corp. for the loan of the oscilloscopes used for the neutron measurements.

5263 2007.