A superfluid-tunable 3D transmon qubit

J.R. Lane1, D. Tan2,3, N.R. Beysengulov1, K. Nasyedkin1, E. Brook1,
L. Zhang1, T. Stefanski1, H. Byeon1, K.W. Murch2,4, and J. Pollanen1∗

1Department of Physics and Astronomy, Michigan State University, East Lansing, MI 48824-2320, USA
2Department of Physics, Washington University in St. Louis, St. Louis, MO 63130, USA
3Shenzhen Institute for Quantum Science and Engineering and Department of Physics, Southern University of Science and Technology, Shenzhen 518055, People’s Republic of China and
4Institute for Materials Science & Engineering, Washington University in St. Louis, 1 Brookings Dr., St. Louis MO 63130, USA

(Dated: July 19, 2019)

Superfluid helium at milli-Kelvin temperatures is a dielectric liquid with an extremely low loss tangent at microwave frequencies. As such, it is a promising candidate for incorporation into hybrid quantum systems containing superconducting qubits. We demonstrate the viability of this hybrid systems approach by controllably immersing a three-dimensional superconducting transmon qubit in superfluid 4He. By measuring spectroscopic and coherence properties we find that the cavity, the qubit, and their coupling are all modified by the presence of the dielectric superfluid, which we analyze within the framework of circuit quantum electrodynamics (cQED). At temperatures relevant to quantum computing experiments, the energy relaxation time of the qubit is not significantly changed by the presence of the superfluid, while the pure dephasing time modestly increases, which we attribute to improved thermalization via the superfluid.

I. INTRODUCTION

Extensive progress in Josephson junction based superconducting qubits has made them a viable platform for building scalable quantum simulators and universal processors [1–3]. In particular, the circuit quantum electrodynamics (cQED) architecture [4, 5], wherein superconducting qubits are manipulated and read out with a superconducting microwave resonator, has been successful for implementing complex qubit control protocols and extending the coherence of quantum information stored in superconducting circuits. Coherence times $\gtrsim 100 \mu s$ are now routinely achieved in cQED experiments utilizing three dimensional (3D) resonators for both the information stored in the qubit [6, 7] and in the microwave resonator itself [8–10].

One limitation of the 3D cQED architecture is the relative inflexibility of frequency tuning of superconducting microwave resonators. While the spectrum of the qubit can be tuned in situ with the application of an external magnetic field the frequency of the 3D superconducting resonator is fixed by geometry[11]. From this perspective, a hybrid superconducting qubit/superfluid system provides an extra degree of frequency tunability for 3D transmon experiments. In fact, it has been shown that superfluid helium may be used to achieve few percent level changes in the resonant frequency of 3D microwave cavities [12] similar to those used in cQED without significantly impacting the resonator’s electromagnetic quality factor [12–14]. Additionally, recent experiments have demonstrated that superfluid helium can be used as the working fluid in a mechanically actuated 3D microwave cavity having a tunability $> 5$ GHz [15]. However, the controllable incorporation of quantum fluids with superconducting qubits housed in 3D microwave cavities has not been the subject of experiments to date.

There is also interest in studying the mechanical motion of superfluid helium at the quantum limit. Recent experiments and proposals have investigated the possibility of using superfluid helium as a platform for optomechanical experiments [13, 14, 16–18], or as a substrate for an electron motional qubit [19–26], where details of the superfluid surface mechanics are important to understanding the decoherence of the proposed qubit. In solid-state mechanical systems superconducting qubits have been coupled to mechanical resonators [27–30] allowing for coherent control of the resonators at the several phonon level. With these experiments in mind, a natural question to ask is if hybrid superconducting qubit systems could be employed to study or manipulate the mechanical excitations of superfluid helium. A prerequisite to any experiment along these lines would be a characterization of the fundamental properties of a hybrid superfluid cavity/qubit coupled system, and to ensure that the presence of helium is not deleterious to the coherence properties of the qubit.

In this manuscript, we report on experiments studying the properties of a transmon [6, 31] superconducting circuit inside of a 3D microwave cavity resonator that can be controllably filled with superfluid 4He. We spectroscopically characterize the hybrid superfluid cavity/qubit system to determine the effect of the modified dielectric constant on the cavity, the qubit, and the coupling between the two. We also measure the decoherence of the qubit immersed in liquid helium. At the temperatures relevant to superconducting qubit experiments we find no significant degradation of the coherence properties of the qubit, and in fact observe a modest decrease in the pure dephasing rate in the presence of helium. This reduced dephasing is consistent with improved thermaliza-

∗ pollanen@pa.msu.edu
tion of the microwave coupling lines in the 3D cavity via the superfluid.

II. EXPERIMENTAL SETUP

The experiment consists of a single-junction transmon circuit housed in a hermetically sealed rectangular 3D aluminum microwave cavity (see Fig. 1(a)). The two halves of the cavity are hermetically sealed with a conventional indium wire o-ring typically used for making superfluid leak tight joints. The external microwave coupling to the cavity is provided via two hermetically sealed 50 Ω assemblies (see Fig. 1(b)). These assemblies consist of commercial hermetic GPO feedthroughs [32] in which the room temperature rubber o-ring has been replaced with a cryogenic indium seal [24, 33]. These GPO feedthroughs are seated in custom brass flanges that are themselves sealed to the body of the cavity with indium o-rings. Coupling pins are soldered to the inner portion of each assembly to provide microwave signals to the cavity. The microwave ports are connected to standard filter/amplifier chains used in cQED experiments (see Supplementary Information).

The cavity is thermally anchored to the mixing chamber plate of a cryogen-free dilution refrigerator, and helium is introduced via a hole on the top of the cavity that connects to a stainless steel fill capillary through a custom brass flange, which is itself hermetically sealed to the cell with indium o-ring. This fill capillary extends the length of the cryostat and the helium is thermalized via copper sinter heat exchangers positioned at the still plate, cold plate, and mixing chamber of the dilution refrigerator. In this configuration, we find that the lowest temperature of the dilution refrigerator is not substantially changed from its nominal value of 10 mK upon filling the 3D cavity with superfluid $^4$He.

III. RESULTS AND DISCUSSION

A. Cavity and qubit spectroscopy

To characterize the effect of adding superfluid $^4$He we first perform continuous wave spectroscopy of the cavity/qubit coupled system, both when the cavity is empty and under vacuum, and when it is filled with superfluid helium. Using a vector network analyzer we characterize the cavity response by measuring the microwave transmission ($S_{21}$) through the measurement circuit as a function of frequency. At high power ($\sim -80$ dBm power injected into the cavity), the measured response is Lorentzian and peaked at the classical cavity fundamental frequency [34–36] $f_c = \omega_c/2\pi$, shown as the blue traces in Fig. 2(a). The change in the speed of light caused by the presence of a dielectric of relatively permittivity $\epsilon$ should shift the bare cavity frequency from $f_c \rightarrow f_c/\sqrt{\epsilon}$. Indeed, we find that, when helium is added to the cavity, the fundamental frequency $f_c$ shifts from 6.93480 GHz to 6.75395 GHz (see Table 1), corresponding to an effective cavity dielectric constant of $\epsilon = 1.054$, which agrees well with that of superfluid helium $\epsilon_{\text{He}} = 1.057$ [12, 37]. We also note that the quality factor of the microwave resonator is not significantly affected by the presence of helium, consistent with the findings in Ref. [12–14].

The hybrid cavity/qubit system is described by the generalized Jaynes-Cummings Hamiltonian (JCH), which takes into account the higher excited states of the transmon circuit $|i\rangle$:

$$\hat{H}_{JC} = \hbar \omega_0 \hat{a}^\dagger \hat{a} + \sum_i \omega_i |i\rangle \langle i| + \hbar \sum_i (g_{i,i+1} |i\rangle \langle i+1| + \text{h.c.}).$$

(1)

In Eq. 1 $\hat{a}^\dagger$ and $\hat{a}$ correspond to the microwave photon creation and annihilation operators respectively. In the transmon regime [31], the uncoupled qubit frequencies $\omega_i$ are determined by the Josephson energy $E_J$, the charging energy $E_C$, and the cavity/qubit couplings constants $g_{i,i+1} \approx g_{01} \sqrt{i+1}$. In this limit, Eq. 1 is therefore determined by $E_J$, $E_C$, the ground-to-first excited state vacuum Rabi splitting $g_{01}$, and the cavity frequency $\omega_c$.
In addition to shifting the cavity resonant frequency, the presence of dielectric superfluid will also modify all of the spectroscopic parameters of the coupled qubit/cavity system, which we can characterize with the framework of cQED. At low input microwave power ($\sim -120$ dBm, Fig. 2(a) red traces) the cavity resonant frequency is shifted by the presence of the transmon circuit in its ground state. In the dispersive limit of cQED [31], $|\Delta| = |\omega_c - \omega_0| \gg g_{01}$, where $\omega_0$ is the qubit ground-state energy and $\omega_1$ is the qubit ground-to-excited state frequency, this hybridization causes the cavity resonant frequency to shift by an amount $\delta \omega \approx g_{01}^2/\Delta$. We measure $\delta \omega$ for both the empty cavity and the cavity full of superfluid helium, with the results reported in Table I.

We utilize two-tone spectroscopy [38] to directly measure the excitation spectrum of the qubit and how it is modified by the superfluid. We use a low power tone (Fig. 2(b), right of dashed line) to excite the qubit from ground $|0\rangle$ to first excited state $|1\rangle$, and a higher power tone to excite a two photon transition from $|0\rangle$ to the second excited state $|2\rangle$ (Fig. 2(b), left of dashed line). From these measurements, we extract the $|0\rangle \rightarrow |1\rangle$ transition frequency $\omega_{01}$ and the $|1\rangle \rightarrow |2\rangle$ transition frequency $\omega_{12}$ for both the empty and full cavity configurations, and report these values in Table I.

To extract the values of $E_J$, $E_C$, and $g_{01}$, and how they are modified by dielectric superfluid, we diagonalize the generalized JCH, and fit the eigenvalues $\omega_{01}$, $\omega_{12}$, and $\delta \omega$ to the values obtained from our spectroscopy measurements for the case when the 3D cavity is empty as well as when it is filled with helium. The results are summarized in Table I.

The small change of $E_J$ in the presence of helium is consistent with variations in $E_J$ that we observe between cool downs without helium present in the cavity. It has been reported that these variations result from changes in the microscopic charge configuration in the Josephson junction oxide barrier [39, 40]. Therefore our results are consistent with $E_J$ being unmodified in the presence of liquid helium. In contrast we find that the capacitive charging energy of the qubit decreases by 0.82%. This reduction in $E_C$ agrees with the value of 0.78% obtained from finite element simulations of the system (see Supplementary Information).

A shift in the vacuum Rabi coupling $g_{01}$ is also induced by the superfluid helium. Qualitatively, this shift results from a change in the zero point energy of the cavity and a spatial redistribution of electric field lines within the cavity/qubit system upon changing the dielectric constant from $\epsilon = 1 \rightarrow \epsilon_{He} = 1.057$. Quantitatively, we write the vacuum Rabi coupling in terms of the fluctuating zero point voltage of the microwave field in the 3D cavity [31] $V_{ZPF}$, 

$$g_{01} = 2e V_{ZPF} \beta \langle \hat{n} \rangle |0\rangle,$$

where $\hat{n}$ is the Cooper pair number operator, and $\beta$ is a parameter describing the efficiency of converting voltage fluctuations in the cavity to voltage fluctuations across the junction of the qubit [31]. We develop a simple model (see Supplementary Information) describing how $\beta$ depends on the dielectric constant of the cav-

<table>
<thead>
<tr>
<th>Value</th>
<th>Empty (GHz)</th>
<th>Full (GHz)</th>
<th>change (%)</th>
</tr>
</thead>
<tbody>
<tr>
<td>$\omega_c/2\pi$</td>
<td>6.9348</td>
<td>6.7540</td>
<td>-2.62</td>
</tr>
<tr>
<td>$\delta \omega/2\pi$</td>
<td>0.00875</td>
<td>0.00913</td>
<td>4.32</td>
</tr>
<tr>
<td>$\omega_{01}/2\pi$</td>
<td>5.1914</td>
<td>5.1747</td>
<td>-0.32</td>
</tr>
<tr>
<td>$\omega_{12}/2\pi$</td>
<td>4.8834</td>
<td>4.8695</td>
<td>-0.28</td>
</tr>
<tr>
<td>$E_J/h$</td>
<td>13.887</td>
<td>13.895</td>
<td>0.06</td>
</tr>
<tr>
<td>$E_C/h$</td>
<td>0.2710</td>
<td>0.2690</td>
<td>-0.82</td>
</tr>
<tr>
<td>$g_{01}/2\pi$</td>
<td>0.1235</td>
<td>0.1201</td>
<td>-2.8</td>
</tr>
</tbody>
</table>
ity. This model, when taken into account with the dielectric induced modifications in $V_{ZPF} \propto \epsilon^{-3/4}$ and $(1/\hat{n}(0) \propto E^{-1/4}_C$, yields a predicted shift in the vacuum Rabi splitting $\Delta g_{01} = -3.2\%$ in comparison with the measured shift of $\Delta g_{01} = -2.8\%$ produced by the superfluid (see Table I), in good agreement given the relatively simple circuit model employed in our analysis.

**B. Decoherence in the presence superfluid helium**

Successful integration of qubits into quantum fluid experiments or vice versa, requires that the coherence properties of the qubit do not degrade when immersed in superfluid helium. To characterize these effects, we use standard pulsed techniques (see Supplementary Information) to measure the energy ($T_1$) and phase ($T_2$) relaxation as a function of temperature. The temperature dependences of $T_1$ (blue) and $T_2$ (red) are plotted in Fig. 3 for the case when the cavity is empty (open symbols) and when it is filled with helium (closed symbols). It is known that the relaxation times of superconducting quasiparticles can fluctuate over long time scales [41], therefore we repeatedly measure $T_1$ and $T_2$ at each temperature for 5 hours and the data points represent the average value of a set of repeated measurements, while the error bars are the standard deviation. From these values of $T_1$ and $T_2$ we also calculate the pure dephasing time $T_\phi = (1/T_2 - 1/2T_1)^{-1}$ (green symbols in Fig. 3).

At the lowest temperatures we find that $T_1$ saturates at roughly the same value ($\sim 20\mu s$) both when the cavity is empty and when it is full of superfluid helium. This result demonstrates that the superfluid does not introduce any significant mechanisms for qubit energy relaxation at the temperatures relevant to cQED. Interestingly, as we increase the temperature above $\sim 60$ mK, we find a modest reduction in $T_1$ when the cavity is filled with superfluid. We speculate that this reduction in $T_1$ could be associated with photon mediated coupling of athermal quasiparticles [42] in the superconducting cavity to the qubit. It is known that quasiparticles may travel long distances between superconducting islands on a substrate via conversion into phonons [43], and it is possible that quasiparticle conversion into phonons in the helium may introduce an additional relaxation mechanism at intermediate temperatures. While our current experiments cannot confirm this hypothesis, future experiments employing a 3D copper cavity may be able to do so.

In contrast to the energy relaxation of the qubit, we find that above $60$ mK the pure dephasing time $T_\phi$ is the same both when the 3D cavity is the empty and when it is full of superfluid. Upon cooling below $\sim 60$ mK we find that the dephasing time modestly improves in the presence of helium. Single junction transmon qubits, like ours, are relatively insensitive to dephasing produced by both charge and flux noise [44], but are known [44, 45] to be sensitive to the thermal population of cavity photons, which are routinely [46, 47] measured to be at a temperature higher than the nominal temperature of the mixing chamber of the dilution refrigerator. The modest improvement we observe in dephasing when our cavity is filled with superfluid is consistent with a relatively minor reduction in the thermal photon number in the cavity. If we assume that the dominant source of decoherence in our system is produced by residual thermal photons in the cavity, we can express the dephasing rate as $T_\phi = \bar{n}_{ph}\kappa\chi^2/(\kappa^2 + \chi^2)$, where $\bar{n}_{ph}$ is the thermal population of photons in the cavity, $\kappa$ is the cavity linewidth, and $\chi$ is the shift in the qubit frequency per cavity photon. Using this expression we estimate the temperature of the photon bath $T_{ph} \sim 150$ mK for the empty cavity and $T_{ph} \sim 129$ mK for the superfluid filled cavity. It is reasonable that the helium could be reducing the effective photon bath temperature by $\sim 20$ mK by slightly improving the thermalization of the inner pin of the microwave coupling ports in our cavity. Finally, we note that these results are reproducible over multiple cool-down cycles of the cryostat.

To further understand possible thermalizing effects produced by the superfluid helium we have directly measured the residual qubit excited state population using a method developed in Ref. [49, 50]. The measured population is plotted as a function of temperature in Fig. 4, along with the expected population calculated from a Maxwell-Boltzmann distribution with a partition function truncated beyond the 3rd excited state of the qubit. As shown clearly in Fig. 4, the data are in
good agreement with the theoretical population calculated with no adjustable parameters. Apparently, the superfluid helium has no significant effect on the population of the qubit and the residual excited state population of both the empty and full cavity configurations saturate at 0.5%−1%. This result is consistent with recent experiments that attribute the residual excited state population to athermal quasiparticle poisoning [42], which would be unaffected by better thermalization and filtering of the microwave lines.

IV. CONCLUSION

In conclusion, we have measured the effects of superfluid helium on the spectroscopic and coherence properties of a single-junction superconducting transmon qubit housed in an hermetically sealed 3D aluminum cavity. We observe no seriously deleterious effects on the qubit coherence at the low operating temperatures of superconducting qubit experiments, and even modest improvement in qubit dephasing in the presence of the superfluid. Within the framework of eQED, our experiments confirm that superfluid helium can be used to tune the cavity frequency in situ without significantly degrading the quality factor of the cavity or the qubit. These results show that deep in the superfluid state helium is a viable material for the incorporation into hybrid quantum systems or future qubit-assisted experiments attempting coherent quantum control of the motional degrees of freedom of quantum fluids.

ACKNOWLEDGMENTS

We are grateful to R. McDermott, D.I. Schuster, P.M. Harrington, M.I. Dykman, N.O. Birge, G. Koolstra, J. Kitzman and S. Hemmerle for fruitful discussions. We thank J.P. Davis and G.G. Popovich for technical assistance with proper superfluid thermalization. We also thank R. Loloee and B. Bi for technical assistance, and use of the W.M. Keck Microfabrication Facility at MSU. The Michigan State portion of this work was supported by the Cowen Family Endowment and by the NSF (Grant no. DMR-1708331). The Washington University portion of this work was also supported by the NSF (Grant no. PHY-1607156 and PHY-1752844 (CAREER)).

We note that two-dimensional resonators can be frequency tuned, albeit with a reduced quality factor, via the incorporation of a SQUID loop in series with the resonator center conductor [51, 52].


Gilbert Engineering part # 0119-783-1.

I. EXPERIMENTAL SETUP

The 3D cavity and qubit are housed in a hermetically sealed cell (blue box, Fig. 1 main text). Helium is introduced into the cell from room temperature though a liquid nitrogen cooled cold trap to prevent impurities solidifying in the fill capillary and causing a blockage. The capillary line is a 1/16” diameter stainless steel capillary (grey) everywhere except between the cold plate and mixing chamber plate, where a 0.017” CuNi capillary (brown) is used to minimize heat flow between these two plates by a superfluid film within the capillary. The incoming helium is thermalized at five points: twice by mechanically clamping the fill capillary to the 50 K and 4 K plates of the cryostat, and by a passing the helium through a copper sinter heat exchanger at each of the still plate (800 mK), cold plate (100 mK), and mixing chamber plate (MXC).

The hermetically sealed 3D cavity (blue) is placed inside a light tight cooper box (brown) and cryogenic magnetic shielding (gray). The hermetic microwave assemblies are attached to a standard circuit cQED setup, consisting of distributed attenuators/circulators on the input/output lines respectively. For continuous wave (CW) measurements, the output signal is diverted to a vector network analyzer (VNA), while for time resolved (TR) measurements the output is demodulated by an IQ mixer and sent to an analog to digital converter (ADC) for acquisition.

II. DIELECTRIC DEPENDENCE OF THE VACUUM RABI COUPLING

The vacuum Rabi coupling \( g_{01} \) as a function of the dielectric constant of the environment surrounding the qubit. The vacuum Rabi coupling of \( |0\rangle \) to \( |1\rangle \) may be written [1] as

\[
g_{01} = 2e V_{ZPF} \beta \langle 1|\hat{n}|0\rangle
\]

where \( V_{ZPF} \) is the magnitude of the zero point fluctuations of the voltage in the cavity, \( e \) is the electron charge, \( \beta \) is a parameter that describes the efficiency with which voltage in the cavity builds up across the Josephson junction, and \( \hat{n} \) is the Cooper pair excitation number operator. We model the cavity as a simple LC oscillator, which allows us to write the zero point fluctuations of the voltage in the cavity as [2]

\[
V_{ZPF} = \omega_c \sqrt{\frac{hZ_c}{2}}
\]
where \( \omega_c = 1/\sqrt{L_c C_c} \) is the resonant frequency and \( Z_c = \sqrt{L_c/C_c} \) is the impedance of the oscillator. Uniformly filling the cavity with a dielectric will shift the cavity capacitance from \( C_c \) to \( \epsilon C_c \), and from Eq. 2 one finds that

\[
V_{ZPF} \propto \epsilon^{-3/4}
\]

To understand the functional dependences of \( \beta \) for our experiment, we model the qubit as a parallel capacitance \([3]\) \( C_q \) and nonlinear Josephson inductor \( L_q \) coupled to the cavity via capacitance \( C_g \) (see Fig. 2). We assume the system is symmetric and that both of the antenna paddles of the qubit are identical and have the same capacitance \( C_g \) to the 3D cavity walls. \( \beta \) is then given by the voltage that builds up across \( C_g \) when a voltage \( V \) exists across the entire circuit,

\[
\beta = \frac{C_g^2}{C_g^2 + 2C_q C_g}
\]

In the case of uniform dielectric filling, the capacitances will all scale uniformly and \( \beta \) will be unchanged from its vacuum value. We note, however, that the presence of the silicon chip and the intrinsic Josephson junction capacitance will cause \( C_g \) and \( C_q \) to scale differently as a function of dielectric constant of the cavity medium. We perform finite element simulations using COMSOL to determine how these capacitances changes in the presence of helium. We find that \( \Delta C_g = 0.78\% \) upon filling the cavity with helium, which agrees very well with the measured shift of 0.82\% extracted from the change in the charging energy \( E_C \), and that \( \Delta C_q = 1.65\% \).

We finally note that the transmon excitation number transition matrix element is proportional to the zero point charge fluctuations of the qubit, which in the nearly harmonic oscillator regime of the transmon circuit may be written as

\[
|\langle j+1|\hat{n}|j\rangle| \approx \sqrt{\frac{j+1}{2}} \left( \frac{E_J}{8E_C} \right)^{1/4} \propto E_C^{-1/4} \propto C_q^{1/4}
\]

We use the simulated shift in \( C_q \) to calculate the expected change of the charge number matrix element. Combining the shift in the matrix element with the predicted shifts in \( V_{ZPF} \) and \( \beta \), we arrive at a predicted shift in the vacuum Rabi coupling induced by the superfluid in the cavity

\[
\Delta g_{01} = -3.2\%,
\]

which is in good agreement with our measured value of \(-2.8\%\).

### III. COHERENCE MEASUREMENTS

To measure the qubit energy relaxation rate \( T_1 \), we use a standard measurement scheme, consisting of a \( \pi \) pulse at the \( \omega_{01} \) transition followed by a variable delay \( \tau \) after which we projectively measure the state of the qubit. We repeat this measurement as a function of \( \tau \), and fit the data to an exponential function. The decay time constant is recorded, and this measurement is repeated \( > 100 \) times over the span of 5 hours. A histogram of measured \( T_1 \) values is shown in (b).

![Fig. 3](image-url)


[3] This capacitance includes both the intrinsic Josephson junction capacitance and the shunt capacitance provided by the antenna paddles of the qubit.