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We have studied the temporal behavior of the atomic absorption signal under resonant excitation
with a continuous-wave laser radiation. Measurements done for D2 line of 85Rb with ≈ 1 ns temporal
resolution have shown irregular oscillatory behavior of the transmission signal, which becomes well
pronounced for high laser power, and disappears when the laser is tuned off-resonance. Application
of the fast Fourier transform analysis of the transmission signal reveals power-dependent frequency
peaks, which are shown to be associated with Rabi frequency. Possible linkage of the observed
results with the phase-to-amplitude noise conversion caused by the the phase fluctuations of laser
field is discussed.

I. INTRODUCTION

Resonant interaction of narrow-linewidth cw laser ra-
diation with atomic vapor (notably, alkali metal vapor)
is intensely studied in the past decades, driven by fun-
damental interest and important emerging applications.
Most of these studies deal with a steady-state regime of
interaction of atomic ensemble with resonant light re-
quired for establishment of the relevant processes. The
steady-state regime implies an onset of a dynamic bal-
ance between elementary processes (e.g. absorption and
emission), which leads to the invariance of the average
level of an atomic signal in time under invariable excita-
tion conditions. But a question remains: is the station-
ary signal time-independent in a short time scale? The
dynamic contribution of elementary processes (Rabi cy-
cle) can be revealed in measurements with high temporal
resolution.

Rabi oscillations were directly observed in microwave
domain in many experiments, meanwhile this task be-
comes much more problematic in the optical frequency
range, notably for the transitions with large dipole mo-
ment. Optical Rabi oscillations with a half period as
short as 1 ns have been detected in single nitrogen va-
cancy centers in diamond [1]. Direct detection of the
time-resolved Rabi oscillations in the coherent transient
response of the resonance fluorescence of a single charged
InAs quantum dot has been reported in [2]. Ultra-
fast Rabi oscillation of an atom ensemble in Gaussian
spatial distribution has been investigated in [3] using
the cold atomic rubidium vapor spatially confined in a
magneto-optical trap. Rabi oscillations in the spatial
profiles of yoked superfluorescent pulses from rubidium
vapor have been observed in [4] by driving the 5S –
5D two-photon transition with a femtosecond laser. All
these experiments were done with pulsed laser excitation.
A nanosecond-range spiking dynamics of frequency up-
converted emission generated on the 6P3/2 – 5S1/2 tran-
sition in Rb vapor under two-photon excitation of the
5D5/2 level with bichromatic cw laser light is reported in
[5]. The spikes were attributed to temporal properties of
the directional generation on the 5D5/2 – 6P3/2 transi-
tion, and explained by the quantum-mechanical nature

of the cooperative effects.

As is known since thee decades, intrinsic stochastic
phase fluctuations in cw laser (notably, diode laser) field,
which determine the finite linewidth of the laser radia-
tion, are converted to amplitude modulation during the
resonant interaction with atomic systems [6–8]. Theory
of this process has been developed in [8–10], showing
good consistency with experimental results. The phe-
nomenon of phase-to-amplitude noise conversion under-
lies spectroscopic technique developed in early 90-s: illu-
minating the atomic medium with broadband laser radi-
ation with fixed central frequency and performing spec-
tral decomposition of noisy atomic response, one can re-
veal resonant spectral features [9, 11, 12]. The theory of
phase-to-amplitude noise conversion predicts two distinct
temporal components of the atoms response: an adia-
batic component and a nonadiabatic component mani-
festing itself as population variations oscillating at the
Rabi frequency [10]. The latter was experimentally veri-
fied in [13], where authors found that the atoms behave
like damped, driven harmonic oscillators, and the Fourier
spectrum of the atoms population fluctuations shows a
resonance at the Rabi frequency on the microwave tran-
sition coupling hyperfine sublevels of 87Rb, which re-
distributes population depletion imposed by an optical
pumping. Later, the studies were done also for the op-
tically thick vapor [14]. The role of laser linewidth in
conversion of laser phase noise to amplitude noise in a
resonant atomic vapor was analized in [15]. Different
behavior of optical spin noise spectra in Rb vapor for ho-
mogeneous and inhomogeneous broadenings was demon-
strated in [16]. Applications of spin noise spectroscopy
for studies of magnetic resonances, linear optics, and Ra-
man scattering were addressed in [17–19]. The same
technique was used in [20] for measurement of transverse
spin-relaxation rates in a rubidium vapor. In [21] it was
shown that optical pumping plays a significant role in de-
termining the noise of laser-pumped vapor-cell microwave
frequency standards. Noise spectroscopy was applied in
[22, 23] to study nonlinear magneto-optical resonances in
Rb vapor. Experimental observation of quantum noise
in the polarization of laser light passing through a dense
Rb vapor using a homodyne detection technique was re-
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ported in [24].
In this paper we report on the temporal structure in

atomic absorption signal under continuous-wave laser ex-
citation observed with fast detection and processing tech-
nique. The experiment is done for D2 line of rubidium in
a simple configuration with atomic vapor cell.

II. EXPERIMENTAL ARRANGEMENT

The sketch of experimental setup is shown in the upper
panel of Fig. 1. It comprised of a simple main arrange-
ment for dynamic recording of the radiation transmitted
through a rubidium vapor cell, and a more complex aux-
iliary arrangement for tuneable locking of laser radiation
frequency.

FIG. 1. Upper panel: schematic drawing of the experimental
setup. BS – beam splitter; PBS – polarizing beam splitter;
QWP – quarter-wave plate; PD1 - PD4 – photodiodes; DA –
differential amplifier. Lower panel: laser radiation frequency
positions across 85Rb and 87Rb D2 line explored in the mea-
surements (the spectrum is recorded for the laser power of 0.5
mW).

An unfocused ≈ 2-mm-diameter linearly-polarized
beam from a single-frequency free-running cw Fabry-
Pérot diode laser (wavelength 780 nm, light power 30
mW, linewidth ≈ 20 MHz) was directed into a 70 mm-
long, 10 mm-diameter sealed cylindrical cell with a side
arm containing natural rubidium. An optical isolator was
used to prevent laser cavity effect imposed by reflections;
the power of laser radiation entering the cell was con-
trolled by a circular variable neutral density filter. The
vapor-cell temperature was kept at 27.8◦C, which corre-
sponds to a number density of Rb atoms N = 9.27×109

cm−3. The radiation transmitted through the cell was de-
tected by a Newport 818-BB-21A optical biased receiver

(PD1) with 1.2 GHz bandwidth and 0.5 ns rise/fall time.
This photodetector with a sensor diameter of 0.4 mm was
mounted on a translation stage enabling adjustment of
its position across the transmitted beam aperture.

Signal from the photodetector PD1 was monitored
by the Tektronix TDS3032B digital storage oscilloscope
with 300 MHz bandwidth and 2.5 GS/s sample rate per
channel. An integrated fast Fourier transform (FFT)
module TDS3FFT built in the oscilloscope allowed to
perform a real-time Fourier analysis of the photodetec-
tor signal. Another photodetector, facing the cell wall
(not shown in Fig. 1) was installed to monitor the fluo-
rescence signal with separate oscilloscope.

Small fraction of the laser beam was branched onto a
dichroic atomic vapor laser lock (DAVLL) scheme [25] al-
lowing realization of locking the laser radiation frequency
to atomic resonance line employing linear magneto-
optics. The laser frequency was locked to the chosen
atomic resonance via a feedback loop controlling the in-
jection current of laser diode, with a dispersion-shaped
error signal formed by the differential amplifier.

The following procedure was employed for the mea-
surements. First, the laser was locked to the Doppler-
overlapped atomic transition group 85Rb Fg=3 →
Fe=2,3,4 of the Rb D2 line (see lower panel of Fig.
1), and absorption (PD1) signal was recorded for a 2
µs interval (no averaging, 10000 measurement points
with the step of 0.2 ns). The measurement data were
stored together with the real-time Fourier transform
spectrum generated by an FFT module operating in
linear root-mean-square output and rectangular window
mode, which assures maximum frequency accuracy. Af-
terwards, the same measurements were done with the
laser radiation frequency tuned to the off-resonance po-
sition.

The measurements were done for 8 values of the laser
radiation power PL: 2, 5, 8, 11, 14, 17, 20, and 23 mW.
We should note that the real power entering the cell was
1.18 times less because of reflection from the sapphire
window cut across the c-axis to avoid birefringence. The
net absorption of the transmitted beam at atomic reso-
nance ranged from 30.5% for the lowest power to 9.55%
for the highest power. Throughout the measurements,
the PD1 photodetector sensor was carefully aligned to
the center of the transmitted beam.

III. RESULTS AND DISCUSSION

The measurements results for PL = 2 and 23 mW are
presented in Fig. 2. One can clearly see an irregular
oscillatory behavior of the transmission signal when the
laser radiation frequency is tuned to the atomic reso-
nance (graphs a and e), with the magnitude increasing
with PL. Noteworthy, the temporal structure gets out-
right vanished already at integration time of 100 ns (see
red lines in graphs a and e). The oscillations practically
disappear when the laser frequency is driven out of the
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resonance (graphs c and g). Application of a fast Fourier
transform (right column graphs) allows revealing the fre-
quency spectrum of the signal, which exhibits a peak
behavior, with a maximum frequency rising with PL.

FIG. 2. Directly recorded resonance and off-resonance
transmission signals (a,c,e,g) and corresponding FFT spec-
tra (b,d,f,h) for incident laser power 2 mW (a-d) and 23 mW
(e-h). The same amplitude scales are used for all the trans-
mission (left column) and FFT (right column) graphs. Red
curves show the post-measurement adjacent averaging with
500 points of window.

Experimental dependence of the peak frequency of the
FFT signal on the incident laser radiation power is plot-
ted in Fig. 3. Solid dots present the averaged values
of 5 measurements for each value of PL, with an error
of ±3.5%. The square-root-shaped course of this depen-
dence allows us to suppose that the oscillatory behavior
of the transmission signal should be attributed to dy-
namic Rabi cycle. To verify this supposition, we have
made estimates for the expected generalized (effective)

Rabi frequency Ω̃:

Ω̃ij =

√
d2ijPL

ε0nc~2S
+ ∆2. (1)

(see e.g. [26]), where dij is the transition dipole mo-
ment, ε0 is the vacuum permittivity, n is the refractive
index, c is the speed of light, S is the effective area
of the laser beam cross-section, and ∆ is the detuning
of the laser radiation frequency from the atomic transi-
tion (including also Doppler broadening and the spectral
linewidth of laser radiation when it exceeds transition
natural linewidth).

FIG. 3. Dependence of the peak frequency of FFT signal on
the laser power entering the cell. Solid dots with error bars:
experiment; solid line: calculated with Eq. 1.

The main contribution in the Doppler-overlapped (≈
640 MHz FWHM) hyperfine transition group 85Rb Fg=3
→ Fe=2,3,4 gives the cycling transition Fg=3 → Fe=4,
having a strength factor, which exceeds the strength fac-
tors of Fg=3→ Fe=3 and Fg=3→ Fe=2 by factors of 2.3
and 8.1, respectively. As a result, also the frequency of
this transition is the closest to the transmission minimum
(≈ 40 MHz). For this reason, in calculations we have used
for dij the effective dipole moment 1.659×10−29 C/m of
the Fg=3→ Fe=4 transition [27]. The calculated depen-
dence is plotted in Fig. 3 by a solid line. The best fit
has been obtained with the effective detuning ∆ = 85.4
MHz, which is realistic given the experimental uncertain-
ties (contributions from other transitions, laser beam pro-
file, thermal motion of atoms across the beam, Doppler
broadening, laser linewidth, relaxations, etc.).

Moreover, it is important to note that the frequency
corresponding to the maximum of FFT signal does not
correspond to the maximum of Rabi frequency. Ana-
lyzing the shape of FFT spectrum, one can say that the
most intense interaction occurs with the velocity group of
atoms, which are in exact resonance with the laser field,
and these atoms contribute to the far high-frequency
wing of the FFT profile. The most intense FFT signal
corresponds to the contribution of atoms with the mean
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longitudinal thermal velocity. One may say that the FFT
profile somehow reflects Maxwellian velocity distribution.

In the next run of measurements we have studied
the dependence of FFT spectrum on laser frequency
across the Doppler-overlapped Fg=3 → Fe=2,3,4 tran-
sition group for the highest value 23 mW/cm2 of inci-
dent laser power. Fig. 4 presents the amplitude and
frequency of FFT spectrum versus detuning of laser fre-
quency from the maximum absorption position (17 val-
ues, ranged from -277 to +331 MHz). The obtained
results are presented along with the fluorescence spec-
trum recorded with slow scanning (steady-state interac-
tion regime) in the same experimental conditions. Note
that although the cell windows were tilted from the light
propagation axis to prevent overlapping of the forward
and reflected beams, a sub-Doppler dip appears in fluo-
rescence spectrum at the frequency position of two over-
lapped crossover resonances linked with the cycling tran-
sition Fg=3 → Fe=4. The study of origin of this feature
is out of the scope of this paper, and will be discussed
elsewhere.

FIG. 4. Black solid dots: dependences of FFT signal
peak amplitude (upper panel) and frequency (lower panel)
on detuning of laser frequency from the center of Doppler-
overlapped Fg=3 → Fe=2,3,4 transition group for the inci-
dent laser power 23 mW/cm2. Dependences are normalized
to zero-detuning values (corresponding fluorescence spectrum
is presented by red solid line).

As can be seen from the upper panel of Fig. 4, the
dependence of the FFT signal amplitude on the laser fre-
quency qualitatively repeats the spectrum of the atomic
signal, with a variable positive frequency shift and an
asymmetric amplitude behavior (lower amplitudes on

the negative wing, and higher amplitudes on the posi-
tive one). Noteworthy, the same dependence is obtained
also for the amplitude of fluctuations of transmission sig-
nal directly recorded by a photodetector (not shown in
Fig. 4). Supposing that the our results are linked with
the phase-to-amplitude noise conversion mechanism, one
should expect a symmetric double-peaked structure for
the atomic signal fluctuations, with the minimum noise
at the resonance frequency (see e.g. [8, 21]). When the
laser is broadband, covering several transitions within
the Doppler profile, the structure becomes asymmetric,
as the resonance profile is diminished on the side where
the noncycling transitions occur [12, 16]. We should note
that although in our experiment the laser linewidth ex-
ceeds the natural linewidth by only ≈ 3.5 times, we do
not observe a pronounced double-peaked structure. So,
the observed asymmetry should be mostly attributed to
correlated nature of the signal mentioned in [12].

Different behavior is observed for the FFT peak fre-
quency versus the laser frequency detuning (see the lower
panel in Fig. 4). Here, the peak frequency continues to
grow on the blue wing of the Doppler-broadened reso-
nance, which, we believe, is due to the growing contribu-
tion in the overall signal of the strongest transition Fg=3
→ Fe=4 having the highest frequency.

Detuning of the laser frequency from the Doppler-
overlapped resonance affects also the shape of the FFT
spectrum (see Fig. 5). The FFT resonance becomes
broader as the laser frequency is detuned from the center
of the Doppler-overlapped Fg=3 → Fe=2,3,4 transition
group.

FIG. 5. FFT spectra recorded with the incident laser
power 23 mW/cm2 for 3 values of detuning of laser radia-
tion frequency from the center of Doppler-overlapped Fg=3
→ Fe=2,3,4 transition group.

In order to clarify the role of laser radiation linewidth,
additional measurements similar to those presented in
Fig. 2 have been done by replacing the free running
Fabry-Pérot diode laser with a single-frequency cw ex-
ternal cavity diode laser ECDL-7850R (Atrix Manage-
ment S.A.) having 30 mW radiation power and 1 MHz
linewidth, and otherwise invariable experimental condi-
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tions. Fig. 6 combines 500-point averaged FFT spectra
of transmission signal measured with lasers having spec-
tral linewidths ∆νL ≈ 20 MHz (black line) and 1 MHz
(red line) for the same radiation intensity. To obtain
the same intensity with two lasers, a 1 mm pinhole was
installed in front of the cell, centered along the beam
axis, and the attenuator provided the same power for
the two lasers. As is clearly seen, laser linewidth affects
the magnitude of FFT signal, while the profile in gen-
eral and peak position in particular remain practically
invariable, with the scaling factor of 4.6. This result is
consistent with findings of [15], where it was shown that
for single-mode laser linewidths less than the atomic de-
phasing rate, the signal fluctuations, and hence the FFT
amplitude, depend on laser linewidth as

√
∆νL.

FIG. 6. FFT spectra of transmission signals for the free-
running Fabry-Pérot (black line) and external cavity (red line)
diode lasers with the same incident intensity ≈ 540 mW/cm2.

Finally, let us comment on the “permanence” of the ob-
served Rabi oscillations for continuous-wave excitation of
atomic vapor. Here we should note that each particular
atom interacts with the laser field within a limited time
(a µs-range time of flight of an atom through the laser
beam). As a result, at each moment of time the overall
dynamic equilibrium of atoms in the laser beam is main-
tained by a rapid succession of departing and arriving
atoms, resembling the pulsed interaction regime.

IV. CONCLUSIONS AND OUTLOOK

In conclusion, we have observed and qualitatively an-
alyzed the appearance of a temporal structure in the
atomic vapor resonant transmission signal. This observa-
tion became possible thanks to usage of an ultrafast de-
tection system with small-aperture photodetector, and
application of a fast Fourier transform signal process-
ing. Based on the laser power dependence of the FFT

spectrum peak, we have attributed the observed fluctu-
ations to the optical Rabi oscillations in an ensemble of
Rb atoms composing a thermal vapor.

Experimental studies of spectral and laser-linewidth
dependences of the FFT signal have been done in order
to check the possible role of the extensively studied phe-
nomenon of conversion of laser field phase noise to atomic
signal amplitude noise (the phase diffusion and jump
models) in the observed features. Some of our experi-
mental results are qualitatively consistent with the phase-
to-amplitude noise conversion mechanism (notably, the
red-blue wings asymmetry in the laser frequency depen-
dence of the FFT signal amplitude and the square-root
dependence of the FFT signal amplitude on the laser
linewidth). However, in our experiment we have not
observed a pronounced double-peaked structure inherent
for the phase-to-amplitude conversion process, especially
expected for the strong-field saturation regime explored
in our case.

Measurements done with two different diode lasers
(a free-running Fabry-Pérot and an external cavity,
linewidths 20 MHz and 1 MHz, respectively) have shown
different amplitudes of the FFT signal for the same inten-
sity. However, the peak position and the shape of FFT
spectrum profile remain invariable. This indicates that
the measured optical Rabi frequency is independent of
the phase noise mechanism for the laser field.

As a follow-up action, we plan to perform a comprehen-
sive and detailed experimental study combined with rig-
orous theoretical modeling, which will properly account
for all the physical processes involved. The theoretical
study should be primarily focused on the main challenge
in direct observation of Rabi flopping, that is justification
of synchronization between ∼ 109 different atoms con-
tributing to the signal, taking into account their thermal
motion and random phases, which can completely wash
out the effect. Further experiments are planned to be
done, in particular, using optical nanocells, where the
number of contributing atoms in the interaction region is
orders of magnitude less, and the Doppler broadening is
strongly suppressed (see, e.g. [28]).

From the practical point of view, the obtained results
can be used for characterization of both the laser field
(particularly, determination of spectral linewidth and
spatial distribution of intensity across the beam) and
atomic vapor cells (the shape and width of the FFT spec-
trum profile carries information about the optical length
of the cell, the vapor density, the presence of buffer gas
or antirelaxation coating, etc.).
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