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A method for determining the internal DC magnetic field inside a superconducting cavity is presented. The
method relies on the relationship between magnetic field and frequency of the Kittel mode of a ferrimagnetic
sphere, hybridised in the dispersive regime of the superconducting cavity. Results were used to experimentally
determine the level of screening a superconducting Nb cavity provides as it changes from perfect diamagnetism
to no screening. Two cavity geometries were tested, a cylinder and single post re-entrant cavity. Both
demonstrated a consistent value of field that enters the cavity, expected to be the superheating critical field.
Hysteresis in the screened field during ramp up and ramp down of the external magnetic field due to trapped
vortices was also observed. Some abnormal behaviour was observed in the cylindrical cavity in the form of
plateaus in the internal field above the first critical field, and we discuss the potential origin of this behaviour.
The measurement approach would be a useful diagnostic for axion dark matter searches, which plan on using
superconducting materials but need to know precisely the internal magnetic field.

Superconducting cavities are of great benefit for many
scientific and engineering disciplines, which require low
loss and high quality-factor resonators. For example, fre-
quency metrology1, particle accelerators2–5 and tests of
fundamental physics6. Axion haloscope dark matter ex-
periments, which rely on low loss microwave cavities in
high DC magnetic fields7, may be enhanced by the use of
type II superconductors operated between the first and
second critical fields, thus allowing flux into the cavity
but retaining some superconductivity - interest in this
has recently grown8. Such experiments require that the
DC magnetic field inside the cavity be both large and
precisely known for a sensitive experiment. Thus, a sys-
tem to measure the internal field is necessary for the
calibration and development of such experiments, and
it must be verified that large DC magnetic fields can
penetrate superconducting cavities whilst retaining high
quality factors. Any sensor to measure the internal field
would need to operate in vacuum, and at cryogenic tem-
peratures. Additionally, operating between the first and
second critical field would open up the use of type II
superconductors for improving loss in hybrid quantum
systems based on cavities and magnetic materials9–16 in-
cluding ferrimagnetic-axion haloscopes17,18. This work
presents a method for making measurements of the inter-
nal DC magnetic field inside superconducting microwave
cavities immersed in an external magnetic field.

Superconductors interact with nearby magnetic fields.
Type I and II superconductors below their critical field
(or first critical field for type II), behave as perfect
diamagnets, generating supercurrents by the Meissner
effect19 to perfectly screen external magnetic fields such
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that none is contained internally. Type I superconduc-
tors, fully explained by Bardeen-Cooper-Schrieffer (BCS)
theory20, will undergo a phase transition returning to
normal conductivity above their critical field, allowing
external DC fields to pass through with negligible screen-
ing. Type II superconductors on the other hand, above
their first critical field will enter a mixed state, allowing
some field to pass through. This occurs via formation of
superconducting vortices surrounding a small region of
normal conductor, with each vortex allowing a flux quan-
tum to penetrate. As the field approaches the second
critical field, all external flux can penetrate the supercon-
ductor as it forms an Abrikosov flux lattice, determined
by Ginzburg-Landau (GL) theory21. Above this second
critical field, the system returns to its normal state.

Whether a superconductor is type I or II is determined
by the Ginzburg-Landau parameter, κ, where for type I
κ < 1/

√
2, and type II κ > 1/

√
2. A further distinc-

tion can be made in type II superconductors, where if
κ ∼ 1/

√
2, it is denoted Type II/1. Such materials, in-

cluding very pure Niobium, can form an intermediate
mixed state (IMS) above the first critical field22–24, in
which the superconductor forms some domains in the
Meissner state, and other domains containing vortices.
Vortex matter can appear in type II superconductors in
the mixed phase, where vortices become pinned in place
forming solid like states. Vortex motion can produce an
additionally channel for losses. This includes vibration in
all cases and flow in vortex liquids. Flux pinning, where
vortices can become trapped by defects or impurities in
the crystal, can provide a barrier for vortex motion; how-
ever, even in vortex glass states, flux creep allows loss to
occur25. Vortex matter, typically arising due to ther-
mal fluctuations compared to the mean field GL theory,
are primarily found in high temperature superconduc-
tors, however, they are also expected22 and observed26,27

in low temperature superconductors like Niobium. Heat
treatment of the material also significantly affects how
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materials like Niobium will trap or expel magnetic flux
as they cool28–30.

FIG. 1: Cross-section of the Cylindrical cavity with a
spherical LiFe magnetic field sensor inserted.

Ferrimagnetic materials contain a collection of spins,
in which the collective excitations are called magnons.
Spherical geometries of ferrimagnetic materials such as
lithium ferrite (LiFe), have a uniform precession mode
known as a Kittel mode, which has a linear relation be-
tween applied magnetic field, BDC , and its mode fre-
quency, ωm

31,

ωm =
geffµB

~
(BDC +Boff), (1)

where µB is the Bohr magneton, Boff is an offset field
typically due to magneto-crystalline anisotropies and geff

is the effective Landé g-factor. Thus the procedure for
its use as a magnetic field sensor was simple. The sensor
was placed inside a normal conducting cavity, as shown
in fig.1, and the Kittel mode frequency was measured
over the desired magnetic field range. A fit for calibra-
tion was implemented, which related DC magnetic field
incident on the LiFe, to the magnon Kittel mode fre-
quency. The field incident on the sphere was taken to be
the same as the external applied field, owing to the nor-
mal conducting nature of the cavity. After calibration,
the sensor was placed in the superconducting cavities to
measure the penetrating DC magnetic field, by measur-
ing the magnon frequency as the external DC magnetic
field was varied. A detailed description of the setup for
these kinds of measurements has been covered in past
work32,33. Loop probes were inserted into the cavity and
coupled primarily to the cavity mode. The magnon mode
was measured in the dispersive regime indirectly through
its coupling to the TM0,1,0 cavity mode. These measure-
ments were thus undertaken with minimal alterations to
a cavity setup used for other purposes, with only the
addition of a small LiFe sphere. The external field was
supplied by a commercial superconducting magnet with
±0.1% field homogeneity over 1cm DSV from the field
centre, where the cavities were placed.

Methods of detecting DC magnetic fields at cryogenic
temperatures already exist. Flux gate magnetometers,
for example, are a popular choice and have been used to
detect DC fields external to microwave superconducting

cavities28,29,34. One could implement such methods to
measure the internal fields, however, other than measur-
ing field close to the walls, this requires the insertion of a
conductor into the cavity which would prevent simulta-
neous measurements of the cavity mode. This would be
the case for many commercial magnetometers, especially
those that rely on conductive pickup loops. The main
benefit of our method was that it was relatively noninva-
sive. Due to the high spin density and low loss of LiFe9,
the sphere can be extremely small, with a small low-loss
mount (alumina) and still couple visibly to the cavity
mode in the dispersive regime. This allows accurate si-
multaneous measurements of the cavity mode and DC
field anywhere in the cavity. LiFe also has a relatively
low number of spurious modes visible at low tempera-
tures in transmission data relative to the most common
choice, Yttrium Iron Garnet (YIG)14, making calibration
simpler. Dielectric and magnetic losses of the materials
involved in principle can degrade the cavity Q, but could
be kept to a minimum using small spheres and low-loss
supports such as sapphire35,36. A more detailed discus-
sion, as well as some estimated losses, is present in the
supplementary material.

The orientation of the crystal axis of the LiFe sphere
relative to the external magnetic field was maintained
between calibration and experiments, as it affects Boff

in equation (1). Calibration measurements of the LiFe
sensor were undertaken in a Copper cavity of identical
dimensions to the cylindrical Niobium cavity. The mea-
surements revealed two similar magnon modes, which
needed to be taken into account when calibrating mea-
surements. The results of the fitting the two modes gave
geff = 1.90 and Boff = 0.034 T for the first mode and
geff = 1.97 and Boff = 0.019 T for the second. Observa-
tions of transmission of the magnon modes, were used to
identify the correct calibration curve. To improve signal
to noise ratio, static features were removed from trans-
mission plots by subtracting at each frequency the av-
erage transmission over all magnetic field values prior
to the first appearance of the magnon mode. The LiFe
sphere used in this experiment was a 0.58 mm diameter
sphere, mounted via some epoxy, on a 0.72 mm diameter,
4 mm tall, alumina cylindrical mount, where the (111)
axis of the crystal was oriented along the direction of the
mount. More detailed analysis of the spectra of the LiFe
sphere used, can be found in past work9. It should be
noted mode softening occurs near the saturation field of
the sphere, thus the calibration was done between 5− 22
GHz, limiting the sensor’s operation to Bint ≥ 0.154 T.

After calibration, the first superconducting cavity mea-
sured was a cylinder of internal diameter 10 mm and
height 8 mm, corresponding to a fundamental TM0,1,0

mode frequency at 22.45 GHz. The base and walls were
cut out of a single piece of Niobium with 3 mm walls and
a 4 mm base, including probe holes and a mount for the
LiFe sphere. A 3 mm thick lid was made from a second
piece of Niobium secured using six evenly spaced 6 mm
M2 bolts. See fig. 1 for a sketch.
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FIG. 2: A filtered relative transmission of the Niobium
cavity on ramp up of the magnetic field and weakly coupled

probes.

FIG. 3: Cylindrical cavity internal magnetic field against
external magnetic field for the ramp up and down as well as

different probe configurations.

Both the cavity and magnon modes were measured to
determine how the penetrating field and superconduct-
ing material losses changed with varying DC magnetic
field at 4.5 K in temperature. From the calibration data,
the frequency of the magnon mode determined the in-
ternal magnetic field for several experimental runs. This
included ramping the field up and down with the probes
weakly coupled to the cavity mode (and thus even more
weakly to the magnon mode), as well as ramping up the
field with the probes inserted such that they are coupled
directly to the magnon mode. These results are shown in
fig. 3 and an example of the spectroscopy, corresponding
to ramping up the magnetic field with weakly coupled
probes, is shown in fig. 2.

In the case where the probes were coupled directly to
the magnon mode, they are over-coupled to the cavity
mode such that cavity intrinsic quality factors are no
longer reliably measurable. Thus fig. 4, only shows the
quality factor of the cavity mode for the ramp up and
down of field in the under-coupled case.

From fig. 3, it can be seen that some of the behaviour
of the measured field was as expected. On the ramp up,
field enters the cavity at a consistent critical field. The
field at which it was energetically favourable for vortices
to form in the material was the first critical field, Hc1.
However, well above this field the system can remain in
a meta-stable Meissner state whereby the energy barrier
associated with the forming of a vortex37,38 prevents the

FIG. 4: (A) Cylindrical cavity quality factor and screening
for the under-coupled ramp up case. Measured

Hsh/µ0 = 0.2712± 0.0006 T (B) Cylindrical cavity quality
factor and screening for the under-coupled ramp down case.

system from entering the mixed phase. This is analo-
gous to surface tension preventing a liquid-gas transition
in super-heated water. The meta-stable Meissner state,
can decay due to thermal activation, tunnelling, and is
affected by anisotropies and disorder38,39. The Meissner
state will become unstable at a higher field called the su-
perheating field, Hsh. Past theory and experiments has
shown the Meissner state in pure Niobium above Hc1 to
be extremely stable, such that the point at which field
enters the cavity for most applications will be as large as
Hsh

30,38.

The measured transition at which field enters the cav-
ity was therefore interpreted as the superheating field.
This corresponds to Hsh/µ0 = 0.2712± 0.0006 T for the
cavity under-coupled case, which was identical to the
value that can be obtained from the first drop in cavity
quality factor from fig. 4, and Hsh/µ0 = 0.2793± 0.0006
T for the case of directly coupling to the sphere. The
discrepancy between the measured transition field could
come from the fact that different runs have likely small
differences in temperature and different magnetic field
ramp rate. The measured field was initially screened by
the walls and eventually returns to the un-screened case
at large field. The presence of vortex motion explains
why changes in field correspond to changes in cavity loss
in the mixed phase. Hysteric behaviour was observed as
the ramp down measurements show more field internally
than provided by the external magnet. This is likely due
to the vortices being trapped on the ramp down, and is
consistent with fig. 4 (B), where the quality factors were
observed to return to a lower value on the ramp down. A
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FIG. 5: Cross-section of the Nb re-entrant cavity.

dip in the quality factor of the cavity mode was observed
around 0.8 T, this was simply due to a cavity mode inter-
action with the magnon mode, which was tuning through
at this field value.

Significant deviations from expectations were observed
in the form of plateaus visible in fig. 3. In this case,
rather than a smooth transition, a constant internal field
was measured as the external field was ramped, corre-
sponding to a constant quality factor of the resonant
cavity. On further ramping up, the system sees another
transition as the measured field jumps at Hext/µ0 =
0.3613± 0.0006 T, corresponding to the end of a plateau
in loss. It is unlikely the cavity stops creating new vor-
tices over this field range, as above Hsh the surface bar-
rier preventing field penetration has vanished38. Thus,
the plateaus are most likely due to the LiFe sphere mea-
suring the flux associated with a fixed number of vortices
in its vicinity. There are several expected transition fields
between the first and second critical fields which could
account for the observed behaviour. If the Nb cavity
was pure enough to exhibit an IMS, a localized cluster
of vortices near the sensor could explain the observed
plateau. Alternatively, the transition field, at the end
of the plateau in field, could correspond to the flux de-
pinning field26, in which the vortex matter transitions
from solid to liquid. This explanation is consistent with
the loss data as vortex pinning prevents a significant loss
mechanism from vortex flow, with losses increasing after
the flux depinning field with newly created vortices. The
plateau in field could therefore be explained by a fixed
number of vortices with magnetic field lines pinned in
the vicinity of the sensor. Further work, including spa-
cial characterization of the field, would need to be done to
explore this hypothesis. Characterization of the material
properties of the sample, including κ, would be necessary
to determine if the sample could exhibit an IMS. A SANS
experiment would also be a benefit to determine vortex
matter structure26,40.

For this particular cavity, the probes were inserted
from the bottom. This means the probe holes were
aligned with the external magnetic field, and could thus
play a role in behaviour seen. Intuitively, the system
should favour threading flux through the empty hole
rather than creating vortices, and would localize flux
near the centre of the cavity. This is something that can
be quantified, however. The energy associated with flux
through a loop of superconductor is minimized when an

integer number of flux quanta, Φ0, is threaded through.
Assuming the system is in equilibrium, the energy cost,
EB , of n flux quanta is equal to the energy associated
with the magnetic field25:

EB =
l

2µ0A
(nΦ0)2, (2)

where µ0 is the permeability of free space, l is the length
of the probe holes and A is their cross-sectional area.
Similarly, the energy associated with a single vortex, Ev,
is approximately given by25:

Ev ≈
lΦ2

0

4πµ0λ2
ln(

λ

ζ
), (3)

where λ is the London penetration depth, and ζ is the co-
herence length. Using values for these constants from the
literature41 and the probe hole geometry, it is possible to
estimate the point at which creating a vortex is energeti-
cally favourable to threading an additional flux quantum
through the loop. This occurs at n ∼ 107, which corre-
sponds to an average field in the probe holes of ∼ 0.004
T. Clearly, the flux through the probes holes does not
play a large part in the observed behaviour.

For comparison and confirmation of these results, it
was decided to measure another kind of superconducting
cavity, a re-entrant cavity consisting of a cylinder of in-
ternal diameter 13 mm and height 4 mm, with a post of
diameter 1 mm and height 3.9 mm. This cavity supports
a fundamental re-entrant mode at 5.62 GHz. A cylindri-
cal hole was machined for the alumina mount of the LiFe
sensor, such that the sphere sat protruding 2 mm into the
cavity. From a previous experiment a 1x6 mm slot had
been machined on the opposite side of the post. See fig.
5 for a drawing. Loop probes were inserted into the cav-
ity along the axis perpendicular to this cross-section. In
this case, the post mode was close in frequency to where
the magnon mode was expected to appear when flux en-
tered the cavity, thus only a weak probe coupling con-
figuration was necessary to resolve both the cavity and
magnon modes clearly. Due to the cavity mode frequency
being located near the magnon mode’s initial frequency
at Hsh, results presented were restricted to the dispersive
regime, to ensure the validity of the calibration, with a
maximum error due to hybridization of less than 1% near
the cavity mode (see supplementary materials).

The results of measured internal against external field
are shown in fig. 6, where the first appearance of the
magnon mode provides a consistent measurement of
Hsh/µ0 = 0.272 ± 0.001 T. These results show that the
field measured inside the cavity becomes higher than the
field outside, even on the ramp up. This can potentially
be explained by the presence of the post inside the
cavity acting as a diamagnet and expelling field up to
the second critical field. With the sphere nearby to the
post, this would enhance the local field measured by
the sphere, and would also explain why a plateau isn’t
observed, as screening from the post diverts flux from
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FIG. 6: Re-entrant cavity internal magnetic field against
external magnetic field for both the ramp up and down.

Measured Hsh/µ0 = 0.272± 0.001 T

vortices over a wider area toward the sphere. Thus if
the experiment were repeated, ramping up to larger
magnetic fields, we would expect the increase in internal
field to eventually return to the no screening case. The
usual hysteric behaviour due to trapped vortices was
observed on the ramp down.

In summary, a method of intracavity DC magnetic field
sensing was tested on two Niobium cavities. The screen-
ing effects of these cavities were measured, demonstrating
the transition from perfect diamagnetism by the Meiss-
ner effect, to negligible screening effects when measured
above the second critical field. Both cavities measured a
consistent transition field for DC magnetic field to enter
the material, interpreted as the superheating field, and
showed hysteric behaviour for increasing and decreas-
ing field due to trapped vortices. Some unexpected be-
haviour occurred in these cavities. The cylindrical cavity
demonstrated some observed plateaus just above the first
critical field, the origin of which are unknown, however
could be due to a transition in the structure of vortices in
the material. The re-entrant cavity did not demonstrate
the same plateaus, however did see an enhancement of
field on the LiFe sphere over some range, most likely due
to the post screening field. Possible future investigations
include observing the decay of persistent fields by this
method, measurement of the penetrating field as it varies
spatially within the cavity, and the effect of cavity geom-
etry including the use of thin films compared to the bulk
case here.
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To help recreate the sensor setup, provided in table SI
are cavity-magnon coupling parameters for the two cav-
ities, as well as magnon line-widths. Cavity probe cou-
pling parameters were not measured directly, however,
similar probe couplings can be replicated based on the
cavity quality factors and transmission (|S21|) on reso-
nance (also provided in the table).

System Parameters Cylindrical cavity Re-entrant
Cavity-magnon coupling, gcm 55 MHz 120 MHz*
Magnon line-width 7.5 MHz 7.5 MHz
Meissner state cavity Q factor 7780 110
Meissner state cavity |S21| −57 dB −62 dB
*Theoretical estimate

TABLE SI: System parameters for the cylindrical and
re-entrant cavities.

Operating the sensor such that the magnon mode is
detuned from the cavity mode on the scale of the cavity-
magnon coupling, gcm will result in hybridization, shift-
ing the position of the measured mode. This can be easily
quantified using coupled mode theory31:

ω± =
ωc + ωm

2
±
√

(ωc − ωm)2

4
+ g2

cm, (S4)

where ω± corresponds to the hybridized mode frequen-
cies, and ωm and ωc are the magnon and cavity mode
frequencies respectively. The absolute frequency error
associated with hybridization can be determined as the
difference between hybrid mode in the calibration cavity
compared to that of the measured cavities. For the
cylindrical cavity, there is no error due to hybridization
as the calibration was done in an identical cavity. In
the re-entrant cavity, it corresponds to |ωre,+ − ωcal,−|,
where ωre,+ is the positive branch of the measured
re-entrant cavity, ωcal,− is the negative branch of the
calibration and the same ωm, calculated based on the
equation (1) in the main text, is used for both hybrid
models.

For the re-entrant cavity the magnon mode first
appeared near the cavity mode at Hsh. It was, therefore,
difficult to measure the cavity-magnon coupling strength
and a theoretical estimate was used instead. Measured
and theoretical values are then used to determine regions
of operation that would produce larger than 1% error
from hybridization. This corresponded to ±250 MHz
around the 5.62 GHz cavity mode. Data taken within
this range was dropped from the results in fig. 6 in the
main text. Superheating field can still be reliably quoted
from this region as external measured field is unaffected.
No other cavity modes were near enough to the magnon
mode to be relevant.

For high performance cavities, including lossy di-
electrics or magnetic materials would no doubt degrade
performance. These losses are related to electric and
magnetic filling factors of the materials respectively, and
therefore will contribute differently based on cavity ge-
ometry. The alumina mount is not expected to de-
grade our performance at 4K, although will be unsuit-
able for high Q cavities at milliKelvin temperatures due
to increased loss42. For lower loss, a sapphire43 or even
PTFE44 mount could be used. Unfortunately little data
is available for the microwave losses at cryogenic temper-
atures for LiFe. Yttrium Iron Garnet (YIG), the most
common choice of material in magnon experiments, is ex-
pected to be lower loss, and an upper estimate on losses
can be used to demonstrate a similar suitability for high
Q cavities14. These losses can be quantified by filling
factors and loss tangents of the material44:

Qi =
1

pi tan δi
, (S5)

where Qi is the quality factor associated with the
material, pi is the electric or magnetic filling factor14,44

and tan δi is the electric or magnetic loss tangent of
the material. Q factors from different loss mechanisms
are added as Q−1

total =
∑

iQ
−1
i . Alumina has a dielec-

tric loss tangent of tan δe ≈ 1 × 10−5 at 4 K and 20
GHz42. Sapphire can have a dielectric loss tangent of
tan δe . 2× 10−8 at 13 GHz and mK temperatures35,36.
PTFE has loss tangent, tan δe = 2 × 10−6 at 18 GHz
and 25 K44. Without data on the losses of LiFe at
cryogenic temperatures and microwave frequencies it is
difficult to produce similar estimates on Quality factor.
However, we can use the Quality factors measured in
past work14 to place a rough upper bound on dielectric
losses of YIG, which would be a simple substitute in
this experiment. The upper estimate of YIG losses gives
tan δe ≤ 9× 10−4, as filling factors were of order 0.1− 1.
Whilst YIG is expected to have lower microwave loss
than LiFe, with some chemical substitutions, LiFe’s loss
can be greatly reduced even at room temperature45.
Finally, the use of adhesive to affix the sphere to the
mount, which can also be a source of loss, can be forgone
by using a larger mount.

It should be noted that filling factor scales inversely
with the size of the cavity, and the cavities tested here
were much smaller than those typically applied in axion
haloscopes or linear accelerator experiments. Similarly,
electric filling factor could be further reduced by placing
the sensor at a node in the electric field of the modes
of interest. In this experiment, this is the case for the
TM0,1,1 mode of the cylindrical cavity, which still cou-
ples strongly to the magnon mode. Filling factors for the
cavities used were calculated based on simulations using
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Cylindrical cavity
Re-entrant

Mount TM010 TM011

Alumina pe 3.4× 10−1 9.8× 10−2 2.9× 10−4

Sapphire pe 3.7× 10−1 1.1× 10−1 3.2× 10−4

PTFE pe 9.5× 10−2 1.8× 10−3 1.1× 10−4

Alumina Qe 2.9× 105 1.0× 106 3.4× 108

Sapphire Qe & 1.4× 108 & 4.5× 108 & 1.6× 108

PTFE Qe 5.3× 106 2.8× 108 4.5× 109

TABLE SII: Calculated electric filling factors and Q factors
associated with material losses of the sensor mount.

Cylindrical cavity
Re-entrant

Sphere TM010 TM011

YIG pe 2.0× 10−2 5.6× 10−4 2.5× 10−5

YIG Qe & 5.6× 104 & 2.0× 106 & 4.4× 107

TABLE SIII: Calculated electric filling factors and Q factors
associated with material losses of the ferrimagnetic sphere

(assuming an alumina mount).

COMSOL Multiphysics© of the measured TM0,1,0 (high
electric filling factor) and unmeasured TM0,1,1 (low elec-
tric filling factor) modes of the cylindrical cavity, as well
as the measured post mode of the re-entrant cavity. Re-
sults of dielectric losses for our cavities, based on these
simulations, are presented in Table SII for the mount and
Table SIII for the ferrimagnetic sphere. This comparison
provides a guide for adapting the sensor for a high per-
formance cavity.
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