Apparatus for generation of nanojoule-class water-window high-order harmonics

Kotaro Nishimura,1,2 a) Yu Xi Fu,1,3, b) Akira Suda,2 Katsumi Midorikawa,1 and Eiji J. Takahashi1, c)
1)Extreme Photonics Research Group, RIKEN Center for Advanced Photonics, RIKEN, 2-1 Hirosawa, Wako, Saitama 351-0198, Japan.
2)Department of Physics, Tokyo University of Science, 2641 Yamazaki, Noda, Chiba 278-8510, Japan.
3)Xi’an Institute of Optics and Precision Mechanics, Chinese Academy of Sciences, Xi’an, Shaanxi 710119, P.R. China.

(Dated: 1 January 2021)

In our recent study [Y. Fu et al., Commun. Phys. 3, 92 (2020)], we have developed an approach for energy-scaling of high-order harmonic generation in water-window region under neutral-medium condition. More specifically, we obtained nanojoule-class water-window soft x-ray harmonic beam under phase match condition. It has been achieved by combining a newly developed terawatt-class mid-infrared femtosecond laser and a loose focusing geometry for high-order harmonic generation. The generated beam is more than 100 times intense compared to previously reported results. The experimental setup included two key parts: terawatt mid-infrared femtosecond driving laser [Y. Fu et al., Sci. Rep. 8, 7692 (2018)] and specially designed gas cell. Despite the dramatic drop in the optimal gas pressure due to loose focusing geometry, it still reached 1 bar level for helium. Moreover, faster leaking speed caused by larger pinhole size of the gas cell made the use of a normal gas cell impossible. Thus, we have designed a double-structured pulsed-gas cell with a differential pumping system, which enabled providing sufficiently high gas pressure. Moreover, it allowed reducing gas consumption significantly. Robust energy-scalable apparatus for high-order harmonic generation developed in in this study will enable the generation of over tens nanojoule water-window attosecond pulses in the nearest future.

I. INTRODUCTION

High-order harmonic generation (HHG) is a promising approach to realize a lab-scale soft x-ray coherent light source with attosecond time resolution, excellent beam quality, and synchronized infrared (IR) pulses with attosecond time jitter. Since its discovery over 30 years ago, an apparatus of HHG has been improved in terms of increasing photon flux, pulse energy, and photon energy. Currently, high-order harmonic (HH) pulse energy reaches µJ-order per pulse in the extreme ultraviolet (XUV) region and the photon energy extends to the water-window (284-543 eV) soft x-ray region.

A straightforward way to increase HH pulse energy is to increase pulse energy of the driving laser. To achieve an efficient conversion of HHs from the high-energy driving laser pulse with energy scaling ability, loose-focusing method is widely adopted. It was originally proposed and developed by Takahashi and co-workers in 2002. In loose-focusing method, the pulse energy of HHs can be efficiently scaled up with that of the driving laser under a phase-match condition. Thanks to the loose-focusing method, an intense HHG sources have been developed and found applications in single-shot coherent diffractive imaging, ptychography of biological samples, and nonlinear optics in XUV region. Loose-focusing method with a meter-scale focusing geometry typically requires a terawatt-scale (TW-scale) high power laser system. That is why it has been widely used in Ti:sapphire lasers.

The wavelength of the driving laser is one of the key parameters that determine the limits of HH photon energy. The highest HH photon energy, which is called the cut-off energy, is given by $h\nu_{\text{cutoff}} = I_p + 3.17U_p$ at the single atom level, where $I_p$ is the ionization potential of the atom and $U_p$ is the ponderomotive energy in the laser field. Here $I$ and $\lambda$ are intensity and wavelength, respectively. Laser intensity is limited by the ionization degree in order to fulfill phase-matching in HHG. Thus, using the driving laser with longer wavelengths is the best way to extend HH photon energy limits efficiently. Optical parametric amplification (OPA) lasers are capable of generating longer wavelengths compared to Ti:sapphire counterparts. Many groups capitalized on this advantage and generated HHs in the water window region and used them for various applications. At the same time, OPA lasers have several drawbacks. In particular, they feature low IR pulse energy (mJ or sub-mJ range) and low conversion efficiency. The latter is caused by non-optimal scaling of the fundamental wavelength, $\propto \lambda^{-6}$ at the single-atom level. Moreover, the phase-matching condition becomes stricter with HH order increasing at the macroscale level. From the technical point of view, the optimal gas pressure for phase-matching increases dramatically higher with the fundamental wavelength increase. The latter results in significant increase in gas consumption. Moreover, high-pressure gas target may seriously deteriorate vacuum level along the propagation path of HHs outside of the gas cell. Currently, HH pulse energy is mostly limited by pJ or even fJ levels that hinders its potential applications in XUV

---

a) kotaro.nishimura@riken.jp
b) K. N. and Y. F. contributed equally.
c) Correspondence: eujh@riken.jp
region. Recently, we have demonstrated the possibility to generate nJ-class water-window HHs\(^3\) in loose-focusing geometries under neutral-medium condition. We used TW-class femtosecond laser system as a driving laser. In particular, we applied dual-chirped optical parametric amplification (DC-OPA) technique. It features broad wavelength tuning range of 1.2-2.4 \(\mu\)m and excellent energy scalability up to 100 J\(^2\). Next, we combined this laser and loose-focusing method. It allowed maintaining robust and tractable phase-matching and neutral-medium conditions and achieving total HH energy of several nJ in the water-window region.

In this paper, we present a novel apparatus for generation of nJ-class HHs in the water-window region. In order to supply a sufficiently high-pressure gas with a few cm lengths while keeping good vacuum outside of the harmonic generation point, we designed a double-structured pulsed-gas cell featuring differential pumping capability. We calculated pressure in double-structured pulsed-gas cell and vacuum chamber as a function of time and backing pressure. The calculation results are in good agreement with the measured values. The pressure in the interaction region is easy to control by tuning the backing pressure. The gas pressure in the interaction region can be increased to over 1.5 bar, while a turbo molecular pump operates normally for He. The gas consumption of pulsed-gas operation is also reduced to 3.55% of that of continuum-flow operation. Double-structured pulsed-gas cell allows more than ten-fold increase in HH intensity compared to continuum-gas cell. For the latter, the highest gas pressure is limited by the gas leak. Gas pressure dependence in HHG indicates that the high-pressure gas can satisfy phase-matching condition and increase HH intensity. As a first application of this source, we demonstrated the absorption spectroscopy analysis of aromatic thin film samples. Our apparatus was able to obtain two-dimensional fine absorption structures near carbon K-edge with a reasonable energy resolution.

II. HELIUM PHASE-MATCHING CONDITION IN THE WATER-WINDOW REGION

In order to generate harmonic beams from gas efficiently, constructive interference between XUV or soft x-ray photons emitted from each gas atom is required. This condition is realized by matching the phase between driving laser field and HHs, which is called “phase-matching condition”. When driving laser and HHs are colinear, the phase difference is described by the wave number, \(\Delta k = k_q - q k_1\), where \(k_q\) is the wave number of HHs, \(q\) is HH order, and \(k_1\) is the wave number of the driving laser wave. Wavenumber \(\Delta k\) is associated with neutral gas dispersion, plasma dispersion, and geometric phase difference in the loose-focusing geometry. Phase mismatch caused by the driving laser modulation is proportional to HH order. Thus, the phase difference becomes very sensitive when the fundamental wavelength is long enough and HH photon energy is sufficiently high. Loose-focusing method for HHG ensures that the phase-matching condition is dominantly satisfied by balancing geometric phase and gas dispersion. The optimal gas pressure (\(P_{\text{opt}}\)) for the phase-matching condition is given by

\[
P_{\text{opt}} = \left[ \frac{r_e N_l \phi_0^2}{r_e N_l \lambda_1^2 \left( \frac{2\pi \delta n}{r_e N_l \lambda_1^2} + \frac{f_1}{q^2} - \eta \right)} \right]^{-1},
\]

where \(r_e\) is the classical electron radius, \(N_l\) is the Loschmidt’s constant, \(\phi_0\) is the beam waist of the driving laser, \(\delta n\) is the refractive index difference per one atm between gas and vacuum for the driving laser, \(f_1\) is the real part of the atomic scattering factor of gas for HHs, and \(\eta\) is the gas ionization degree. The perfect phase-matching (\(\Delta k = 0\)) can be achieved by tuning the gas pressure in the positive and finite region. In this case, the ionization degree should satisfy the following inequality:

\[
\eta < \frac{2\pi \delta n}{r_e N_l \lambda_1^2} + \frac{f_1}{q^2}.
\]

When the left-hand side and the right-hand side of (2) are equal, the optimal pressure blows up. The corresponding ionization degree is called “critical” ionization fraction\(^5\). When the fundamental wavelength is 1.55 \(\mu\)m and the HH photon energy is 284 eV, the critical ionization fraction of He becomes 0.12%, which is smaller than the value of 0.5% in HHG driven by Ti:sapphire laser. In loose-focusing method, the focused intensity is set to be moderate values to ensure the ionization degree is below the critical ionization fraction. As a result, the phase-matching condition becomes robust and tractable in neutral gas media. In this media, the ionization degree is relatively low and homogeneous in time and space.

An obvious advantage of loose-focusing geometry is lower optimal gas pressure compared to that of the tight-focusing geometry. Fig. 1 (a) shows phase mismatch as a function of spot diameter and gas pressure for the fundamental wavelength of 1.55 \(\mu\)m, the HH photon energy of 284 eV, and the ionization degree of 0.07% (same as our expected experimental value) for He. The white curve shows the optimal pressure for phase-matching. The optimized gas pressure is inversely proportional to the spot area. As the spot diameter increases, phase-matching condition becomes insensitive to the geometric phase difference. It is important to emphasize that lower gas pressure enables gas consumption reduction and results in vacuum deterioration. Low optimized gas pressure requires decrease in the number of HH emitters. However, it can be compensated by increasing the interaction length up to the absorption limit. The latter allows maintaining sufficient number of HH emitters\(^5\).

Fig. 1 (b) shows the optimal pressure as a function of spot diameter and fundamental wavelength in the cut-off region. The ionization degree is set to 0.07% . An increase in the fundamental wavelength from Ti:sapphire laser to 0.8 \(\mu\)m, results in rapid increase of the optimal pressure. To mitigate high-pressure effect, loose focusing geometry is suitable for HHG. Consequently, the driving laser should generate longer wavelength.
FIG. 1. (a) Phase mismatch as a function of spot diameter and He pressure. The fundamental wavelength is 1.55 µm, the HH photon energy is 284 eV, and the ionization degree is 0.07%. The white curve corresponds to the optimal pressure (zero phase mismatch). (b) Optimal pressure as a function of spot diameter and fundamental wavelength in the cut-off region.

III. EXPERIMENT

A. Setup overview

Fig. 2 shows the schematic of nJ-class HHG apparatus. It consists of the driving laser system based on the DC-OPA and the vacuum chambers for HHG. DC-OPA is a family of optical parametric chirped-pulse amplifiers (OPCPA). For DC-OPA, we used a chirped femtosecond pumping pulse from Ti:sapphire laser instead of a picosecond one that is typical for Yb:YAG lasers. The seed pulse has also been stretched in time by the acousto-optic programmable dispersive filter (AOPDF). The chirped seed pulse was amplified by the chirped Ti:sapphire pulse with the type-II BBO crystal in two stages. After the amplification, the pulse energy reached 130 mJ with the pulse duration of a few picoseconds. The output pulse was coarsely compressed by the prism compressor (SK1300) and finely compressed by tuning the phase of AOPDF. The final pulse energy and duration were up to 80 mJ and 45 fs, respectively.

The driving pulse was loosely focused by a 2 m CaF₂ convex lens and delivered to the target chamber through a CaF₂ window. Here, the focusing ability of the driving pulse is a key parameter that affects the efficiency of HH beams generation. Fig. 2 (b) shows the spot profile for 1.55 µm pulse focused by 2.0 m convex lens. Measured intensity profile had a gaussian-like distribution with the beam diameter of 190 µm. HH pulse energy can be measured directly using a photodiode (Opto Diode AXUV100G) with proper filters. HH spectrum was taken by a 2400 grooves/mm flat-field grating, a microchannel plate with a phosphor screen. The distance from the gas cell to the slit of the spectrometer was approximately 2 m.

B. Double-structured gas cell with 10 Hz operation

As we explained above, the phase-matching condition must be satisfied to generate intense HHs. To meet the absorption limit condition for HHG, long and a homogeneous gas target is required. Generally, a gas jet, a gas cell, and a capillary waveguide have been employed to supply HHG gas media. The characteristics of each of these gas media are shown in Table I. Gas jet geometry is the easiest one as it requires no beam alignment. Moreover, gas consumption is relatively low, so that the vacuum leak is negligible. However, its typical interaction length is about few millimeters. On the other hand, the capillary waveguide can extend an interaction length. At the same time, gas density distribution along the propagation direction is not homogeneous. Thus, the static gas cell is widely adopted for loose-focusing geometry. It allows an easy extension of the cell length and ensures homogeneous gas density distribution along the laser propagation axis. However, continuous gas leaking from pinholes breaks the vacuum. The gas consumption is relatively high, especially when high gas pressure is supplied. In order to decrease the amount of gas leaking and to realize long and homogeneous high-pressure gas target, we adopted and designed a gas cell with the pulse operation. Additionally, we made it double-structured for the differential pumping to realize extremely high-pressure operation.

Fig. 3 shows the images and schematic of our double-structured pulsed-gas cell. The cell consists of a 10 Hz pulse valve (Parker Hannifin 009-628-900), an inner interaction cell, and an outer buffer cell designed as a differential pumping system. The cell is made of transparent acrylic resin, so that an inside plasma fluorescence is observable. The pulse valve opening is synchronized with the 10 Hz driving laser system. The target gas inside the inner cell leaks to the outer buffer cell passing through pinholes and then is mostly evacuated by a 5000-L/min dry pump. The residual gas flows to the vacuum chamber through pinholes in the outer buffer cell.
FIG. 2. (a) Schematic of driving laser system and vacuum chamber for HHG. For the driving laser, 2-stage DC-OPA laser system pumped by a commercial Ti:sapphire laser system was used. HHs were generated in a double-structured pulsed-gas cell and characterized by a photodiode and spectrometer. (b) One-dimensional focusing profile. The beam is focused loosely by the optical lens with the focal length of 2.0 m.

TABLE I. Comparison of HHG gas targets.

<table>
<thead>
<tr>
<th></th>
<th>Gas jet</th>
<th>Gas cell</th>
<th>Capillary waveguide</th>
<th>Pulsed gas cell</th>
</tr>
</thead>
<tbody>
<tr>
<td>Medium length</td>
<td>a few mm</td>
<td>several cm</td>
<td>several cm</td>
<td>several cm</td>
</tr>
<tr>
<td>Gas density profile</td>
<td>inhomogeneous</td>
<td>homogeneous</td>
<td>inhomogeneous along the propagation direction</td>
<td>instantaneous homogeneous</td>
</tr>
<tr>
<td>Repetition</td>
<td>&lt; 1 kHz</td>
<td>continuous</td>
<td>continuous</td>
<td>continuous</td>
</tr>
<tr>
<td>Gas consumption</td>
<td>low</td>
<td>high</td>
<td>high</td>
<td>high</td>
</tr>
<tr>
<td>Evacuation of a gas medium</td>
<td>easy</td>
<td>difficult</td>
<td>difficult</td>
<td>easy</td>
</tr>
</tbody>
</table>

and then is exhausted by a 800-L/s turbo molecular pump. The four pinholes can be aligned along the optical path by using a five-axis positioning stage ($X - Y - Z$ and two rotating axes). In order to avoid energy loss at the pinholes, we set inner and outer pinhole diameters to 1.5 mm and 2 mm, respectively. These diameters are sufficiently large compared to the spot diameter of 190 µm (see fig. 2 (b)).

In order to evaluate gas pressure in both inner and outer buffer cells, we simulated gas flow as a function of time by using MATLAB/Simulink. The chamber pressure was calculated from the mass flow through two outer pinholes using the following differential equation:

$$\frac{dm(t)}{dt} = \dot{m}_{in}(t) - \frac{Q_v}{V} m(t),$$  \hspace{1cm} (3)

where $m(t)$ is the total mass of the gas in the chamber, $\dot{m}_{in}(t)$ is the mass flow through two outer pinholes, $Q_v$ is the volume flow rate of the turbo molecular pump, and $V$ is the volume of the chamber. For the sake of simplicity, we assumed that $Q_v$ was constant. The solution of equation (3) reads as

$$m(t) = \exp \left( \int \frac{Q_v}{V} dt \right) \left[ \int \exp \left( \frac{Q_v}{V} \right) \dot{m}_{in}(t) dt \right].$$  \hspace{1cm} (4)

Equation (4) can be used to determine chamber pressure as a function of time.

Fig. 4 shows the calculation results for the time-dependent gas pressures in the interaction cell, the buffer cell, and the chamber. In this calculation, we used the design parameters shown in fig. 3 (c). The gas medium was He and its backing.
pressure was fixed at 10 bar. The valve was opened for 3.3 ms and the time between close and open states was assumed to be 0.33 ms. We also assumed that when the valve was closed, the leak flow from the valve existed and was equal to 1/1000 of the flow from the open valve. For the sake of simplicity, the gas medium in the cell or chamber was assumed to diffuse instantaneously. As a result, the calculated pressure corresponded to the spatial mean pressure at equilibrium in the cell or chamber. As the pulse valve was opened, the pressure in all chambers increased rapidly. When the pulse valve was closed, the pressure in the interaction cell reached its maximum, 10% of the backing pressure. Upon certain time elapsed after valve was closed, the pressures in the gas cell converged to a constant value as the balance between the evacuation and the leak flows from the valve was achieved. Time-dependent pressure curves were similar to those shown in fig. 4 for the backing pressure ranging from 0.5 bar to 20 bar. The maximum gas pressure in the buffer cell was only 6% of the maximum gas pressure in the interaction cell. The large difference between the gas pressure in each region can suppress the driving laser distortion and the absorption of HH beams, except the interaction region. The chamber pressure was low enough to achieve long-time operation of a turbo molecular pump. The latter was crucial in realization of ideal vacuum condition desirable for practical applications. Compared to continuum-flow operation, gas consumption was reduced by to 96.45%. This consumption was low enough for daily continuous operations of HHG at reasonable cost (a 0.047-m$^3$ 118-bar He gas cylinder per month on condition of 5-hour workload per day with the backing pressure of 10 bar).

Fig. 5 (a) and (c) show calculated pressures in pulsed-gas cell as a function of the backing pressure in Ne and He, respectively. Each point of the pressure in interaction and buffer cells corresponded to the maximum value (see fig. 3). The pressure in the interaction cell is proportional to the backing pressure. Ne and He pressure in the interaction cell were 3.55% and 9.85% of the backing pressure, respectively. The buffer pressure of Ne and He were 9 – 15% and 5 – 10% of the pressure in the interaction cell, respectively. The differential pumping system was capable of reducing buffer pressure 10-fold compared to interaction cell pressure and suppressed the reabsorption of HHs.
To demonstrate an intense high-order harmonic generation in the water-window region, we supplied double-structured pulsed-gas cell with the high-pressure He. We set the center wavelength of the driving laser to 1.55 μm and its pulse duration to 45 fs. Fig. 6 (a) shows the comparison of the HH spectra generated in double-structured static-gas cell (red curve) and double-structured pulsed-gas cell (blue curve). The cutoff energy was approximately 360 eV, which entered into the water-window region. The dip at 284 eV might be caused by the carbon contamination on the grating surface of the spectrometer. When the static-gas cell was used, the IR pulse energy and the interaction length were set to 42 mJ and 20 mm, respectively. The highest possible gas pressure was 0.47 bar. When the gas pressure surpassed 0.47 bar, turbo molecular pump was unable to operate due to the vacuum leakage. The gas consumption was also high enough and reached 0.010-m³ 118-bar He gas cylinder per hour. In order to increase gas pressure and reduce vacuum leakage, we employed double-structured pulsed-gas cell. We successfully increased HH intensity by 10 times using pulsed-gas operation due to increase in gas pressure. Fig. 6 (b) shows He pressure dependence from HH intensity for the pulsed-gas cell. The HH intensity reached the peak value at around 1.2 bar (12 bar backing pressure) and its spectrum corresponded to the blue curve in fig. 6 (a). It means that the phase-matching condition is optimized at 1.2 bar and the limit of static-gas-cell pressure (0.47 bar) is far from the optimal condition. The total HH pulse energy in the water-window region was measured with a photodiode. It amounted to 3.53 nJ with the conversion efficiency of 7.20 × 10⁻⁸. The conversion efficiency was improved by more than 10 times compared to previously reported data. A possible reason for such a dramatic change in conversion efficiency was that we used different phase-matching condition. In particular, it was different from the transient phase-matching under the tight-focusing geometry and more stable along the propagation direction. The latter was attributed to the fact that the neutral gas medium almost didn’t modulate the driving laser field. Robust phase-matching condition enabled accumulation of HHs by increasing the interaction length. Consequently, the conversion efficiency was also improved. Moreover, TW-class IR laser system allowed for a 100-fold more intense soft x-ray harmonic beam generation (compared to previous studies) in the water-window region.

B. Absorption spectroscopy analysis near carbon K-edge

Here we present the absorption spectroscopy analysis near carbon K-edge using the light source described above. In order to improve spectral resolution, we have upgraded spectrometer’s MCP with the 16-bit x-ray CCD camera. The red curve in fig. 7 (b) is the original HH spectrum of He. The green and the blue curves in fig. 7 (b) are HH absorption spectra after 0.25-μm Parylene-C and 1.0-μm Mylar thin films, respectively. Fine absorption structures were clearly observed near carbon K-edge. Fig. 7 (a) shows two-dimensional HH spectrogram after 0.25-μm Parylene-C thin film. The HHs were bright enough to obtain the fine absorption structure with spatial information. To illustrate a simple application, let us consider lower part of the HHs only passing thin film sample. In this case, we can simultaneously get reference HH spectrum from the upper part and calculate the absorbance of the sample even from a single shot. The detailed discussion of fine absorption structures can be found in our previous study. 
version efficiency of our Ne HHG IAP under our apparatus can be expected by scaling the con-
sured conversion efficiency was 7
laser spectrum
These researchers obtained similar pulse duration and OP A
lated attosecond pulse (IAP) is required instead of the atto sec-
V. FUTURE PROSPECTS
proved to generate 1.7-
laser system
be obtained from Ne in the water-window region with OP A
few-cycle IR pulses while 53-attosecond isolated pulse can
FIG. 6. (a) Water-window HH spectra generated in static-gas cell
pressure dependence from HH intensity for pulsed-gas cell.HH in-
tensity reached the peak value at around 1.2 bar (12 bar backing pres-
(b) He gas pressure (bar)
HH intensity (norm.)
HH photon energy (eV)
HH intensity (arb. u.)
He gas pressure (bar)
HH photon energy (eV)
HH intensity (arb. u.)
HH photon energy (eV)
FIG. 7. (a) Two-dimensional HH spectrum from He generated after
(b) HH spectrum from He driven by
Water-window HH intensity by 10 times compared to the that
of the continuum flow operation. High-pressure gas increases
interaction region to over 1 bar with 1.5-mm-diameter pin-
holes. As a result, gas consumption can be reduced to 3.55%
fluence on the grating.
VI. SUMMARY
We have developed an apparatus for nJ-class HHG in the
water-window region. Our TW-class OPA laser system is ca-
pable of generating the first HHG in a-few-meter focusing
geometry. Despite the optimal gas pressure for the phase-
matching in loose-focusing geometry being relatively low, the
leak flow from the gas cell seriously deteriorated the surround-
ing vacuum. As a result, the gas consumption was extremely high when the gas was continuously supplied. Therefore,
we designed and fabricated double-structured pulsed-gas cell,
simulated and measured the actual gas pressure in it. The cal-
culated pressure was in good agreement with the measured
value. The gas cell developed in this study can dramatically reduce both vacuum leakage and gas consumption. Further
optimization can be achieved by increasing He pressure in the
interaction region to over 1 bar with 1.5-mm-diameter pin-
holes. As a result, gas consumption can be reduced to 3.55%
of the continuum flow operation. High-pressure gas increases
water-window HH intensity by 10 times compared to the that
for the continuum-gas cell. Total HH pulse energy in the
water-window region amounted to 3.53 nJ, a more than 100-
fold increase compared to previously reported values. Fig. 8
(a) shows the comparison of the reported total HH pulse en-
ergies in the water-window region in the recent 5 years. Up
to date, HHG apparatus developed in this study, is the only
one that can reach nJ-class pulse energy. As a first application
of this light source, we demonstrated the absorption spec-
troscopy analysis near carbon K-edge. Two-dimensional ab-
sorption spectrogram has demonstrated clear fine absorption

In order to achieve attosecond temporal resolution, an iso-
lated attosecond pulse (IAP) is required instead of the attosec-
ond pulse train. Supercontinuum HHs were generated using
few-cycle IR pulses while 53-attosecond isolated pulse can
be obtained from Ne in the water-window region with OPA
laser system. Recently our DC-OPA system has been im-
proved to generate 1.7-μm two-cycle TW-class pulses. These researchers obtained similar pulse duration and OPA
laser spectrum. The conversion efficiency of water-window
IAP under our apparatus can be expected by scaling the con-
version efficiency of our Ne HHG with ∝ λ−6. The me-
asured conversion efficiency was 7.4 × 10−9 at 250 eV in 1%
bandwidth while the scaling factor was 0.57. Therefore, the
estimated conversion efficiency is 4.3 × 10−9 at 250 eV in 1%
bandwidth. The estimated total HH pulse energy is approxi-
mately 2 nJ with tens of attosecond pulse duration. The opti-
mal pressure for the phase-matching is 188 mbar and can be
achieved for the backing pressure of 5.3 bar in the double-
structured pulsed-gas cell. This intense water-window IAP
has the potential to open the door for unexplored attosecond
science in the water-window region including intra-atomic en-
ergy transfer, ultrafast electron transfer, and so on.
structures. In future, our robust method for water-window HHG is expected to have energy-scalability and will realize the single-shot transient absorption spectroscopy or coherent diffractive imaging in the water-window region. Based on our apparatus, we expect obtaining Nj isolated attosecond pulses in the water-window region in the nearest future.

FIG. 8. Reported total HH pulse energies in the water-window region in the recent 5 years. The color of the points corresponds to the repetition frequency.

ACKNOWLEDGMENTS

This work was supported in part by the Ministry of Education, Culture, Sports, Science and Technology of Japan (MEXT) through Grant-in-Aid under Grant 17H01067, in part by the MEXT Quantum Leap Flagship Program (Q-LEAP) Grant Number JP-MXSOI18068681, in part by the FY 2019 President discretionary funds of RIKEN, in part by the Matsumo Foundation 2018, and in part by RIKEN Junior Research Associate Program. K. M. gratefully acknowledges financial support from Grants-in-Aid for Scientific Research 19H0562. Y. F. gratefully acknowledges financial support from Major Science and Technology Infrastructure Pre-research Program of CAS (J20-021-III), Key Deployment Research Program of XIOPM (No.S19-020-III), Natural Science Basic Research Program of Shaanxi (No.2019JCW-03), National Natural Science Foundation of China (No.61690222).


Lu Xu, Kotaro Nishimura, Akira Suda, Katsumi Midorikawa, Yuxi Fu, and Eiji J. Takahashi. 2.2 TW few-cycle intense pulses at 1.7 µm based on a BBO dual-chirped optical parametric amplification. In *Proceedings of High-brightness Sources and Light-driven Interactions Congress*, 2020. MM2C3.
