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Abstract—As a prominent member of the next generation
multiple access (NGMA) family, non-orthogonal multiple access
(NOMA) has been recognized as a promising multiple access
candidate for the sixth-generation (6G) networks. This article
focuses on applying NOMA in 6G networks, with an emphasis
on proposing the so-called “One Basic Principle plus Four
New” concept. Starting with the basic NOMA principle, the
importance of successive interference cancellation (SIC) becomes
evident. In particular, the advantages and drawbacks of both
the channel state information based SIC and quality-of-service
based SIC are discussed. Then, the application of NOMA to meet
the new 6G performance requirements, especially for massive
connectivity, is explored. Furthermore, the integration of NOMA
with new physical layer techniques is considered, followed by
introducing new application scenarios for NOMA towards 6G.
Finally, the application of machine learning in NOMA networks
is investigated, ushering in the machine learning empowered
NGMA era.
Index Terms—6G networks, non-orthogonal multiple access,
machine learning, massive connectivity, and resource allocation.

I. I NTRODUCTION
According to the latest Visual Network Index report [1], the
global mobile data traffic in 2022 will be seven-fold larger
compared to 2017. In addition to this explosive data demand, emerging bandwidth-thirsty applications, e.g., space-airground-integrated-networks (SAGINs), virtual reality (VR),
augmented reality (AR), etc., requiring strict quality-of-service
(QoS) create further challenges for next-generation wireless
networks.
To solve these challenges, the sixth-generation (6G) networks need breakthroughs beyond the current fifth-generation
(5G) networks [2]. The expected performance targets of 6G
are: 1) The connectivity density is ten-fold larger compared to
5G; 2) The peak data rate reaches 1 terabit per second; 3) The
energy efficiency is a hundred times higher than that of 5G;
4) The air interface latency decreases to 0.1 millisecond; and
5) The reliability increases to 99.99999%. In addition, unlike
5G focusing on a single objective, most 6G scenarios need
to optimise multiple objectives simultaneously [3]. To this
end, highly efficient next-generation multiple access (NGMA)
techniques are vital for 6G.
Due to introducing an additional degree of freedom in
the power domain, non-orthogonal multiple access (NOMA)
has attracted significant attention from both academia and
industry. For decoding different signals in the same orthogonal (time/frequency) resource block (ORB), NOMA employs superposition coding at the transmitters and successive

interference cancellation (SIC) at the receivers. Therefore,
NOMA is able to provide additional access for overloaded
traffic scenarios, which is a common scenario in 6G with
heterogeneous ultra dense networks [4]. Although NOMA has
already been thoroughly investigated in the 5G and beyond
networks, previous research focused on static devices and the
data rate of broadband users. This ignores several fundamental
problems for NGMA, e.g., the effect of mobility, the design
tradeoffs in terms of connectivity, reliability, and latency.
Our goal in this article is to fill this gap by investigating NOMA via the “One Basic Principle plus Four New”
concept as illustrated in Fig. 1. More specifically, the basic
principle is to deeply investigate the non-orthogonality from
the SIC perspective, which is rarely discussed in existing
NOMA-related magazines. Building on this basic principle,
we explore the following four new directions: 1) New requirements: Supporting massive connectivity by considering various
QoS requirements including latency and reliability; 2) New
techniques: Integrating NOMA with other 6G physical layer
techniques; 3) New applications: Application in heterogeneous
scenarios to support emerging 6G applications; and 4) New
tools: Integration with artificial intelligence (AI) to design an
adaptive resource allocation.
II. BASIC P RINCIPLE : R ETHINKING SIC IN NOMA
The SIC process is the key component used by various
forms of NOMA, and for these conventional NOMA, SIC
decoding has been designed by using a single metric, which
is to ensure low implementation complexity. Take powerdomain uplink NOMA as an example, where the channel state
information (CSI) is used as a metric for determining SIC
decoding order, i.e., users are distinguished by their channel
conditions. Without loss of generality, consider a special case
with a strong user and a weak user. The CSI-based SIC
decodes the strong user’s signal first. If the first stage of SIC
is successful, the base station (BS) then decodes the weak
user’s signal. The CSI-based SIC is an intuitive decoding
strategy and it is able to effectively explore the users’ dynamic
channel conditions. Another implementation of SIC is based
on the users’ QoS requirements, as in cognitive-radio inspired
NOMA. Consider a two-user case as an example. Assume
that the primary user is an Internet-of-Things (IoT) sensor and
the secondary user is a broadband user. The QoS-based SIC
detects the primary user first, because the data rate achievable
during the first SIC stage can be extremely low, due to strong

2

Semi-grant-free
NOMA
OTFS

Other
Unsupervised
Learning

New Requirements:
Massive Connectivity

Terahertz
Communication
New Techniques:
Integration

ISaC

QoS-based
NOMA

Visible Light
Communication

Exploring NonOrthogonality for 6G
(Basic Principle:
Rethinking SIC)

New Tools:
AI Enhancement

New Scenarios:
Heterogeneity

Index Modulation

Federated
Learning

Reinforcement
Learning

Deep Learning

E-Health

SAGINs
RIS

Autonomous Networks

VR/AR

Fig. 1. Multiple access techniques for 6G by exploring non-orthogonality with the “One Basic Principle plus Four New” concept, where OTFS, ISaC, and
RIS represent orthogonal-time-frequency-space, integrated-sensing-and-communication, and reconfigurable-intelligent-surface, respectively.

0

8

Outage Probabilities

7
6
10

-1

5

CSI-based
QoS-based
Hybrid
10

4
3

-2

2

10

1

Solid lines - Outage probabilities
Dash-dotted lines: Ergodic rates

-3

0

5

10

15

20

25

Ergodic Data Rate (bit/s/Hz)

10

0
30

Transmit SNR in dB
Fig. 2. Illustration of the performance gain of hybrid SIC decoding order
over conventional schemes [5].

co-channel interference. Therefore, it is reasonable to first
decode the signal of the sensor which is to be served with
a low data rate.
While these conventional SIC decoding schemes can be
implemented with low complexity and have their own advantages in different application scenarios, it is important
to point out that they are not optimal. For example, both
the CSI- and QoS-based SIC decoding orders suffer from
the same drawback, i.e., an outage probability error floor is
inevitable, as explained in the following. For CSI-based SIC,
at high signal-to-noise ratio (SNR), the strong user’s signal-tointerference-plus-noise ratio (SINR) becomes a constant. This
means that the outage probability for the first SIC stage will
never go to zero, regardless of how large the user’s transmit
power is. Following a similar reasoning, one can also conclude
that QoS-based SIC also suffers from this outage probability
error floor which cannot be avoided by simply increasing
the users’ transmit power levels. Surprisingly, this ‘inevitable’
floor can be avoided by using a simple SIC decoding strategy,

termed hybrid SIC, as discussed in [5]. In particular, the
hybrid SIC takes both the users’ QoS requirements and their
channel conditions into consideration. Again, consider the
simple case of one primary user and one secondary user as
an example. Unlike CSI-based NOMA which compares the
two users’ channel conditions, the hybrid SIC evaluates the
quality of a user’s channel condition by taking the users’ QoS
requirements into consideration. For example, if the secondary
user’s channel is strong enough to guarantee the primary
user’s QoS requirement, the secondary user’s signal is decoded
during the first SIC stage. Otherwise, the primary user’s signal
is decoded first. The performance gain of the hybrid SIC
over conventional SIC schemes is shown in Fig. 2, which
demonstrates that the outage probability error floor suffered by
the two conventional schemes can be avoided. It is important to
point out hybrid NOMA is still not optimal, and an important
direction for future research is to design more sophisticated
SIC for optimizing the reception reliability and data rates of
NOMA transmission.
III. N EW R EQUIREMENTS : M ASSIVE C ONNECTIVITY FOR
NOMA
As a multiple access technique, the most important task
for NGMA in 6G is to provide massive connectivity. Due to
obtaining diverse QoS requirements in most 6G applications,
the massive connectivity provided by NGMA needs to be
constrained by different QoS requirements in terms of user
experience, which include not only data rates but also latency
and reliability. After that, NGMA is capable of maximising
the spectral efficiency of 6G networks. It worth mentioning
that a high spectral efficiency also contributes to energy
conservation for 6G. To satisfy these performance metrics and
hence guarantee massive connectivity, the design of downlink
NOMA becomes QoS-oriented, and semi-grant-free (semi-GF)
transmissions are preferable for uplink NOMA.
A. QoS-based NOMA for Downlink Transmission
Note that multiple SIC iterations introduce long waiting
times and high outage probabilities. For downlink NOMA
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in 6G, the main challenge is to overcome high latency and
low reliability due to SIC, especially for the massive users
scenario. In addition to applying the hybrid SIC for enhancing
the spectral efficiency, QoS-based NOMA needs to design
principles of QoS-based user clustering (Q-UC) and QoSbased power allocation (Q-PA) in terms of connectivity.
For Q-UC, two fundamental questions should be answered:
1) Which is better, grouping the same or different QoS users in
a NOMA cluster? 2) How to avoid SIC for latency-reliabilitysensitive users? For better illustration, we use broadband users
(aiming to maximize data rates) and IoT sensors (requiring low
latency and high reliability) to depict two typical QoS types of
IoT users in 6G. Regarding the first question, there is no single
correct answer, but in general, each NOMA cluster favors
including different QoS users since users with the same QoS
compete in the same domain. Regarding the second question,
it is obvious that NOMA favors decoding the IoT sensor first
to reduce the SIC-caused latency. Therefore, each IoT sensor
prefers broadband users with stronger channel gains than itself.
For Q-PA, the desired power for IoT sensors needs to
consider the max-rate between the successful decoding rate
(SDR) and the latency-reliability-based data rate, while that
for the SIC process of broadband users just needs the SDR.
Note that the conventional NOMA scheme only needs SDRs
for power allocation. Moreover, to maximize the connectivity,
the allocated power only needs to satisfy the QoS requirement
of each user.
B. Semi-GF NOMA for Uplink Transmission
Uplink NOMA in 6G needs to serve massive intermittently
active users whose number is much larger than the available
ORBs. To solve this problem, a promising approach is to group
grant-based (GB) users with GF users in one NOMA cluster,
which is defined as Semi-GF NOMA [6]. The general process
of Semi-GF NOMA is as follows: 1) The BS grants one ORB
to each GB user; 2) The BS evaluates the power resource left,
i.e., the acceptable received power from GF users, for this
ORB and then calculates a threshold for broadcasting; and 3)
After receiving the broadcast threshold, the satisfied GF users
transmit their messages to the BS via GF transmissions. Based
on whether the maximum load in each ORB is available or
not, the threshold design can be divided into single-ORB and
multi-ORB cases.
For the single-ORB case, it can be assumed that the ORB
for each GF user is pre-allocated and, hence, the number of
potential GF users (PGFU) in each ORB is known in advance.
If the GB user is delay-tolerant, several SIC iterations are
acceptable. Therefore, the broadcast threshold contains two
kinds of information: 1) Minimal transmit power (MTP); and
2) Maximal tolerance to interference (MTI). If GF users have
transmit power higher than MTP, they upload messages and
the successful GF users are decoded before the GB user. To
avoid frequent collisions, the MTP-threshold is suitable for GF
users with a relatively low activation rate. If GF users have
transmit power lower than MTI, they are also able to upload
messages that are decoded after the GB user. Note that the MTI
needs to take all PGFUs into account to avoid the transmission

outage of the GB user. This restriction can be relaxed when
the GB user is based on long-term communications. In this
case, the MTI only needs to consider the average number of
active GF users, which is significantly smaller than the total
number of PGFUs. If the GB user is delay-sensitive, it needs
to be decoded firstly, so the threshold only contains the MTI.
For the multi-ORB case, the number of PGFUs for each
ORB is unknown since GF users are capable of choosing
ORBs at random, which results in a complicated threshold
design. To reduce collisions, it is better to control the transmit
power of Semi-GF NOMA. Based on channel gains, a power
pool design with layered transmit power levels [7] can be
applied to decrease outage probabilities. By restricting the
number of GF users in each ORB, an access class barring
(ACB) [8] aided user barring approach can be utilized to
further enhance the connectivity. However, the protocol design of semi-GF NOMA under multi-ORB cases still faces
numerous challenges. As illustrated in Fig. 3, the connectivity
of semi-GF NOMA with ideal power pool and user barring
is the highest. Without controlling the transmit power, semiGF NOMA experiences more collisions than traditional GB
transmission.
IV. N EW T ECHNIQUES : I NTEGRATION OF NOMA
E MERGING P HYSICAL L AYER T ECHNIQUES

WITH

In 6G, numerous emerging techniques for the physical
layer will be gradually developed to address fundamental
problems in future networks. For example, the orthogonaltime-frequency-space (OTFS) modulation aims to enhance the
performance in a challenging communication scenario with
high mobility. Terahertz (THz) communications are able to
provide multi-GHz bandwidth to address the lack of spectrum
resources. The integration of NOMA with OTFS, THz, and
other promising techniques is an exciting research challenge
for 6G.
A. OTFS-NOMA
For traditional slow-mobile (or static) users, their channels
in a coherence time can be regarded as invariable. With the
aid of orthogonal frequency-division multiplexing (OFDM),
the communication performance can be evaluated in the timefrequency plane with ORBs. However, the communication
quality of fast-mobile users is mainly decided by the delay
and Doppler effects. It is worth pointing out that the traditional
OFDM subcarriers in the delay-Doppler plane are not orthogonal, which introduces strong inter-symbol interference and
inter-carrier interference for fast-mobile users. To solve this
problem, a new modulation scheme, referred to as OTFS [9],
was proposed to provide nearly non-fading channels for these
doubly dispersive channels.
Since the channel state for fast-mobile users is commonly
worse than that of slow-mobile users, NOMA can be an
efficient technique by exploiting this channel disparity. In this
part, we discuss a general scenario that the slow-mobile user
has a stronger channel than the fast-mobile user. In OTFSNOMA systems, one slow-mobile user and one fast-mobile
user can be grouped into a NOMA cluster. As the slow-mobile
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user has a strong channel, the SIC process is carried out by
this user. Unlike conventional NOMA systems, the SIC at the
slow-mobile user has two unique stages: 1) The slow-mobile
user first decodes the fast-mobile user’s signal in the delayDoppler plane; and 2) After cancelling the decoded signal in
the first stage from the received signal, the slow-mobile user
decodes its signal in the time-frequency plane. For the fastmobile user, it decodes its own signal directly in the delayDoppler plane. The proposed OTFS-NOMA scheme benefits
both the fast- and slow-mobile user in terms of latency and
spectral efficiency. More specifically, fast-mobile users obtain
additional ORBs to enhance the performance and slow-mobile
users have the opportunity to access spectrum resources that
are solely allocated to fast-mobile users under the conventional
OTFS modulation with orthogonal multiple access (OMA).
B. THz-NOMA
THz communication is a highly-promising technology for
6G, whose bandwidth is 3-4 orders of magnitude larger than
current wireless systems. Due to its short wavelength, super
massive multiple-input multiple-output (SM-MIMO) becomes
an indispensable component for THz communications to exploit the spatial diversity. In general, if the number of users
with independent channels is much smaller than the number
of antennas, the channels between different users are nearly
orthogonal. In this case, NOMA is not a more efficient
multiple access technique than traditional solutions for multiuser MIMO (MU-MIMO) systems. However, the low-rank
channels of THz users are highly correlated because of the
limited-scattering transmission. Therefore, NOMA becomes a
promising technique to improve the spectral efficiency in THz
aided networks.
For THz communications, NOMA aims to group all highly
correlated users into one NOMA cluster and allocate to them
different transmit power levels for decoding according to the
hybrid SIC as mentioned in Section II. After that, each NOMA
cluster has one beam and different NOMA clusters are served

by MU-MIMO techniques. As shown in Fig. 4, since the
line-of-sight link is the most important transmission path in
THz communications, grouping users located in the same
geographic area into one cluster becomes possible. This user
clustering design has low complexity since it only needs the
full CSI of one reference user, i.e., cluster head, in each
NOMA cluster. A recent work [10] proposed a machine
learning aided solution for THz-NOMA based on a hybrid
precoding scheme with a sub-connection structure, where
the K-means machine learning algorithm is used for user
clustering and a distributed alternating direction method of
multipliers algorithm is applied for power allocation. Based on
this solution, the energy efficiency of THz-NOMA systems can
be maximized. This interesting work can be further extended
by considering location-based user clustering to reduce the
channel estimation complexity.
C. Integration of NOMA with Other Techniques
In addition to OTFS-NOMA and THz-NOMA, other
promising physical layer techniques will also benefit from
NOMA. Some typical use cases for NGMA systems in 6G
are listed as follows:
• Integrated Sensing and Communication (ISaC):
NOMA is capable of helping receivers to distinguish
communication and radar-return signals. The communication signal can be decoded first and cancelled from the
received signal via SIC. Then, the radar signal can be
analyzed via conventional sensing algorithms.
• Visible Light Communication (VLC): NOMA is able
to provide high spectral efficiency for VLC to solve the
small modulation bandwidth problem of light-emitting
diodes, especially for multi-user cases. NOMA also benefits from the high SNR offered by VLC.
• Index Modulation (IM): NOMA is capable of handling
the strong inter-user interference issue in IM. The users
with similar spatial features can be grouped into one
NOMA cluster, hence increasing both spectral efficiency
and energy efficiency.
V. N EW S CENARIOS : A PPLICATION OF NOMA
H ETEROGENEOUS S CENARIOS

TO

6G networks are expected to be transformative and revolutionary encompassing applications like data-driven, ubiquitous
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wireless connectivity, and connected intelligence. Although we
are still in the early stage to define 6G networks, some scenarios with heterogeneous traffics are recognized as potential
candidates towards 6G. This section discusses the application
of NOMA by considering the basic principle to new scenarios
towards 6G [11].
A. NOMA in Integrated Terrestrial and Aerial Networks
SAGINs, which intrinsically integrate unmanned aerial vehicle (UAV)-aided terrestrial networks with sky-platforms and
satellites, have become a focal point in wireless communications research as they address a wide range of challenges
encountered in single-tier networks. As shown in Fig. 5, based
on the cooperation of high altitude platforms (HAPs) and
low altitude platforms (LAPs), drones, aircraft, and satellite,
the conceived multi-tier SAGINs are capable of filling the
coverage-holes of single-tier networks by integrating the advantages of each network. In contrast to terrestrial wireless
networks, the challenging optimization problems encountered
in SAGINs have to provide massive connectivity under multiple objectives (delay, throughput, bit error rate (BER), power)
to arrive at an attractive solution. For example, in the case of
low earth orbit systems, a large number of satellites are needed
to cover the globe. SAGINs rely on the seamless integration
of heterogeneous network segments with the goal of providing
uninterrupted and ubiquitous connectivity to everyone, everything, and everywhere. As mentioned in Section II, the hybrid
SIC enabled NOMA can be applied in SAGINs to enhance
not only data rates but also delay and BER, since hybrid
SIC is promising to meet heterogeneous QoS requirements in
multi-tier SAGINs while guaranteeing ubiquitous and massive
connectivity.
B. NOMA in Reconfigurable-Intelligent-Surface-Enhanced
Networks
Owing to their ability of smartly reconfiguring the wireless propagation environment via passive reflecting elements,
reconfigurable intelligent surfaces (RISs) are capable of providing potential received SINR enhancements by constructing a software-defined wireless environment. Compared to
orthogonal multiple access (OMA) RIS networks, NOMA-RIS
networks can achieve higher spectral efficiency and enhanced
massive connectivity. More importantly, NOMA-RIS networks
are more flexible than the conventional power-domain NOMAbased networks because RISs can improve or degrade the
channel quality of individual users by adjusting the phase
shifts of reflecting elements and their positions which, in turn,
smartly controls the channel conditions of users. Additionally, by integrating RISs in MIMO-RIS networks, the strict
constraint on the number of antennas at the transmitters and
receivers can be relaxed due to the multiple reflecting elements
on RISs. For RIS-enabled networks, traditional CSI-based SIC
brings high implementation complexity since perfect CSI for
cascaded channels at the transmitter is desired. Fortunately,
QoS-based SIC can be used to relax this limit. By integrating
hybrid-SIC into NOMA-RIS networks is able to handle the
tradeoff between channel estimation complexity and high
spectral efficiency.

C. NOMA in Robotic Communications/Autonomous Networks
Autonomous robotics, which have brought tremendous
changes in various socio-economic aspects in our society,
have attracted significant attention in the wireless communications field. Autonomous robots are classified into three
categories: aerospace robots (e.g., airship/airplane, HAP, and
UAV); ground robots (e.g., autonomous vehicle, smart home
robots, and mobile robots); marine robots (e.g., unmanned
ship, unmanned submarine, underwater robots). Before fully
reaping the benefits of autonomous robotics, challenges such
as delay sensitivity and collision tolerance have to be tackled. With the aid of NOMA, the communication signal is
designed to be ultra-reliable and low-latency, which fits the
requirement of autonomous robotic systems. Additionally,
since robots often serve in dynamic scenarios, the channel
conditions of robots are varying at each timeslot, which also
improves the design flexibility of NOMA-based networks.
By dynamically assigning the robots and other mobile users
with heterogeneous mobility states into the same NOMA
cluster to activate hybrid-SIC-based OTSF-NOMA schemes,
the received SINR of both robots and mobile users can be
enhanced. Thus, NOMA can be helpful for the efficiency and
safety of autonomous robotics.
D. NOMA in VR/AR Multi-Layer Video Transmission
VR and AR, which provide a better experience for users because of their immersive scenes, have been recognized as one
of the key scenarios in 6G networks. In the conventional OMA
schemes, resources are allocated by blocks of a fixed size as it
is non-trivial to divide them into small sizes, which means that
OMA users have to wait for access to resources. However, in
VR and AR multi-layer video transmission networks, services
to users are often delay-sensitive while high transmit rate and
reliable communications are highly demanded, which highlights the importance of high spectral efficiency in wireless
communication. Since hybrid-SIC enabled NOMA is capable
of cancelling the outage probability error floor of primary users
for providing a reliable transmission, applying hybrid-SIC
enabled NOMA in VR and AR multi-layer video transmission
networks is necessary.
E. NOMA in E-Health Systems
Due to its benefits of supporting enhanced spectrum efficiency and massive connectivity, NOMA has attracted increased attention for emerging remote e-Health services in
recent years. Besides the power-domain NOMA, the QoSbased NOMA scheme can also be applied in communicationaware E-health systems. The QoS-based SIC scheme can be
applied to first detect the inquired user’s (delay-sensitive)
signal and then decode the monitored user’s (delay-tolerant)
information. Thus, the precious communication resources can
be efficiently utilized. Since the number of smart devices (e.g.,
smart watches) in communication-aware E-health systems
have been growing exponentially, hybrid-SIC enabled NOMA
is helpful for providing massive connectivity with strict QoS
requirements in E-health systems and providing additional
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TABLE I
P ROS AND C ONS OF M ACHINE L EARNING A LGORITHMS IN NOMA- BASED N ETWORKS

Representative algorithms
Constant vs
Time-variant QoS requirement
Static user vs
Heterogeneous user mobility
Short-term vs
Long-term resource allocation
Non-interactive vs
Interactive with environment
Optimal vs Sub-optimal
1

Conventional solutions
Iterative algorithms, matching theory,
game theory, alternating algorithms

ML-empowered solutions
DL, QL algorithm, DQN algorithm,
DDPG algorithm

Ignore user behavior/peculiarity

User behavior/peculiarity is considered

Cannot adapt to the dynamic environment

Rapidly adapting to the dynamic environment
(Dynamic NOMA user re-clustering and resource allocation)

Focus on benefits of the current timeslot

Can incorporate farsighted system evolution

No learning capability
or interactive capability

Learn from the environment
and real-time feedback of users
Optimality cannot be theoretically proved
or strictly guaranteed

Optimality can be proved

QL represents Q-learning; DQN is short for Deep Q-Network; DDPG is the acronym for deep deterministic policy gradient base algorithms.

access channels for offloading heavy computation tasks to edge
devices or edge servers.
VI. N EW T OOLS : M ACHINE L EARNING E MPOWERED
NOMA- BASED N ETWORKS
Since scenarios towards 6G networks are heterogeneous,
dynamic, and more complex, new approaches are needed to
tackle more challenging problems in these scenarios [12]. Most
conventional approaches adopted in the current research contributions have a limited number of controllable variables and
fail to optimise Markovian problems efficiently. Most conventional approaches adopted in the current research contributions
have a limited number of controllable variables and fail to optimise Markovian problems efficiently. Moreover, comparing
with conventional NOMA scheme with single-objective (CSI
or QoS) user clustering and power allocation, the hybrid SIC
as discussed in Section II introduces more controllable variables as it has multi-objective (CSI and QoS) user clustering
and power allocation. Therefore, machine learning becomes
a competitive candidate for designing NGMA. In contrast
to conventional algorithms, existing AI-based algorithms are
capable of addressing problems in a more general framework
with a large number of controllable variables and temporal

correlated events. The general advantages/disadvantages of applying machine learning approaches in NOMA-based networks
are listed in Table I. Additionally, machine learning (ML)
empowers NOMA-based networks to realize the interaction
between BSs and the dynamic environment. More importantly,
in the conventional solutions, the control policy aims for
instantaneously achieving the current benefits for networks
without considering the long-term network evolution, which
is the objective of ML algorithms. This section introduces the
role of ML in NOMA-based networks.
A. Reinforcement Learning for NOMA-based Networks
Reinforcement learning (RL) models enable BSs/access
points (APs) to learn from the real-time feedback of dynamic/uncertain environment and mobile users, as well as
from their historical experiences [13]. Thus, in RL-empowered
NOMA-based networks, BSs/APs are capable of rapidly adapting their control policy to the dynamic environment and
keep on improving their decision-making ability. Application
examples of RL in NOMA-based networks include:
• Dynamic User Clustering/Pairing: The optimal policies
for both CSI-based and QoS-based user clustering in
NOMA-based networks are challenging, especially when
user mobility is considered. By adopting RL-based al-
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gorithms for user re-clustering, the performance of such
networks is improved in dynamic scenarios.
• Long-term Resource Allocation: RL aims at achieving
long-term benefits by deciding the resource allocation
(e.g., power resource, caching resource, computing resource, spectrum resource) policy in NOMA-based networks. RL-based algorithms are capable of outperforming
the conventional algorithms in dynamic scenarios by
interacting with the environment. However, since the
optimality of RL-based algorithms cannot be strictly
guaranteed, their superiority is reduced in some simple
static scenarios.
RL models are suitable for Markovian problems, which
means that the formulated problem in NOMA-based networks
has to be reformulated as a Markovian one.
B. Deep Learning for NOMA-based Networks
Deep learning (DL), which uses cascaded neural network
layers to extract features from the input data automatically and
make a decision, has shown great potentials to revolutionize
NOMA-based networks [14]. Application examples of DL in
such networks include:
• CSI Acquisition/Channel Estimation: As introduced
above, CSI-based SIC is a fundamental principle of
power-domain NOMA. However, acquiring CSI is challenging, especially when integrating NOMA with other
techniques such as MIMO and RIS. With the aid of DL,
the CSI can be acquired automatically by extensive training of the input data using existing channel models. Additionally, DL can also be applied for detecting/estimating
the dynamically fluctuating channel.
• Resource Allocation: Since the performance of NOMAbased networks is significantly affected by the resource
allocation policy, resource management is a principal
problem in such networks. However, resource allocation under dynamic channel conditions is challenging.
Thus, DL is attractive for dynamic resource allocation
in NOMA-based networks, including power allocation,
subchannel assignment, and subcarrier assignment.
DL-based algorithms are also attractive for solving other
problems in such networks, such as signal constellation design,
signal detection, and signal decoding. Although DL has been
proved to be efficient and to provide effective performance
improvement, the efficient design of DL architecture (e.g.,
number of layers, the connections between layers) to reduce
the computational complexity is still an open problem.
C. Other Machine Learning for NOMA-based Networks
In addition to DL-based and RL-based based algorithms,
unsupervised learning algorithms can be also adopted for
user clustering. By exploiting the correlation feature of users’
channel responses, the K-means algorithm can be adopted for
NOMA user clustering. By learning the inherent structures and
correlations of users, the expectation maximization algorithm
can be used for user clustering in both fixed and dynamic user
scenarios. Federated learning (FL), which relies on directly

training statistical models on remote devices at the edge in
distributed networks, is very attractive to preserve users data
privacy in wireless networks [15]. NOMA is able to reduce
the aggregation latency in FL model updating by providing
multiple access in the same channel. In FL-enabled NOMAbased networks, BSs act as distributed learners, which train
their generated data and transfer their local model parameters instead of the raw training dataset to an aggregating
unit. Moreover, based on well-trained DL and DRL, transfer
learning can be used to update the full/partial neural network
parameters for fast convergence at a new environment with
similar tasks but limited data or training time.
VII. C ONCLUSION

AND

O UTLOOK

In this article, we described our view on the advances of
NOMA for 6G based on the “one principle plus four new”
concept. As a core principle, the hybrid SIC generalized CSIbased decoding order to a joint CSI- and QoS-based one,
which is able to remove the conventional outage probability
error floor for joining users. Building on this principle, four
new directions, including massive connectivity, the integration
with other physical layer techniques, the application to heterogeneous scenarios, and the AI enhancement of NOMA,
were presented in detail. These discussions demonstrated
that NOMA has tremendous benefits for the NGMA family,
especially for networks with distinct QoS requirements.
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