unzipFPGA: Enhancing FPGA-based CNN Engines with On-the-Fly Weights Generation

Stylianos I. Venieris†, Javier Fernandez-Marques‡*, Nicholas D. Lane†§
†Samsung AI Center, Cambridge, UK, ‡University of Oxford, §University of Cambridge
Email: {s.venieris, nic.lane}@samsung.com, javier.fernandezmarques@cs.ox.ac.uk
*Indicates equal contribution.

Abstract—Single computation engines have become a popular design choice for FPGA-based convolutional neural networks (CNNs) enabling the deployment of diverse models without fabric reconfiguration. This flexibility, however, often comes with significantly reduced performance on memory-bound layers and resource underutilisation due to suboptimal mapping of certain layers on the engine’s fixed configuration. In this work, we investigate the implications in terms of CNN engine design for a class of models that introduce a pre-convolution stage to decompress the weights at run time. We refer to these approaches as on-the-fly. To minimise the negative impact of limited bandwidth on memory-bound layers, we present a novel hardware component that enables the on-chip on-the-fly generation of weights. We further introduce an input selective processing element (PE) design that balances the load between PEs on suboptimally mapped layers. Finally, we present unzipFPGA, a framework to train on-the-fly models and traverse the design space to select the highest performing CNN engine configuration. Quantitative evaluation shows that unzipFPGA yields an average speedup of 2.14× and 71% over optimised status-quo and pruned CNN engines under constrained bandwidth and up to 3.69× higher performance density over the state-of-the-art FPGA-based CNN accelerators.

I. INTRODUCTION

The emergence of convolutional neural networks (CNNs) as a core component in a variety of AI systems has led to the design of numerous FPGA-based accelerators. Currently, the accelerator landscape spans from CNN-specific processors [1]–[3] to highly custom streaming architectures [4]–[7]. One of the most widely adopted paradigms is the single computation engine [6]–[17], where a powerful processing engine is time-shared to execute the CNN layers sequentially. This approach enables the reuse of the accelerator resources across various CNNs and minimises the need for fabric reconfiguration upon deployment.

Despite its flexibility, performance is often bounded by: 1) layers with low computation-to-communication ratio that become memory-bound [13]–[15] and 2) suboptimal mapping of diverse layers on the fixed engine configuration that leads to underutilised processing elements (PEs) [15]. These two factors set a hard limit to the actual sustained performance of the system that alleviates the withstanding limitations of single computation engines. To minimise the impact of memory-bound layers, unzipFPGA first introduces a mechanism for the on-the-fly generation of weights, reducing transfers from the off-chip memory. Moreover, we propose an input selective PE design that counteracts the underutilisation of the computational resources due to the suboptimal mapping of diverse layers.

In this work, we present unzipFPGA, a novel CNN inference system that alleviates the withstanding limitations of single computation engines. To minimise the impact of memory-bound layers, unzipFPGA first introduces a mechanism for the on-the-fly generation of weights, reducing transfers from the off-chip memory. Moreover, we propose an input selective PE design that counteracts the underutilisation of the computational resources due to the suboptimal mapping of diverse layers. Overall, this work makes the following key contributions:

• A novel CNN hardware architecture for on-the-fly generation of CNN weights. We introduce a weights generator with custom memory organisation and a highly optimised datapath that enables sustaining high processing rates. The configurable parameters are exposed to the system-level design space exploration to yield the highest performing allocation of resources between the weights generator and the core CNN engine for the given CNN-FPGA pair.

• A new CNN engine design comprising an array of input selective PEs. A subset of PEs is enhanced with efficient switches that enable other PEs to perform work stealing. In this manner, the proposed design applies workload balancing, improving up to 20% the performance on layers that previously severely underutilised the instantiated PEs.

• A framework for deriving and mapping on-the-fly models from pretrained CNNs on a given FPGA, yielding 2.48× average performance density gain over various state-of-the-art FPGA designs. Compared to a state-of-the-art pruning framework [27], unzipFPGA delivers up to 90% and 69% compression and throughput gain under the same accuracy.

II. BACKGROUND & RELATED WORK

A. Designing Lightweight Convolutional Neural Networks

The plethora of existing techniques to modify CNNs for faster inference can be categorised into: pruning [28]–[30], which removes redundant parameters; quantisation [31]–[35], which results in low-precision compact models; or, sparsification [36]–[38], which leverages compressed data formats. In addition, a number of frameworks combine several of these techniques. Most notably: Deep Compression [39] which, given
an over-parameterised model, applies pruning, quantisation and Huffman encoding; RedCNN [40] which prunes channels based on an activation overlap metric; and, more recently, APQ [41], which designs a CNN that meets given compute, memory and latency constraints through a joint optimisation formulation.

B. On-the-Fly Convolutional Neural Networks

Orthogonal to these methods, various works have explored ways of factorising the filters in CNNs in order to produce compressed model representations. Common to these techniques is the need for a decompressing stage that generates the filters on-the-fly during inference. A selection of such techniques include: [20] that uses an auxiliary NN to generate each layer’s weights in the main network given an embedding of the weights. In [21], weight filters are constructed as a dense combination of a set of Fourier Bessels bases that are generated deterministically at run time. Another technique exploiting deterministic bases was presented in [22]–[24], where bases are formed from orthogonal variable spreading factor (OVSF) binary codes. It enables the construction of model weights by learning a linear combination of OVSF bases during training. Finally, in [25] the filters of each layer are sampled from a single learnable filter, inducing weight sharing across filters. This sampling process is deterministic and enables faster processing via an associated integral image-based implementation.

In this work, we make use of OVSF codes to compress filters in a CNN, directly reducing the overheads due to off-chip memory accesses to retrieve weights, based on three aspects: 1) these codes are binary and thus can be efficiently stored on-chip [22]; 2) their theoretical properties are well studied by the wireless community [43], [44]; 3) they offer good compression-accuracy trade-off in various AI tasks [23], [24]. Nonetheless, [45] is the sole existing FPGA-based OVSF design, presenting a direct implementation specific for communication systems. To effectively use OVSF with CNNs, the underlying design needs to be tailored and optimised for the CNN dataflow.

C. On-the-Fly OVSF Models

In this section, we give an overview on how OVSF codes are generated and their use for constructing CNN weights.

1) Constructing OVSF bases: OVSF codes can be recursively constructed as an \( n \)-step expansion of an \( L \times L \) Hadamard matrix, \( H_n \), with \( L = 2^n \), \( n \in \mathbb{N} \). The resulting \( H_n \) is comprised of \( L \) mutually orthogonal binary codes.

The length, \( L \), of the OVSF code depends on the shape of the tensor that is generated, but also on the granularity at which this process happens. In this work, we construct \( N_{in} \times K \times K \) filters by concatenating \( N_{in} \) \( K \times K \) matrices, requiring the generation of \( L = K^2 \) OVSF codes. Alternative approaches exist [24], each with different compute and memory overheads.

2) Generating CNN filters with OVSF bases: A \( N_{in} \times K \times K \) weight filter, \( f_i \), in a convolutional layer can be represented as a truncated linear combination of OVSF codes. The codes are first reshaped to match the shape of \( f_i \). Mathematically, this linear combination can be represented as \( f_i = \sum_{i=0}^{\rho \in [0,1]} \alpha_i B_i \), where \( \rho \in [0,1] \) is the ratio of codes to use in order to generate filter \( f_i \), \( l \) the total number of OVSF codes of length \( L = K^2 N_{in} \), \( B_i \) the \( j \)-th OVSF code and \( \alpha_e \in \mathbb{R} \) its associated scalar. When \( \rho = 1 \), the number of scalars, \( |\alpha_e| \), is equal to the number of weights in \( f_i \). These scalars are learnt via standard backpropagation. A compressed representation of \( f_i \) is obtained when \( \rho < 1 \). Upon deployment, the filters are first generated and then the main inference computation proceeds as normal.

By design, OVSF codes cannot directly be used to generate \( 3 \times 3 \) filters, which are popular in CNN models. In Section V we present a technique to overcome this limitation.

D. Challenges of FPGA-based CNN Inference Engines

Until now, a wide array of FPGA-based CNN accelerators have been proposed. Existing designs span from custom streaming architectures [4], [5] and accelerators for quantised [6], [7], [46]–[49] and sparse CNNs [50]–[56], up to instruction-based processors [1]–[3]. One of the most well adopted paradigms are the single computation engines [8]–[19], due to their balanced trade-off of programmability and performance. Currently, despite the progress in processing unit design, further gain in the attainable performance of such engines is hindered by two main factors: i) memory-bound layers that are dominated by the communication with the external memory [13]–[15], [57]. While embedded platforms provide limited bandwidth [58]–[60], e.g. less than 4.5 GB/s for Ultra96 and ZC706, sustaining peak bandwidth even on larger devices, such as ZCU104, is nontrivial [59]. This is aggravated as multiple applications are collocated on a single device [60]–[62]; and ii) underutilised PEs due to the mismatch of diverse layer shapes [15]–[19].

Memory-centric Designs. The memory bandwidth problem faced by CNN engines has been studied in previous work. EIE [63] uses the Deep Compression method [39] to compress FC layers’ weights. However, as FC layers have been mostly abandoned in modern CNNs, its applicability is limited. AngelEye [64] compresses all layers through precision quantisation. Cambricon-X [50] transfers only the non-zero weights, while Cambricon-S [51] and Scalpel [65] apply coarse weight pruning, but with significant accuracy drop. CircCNN [66] uses block-circulant matrices for weights, but requires complex FFT hardware. [67] uses permuted diagonal matrices for sparse weights, but only targets FC layers. [68] exploits large batch sizes to increase weights reuse and, thus, is not suitable for latency-critical applications that cannot tolerate batching [18].

Focusing on activations, [69] fuses adjacent layers to cache intermediate activations, while Eyeriss [70], [71] and [52] employ encoding schemes to minimise their bandwidth footprint. Other solutions have either relied on large devices [72] and multiple FPGAs [73] to fit all weights on-chip, or utilised highly customised designs to exploit multi-precision cascades [10] or fine-grained pruning [54] at the cost of notable accuracy drop.

Tackling PE Underutilisation. So far, a limited number of designs have focused on ii). [74] groups CONV layers based on the compatibility of their shapes. [4] maps each layer to a dedicated compute stage, which can be used only for shallower networks, but does not scale to the deeper models of today. Furthermore, a limited number of works rely on FFT-based designs with flexible dataflow [14] and costly ASIC solutions [75]–[77] with highly flexible PE interconnect.
of block general matrix multiply (GEMM). By interpreting convolutions as matrix multiplication, both CONV and FC layers are supported. In this manner, a CONV layer with \( N_{\text{in}} \times H \times W \) input activations, \( N_{\text{out}} \) output channels, \( K \times K \) filters, \( p \) padding and \( S \) stride involves the multiplication between an \( R \times P \) activations matrix and a \( P \times C \) weights matrix in order to produce a \( R \times C \) output matrix, with
\[
R = \left\lceil \frac{H + 2p - K}{S} + 1 \right\rceil, \quad P = N_{\text{in}}K^2, \quad C = N_{\text{out}}.
\]

The engine is parametrised with respect to the tile size \( \langle R, T_p, T_c \rangle \) of each matrix dimension \( \langle R, P, C \rangle \), the number of PEs and the MAC operators within each PE.

To produce a \( T_R \times T_C \) output tile, \( \left\lceil \frac{T_P}{T_T} \right\rceil \) tiles from the activations and weights matrices are processed and accumulated sequentially, unzipFPGA’s mapping strategy (Fig. 1) ties \( T_P \) to the MAC units per PE to exploit the parallelism within each \( T_P \)-wide dot product, and \( T_C \) to PEs to parallelise the dot products at each output column. Overall, the rows of the \( T_R \times T_P \) activations tile are processed in a pipelined manner to maximise throughput. This is equivalent to an output stationary dataflow [70], [81], which minimises the memory accesses for the output activations by caching partial sums on-chip. Nonetheless, unzipFPGA is adaptable to other dataflows.

D. CNN Hardware Weights Generator

To attain high performance, the adopted weights generation algorithm is mapped to hardware via two key techniques: a tiled weights generation (TiWGen) method and a hardware weights generator (CNN-WGen).

1) Tiled Weights Generation: To be able to target layers of various dimensions, we introduce a tiling method for the weights generation process, denoted by TiWGen. As shown in Fig. 2, TiWGen divides each \( T_P \times T_C \) weights tile into subtiles of size \( M \), with \( M \) being uniform across the CNN’s layers. Tiling on top of the weights generation method makes the data flow of diverse layers identical to each other. With this approach, the value of \( M \) becomes independent of the CNN model and is solely bound by the on-chip computational resources allocated to the weights generator. Thus, \( M \) provides a tunable trade-off between weights generation speed and resource consumption.

Alg. 1 describes the overall TiWGen technique. Each \( T_P \times T_C \) tile of the weights matrix is processed sequentially (line 1). This is done by partitioning each tile into \( \left\lceil \frac{T_P T_C}{M} \right\rceil \) subtiles (line 3). After all basis vectors of the current subtile have been processed (lines 5-11), the associated part of the output tile is updated and the algorithm proceeds to the next subtile. When all subtiles of a tile have been generated, the weights matrix is updated (line 15) and the algorithm continues to the next iteration until all weights tiles have been formed.
Algorithm 1: Generation of a layer’s weights using TiWGen

Input: Layer’s weights matrix shape: \( P \times C = N_{in}K^2 \times N_{out} \)
\( \alpha \) values with \( \alpha \in \mathbb{R}^{N_{in}N_{out}[\rho K^2]} \)

Output: Weights matrix \( W \)

1. for \( t \leftarrow 1 \) to \( \lceil \frac{P}{T_p} \rceil \) do // tiles loop - # PIPELINE
2. for \( i \leftarrow 1 \) to \( \lceil \frac{C}{T_C} \rceil \) do // subtiles loop - # PIPELINE
3. subroutine \( t \leftarrow 0 \)
4. for \( j \leftarrow 1 \) to \( \rho K^2 \) do // basis vectors loop - # PIPELINE
5. for \( k \leftarrow 1 \) to \( M \) do // UNROLL
6. \( \text{incr}_k \leftarrow \text{vec}_j(k) \cdot \alpha_k \) // Multiplier array
7. \( \text{subtile}_i(k) \leftarrow \text{subtile}_i(k) + \text{incr}_k \) // Adder array
8. end
9. end
10. \( \text{tile} \leftarrow \text{UpdateTile} \left( \text{tile}, \text{subtile}_i \right) \)
11. end
12. \( W \leftarrow \text{UpdateMatrix} \left( W, \text{tile} \right) \)

2) Microarchitecture: Key enabler to the proposed design is the CNN-WGen module, which is responsible for generating the weights in an orderly manner and feeding them to the CNN engine. Its main components comprise (Fig. 3): i) a compute datapath formed by two vector units (multiplier and adder arrays), ii) the Alpha buffer storing the \( \alpha \) values, and iii) the OVSF generator that is responsible for outputting the \( M \)-sized basis vector subtiles as dictated by the TiWGen scheme.

CNN-WGen’s strategy for mapping the TiWGen method to hardware is annotated in Alg. 1. CNN-WGen implements TiWGen by pipelining the three outer loops over tiles, subtiles and basis vectors, and unrolling the inner loop that processes the \( M \)-sized subtree. To unroll the inner loop, CNN-WGen employs two \( M \)-wide vector units that perform \( M \)-parallel multiplications and additions, respectively. In this manner, tuning \( M \) can balance the parallelism-resource usage trade-off.

Compute Datapath. With reference to Fig. 3 the vector arithmetic units must have a fixed number of inputs that meets the resource budget of the target FPGA and namely the available DSPs. For the i-th subtree (line 5 in Alg. 1), \( \rho K^2 \) vectors of size \( M \) are produced by the OVSF generator and the associated \( \alpha \) values fetched from the Alpha buffer, and are fed to the multiplier array in a pipelined manner. All \( M \) elements are processed in parallel by the \( M \)-wide vector units, leading to the unrolling of the inner loop on line 7 of Alg. 1. The adder array processes the outputs of the multiplier array by accumulating the \( \rho K^2 \) intermediate results. Finally, when the processing proceeds to the next subtree (i.e. next iteration of the loop on line 3), the control unit (CU in Fig. 3) resets the accumulators’ state. Overall, the design-time configurable parameter \( M \) determines the size of the vector units and controls in this way the performance-resource trade-off of CNN-WGen. The tuning of \( M \) is exposed to the DSE (Sec. IV) to determine how many resources are allocated to CNN-WGen.

Alpha Buffer. Following TiWGen, each subtree contains \( N_f \) distinct \( K \times K \) filters (Eq. (1)). To sustain the throughput of CNN-WGen, an equal number of \( \alpha \) values to be fetched in parallel from the Alpha buffer. This is accomplished by designing the buffer with appropriate memory著organisation and addressing. Each layer contains \( N_{in}N_{out} \left\lfloor \rho K^2 \right\rfloor \) distinct \( \alpha \) values. The RAM blocks are organised with \( N_{in}^L/K^2 = N_f \) ports and a depth of \( D_{\text{Alpha}} \) (Eq. (2)) to accommodate \( N_f \) layers.

\[
D_{\text{Alpha}} = \frac{N_f}{\min(T_p, M) K_{\text{max}}} \left\lceil \frac{M}{T_p} \right\rceil + \frac{\text{mod}(M, T_p)}{\left\rceil \frac{M}{K_{\text{max}}} \right\} (\text{Buffer depth}) \tag{2}
\]

where \( N_f \) is the number of layers, \( N_{in}^l \) the i-th layer’s number of input/output channels and \( \rho \) the compression ratio.

OVSF Generator. Based on TiWGen, the basis vectors are processed in a blocked manner with a tile size of \( M \). This approach leads to two pipelined loops over the \( \left\lceil \frac{M}{K} \right\} \) subtiles (line 3) and the \( \rho K^2 \) basis vectors (line 6) and the unrolled loop of processing the \( M \)-element subtree with the vector units (line 8). To produce the i-th subtree, the OVSF generator has to feed the compute datapath with \( \rho K^2 \) basis vectors that are tiled as dictated by TiWGen’s parameter \( M \).

In order not to slow down the operation of CNN-WGen, the OVSF generator has to match the rate of the vector units by providing \( M \) bits/cycle. A conventional approach involves laying out the tiled vectors in an on-chip buffer through static data marshalling so that the ports match the required rate (i.e. \( M \) ports) with a depth equal to the number of reads/tile (i.e. \#basis vectors \times \#subtiles). However, such a design would replicate the basis vectors either in the same address (e.g. when \( M > K^2 \)) or in multiple addresses (e.g. storing rotated versions as required by different subtiles). This leads to inefficient utilisation of on-chip memory due to significant replication.

Another approach that would avoid the basis vector replication involves the instantiation of a \( K^2 \)-deep OVSF memory with each location storing one \( K^2 \)-bit vector. Such a design requires significantly lower amount of storage and provides an access rate of 1 vector/cycle by reading from the appropriate address. However, to obtain the \( M \)-bit subtree from the \( K^2 \)-bit vector, complex multiplexer selection circuitry has to be instantiated. This approach can affect the attainable clock frequency or add latency cycles and, thus, degrade CNN-WGen’s performance.

To alleviate these limitations when mapping TiWGen’s tiling scheme, a custom OVSF generator was developed (Fig. 3-top). By utilising a FIFO for the OVSF vectors together with a basis vector aligner, the OVSF generator introduces a rate-matching mechanism that sustains the processing
rate of the compute datapath while efficiently utilising the on-chip memory. The generator performs a different operation depending on the values of $M$ and $K^2_i$ of layer $i$ (Fig. 3).

Initially, the OVSF FIFO stores the $(K^2_iK^2_i)$-bit basis vectors. The current vector is read from the FIFO into the top register. If $M \leq K^2_i$, the $M$ least significant bits (LSBs) are outputted to the compute datapath. At the same time, the basis vector is processed by the basis vector aligner, which performs an $M$-bit left circular shift and writes the rotated vector to the OVSF FIFO. If $M > K^2_i$, the basis vector is self-concatenated $\left\lceil \frac{M}{K^2_i} \right\rceil$ times and written to the output’s LS part. Simultaneously, the $\mod(M, K^2_i)$ LSBs of the basis vector are written to the output’s MSBs and the constructed vector is passed to the compute datapath. In this case, the aligner performs a left circ-shift of $K^2_i - \mod(M, K^2_i)$ and writes the result to the FIFO.

With this approach, when the basis vectors are read again out of the OVSF FIFO after $\rho K^2_i$ cycles (i.e. in the next iteration of the loop on line 3), they are correctly aligned to directly match TiWGen’s tiling pattern. For instance, after the generation of the second case, the weights are propagated along the PE array the PE can utilise either i) the default weight written by the PE logic is inserted, avoiding expensive generic multiplexers, and ii) the inputs to the dot-product unit. In this manner, for a single layer are further equipped with a compact switch that partially unrolls the $T_R$ dimension and thus distributes the work more evenly among the PEs. By restricting connectivity only to neighbouring units and enhancing only the underutilised PEs, the additional circuitry is low-overhead and delivers up to 20% higher performance on compute-bound layers.

IV. DESIGN SPACE EXPLORATION

To estimate the performance and resource usage of different architectural parameters, an analytical modelling framework was developed. All models have been verified empirically.

Performance Model. The workload of a CNN with $N_L$ layers is represented as a sequence of $W_i = \{R_i, P_i, C_i\}$ workload tuples with $i \in \{1, \ldots, N_L\}$. Given a design point $\sigma=(M, T_R, T_P, T_C)$, the CNN-WGen’s runtime for generating the i-th layer’s weights to compute an output tile is given by

$$t_{C_{\text{CNN-WGen}}}^i(\sigma, W_i) = [\rho \cdot l] \cdot \left[ \frac{T_P \cdot T_C}{M} \right] \cdot \left[ \frac{P_i}{T_P} \right]$$

(3)

where $\rho$ and $l$ are the OVSF ratio and basis length respectively, and with one factor for each of the pipelined loops in Algorithm I. With the $\alpha$ values transferred upfront and the OVSF method generating all weights on-chip, the off-chip memory transfers involve only the input and output activations:

$$t_{\text{mem in}}^i(\sigma, W_i) = T_{\text{R}} \cdot \frac{P_i \cdot W_{L_{\text{in}}}}{b_{\text{in}}}$$

$$t_{\text{mem out}}^i(\sigma, W_i) = T_{\text{R}} \cdot \frac{T_C \cdot W_L}{b_{\text{out}}}$$

(4)

where $W_{L}$ is the adopted wordlength, and $b_{\text{in(out)}}$ are the memory bandwidths for transferring inputs/outputs.

With the $T_C$ and $T_P$ dimensions unrolled, the computation of an output tile requires the pipelined processing of $\frac{T_P}{T_{\text{R}}}$ tiles for each of the $T_{\text{R}}$ rows. Hence, the CNN engine’s runtime for each output tile is estimated as

$$t_{\text{eng}}^i(\sigma, W_i) = T_{\text{R}} \left[ \frac{P_i}{T_{\text{R}}} \right]$$

(5)

where the $T_{\text{R}}$ dimension is partially unrolled by processing different rows of $T_{\text{R}}$ through the underutilised PEs.

Overall, the accelerator forms a pipeline of three coarse stages: the concurrent input transfer and weights generation, the CNN engine processing and the output transfer. In this context, the initiation interval of the architecture is given by

$$II^i(\sigma, W_i) = \max \left( \max \left( t_{\text{mem in}}^i(\sigma, W_i), t_{\text{eng}}^i, t_{\text{mem out}}^i \right) \right)$$

(6)

The total execution time for the i-th layer is given by

$$t_{\text{total}}^i(\sigma) = II^i(\sigma) \left[ \frac{C_i}{T_C} \right]$$

Thus, given a CNN’s workload
tuple \(W = (W_i | \forall i \in \{1, ..., N_L\})\), the throughput in inferences per sec (inf/s) is estimated as \(T(\sigma, W) = 1 / \sum_{i=1}^{N_L} a_i \cdot rsc(\sigma, W_i)\).

### Resource Consumption Model

From a resource perspective, the main design constraints are the DSPs and on-chip RAM blocks of the target FPGA. Assuming that all MAC operators are mapped to DSPs, the values of \((M, T_P, T_C)\) are constrained as \(D_{MAC} \cdot (M + T_P + T_C) \leq D_{pfga}\), with \(D_{pfga}\) the available DSPs and \(D_{MAC}\) the DSPs/MAC. In our case, 16-bit fixed-point precision is used, where \(D_{MAC} = 1\) on the evaluated Xilinx FPGAs.

In terms of on-chip RAM, the accelerator has the I/O and Alpha buffers with wordlength \(WL\) and the binary OVSF FIFO, with a total capacity requirement as given by Eq. (7).

\[
2(T_h T_P + T_h T_C) + D_{\text{Alpha}} N_{\text{Alpha}}^2 WL + K_{\text{max}}^2 K_{\text{max}}^2 \leq C_{\text{pfga}}
\]

where the factor of 2 accounts for double-buffering and \(C_{\text{pfga}}\) is the on-chip RAM capacity of the target device.

To further estimate the consumption of LUTs, we used a set of place-and-route measurements and fitted linear regression models as a function of unzipFPGA’s tunable parameters. Overall, we formally capture the resource consumption of a design point \(\sigma\) by means of vector \(rsc(\sigma)\) that holds the utilised amount of DSPs, BRAMs and LUTs. Similarly, we denote the resource vector of the target platform by \(rsc_{\text{Avail.}}\).

### Configuration Optimisation

To yield the highest performing design for the given CNN-FPGA pair, we cast DSE as a formal optimisation problem: \(\min_{\sigma} T(\sigma, W)\) s.t. \(rsc(\sigma) \leq rsc_{\text{Avail.}}\). Given a CNN-FPGA pair, we perform exhaustive search, exploring different resource allocations between CNN–WiGen and the CNN engine. All designs that violate the resource constraints are pruned as infeasible to accelerate the exploration.

### V. Lightweight OVSF Models

To efficiently derive lightweight OVSF models from a CNN, we introduce two techniques: 1) a regression scheme that enables the use of readily available pretrained models, reducing the costly training on large datasets; and 2) two mechanisms to overcome the limitation of OVSF codes not being able to directly represent \(3 \times 3\) filters, with marginal accuracy drop.

Convolutional layers in OVSF models learn weighting coefficients of OVSF codes that are linearly combined to generate the filters. To exploit the availability of pretrained models, we obtain the scalars, \(\alpha_i\), from a pretrained filter \(f_i\) by framing the minimisation problem as a regression:

\[
\alpha_i^* = \arg\min_{\alpha_i} ||f_i - \hat{f}_i||_2^2 = \arg\min_{\alpha_i} \sum_{j=0}^{p-1} \alpha_i^j B_i^j - \hat{f}_i||_2^2
\]

When ratio \(\rho = 1\) and shape of filter \(f_i\) matches the OVSF condition of having \(2^n\) with \(n \in \mathbb{N}\) parameters, then this minimisation guarantees \(f_i\) being indistinguishable from \(\hat{f}_i\). When \(\rho < 1\), we follow an iterative approach to greedily discard OVSF bases, based on their scalars’ magnitude, until the specified \(\rho\) is reached. The regression stage comprises a 2-layer MLP network and 100 iterations per filter.

We evaluated two approaches to overcome the limitation of generating \(3 \times 3\) filters using OVSF codes: first, by learning a \(3 \times 3\) crop from a \(4 \times 4\) filter (which can be represented using OVSF codes); secondly, by means of an auxiliary layer that performs adaptive average pooling transforming a \(4 \times 4\) filter into the desired \(3 \times 3\) shape. We empirically found that taking a \(3 \times 3\) crop worked best for all models except ResNet50.

### VI. Evaluation

#### A. Experimental Setup

We target two FPGA platforms with different resource characteristics: ZC706 mounting the mid-tier ZT405 and ZCU104 with the larger ZU7EV, with a clock rate of 150 and 200 MHz respectively. Our hardware designs were synthesised and placed-and-routed with Xilinx Vivado HLS and Vivado Design Suite (v2019.2) and run on both boards. The corresponding Arm CPU was used to set up the off-chip memory transactions, launch execution and measure the end-to-end performance of each design. In the evaluation, 16-bit fixed-point precision was used, with unzipFPGA also supporting other quantisation schemes. The available off-chip memory bandwidth was controlled by using a different number of memory ports and amount of word packing, spanning from 1.1 GB/s (1\(\times\)) to 13.4 GB/s (12\(\times\)).

#### Benchmarks

We evaluate on CNNs of varying depth, workload and memory footprint. In particular, we target the widely used family of residual networks [82]. Concretely, we use ResNet18, ResNet34 and ResNet50 on the ImageNet dataset. We also evaluate unzipFPGA on SqueezeNet1.1 [83], a highly optimised network for resource-constrained devices.

#### Training Scheme

We have developed unzipFPGA’s training component on top of PyTorch (1.5) [84]. To derive the OVSF models, we modified the official PyTorch-based ResNet by replacing all \(3 \times 3\) convolutional layers within residual blocks with their OVSF counterparts. In all our experiments, we employed pretrained ImageNet models from torchvision (0.6.0). After a regression stage that transforms standard models into OVSF ones, the models were fine-tuned for 30 epochs using an Adam optimiser [85] and learning rate decay every 10 epochs. For each given model, we trained two OVSF variants following different distributions of ratios \(\rho\) for layers in each of the four residual blocks. First, OVSF50 with ratios=[1.0, 0.5, 0.5, 0.5]; and OVSF25 with ratios=[1.0, 0.4, 0.25, 0.125]. We follow the same procedure and ratios for SqueezeNet’s Fire modules.

#### Baselines

We introduce two highly optimised single computation engines executing: a) the vanilla CNN and b) pruned variants. For b), we use a state-of-the-art method [27] which applies

### TABLE I: Accuracy and number of parameters for ResNet34 models on ImageNet following different compression schemes. Performance measured on the Zynq 7045 platform at different memory bandwidths.

<table>
<thead>
<tr>
<th>Model</th>
<th>Arch.</th>
<th>Compression Method</th>
<th>Params (millions)</th>
<th>Accuracy (%)</th>
<th>Performance (inf/sec)</th>
</tr>
</thead>
<tbody>
<tr>
<td>ResNet34</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>ResNet34 Tay82</td>
<td></td>
<td>OVSF50</td>
<td>17.2</td>
<td>72.8</td>
<td>(8.6, 16.8, 28.7)</td>
</tr>
<tr>
<td>ResNet34 Tay72</td>
<td></td>
<td>OVSF25</td>
<td>7.2</td>
<td>71.5</td>
<td>(18.4, 27.3, 33.5)</td>
</tr>
<tr>
<td>ResNet34 Tay82+OVSF25</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>ResNet34 Tay72+OVSF25</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

\(A\) denotes the resource vector of the target platform.
channel pruning based on the first-order Taylor approximation.

Table II: Accuracy and number of parameters for ResNet18 models on ImageNet following different compression schemes. Performance measured on the Zynq 7045 platform at different memory bandwidths.

<table>
<thead>
<tr>
<th>Model Arch.</th>
<th>Compression Method</th>
<th>Params (millions)</th>
<th>Accuracy (%)</th>
<th>Performance (inf/sec)</th>
</tr>
</thead>
<tbody>
<tr>
<td>ResNet18</td>
<td>-</td>
<td>11.7</td>
<td>69.8</td>
<td>(12.0, 23.5, 40.1)</td>
</tr>
<tr>
<td>ResNet18</td>
<td>Tay88</td>
<td>9.1</td>
<td>68.8</td>
<td>(14.3, 28.0, 46.4)</td>
</tr>
<tr>
<td>ResNet18</td>
<td>Tay82</td>
<td>7.9</td>
<td>67.3</td>
<td>(14.3, 27.8, 45.4)</td>
</tr>
<tr>
<td>ResNet18</td>
<td>Tay72</td>
<td>6.0</td>
<td>64.8</td>
<td>(18.2, 35.3, 57.6)</td>
</tr>
<tr>
<td>ResNet18</td>
<td>Tay56</td>
<td>3.7</td>
<td>58.3</td>
<td>(23.8, 47.3, 82.2)</td>
</tr>
<tr>
<td>ResNet18</td>
<td>OVSF50</td>
<td>9.1</td>
<td>69.2</td>
<td>(19.4, 33.8, 49.9)</td>
</tr>
<tr>
<td>ResNet18</td>
<td>OVSF25</td>
<td>4.1</td>
<td>67.3</td>
<td>(19.4, 34.8, 51.0)</td>
</tr>
<tr>
<td>ResNet18</td>
<td>Tay82+OVSF50</td>
<td>6.3</td>
<td>66.2</td>
<td>(24.5, 43.2, 57.9)</td>
</tr>
<tr>
<td>ResNet18</td>
<td>Tay82+OVSF25</td>
<td>2.8</td>
<td>64.4</td>
<td>(24.5, 43.6, 59.7)</td>
</tr>
</tbody>
</table>

Table III: Comparing unzipFPGA with faithful baseline on SqueezeNet on ImageNet. Performance measured on the UltraScale+ ZU7EV platform at different memory bandwidths.

<table>
<thead>
<tr>
<th>Model Arch.</th>
<th>Compression Method</th>
<th>Params (millions)</th>
<th>Accuracy (%)</th>
<th>Performance (inf/sec)</th>
</tr>
</thead>
<tbody>
<tr>
<td>ResNet18</td>
<td>-</td>
<td>1.2</td>
<td>58.2</td>
<td>(54.7, 108.9, 217.8, 515.6)</td>
</tr>
<tr>
<td>SqueezeNet</td>
<td>OVSF50</td>
<td>1.07</td>
<td>57.6</td>
<td>(97.4, 189.7, 339.1, 594.1)</td>
</tr>
<tr>
<td>SqueezeNet</td>
<td>OVSF25</td>
<td>0.86</td>
<td>57.1</td>
<td>(97.4, 189.7, 342.6, 600.5)</td>
</tr>
</tbody>
</table>

Identical in terms of model size and accuracy, Tay82’s approach, which prioritises the pruning of layers with the least accuracy impact, leads to the pruning of mostly compute-bound layers when targeting ResNet34. On the other hand, ResNet34-OVSF50 manages to compress more effectively also memory-bound layers without penalising accuracy, leading to significantly higher throughput at low bandwidths. A similar pattern is observed for ResNet18. At higher compression ratios, ResNet34-OVSF25 yields 3.7 pp higher accuracy than Tay56, despite using 25% fewer parameters.

To explore the benefits of combining unzipFPGA’s OVSF execution scheme with channel pruning, we derive, train and map on unzipFPGA Tay-OVSF models. This approach yields competitive lightweight models that are not attainable through pruning alone. For instance, ResNet18 with Tay82+OVSF25 is 25% smaller than ResNet18-Tay56 and achieves 6.1 pp higher accuracy, while achieving 34.6% and 23.5% higher throughput over ResNet18-Tay72 with less than 0.5 pp accuracy drop.

Comparison with existing FPGA designs. Here, we evaluate unzipFPGA with diverse existing FPGA designs. In all cases, we use the OVSF50 variant with less than 1-pp accuracy drop. As shown in Table IV, we compare with Snowflake [96] for ResNet18, the SOTA sparse CNN FPGA design [52], for ResNet34, and the light-CNN-optimised Light-OPU [2 and 74] that addresses PE underutilisation for SqueezeNet. On Z7045, unzipFPGA achieves 2.33× and 1.12× higher throughput than [96] and [52], respectively. For SqueezeNet, our design delivers 1.83× and 1.67× higher performance density in inf/s/DSP and inf/s/Logic, respectively, than Light-OPU and 1.40× in inf/s/DSP and 1.14× - 1.27× in inf/s/Logic over [74] with the same or 36% less on-chip memory.

ResNet50 Results. The original ResNet50 reaches 76.15% accuracy with 25.56M parameters. Our ResNet50-OVSF50 improves accuracy to 76.23% with 22.83M parameters. Table V presents the comparison for ResNet50. On Z7045, unzipFPGA outperforms Snowflake by 1.59× in inf/s. Compared with designs on larger devices, our design achieves higher performance density (GOP/s/DSP) by 3.71×, 3.69×, 1.29× and 1.76× - 6.16× over ResNetAccel, xDNN, DNNVM and ALAMO, respectively, and consistently higher GOP/s/Logic. FTDL reaches higher GOP/s/DSP and 1.47× lower GOP/s/DSP, but targets a platform with 2.33× larger on-chip memory and 2× higher bandwidth, which substantially reduce the off-chip memory accesses and the associated latency.

Resource Usage. We select unzipFPGA and baseline designs with up to 1-pp accuracy drop and compare their post place-and-route resource usage on Z7045, reported in [DSPs, BRAM, LUTs] tuples for 4× bandwidth. For ResNet34, the faithful baseline consumes [99%, 83%, 77%], Tay82 [99%, 79%, 77%].
TABLE IV: Comparison with existing FPGA work on ResNet18 (4.03 GOps), ResNet34 (7.40 GOps) and SqueezeNet (0.78 GOps).

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>FPGA</strong></td>
<td>Z7045</td>
<td>Z7045</td>
<td>ResNet34</td>
<td>ResNet34</td>
<td>Z7045</td>
<td>ResNet50</td>
</tr>
<tr>
<td>Clock (MHz)</td>
<td>250</td>
<td>150</td>
<td>150</td>
<td>150</td>
<td>200</td>
<td>200</td>
</tr>
<tr>
<td>Precision</td>
<td>16 fixed</td>
<td>16 fixed</td>
<td>16 fixed</td>
<td>16 fixed</td>
<td>8 fixed</td>
<td>16 fixed</td>
</tr>
<tr>
<td>DSPs†</td>
<td>900</td>
<td>900</td>
<td>900</td>
<td>900</td>
<td>840</td>
<td>16 fixed</td>
</tr>
<tr>
<td>Logic Capacity</td>
<td>218.6 kLUTs</td>
<td>218.6 kLUTs</td>
<td>218.6 kLUTs</td>
<td>218.6 kLUTs</td>
<td>203.8 kLUTS</td>
<td>203.8 kLUTs</td>
</tr>
<tr>
<td>Block RAM</td>
<td>2.40 MB</td>
<td>2.40 MB</td>
<td>2.40 MB</td>
<td>2.40 MB</td>
<td>20.4 MB</td>
<td>2.40 MB</td>
</tr>
<tr>
<td>DSP Util.†</td>
<td>28.4%</td>
<td>100%</td>
<td>100%</td>
<td>100%</td>
<td>83.8%</td>
<td>100%</td>
</tr>
<tr>
<td>inf/sDSP†</td>
<td>0.0237</td>
<td>0.1289</td>
<td>0.0237</td>
<td>0.0237</td>
<td>0.0237</td>
<td>0.0237</td>
</tr>
<tr>
<td>inf/sLogic</td>
<td>0.0978</td>
<td>0.2282</td>
<td>0.1273</td>
<td>0.1422</td>
<td>0.2056</td>
<td>0.0885</td>
</tr>
</tbody>
</table>

* using OVSF50, ** batch size = 1, † 18 x 18, 19 x 18 and 25 x 18 DSP configurations, inf/sDSP is adjusted based on precision for fair comparison (multiplied by 0.5 for 8b).

TABLE V: Comparison with existing FPGA work on ResNet50 (8.41 GOps).

<table>
<thead>
<tr>
<th></th>
<th>Snowflake</th>
<th>unzipFPGA: ResNet50*</th>
<th>ResNetAccel</th>
<th>xDNN</th>
<th>DNNVM</th>
<th>ALAMO</th>
<th>FTDL</th>
<th>unzipFPGA: ResNet50*</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>FPGA</strong></td>
<td>Z7045</td>
<td>Z7045</td>
<td>16 Inf</td>
<td>12B</td>
<td>12</td>
<td>12</td>
<td>12</td>
<td>ZU7EV</td>
</tr>
<tr>
<td>Clock (MHz)</td>
<td>250</td>
<td>150</td>
<td>18</td>
<td>18</td>
<td>18</td>
<td>18</td>
<td>18</td>
<td>200</td>
</tr>
<tr>
<td>Precision</td>
<td>16 fixed</td>
<td>16 fixed</td>
<td>16 fixed</td>
<td>16 fixed</td>
<td>8 fixed</td>
<td>16 fixed</td>
<td>16 fixed</td>
<td>16 fixed</td>
</tr>
<tr>
<td>DSPs†</td>
<td>900</td>
<td>900</td>
<td>900</td>
<td>900</td>
<td>900</td>
<td>900</td>
<td>900</td>
<td>1200</td>
</tr>
<tr>
<td>Logic Capacity</td>
<td>218.6 kLUTs</td>
<td>218.6 kLUTs</td>
<td>218.6 kLUTs</td>
<td>218.6 kLUTs</td>
<td>218.6 kLUTs</td>
<td>218.6 kLUTs</td>
<td>218.6 kLUTs</td>
<td>1278</td>
</tr>
<tr>
<td>Block RAM</td>
<td>2.40 MB</td>
<td>2.40 MB</td>
<td>2.40 MB</td>
<td>2.40 MB</td>
<td>2.40 MB</td>
<td>2.40 MB</td>
<td>2.40 MB</td>
<td>2.40 MB</td>
</tr>
<tr>
<td>DSP Util.†</td>
<td>28.4%</td>
<td>100%</td>
<td>100%</td>
<td>100%</td>
<td>100%</td>
<td>100%</td>
<td>100%</td>
<td>100%</td>
</tr>
<tr>
<td>inf/sDSP†</td>
<td>0.0196</td>
<td>0.0313</td>
<td>0.0111</td>
<td>0.0112</td>
<td>0.0321</td>
<td>0.0235</td>
<td>0.0167</td>
<td>0.0161</td>
</tr>
<tr>
<td>inf/sLogic</td>
<td>0.0098</td>
<td>0.1289</td>
<td>0.0094</td>
<td>0.0064</td>
<td>0.1477</td>
<td>0.0381</td>
<td>0.2112</td>
<td>0.3117</td>
</tr>
</tbody>
</table>

* using OVSF50, ** batch size = 1, † 18 x 18, 19 x 18 and 25 x 18 DSP configurations, inf/sDSP is adjusted based on precision for fair comparison (multiplied by 0.5 for 8b).

![Speedup](image-url) Fig. 5: Speedup over optimised ResNet18 (a-b) and ResNet34 (c-d) baselines when varying the available off-chip memory bandwidth.

OVSF50 [100%,81%,78%] and Tay82-OVSF50 [100%,87%,81%]. For ResNet18, the faithful baseline [78%,99%,70%], Tay88 [78%,99%,69%], OVSF50 [100%,87%,75%] and Tay82-OVSF50 [100%,83%,80%]. For ResNet50, OVSF50 on ZU7EV consumes [100%,87%,78%]. Finally, the input selective PE mechanism adds a minimal LUTs overhead of less than 7%.

C. Sensitivity to Off-Chip Memory Bandwidth

Fig. [5] shows the impact of varying off-chip memory bandwidth over performance on the two target platforms. The figure compares the speedup of unzipFPGA and the Tay82 baseline over the vanilla baseline when varying the external memory bandwidth from 1 x to 12 x. The bandwidth’s impact is most prominent on the larger ZU7EV, where the performance gains are sustained higher across 1 x - 4 x. In the case of the mid-tier Z7045, we observe a sharper drop in the speedup as the bandwidth increases. This is due to the more limited computational resources of Z7045, which makes most CNN layers compute-bound. In contrast, the abundance of computational resources on ZU7EV makes the CNN layers more memory-bound. For instance, at 4 x bandwidth (4.5 GB/s), the vanilla ResNet18 baseline yields DSP utilisation of 71% on the compute-bound Z7045 and 53% on the more memory-bound ZU7EV. In this case, unzipFPGA significantly improves both cases by mapping ResNet18-OVSF25 with 89% and 71% DSP utilisation. As a result, unzipFPGA sustains its gains across a wider range of bandwidths and outperforms Tay82, until the bandwidth-abundant case (12 x) where computational resources become the critical factor. In this case, Tay82’s lower number of operations due to pruning leads to higher performance.

Across the designs, the input selective PEs contribute an additional speedup of up to 20%, with varying gains depending on the CNN-FPGA pair and the available bandwidth. For ResNet34-OVSF25 on ZU7EV, disabling this mechanism leads to 0/13.9/3.3/5.9% lower throughput for the four bandwidths, with a similar pattern observed for the rest of the CNNs. Our selective input PEs effectively improve the performance of suboptimally mapped layers in compute-bound settings, whereas no gain is obtained for the most bandwidth-constrained case (1 x) where the designs are severely memory-bound limiting further improvements through higher PE utilisation.

VII. CONCLUSION

This paper presents unzipFPGA, a CNN inference system that mitigates the limitations of existing FPGA-based CNN engines. By generating weights on-the-fly and selectively balancing the PE work, unzipFPGA outperforms both status-quo and pruned CNN engines for the same bandwidth, while consistently achieving large performance density improvements over state-of-the-art CNN accelerators. The presented system opens up several future paths. Concretely, we envision: the automated tuning of OVSF ratios in a per-layer basis depending on their compute/memory boundedness; and enabling the concurrent deployment of multiple CNNs with lower bandwidths, where unzipFPGA offers larger speedups over existing designs.


