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Abstract

We report the experimental observation of the transverse spin and associated spin-

momentum locking of surface plasmon polaritons (SPPs) excited in a plasmonic single

crystalline silver nanowire (AgNW). In contrast to the SPPs excited in metal films,

the electromagnetic field components of the evanescent SPP mode propagating along

the long axis (x axis) of the NW can decay along two longitudinal planes (x-y and x-z

planes), resulting in two orthogonal transverse spin components (sz and sy). Analysis

of the opposite circular polarization components of the decaying SPP mode signal in

the longitudinal plane (x-y) reveals spin dependent biasing of the signal and hence the

existence of transverse spin component (sz). The corresponding transverse spin density

(s3) in the Fourier plane reveals spin-momentum locking, where the helicity of the spin

is dictated by the wave-vector components of the SPP evanescent wave. Further, the
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results are corroborated with three-dimensional numerical calculations. The presented

results showcase how a chemically prepared plasmonic AgNW can be harnessed to study

optical spins in evanescent waves, and can be extrapolated to explore sub-wavelength

effects including directional spin coupling and optical nano-manipulation.

Angular momentum (AM) is one of the important parameters to characterize any optical

electromagnetic field.1–3 The AM can be further decomposed into two parts, spin angular

momentum (SAM),3 related to the circular polarization of the field and orbital angular mo-

mentum (OAM), determined by the helical wave front of the field.2,4,5 In paraxial beams

SAM is aligned parallel to the wave-vector6 whereas for non-paraxial optical fields such as

strongly focused beams or evanescent waves, SAM can have both longitudinal and trans-

verse components with respect to the wave-vector.7–9 The field components spinning in the

longitudinal plane leads to generation of transverse SAM, whereas the longitudinal SAM

stems from field components spinning in the transverse plane.10 In recent years, transverse

SAM has been investigated in context of spin-orbit interactions (SOIs) in strongly focused

beams and in evanescent waves.11–17 Specifically, for evanescent waves the helicity of the

SAM component gets dictated by the decay as well as propagation direction leading to ‘spin

momentum locking’, similar to the electronic counterpart quantum spin-Hall effect.18–21 Dif-

ferent configurations have been studied in this regard such as, surface electromagnetic waves

generated due to total internal reflection at an interface,22–24 optical fibers,25 dielectric wave

guides,20,26,27 and structured guided modes.28 The studies reveal potential utilization of

SAM in various photonic applications such as spin-directional coupling,29–32 optical nano-

probing,33–35 optical tweezers,36 and longitudinal field detection.37

Among the evanescent surface waves such as, Dyakonov waves and Tamm waves,38 surface

plasmon polaritons (SPPs) are of special interest due to their various emergent properties

and applications in nanophotonics for broad range of wavelengths in various metallic ge-

ometries.39,40 Of all the structures, quasi-one-dimensional single-crystalline silver nanowire

(AgNW) gained particular importance because of their low loss SPP waveguiding property,
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Figure 1: Schematic of the measurement of the transverse spin of SPPs, excited through
focused Gaussian beam in an AgNW placed on a glass substrate.

leading to potential applications as an optical antenna and forms the bedrock for on-chip pho-

tonic circuitry.41–44 In addition, uniform geometry, ease of synthesis, wide range of resonance

tunability ensures ease of implementation for various nanophotonic applications on any sub-

strate. The directional SPP propagation, unlike the case for two-dimensional metallic films

or meta-surfaces, as well as electromagnetic hot-spots along the length of the AgNW during

the SPP propagation have been utilized in various fields such as strong coupling,45 nonlinear

optics,46 remote SERS,47 single photon sources,48 and cavity electrodynamics.49,50 In all of

these cases transverse spin can play an important role in modifying the phenomena and

add to a more complete description of the resultant effects such as directional coupling,51,52

spin-Hall effect.17,53

Motivated by this, herein we study transverse spin of SPP field excited in a quasi-one-

dimensional AgNW placed on a glass substrate as shown in Fig. 1. Unlike SPPs excited

on a planer metal-dielectric interface (x-z), SPPs excited in an AgNW propagating along x

3



axis can simultaneously decay along two longitudinal planes (x-y and x-z planes), leading

to corresponding transverse spin density components (sz and sy) (see Fig. 2).22 The experi-

mental measurement of the transverse spin component along z axis (sz) relies on polarization

analysis of the directly measured NW SPP mode signal excited through a tightly focused lin-

early polarized Gaussian beam, both in real and Fourier plane (FP). Although the directly

measured SPP signal do not exhibit any biased intensity distribution with respect to the

NW long axis (x axis), the analyzed signal exhibit opposite bias for left circularly polarized

(LCP) component with respect to the right circularly polarized (RCP) component, revealing

the spin-momentum locking of SPPs. Finally, The difference between the LCP and RCP

analyzed intensity distribution both in real and FP quantifies the transverse spin density

distribution. The experimental observation of transverse spin of SPPs and the resultant

spin-momentum locking are also corroborated with numerical calculations.

The wave-vector corresponding to a propagating wave along any direction can only have

real components, whereas for evanescent wave(s) it must also possess imaginary component(s)

orthogonal to the propagation direction. For example, evanescent SPP wave propagating

parallel to x-y plane on a metal film placed on a dielectric interface can have imaginary

wave-vector component in the z > 0 direction leading to decay along z axis. On the other

hand, evanescent SPP waves propagating along x axis on a quasi-one-dimensional metallic

nano-structure can decay along both z (x-z plane) and y (x-y plane) axis. While it is well

known that transverse spin density (sy) exists for an evanescent wave which is decaying along

z axis (x-z plane),7 for the current study, we investigate the properties of an evanescent wave

propagating along x axis and decaying along y > 0 direction. This special case theoretically

mimics the in plane (x-y plane, y > 0 half space) decay of SPP evanescent wave propagating

along a metallic AgNW elongated along x axis.

We start with a monochromatic plane wave propagating along x axis with wave-vector
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Figure 2: Schematic of evanescent field of the SPPs propagating in an AgNW along x axis
with complex wave-vector k = kxx̂ + ikyŷ + ikzẑ decaying along both x-y (y > 0 half space)
and x-z planes (z > 0 half space).

(k,0,0). The complex electric field of such a wave can be written as,

E(r) = E0
ŷ + αẑ√
1 + |α|2

eikx (1)

Here, E0 denotes the amplitude, ŷ and ẑ are unit vectors corresponding to cartesian axis

with k being the wave number. α determines the polarization state of the wave. We have

omitted the factor eiωt for our analysis. The plane wave given by Eq. 1 can be transformed

into an evanescent wave decaying along y > 0 direction (imaginary wave-vector along y

direction) by rotational transformation of Eq. 1 by an angle iφ about z axis, leading to the

electric field expression (see supplementary information for the field calculation):

E(r) =
E0√

1 + |α|2
(−iky/k x̂ + kx/k ŷ + α ẑ)eikxx−kyy (2)

where, kx = k coshφ and ky = k sinhφ are the components of the wave-vector k = kxx̂+ikyŷ
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of the evanescent wave propagating in x-y plane. The transverse spin density (sz) calculated

for such evanescent waves is thus given as:

sz ∝ 2
kxky

|k|2
(3)

The expression suggests, for a given kx > 0 direction, the spin of the evanescent wave

decaying in the direction of ky > 0 has opposite handedness with respect to that of ky < 0,

resulting in spin-momentum locking of SPP evanescent fields. It must be noted that the

transverse spin of the SPPs can be quantified in the far-field through measurement of the

third Stokes parameter (s3) since s3 ∝ sz.

The experimental implementation of the concept discussed above relies on SPP waveg-

uiding property of a quasi-one-dimensional nano-structure, such as an AgNW. Chemically

synthesized AgNWs54 having pentagonal cross-section with average diameter 350 nm and

length ∼ 30 µm were drop-casted on to a glass substrate (refractive index = 1.518). SPPs in

the AgNW is generated by illuminating one end of the NW with a focused linearly polarized

Gaussian beam with 100× 0.95 NA objective lens at wavelength λ = 633 nm. High NA

excitation of the NW end with polarization along the long axis (x axis) of the NW ensures

satisfying of the SPP momentum matching conditions and hence easier generation of the

NW SPP modes. Elastic scattered light is collected using a 100× 1.49 NA objective lens in

transmission configuration. The real plane and FP intensity distribution of collected light

is projected on to a CCD using relay optics.55,56 The polarization is analysed by placing a

combination of quarter wave-plate and an analyser in the detection path (See supplementary

information, S1).

AgNW used for our experiment can support multiple SPP modes, which can be further

classified as ‘bound modes’ or ‘leaky modes’ depending on their mode refractive index (see

supplementary information, S2). Evanescent near field (NF) corresponding to the bound

SPP modes are majorly confined at the lower vertices of the NW and have refractive index
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Figure 3: (a) Experimentally measured real plane and the corresponding (b) Fourier plane
(FP) intensity distribution of total field (I) of the SPP mode excited in the AgNW shown in
the inset of (a). Inner and outer white circle in (b) represents collection limit of the objective
lens and the region upto NA=1. A black disk at the center of (b) blocks the unscattered
incident field within the inner white circle. Real plane intensity distribution corresponding
to LCP (I+) and RCP (I−) analyzed components of the total intensity (I) is shown in (c).
White dashed arrows indicate the bias of intensity distribution of the SPP mode. (d) The
corresponding FP intensity distribution of I+ and I− components, where the white arrows
indicate the bias of the SPP mode line. (e) The real plane and (f) FP transverse spin density
of the SPP field. The scale bar is 5 µm.

higher than the surrounding medium and hence cannot get converted into propagating waves

at the interface, leading to their bound nature. However, upon out-coupling from the distal

end of the NW, they can lead to defined signatures at the far-field.57 On the other hand,

the evanescent NF due of leaky SPP modes are confined around the upper vertices of the

NW and have refractive index smaller than the glass substrate, allowing for their conversion

into propagating waves at the air-glass interface. Thus, the far-field polarization analysis of

the leaky SPP modes allows the investigation of the properties of the evanescent field.57,58

For visualisation of the evanescent NF leaking into the substrate in far-field, we collect the
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scattered light through the high-refractive index substrate using oil immersion objective lens.

However, imaging the scattered light using the excitation objective lens in the back-scattered

geometry would not be able to capture the leaky mode NF and only the out-coupling of

photons at the AgNW end or at any discontinuity along the length would be visible (See

supplementary information, S3 and S4).

We start with experimental measurement of real plane intensity distribution (I) of a

leaky SPP mode excited in an AgNW as shown in Fig. 3(a) (micrograph of the NW shown

in inset of 3(a)). The characteristic leaky SPP mode signature can be identified as two

luminous lines in y > 0 and y < 0 region along x axis (NW long axis, excitation point

being the origin). It must be noted that the electric fields of the SPP mode also undergo

exponential decay along x axis due to propagation losses, dictated by the imaginary part

of mode refractive index (see supplementary information, S5). Since, the length of AgNW

is larger than the decay length of the SPP mode, there is no visible intensity at the distal

end of the AgNW which is kept out of the imaging area. The intensity distribution of the

SPP mode exhibits symmetric distribution about x axis. The corresponding FP intensity

distribution is shown in Fig. 3(b). The symmetric bright line along ky/k0 axis at a positive

value of kx/k0 in the super-critical region (NA > 1) represents the characteristic wave-vector

property of the leaky SPP mode.58 The intensity distribution of the bright line along ky/k0

axis at a fixed positive value of kx/k0=1.11 (real part of refractive index of mode) indicates

the confinement and decay of the mode along y axis and propagation along x axis in the real

plane. White solid circle in FP represents the collection limit of the objective lens whereas

the inner white circle indicates the region upto NA=1. The black disk at the center of FP

blocks the unscattered wave-vectors lying within inner white circle.

We now investigate the LCP (I+) and RCP (I−) components of the NW SPP mode and

compare the corresponding real plane and FP intensity distribution with that of the total

intensity (I). In contrast to the symmetric intensity distribution shown in Fig. 3(a), the real

plane I+ and I− components of SPP mode as shown in Fig. 3(c) exhibit bias along y > 0 and
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Figure 4: Numerically calculated intensity distribution of the SPP mode in the real plane
(x-y plane at z = 196 nm, as indicated by white dashed line in the inset) is shown in (a)
and corresponding near-field of the SPP at y-z plane is given in the inset. (b) The corre-
sponding FP intensity distribution. (c) Real plane intensity distribution of the SPP mode
corresponding to I+ and I− components and corresponding y-z plane near-field distribution
shown in the insets. White dashed arrows indicate the bias of intensity distribution of the
SPP mode. (d) FP intensity distribution of I+ and I− components where the white arrows
indicate the bias of the SPP mode line. (e) The real plane and (f) FP transverse spin density
of the SPPs field. The transverse spin distribution in the y-z plane is shown in inset of (e).

y < 0 luminous lines respectively, as shown by the dashed white arrows. Correspondingly,

the characteristic SPP mode line in FP intensity distribution of I+ and I− components shown

in Fig. 3(d) have bias along ky/k0 > 0 and ky/k0 < 0 respectively, shown by the solid white

arrows. The differential distribution of I+ and I− components both in real plane and FP

indicates the existence of partial circular polarization of the SPP field. Thus, the magnitude

of the transverse spin (s3) in the real plane and consequently in the FP can be calculated

by obtaining s3 ∝ I+− I−. The real plane distribution of s3 of the SPP mode obtained from

the experimental data is shown in Fig. 3(e). The corresponding FP distribution is given by
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Fig. 3(f). The experimentally measured intensity values are normalized with respect to the

maximum of I.

The existence of s3 of the leaky SPP mode of the AgNW can be well understood from

Eq. 3. The handedness of the spin as well as its emission direction gets dictated by the

propagation (kx/k0) and the decay wave-vector (ky/k0). For the SPP mode under study, the

propagation direction (kx/k0 > 0 direction) is fixed along the long axis of the NW (x axis).

However, the decay wave-vector component (ky/k0) changes its sign for upper luminous line

(ky/k0 > 0 for y > 0) with respect to that of lower luminous line (ky/k0 < 0 for y < 0). This

results in s3 > 0 for upper luminous line and s3 < 0 for lower luminous line, i.e., opposite

handedness of the transverse spin of the evanescent SPP mode decaying along opposite

direction for a fixed propagation direction. The explicit dependence of the transverse spin

handedness of the SPP mode excited in the AgNW on the wave-vector components indicates

experimental observation of spin-momentum locking of the evanescent waves.

The experimental results have been corroborated with full wave three-dimensional finite

element method (FEM) calculations. AgNW is mimicked by a geometry having pentagonal

cross-section of diameter 350 nm and length 14 µm elongated along x axis, with its refractive

index being set to that of Ag at 633 nm wavelength. It is placed parallel to x-y plane on

a cuboid geometry mimicking a glass substrate with refractive index 1.518. Similar to the

experimental configuration for excitation of SPPs, one end of the NW is illuminated with

Gaussian beam at 633 nm wavelength with polarization along x axis and the scattered

field is calculated. The calculated NF electric field profiles were projected to the far-field

by employing reciprocity arguments,59 since the plasmonic nano-structure interacts more

strongly with the electric field of the incident electromagnetic field.

Numerically calculated intensity distribution corresponding to total field (I) due to leaky

SPP mode in the longitudinal plane (x-y plane at z = 196 nm) is shown in Fig. 10(a). The

plane intersects the upper vertices of the NW, as indicated by the dashed white line in

the inset. The inset shows the field distribution in the transverse plane (y-z plane). The
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intensity distribution indicates symmetric distribution of the generated SPP field about x

axis, similar to that shown in Fig. 3(a). Correspondingly, the SPP mode line in the FP

intensity distribution shown in Fig. 10(b) exhibits symmetric intensity distribution along

ky/k0 at a fixed kx/k0 value. For better comparison with the experimental results, the

incident field wave-vectors upto NA=1 has been rejected in FP intensity distribution by

inserting a back disk with diameter of NA=1. Along with the SPP mode line, a bright

arc near the boundary of NA=1.49 and fringe pattern are also visible in the FP intensity

distribution. These well studied signatures in FP distribution can be attributed to the

excited bound mode of AgNW. The bright arc can be understood as the truncated Fourier

transform of an excited bound mode due to the finite length of the AgNW, whereas fringe

pattern represents Gibbs oscillations which originates when the length of the AgNW is

comparable or shorter than the propagation length of the SPP mode.57,60 For the current

study, the main region of interest lies in the modal signature of the Leaky SPP mode.

Numerically calculated intensity distribution in the x-y plane corresponding to I+ and I−

components of the total field (I) is shown in Fig. 10(c). As in the experimentally measured

case (Fig. 3(c)), the SPP mode intensity distribution of I+ and I− exhibit bias along y > 0

and y < 0 luminous lines respectively, indicated by the dashed white arrows. The intensity

distribution for the SPP field at the NW edges in the y-z plane for I+ and I− components

shown in the insets exhibit equivalent bias. Correspondingly, the SPP mode line in the nor-

malised FP intensity distributions of I+ and I− components exhibit bias along ky/k0 > 0 and

ky/k0 < 0 respectively, as shown by the solid white arrows in Fig. 10(d). The opposite bias in

the intensity distribution corresponding to I+ and I− components both in x-y plane and FP

intensity distribution indicates presence of spin, which is further quantified by s3 ∝ I+− I−.

Fig. 10(e) represents the x-y plane s3 distribution (y-z plane shown in the inset) and the

corresponding normalised FP intensity distribution is given in Fig. 10(f). The simulated far-

field FP distribution can be directly compared to the experimental FP intensity distribution

of the plasmon mode. Although we can not directly compare the simulated scattered NF
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intensity distribution with the experimental real-plane intensity distribution, the intensity

biasing is clearly visible in both the cases. The numerically calculated intensity distributions

corroborate our experimental observation of spin-momentum locking. The insets of the Fig.

10(e) also show the existence of transverse spin in the bound mode of the AgNW. Since, this

phenomenon stems from the evanescent nature of SPP fields, both bound and leaky SPP

modes supported by AgNW exhibits spin-momentum locking.

To further confirm spin-momentum locking, we numerically calculate the intensity dis-

tributions of SPP mode when the propagation direction is reversed (kx/ky < 0) by changing

the excitation end of the NW, shown in supplementary information S6. Since the handedness

of the transverse spin of the SPP mode is dictated by the wave-vector direction, reversing

the SPP propagation direction (kx/k0 < 0) results in the inversion of intensity distribution

corresponding to I+ and I− components with respect to that of kx/k0 > 0 case. Conse-

quently, the handedness of the transverse spin of the SPPs decaying along ky/k0 > 0 (for

y > 0 luminous line) and ky/k0 < 0 (for y < 0 luminous line) reverses.

To summarize, we investigate the transverse spin (sz) of SPPs propagating along x axis in

a quasi-one-dimensional AgNW by analyzing the circular polarization state of the collected

evanescent mode signal through a high NA objective lens. Both experimentally measured

and numerically calculated real plane and FP field distribution corresponding to LCP and

RCP components of the total field exhibit biasing. Further, the biasing of the mode signal in-

verts for opposite circular polarization states indicating existence of spin-momentum locking

of the evanescent wave. The existence of the transverse spin as well as the spin-momentum

locking phenomena can be attributed to the decay of evanescent SPP field in the longitu-

dinal plane (x-y plane). Our results exhibit a direct and non-invasive measurement of the

spin momentum locking as well as the corresponding transverse spin density and bypasses

the complexity of fabrication based techniques61,62 or near-field nano-probing methods.8,24

The results add to the emerging study of SOI due to existence of spin components in non-

paraxial fields, specifically in evanescent waves. Additionally, the SOI with an AgNW will
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find relevance in various chip-scale nano-photonic device applications.13

See supplementary information containing addition information on field calculation for

the evanescent wave, experimental configuration, field distribution of the SPP mode, mode

analysis of the experimentally excited leaky mode and numerical calculation for reversed

SPP propagation.
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Field calculation for the evanescent wave

Consider an electromagnetic wave propagating along x axis with wave-vector (k,0,0). The

complex electric and magnetic field components can be written as

E(r) =
E0
√
µ√

1 + |α|2


0

1

α

 eikx (S1)

H(r) =
E0

√
ε√

1 + |α|2


0

−α

1

 eikx (S2)

Here, E0 denotes the amplitude of the wave in the medium with permittivity ε and

permeability µ. α determines the polarization state of the wave. The polarisation state can

be classified into three parameters, defined as: τ = 1−|α|2
1+|α|2 , η = 2Reα√

1+|α|2
and σ = 2Imα

1+|α|2 . We

have omitted the factor eiωt for our analysis.

An evanescent wave propagating along x axis and decaying along y > 0 direction (along

x-y plane) can be obtained by rotational transformation of Eq. (S1) and (S2) by an angle

iφ about z axis. The transformation matrix for such rotation is given as:

R̂(iφ) =


coshφ −i sinhφ 0

i sinhφ coshφ 0

0 0 1

 (S3)

The transformation matrix (S3) is applied to both vector and scalar components of the

fields: E(r) → R̂(iφ)E[R̂(−iφ)r] and H(r) → R̂(iφ)H[R̂(−iφ)r]. The application of the

rotational transformation of Eq. (S1) and (S2) leads to the following expression for electric

14



and magnetic field components:

E(r) =
E0
√
µ√

1 + |α|2
(−iky/k x̂ + kx/k ŷ + α ẑ)eikxx−kyy (S4)

H(r) =
E0

√
ε√

1 + |α|2
(−iαky/k x̂− αkx/k ŷ + ẑ)eikxx−kyy (S5)

Here, kx = k coshφ and ky = k sinhφ are the wave-vectors along x and y axis respectively.

The spin density components corresponding to electric and magnetic field components given

by Eq. (S4) and (S5) can be calculated as: s = Ψ†ŜΨ, where S, the Pauli spin matrices,

are given by:

Ŝx = (−i)


0 0 0

0 0 1

0 −1 0

 , Ŝy = (−i)


0 0 −1

0 0 0

1 0 0

 , Ŝz = (−i)


0 1 0

−1 0 0

0 0 0

 (S6)

Spin components associated with electric (se) and magnetic (sm) field components for

the above described evanescent wave (Eq.(S4) and (S5)) are given by:

se = A(σ
kx
k

x̂− ηky
k

ŷ + (1 + τ)
kxky
k2

ẑ) (S7)

sm = A(σ
kx
k

x̂ + η
ky
k

ŷ + (1− τ)
kxky
k2

ẑ) (S8)

Where, A is a constant. Thus, the expression for total spin density s = se + sm will be:

s ∝ 2σ
kx
k

x̂ + 2
kxky
k2

ẑ (S9)

The expression (Eq. (S9)) suggests that, for an evanescent wave propagating along x and

decaying along y > 0 direction, the spin component parallel to the propagation direction

(sx) is dependent on the helicity (σ), while the transverse spin along z direction, sz, depends

on both propagation (kx) and decay wave-vector (ky) components of the evanescent wave.
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This indicates the spin-momentum locking in the evanescent wave, where the wave-vector

components dictate the handedness of the transverse spin component (sz). The formulation

closely follows the work by K. Bliokh et al.7

Experimental configuration

Figure 5: The optical setup used for the experimental measurements. SPPs in an AgNW
is excited with linearly-polarized Gaussian beam focused with 100× 0.95 NA objective lens
and the forward scattered light was collected using 100× 1.49 NA objective lens. A polarizer
(P) and half wave-plate (HWP) is used to engineer the input linear polarization state and
the collected light is analyzed using a combination of quarter wave-plate (QWP) and an
analyzer(A). The collected light is projected onto the CCD using relay optics for both real
and Fourier plane (FP) imaging. BE is beam expander; L1-L5 are lenses; M1-M4 are mirrors
and BS1 is a beam splitter. A pin hole is used to spatially filter out the region of interest in
the real plane. Inset shows a scanning electron micrograph image of an AgNW section.
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Field distribution of the SPP modes

Figure 6: Numerically calculated near-field of the (a) bound, (b) and (c) leaky SPP modes
excited in an AgNW of 350 nm diameter placed on a glass substrate (refractive index 1.518).
A bound mode having its mode refractive index greater than the surrounding medium has
its field components localized at the interface [shown in (a)], whereas for the leaky modes
with refractive index lower than the substrate, the field accumulation is more around the
upper vertices (white dotted line in (b)) of the AgNW.57,58

Far-field measurement of the Plasmon modes

Figure 7: (a) The optical setup used for the simultaneous measurement of Leaky and Bound
plasmon mode. A polarizer (P) and half wave-plate (HWP) is used to engineer the input
linear polarization state. The collected light is projected onto the CCDs using relay optics
for both real and Fourier plane (FP) imaging. BE is beam expander; L1-L4 are lenses; M1-
M4 are mirrors and BS1-BS2 are beam splitter. Inset shows an optical image of AgNW used
for these measurements.(b) and (c) Real-plane intensity distribution visualised in CCD1 and
CCD2.
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Figure 8: (a) Optical bright field image of an AgNW without any defects on the surface. (b)
and (c) Real-plane intensity distribution of excited bound plason mode (BPM) and leaky
plasmon mode (LPM) of the AgNW by illuminating the one end of the NW with laser
wavelength 633 nm polarised along the length of AgNW. (d) Optical bright field image of
the AgNW with sub-wavelength defects that are not visible in the image. (e) and (f) Real-
plane intensity distribution of the BPM and LPM respectively. Dashed white circles in (e)
and (f) show the out-coupling of photons at the defect locations for both BPM and LPM.
Plasmons were launched by exciting the end of the AgNW with 100× 0.95 NA objective lens
and the scattered light from the sample plane is collected using the the oil-immersion 100×
1.49 NA objective lens through glass.

Mode analysis of the experimentally excited leaky mode

The excited leaky SPP mode property (k = kr+iki) can be quantified by analyzing the Fig.(a)

real plane and Fig.(b) FP intensity distribution.58 ki can be calculated by finding out the

propagation length (L = λ
4πki

) of the SPP mode, obtained by investigating the intensity

profile (I) of the leaky SPP mode in real plane along x axis. Fig.(c) shows the corresponding

plot of ln(I) as a function of distance from the excitation point along x axis for the two

luminous lines in Fig.(a). The intensity distribution is fitted with a linear equation (solid

purple line) ln (I) = (− 1
L

)x+ 2 ln(A), where L represents the propagation length and A is

a fitting parameter. The value of the propagation length (L) from the fitting equation is

found to be L ≈ 12µm. kr can be obtained by investigating the FP intensity distribution in

Fig.(b) along kx/k0 axis at ky/k0 = 0, shown in Fig.(d). The peak at the value of kx/k0 =

kr= 1.11 corresponds to the leaky SPP mode of the NW.
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Figure 9: (a) Real plane intensity distribution of leaky SPP mode excited in an AgNW at λ =
633 nm. Corresponding FP intensity distribution of the mode is shown in (b). (c) Variation
of natural logarithm of the Intensity distribution with the distance along the length of NW
for upper (red points) and lower (blue points) luminous lines of the mode shown in (a).
Solid purple line indicate the linear fit for the intensity distribution. (d) Intensity profile at
ky/k0 = 0 and along kx/k0 axis of the Fourier plane image shown in (b).

Numerical calculation for reversed SPP propagation

Numerically calculated intensity distribution of the SPP propagation in x-y plane (at z = 196

nm) in an AgNW along kx/k0 < 0 direction is shown in Fig.(a). While the SPP propagation

direction is inverted, the decay wave-vector remains unchanged: ky/k0 > 0 for upper lumi-

nous line in y > 0 region and ky/k0 < 0 for lower luminous line in y < 0 region (excitation

point is considered as the origin). Consequently, the circular polarization analyzed intensity

distributions shown in Fig.(c) exhibit biasing (shown by dashed white arrow) opposite to

that for kx/k0 > 0 direction SPP propagation case. The corresponding FP intensity distri-

bution shown in Fig.(d) exhibit equivalent biasing, shown by the solid white arrows. The

transverse spin density distribution (s3) in x-y plane and in FP is shown in Figs.(e) and (f)

respectively.
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Figure 10: Numerically calculated intensity distribution of the SPP mode in the real plane
(x-y plane at z = 196 nm) is shown in (a). (b) The corresponding FP intensity distribution.
(c) Real plane intensity distribution of the SPP mode corresponding to I+ and I− compo-
nents. Dashed white arrows indicate the bias of intensity distribution of the SPP mode. (d)
FP intensity distribution of I+ and I− components where the solid white arrows indicate
the bias of the SPP mode line. (e) The real plane and (f) FP transverse spin density of the
SPPs field.
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(33) Neugebauer, M.; Woźniak, P.; Bag, A.; Leuchs, G.; Banzer, P. Polarization-controlled

directional scattering for nanoscopic position sensing. Nature Communications 2016,

7, 11286.

(34) Liu, L.; Di Donato, A.; Ginis, V.; Kheifets, S.; Amirzhan, A.; Capasso, F. Three-

Dimensional Measurement of the Helicity-Dependent Forces on a Mie Particle. Phys.

Rev. Lett. 2018, 120, 223901.

23



(35) Neugebauer, M.; Nechayev, S.; Vorndran, M.; Leuchs, G.; Banzer, P. Weak Measure-

ment Enhanced Spin Hall Effect of Light for Particle Displacement Sensing. Nano

Letters 2019, 19, 422–425.

(36) Pal, D.; Gupta, S. D.; Ghosh, N.; Banerjee, A. Direct observation of the effects of spin

dependent momentum of light in optical tweezers. APL Photonics 2020, 5, 086106.

(37) Yang, A. P.; Du, L. P.; Meng, F. F.; Yuan, X. C. Optical transverse spin cou-

pling through a plasmonic nanoparticle for particle-identification and field-mapping.

Nanoscale 2018, 10, 9286–9291.

(38) Polo Jr., J.; Lakhtakia, A. Surface electromagnetic waves: A review. Laser & Photonics

Reviews 2011, 5, 234–246.

(39) Barnes, W. L.; Dereux, A.; Ebbesen, T. W. Surface plasmon subwavelength optics.

Nature 2003, 424, 824–830.

(40) Zayats, A. V.; Smolyaninov, I. I.; Maradudin, A. A. Nano-optics of surface plasmon

polaritons. Physics Reports 2005, 408, 131–314.
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