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Robust Control for Lane Keeping System Using Linear Parameter

Varying Approach with Scheduling Variables Reduction

Ying Shuai Quan1, Jin Sung Kim1 and Chung Choo Chung2†

Abstract— This paper presents a robust controller using a
Linear Parameter Varying (LPV) model of the lane-keeping
system with parameter reduction. Both varying vehicle speed
and roll motion on a curved road influence the lateral vehicle
model’s parameters, such as tire cornering stiffness. Thus, we
use the LPV technique to take the parameter variations into
account in vehicle dynamics. However, multiple varying param-
eters lead to a high number of scheduling variables and cause
massive computational complexity. In this paper, to reduce
the computational complexity, Principal Component Analysis
(PCA)-based parameter reduction is performed to obtain a
reduced model with a tighter convex set. We designed the LPV
robust feedback controller using the reduced model solving a
set of Linear Matrix Inequality (LMI). The effectiveness of
the proposed system is validated with full vehicle dynamics
from CarSim on an interchange road. From the simulation, we
confirmed that the proposed method largely reduces the lateral
offset error, compared with other controllers based on Linear
Time-Invariant (LTI) system.

NOMENCLATURE

• Cαi : Cornering stiffness of tire, i ∈ {f, r}
• Vx : Longitudinal speed

• m : Total mass of vehicle

• li : Distance between front(rear) tire and center of

gravity(CG) , i ∈ {f, r}
• Iz : Yaw moment of inertia of vehicle

• L : Look-ahead distance

• ey = y−ydes : Lateral position error in local coordinate

w.r.t. lane

• ψ : Yaw angle of vehicle in global coordinate

• eψ = ψdes−ψ : Heading angle error in local coordinate

w.r.t. lane

PARAMETERS

a22 = −
2Cαf + 2Cαr

mVx
, a23 = −a22Vx,

a24 = −1−
2Cαf lf − 2Cαrlr

mVx
2 , a′24 = (a24 − 1)Vx,

a42 = −
2Cαf lf − 2Cαrlr

Iz
, a′42 = a42/Vx,

a43 = −a42, a44 = −
2Cαf lf

2 + 2Cαrlr
2

IzVx
,
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I. INTRODUCTION

For autonomous driving vehicles, lateral dynamic motion

control and longitudinal velocity control are needed to pre-

vent rollover on a curved road. There are researches on

designing the vehicle controller and estimator for rollover

prevention [1], [2]. One effective maneuvering method is to

reduce the longitudinal speed in front of a curved road be-

cause it highly influences vehicle roll motion [3]. Therefore,

proper speed control is considered necessary on curved roads

or interchanges for driving stability and comfort. Varying

vehicle speed leads to tire vertical load variation. Literature

shows that vehicle roll motion leads to the lateral load

transfer, which also influences the tire vertical load [2]. Since

cornering stiffness is mostly affected by vehicle vertical

load [4], cornering stiffness variation becomes non-ignorable

in vehicle lateral control on the curved road. For the varying

cornering stiffness, the estimation method has been actively

studied. There are plenty of papers showing that cornering

stiffness can be estimated. In [5], a vehicle yaw/lateral model

based on a single-track model was exploited, and methods for

cornering stiffness estimation were presented. A method es-

timating cornering stiffness and tire-road friction was studied

where the vehicle was running in a straight road and made a

fast turn [6]. In a recent study, tire stiffness and the vehicle

state were estimated with Bayesian framework [7].

Considering the model variation that vehicle speed and

cornering stiffness bring to the lateral dynamic motion

model, gain scheduling based on Linear Parameter Varying

(LPV) system models could be an effective and reliable

method for vehicle lateral control. There is literature where

only speed variation or cornering stiffness is considered in

the robust lateral control design using LPV models [8], [9].

At the same time, few studies have been reported with varia-

tions of both considered. However, investigating variations of

both vehicle speed and cornering stiffness leads to a higher

number of scheduling variables. For polytopic LPV models,

the complexity of the controller synthesis procedure grows

exponentially with the number of scheduling variables [10].

Both online membership determination and offline analysis

for local controllers become computationally expensive and

intractable [10]. Moreover, the convex polytope containing

the scheduling variable trajectory is built, assuming that

all parameters vary independently while they are inherently

coupled with each other. It is well-reported in [10] that the

resulting convex parameter set might be loose and conser-

vative, and includes vertices even unreasonable for the real

plant.
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To consider the lateral vehicle dynamics with multiple

varying parameters, it is crucial to reduce the scheduling

variable dimension for computational simplicity. With such

numerical reductions, the amount of LMI constraints, deci-

sion variables, online computational load and hardware re-

sources requirements can be significantly reduced [11]. There

exist several studies where the dimension reduction is con-

ducted by data-based methods, such as Principal Component

Analysis (PCA) [10], [12], Kernel PCA (KPCA) [13], Au-

toencoders (AE) [14] and Deep Neural Network (DNN) [15].

Both KPCA and AE are nonlinear mapping with an extra

optimization procedure to ensure the affine dependence of

reduced model matrices on the new scheduling variables. In

contrast, the DNN method extracts the system matrices of

the reduced model by adding additional hidden layers. PCA

method extracts the most significant principal components

of the collected scheduling variable trajectories by Singular

Value Decomposition (SVD). Since the PCA method is linear

mapping, the reduced LPV system matrices can be directly

constructed by the inverse linear mapping [16] with affine

dependence satisfied.

This paper presents a robust controller using an LPV

model of the lane-keeping system with parameter reduction.

On interchange roads, we could ignore neither varying ve-

hicle longitudinal speed nor cornering stiffness variations.

Thus, we consider both vehicle speed and cornering stiffness

as varying parameters in the lateral model, leading to the

problem that finding a vertex membership is computationally

expensive with the resulting convex polytope over conserva-

tive. We resolve it using the dimension reduction procedure

to the scheduling variables. The PCA method is chosen for its

advantages of linear property and computational simplicity.

We designed the LPV robust feedback controller with the

reduced model solving a set of Linear Matrix Inequality

(LMI). The reconstruction error of applying PCA is consid-

ered in the local controllers design with a tightened Lyapunov

function to maintain robust performance with estimation

error. The proposed system’s effectiveness is validated by

the full vehicle dynamic simulator using CarSim with MAT-

LAB/Simulink. From simulation results, we confirmed that

the proposed method reduces the lateral offset error by about

30%, compared with other controllers based on Linear Time-

Invariant (LTI) system.

II. VEHICLE MODELING

In this section, vehicle models are derived for representing

the roll motion and the lateral dynamic motion. Notice that

the roll dynamics is for the necessary speed control in

the curved road which leads to the speed variation later

considered in vehicle lateral control design. First, simple

one degree-of-freedom(DOF) roll dynamics is adopted to

estimate the roll angle [2], [3] to avoid the complicated

suspension dynamics. During cornering maneuvers, vehicle

roll motion is caused by lateral accelerations and can be

described by a roll model involving the roll angle(φ). The

model of the roll dynamics could be presented by

φ̈ =
mshrc(ay + g · sinφ)

Ix
−
Kroll

Ix
−
Croll
Ix

φ̇ (1)

where ms is sprung mass, hrc is height of the roll center

from the c.g., ay is lateral acceleration, g is acceleration

of gravity, Kroll is roll stiffness, and Croll is roll damping

coefficient [3].

Assumption 1: The estimator for roll motion is designed

such that the roll angle of the vehicle body is available. ♦

Wirh estimation methods (see e.g., [2], [4]), Assumption 1

is reasonable. In steady-state cornering motion, the roll

rate(φ̇) and acceleration(φ̈) can be considered zero. Using

the approximation that ay = ÿ + Vxψ̇ ≈ Vx
2/R [3], the

desired longitudinal speed is presented as

V dx ≤

√

R(Kroll −msghrc)

mshrc
φmax (2)

with the condition of |φs| ≤ |φmax|, where R is the turning

radius of road.

We then derive the lateral dynamic motion model where

the vehicle speed and the cornering stiffness are considered

as varying parameters, which is a suitable choice in high

speed or dynamic scenario [17]. In the dynamic situation,

the direction of the tire is no longer equal to the direction of

the velocity at each wheel. Thus, there exist tire slip angles

that result in the lateral tire forces for the vehicle wheels,

which can be linearly approximated as functions of the tire

slip angles [3]. Then, the lateral dynamic motion model is

derived in terms of error with respect to ego lane. The state

of the model is given as x =
[

eyL ėy eψ ψ̇
]T

∈ R4.

For eyL, ėy , and eψ, the camera vision system detecting the

lane mark is used. From the lane mark, the cubic-polynomial

road lane model is calculated to get the state. The state ψ̇ is

measurable via the vehicle Inertia Measurement Unit (IMU)

sensor. Consequently, the lateral dynamic model is described

as follows (see the author’s paper [18] for details):

ẋ = Ax +Bu +Bϕϕ (3)

where

A =









0 1 0 −L
0 a22 a23 a′24
0 0 0 −1
0 a′42 a43 a44









, B =









0
2Cαf

m

0
2Cαf lf
Iz









,

Bϕ =









L Vx
Vx 0
1 0
0 0









, u = δ, ϕ =

[

ψ̇des
eψL − eψ

]

.

where δ is steering angle. In this paper, it is assumed that

the system state is always available with appropriate sensors

and estimation methods.



III. LINEAR PARAMETER VARYING SYSTEM AND

LATERAL CONTROL

A. Varying Parameter

In this paper, longitudinal speed and cornering stiffness

variations are considered in the lateral dynamic model. We

assume that vehicle speed is measurable by the in-vehicle

sensors, and cornering stiffness is estimated [6]. Note that

here we only consider the lane-keeping problem on dry

asphalt roads, where cornering stiffness can be linearly

estimated and always available [17], [18].

Assumption 2: The tire cornering stiffness is estimated

with the estimation method. ♦

Considering the impact that the varying parameters Vx,

Cαf and Cαr bring to the lateral dynamic model, one can

define the scheduling variables as:

θ =
[

θ1 θ2 θ3 θ4 θ5
]T

where θ1 = Vx, θ2 = 2Cαf , θ3 =
2Cαf

Vx
, θ4 =

2Cαr, and θ5 =
2Cαr

Vx
. To ensure the affine dependency of

LPV systems on θ, θ3 and θ5 are introduced for the nonlinear

relationships between Cαf , Cαr and Vx. With scheduling

variable θ, the system matrix in (3) can be rewritten as:

ẋ = A(θ)x +B(θ)u +Bϕ(θ)ϕ (4)

where

A(θ) =










0 1 0 −L

0 − 1
m
θ3 −

1
m
θ5

1
m
θ2 +

1
m
θ4 −2θ1 −

lf
m
θ3 +

lr
m
θ5

0 0 0 −1

0 −
lf
Iz
θ3 +

lr
Iz
θ5

lf
Iz
θ2 −

lr
Iz
θ4 −

lf
2

Iz
θ3 −

lr
2

Iz
θ5











,

B(θ) =









0
1
m
θ2
0

lf
Iz
θ2









, Bϕ(θ) =









L θ1
θ1 0
1 0
0 0









.

B. Model Reduction via PCA

For polytopic LPV models, the complexity of controller

design has an exponential dependence on the number l of

scheduling variables. Not only for the fact that the number

of LMIs to solve offline grows exponentially with l, but

online membership determination is also computationally in-

tractable with l larger than three [10]. Here a PCA algorithm

is used to reduce the scheduling variable dimension.

To perform the dimension reduction procedure, the

scheduling variable θ(t) is firstly discretely sampled and

collected during simulation. The sampled trajectory Θ of

θ(t) is presented as a l ×N matrix:

Θ =
[

θ(0) ... θ((N − 1)T )
]

(5)

with N number of samples. The rows of Θi of the trajectory

matrix Θ are then normalized by an affine law Ni respec-

tively, to obtain normalized trajectory matrix Θn = N (Θ)
with

Θni = Ni(Θi),Θi = N−1
i (Θni ), i = 1, ..., l. (6)

Then the PCA algorithm is applied to the normalized trajec-

tory by introducing a SVD [16]

Θn =
[

Us Un
]

[

Σs 0 0
0 Σn 0

] [

V Ts
V Tn

]

(7)

where Us, Σs and Vs are corresponded to the m < l number

of most significant singular values, Us ∈ Rl×m is the basis

of the significant column space of the scheduling variable

trajectory Θn, and ΣsV
T
s represents the principal compo-

nents of Θn. Then, we see that Θn can be approximated by

Θ̂n = UsΣsV
T
s such as Θn ∼= Θ̂n. Thus, the original LPV

system, G(θ) for θ given by

G(θ) :=
[

A(θ(t)) B(θ(t)) Bϕ(θ(t))
]

can be approximated through the PCA with reduced schedul-

ing variable η(t) given by

η(t) = UTs N (θ(t)) ∈ R
m×1 (8)

in the form of

Ĝ(η) :=
[

Â(η(t)) B̂(η(t)) B̂ϕ(η(t))
]

.

Then, with approximation of the corresponding original

scheduling variable θ̂(t)

θ̂(t) = N−1(Usη(t)) = N−1(UsU
T
s N (θ(t))) (9)

where N−1 stands for the row-wise re-scaling corresponded

to N , we can get the following inversely mapped model

G(θ̂) :=
[

A(θ̂(t)) B(θ̂(t)) Bϕ(θ̂(t))
]

. (10)

In a summary, given θ(t) at the current time, the reduced

scheduling variable η(t) can be approximated by (8) and

the corresponding LPV model (10) can be generated by (9).

C. Vertex Membership

After the dimension reduction by applying the PCA algo-

rithm, the virtual trajectory of the m-dimension scheduling

variables can be obtained by

H = UTs Θ
n ∈ R

m×N . (11)

For m-dimension scheduling variables, every m+1 vertices

can be considered sufficient to build a convex hull. The m+1
vertices, ηHvp for p = 1, · · · ,m + 1 selected from M =
2m vertices candidates can be generated with the lower and

upper bounds

ηH
i

= min
j
H(i, j), ηHi = max

j
H(i, j)

where i = 1, ...,m and j = 1, ..., N , of the reduced schedul-

ing variable trajectory H . In other words, we construct each

component of ηHvp selecting either ηHi or ηH
i

depending on

the dimension, m. Given the convex hull coV with the vertex

matrix

V =
[

ηHv1 ... ηHvm+1

]

∈ R
m×(m+1),

with current η(t) ∈ coV , one can find the convex coordinate

ξ(t) =

[

V
11×(m+1)

]

−1 [
η(t)
1

]

∈ R
(m+1)×1 (12)



Fig. 1: Block diagram of the simulation

such that η(t) = Vξ(t), with ξp(t) ≥ 0 and
∑m+1

p=1 ξp(t) =
1. The affine system can thus be represented by a linear

combination of LTI models obtained by evaluating the sys-

tem model at the vertices

G(θ(t)) ∼= Ĝ(η(t)) ∼= G(θ̂(t)) =

m+1
∑

p=1

ξp(t)G(θ̂
H

vp
) (13)

where θ̂
H

vp
is reconstructed with ηHvp from (9). Remind

that the reduced m-dimension scheduling parameter η does

not have physical meaning and is used to determine the

membership of the current scheduling parameter.

D. LPV Robust State Feedback Controller and Its Perfor-

mance Analysis

The reconstructed system model G(θ̂) through PCA is an

approximate form of the original system model G(θ). In this

case, we assume that it is possible to find the upper bound

of the model error [19], [20].

Assumption 3: The error between the original parameter

θ and the reconstructed parameter θ̂ is bounded. ♦

Given ǫ > 0, we define Bǫ such as Bǫ := { x | ‖x‖ < ǫ}.

Note that on the straight roads ϕ can be considered as ϕ = 0,

while ϕ 6= 0 on the curved roads. For simplicity of analysis,

we begin with considering a situation in which ϕ = 0.

With the polytopic control setup and the feedback gain

K [p] of each vertex, the optimal control gain for the recon-

structed parameter θ̂ takes the form

K(θ̂) =

m+1
∑

p=1

K [p]ξp(θ̂). (14)

Note that controller (15) and the system in (13) share the

same weighting functions ξp. Then, we define the closed-loop

system from the expressions of system (13) and controller

(15) as:

ẋ =

m+1
∑

p=1

m+1
∑

q=1

ξp(θ̂)ξq(θ̂)(A
[p] +B[p]K [q])x (15)

Theorem 1: Suppose that the Assumption 3 is satisfied

and a convex set is given as

Ω := {G(θ̂)|G(θ̂) =
m+1
∑

p=1

ξp(θ̂)G
[p], ξp ≥ 0,

m+1
∑

p=1

ξp(θ̂) = 1}

where G[p] is the system at each vertex, G(θ̂
H

vp
). Further-

more, supposed that given ǫ > 0, there exists γ > 0 such that

‖g(t, x, θ)‖ ≤ γ‖x‖, x ∈ Bǫ. Then, the polytopic system (4)

is locally exponentially stable for all G(θ̂) ∈ Ω and x ∈ Bǫ,
if there exist 0 < P = PT ∈ R

nx×nx , α > 0, γ > 0, and

τ ≥ 0 such that the following LMI conditions hold [11]:

Φpp ≺ 0, p ∈ {1, · · · ,m+ 1}

Φpq +Φqp ≺ 0, p, q ∈ {1, · · · ,m+ 1}, p < q
(16)

where

Φpq =

[

Ã[pq]T P + PÃ[pq] + αP + τγ2I P
(∗) −γI

]

(17)

with

Ã[pq] = A[p] +B[p]K [q] (18)

♦

Proof: Once the state feedback controller u = K(θ̂)x
is designed, the system (4) is rewritten as

ẋ = Ã(θ̂)x + g(t, x, θ) (19)

where

Ã(θ̂) = A(θ̂) +B(θ̂)K(θ̂),

g(t, x, θ) = ∆A(θ)x +∆B(θ)K(θ̂)x.

Here, g(t, x, θ) is the perturbation term result from re-

construction error or uncertainties. From the assumption

‖g(t, x, θ)‖ ≤ γ‖x‖, x ∈ Bǫ with some γ > 0 under As-

sumption 3. The system (19) is locally exponentially stable

if that with a quadratic Lyapunov function V (x) = xTPx

and given α > 0, there exists P > 0 and V̇ (x) ≤ −αV (x)
for all x, such that:

V̇ (x) + αV (x) = 2xTP (Ã(θ̂)x+ g(t, x, θ)) + αxTPx

=

[

x

g(t, x, θ)

]T

Λ

[

x

g(t, x, θ)

]

≤ 0

where Λ =

[

Ã(θ̂)TP + PÃ(θ̂) + αP P
P 0

]

whenever

[

x

g(t, x, θ)

]T [

γ2I 0
0 −I

] [

x

g(t, x, θ)

]

≥ 0.

Applying S-procedure [21] leads to an inequality

−Λ ≥ τ

[

γ2I 0
0 −I

]

for some τ ≥ 0. Thus, necessary and sufficient conditions

for the existence of quadratic Lyapunov function V (x) can

be expressed as LMI condition:

P > 0, −

[

Ã(θ̂)TP + PÃ(θ̂) + αP + τγ2I P
P −τI

]

≤ 0.

(20)

Applying LMI condition (20) to the reconstructed system

model G[q] at each vertex, it follows that:

m+1
∑

p=1

m+1
∑

q=1

ξp(θ̂)ξq(θ̂)Φpq ≺ 0 (21)



Fig. 2: Trajectory of the test road in the global coordinate.

with Φpq defined in (17). Then, from the complexity prop-

erty, it is clear that condition (16) guarantee (21). Therefore,

the closed system (19) is locally exponentially stable.

Definition 1: A system is robustly stable if there exists

the system states x remains bounded for all bounded distur-

bance g. ♦

Lemma 1: Given α > 0, the polytopic system (4) is

robustly stable, in presence of bounded disturbances, if

Ã[pq]TP + PÃ[pq] + αP < 0 (22)

for all p, q = 1, ...,m+ 1. ♦

The positive matrix P which satisfies the condition in (22)

can be found by (20).

Definition 2: The set D ⊆ R
nx is a robustly positively

invariant (RPI) set for the polytopic system (4) with pertur-

bation g in the bounded set Ωg , if with any x(t0) ∈ D, and

any g ∈ Ωg, for all t > t0, it holds that x(t) ∈ D. ♦

Remark 1: The polytopic system (4) is uniformly ulti-

mately bounded to the set D, if for each x(t0) ∈ R
nx there

exists T ≥ 0 such that any state trajectory of the system with

initial condition x(t0) and any g ∈ Ωg satisfies x(t) ∈ D for

all t ≥ t0 + T . ♦

Note that on curved roads, g(t, x, θ) no longer satisfies

Lipschitz condition since that

‖g(t, x, θ)‖ ≤ ‖∆A(θ)x +∆B(θ)K(θ̂)x +Bϕ(θ)ϕ‖

≤ γ‖x‖+ ‖Bϕ(θ)‖‖ϕ‖.

In this case, robust stability of the system (4) can be guar-

anteed by (15) with bounded ‖ϕ‖. With a common matrix

P such that (22) holds for G[q] at each vertex, the uniformly

ultimate boundedness of the state x can be guaranteed, and

the corresponding robustly positively invariant set D can

be found. Thus on curved roads with bounded disturbance

ϕ 6= 0, robust stability can be guaranteed. For further details

of invariant-set computation, readers are referred to [23].

IV. APPLICATION RESULTS

The proposed system is validated by MATLAB/Simulink

with a vehicle plant by CarSim. We chose CarSim for its

accurate modeling for vehicle dynamics and wide application

in industries. Simulation for PCA data collection is set at

0 1 2 3 4 5
0.6
0.7
0.8
0.9

1
1.1

0.628

0.957
0.995 0.999

Fig. 3: Fraction of total variation vm versus reduction di-

mension m.

various flat highway roads. The road surface condition is

chosen to be dry asphalt to ensure the linear relationship

between lateral force Fy and tire slip angle α. The test road is

a zero-bank interchange highway road with a curved section

radius of 80 [m] and dry asphalt road condition. The overall

trajectory of the test road is shown in Fig. 2.

Here we chose the reduction dimension m = 3. The

original scheduling variables, θi, are all combinations out

of the 3 varying parameters Vx, Cαf and Cαr . By looking

into the definition of θ, one can find that any 3 out of θi
cover the variations of Vx, Cαf and Cαr . Thus we consider

that by choosing m = 3, both accuracy and simplicity of

the model can be guaranteed. To measure the approximation

quality, the fraction of total variation vm is determined by

the singular values σi in Σs and Σn as vm =
∑

m
i=1

σ2
i∑

l
i=1

σ2
i

,

and compared with different choice of reduced dimension in

Fig. 3. The trajectories of original scheduling variables θi and

their approximations θ̂i by choosing m = 3 are compared

in Fig. 4. From the comparison, one can conclude that the

trajectories are matched well, and accuracy is ensured with

the reduction dimension m = 3. Notice that the choice of m
changes with different driving conditions.

The PCA dimension reduction procedure reduced all the

candidate vertices from L = 25 = 32 to L = 23 = 8.

With l scheduling variables, the l + 1 number of vertices

is considered sufficient to construct a convex polytope.

Then the number of possible polytopic model candidates

is reduced from 25C5+1 = 906192 to 5, thanks to the

visuality of 3-dimensional polytopes as is shown in Fig. 5.

The computational complexity for both online and offline

calculations is significantly reduced while the accuracy of

LPV models is maintained.

We controlled the vehicle longitudinal speed, Vx by com-

manding the desired longitudinal vehicle speed, V dx satisfy-

ing (2) with a simple PD controller as depicted in Fig. 1.

The varying cornering stiffness along vehicle roll motion is

estimated with the measurements in CarSim. The comparison

of the steering angle and lane-tracking control performance

generated by the LTI controller and the proposed LPV

controller are shown in Fig. 6 and Fig. 7 respectively. The

longitudinal speed in the LTI controller design is fixed as

Vx = 50 [km/h], and cornering stiffness is set as the

mean value of the collected cornering stiffness trajectories.

Compared to the controller for the LTI model, the proposed

controller generates a better tracking performance with re-
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Fig. 4: Scheduling variable θi(red line) and approximation

θ̂i (blue line) with m = 3.

duced lateral offset error ey as is shown in Fig. 6. The

difference between ey generated by the LTI controller and

the proposed controller is caused by adjusting the steering

angle three times indicated as P1, P2, and P3 in Fig. 7.

For this reason, the steady-state lateral offset error ey is

reduced, even though there is no much difference between

the steering angles generated by the proposed controller and

the LTI controller at the steady-state period. To emphasize

the necessity of vehicle longitudinal speed control in the

curved section, we observed the vehicle roll angle is largely

reduced, as is shown in Fig. 8. Also the global coordinates

generated by both controllers are compared in Fig. 2, where

we can observed from CarSim that the vehicle tends to have

a large roll angle and cross the line in the beginning of the

curved section. Therefore, we stress it again that variations

of longitudinal speed and cornering stiffness should not be

ignored in lateral control design in curved roads.
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V. CONCLUSION

In this paper, we proposed the gain scheduling method

with the reduction of varying parameters. Longitudinal speed

control was necessary on the interchange road for reducing

the roll angle. The varying vehicle speed and roll motion

impact the parameters of the lateral dynamic model, such as

tire cornering stiffness. Thus, the LPV model was used to

consider the parameter variations. The problem of consider-

ing the multiple parameters is the high number of scheduling

Fig. 5: Trajectory of the reduced-dimension scheduling vari-

able and the corresponding polytopic.
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Fig. 6: Comparison of lateral offset error generated by LTI

and LPV lateral control with longitudinal control.

variables and the resulting computational complexity. The

PCA-based parameter reduction was exploited to remedy

the problem. From the simulation results with CarSim, we

validated the effectiveness of the proposed algorithm for

lane-keeping maneuvering on the interchange road. It is

expected that the proposed system is suitable to improve the

performance of lateral control in autonomous driving.
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