Viscoelastic fluids exhibit an array of properties that differentiate them from Newtonian fluids like water [1–3]. Striking differences in flow behavior are observed due to the presence of mesoscopic constituents such as polymers that introduce an elasticity into an otherwise viscous system. Especially the formation of viscoelastic filaments has attracted much attention. The obvious importance of viscoelastic filaments for fibre spinning [4, 5] has become a benchmark problem for testing viscoelastic fluid mechanics [6–12]. When pushing a polymeric liquid out of a syringe, instead of breaking off at the orifice by a Rayleigh-Plateau instability to form a drop as a Newtonian fluid does [13, 14], long and slender filaments form that are very long-lived. These subsequently undergo spectacular beads-on-a-string (BOAS) [15–20] and blistering [21–23] instabilities while undergoing capillary thinning. Such BOAS instabilities can be viewed as the viscoelastic equivalent of the Rayleigh instability. However, due to the elasticity of the filaments these do not break up until very late times. Recently, instabilities strikingly similar to the BOAS structure have been observed on filaments made of very soft elastic gels [24] that do not break up at all. This poses the question how to connect the dynamical behavior of viscoelastic liquids to that of soft elastic solids.

Very recent theory by Snoeijer et al. [25] and Eggers et al. [26] investigates this question in detail. In the generic models for the flow of viscoelastic polymeric liquids, one has to adopt a Lagrangian reference frame: the polymers that are being stretched move with the fluid and are stretched by velocity gradients in the moving fluid. For elasticity theory, on the other hand, the reference frame is Eulerian, and all the deformations are calculated in the laboratory frame of reference. These recent theories show that the two reference frames can be mapped onto each other (at least for some explicit models for polymeric fluids) by considering the relaxation time scale \( \lambda \) of the polymer. When this relaxation time goes to infinity, the deformations calculated in the moving reference frame for polymeric fluids simplify to purely elastic (but non-linear) deformations in the elastic models. The most striking conclusion is that in practice the instability is identical between purely elastic and viscoelastic materials. For instance, for the pertinent example of the BOAS structure the prediction is that the interface shapes dictated by the instabilities converge to an identical similarity solution for low-viscosity viscoelastic fluids and highly elastic gels. We thereby bridge the gap between very fluid and strongly elastic materials. In addition, we provide direct evidence that by late time an additional filament instability occurs due to a dynamical phase separation.

![FIG. 1. Timelapse photographs of blue coloured droplets of HA (3 mL volume), on a glass substrate, prepared at pH 2.5 representing the elastic state (a, upper panel) and at pH 7 representing the fluid state (b, lower panel). The fluid solution spreads like a liquid, while the elastic sample only flows on a time scale of minutes. The scale represents 15 mm.](image-url)
We take advantage of the fact that the viscoelastic properties of the biopolymer Hyaluronic Acid (HA) can be tuned by means of its pH [28], and study the effect of elasticity on filament instabilities. HA solutions were prepared following a frequently used protocol [28, 29]. 1 wt.% HA solutions were prepared using Hyaluronic Acid sodium salt powder from Streptococcus Equi bacteria (1.5−1.8 MDa, Sigma Aldrich) in distilled water, together with a fixed NaCl concentration (0.15 M) and HCl concentrations ranging from 0 to 50 mM to obtain pH values from 1.6 to 7. Samples were vortexed for a few seconds to ensure mixing of the ingredients and homogenized under modest rotation during a period of 5 days. As illustrated in Fig. 1, the viscoelastic behavior of HA solutions strongly depends on the pH. Samples prepared at pH values from 1.6−1.9 and 3−7 form a fluid state and spread like a liquid, while an elastic state forms at pH 2.5 that retains its shape and only deforms significantly on a time scale of minutes. Oscillatory shear rheology at 0.5 Hz and a strain amplitude of 0.5%, well within the linear regime of HA (see Supp Fig. 1 [30]), also shows that at pH 2.5 an increase of the storage modulus of more than two orders of magnitude occurs (see Fig. 2(c) and Supp Fig. 2 for experimental details [30]). For both lower and higher pH values than 2.5, the viscoelastic gel becomes a viscoelastic liquid. In the remainder we use the term ‘elastic’ state for the solution state at pH 2.5 and for the other pH ‘fluid’ state. Such responsiveness of biopolymers is of relevance biologically and consequently observed in various biological systems such as curvature driven instabilities of lipid bilayer membranes [31], crawling cells [32], and plays a role in the fabrication of scaffolds in tissue engineering [33, 34], 3D cell cultures [35, 36], but also in electrospun nanofibers [4, 37], and in 3D printing [38]. In a number of these examples, one observes the formation of filaments which are prone to the capillary instabilities that we investigate here.

To study the extensional thinning and destabilization of HA filaments for different pH values, we use a custom built filament stretching rheometer (see Supp. Fig. 3 for sketch of set-up and experimental details [30]), similar to the one described in [12, 39]. A small sample of 40 µL fluid is initially placed between two circular end plates ($D_0 = 5$ mm and $L_0 = 2.5$ mm) which are moved apart at a slow and constant velocity of 0.1 mm/s until the bridge breaks due to surface tension (the low velocity does not introduce any additional velocity in the problem). The evolution of the liquid bridge is recorded with a fast camera (Phantom V77) allowing frame rates up to 10,000 frames per second. The camera is equipped with a microscope tube lens, with an objective up to 12x magnification (Navitar) and a spatial resolution of 3 µm per pixel. The setup is placed in a closed chamber (80% RH) to prevent evaporation during the measurements.

Figure 2(a) shows typical photographs of the break up dynamics for the fluid state (blue, at pH 7) and the elastic state (purple, at pH 2.5) and the corresponding thread radius as a function of time in a semi logarithmic plot (b), where also an intermediate state is added at pH 2.8 and 2.2 (violet) to emphasize the tunability of HA (see Supp. Fig. 4 [30] for the thread radius as function of time for all pH for the corresponding break up pictures see Supp. Fig. 5 in [30]). The observed filament thinning of the HA solutions with different pH can be separated into three regimes. We first observe a power-law regime (I) where the neck thinning is similar to that of a power law fluid following a visco-capillary balance [9, 12, 40−42]. The break up pictures in Fig. 2(a) designated by (i) correspond to this regime. This regime follows $D_{\text{min}} = (t_b - t)^{\alpha}$ [43], indicated by the black dashed
The filament, illary regime (II) defined by the exponential thinning of the polymer, eventually an exponential regime is reached where a long thinning regime by the shear thinning [7, 39]. Subsequently, an exponential regime is reached where a long thinning regime by the shear thinning [7, 39].

FIG. 3. (a) BOAS instabilities are observed when the growth rate of the Plateau-Rayleigh instability is smaller than the inverse characteristic time of the polymer ($\lambda_0^{-1} > \omega R$); for pH 2.5, no bead is formed (the color gradient is the same as in Fig. 2). (b) Viscoelastic moduli at pH 2.8 as function of fre-

FIG. 4. Time evolution of the filament shapes in (a) the elastic (pH 2.5, $\gamma/GD_0=1.8$), 12.5 s between each profile and (b) the fluid states (pH 7, $\gamma/GD_0=40.2$), 10 ms between each profile. (Right) The same profiles but rescaled by the minimum neck radius $R_{\text{min}}$ and with $z_0$ the location for which the experimental profiles are collapsing. The universal self-similar solution is the black line.
then still be controlled by viscous rather than elastic forces, and induced by local symmetry breaking in the fluid neck \[18, 46\], as for low-viscosity polymer solutions. In the experiments, BOAS indeed always start by a symmetry breaking in the filament from which a bead forms together with the formation of the elastic string. In Fig. 3 we compare the experimentally observed growth rate of the Rayleigh-Plateau instability \(\omega_R\) with the inverse relaxation time \(\lambda_0^{-1}\), which is a quantitative criterion for the occurrence of a fluid BOAS instability \[18, 46\]: a bead is formed until \(\omega_R > \lambda_0^{-1}\). The growth rate is determined from the initial perturbation in the very beginning of regime \[18, 46\], and further details for the determination of the growth rate can be found in Supp. Fig. 8 \[30\]. While for most of the HA solutions a similar growth rate is observed, the relaxation time \(\lambda_0\) strongly increases when the pH approaches 2.5 (elastic state). This causes \(\omega_R \sim \lambda_0^{-1}\), preventing a BOAS structure to occur.

We now focus on the detailed comparison with the elastic and viscoelastic theories \[26, 27\] for the shape of the interface. Figure 4 shows the interface profiles during the filament thinning and near the main drop attached to the plate, that forms due to capillary instability. As time progresses, the neck region connecting the thread with the drop becomes steeper and converges to a universal shape. Comparing these interface shapes to the recent elastic and viscoelastic calculations using the Oldroyd-B model for viscoelastic fluids and neo-Hookean calculations for elastic solids, we find an excellent agreement: all converge to the same universal self-similar solution profile (black line) showing that indeed the elastic and viscoelastic instabilities have the exact same signature.

Finally, we focus on the last stages of the breakup, where yet another instability is observed. Fig. 2(a) shows that in the last photos before the break up indicated by (iv), blistering patterns are observed at all pH values. These may superficially look somewhat similar to the BOAS instabilities, but it has been argued recently that the origin is very different, namely a partial phase separation between the polymer and the solvent that is induced by the stretching \[16, 17\]. For dilute polymer solutions, this has been observed to happen \[16\] below a critical filament diameter \(D_c = \sqrt{\Delta/\dot{\varepsilon}} = \sqrt{3\Delta \lambda_0}\), with \(\dot{\varepsilon}\) being the stretching rate defined as \(\dot{\varepsilon} = 1/3\lambda_0\) and \(\Delta = k_B T/6\pi \eta_s a\) \[17\], with \(a\) being the polymer radius and \(\eta_s\) the viscosity of the solvent. This calculation compares the time scale of advection of concentration heterogeneities to their homogenization by diffusion. We observed that in our much more concentrated system, the flow-concentration coupling must be substantially more complicated than assumed by the above calculation. When we put the numbers of our system in this calculation we find for pH 2.5 that the critical radius should be on the order of 10 nm, whereas the data shows the emergence of blistering at a radius that is approximately three orders of magnitude larger (see Fig. 3(a)). This therefore necessitates further theoretical study. The fact that the idea of flow-induced phase separation is nevertheless the correct one follows from the qualitative observation that the pearling instability appears sooner when stretching the filament faster, i.e. at higher \(\dot{\varepsilon}\). One typical example is Fig. 4(b,c) where we show that, provided the stretching is fast enough, the phase separation is even directly visible in our experiments. The blisters remain smooth and contain mostly solvent, whereas the filament itself becomes rough because it is highly concentrated in polymer. The roughness of the filament is not an evaporation effect: the emergence of the blisters on a solid string is reversible (supplemental video 1).

In conclusion, we have used a material with tunable viscoelasticity to bridge the gap between very fluid, viscoelastic and elastic polymeric materials. We have studied the process of filament formation and its ensuing instabilities, and have developed a quantitative understanding of the rich dynamics of the different processes that occur. Perhaps surprisingly, viscoelastic fluid mechanics and solid mechanics lead to a unified description of the dynamics, that is borne out in notably the interface profiles of the BOAS structure. These are first observed to have a shape given by both elastic and viscoelastic theory, that at later times converges to the universal interface profile, and agrees excellently with the theoretical prediction for this profile. These results open the way to a better understanding of the correspondence between fluid-mechanical theories that operate in a Lagrangian frame of reference and elasticity theory that uses the Eulerian reference frame. In addition, the understanding and control of the surface instabilities can have important repercussions for both fibre spinning of regular polymers \[4, 5\], and a wealth of instabilities observed for biopolymer systems similar to the one studied here \[35, 48\].

We thank J. Eggers and J. Snoeijer for helpful discus-
sions and R. Bosschaert for performing pilot experiments. A.D. acknowledges the funding from the Horizon 2020 program under the Individual Marie Skłodowska-Curie fellowship number 798455. The work of F.B G.H.K., and D.B. is part of the IPP project Hybrid Soft Materials carried out under an agreement with Unilever Research and Development B.V. and NWO.


[30] See Supplemental Material [url] for more details on the experimental methods, the oscillatory shear measurements, the breakup dynamics of all the solutions at different pH, the shear and extensional rheology behaviour in Regime I, the break up dynamics of the fluid state and the extensional rates for both the ‘fluid’ and ‘elastic’ state extracted from the break up dynamics.

SUPPLEMENTAL MATERIAL
FOR
“CAPILLARY THINNING OF ELASTIC AND VISCOELASTIC THREAD: FROM ELASTOCAPILLARITY TO PHASE SEPARATION”

This section provides supporting figures to accompany the main text; it gives more details on the experimental methods, the oscillatory shear measurements, the breakup dynamics of all the solutions at different pH, the shear and extensional rheology behaviour in Regime I, the break up dynamics of the fluid state and the extensional rates for both the ‘fluid’ and ‘elastic’ states extracted from the break up dynamics.

Supplementary Note 1: Rheology measurements

Rheology measurements were performed with a stress-controlled rheometer (Anton Paar MCR 302), equipped with a cone plate geometry with a diameter of 50 mm and cone angle of 1°. The experiments were performed at a gap size of 52 µm and at a temperature of 22 °C set by a Peltier system. A humidity chamber around the geometry allow us to suppress evaporation during the whole measurement. Samples are left to equilibrate for 5 days to reach homogeneity and were loaded in the rheometer geometry using a spatula. After (thermal) equilibration measurements were performed. The elastic and viscous shear moduli were probed by performing oscillatory shear measurements at an oscillation frequency of 0.5 Hz and a strain amplitude of 0.5%, which is well within the linear viscoelastic regime for HA (see SUPPL. FIG.1.). The average reported is the representative of at least three independent measurements. The steady shear experiments were performed by carrying out a shear rate sweep from \( 1 \cdot 10^{-2} \) to 1000 s\(^{-1}\). The flow curves were fitted to power law following \( \sigma = K\gamma^n \), with \( K \) the flow consistency index. The reported results are averages of at least three measurements for each pH. For each sample, the pH was measured using a pH meter (Hanna Instruments).
Sup. Fig. 1. Strain sweeps for the fluid state, intermediate state and elastic state. Further oscillatory shear measurements are well performed within the linear viscoelastic regime of HA.

Sup. Fig. 2. (a-h) Oscillatory shear measurements of all pH, showing that the viscoelastic behaviour of HA strongly depends on the pH. The elastic and viscous moduli at f = 0.5 Hz and a strain amplitude of 0.5%. For the measurements at the pH of 2.2, 2.8 and 2.5, measurements needed to be performed at lower frequencies to observe the cross over point between G’ and G".
Sup. Fig. 3. Sketch of experimental set up (not to scale) to create a purely extensional flow to study the extensional thinning and destabilization of HA filaments. A rheometer (Anton paar, MCR 302) was used as the building block of the device. A rheometer geometry plate with a diameter of 5 mm was used, the lower plate having the same diameter. The upper plate can be pulled vertically at a constant velocity until the capillary bridge breaks. The Peltier cell allows us to impose the temperature of the sample during the elongational process at a constant speed. The evolution of the liquid bridge is recorded with a fast camera (Phantom V7) allowing frame rates up to 10,000 frames per second. The camera is equipped with a microscope tube lens, with an objective up to 12x magnification (Navitar) and a spatial resolution of 3 µm per pixel. The whole setup is placed in a chamber and is continuously flushed with humid air (80% RH) to prevent evaporation during the measurement.

Sup. Fig. 4. Minimum filament diameter normalized by the initial bridge size for all pH. The dynamics of the solutions with pH 1.6, 1.9, 3, 5 and 7 are similar and therefore categorized as ‘fluid’ state in the main text. The dynamics of pH 2.2 and 2.8 are also similar and categorized as the ‘intermediate’ state. The solution at pH 2.5 shows the most elastic behaviour and is called the ‘elastic’ state.
Sup. Fig. 5. Photographs of the breakup neck dynamics of the ‘intermediate’ state at pH 2.8. The numbers in the pictures correspond to the different regimes; (i) the power law fluid regime (I), (ii) the exponential thinning regime (II) where a slender filament and symmetry breaking occurs, (iii) and (iv) show the BOAS and blistering instabilities respectively, which occur in the regime where the extensional viscosity is saturated (III).

Sup. Fig. 6. (a) Normalized minimum neck diameter $D_{\text{min}}/D_0$ as a function of time $t_b - t$, where $t_b$ is the breakup time. The first part of the breakup dynamics in Regime I (main text) is plotted. The neck thinning is similar to that of a power-law fluid. This regime (I) (see main text) follows $D_{\text{min}} = (t_b - t)\alpha$, indicated by the black dashed fit, where $\alpha$ depends on the viscous or inviscid character of the fluid. The $\alpha$ values corresponding to the fluid and elastic state (blue and purple) are respectively 0.3 and 0.9. These power law exponents from the break up dynamics correspond to the power law exponents from the shear-thinning regime of the flow curve of the steady shear experiments (b) that follows $\sigma = K\gamma^{\alpha}$, with $K$ the flow consistency index. The grey coloured areas correspond to the fitted area in (a) and to the typical deformation rates of both solutions deduced from SUPPL. FIG. 3. (red)
Sup. Fig. 7. Normalized minimum neck diameter $D_{\text{min}}/D_0$ and the corresponding extensional rates $\dot{\varepsilon}$ as a function of time for (a) the fluid state at pH 7 with an inset where the last part of the breakup can be observed in more detail and (b) the elastic state at pH 2.5. The extensional rate is directly obtained from the evolution of the filament diameter as $\dot{\varepsilon} = -2\frac{D_{\text{min}}}{D_0}\frac{dD_{\text{min}}}{dt}$. From the extensional rate the different regimes can clearly be distinguished. The extensional rate increases as the neck diameter decreases corresponding to the powerlaw regime (I). Subsequently, the extensional rate is increasing and reaching a constant value where a long and slender filament is formed corresponding to the exponential thinning regime (II). After this regime, the extensional rate keeps increasing. This leads to an even steeper exponential decay (regime III) and eventually causing the breakup of the filament. Higher values of the extensional rate are found for the fluid state as this in agreement with smaller relaxation times (of milliseconds compared to seconds in the elastic state).

Sup. Fig. 8. (a) Minimum neck radius versus time in the different material state (different pH), where $t_0$ is the extrapolated time at which pinch off would take place without the visco-elasto-capillary regime. Same colored code as in the main text. (b) The red straight lines are exponential fits to the disturbance amplitude $1 - D_{\text{min}}/D_0$ in the very initial times of the thinning dynamics, from which we extracted the growth rates reported in Fig. 3 of the main text.