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Abstract
In this paper, a two-scale approach for elastic shape optimization of fine-scale structures in additive manufacturing is
investigated. To this end, a free material optimization is performed on the macro-scale restricting to isotropic elasticity
tensors in a set of microscopically realizable tensors. A database of these realizable tensors and their cost values is
obtained with a shape and topology optimization procedure on microscopic cells, working within a fixed set of elasticity
tensors samples. This microscopic optimization takes into account manufacturability constraints via predefined material
bridges to neighbouring cells at the faces of the microscopic fundamental cell. For the actual additive manufacturing
on a chosen fine scale, a piecewise constant elasticity tensor ansatz on the grid cells of a macroscopic mesh is applied.
The macroscopic optimization is performed in an efficient online phase, during which the associated cell-wise optimal
material patterns are retrieved from the database that was computed offline. For that, the set of admissible realizable
elasticity tensors is parametrized using tensor product cubic B-splines over the unit square matching the precomputed
samples. This representation is then efficiently used in an interior point method for the free material optimization on the
macro-scale.
Keywords. elastic shape optimization, phase-field model, homogenization, additive manufacturing
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Introduction

We study shape optimization in linear elasticity with the constraint that the resulting shape should be additively manufactured. To this end, we combine a free material optimization approach on the macro-scale with a topology and shape
optimization approach on the micro-scale.
The macroscopic problem selects in each discretization cell an isotropic elasticity tensor within an admissible set
determined by realizable microstructures. Besides a macroscopic elasticity problem, for the local cost of an elasticity
tensor, we take into account the volume occupied by hard material and the perimeter as a regularizer, which can be
interpreted as introducing manufacturing costs for the production and processing of the object surface. Note that the
volume and the perimeter arise from the corresponding microcell. Thus, in order to efficiently solve the macroscopic
problem, the information of the microscopic problems are stored in a precomputed database.
The microscopic problem determines the set of elasticity tensors that can be realized as homogenized tensors of a
specific class of microscopic material patterns. This class is tailored to manufacturability and in particular ensures compatibility between adjacent macroscopic cells by requiring the presence of predefined material bridges at all boundaries.
We stress that in standard two-scale approaches based on the theory of homogenization microstructures are only required
to be periodic, so that mixing different microstructures leads to discontinuities at the boundaries, unless boundary layers
on an additional, intermediate scale are introduced. Both options hamper manufacturability and strongly limit the applicability of the obtained patterns. Note that also in the case of two elastic phases with different, non degenerate material
properties, a simple connection of adjacent cells without appropriate boundary conditions does not allow a proper transfer
of stresses. Because of the predefined material bridges, our approach, in contrast, ensures that any two microstructures
are compatible on the boundaries of the microcells. This directly allows manufacturability without post-processing of the
original microstructures.
Numerically, the microscopic problem is very time consuming, and therefore it is performed offline. It consists of
a shape and topology optimization procedure in which the effective elasticity tensors and the associated local costs are
precomputed. They are then used for efficient online free material optimization on the macro-scale, where, for simplicity,
we restrict to locally isotropic elasticity tensors.
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In general, for elastic bodies subjected to external surface loadings, it is well-known that shape optimization problems
typically lead to the formation of microstructures, see e.g. the textbook by Allaire [1]. More precisely, the associated
variational problem is in general ill-posed. As a remedy, relaxation theory is usually applied with composite materials
on a micro-scale and effective macroscopic elasticity tensors resulting from a microscopic mixture of the involved constituents. Homogenization theory as presented in Cioranescu and Donato [18] or Milton [30] is then applied to derive
the effective material properties of a composite elastic material with two phases, e.g. soft and hard. Using the G-closure
theory as detailed in Cherkaev [17], it can be shown that a nested lamination structure realizes the minimal value of the
compliance functional. These optimal constructions are usually not unique and entirely different microstructures might
lead to identical macroscopic material properties. Most of these structures are purely theoretical and can not be realized
via additive manufacturing.
Additive manufacturing. Driven by the rapid development of 3D printing devices, the design of microscopic material
patterns, which can be used in an additive manufacturing approach as building blocks of a macroscopic workpiece, recently attracted significant attention. Panetta et al. [34] proposed a class of 3D printable fine-scale structures on cubic
fundamental cells consisting of a topologically restricted truss geometry with trusses of varying thicknesses and flexible
node positions. Thereby a tetrahedral symmetry was taken into account on the fundamental cells. This does not necessarily lead to isotropic homogenized elasticity tensors as mentioned in the paper. Schumacher et al. [36] used harmonic
displacements introduced in [25] to optimize the cell microstructures. Martinez et al. [27] proposed so called Voronoi
foams to generate printable microstructures. In [48], Zhu et al. solved a macroscopic material optimization problem
making use of a level set representation of microscopic shapes with effective macroscopically isotropic material parameters and given volume fractions. Allaire et al. [7, 20] investigated the shape and topology optimization of a perforated
material, which is macroscopically modulated and oriented. To this end, they first computed the homogenized properties of a certain class of microstructures. Then, they optimized the homogenized elastic parameters in the sense of a
restricted free material optimization problem. In the end, they properly placed the resulting local material pattern in a
globally consistent way. Schury et al. [37] used inverse homogenization to generate microstructures. They solved the
macroscopic problem with a free material optimization procedure. In a post-processing step they incorporated connectivity constraints. Valentin et al. [39] implemented hierachical B-splines on sparse grids to interpolate Cholesky factors of
the parametrized materials on the microcells. Groen et al. [21] proposed a projection of rotationally symmetric spatially
varying microstructures to generate two-dimensional lattice materials. Ferrer et al. [19] precomputed in 2D an offline
dictionary of optimal microstructures w.r.t. input stresses represented on the two-dimensional sphere. Zhou et al. [47]
applied a shape metamorphosis to properly connect adjacent microcells. Finally, we refer to the recent review article by
Wu et al. [44] about topology optimization of multi-scale structures.
Hashin–Shtrikman bounds. If we only consider homogenized elasticity tensors which are isotropic, the well-known
Hashin–Shtrikman bounds [24] provide an estimate for the set of achievable pairs of parameters. Precisely, all possible
pairs of Poisson’s ratio ν and Young’s modulus E are situated in a triangle with base r0, 1s on the ν axes. To achieve
arbitrary pairs pν, Eq in this triangle, nested laminated microstructures have to be taken into account [29]. As far as
we know, the precise subset of material parameters which can be attained by a microstructure inside the triangle given
by the Hashin–Shtrikman bounds is unknown. Recently, in [33], specific microstructures have been studied to explore
the Hashin–Shtrikman bounds. More precisely, the authors verified numerically that a specific class of microstructures
exhausts a large range of the possible isotropic homogenized elasticity tensors. In particular, for zero stiffness of the soft
material and positive Poisson’s ratio, these microstructures experimentally seem to allow a fairly close approximation
of the Hashin–Shtrikman bounds. In [28], certain microstructure symmetries are shown to imply symmetries of the
homogenized elasticity tensor. Furthermore, crystal symmetries have been used to study Hashin–Shtrikman bounds in
[45].
Shape optimization tools. For shape and topology optimization, the implicit representation of shapes via level sets
proved to be very powerful as investigated by Allaire and coworkers [2, 3, 6, 8] as well as Wang et al. [41]. The homogenization method was used in the seminal paper by Bendsøe et al. [12] for the numerical solution of an elastic shape
optimization problem. Optimal microstructures have been explored by Guedes et al. [22] to achieve approximative bounds
on the elastic energy. An alternating two-scale optimization was proposed by Barbarosie et al. [11]. In [4], Allaire et al.
studied the optimization of multi-phase materials with a regularization of the shape derivative in the level set context. In
this paper, we consider an implicit description of a microscopic shape via a phase-field approach using the double well
approach by Modica and Mortola [31]. This approach has been employed in elastic shape optimization by Wang and
Zhou [46], Blanck et al. [13, 14] using linearized elasticity, and in [35] in the context of nonlinear elasticity. Guo et
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al. [23] described the characteristic function of the object by the composition of a smoothed Heaviside function with a
level-set function, where the smoothed Heaviside function acts like a phase-field profile. Wei and Wang [43] encoded
the object via a piecewise constant level set function closely related to the phase-field approach. An equality constraint
for the volume can either be ensured by a Cahn–Hilliard-type H´1 -gradient flow [46] or a Lagrange-multiplier ansatz
[9, 15, 26]. An inequality constraint for the volume of the elastic object has been implemented in [41, 42, 23] using a
Lagrange multiplier approach. In general, shape optimization problems of the above type are ill-posed, since minimizing
sequences of characteristic functions associated with elastic objects do not necessarily converge in a weak topology to an
elastic object. We refer to [1, Theorem 4.1.2] for a detailed treatment of this point. To avoid this ill-posedness, the void
phase is typically replaced by some weak material and a perimeter penalty is added to the objective functional (cf . [10]
for a scalar problem). In [38], Stingl et al. proposed a convex semidefinite programming method for a free material optimization, where inequality constraints on the elasticity tensor are taken into account. Finally, we refer to the recent survey
article [5].
Organization. The paper is organized as follows. In Section 2, we review the modeling of two-scale elasticity. This in
particular includes the formulation of a corrector problem including a manufacturability constraint. This corrector problem has to be solved to identify the homogenized macroscopic elasticity tensor for a given periodic microscopic material
pattern. Section 3 investigates the microscopic shape and topology optimization using a phase-field approximation. We
show numerical results of the offline fine-scale optimization in Section 4. Then, in Section 5 the restricted free material
optimization approach on the macro-scale is discussed. Here, we describe how to define a regular parameterization of admissible effective isotropic material parameters and associated cost values based on a strategy for the sampling of elasticity
tensors. Furthermore, we discuss how to realize an approximation of a workpiece with optimal homogenized macroscopic
elastic material properties with an additively manufactured fine-scale pattern based on a specific isotropic elastic material.
Finally, we present numerical results of macroscopically optimized workpieces with additively manufacturable fine-scale
structures in Section 6.

2

A two-scale elasticity model with manufacturability constraint

Let us consider a bounded macroscopic domain D Ă Rd (d “ 2, 3) describing an elastic workpiece with total free energy
Etot rC , Us B Eelast rC , Us ´ Epot rUs, where
ż
ż
ż
C εrUs : εrUs dx , Epot rUs B
f ¨ U dx `
g ¨ U da
Eelast rC , Us B 21
D

D

ΓN

are the stored elastic energy of linearized elasticity and the potential energy, respectively, and εpUq B 21 pDUT ` DUq
pDqd and
is the strain tensor with DU denoting the Jacobian (the weak differential) of the displacement U P UB ` HΓ1,2
D
ř
dˆd
C A : B B i, j,k,l Ci jkl Ai j Bkl for A, B P R . The boundary BD is split into a Dirichlet boundary ΓD and a Neumann
boundary ΓN , HΓ1,2
pDqd is the space of displacements with square integrable Jacobian which vanish on ΓD , and UB is a
D
fixed extension of sufficiently smooth Dirichlet data.
The elasticity tensor is assumed to depend on the geometry at a fine-scale  ą 0,
`
˘
C pxq “ C x, x

with Cpx, yq “ χpx, yqC1 ` p1 ´ χpx, yqqC2 , where χ : D ˆ Rd Ñ t0, 1u; px, yq ÞÑ χpx, yq with χ being Q-periodic
in y with Q B r0, 1sd , which reads as χpx, y ` Zd q “ χpx, yq. In fact, χpx, ¨q is considered as a characteristic function
describing a local fine-scale geometry on the unit cube Q and the two tensors C1 and C2 are the elasticity tensors on
the two material phases identified by tχpx, ¨q “ 1u and tχpx, ¨q “ 0u, respectively. In our application, we assume for
simplicity that the elasticity on the fine-scale is of Lamé-Navier type with a hard and a soft phase, i.e.
`
`
˘˘
C1 B κδi j δkl ` µ δik δ jl ` δil δk j ´ d2 δi j δkl i, j,k,l“1,...,d , C2 B δC1
(1)
where µ denotes the shear modulus, κ the bulk modulus and 0 ă δ ! 1. For our application it will be more convenient to
take into account Poisson’s ratio ν and Young’s modulus E, which are given by
ν“

κ´µ
κ`µ ,

E“

4κµ
κ`µ

for d “ 2 and ν “

3κ´2µ
6κ`2µ ,

E“

9κµ
3κ`µ

for d “ 3 .

In the entire paper we assume that C1 and C2 are both bounded and coercive (which ensures well-posedness of the elastic
problem since δ ą 0). Note that the case δ “ 0 would correspond to a pure void material, which is replaced by a very soft
material with relative stiffness δ ! 1.
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Effective, homogenized macroscopic elasticity. It is known from homogenization theory that in the limit  Ñ 0, a
4
linearized elasticity model is observed with an effective elasticity tensor field C˚ : D Ñ Rd with C˚ depending on
˚
˚
the material microstructure described by χpx, ¨q. We write C pxq “ C rχpx, ¨qs for any χpx, ¨q P L8 pQ; t0, 1uq. The
effective elasticity tensor field C˚ is bounded and coercive, fulfills the symmetries C˚i jkl “ C˚jikl “ C˚i jlk “ C˚kli j for all
i, j, k, l “ 1, . . . , d, and is characterized by
ż
`
˘ `
˘
˚
Cpx, yq δkl ` εrukl pyqs : δi j ` εrui j pyqs dy
Ci jkl pxq “
Q

kl

with u P

H71,2 pQqd

solving the corrector problem given by
ż
ÿ
`
˘
Ci jmn px, yq δmk δnl ` εmn rukl pyqs εi j rφpyqs dy
0“
Q i, j,m,n“1,...,d

ş
1,2
for all φ P H71,2 pQqd . Here, H71,2 pQqd “ tu P Hloc
pRd qd | Q upyq dy “ 0 , upy`Zd q “ upyqu is the set of displacements
in the Sobolev space of locally square integrable Jacobian, which are Q periodic and have mean value zero. Further, C˚
depends continuously on χ, with respect to the strong L1 pQq norm [1, Lemma 2.1.6].
We remark that the case of a hard and a void phase (δ “ 0) is more subtle. Indeed, the microscopic elastic domains
ty P Q | χpyq “ 1u might be disconnected and thus the corrector problem may not be solvable. We shall not address this
case in the present paper.
Manufacturability constraint. We take into account the additive manufacturability by enforcing material fixed bridges
at the boundary of the microscopic cubic domain Q. Assuming symmetries of these bridges at opposite faces, this
guarantees that different microstructures fit together at the boundaries. More precisely, we consider so-called bridge sets
B1 and B2 , which are assumed to be open Lipschitz subsets of Q with
BQ Ă BB1 Y BB2 , B1 X B2 “ H, H d´1 pBBi X BQq ą 0 for i “ 1, 2.
We stress that these sets are fixed and do not depend on the choice of the microstructure in the individual cell. Furthermore,
we assume that a bridge domain attached to one face of the cubic cell has a counterpart on the opposite face of the cell,
which coincides due to the periodicity of χ to the bridge structure in the neighbouring cell adjacent to the face, i.e. we
require
y P BBi X tyk “ 1u ô y ´ ek P BBi
with ek being the kth canonical basis vector in Rd . Practically relevant choices of the sets Bi have a simple form. In
Figure 1 we show three different examples for the bridge sets B1 and B2 , which we will study later numerically.

Figure 1: A sketch of three different manufacturability constraints on Q “ r0, 1s2 with the sets B1 (violet) and B2 (orange).
For each of them a three-by-three pattern of fine scale cells is displayed.
Finally, we are in the position to define the set of characteristic functions representing a manufacturable microstructure
w.r.t. the fixed bridge sets B1 and B2 by
B B tχ P BVpQ, t0, 1uq | χpxq “ 1 for a.e. x P B1 , χpxq “ 0 for a.e. x P B2 u .
We remark that other constraints are actually relevant to guarantee manufacturability, which are not explicitly enforced
in our model. Due to the perimeter regularization, the feature size is implicitly not allowed to become arbitrarily small.
Overhangs, which we will indeed observe in our numerical results, are not forbidden.
4
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Shape optimization on the micro-scale

In Section 2 we defined the effective elasticity tensors C˚ reflecting the material pattern described by a characteristic
function on the fundamental domain Q on the micro-scale. Now, we ask for which elasticity tensors C there exists a
microscopic material pattern in the class of manufacturable patterns with this tensor as the effective elasticity tensor, in
the sense that C “ C˚ rχs. Therefore, we aim to determine the underlying microscopic shape χ as the solution of an
optimization problem for a specific cost functional of an elastic shape optimization problem on the periodic unit cell. We
will first run this shape optimization problem in an offline phase for a sufficiently large set of elasticity tensors, and then
retrieve via interpolation suitable approximations for the set of realizable elasticity tensors and for the value of the cost
functional on this set. This will then be used in an online phase for the free material optimization given a particular load
scenario on the macro-scale.
To describe the material pattern on the macro-scale, we first define for a given effective elasticity tensor C the set of
characteristic functions χ representing a microscopic material pattern corresponding to C by
ˇ
)
!
ˇ
χ P B ˇ C “ C˚ rχs .
Note that this set might be empty, which means that the tensor C cannot be recovered by a characteristic function in B.
However, continuity of C˚ and the structure of B show that this set is closed with respect to the strong L1 pQq topology,
and hence also with respect to the weak BVpQq topology.
Now, on the micro-scale, we optimize the material distribution over this set. To this end, we introduce the associated
microscopic cost functional
ż
Jmicro rχs B cV Volrχs ` cP Perrχs “ cV
χpyq dy ` cP |Dχ|pQq ,
Q

where Volrχs B Q χ dy is the volume of ty P Q | χpyq “ 1u, Perrχs B |Dχ|pQq is the perimeter given by the total
variation of χ on Q, and cV ě 0, cP ą 0 are corresponding microscopic weights. Let us remark that cP ą 0 is needed
to ensure the well-posedness of the variational problem (cf . [35] for a proof in the case of nonlinear elasticity). In the
case cP “ 0, we do not expect existence of minimizers, as minimizing sequences only converge weakly in Lp pQq, and the
constraint χpyq P t0, 1u a.e. is lost in the limit. Next, we select one (arbitrary) minimizer of Jmicro
ş

χ˚ rCs P

arg min
χPB , C“C˚ rχs

Jmicro rχs .

(2)

Finally, we introduce a cost function jr¨s which gives the value of Jmicro on the microstructure χ chosen for a given C.
It takes into account the local mass and perimeter density which are required to realize a specific elasticity tensor on
the macroscopic domain. This value will be used as a cost density in the free material optimization approach on the
macro-scale in Section 5. Precisely,
ż
jrCs B Jmicro rχ˚ rCss “ cV
χ˚ rCspyq dy ` cP |Dχ˚ rCs|pQq
(3)
Q

for C P Creal , and jrCs “ 8 for C < Creal , where Creal denotes the set of realizable effective elasticity tensors. Here,
in the evaluation of the cost functional Jmicro and for the purpose of the definition of jrCs we replace the weight cP ą 0
by a possibly different weight cpP ě 0, because of the different scaling of the volume with d and the perimeter with
d´1 . This does not alter the definition of χ˚ rCs in (2), therefore jrCs reflects a possibly modified cost value for the
minimum of Jmicro rχs. Note that the method proposed here could be applied to recover any tensor C˚ on the full space
of all effective elasticity tensors, which is six-dimensional in 2d and 21-dimensional in 3d. For computational simplicity,
in our application, we will consider Cadm as the (two dimensional) space of isotropic elasticity tensors, which can be
parametrized over the bulk and shear modulus.
Phase-field approximation. A direct numerical treatment of the characteristic function χ P BVpQ, t0, 1uq is algorithmically quite demanding, therefore we replace it by a phase-field function v P H1,2 pQ, Rq allowing intermediate values
in p´1, 1q that are appropriately penalized. Correspondingly, the perimeter |Dχ|pQq is replaced by the Modica–Mortola
type functional
ż
σ|∇v|2 ` σ1 Wpvq dy ,
Lσ rvs B 12
Q
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where σ ą 0 describes the width of the diffuse interface between the soft and hard material phases (cf . [35]) and Wpvq B
9
2
2
16 pv ´ 1q has two minima at v “ ´1 and v “ 1. In the limit σ Ñ 0, the phase-field v is expected to lead to a
clear separation between two pure phases ´1 and 1 and Lσ is known to Γ-converge to the perimeter functional, defined
as 21 |Dv|pQq for v P BVpQ; t´1, 1uq, and 8 otherwise, see [16]. We correspondingly adapt the notion of the phase
dependent elasticity tensor Crvspyq “ χrvpyqsC1 ` p1 ´ χrvpyqsqC2 . Here the characteristic function χ has been replaced
1
by its approximation via the phase-field variable v, which we take to be χrvs B 16
p1 ` vq4 . Note that due to the Γconvergence of Lσ , the exact choice of χrvs does not matter in the limit σ Ñ 0 as long as χr´1s “ 0 and χr1s “ 1. Then
the stored elastic energy is redefined in terms of the phase-field function v and the displacement u as
ż
Crvsεpuq : εpuq dy.
Eelast rv, us B 12
Q

Now, we obtain the phase-field adapted effective elasticity tensor
ż
`
˘ `
˘
˚
Crvspyq δkl ` εrukl pyqs : δi j ` εrui j pyqs dy
Ci jkl rvs “
Q

where ukl P H71,2 pQqd solves the corrector problem
ż
0“

ÿ

Q i, j,m,n“1,...,d

`
˘
Ci jmn rvspyq δmk δnl ` εmn rukl pyqs εi j rφpyqs dy

for all φ P H71,2 pQqd . Next, to encode the printability constraint given by the sets B1 and B2 , we remark that a phase-field
function v P H1,2 pQq is not allowed to jump. Instead, v should perform a transition between B1 and B2 on a length scale
σ. Thus, we define the set
Bσ B tv P H1,2 pQq | v “ 1 on B1 , v “ ´1 on B2 zBσ pB1 qu ,
Ť
where Bσ pB1 q B xPB1 Bσ pxq denotes the set of points whose distance from the set B1 is smaller than σ. Finally, we
define the optimal phase-field v˚ rCs realizing an effective elasticity tensor C as
ˆ ż
˙
4
σ
1
p1
v˚,σ rCs B arg min
cV
`
vpyqq
dy
`
c
L
rvs
.
P
16
vPBσ , C“C˚ rvs

Q

The microscopic cost density used for the macroscopic optimization is defined as
ż
1
p1 ` v˚,σ rCspyqq4 dy ` cpP Lσ rv˚,σ rCss ,
jσ rCs B cV
16
Q

where cpP ě 0. Let us remark that in case cpP “ 0 the macroscopic optimization does not directly depend on the microscopic
perimeter but only indirectly via the choice of v˚,σ .
Remark (on the Γ-convergence of jσ ): As discussed above, the functionals Lş σ Γ´converge to the area functional with
respect to the strong L1 convergence [31, 16]. The growth of W implies that |vσ |ě2 |vσ |4 dy Ñ 0 along sequences with
bounded energy, so that the first term is continuous, and one can easily deduce that the functionals
ż
1
p1 ` vpyqq4 dy ` cP Lσ rvs
cV
(4)
16
Q

Γ´converge, in the limit σ Ñ 0, to the sharp-interface limit defined by
ż
1
1
p1 ` vpyqq4 dy ` cP |Dv|pQq
cV
16
2
Q

(5)

if v P BVpQ; t˘1uq, and 8 otherwise. Here, we are interested in the restrictions of these functionals to the space
XC :“ tv : C “ C˚ rvsu by setting them equal to 8 on the complement. The space XC is closed with respect to the strong
L1 convergence (see [1, Prop. 1.4.5]), therefore the Γ ´ lim inf inequality survives the restriction without any change. The
situation is, however, more complex for the Γ ´ lim sup inequality, as such restrictions pose constraints that the recovery
sequence must obey. Indeed, already in the (simpler) case of the gradient theory of phase transitions, if one restricts Lσ
6

ş
to those test function v that obey a certain volume constraint (for example prescribing the value of v dy), then special
care needs to be taken both in the density result and in the explicit construction of a recovery sequence in order to avoid
violating the constraint [32, Lemma 1 and Prop. 2]. The present case in which one prescribes the value of all components
of C˚ rvs is more complex: firstly, one does not prescribe a single scalar quantity but several, and secondly, these quantities
do not depend linearly on v. We assume here that for the relevant values of C the space XC is either empty or sufficiently
rich that a recovery sequence can be constructed. We expect this to be true if C is not on the boundary of the admissible
set. This assumption in turn implies that the restriction of (4) to XC Γ-converges to the restriction of (5) to the same
space. Similar comments apply (with heavier notation, but essentially the same difficulty) if one additionally restricts to
v P Bσ . Under these assumptions, for σ Ñ 0 we have (up to subsequences, and up to the choice of minimizer in (2))
χrv˚,σ s Ñ χ˚ rCs in Lp pQq, for any p P r1, 8q, and finally (as long as cpP “ cP ) jσ rCs Ñ jrCs. In our computations we
use jσ rCs as a cost density on the macro-scale.
Finite element discretization. To discretize our computational domain, which is always given by the unit cube Q “
r0, 1sd , we use in the case d “ 2 a uniform quadrilateral mesh and in the case d “ 3 a uniform hexahedral mesh. In both
cases, we denote by h is the corresponding mesh size, Kh the set of (quadrilateral or hexahedral) cells, and Nh the set
of nodes of the mesh. Then we define the space Vh of piecewise d-affine, continuous functions. We consider discrete
phase-fields vh P Vh . For an index α P Nh , we denote by φαh P Vh the nodal valued base function with φαh pγq “ δα pγq
Ý
Ý
for all γ P Nh . Furthermore, we denote by Ñ
v h “ ppÑ
v h qα qαPNh “ pvh pαqqαPNh the representation of vh at nodal values.
Then the admissible set of discrete phase-fields taking into account the material bridges is given by
Bσ,h B tvh P Vh | vh pαq “ 1 for all α P B1 , vh pαq “ ´1 for all α P B2 zBσ pB1 qu .
Ý
Moreover, we consider discrete correctors ukl
P Vhd and use the same notation Ñ
uh kl
h for the representation at nodal values.
h
To implement fully discrete functionals, we apply a tensor product Simpson quadrature rule. For each cell K P Kh , we
denote by S these quadrature points, ωpsq the quadrature weight for a single quadrature point s P S, and ypK, sq the
corresponding mapping to coordinates in Q. This allows to define a discrete version of the stored elastic energy by
ÿ
ÿ
|K|
ωpsq Crvh pypK, sqqsεpuh pypK, sqqq : εpuh pypK, sqqq.
Eelast,h rvh , uh s B 21
sPS

KPKh

First, for a fixed phase-field vh , we describe
scheme to compute a solution of the corrector problem. To this
´ the numerical
¯
` kl
˘
kl
kl
kl
by
and
a
right
hand
side
R
rv
s
“
R
rv
s
end, we define a system matrix Lh rvh s “ Lα,β rvh s
h
h
α
αPN d
h
d
α,βPNh

Lkl
α,β rvh s B
Rkl
α rvh s

ÿ

ÿ
|K|

KPKh

i, j,m,n“1,...,d

sPS

ÿ

ÿ

B´

|K|
KPKh

ÿ

ωpsq
ωpsq

β

Ci jmn rvh spypK, sqqεmn rφh pypK, sqqsεi j rφαh pypK, sqqs ,

ÿ
i, j,m,n“1,...,d

sPS

h

Ci jmn rvh spypK, sqqδmk δnl εi j rφαh pypK, sqqs .

and incorporating the mean value constraint
After applying the periodic boundary condition to Lkl
and Rkl
h
h
ukl
rvh s
h

the solution to the corrector problem
explicitly depending on vh is obtained by the linear system
kl
Rh rvh s. This allows to formulate a fully discrete version of the constraint C “ C˚ rχs by functions

kl
Q uh dy “
Ñ
Ý
kl
Lh rvh suh kl
h rvh s

ş

0,
“

ij

C
kl
gC
i jkl rvh s “ ĝi jkl rvh , uh rvh s, uh rvh ss ,
ij

where ĝC
explicitly depending on vh , ukl
, and uh is defined by
h
ijkl
ij

kl
ĝC
ijkl rvh , uh , uh s B

ÿ

ÿ
|K|

KPKh

sPS

`
˘ `
˘
ij
ωpsq Crvh spypK, sqq δkl ` εrukl
h pypK, sqqs : δi j ` εruh pypK, sqqs ´ Ci jkl .

Thus, we require gC
rv s “ 0 for all i, j, k, l. By symmetries of the effective elasticity tensor, it is sufficient to enforce
i jkl h
these constraints only on the corresponding Voigt tensor, i.e. we end up with six constraints in 2d and 21 constraints in 3d.
Now, a discrete versions of the microscopic cost functional is given by
ÿ
ÿ
`
`
˘˘
Jmicro,h rvh s B
|K|
ωpsq c16V p1 ` vh pypK, sqqq4 ` c2P σ|∇vh pypK, sqq|2 ` σ1 Wpvh pypK, sqqq .
KPKh

sPS
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Finally, we can formulate a fully discrete version of the shape optimization problem (2) by
v˚h rCs P

arg min
vh PBσ,h , gC
rv s“0
i jkl h

Jmicro,h rvh s .

(6)

For the numerical solution, we use the quasi-Newton BFGS method from the IPOPT package [40], which provides a
general interface to solve constraint minimization problems of the above type. Here, to solve (6), we also have to provide
the derivatives of Jmicro,h and gC
. Moreover, note that the condition vh P Bσ,h turns into simple nodal-valued box
i jkl
constraints. Here, the derivative of gi jkl rvh s is given by
d C
ij
kl
g rvh s “ Bvh ĝC
i jkl rvh , uh rvh s, uh rvh ss
dvh i jkl
ij

ij

ij

kl
C
kl
kl
` Bukl ĝC
i jkl rvh , uh rvh s, uh rvh ss Bvh uh rvh s ` Bui j ĝi jkl rvh , uh rvh s, uh rvh ss Bvh uh rvh s .
h

h

ij

By the definition of the corrector problems, we observe for the partial derivatives that Bukl ĝC
rv , ukl rvh s, uh rvh ss “ 0 and
i jkl h h
h

ij

Bui j ĝC
rv , ukl rvh s, uh rvh ss “ 0. Thus, we finally obtain that
ijkl h h
h

d C
ij
kl
g rvh s “ Bvh ĝC
i jkl rvh , uh rvh s, uh rvh ss .
dvh i jkl

4

Numerical results on the micro-scale

In this section, we will present several numerical results for the shape optimization problem (2). We will first discuss the
case d “ 2. For the discretization of the unit square r0, 1s2 Ă R2 , we use a mesh size of h “ 2´7 and σ “ 2h for the
interface width of the Modica–Mortola functional. We always choose material parameters µ “ 4, κ “ 6.67 for the stiff
phase, which corresponds to a Poisson’s ratio ν “ 0.25 and a Young’s modulus E “ 10. Furthermore, we use δ “ 10´4
as scaling factor for µ and κ to approximate the void material in the weak phase. Then, for a given volume fraction
θs P r0, 1s of the stiff phase, the upper Hashin–Shtrikman bounds (cf . [24]) for the bulk and shear modulus
κu “ κ `

1 ´ θs
1
pδ´1qκ

`

θs
λ`2µ

,

µu “ µ `

1 ´ θs
1
pδ´1qµ

`

2θs pd´1qpκ`2µq
pd2 `d´2qµpλ`2µq

a priori allow to restrict the range of possible realizable isotropic effective elasticity tensors to be located inside the triangle
spanned by the points pνmin , 0q, pνmax , 0q, and pνtop , Etop q with
$´
¯
#
& κu ´µu , 4κu µu
if d “ 2,
1 if d “ 2,
κ `µu κu `µu
¯
νmin “ ´1,
νmax “ 1
pνtop , Etop q “ ´ 3κu u ´2µ
9κ
µ
u
u
u
%
if d “ 3,
if d “ 3.
2
2κu `6µu , 3κu `µu
We shall consider the three examples in Figure 1 for the sets B1 and B2 that enforce the manufacturability constraint.
As stopping criterion for the IPOPT solver, we require that the overall residual is smaller than 10´10 . The typical CPU
time for one microstructure optimization is 103 sec, where points near the boundary usually converge slower than in the
interior.
Optimization for fixed volume fraction in 2d. First, we consider the optimization problem (2) for a parameter cV “ 0,
but with an additional volume constraint on the stiff phase. Note that we later do not use this specific type of problem. We
rather depict these solutions for comparison, since the classical G-closure set in the literature [17] is usually considered
for a fixed volume fraction. In Figure 2, we show the resulting point clouds in a pν, Eq-coordinate system for specific
volume fractions θs of the stiff phase.
Optimization of the volume fraction in 2d. Now, we consider the optimization problem (2) for a parameter cV “ 1,
i.e. we optimize the volume fraction of the stiff phase and add the perimeter functional to regularize the interface with a
penalty factor cP “ 0.05. In Figure 3 we compare three different manufacturability constraints given by different bridge
sets B1 and B2 . For the upper Hashin–Shtrikman bounds, which we again show as dashed lines, we choose a volume
fraction of θs “ 0.75.
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Figure 2: Set of realizable effective elasticity tensors (green point clouds) for different fixed volume fractions θs “ 0.3,
0.4, 0.5 and 0.6 (from left to right) of the stiff material. Dashed lines correspond to the upper Hashin-Shtrikman bounds
for the specific θs . For points colored in grey inside these bounds, we computationally did not observe an admissible fine
structure with our optimization procedure. Selected fine-scale structures are also shown for some extremal points.
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Figure 3: We compare point clouds approximating the set of realizable manufacturable materials (green) for several
manufacturability constraints. Certain homogenized material tensors are manufacturable, but require a higher volume
fraction than the initially chosen θs “ 0.75 (blue). In the case of bridges both in the corners and the center of the edges
(right), we obtain certain disconnected structures for the hard phase (yellow) which do not use all bridges. Trial points
inside the Hashin–Shtrikman bounds with no admissible solution are colored in gray.
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Optimization of the volume fraction in 3d. For the discretization of the unit cube r0, 1s3 Ă R3 , we use a mesh size
of h “ 2´5 . As for the other computations in 2d, we choose a Poisson’s ratio ν “ 0.25, a Young’s modulus E “ 10,
and δ “ 10´4 as scaling factor to approximate the void material. For the material bridges, we choose the set B1 at the
eight corners of the unit cube. In Figure 4, we show the resulting point cloud in the pν, Eq-coordinate system. As in
Figure 3, certain homogenized material tensors are manufacturable, but require a higher volume fraction than the initially
chosen θs “ 0.5 (blue). Furthermore, we obtain certain disconnected hard phase structures (yellow). Compared to the
two-dimensional case, we remark that the corresponding point cloud for a bridge set B1 in the six midfaces is essentially
smaller, whereas using bridges both around the corners and around the midpoints of the faces leads to a point cloud
with essentially disconnected structures. By a suitable reinitialization of initially disconnected, optimal microstructures
E
3

2

1

0

−1

−0.5

0

0.5

ν

Figure 4: We depict a point cloud in the pν, Eq-coordinate system approximating the set of realizable manufacturable
materials in 3d together with selected images of the associated hard phase.
(yellow dots) we will be able to enlarge the range of manufacturable material parameters (cf . Figure 6 in the next section).

5

Restricted free material optimization on the macro-scale

In this section, we consider an optimization problem on the macro-scale, where we optimize the macroscopic, linearized
4
elasticity model in a restricted free material optimization sense over elasticity tensor distributions C : D Ñ Rd ; x ÞÑ Crxs
with Crxs in a subclass of effective elasticity tensors arising from microscopic material patterns as described in Section 2
above. Based on computational results of the offline microscopic optimization this free material optimization is performed
very efficiently online for given load scenarios. To this end, we consider a macroscopic displacement U P UB ` HΓ1,2
pDqd
D
and a macroscopic total free energy Etot rC, Us B Eelast rC, Us ´ Epot rUs involving the stored elastic energy and the
potential energy
ż
ż
ż
Eelast rC, Us B 21
CεrUs : εrUs dx , Epot rUs B
f ¨ U dx `
g ¨ U da
D

D

ΓN

as in Section 2 above where now
Cpxq P Creal B tC P Cadm | C “ C˚ rχs , χ P Bu
and Cadm is the set of admissible elasticity tensors. As we have mentioned in Section 3, in our application, we will
consider for simplicity Cadm as the (two-dimensional) space of isotropic elasticity tensors, since the full space of all
possible elasticity tensors is too high dimensional. For this given Cadm , the set Creal has been identified in the offline phase
of our optimization approach as explained above. So far, note that we have only computed a discrete point cloud of the set
Creal , s.t. a suitable interpolation is required, which we will detail later in this section. We denote by UrCs the minimizer
of the total elastic energy over all U P UB ` HΓ1,2
pDqd . This couples the macroscopic free material optimization to the
D
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microscopic scale, since UrCs is the weak solution of the linearized elasticity problem with the inhomogeneous elasticity
tensor field C point-wise a.e. in Creal , which means that the elasticity tensor can be realized as an effective elasticity tensor
on the micro-scale.
Taking into account a cost functional JrUs, we ask for a minimizer of J subject to the constraint that U “ UrCs.
Possible macroscopic cost functionals are of compliance or tracking type, choosing
ż
Jcompl rUs B Epot rUs or Jtrack rUs B
|U ´ U0 |2 dx
Dtrack

for a given displacement U0 on a tracking domain Dtrack Ă D. In addition, we might want to minimize the weight of the
material phase with characteristic function χ or the density of the microscopic perimeter of the interface between material
phases, or a linear combination of the two. This is done via the function jrCs, which was defined in (3) as the sum (with
suitable coefficients cV and cpP ) of the microscopic material density and the microscopic perimeter density corresponding
to the considered microscopically optimal material distribution χ P B for which C is the effective elasticity tensor. For
details we refer to Section 3 on the microscopic optimization problem. The resulting total cost functional is then given by
ż
jrCpxqs dx ` Jmech rUrCss
Jmacro rCs “
D

with the mechanical cost functional Jmech being either Jcompl or Jtrack and j : Rd Ñ R0` , C ÞÑ jrCs being the cost
density which reflects the cost functional evaluated on the micro-scale and has already been computed in the offline phase
(cf . Section 3). We recall that jrCs “ 8 for C < Creal .
Alternatively, for theş macroscopic optimization problem, we might take into account the equality constraint on the
integrated cost density D jrCpxqs dx “ jconstr and consider for the total cost functional just the compliance functional
Jcompl or the tracking functional Jtrack .
4

Approximate fine-scale realization. In what follows we show how to design a manufacturable workpiece with a finescale geometry which reflects the free material optimization on the macro-scale with a piecewise constant microscopically
realizable effective elasticity tensor on a selected fine-scale. To this end, we proceed as follows. We assume that the
domain D can be decomposed as
ď
D“
pα ` Qq ,
(7)
αPI

where I is a set of multi-indices in Zd corresponding to a fixed fine-scale parameter . We consider piecewise constant
4
4
elasticity tensors C : I Ñ Rd , which can be identified with elements of L8 pDqd which are constant on each cell
pα ` Qq. Then, given the field of optimal, effective elasticity tensors C˚ , we construct a material pattern on the cell
pα ` Qq with associated characteristic function
˘
`
χmacro pxq “ χ˚ rC˚ pαqs x ´ α
for all x P pα ` Qq. Here, χ˚ rC˚ pαqs is the characteristic function solving the microscopic shape optimization problem
with effective elasticity tensor C˚ pαq. The printability constraint introduced above ensures that each component of the
bridge set close to the boundary of a cell pα`Qq has a counterpart in the neighbouring cells pα˘ek `Qq for k P t1, . . . , du
(as long as pα ˘ ek ` Qq Ă D) independently of the selected elasticity tensor on the cell. Let us remark that the selection
of a fixed scale  to define a manufacturable geometry on that scale conceptually differs from the periodicity requirement
in the scaling limit of classical homogenization theory in the second, fast varying variable of px, yq ÞÑ χpx, yq.
Taking into account the volume d of the cells pα ` Qq and the perimeter scale factor d´1 of the characteristic
α`Q
function χmacro on  compared to the perimeter of χ˚ rC˚ pαqs on Q we observe that
ż
ż
ÿ
d
˚
˚
 jrC pαqs “
jrC pxqs dx “ cV
χmacro pxq dx ` cpP  |Dχmacro |pDq .
αPI

D

D

ş
Hence, for fine-scale cells pα ` Qq of fixed scale  the cost component D jrCpxqs dx is indeed the sum of the total
volume of the hard material phase in D with weight cV and the total perimeter of this phase with weight cpP .
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B-Spline interpolation of the set of realizable elasticity parameters. In the optimization on the macro-scale, we
currently select elasticity tensors C from the set of realizable elasticity tensors Creal . The associated cost is given by the
cost density function jr¨s. Neither the set Creal nor the microscopic functional jr¨s can be given explicitly. In fact, on a
larger set of elasticity tensors C, we optimize over phase-field functions v subject to the constraint that C is the associated
effective elasticity tensor for the material distribution on the fundamental cell Q on the micro-scale described by v, i.e.
C “ C˚ rvs. If there is no such phase-field, then C belongs to the complement of Creal . Having identified a phase-field
v, the cost density jrCs can be computed. Thus, we are only able to generate samples pCi , jq for i in some sample index
set and with jrCi s “ 8 for Ci < Creal . Since so far we only have a discrete set of samples, we require a suitable smooth
interpolation strategy to appropriately perform the above optimization.
We assume that the set of admissible elasticity tensors Cadm can be parametrized over a small set of parameters p in a
subset Padm of admissible parameters in a parameter space P. In our application, we consider isotropic elasticity tensors
as admissible and parametrize them as p ÞÑ Cppq according to (1) with p “ pν, Eq. In turn, the set of realizable elasticity
tensors Creal , which arise from a material pattern represented by some χ P B, corresponds to a specific set of realizable
effective parameters, Preal Ď Padm , with Creal “ CpPreal q Ď Cadm (cf . the numerical results in Section 4 or Figure 5).
Due to the Hashin–Shtrikman bounds [24], the search for Preal can be restricted to the values of p “ pν, Eq contained in
a certain triangle. The various constraints we introduced, including for example the bridges on the boundary, will ensure
that Preal is a strict subset of this triangle.
Computationally, we now proceed in two steps (cf . Figures 5 and 6):
B1 In a first step, we compute a smooth approximation of Preal via a cubic B-spline parametrization over the unit square.
More precisely, we discretize the unit interval r0, 1s uniformly with mesh size τ, consider associated cubic B-splines
and denote by Wτ the space of tensor products of these cubic B-splines on the unit interval. Note that a function in
Wτ has global C1 -regularity on the unit square r0, 1s2 . Now, we select by hand a set of sample points pi close to the
boundary BPreal and preimages qi on r0, 1s2 for i in some index set Isample (see Figure 6). Here, we typically chose
pp1, 0q with large Poisson’s ratio, pp0, 1q with small Poisson’s ratio, pp1, 1q with large Young’s modulus, and pp0, 0q
with intermediate Poisson’s ratio and small Young’s modulus. Even if we choose further points pi (cf . Figures 5),
we did not intend to explore the geometry of the boundary BPreal . Next, we define an interpolating deformation Ψ
on r0, 1s2 as
ż
r 2 dp .
Ψ“
arg min
|D2 Ψ|
2 r
sample
r
ΨPW
τ : Ψpqi q“pi @iPI

r0,1s2

In the implementation, the integral is approximated by a tensor product Gauss quadrature with 152 quadrature points
per element. With the choice of the samples pi and the corresponding qi , we ensure that Ψpr0, 1s2 q is a suitable
subset of the set Preal obtained numerically via the finite element discretization of our phase-field approach.
B2 In the next step, we resample the mapping from elasticity tensors to cost densities. To this end, we consider the
regular lattice of B-spline control points qkl on r0, 1s2 with k, l P t1, . . . , Nu corresponding to the mesh size τ. For
each point qkl , we compute the cost density jpCpΨpqkl qqq numerically. Finally, we define the B-spline interpolation
jref B j ˝ C ˝ Ψ of these densities interpolating the values jpCpΨpqkl qqq at the lattice points qkl on the reference
domain r0, 1s2 .
Reformulation of the macroscopic free material optimization problem. For the free material optimization problem
on the macro-scale, the cost functional can be rewritten as
ż
pJmacro rqs B
jref pqpxqq dx ` Jmech rUrCpΨ ˝ qqss ,
D

which we aim at minimizing over the map q : D Ñ r0, 1s2 ; x ÞÑ qpxq. Here, remember that jref is the B-spline interpolation as defined in B2. The highly nonlinear constraint that the elasticity tensor C has to be realizable with finite
microscopic cost density is now replaced by the simple box constraints qpxq P r0, 1s2 for all x P D, which is much
easier to handle numerically in an interior point approach for the free material optimization on the macro-scale. Finally,
we remark that starting from scratch with random initial phase-fields we sometimes observe optimized hard phase microstructures which are disconnected. These usually leave one of the bridge sets in B1 (cf . Figure 3 in 2D and cf . Figure 4
in 3D) disconnected from the remaining structure. Frequently, in the B-spline resampling step, connected optimal microstructures can be computed for these parameter sets by using suitable convex combinations of neighbouring sample
points as initialization. More precisely, for the phase-field, we take into account an affine interpolation of the phase-field
on neighbouring sample points for which optimal connected microstructure were already obtained (cf . Figure 6).
12

Figure 5: A sketch of resampling and B-spline interpolation approach: on the left step 1 is depicted with the selection of
sample points pi close to the boundary BPreal and their preimages qi on r0, 1s2 which give rise to constraints in the variational definition of the B-spline parametrization Ψ of an interior approximation of Preal ; on the right step 2 is illustrated
with lattice points qkl on r0, 1s2 and their image points Ψpqkl q as well as the associated cost values jpCpΨpqkl qqq above the
points Ψpqkl q in the pν, Eq plane. These cost values are associated with an optimal microscopic material pattern.
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Figure 6: We show the resampling of point clouds for 2D bridge sets at vertices and midfaces (left) and for 3D bridge sets
at vertices (right). Here, we indicate sampling points by black boxes, disconnected optimized hard phase microstructures
by yellow dots, The material parameters of previously disconnected structures could be recovered by connected structures (green dots on top of yellow dots) via initialization of the phase-fields in the optimization approach with convex
combinations of already computed microstructures which are connected.
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Numerical implementation of the macroscopic free material optimization problem. Finally, we have to discretize
the macroscopic free material optimization problem. Since we made in (7) the assumption that our macroscopic domain
D can be decomposed into scaled unit cubes, we use, as for the fine-scale optimization problem, a quadrilateral mesh
in the case d “ 2 and a hexahedral mesh in the case d “ 3. Note that the macroscopic mesh size is given by H “ ,
s.t. the corresponding elements are given by the fine-scale cells Hpα ` Qq. Then we define the space VH of piecewise
d-affine, continuous functions and consider this space as the ansatz space for the discrete macroscopic displacements. For
the assembly of the stiffness matrix and the right hand side we apply a tensor product Simpson quadrature rule. Finally,
the actual shape optimization problem in the unknown given by a piecewise constant q is solved using the IPOPT package
[40].

6

Numerical results for the two-scale shape optimization problem

In this section, we present numerical results for the macroscopic shape optimization problem taking into account the
admissible set of manufacturable microstructures. Remember that this admissible set was computed in Section 4 on the
unit cube r0, 1sd with a certain mesh size h (h “ 2´7 in 2d and h “ 2´5 in 3d). For the material to be manufacturable,
we have chosen E “ 10 for Young’s modulus, ν “ 0.25 for the Poisson’s ratio, and δ “ 10´4 as factor to approximate
the void material. Moreover, for the spline finite element functions Ψ as described in step B1, we use a mesh size τ “ 24
for d “ 2 and τ “ 23 for d “ 3. In the visualization, for an interpolated effective property, we have just depicted the
microstructure of the closest point in the sampling.
Minimization of the potential energy in 2d. First, we consider the potential energy as objective functional. In the
following, let D “ r0, 2s ˆ r0, 1s be the computational domain for the macroscopic problem. The Dirichlet boundary is
given by ΓD “ 0 ˆ r0, 1s and we apply a force f “ p0, ´10 χr1.95,2sˆr0.45,0.55s qT . Here, we always fix a certain amount of
hard material, which we denote by VolH . More precisely, by choosing cpP “ 0, we consider the optimization problem
arg min
q:

Jcompl rUrCpΨ ˝ qqss

D jref pqpxqq dx“VolH

ş

In Figure 7, we depict the results for a volume constraint VolH “ 1 and the bridge set B1 given in the middle of the edges.
In particular, for macroscopic grid sizes H “  “ 2´3 , 2´4 , 2´5 , 2´6 , we show full two-scale structures. Moreover,
we explore these results for finer grid sizes H “  “ 2´7 , 2´8 . In Figure 8 and Figure 9, we compare the results
for the different bridge sets. Remember from the numerical results on the micro-scale (cf . Figure 3) that for the other
bridge sets the ranges of the effective Young’s modulus are essentially higher. These ranges are of course exhausted in
the macroscopic optimization, in particular note these different ranges for E in the described figures. Furthermore, in
Figure 10, we study the effect of the interface penalization parameter cpP for a fixed volume constraint VolH “ 0.75.
Tracking type functional in 2d. Now, we choose the domain
˘
`
D “ D2D “ r0, 1s2 z p 41 , 43 q ˆ p 14 , 38 q Y p 41 , 38 q ˆ p 34 , 87 q Y p 58 , 34 q ˆ p 43 , 78 q ,

(8)

where we apply a prescribed compression displacement
U1B p0, x2 q “ 81 ,

U1B p1, x2 q “ ´ 18 .
ş
To obtain a unique solution of the elastic problem, we fix the integral D U2 dx “ 0. In Figure 11, on a localized tracking
domain, we show the result for tracking type displacement to generate a smiley in the deformed configuration. Similarly,
in Figure 12, we show the result to generate a frowney. Note that, compared to the results for the Cantilever beam, where
the point cloud on the admissible surface is essentially supported on a line through the middle, here, the range of Poisson’s
ratio is fully exhausted in both directions.
Tracking type functional in 3d. Finally, we consider similar tracking type problems in 3D. Given the domain D2D as
defined in (8) and Z ą 0, we set D “ D2D ˆ r0, Zs. Then we apply a compression displacement
U1B p0, x2 , x3 q “ 81 ,

U1B p1, x2 , x3 q “ ´ 18

which does
in-plane deformation on the px2 , x3 q–boundary planes. Thus, in şaddition to the integral conş not constrain
ş
straints D U2 dx “ D U3 dx “ 0, we fix the rotation in these boundary planes by enforcing D pcurlUq1 dx “ 0 to obtain
14
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Figure 7: Computational results are shown for the cantilever problem for a volume constraint VolH “ 1. For different
mesh sizes, we depict Poisson’s ratio and Young’s modulus on the macro-scale, the full two-scale structure, and the cost
values of the used microcells. Here, the admissible fine-scale structures have material bridges at the midfaces. In the
bottom row, we explore local microstructures for macroscopic mesh sizes H “ 2´7 (left) and H “ 2´8 (right) at selected
regions.
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Figure 8: Macroscopic and microscopic solutions are visualized for the cantilever problem and a volume constraint
VolH “ 1 and the admissible fine-scale structures with material bridges at the corners.
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Figure 9: Macroscopic and microscopic solutions are rendered for the cantilever problem for a volume constraint VolH “ 1
and the admissible fine-scale structures with material bridges both at the corners and midfaces.
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Figure 10: Optimal two-scale structures are depicted for the cantilever problem with admissible fine-scale structures based
on material bridges at midfaces, a volume constraint VolH “ 0.75, and a macroscopic grid size H “ 2´5 . From left to
right we have chosen cpP “ 0, 10´4 , 10´3 to penalize the interface for the total cost functional. Whereas, for increasing
values of cpP , the interfacial energy of the corresponding optimal structure is decreasing, the compliance and the total
macroscopic energy is increasing.
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Figure 12: Shape optimization solution for a tracking type functional (cf . Figure 11) enforcing a frowney in 2D under
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a unique solution of the elastic problem. In analogy to the two-dimensional case, we show in Figure 13 the resulting
optimized shape for two different tracking type functionals, which enforce either a smiley or a frowney, in both examples
we use Z “ 12 . Furthermore, we consider for Z “ 1 a tracking type problem generating a frowney on the front face and a
smiley on the back face.
3D view

front

back

points on surface

Figure 13: We show the shape optimization solution for several tracking type functionals in 3D. From top to bottom,
we depict a smiley, a frowney, and an object which is angry at the front face and laughing at the back face. Here, the
macroscopic grid size is always given by H “ 2´4 .
As a proof of concept for the actual manufacturability, we printed the computed workpieces with an SLA printer with
relatively soft, black resin. To this end, we considered the shape optimization for the tracking type functionals above
generating a smiley and a frowney, respectively. Due to limitations of the 3D printer we considered Z “ 14 and a larger
macroscopic grid size. The one-dimensional compression in horizontal direction is obtained in a vise with sufficiently
large vise jaws covering the left and the right side of the object. The total size of both objects is 8 ˆ 8 ˆ 2 cm3 , the volume
of a single cell is 1 cm3 . Figure 14 depicts photos of the undeformed and the deformed configurations of the objects.

7

Conclusion

We have discussed a new two-scale approach for elastic shape optimization of fine-scale structures in additive manufacturing. In an offline phase, a database of admissible cell microstructures is computed, where the manufacturability constraint
is implemented by prescribing common material bridge sets between neighbouring cells. For a given effective (isotropic)
elasticity tensor, these structures are optimized w.r.t. a cost functional combining the volume of the printed material and
the length (or the area) of the interfaces within a single cell. The online phase consists in an efficient restricted free material optimization on the macroscopic scale by selecting cell-wise the optimal material properties within the realizable set
that was identified in the offline phase. This set is parametrized in the space of elasticity constants using a spline-based
sampling strategy. As possible macroscopic cost functionals a compliance energy and a tracking-type functional are discussed. Isotropic effective elasticity tensors are chosen to reduce the computations to a two parameter sampling in the
offline database. However, the proposed method to recover a specific effective elasticity tensor with optimal cost could be
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Figure 14: Photos of two 3D printed objects resulting from the free material optimization for the two tracking type
functionals from Fig. 13: On the left, the undeformed and deformed configuration leading to a smiley is depicted. On the
right, the same is shown for the tracking type functional tailored to enforce a frowney.
used for more general elasticity tensors as well. Here, a hierachical B-spline interpolation on sparse grids as proposed in
[39] might help to cope with higher dimensional admissible sets of elasticity tensors.
As we have mentioned in Section 1, many two-scale approaches have been applied recently to generate manufacturable
workpieces. Note that our approach takes into account already optimized microstructures for fixed isotropic effective
elasticity tensors. In contrast, Panetta et al. [34] used an isotropic filtering on explicitly constructed truss geometries.
With the intention to approximate nested laminates, Allaire et al. [7, 20] considered microstructures with rectangular
holes. Full shape optimization of the microstructures has been performed by Ferrer et al. [19] w.r.t. stresses. Similar to
our approach, Schury et al. [37] and Zhu et al. [48] tried to recover given effective elasticity tensors, where both used
tracking type functionals. Instead, we have demonstrated that our optimization scheme allows a precise recovery of a
large point cloud of isotropic effective elasticity tensors. Furthermore, manufacturability is directly guaranteed due to the
predefined material bridges, which allow a proper transfer of stresses.
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