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Abstract: Ammonia (NH3) is an important raw material for nitrogen fertilizer 

production and is widely used in industry. It is also a carbon-free renewable fuel and an 

excellent hydrogen storage material. Reaction conditions of traditional Haber–Bosch 

process are very harsh although it supports most of today’s NH3 production. Recently, 

electrocatalytic nitrogen reduction reaction (NRR) has become one of the effective 

alternative methods to the traditional Haber–Bosch process due to the advantages of 

mild operation conditions and almost no environmental pollutions. Ionic liquids (ILs) 

act as one of green solvents possess a lot of unique features and have shown excellent 

performance in electrocatalytic NRR process. In this review, we summarize 

fundamentals of the electrocatalytic NRR, the role of ILs in several typical 

electrocatalytic processes, and the possible role of ILs in the electrocatalytic NRR 

process. Moreover, the selection principles and issues of the application of ILs, as well 

as the future development direction for the electrocatalytic NRR process are concluded. 
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1. Introduction 

Ammonia (NH3) is a kind of important raw material for nitrogen fertilizer production, 

as well as is widespread applied in the industry, including explosives, fuels, fibers, 

resins and so on.1-4 As one of the most important substances, NH3 has played an 

important role in promoting the revolution of the industry and agriculture, and has 

pivotal functions for national economies.5 Moreover, NH3 is a carbon-free renewable 

fuel and is an excellent hydrogen storage material, hence, it attracts a lot of attention 

from researchers.6, 7 NH3 synthesis is mainly realized by N2 fixation, and the N2 fixation 

was almost all realized by biological nitrogen fixation before the discovery of Haber–

Bosch process.8, 9 In spite of there are 78 vol% N2 in the air, but it is very difficult to fix 

nitrogen from the atmosphere due to the inertia of nitrogen molecules. Scientists never 

stopped the steps to explore effective methods of synthesizing NH3, e.g., German 

chemist Fritz Haber started to investigate the NH3 synthesis from 1902, and achieved a 

high yield of NH3 by optimizing the reaction conditions in 1909. That is the famous 

Haber–Bosch process, the first economically feasible method of directly synthesizing 

NH3 from hydrogen and atmospheric nitrogen.10 However, the reaction conditions of 

traditional Haber–Bosch process are very harsh with the temperature of 300~500 ℃ 

and the pressure of 100~200 atm, causing a lot of energy loss which is about 2% of the 

world's total energy consumption.4, 10, 11 Meanwhile, the clean H2 is often obtained from 

fossil and result in a lot of CO2 emissions (C+2H2O→2H2+CO2).12-15 Therefore, great 

efforts have been made to explore alternative processes of NH3 synthesis under mild 

conditions. 

Currently, the methods of preparing NH3 artificially under mild conditions mainly 

include biological enzymes N2 fixation, photocatalytic, and electrocatalytic NH3 

synthesis. In the 1960s, enzymes FeMo was used to fix N2 under mild conditions. The 

biological azotase can reduce N2 to NH3 at room temperature and under normal pressure, 

and without the consumption of H2. However, the biological N2 fixation process is slow, 

and is sensitive to the environment.4 The photocatalytic N2 reduction relies on solar 

energy and the unique properties of semiconductor materials, however, the utilization 

of proton is low which is owing to rapid recombination of photogenerated carriers.16, 17 

The electrocatalytic N2 reduction is driven by electrons, takes H2O and N2 as raw 

materials, and becomes one of the effective alternative processes to the traditional 



Haber–Bosch process for NH3 synthesis, which can break the thermodynamic 

equilibrium and realize the thermodynamic nonspontaneous NH3 synthesis reactions by 

the action of electric energy.18, 19 Electrocatalytic nitrogen fixation could be date back 

to the year of 1969, when Van et al.20 from Stanford University studied the nitrogen 

fixation performance in the Ti-Al system. The reaction of electrocatalytic NRR to 

synthesis NH3 under ambient conditions is often restricted by the low NH3 yields and 

low Faradaic Efficiency (FE). On the one hand, nitrogen is an inert gas and the triple 

bond is very stable, thus, the cleavages and activated of nitrogen-nitrogen triple bond 

is difficult.21, 22 On the other hand, the solubility of N2 in water is very low, and the 

competition reaction of hydrogen evolution reaction (HER) could react under lower 

potential compared with NRR, hence, the generation of H2 is easier than N2..23-25  

At present, the main strategies to improve the reaction activity and FE include two 

aspects: (1) NRR catalysts design which mainly include the structure optimization,26-29 

heteroatomic doping,25, 30 space engineering,31 surface/interface engineering32 and 

synergistic effects;33 (2) Catalytic system integration, mainly include the modification 

of the electrolytes. Often the specific ions are introduced into the electrolyte or add 

ionic liquids (ILs) to electrolytes, even the pure ILs are used as electrolytes to improve 

the solubility of N2 or suppress competition reaction of HER,34-36 as well as the 

improvement of NH3 yields. There are several review papers summarizing the NRR 

process,1, 37-41 however, the combination of electrocatalytic NRR process and ILs are 

somehow few. In this review, we focus on the electrocatalytic NRR and the role of ILs 

in the process of electrocatalytic NRR. Firstly, we discuss the basic information for the 

heterogeneous electrocatalytic process of NRR, including the reaction process, 

competition reactions, the recognized reaction pathways as well as the development of 

theoretical calculations. Secondly, the roles of ILs in electrocatalytic process including 

CO2 reduction reaction (CO2RR), oxygen reduction reaction (ORR) are summarized. 

Then the application and possible mechanism of ILs in the electrocatalytic NRR are 

discussed. Lastly, we conclude the selection principles and the issues of the application 

of ILs, as well as the future development direction for the electrocatalytic NRR process. 

2. Electrocatalytic NRR in aqueous solution  

2.1 Elementary processes  



N2 is a highly stable molecule with a strong triple bond being 941 kJ mol-1 and a 

large HOMO-LUMO gap being 10.82 eV.40 Hence, the nitrogen-nitrogen triple bond is 

difficult to be broken. The heterogeneous electrocatalytic process for NRR is based on 

the electron and proton charge transfer, where external voltage is applied to adjust the 

reaction activation energy of electrode surface, and to speed up the reaction process 

under ambient conditions. Often, a three-electrode test system is used for 

electrochemical NRR process, in which the anode and cathode electrodes are separated 

by a proton exchange membrane or anion exchange membrane. According to the 

experimentation procedure, the electrolytic cell can be divided to four types, including 

back-to-back cell, PEM-type cell, H-type cell and single chamber cell (See Fig. 1)1  

 

 

Fig. 1 Schematic diagrams of different cell types for electrocatalytic NRR at ambient 

conditions.1 Reproduced with permission from ref. 1. Copyright 2018 Wiley. 

In all used electrolytic cells, the anodic reaction is the O2 producing reaction, while 

the cathodic reaction is the reduction of N2 (see Equations 1~7). As shown in Equations 

2, 3 and 5, 6, the standard electrode potential of H2 generation is similar to NH3 

generation under both acidic and alkaline conditions, making HER become the main 

competing reaction. Moreover, it can be found that the HER is thermodynamically 

similar to the NRR, even less negative HER limiting-potential requirements on many 

potentially active metal catalysts than that of NRR.42 It is unavoidable for the generation 



of H2 during electrocatalytic NRR process, and this is also a bottleneck for the 

development of electrocatalytic NRR to synthesis NH3.  

Acidic condition (pH = 0): 

Anodic reaction    3H2O→3/2O2 (g)+6H++6e−, E0=1.23 V vs. RHE        [1] 

Cathodic reaction   N2 (g)+6H++6e−→2NH3 (g), E0=-0.148 V vs. RHE      [2] 

Competition reaction    2H++2e−→H2 (g), E0=0 V vs. RHE               [3] 

Alkaline condition (pH = 14): 

Anodic reaction   6OH−→3H2O+3/2O2 (g)+6e−, E0=0.401 V vs. RHE       [4] 

Cathodic reaction  N2 (g)+6H2O+6e−→2NH3 (g)+6OH−,  

E0=-0.736 V vs. RHE    [5] 

Competition reaction    2H2O+2e−→H2 (g)+2OH−, E0=-0.828 V vs. RHE    [6] 

Overall reaction:       N2 (g)+3H2O→2NH3 (g)+3/2O2 (g)                  [7] 

2.2 Reaction pathways  

As a typical heterogeneous catalytic process, the reaction mechanism of Haber–

Bosch process has been studied extensively. Ertl et al.43, 44 used scanning tunneling 

microscopy and electron spectroscopic methods to obtain direct atomic resolution 

images for studying detailed information about the influence of catalyst and the bonding 

state of adsorbed species. As shown in Fig. 2, the authors compared the NH3 synthesis 

process with and without Fe catalyst, and concluded that the N2 and H2 are firstly 

dissolved into chemisorbed *N and *H, and then the reaction between *N and *H would 

be continuously taken until the formation and desorption of NH3. The presence of Fe 

catalyst greatly promoted the reaction process. 



 

Fig. 2 Schematic potential diagram of the energy differences for the NH3 synthesis by 

Fe-based catalyst in comparison to the non-catalytic steps (energy in kJ mol-1).43 

Reproduced with permission from ref. 43. Copyright 1990 Wiley. 

Currently, the commonly accepted reaction pathways of electrocatalytic NRR 

include dissociative pathway and associative pathway, and the associative pathway is 

future divided into a distal pathway and an alternating pathway. The dissociative 

pathway is shown in Fig. 3a, the first step is the broken of nitrogen-nitrogen triple bond 

to form dissociative *N, and the two dissociative *N are adsorbed onto the surface of 

metal catalyst, and then each hydrogenation process takes place independently. Unlike 

the dissociative pathway, the associative pathway is that the N2 will be adsorbed directly 

on the surface of catalyst rather than be directly cleaved for the first step. During the 

whole hydrogenation processes, the bonds between nitrogen-nitrogen become weaker 

and weaker, and the completely broken of bonds between nitrogen-nitrogen occurs until 

the first NH3 formation. As shown in Fig. 3b, the distal pathway is that the first three 

protons will combine with the end N absolutely until the first NH3 formation and 

desorbed from the surface of metal catalyst, the remaining *N will proceed the follow-

up hydrogenation processes. As shown in Fig. 3c, the alternating pathway is that the 

protons will combine with the two N in turn and the formation of the two NH3 almost 

at the same time. It is worth mentioning that the simultaneous adoption of two N on the 

surface of metal catalysts is called enzymatic catalysis mechanism45 which also can be 

recognized as particular associative pathway (as shown in Fig. 3bⅡ and 3cⅡ). 



 

Fig. 3 The schematic diagrams of main reaction pathways of electrocatalytic NRR at 

ambient conditions. 

Recently, a new pathway named Mars–van Krevelen (MvK) pathway was 

proposed by Abghoui and Skúlason.46 In that work, the authors screened for a stable 

and active catalyst amongst a range of rocksalt [RS(111)] transition metal nitrides 

(TMN) surfaces with NaCl-type structure, and studied the catalyzing electrochemical 

nitrogen activation and NH3 synthesis through theoretical calculations. They proposed 

a heterogeneous MvK mechanism, of which two surface N atoms are reduced to 

generate two NH3 and the remained nitrogen vacancies (dimer N-vacancy) were then 

filled with solvated N2 in the electrolyte, then the hydrogen atoms are added to the 

surface one by one (as shown in Equation 8 and Fig. 4). 

*+6(H++e-)+N2⇋*H+5(H++e-)+N2⇋*2H+4(H++e-)+N2⇋*3H+3(H++e-)+N2⇋ 

*-N+NH3+3(H++e-)+N2⇋*-N+NH3+*H+2(H++e-)+N2⇋*-N+NH3+*2H+(H++e-)+N2 

⇋*-N+NH3+*3H+N2⇋*-2N+2NH3+N2⇋*+2NH3                                    （8） 



 

Fig. 4 The heterogeneous MvK mechanism of electrocatalytic NRR on MnN.46 

Reproduced with permission from ref. 46. Copyright 2017 Elsevier. 

2.3 Theoretical studies 

For the complex electrocatalytic processes, one of the key problems is to seek for 

highly efficient and stable catalysts. Over the past few decades, many researches 

focused on the electrocatalytic mechanism, however, most of the researches still lack 

of in-depth and clear understanding, including the catalysts surface active sites and the 

whole reaction processes. The aim of theoretical calculations is to establish a 

composition-structure-function relationship in order to effectively guide experimental 

investigation.47 In 2012, Nørskov et al.48 developed the famous synthesis NH3 volcano 

diagrams through density functional theory (DFT). They revealed the relationship 

between surface adsorption energy and catalytic performance in acid electrolyte. DFT 

takes descriptors to calculate the bond energy and strength quantitatively, and obtain 

various transient states results. All the intermediates are achieved by *N combining 

with catalyst surface, and the related adsorption energies are linear dependence with 

binding energies of *N (as shown in Fig. 5a-d). The suitable catalysts could be screened 

by comparing the energy barriers, as well as the reaction processes will be predicted 

and the volcano diagrams will be built. As shown in Fig. 5e, the metals located at 

different locations are with different catalysis performances and different selectivity of 

NRR and HER. The right legs of the volcanoes have the rate-determining of N2 splitting 

and the activity of the metals is determined by the adsorption of N2 and the first proton 

transfer step (*N2H). The metals on the left legs have the rate-determining steps of *NH 

to *NH2 and *NH2 to NH3. 

 



 

Fig. 5 (a) Minimum energy configurations of *N2H and *NNH2; (b, c) Free energy for 

associative mechanism at the step on the Ru(0001) surface; (d) Adsorption energy of 

NHx molecules on both flat and step transition metals; (e) The volcano diagram of 

synthesis NH3.48 Reproduced with permission from ref. 48. Copyright 2012 RSC. 

 

Nowadays, with the rapid development of computer technology, the first-

principles calculation and volcano diagrams construction have been applied more and 

more on investigating electrocatalytic mechanisms and predicting promising catalysts 

of electrocatalytic NRR.49, 50 Most of the studies combined theoretical calculation and 

experimental research in order to reveal the inner reaction and design high efficiency 

catalysts. Yu et al.25 revealed the catalytic activities of different boron-doped graphene, 

that the BC3 structure enabled the lowest energy barrier for N2 electroreduction to NH3. 

Tang et al.51 reported a single transition metal atom sandwiched between hexagonal 

boron nitride (h-BN) and graphene sheets (BN/TM/G) which acts as an efficient single-

atom catalyst for the electrochemical NRR based on first-principles calculations. A new 

reaction mechanism of NRR was proposed by Ling et al.,52 based on the first-principles 



computation they proposed a surface hydrogenation mechanism for NRR in which can 

actuate NRR on catalysts with weaker N2-binding strength at low potentials (Fig. 6). 

On another aspect, the promising catalysts predicting can effectively reduce workload 

during experimental researches, Zhang et al53 investigated the catalytic performance of 

transition metal atom-anchored C2N monolayer electrocatalysts TMx@C2N (x=1 or 2; 

TM=Ti, Mn, Fe, Co, Cu, Mo, Ru, Rh, Pd, Ag, Ir, Pt, or Au) for N2 fixation. Chen et al.54 

evaluated catalytic performance of a series of single metal atoms supported on graphitic 

carbon nitride (g-C3N4) for NRR.  

 

 

Fig. 6 Schematic of surface-hydrogenation mechanism for NRR on noble-metal-based 

catalysts.52 Reproduced with permission from ref. 52. Copyright 2019 ACS. 

3. Electrocatalytic process in ionic liquids 

 

3.1 Characteristics of ILs 

Ionic liquids (ILs) are liquid state at or near room temperature and totally consist 

of anions and cations by ionic bonds. Compared to conventional solvents or electrolytes, 

ILs possess many advantages, such as low voltage, wide electrochemical window, large 

absorption capacity of some gases, non-volatile, non-flammable, high conductivity, 

high dissolubility and high stability.55-59Adopting hydrophobic, aprotic ILs or ILs and 

water mixtures as electrolytes can reduce available H+ content and consequently 

suppress the competing reaction of HER.35 In particular, the special feature of ILs is 

tunable chemical and physical properties by selecting appropriate cations and anions. 

Based on large amount of cations and anions, the number of ILs is theoretically 

estimated at about 1018.60 Thus, the ILs could be designed to contain or not contain 

certain elements, such as N-containing or N-free, as well as be designed to improve 



hydrophobicity to suppress the HER process. Moreover, as a functional media, ILs can 

also be acted as an excellent solvent platform to design nanomaterials with unexpected 

morphologies and properties.61, 62 

Due to the specific characteristics, ILs have been widely applied in many areas 

including electrochemistry, catalysis, biochemistry, organic synthesis, separation and 

so on. ILs have also attracted some attention in the field of electrocatalytic process and 

show with gratifying performance. We will introduce the application of ILs on the 

electrocatalytic process include CO2 reduction reaction (CO2RR), oxygen reduction 

reaction (ORR), etc. in this section, and the details of application and possible 

mechanism of ILs for electrocatalytic NRR process will be introduced in the next 

section. 

3.2 ILs as electrolytes and/or solvents 

In 2011, Rosen et al.55 studied IL electrolyte for electrocatalytic process for the 

first time, and found that the IL could lower the free energy of intermediate as well as 

the overpotential. Then in 2014, Grills et al.63 introduced ILs into the electrocatalytic 

CO2RR process, they took ILs as both the solvent and electrolyte, and compared the 

reaction between pure IL of 1-ethyl-3-methylimidazolium tetracyanoborate 

([Emim][TCB]) and acetonitrile (CH3CN) for electrocatalytic CO2RR with a 

homogeneous catalyst. It was found that when pure IL was used as the solvent and the 

electrolyte, the initial potential and overpotential were reduced by about 0.45 V (Fig. 

7a), which significantly reduced the activation energy of the reaction. That was because 

the interactions of [Emim][TCB] and Re complex species promoted the chloride ligand 

dissociating faster, thereby reducing the activation energy and improving the 

electrocatalytic performance. Zhang's64 group tested the activity of Mn–C3N4/CNT in 

both CO2-saturated (1-butyl-3-methylimidazolium tetrafluoroborate 

([Bmim]BF4)/acetonitrile (CH3CN)–H2O) IL electrolyte and CO2-saturated KHCO3 

electrolyte for electrocatalytic CO2RR process, and obtained a wide overpotential range 

from 0.22 to 0.62 V with the CO FE of Mn–C3N4/CNT maintaining over 90%, as well 

as the highest jCO value was obtained at an overpotential of 0.62 V, which was higher 

than that of Mn–C3N4/CNT in the KHCO3 electrolyte (as shown in Fig. 7b). Moreover, 

making full use of reactant is an effective way to improve reaction efficiency. For 



CO2RR process, the raw material CO2 must be sufficient to promote the reaction 

proceeding smoothly, and the target products can be continuously produced. In this 

study, the CO2 solubility in [Bmim]BF4 was much higher than that in KHCO3 

electrolyte. Meanwhile, the imidazolium cation could be arranged electrostatically at 

the cathode to favor CO2 adsorption via [Bmim-CO2]+, and make the activation energy 

lower.65 On the other side, the CO2 reduction process also requires large activation 

energy and the competition of the HER also has great impacts on the CO2 conversion 

efficiency. Several current studies have shown that adding ILs in electrolytes can not 

only increase the solubility of CO2, but also effectively inhibit the HER competition.66-

68 Through DFT calculations, Feaster et al.69 demonstrated that the [Emim]+ cation 

could change the catalyst surface activity sites and suppress HER efficiently. As well 

as in electrocatalytic ORR process, the higher O2 solubility could effectively improve 

the amount of reactant. Similarly, as shown by Wang et al.,70 the higher solubility of O2 

could increase the utilization rate of active sites with transition metal-based porous 

ORR catalysts to enhance the electrocatalytic performance. 

 

 

Fig. 7 (a) Potential of IL as a solvent;63 Reproduced with permission from ref. 63. 

Copyright 2014 ACS. (b) FECO and jCO of Mn–C3N4/CNT at different potentials in the 

CO2-saturated [Bmim]BF4/CH3CN-H2O electrolyte.64 Reproduced with permission 

from ref. 64. Copyright 2020 Nature. 

3.3 ILs for catalysts synthesis  

With the unique nanostructures or microstructures and dynamical heterogeneities, 

ILs have been shown to tune the morphology and properties of the catalysts.71, 72 ILs 

strategy is that take ILs as templates or precursors, and realize the fabrication of special 



constructions and morphologies. As early in 2008, Li et al.73 took IL 

tetrabutylammonium hydroxide (TBAH) as a precursor to construct zinc oxide 

mesocrystals with the length of ca. 10 µm (as shown in Fig. 8a). Tang et al.74 employed 

IL [Omim]Cl as a template and obtained Bohemithe (γ-AlOOH) with 3D flower-like 

architectures through a simple one-step synthesis process, and the morphology of 

flower-like γ-AlOOH is shown in Fig. 8b. Several studies have clarified that ILs could 

be used as the medium, template, precursor and reductant in the synthesis of 

nanomaterials with special structures, and such special structures may bring unexpected 

benefits to the electrocatalytic process.75-78 For example, Kang et al.79 took IL 

[Bmim][BF4] as the template and synthesized the hierarchical mesoporous Prussian 

blue analogues (Cu-PBA), then applied in the CO2RR process. The experimental results 

showed that there are more active sites existing in the mesoporous Cu-PBA and 

efficiently improve the activity and selectively for HCOOH. 

 

Fig. 8 The special constructions and morphologies synthesized by ILs strategy: (a) zinc 

oxide mesocrystals;73 Reproduced with permission from ref. 73. Copyright 2008 Wiley. 

(b) flower-like γ-AlOOH.74 Reproduced with permission from ref. 74. Copyright 2013 

Elsevier. 

Moreover, ILs with the characteristics of hydrophobic and protic will play a crucial 

role in the electrocatalytic process. As early in 2010, Snyder et al.80 put forward the 

material-synthesis strategies by adding ILs for the ORR process. They promoted an 

interesting catalysts synthesis strategy by adopting the secondary phase with higher O2 

solubility than external water phase to fill in the pores of 3D metal catalyst. With this 

structure, the O2 will tend to stay in the pores no matter the O2 solution gets equilibrium 

or not in external water phase. However, the selection of ILs was strict, and it must be 

highly O2 soluble, hydrophobic, protic as well as with capillary forces, and finally the 



IL of [MTBD][beti] reported by Luo et al.81 was chosen. 

The concept of solid catalyst with ionic liquid layer (SCILL) was presented by 

Kernchen et al. in 2007, they demonstrated that the solid ILs layer could improve the 

selectivity of heterogeneous catalysts effectively.82 Similarly, the hydrophobic ILs 

could be also used as the surface modification material to coat on the catalyst and make 

the catalyst surface hydrophobic for the electrocatalytic ORR process, and the 

schematic diagram of the ILs coating formation process has been shown in Fig. 9. The 

ILs coatings was an uniform and thin (＜2 nm) hydrophobic member to suppress the 

typical degradation reactions and prevent the destruction of catalyst surface83, 84, as well 

as the hydrophobic of the ILs coatings created hydrophobic environment on catalyst 

surface that can repel the water molecules from products and electrolyte, protecting the 

active sites and suppress the formation of nonreactive oxygenated species.84, 85  

 

Fig. 9 Schematic diagram of the sequential capacitive deposition (SCD) process.83 

Reproduced with permission from ref. 83. Copyright 2019 ACS. 

Another effective catalyst synthesis strategy is to make higher specific surface area 

of catalyst by making the single-atom catalysts (SACs) dispersive. Ding et al.86 reported 

an ionic liquid-stabilized single-atom catalysts (ILSSACs) strategy which was an 

electrical double layer of ILs supported single atom species and improved electrostatic 

stabilization to prevent the aggregation of isolated metal atoms, the schematic 

illustration of stabilization mechanism of SAC can be found in Fig. 10. With the 

addition of ILs, the specific surface area of metal could be enlarged efficiently and the 

catalytic performance was improved significantly. 



 

 

Fig. 10 Schematic illustration of the preparation of SACs and the stabilization by ILs.86 

Reproduced with permission from ref. 86. Copyright 2019 Elsevier. 

4 ILs in electrocatalytic NRR process 

As described above, the ILs have been used in some fields of electrocatalytic 

process and enhanced the electrocatalytic performance effectively. For electrocatalytic 

NRR process, the first application of ILs was carried out in 2016 by Katayama et al.87 

They used hydrophobic IL 1-butyl-1-methylpyrrolidinium 

tris(pentafluoroethyl)trifluorophosphate ([C9H20N][(C2F5)3PF3]) as a support material 

and applied IL with a transition metal complex (Cp2TiCl2) as catalyst, then a solid 

polymer electrolysis (SPE) cell was prepared for the production of NH3, and the 

schematic diagram is shown in Fig. 11a and b. This was the first time that hydrophobic 

ILs have been used in the design of SPE and NRR process under ambient conditions. 

The cyclic voltammogram of Cp2TiCl2 in [C9H20N][(C2F5)3PF3] is shown in Fig. 11c. 

It can be seen that there are two reduction peaks in the negative potential region (-2.31 

V and -2.54 V). The author conjectured that this was because the addition of the IL 

affected the redox of Cp2TiCl2. After evaluating the performance of electrochemical 

synthesis of NH3, it was found that the yield of NH3 can reach up to 27%, which is 

much higher than the previously reported yield of 1.45%. However, the deep 

mechanism and function of ILs were not clarified in the study. Hence, in this section 

we will focus on the possible role of ILs application in the NRR process. 



 

Fig. 11 Scheme diagram of (a) SPE cell and (b) its interior structure; (c) Cyclic 

voltammograms of Cp2TiCl2 in [C9H20N][(C2F5)3PF3].87 Reproduced with permission 

from ref. 87. Copyright 2020 Elsevier. 

4.1 Absorption of N2 

Solubility of N2 is a very important factor for the formation of NH3. Generally, 

electrolytes with high N2 solubility tend to show high activation extents and low 

reduction barriers. At present, the most commonly used NRR solvent is H2O, however, 

N2 shows very little solubility in water because of its nonpolar, strong internally bonded 

and low polarizability nature. The extremely low solubility of N2 in H2O which is only 

0.66 mmol L-1 resulting the poor NRR performance62, 88. Similar to CO2, the solubility 

and diffusion coefficient of N2 are very low in water, which will lead to significant 

changes of pH and N2 concentration gradient and future affect the mass transfer.89 

Moreover, the aqueous solution often contains a large amount of H+ proton sources, and 

it would increase the reaction effect of the competition of HER. Therefore, improving 

the solubility of N2 in electrolyte is considered to be an effective way to increase the 

adsorption of N2 at the active site, hence, to increase the performance of NRR process.  

In recent years, the researches of N2 solubility in ILs have been carried out. For 

example, Stevanovic and Gomes studied the solubility of various gases including CO2, 

N2O, C2H6 and N2 in ILs 1-butyl-1-methylpyrrolidinium 

tris(pentafluoroethyl)trifluorophosphate [C1C4Pyrro][eFAP] and 

trihexyl(tetradecyl)phosphonium tris(pentafluoroethyl)trifluorophosphate 

[P66614][eFAP]. The authors found that N2 was one order of magnitude less soluble than 

other gases in the two ILs, but was more soluble than in pure water.90 To future obtained 

the mechanisms of dissolution of gases in fluorinated ILs, Gomes's group91 studied the 



ILs with partial fluorination on the cations, and found that fluorinated ILs exhibited 

higher CO2 and N2 mole fraction solubility. In comparison with the studies concerning 

N2 solubility in low fluorinated ILs, it indicated that the higher fluorine content with 

ILs, the higher N2 solubility.92, 93 This provides possible evidence for ILs as a medium 

in NRR process. More importantly, the water content of ILs is lower than that of the 

aqueous solution, which will provide less H+ source during the reaction, and effectively 

inhibit the generation of H2. 

Afterwards, inspired by previous studies, MacFarlane et al. firstly combined the 

N2 solubility in ILs and the application of ILs in the electrochemical NRR. They 

synthesized a series of phosphonium-based ILs with highly fluorinated cations and 

anions94 and 1-butyl-1-methylpyrrolidinium tris-(pentafluoroethyl) trifluorophosphate 

[C4mpyr][eFAP]−fluorinated solvent mixtures,95 and studied their related 

physicochemical properties including viscosity, ionic conductivity, ionicity, volumetric, 

and electrochemical stability. For fluorinated ILs, four cations and seven anions were 

synthesized, and they are listed in Fig. 12a. As shown in Fig. 12b, the relationship 

between perfluoroalkyl chain on the anion increasing and N2 solubility was sufficiently 

relevant, and the N2 solubility in all fluorinated ILs was improved significantly 

compared to water. For binary mixtures, the structures of [C4mpyr][eFAP] and three 

fluorinated solvents are listed in Fig. 12c. Based on the experimental results, the authors 

demonstrated that the N2 solubility increases with the increase of volume fraction of 

the fluorinated solvents, which is attributed to the weak interactions between these 

fluorinated solvents.96 As seen from Fig. 12d, the N2 solubility order is HFCP > FPEE > 

TFT, which is related to the cohesive energy density and fluorinated degree. 

Specifically speaking, HFCP has a high fluorinated degree and the lowest overall 

cohesive energy density, hence, it has a higher N2 solubility. TFT contains only three 

fluorine atoms, thus, it shows a lower N2 solubility. More importantly, the sufficient 

thermal stability and electrochemical stability of fluorinated ILs and 

[C4mpyr][eFAP]−fluorinated solvent binary mixtures display potential application in 

the electrocatalytic NRR process.  



 

Fig. 12 (a) The structures of ILs and (b) the N2 solubilities in fluorinated ILs (mmol 

L−1) at 30 °C and P=1 atm.94 (c) Three fluorinated solvents and (d) the N2 solubilities 

in [C4mpyr][eFAP] binary mixtures at 30 °C and P=1 atm.95 Reproduced with 

permission from ref. 94 and 95. Copyright 2018 and 2019 ACS. 

4.2 Reduction of N2 

For electrocatalytic NRR process, the broken of nitrogen-nitrogen triple bond is 

almost impossible under ambient conditions, and the activation of N2 is usually 

recognized as the rate-limiting step. Following early studies on the N2 solubility in ILs, 

MacFarlane's group35 compared the efficiencies of NH3 production in several different 

ILs, and they found that FE was related to the N2 solubility in ILs. For the ILs with the 

same anion, the FE of [P66614][eFAP] was obtained up to 60% which was higher than 

that of [C4mpyr][eFAP] (Fig. 13e). For comparison, they selected an IL with low N2 

solubility ([HMIM][NTf2], of which the N2 solubility is 0.017 mg g-1), and found that 

the FE of N2 reduction in this IL was much smaller, being 0.64%. Based on the DFT 

calculations on the interactions between N2 and several anions ([PF6]−, Cl−, [eFAF]−, 

[BF4] − and [NTf2]−), they found that the interaction between N2 molecule and [eFAP]− 

was significantly higher than that with other ions, which was also one of the reasons 

for the higher solubility of N2 (as shown in Fig. 13a-d). 



 

Figure 13 (a–c) N2 binding energies (in kcal mol-1) and bond distances (in Å) for 

various anions; (d) The interaction between N2 and [C4mpyr][eFAP] after introducing 

the cation; (e) FE of NH3 under different electrode and IL combinations.35 Reproduced 

with permission from ref. 35. Copyright 2017 RSC. 

Compared with ILs+H2O electrolyte, with the same group of [eFAP]−, they future 

designed an electrolyte with ILs+aprotic solvent ([C4mpyr][eFAP]+1H,1H,5H-

octafluoropentyl-1,1,2,2-tetrafluoroethyl ether (FPEE)). They found that employed 

aprotic ILs as electrolytes could make the supply of H+ be regulated in favor of N2 

adsorption onto the catalytic sites. On the other hand, the catalyst with high specific 

surface area is conducive to improving the performance of catalysts, and N2 will be 

activated by the coordination with the metal centers. The FE of NRR was as high as 

32%, and the yield was 2.35×10-11 mol s-1 cm-2. This also proved that under the action 

of the high gas solubility of ILs, the addition of aprotic solvents could better adjust H+, 

which was beneficial to increase the selectivity of NRR, and greatly improve FE.97  

On this basis, the interactions between bulk ILs and metal catalysts at the atomic 

level was simulated through classical molecular dynamics (MD) for the first time by 

Ortuño et al.98 They compared the reaction energies of NRR (N2*+H→N2H*) and HER 

(H*+H→H2*) on Ru surface with and without ILs, as shown in Fig. 14a. With IL, the 

NRR reaction energy was only 0.30 eV which was less than 0.64 eV without IL. 

Similarly, after adding IL, the HER reaction energy was 0.38 eV, while without IL, it 

was 0.52 eV. At the same time, it can be found that with IL the reaction energy of NRR 

is less than that of HER as shown in Fig. 14b. As a summary, the addition of IL 

improved both the activity and selectivity of NRR reaction. 



 

Fig. 14 (a) Reaction energy for NRR and HER with and without IL; (b) Relative energy 

differences for NRR and HER with and without IL.98 Reproduced with permission from 

ref. 98. Copyright 2019 ACS. 

4.3 Catalyst preparation in ILs  

As introduced in 3.2, the ILs strategy will bring unexpected advantages to 

electrocatalytic process. Recently, some studies have also been applied on 

electrocatalytic NRR process. For example, Li's group99 proposed an ILs strategy for 

one-step synthesis in situ oxygen vacancy in Fe2O3 by taking IL n-octylammonium 

formate (OAF) as both the reaction medium and the structure-direction template. The 

results showed that the Fe2O3-IL has a smaller size, a larger surface area, and more 

active sites for NRR (as shown in Fig. 15). Moreover, the rich oxygen vacancy in Fe2O3-

IL could generate lone pair electrons on the catalyst surface to induce the polarity of N2 

and favor the adsorption and activation of N2. In 2020, the authors once again adopted 

ILs strategy to synthesize 3D Rh particles with nanowires subunits which possess more 

active sites and provide more transfers channels for ions or electrons (as shown in Fig. 

16). In the study, they also selected the IL OAF as the solvent, reductant and template, 



and the formic anion of IL firstly reduced Rh3+ and then the template function of IL 

fabricated the final 3D Rh nanostructure with nanowires subunits.36 Note that, the 

performances of the electrocatalytic NRR were improved effectively in both studies. 

 

Fig. 15 (a) TEM and (b) particle size distribution of Fe2O3-IL.99 Reproduced with 

permission from ref. 99. Copyright 2019 RSC. 

 

 

Fig. 16 (a) TEM of 3D Rh and (b) average NH3 yield and FE of 3D Rh catalyst.36 

Reproduced with permission from ref. 36. Copyright 2020 ACES. 

5. Conclusions and perspectives 

Electrocatalytic NRR is a promising alternative synthesis method of the traditional 

Haber–Bosch process under mild conditions. Moreover, the ILs are widely applied in 

many areas due to their unique and excellent characteristics. However, the combination 

studies of electrocatalytic NRR process and ILs are somehow limited. Although 

electrocatalytic NRR is a shining star in academic world, the industrial application is 

still a long way to go. To some extent, the introduction of ILs has been demonstrated to 



be viable and to improve the NH3 yield and FE. Many studies have also clarified the 

effective role of ILs in promoting the process of CO2RR and ORR with both good 

experimental and theoretical results. Here, we summarize the possible function and 

mechanism of ILs in the electrocatalytic NRR process as follows: (1) Higher N2 

solubility. The N2 solubility in some kinds of ILs is higher than that in water. Choosing 

ILs or ILs mixtures as electrolytes is able to improve the N2 content in solvent and 

potentially improve the corresponding NH3 yield. (2) Inhibiting competition reaction. 

Choosing aprotic and hydrophobic ILs as electrolytes in whole or in part is capable of 

reducing the water amount as well as reducing proton contents to suppress the 

competing of HER. (3) Better N2 adsorption. On the one hand, ILs could make the 

catalyst metal more dispersive instead of aggregation, resulting in larger specific 

surface areas, and more N2 adsorption sites. On the other hand, aprotic ILs could 

regulate the supplement of H+ to favor N2 adsorption onto the catalytic sites. (4) 

Construction special morphologies. Appropriate ILs are selected as the solvent, 

medium, reductant or template to synthesize catalyst with special constructions and 

morphologies. The special construction of catalysts could show special catalytic 

properties. (5) Non-volatility and stability. The sufficient thermal stability and 

electrochemical stability of ILs will make them having potential applications on 

electrocatalytic NRR process. Moreover, the characteristic of non-volatility will keep 

the system stable and make the products more pure. In short, the following types of ILs 

should be considered in the vein of catalysis: (1) with low viscosity should be chosen, 

(2) aprotic and hydrophobic ILs should be chosen, and (3) the ILs should have little or 

without N atom, and with high N2 solubility.  

The complex structure of ILs makes it difficult to conduct intensive and 

unambiguous studies in the NRR process, as well as large-scale application. In the 

future, the mechanism and internal process research of NRR and ILs are important, 

which need more in-deep studies. On the one hand, with the rapid development of 

computer technology, theoretical calculations will be fully utilized to accelerate the 

progress of NRR. Calculations of reaction pathways and adsorption energies are far 

from enough, and the much deeper research including catalysts surface construction, 

electrode design, intermediates identification and the interactions between electrolytes 

and electrodes etc. should be carried out by combining theoretical calculations and 

experimental investigations. On the other hand, modern in situ and operando 



technology will play a critical role in the development of NRR. The in situ and 

operando technologies could realize in situ, real-time, and zero-decrement tests, and 

the surface changes, intermediates reactions, phase changes, etc. all could be directly 

observed. In the follow-up studies, we believe that the mechanism and internal process 

of NRR no matter with or without the ILs can be a better understanding under the 

advanced theoretical calculations and in situ/operando technologies. Meanwhile, the 

detailed function and mechanism of ILs in the electrocatalytic NRR will be revealed, 

and the electrocatalytic NRR with more efficient and higher selectivity will be around 

the corner. 
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