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We simulate solid particles moving in the two-dimensional channel with the Poiseuille flow. We
found that the collective chain excitation emerges with the increasing number of particles in the
chain. We measured the spectrum of the chain oscillations varying the width of the channel and
found the spectrum intensity became sharper for the more significant confinement ratio. The simu-
lations were done using the Immersed boundary and Lattice Boltzmann methods. We compare our
results with the experiments of the drop movement in the quasi-two-dimensional channel and with
the simulations of other groups. The paper’s main result is that the combination of the velocity
gradient in Poiseuille flow and the proximity of the particle to the wall can induce the collective
excitations in the chain of the particles moving in the two-dimensional channel.

I. INTRODUCTION

Collective motion of the particles at the low Reynolds
number in the channels filled with the fluid is subject
of the intensive research connected in particular with
the microfluidic devices [1–3]. It was very intriguing
that experiments with the drop chain movement in the
quasi-two-dimensional channel demonstrate the nontriv-
ial spectrum of the collective oscillations of the drop
chain connected with the quasi-two-dimensional nature
of flow [4, 5]. The water drops are squeezed between
two parallel plates, and their velocity is slower than the
surrounding oil due to the friction with the plate. The
spectrum was attributed to the dipolar potential due to
the difference in the fluid and chain velocities, and it
is possible to replace drops with the dipoles effectively.
Based on that brilliant idea, the spectrum is calculated
analytically and compared well with the experimentally
measured spectrum [6].

In the paper, we examine the nature of the spectrum
oscillations of the solid drops (disks) moving in the two-
dimensional Poiseuille flow. We vary the number of disks
of radius R in the channel with width W , and vary the
value of the confinement ratio γ = 2R/W . Several well-
known analytical results predict the fate of the lonely
particle in the Poiseuille flow. It was argued in Ref. [7]
that the single disk is moving transversally to the stream-
lines due to the Magnus-like effect, and the lift force was
calculated. In the Ref. [8] the lifting force on a sphere
was calculated in the unbounded shear flow at very low
Reynolds numbers. The transversal migration of the par-
ticles in the channel was found experimentally [9–11].
The migration details do depend on the many factors,
and particles may migrate to the channel axis, migrate
to the wall, or stay at some finite distance from the axis
and wall. No doubt both theoretically and experimen-
tally that shear flow may lead to the transverse to the
streamlines migration of the moving particles [12].
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In the paper, we investigate the emergence of the col-
lective oscillations of the particle chain in the Poiseuille
two-dimensional flow. We simulate the particle chain
movement varying the channel width and the number of
particles in the chain. The lonely particle in the Poiseuille
velocity profile goes to the steady-state position asymp-
totically. It is due to the force, which acts on the drop
perpendicular to the channel axis, and oscillations decay-
ing due to the viscosity of the fluid [8]. We found that
the particle chain spectrum appears with a number of
drops larger than approximately ten. The spectrum na-
ture is indeed due to the collective motion of the drops
in the chain, which authors of Letter [4] named the one-
dimensional flowing crystal. In our computing experi-
ment, we attribute the spectrum to the hydrodynamic
interaction between particles – the waves are generated
in a fluid by particle movement and rotation and reflected
from the channel boundaries, thus influents other parti-
cles in the chain.

For the simulation of the flowing neutrally buoyant
disks in the two-dimensional channel filled with the fluid,
we use immersed boundary method [13] with the Lattice
Boltzmann method [14].

II. SETUP AND MODEL

In this section, we describe the model we use in simu-
lations. We do not explicitly consider the transient pro-
cesses associated with initializing the pumping in the lab-
oratory experiment and simulate the steady regime only.

A. Geometry of simulation

The channel with the length L and width W is filled by
the fluid from the left side. We start with the Poiseuille
initial profile of the velocity and keep the left and the
right boundary conditions with the Poiseuille velocity
profile
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FIG. 1. The initial position of the disks with N = 8. The
fifth disk is shifted up by R/4.
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, (1)

where y is the distance from the axis, y ∈ (−W/2,W/2).
The hard disks of radius R are placed equidistantly along
the axis with the spacing between centers a. The initial
velocity vi of the disks i = 1, 2, . . . , N is equal to the
velocity of the flow at the axis vi(t = 0) = umax.

The initial symmetrical displacement of the particles
is stable during the simulations. Disk oscillations can
emerge only due to the broken displacement symmetry.
We consider the following initial conditions realizing pos-
sible disturbances of the symmetry, which may trigger
chain oscillations: 1) shifting one on the disks from the
axis, and 2) random moderate shifting of all disks. More
details are present in Section III. The example of the ini-
tial condition is shown in Figure 1, with the middle disk
shifted in the up direction of the y-axis.

B. Computational model

The two-dimensional flow of fluid through the channel
simulated using lattice Boltzmann method (LBM) [14].
The distribution function fi(~x, t) represents the density
of particles with velocity ~ci(i = 0, 1, . . . , 8) at the grid po-
sition ~x at the time t. We use D2Q9 with nine velocities
~ci pointing to the four angles of the square around the
grid position ~x, to the four sides of the square, and to the
center (zero velocity). The channel width is W∆x with
∆x grid spacing, and the channel length is L∆x; W and
L are integers. We use the bounce-back boundary con-
ditions on the channel sides and establish the Poiseuille
velocity profile at the left and right boundaries (see Eq.
(1)).

Distribution functions changes using the conventional
LBM equations with the relaxation term proportional to
the difference between the current fi(~x, t) and equilib-
rium distributions feqi (~x, t) [15]

fi(~x+ ~ci∆x, t+ ∆t) = fi(~x, t)−
∆t

τ
[fi(~x, t)− feqi (~x, t)]

(2)
with the discrete equilibrium distribution function

feqi (~x, t) = wiρ

(
1 +

~u · ~ci
c2s

+
(~u · ~ci)2

c2s
− ~u · ~u

2c2s

)
, (3)

where weights wi correspond to a discrete set of velocities
and cs is the sound velocity. The density calculated as
ρ(~x, t) =

∑
i fi(~x, t) followed with the velocity calculation

~u(~x, t) =
∑
i ~cifi(~x, t)/ρ(~x, t).

The hard disks with the radius R∆x are immersed in
the moving fluid. The mutual interaction force ~g between
fluid and hard disk calculated using the distribution func-
tion fi(~x, t). The disk boundary is represented as a set

of Lagrangian points [13] ~Xk(t + ∆t) and ~Uk(t + ∆t),
(k = 1, . . . , N) are velocities at those points. The ve-

locities ~u′ at the Lagrangian points ~Xk calculated using
interpolation

~u′( ~Xk, t+ ∆t) =
∑
~x

~u′(~x, t+ ∆t)W (~x− ~Xk) (4)

with summation over all lattice nodes ~x, and the weight-
ing function W is defined [16, 17] by

W (x, y, z) = w
( x

∆x

)
w
( y

∆x

)
, (5)

w(r) =


1/8

(
3− 2|r|+

√
1 + 4|r| − 4r2

)
, |r| ≤ 1,

1/8
(

5− 2|r| −
√
−7 + 12|r| − 4r2

)
, 1 ≤ |r| ≤ 2,

0, otherwise.

(6)
The force ~g(~x, t + ∆t) acting on the particle is calcu-

lated iteratively in four steps [13]

I0. Initialize value of the force ~g at the Lagrangian
points

~g0( ~Xk, t+ ∆t) =
~Uk − ~u′( ~Xk, t+ ∆t)

∆x
, (7)

I1. Compute n-th iteration (n = 0, 1, . . . , l) of the force
at the grid points

~gn(~x, t+ ∆t) =

N∑
k=1

~gn( ~Xk, t+ ∆t)W (~x− ~Xk), (8)

and correct the velocity at the grid points accord-
ingly (note, it is not the iteration)

~un(~x, t+ ∆t) = ~u′(~x, t+ ∆t) + ~gn(~x, t+ ∆t)∆x. (9)
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I2. Interpolate the velocity at the Lagrangian points

~un( ~Xk, t+ ∆t) =
∑
x

~un(~x, t+ ∆t)W (~x− ~Xk). (10)

I3. Calculate n−th iteration of the force

~gn+1( ~Xk, t+∆t) = ~gn( ~Xk, t+∆t)+
~Uk − ~un( ~Xk, t+ ∆t)

∆x
.

(11)

We use the non-dimensional variables following Ina-
muro’s review paper [13]. We found the recommenda-
tion of reference [18] to keep no-slip conditions at the
disk surface is working well in our case and use four or
five iterations to calculate force, l = 4− 5.

The hard disk motion simulated with the classical me-
chanics equations, with the linear velocity ~U evolution

M
d~U(t)

dt
= ~F (t), (12)

and angular velocity evolution

1

2
MR2 dω

dt
= Tz. (13)

where M is the disk mass, ~F (t) = −
∑
~g(t) is the total

force acting on the disk, and Tz is the component of the

force moment, ~T = −
∑
~r × ~g.

III. SIMULATION DETAILS AND ANALYSIS

This section presents the details of the simulations of
the hard disk chain movement in the Poiseuille flow. We
vary the confinement ratio γ = 2R/W of the disk with
radius R to the channel width, the number N of hard
disks (particles) in the chain, and apply many initial dis-
placements of the particle in the chain — the symmet-
ric displacement of particles along the channel symmetry
axis, the random displacement of particles, and displace-
ment of one particle in the transversal to the fluid flow
direction.

A. Disk-chain movement simulation

Simulations were done mainly using the open-source
software Palabos [19] with some modifications in order
to incorporate the computational model presented in the
previous section. Palabos is a library written in C++
that uses MPI for parallelization. Palabos partitions lat-
tice into smaller regions distributed over the nodes or
cores of a parallel machine. Other data types which re-
quire a small amount of storage space are duplicated on
every node. Chain of particles processing is done as a

data processor, which is parallelized. The current prob-
lem has been computed with 22 threads on a node with
an Intel Xeon Gold 6152 2.1GHz processor with DDR4
2.666 GHz 768GB memory [20].

Computational domain is 80∆x × 20000∆x. We per-
form 1.5 · 106 LBM time steps until the fully developed
flow. Boundary conditions on the top and bottom of
the channel are walls (bounce-back), and on the left and
on the right, the Poiseuille profile is set with an average
velocity uav = 0.015 = umax/2. The channel width is
varyed between W = 20∆x and W = 100∆x, and the
channel length L is usually 250 times longer.

After the flow is fully developed, the particles (hard
disks) are immersed on the central axis of the channel
with the distance between the centers of the particles a =
4R. Radius of disks are all equal, R = 5∆x. The disks
in the LBM-IB method are represented by 100 points
uniformly distributed around a circle. The number of IB
iterations for the force calculation was four and five to
check the convergence of iterations.

The particle in the middle of the chain is shifted above
the axis to excite oscillations. Fig. 1 illustrates the initial
position of 8 particles with the particle fifth shifted. The
density of the fluid is ρfluid = 1. The density of the
disks is greater than the density of the surrounding fluid
ρhd = 1000/840 ≈ 1.19. We chose this ratio to mimic
the ratio of the density of water to the density of oil in
the experiment [4]. The model uses the two-dimensional
D2Q9 [14] velocity representation.

We check simulation with the code written in python.
The reason was to correctly implement the boundary con-
ditions for the fluid in the channel and correctly incor-
porate the bounce-back boundary conditions along the
channel with the boundary conditions at the incoming
and outcoming fluid flow corresponding to the Poiseuille
velocity profile. Simulations stop while the rightmost
particle reaches the outcoming boundary.

B. Chain oscillation analysis

For the chain oscillation spectrum, we adopt the same
method as in the analysis of the experimental data in
Ref. [4] using the coordinate system shown in Fig. 1. Os-
cillations in the direction transversal to the flow are cal-
culated using deviation of the particle n (i = 1, 2, . . . , N)
from the channel axis, i.e. it is oscillations around
the axis, yn(ti) at the discrete moment of simulation ti
(i = 1, 2, . . . , T ). Longitudinal oscillations are calculated
from the difference ξn(t) of the neighboring particles

ξn(ti) =

{
0, n = 0

xn(ti)− xn−1(ti), n ∈ [1, N − 1].
(14)

and distances ξ is connected to the relative oscillations
of the neighboring particles [5].
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γ T̃ Ω̃ ũrel

1/2 54.80 0.1147 -0.1287
1/4 133.16 0.0472 -0.0333
1/6 200.19 0.0314 -0.0128
1/8 343.57 0.0183 -0.0101

1/10 546.27 0.0115 -0.0054

TABLE I. The period T̃ of the particle oscillations, angular
velocity Ω̃, and relative velocity of the particle ũrel.

The discrete Fourier transform performed with NumPy
library [21] using expressions [4] (we drop ∆x and ∆t in
order to shorten expressions)

X̃(k, ω) =

N∑
n=1

T∑
t=1

ξ(n, t)e−(2πi/N)(k−1)(n−1)e−(2πi/T )(ω−1)(t−1)

(15)
and

Ỹ (k, ω) =

N∑
n=1

T∑
t=1

y(n, t)e−(2πi/N)(k−1)(n−1)e−(2πi/T )(ω−1)(t−1)

(16)

IV. SINGLE PARTICLE IN THE POISEUILLE
FLOW

In the following, we will use the dimensionless vari-
ables, and all LBM variables are normalized by the par-
ticle radius R∆x and by the maximum velocity umax of
Poiseuille flow. The normalized variables are denoted
with a tilde. Therefore, the particle radius R̃=1 and
maximum velocity ũmax=1.

As we already discussed, the particle experiences lifting
force due to the velocity gradient of Poiseuille flow. In-
deed, it is the case of our simulations as shown in Fig.2.
The particle of radius R̃ = 1 is placed apart from the
axis at a distance ỹ0 = 1 in the channels with width
W̃ = 4, 8, 12, 16, and 20. During the simulation, the par-
ticle migrates to the channel axis for large confinement
ratio γ = 2R̃/W̃ = 1/2 and 1/4, and to the equilibrium
position away from the channel axis for smaller values of
confinement ratio (not all cases converge to the equilib-
rium position reached within the time of the Fig. 2). We
must note that the time scale of migration is larger than
1000. The particle is rotating in the migration process,
and in Fig. 3 we present the change in time of the rota-
tion angle for the narrow channel γ = 1/2. The typical
time scale of the hard disk rotation is an order of magni-
tude shorter than the time of migration, and the rotation
period T̃ is presented in Table I.

Table I entries present the period T̃ of single-particle
oscillations in the channels, the corresponding angular
velocity Ω̃, and the relative velocity of the particle ũrel
depending on the confinement ratio γ value. We have to
note that the narrow channel the larger particle retarda-
tion, i.e., the velocity growth with the larger confinement
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FIG. 2. Position ỹ with time t̃ of the particle transversal
migration in the channel with different confinement ratios γ =
1/2, 1/4, 1/6, 1/8, and 1/10.
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FIG. 3. Rotation of the hard disk – angle dependence of the
boundary point in time. Confinement ratio γ = 1/2.

ratio γ reflecting the wall proximity. The relative velocity
of the particle ũrel is shown in the figure 5, and plotted as
a function of the square of the confinement ratio. Fit to
the data gives ũrel ≈ 0.51γ2, with γ dependence similar
to the case calculated by Simha [22] for the immersed in-
finite cylinder. We have to note that the numerical value
of the coefficient behind γ2 obtained analytically does
depend on the assumptions used for the treatment of the
equation solving (f.e., see discussion section in Ref [8]).

We have to note that the relative velocity ũrel and
angular velocity Ω̃ are about the same for the aspect ra-
tio γ = 1/2 and relative velocity decays faster with the
decreasing confinement ratio γ than the angular veloc-
ity. The combination of rotation and transversal migra-
tion leads to the oscillation of the transversal velocity as
shown in Fig. 4, from which one can estimate the fre-
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FIG. 4. Variation of the particle transversal component of
velocity ũy in time for different values of confinement ratio γ.
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FIG. 5. Relative particle velocity urel as function of the
square of confinement ratio γ. The dotted line is the fit to
the data.

quency of oscillations depending on the channel confine-
ment ratio γ. According to analytical estimations [7, 22],
the frequency is associated with the proximity to the wall
and the shear velocity gradient.

More details on the simulation of the lonely particle
in two-dimensional Poiseuille flow with small Reynolds
numbers will published elsewhere [23]. The steady-state
positions of the sphere in the tube was simulated recently
for the higher Reynolds numbers than we consider in the
paper [24].

V. EMERGENCE OF COLLECTIVE
SPECTRUM

This section presents the results of our simulations us-
ing the LBM-IB approach described above. We found
some “critical” number of particles in the chain at which
the collective spectrum of the moving particles spectrum

appears.

The spectrum of “flowing crystal” [6] was first re-
ported in the pioneering work [4]. In the experiment [4],
the water droplets were injected into the oil moving be-
tween two plates. The plates squeezed the droplets, so
the geometry was quasi-two-dimensional, and the veloc-
ity of droplets was slower than the velocity of the sur-
rounding oil. The velocity difference leads to the per-
turbation of the oil, which mediates a drag force on the
other droplets. For the quasi-two-dimensional geometry
of the experiment, the hydrodynamic potential of the
single drop at the large distances ~r will approximately
satisfy the two-dimensional Laplace equation with solu-
tion φ ≈ R2urel~r/r

2 which is the potential of the two-
dimensional dipole [25], with urel is the drop velocity rel-
ative to the oil flow. The spectrum of the dipoles chain
was calculated analytically and compared well with the
spectrum of about 60 water droplets injected into the oil.

The Poiseuille flow is axisymmetric and non-
homogeneous in the direction transversal to the axis. It is
known from early experiments [9–11] that particles can
migrate axially in the Poiseuille flow. The theoretical
considerations suggest that sphere in 3D shear flow and
disk in 2D shear flow may seem to rotate [26] and may
experience lifting force [7–9] pointing perpendicular to
the streamlines. The lifting force is a function of the
shear gradient, particle radius, viscosity, density, and rel-
ative velocity [7, 8]. There are analytical calculations [22]
that suggest that the relative velocity of the particle is
proportional to the square of the confinement ratio mul-
tiplied by the value of the Poiseuille flow at the axis,
urel ∝ γ2umax. This relative velocity will produce the
dipole-like potential φ ∝ R2γ2umax~r/r

2

So, one can expect individual particles in the chain
to move axially and transversally and rotate due to the
Poiseuille flow and proximity to the wall. The perturbed
by particles fluid will mediate the interaction between
particles in the chain, and the collective excitations will
emerge. The spectrum should be similar to those ob-
tained in the experiment with the drops squeezed be-
tween plates [4]. In addition, one can expect the spec-
trum intensity would be higher with the larger confine-
ment ratio due to the larger relative velocity of particles
and, therefore, the stronger particle interaction.

In the following, we will use the dimensionless vari-
ables, and all LBM variables are normalized by the par-
ticle radius R and by the maximum velocity umax of
Poiseuille flow. The normalized variables denoted with
tilde; therefore, the particle radius R̃=1 and maximum
velocity ũmax=1.

The geometry of the computer experiment is shown in
Fig. 1. We simulate chain with N particles of dimen-
sionless radius R = 1 with the distance between centers
a = 4 (four times wider than radius R) in the channel
with confinement ratio γ under the Poiseuille flow with
the dimensionless maximum velocity ũmax = 1. It is
the case of viscous flow with the low Reynolds number
Re = 0.25.
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FIG. 6. Transversal oscillations of N = 18 particles in the
chain - the transversal coordinate ỹi of the i-th particle, i =
0, 1, . . . , N − 1.
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FIG. 7. Relative oscillations of N = 18 particles in the chain
- the difference ξ̃ = x̃i − x̃i−1 of the longitudinal positions xi
of the particles, i = 1, . . . , N − 1.

The N particles placed along the channel axis with the
middle one shifted transversally with distance ỹ0, thus
breaking the symmetry of the chain and triggering par-
ticle oscillations. We also used the small random dis-
placement of the particles from the perfect positions in
the one-dimensional lattice and found qualitatively simi-
lar results and noisy ones. We simulate chain movement
in dimensionless time up to several hundred and collect
the position of all disk centers in the transversal direction
and the difference between neighboring particle centers
in projection to the x-axis. The collected data we use
for the spectrum calculation using Expr. (15-16). The
transversal positions ỹi of the N = 18 particles is shown
in Fig 6 and the relative distances of particles ξ̃ (Expr. 14)

is shown in Fig 7. One can note that the frequencies of
the oscillations are comparable with the frequencies gen-
erated by the lifting force and rotating force discussed in
the previous subsection for the case of one-particle move-
ment. At the same time, we must note that the initial
disturbance of just one particle in the chain produces
oscillations of all N particles in the chain. The new phe-
nomena appear for a long enough chain – the collective
spectrum.

Figure 8 presents the emergence of the collective spec-
trum in the disk chain with the increasing number of par-
ticles N in the chain. It is visible from the figure that the
collective spectrum appears with the increasing number
of particles in the chain. The intensity plot of the power
spectrum shows the emergence of the visible dispersion
dependence for the number of the particle about N ≈ 10
(not shown in the figure) and become well pronounced
and sharper already with N = 16.

The longitudinal dispersion law is quite different from
those in the quasi-two-dimensional case, which is associ-
ated with the dipole-like potential flow of fluid around
the retarded drop - it is the linear spectrum in the left
column of Figure 8.

The difference of the obtained disk chain spectrum in
the two-dimensional narrow channel with the spectrum of
squeezed drop chain in the quasi-two-dimensional geom-
etry is as follows. The main contribution to the drop in-
teraction is through the dipole-like potential for squeezed
case, in which the relative drop velocity is quite large and
the Reynolds number in the experiment (Re < 10−2) is
relatively low. In our case, the disks in the narrow chan-
nel with a more significant but still small Reynolds num-
ber Re = 1/4 are due to the proximity to the wall and
the velocity gradient of the Poiseuille flow. The relative
velocity of the particles is much smaller than the aver-
age fluid velocity, and dipole-like potential does not affect
the spectrum much. We simulate chain for the number of
confinement ratio to support that point, and indeed, the
spectrum becomes sharper for the narrow channel and
larger confinement ratio.

The open question remains – it is the existence of the
gap in the transversal dispersion law, the dependence of
frequency ωy from the wavenumber at the small values.
The absence of the translational invariance of the chain in
the transverse direction y can lead to a gap in the spec-
trum. The possible value of the gap can be estimated
with the following considerations. For example, if one
shifts the infinite chain from the axis at some distance
y0 in the narrow channel γ = 1/2, the chain will relax to
the steady position at the channel axis. It is about the
same as the relaxation time of the single-particle shown
by the lower line in the 2. We check in simulations for
the single-particle using several values of initial displace-
ment y0 ∈ [0.25 : 1], the distance ỹ(t) decay exponentially

ỹ ≈ ỹ0 exp(−t̃/T̃relax) with the T̃relax ≈ 200. This value
of the relaxation period is shorter than the visible pe-
riod of the oscillations of the individual particles shown
in the fig. 6. Therefore, the effective frequency of relax-
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X, n = 8 Y, n = 8

X, n = 16 Y, n = 16

X, n = 32 Y, n = 32

FIG. 8. Intensity plot of the power spectrum in the narrow
channel with confinement ratio γ = 1/2 and a different num-
ber of particle N in the chain. Left column – power spectrum
of the longitudinal oscillations. Right column - the power
spectrum of the transversal oscillations. From top to bottom
N = 8, 16 and 32.

ation ω̃relax ∝ 1/T̃relax is larger than some frequencies
of the chain oscillations shown in the figure. This fact
contradicts our assumption that the gap in the spectrum
relates to the time of the chain relaxation to the steady
position. Simulations of the very long chain detecting
accurate estimation of the dispersion law are necessary
to associate the transversal spectrum with the optical
spectrum or the gapless acoustic phonon spectrum.

VI. DISCUSSION

The spectrum of collective excitations of flowing par-
ticles was found in the pioneering research by Weiz-

mann group [4]. They use the quasi-two-dimensional oil
flow with water droplets squeezed by two plates. Water
droplets of equal radii were injected in the moving oil at
a constant rate with equal inter-droplet distances. The
droplet velocity was smaller than the surrounding oil due
to the friction between droplets and plates. The motion
of droplets was tracked using the microscope and digital
camera, and the spectrum was calculated with a pack of
about 60 droplets. The spectrum reflects the collective
oscillations of the drops in the chain, and authors argued
the drop interaction is due to the dipole-like potential
originating from the difference of the drop velocity rela-
tive to the fluid, which in turn is due to the friction of
the squeezed drops at the top and bottom plates. The
analytical arguments well support this picture [6] as well
as following numerical experiments from other groups.
For example, Ref. [27] authors simulate drop interaction
using the dipole potential explicitly and reproduce well
the spectrum of Ref. [4].

In this paper, we report the auxiliary possibility for the
collective spectrum of the moving chain. We simulate
buoyancy hard disks neutrally in the two-dimensional
channel. The disks were immersed in the Poiseuille flow
of the surrounding fluid. We argue in the paper that
under the flow with Reynolds number slightly less than
unity, the main contribution to the particle interaction is
due to the gradient of Poiseuille velocity and the proxim-
ity of particles to the wall. The relative velocity of par-
ticles does produce the dipole potential, but the velocity
value is too small to produce detectible dipole interaction
of the particles. The collective spectrum is just the plane
waves in the longitudinal direction and a combination of
the direct and reflected from the walls plane waves in the
transversal direction.

In conclusion, we numerically found the collective spec-
trum of the neutral buoyancy particle chain in the nar-
row two-dimensional channel at the moderate values of
Reynolds number.
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