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Abstract

In this paper, we present a robust and efficient unfitted concurrent multiscale method for

continuum-continuum coupling, based on the Cut Finite Element Method (CutFEM). The com-

putational domain is defined using approximate signed distance functions over a fixed background

mesh and is decomposed into microscale and macroscale regions using a novel zooming technique.

The zoom interface is represented by a signed distance function intersecting the computational mesh

arbitrarily. The mesh inside the zoomed region is hierarchically refined to resolve the microstruc-

ture. In the examples considered, the microstructure may contain voids and hard inclusions, and

its geometry is defined implicitly by a signed distance function interpolated over the refined mesh.

Our zooming technique allows the zoom interface to intersect the microstructure interface in an

arbitrary fashion, enabling greater flexibility and accuracy in the modelling of complex geometries.

The micro and macro regions are coupled using Nitsche’s method, ensuring stability and accuracy

in the solution. Ghost penalty terms are utilised to ensure the stability of cut elements along the

zoom interface and the microstructure interface.

To demonstrate the effectiveness of our framework, we apply it for modelling several hetero-

geneous structures with both linear elasticity and plasticity constitutive behaviours. The results

show that our framework is robust and efficient, producing accurate and reliable solutions for such

problems. Our proposed method provides a highly versatile and effective approach to multiscale
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modeling of structures with complex microstructures, and has the potential to be extended to prob-

lems requiring seamless moving of zooming region(s) during the simulation, such as damage growth

and fracture propagation.

Keywords: concurrent multiscale, unfitted multimesh, CutFEM, Nitsche, ghost penalty

1. Introduction

Numerical analysis of heterogeneous materials such as composites is conventionally carried out with

properties obtained from homogenisation methods (see, e.g. [1, 2, 3]), passing data from small (mi-

cro) to large (macro) length scales, wherein the macroscale properties are obtained by averaging

stresses and strains over a representative volume element (RVE). However, these homogenisation

methods suffer from drawbacks, including macroscopic uniformity and RVE periodicity assump-

tions. The uniformity assumption is not satisfied in critical regions of high gradients, such as

interfaces, complex geometries with sharp angles, and regions experiencing severe plasticity and

softening. The periodicity assumption is also not fulfilled when the material’s microstructure is

nonuniform. In this context, using direct numerical simulations leads to accurate responses, but it

is not tractable for large-scale structures. Over the last few decades, such issues have been tack-

led effectively by domain decomposition methods (DDM) [4, 5], which divide the computational

domain into subdomains. One subdomain typically contains a critical phenomenon undergoing

complex local mechanisms, such as damage, while the surrounding subdomain is usually homoge-

neous and elastic. Submodelling approach [6, 7, 8] is a well-known class of DDM that utilises a

regularised approximation based on macroscale solutions as a boundary condition for the microscale

model. Herein, the communication between two decoupled subdomains is one-way, occurring from

macroscale to microscale.

Later on, the submodelling technique was advanced with concurrent solvers, where the subdo-

mains were computed simultaneously. This category of DDM is called the "concurrent multiscale

method" [9, 10], suggesting coupling operators for linking the subdomains, whereby each subdomain

possesses a different length-scale. In the concurrent multiscale methods, the constraints related to

the coupling operators are typically applied over the interfaces between subdomains strongly, e.g.

within Lagrange multiplier technique [11, 12, 13] or weakly by Nitche’s method [14, 15, 16].

Concurrent multiscale methods face two significant challenges, as noted by [17]: (i) adequately
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modelling the coupling between scales, and (ii) discretising the corresponding computational do-

main, including the subdomains and their interfaces. To address the first challenge, there are two

categories of solutions available. The first category is based on overlapping techniques (also called

"handshake" approaches), which handle the difficulty of coupling two models with incompatible

kinematics over a region where the two models/scales are overlapped. Examples of well-known

overlapping techniques include the bridging domain method [18, 19, 20] and the Arlequin method

[21]. The second category is based on non-overlapping techniques that couple the two models over

an interface, such as the mortar method [22]. Both overlapping and non-overlapping techniques can

link subdomains with the same or different scales/physics.

In addressing the second challenge, there are two main approaches available: fitted and unfitted

techniques. Fitted discretisation techniques require the edges of the elements to align with the

interfaces, which can be a time-consuming and error-prone process. This often creates meshing

obstacles, particularly when dealing with problems with non-stationary or time-dependent spatial

properties such as microstructure and zooming geometries, which may require repeated remeshing.

In contrast, unfitted techniques handle geometric descriptions independently for concurrent multi-

scale simulations. Well-known examples of unfitted methods include the cut finite element method

(CutFEM) [23], the finite cell method (FCM) [24, 25], and the Cartesian grid finite element method

(cgFEM) [26]. These techniques are particularly appealing for modelling problems with complex

and/or time-dependent geometries. Another group of unfitted methods, extensively developed for

domain decomposition analysis, includes the mortar method [27, 28], the dual mortar method [29],

and the localised mortar method [30]. These unfitted methods generally employ Lagrange mul-

tipliers to impose weak continuity conditions over the domain decomposition interface. For their

application in concurrent multiscale analysis, see studies by Arbogast et al. [31] and Subber et

al. [32]. In this paper, we focus on the CutFEM technique to develop an unfitted discretisation

framework that deals simultaneously with complex microstructures and zooming interfaces.

The CutFEM technique can be considered as a variation of the eXtended Finite Element Method

(XFEM) [33], as a popular unfitted FEM for embedded interfaces. While XFEM enriches the nodes

that are intersected by the interface with additional degrees of freedom using enrichment functions,

CutFEM employs an overlapping fictitious domain technique to add extra elements overlapping

the intersected elements. This approach allows each overlapping element to represent a different

side of the interface, effectively doubling the degrees of freedom in the intersected elements. Thus,
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CutFEM can capture any type of discontinuity in the solution field, including strong and weak

discontinuities, seamlessly. The two overlapped elements are then glued together using Nitsche’s

method. To ensure the stability of the intersected elements within the interface, the ghost penalty

regularisation technique is often used, particularly when a small cut has been created [34, 35].

The CutFEM has the advantage of being able to easily handle arbitrary and complex geometries,

whereas XFEM may require additional work to handle such geometries. Another advantage of

CutFEM over XFEM is that it does not require a partition of unity, which can be computationally

expensive in 3D simulations.

The literature on CutFEM, similar to the XFEM (cf.[36, 37, 38, 39]), is vast. It has been

applied for problems in two-phase fluid flow [40, 41], multi-physics [42, 43], contact mechanics

[44, 45] fracture mechanics [46], etc. In the area of domain decomposition and multiscale modelling,

one of the most relevant works is carried out by authors in [47, 48, 49], who developed a multi-

mesh framework based on CutFEM for multi-component structures. In their methodology, each

component of the large structure is meshed separately while each mesh is allowed to overlap the

CutFEM fixed background mesh arbitrarily. Their method allows the CutFEM background mesh to

be intersected by more than one interface (corresponding to the overlapped meshes) simultaneously.

Moreover, they utilise Nitche’s method to enforce interface conditions in the intersected elements.

In the context of concurrent multiscale modelling, however, to the author’s best knowledge, there

are no published papers by other authors using the CutFEM technique.

In our prior publication [50], we developed a concurrent micro-macro model blending method

which uses one background mesh to describe the multiscale problem. The macroscale region has

been represented by a homogenised material over coarse elements, and the microscale structure is

represented by a signed distance function and has been discretised using a CutFEM approach over

very fine elements. The macro and micro regions have been coupled via a mixing region with a

thickness of several mesh elements.

The multiscale framework, which is presented in this article, is different from our previous

mixing approach in two significant ways. Firstly, the multiscale approach presented in the following

does not feature a mixing region but couples the microscale domain to the macroscale domain via

a sharp interface. Secondly, we no longer consider that we have one adaptive background mesh

but rather two distinct meshes and discretisations: one for the macroscale domain and one for the

microscale domain. The macroscale domain is modelled as a homogenised domain and represented
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by a coarse mesh. The microstructure is discretised independently from the macro domain and

features rich geometrical detail. The microscale domain is assumed to exist everywhere in the

macroscale domain. Zoom regions are then defined in areas of interest on the macro scale domain

to open "windows" into the microscale region. These zoom regions are dynamic and can change

over time. These dynamic zoom regions are beneficial for problems which feature sharply localised

phenomena, such as crack propagation or the formation of plastic bands. In this article, we will

demonstrate the capabilities of our method for the latter (non-linear plasticity model).

Within our framework, we first define regions of interest or "zooms" implicitly through a level

set function interpolated over a fixed coarse background mesh (discretised macroscale domain).

The corresponding zoom interface can intersect the background mesh arbitrarily. A second level

set function is introduced to define the microstructure, which is interpolated over a high-resolution

mesh. The macro and micro regions are glued together using Nitsche’s method. Then to guaran-

tee the well-conditioning of the multiresolution system matrix and the stability of the solver, cut

elements are regularised with the ghost penalty technique.

The paper is outlined as follows. In section 2, we will present strong and weak forms of governing

equations for the microscale and macroscale models within concurrent multiscale formulation. Then,

we will discretise the corresponding formulation using the CutFEM technique. In section 3, the

proposed multiscale framework will be firstly validated and then tested for different heterogeneous

structures with linear elasticity and plasticity behaviours.

2. Concurrent multiscale model using zooms described by level-set func-
tions

In this section, we commence by defining the spatial domains relevant to our concurrent multiscale

framework in Section 2.1. The schematic representations of these domains are depicted in Figure

1(a) and (b). Subsequently, we present the strong form of the governing equations for the hetero-

geneous microscale model in Section 2.2, followed by the equivalent homogenised macroscale model

in Section 2.3. Next, we enrich the homogenised macroscale model with microscale features within

regions of interest (zooms), which forms the basis for our multiscale framework. The domain parti-

tioning for the multiscale model is then illustrated in Figure 1(c). We derive the weak form of the

governing equations for the proposed concurrent multiscale model in Section 2.4, while employing

Nitsche’s formulation to couple the subdomains across sharp interfaces. We proceed to define the

5



(a) (b) (c)

Figure 1: Domain partitioning: (a) heterogeneous microscale model, (b) homogeneous macroscale model and (c)

multiscale model (the macroscale model enriched with a zoom including microscale model)

corresponding subdomains and interfaces in terms of level set functions in Section 2.5. Finally, in

Section 2.6, we discretise the macro and microscale problems using CutFEM.

2.1. Multiscale domain with zoom regions

Let us consider that we have a two-phase composite material occupying domain Ω with boundary

∂Ω, which consists of a matrix-phase Ω1 and an inclusion phase Ω2 (see Figure 1 (a)). Here,

Ω1 ∪ Ω2 = Ω and Ω1 ∩ Ω2 = ∅. The interface between Ω1 and Ω2 is denoted by Γ1. Furthermore,

let us assume that the two-phase composite can be represented by a homogenised material, which

we denote by Ω3 (see Figure 1 (b)).

Now, let us introduce zooms in the homogenised domain into the two-phase composite material.

The zoom regions are denoted by Ωm = Ω̄1 ∪ Ω̄2, where Ω̄i, i = 1, 2, denotes the part of Ωi that

lies inside the zoom regions (microscale domain). And ΩM = Ω3 \ Ωm denotes the homogenised

region without the zoom regions (macroscale domain). The interface between the matrix phase of

the zoom regions and the macroscale domain is denoted by Γ2 = Ω̄1∩ Ω̄3 and the interface between

the inclusion phase and the macroscale domain is denoted by Γ3 = Ω̄2 ∩ Ω̄3 (see Figure 1 (c)).

We then consider

2.2. Heterogeneous elasticity problem: strong form
2.2.1. Semi-discrete boundary value problem

The semi-discrete problem of elasticity that we wish to solve is the following. Time interval I = [0T ]

into N equally spaced time intervals. At discrete times in I∆T = {t1 = ∆T, t2 = 2∆T, ... , tN =
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N∆T = T}, we look for displacement un := {un
1 , u

n
2} : Ω1 × Ω2 → RD × RD at nth time step

satisfying,

∀ i ∈ {1, 2}, divσn
i (∇su

n
i ) + fn = 0 inΩi (1)

where σn
i (∇su

n
i ) is the stress tensor, which is a function of strain tensor ∇su

n
i , and fn is the

corresponding body force.

The boundary conditions of the elasticity problem are

∀ i ∈ {1, 2}, un
i = un

d over ∂Ωu ∩ ∂Ωi (2)

and

∀ i ∈ {1, 2}, σn
i (∇su

n
i ) · n∂Ω = τn over ∂Ωt ∩ ∂Ωi (3)

where τn denotes the traction vector and n∂Ω is the outer normal to the boundary. Here, ∂Ω =

∂Ωt ∪ ∂Ωu, ∂Ωt ∩ ∂Ωu = {0}. Moreover, fields fn, un
d and τn are given time-discrete fields.

2.2.2. Linear elasticity

If we assume that the two phases of the composite are linear elastic, time-independent and homo-

geneous, the stress functions σn
i may be expressed as

∀ i ∈ {1, 2}, σn
i (∇su

n
i ) := Ci : ∇su

n
i inΩi , (4)

where ∇s . =
1
2 (∇ . +∇T . ) and Ci is the fourth-order Hooke tensor of the material occupying phase

i. This tensor may be expressed as a function of the the Lamé coefficients λi and µi as follows:

∀ i ∈ {1, 2}, Ci : ∇s . = λiTr(∇s . )I+ 2µi∇s . . (5)

2.2.3. von Mises plasticity

Time continuous constitutive law. We consider the following von Mises plasticity model. The

stress s in the material is given by

s = C : (ϵ− ϵp) (6)

as a function of the strain ϵ (i.e. the symmetric part of the displacement gradient) and the plastic

strain ϵp. The yield surface is defined as

f(sD, q, p) =

√
3

2
(sD − q) : (sD − q)− (Y0 +R(p)) (7)
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where sD denotes the deviatoric part of σ, p denotes the cumulative plastic strain and q the back

stress. In equation above, Y0 is a constant initial yield parameter, the term R(p) = Ĥ p is the

isotropic linear hardening function, where Ĥ is the corresponding hardening modulus. Moreover,

the plasticity flow rules are as follows:

λ ≥ 0 , λf(sD, q, p) = 0 , f(sD, q, p) ≤ 0 (8)

where
ϵ̇p = λ

(
sD − q

∥sD − q∥

)
,

q̇ = λ

(
H̄ :

sD − q

∥sD − q∥

)
,

ṗ = λ .

(9)

In equations above, λ is the plastic multiplier and H̄ is a fourth-order kinematic hardening

tensor. In our examples, H̄ will be vanishingly small (no kinematic hardening).

Implicit time integration The previous ODE may be discretised in time using an implicit Euler

scheme. This leads to the following semi-discrete material law.

1

∆T

(
C−1 : sn+1 − ϵn+1 + ϵnp

)
+ λ

sn+1
D − qn+1

∥sn+1
D − qn+1∥

= 0

1

∆T

(
H̄−1 : (qn+1 − qn)

)
+ λ

sn+1
D − qn+1

∥sn+1
D − qn+1∥

= 0

λ ≥ 0 , λf(sn+1
D , qn+1, pn + λ∆T ) = 0 , f(sn+1

D , qn+1, pn + λ∆T ) ≤ 0 .

(10)

Given (ϵn+1, ϵnp , q
n, pn), the previous nonlinear system of equation (the last three constraints can

be recast as a single nonlinear equality using the Heaviside function) can be solved for (sn+1, qn+1, λ)

using the usual combination of operator splitting and Newton iterative solution scheme. The update

of internal variables is performed according to

ϵn+1
p = ϵnp + λ

(
sn+1
D − qn+1

∥sn+1
D − qn+1∥

)
∆T

pn+1 = pn + λ∆T

(11)

The procedure can therefore be summarised as an (implicit defined) relationship

sn+1 = s∆T

(
ϵn+1, (ϵnp , q

n, pn);µ,∆T
)

(12)

where µ is a real-valued vector containing all the parameters of the constitutive law: Y0, all the free

parameters of tensor H̄ and that of R.
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Semi-discrete implicit stress functions At time tn > 0, for any phase index i ∈ J1 2K of the

composite material, we may replace the elastic constitutive law by the following nolinear function

σn
i (∇su

n
i ) = s∆T

(
∇su

n
i , ξ

n−1
i ;µi,∆T

)
(13)

where the field of past internal variables ξn−1
i = (ϵn−1

p , qn−1, pn−1) defined over Ωi are sequentially

and locally updated according to the procedure outlined above. We suppose that at the beginning

of the simulation, all the internal variables are null.

2.3. Homogenised elasticity problem: strong form

Here, we present a homogenised elasticity problem with an equivalent homogenised material for the

two-phase composite material defined in the previous section. The corresponding computational

domain is shown schematically in Figure 1 (b). Similar to the heterogeneous elasticity problem, we

consider a time-dependent problem with time interval I = [0 T ] divided into N equal time steps.

In each time step n, we look for displacement un
3 : Ω3 → RD satisfying the following equilibrium

equation

divσn
3 (∇su

n
3 ) + fn

3 = 0 in Ω3 , (14)

where the corresponding boundary conditions are as follows: un
3 = un

d over ∂Ωu∩∂Ω and σn
3 .n∂Ω =

tnd over ∂Ωn ∩ ∂Ω, where ∂Ω = ∂Ωt ∪ ∂Ωu and ∂Ωt ∩ ∂Ωu = {0}.

In Ω3, we introduce a surrogate material model with slowly varying parameters in space. If the

coarse material is elastic and homogeneous, it is characterised by constant tensor C3 (which may be

obtained, for instance, via some form of homogenisation of the composite material), whose action

reads as

C3 : ∇s . = λ3Tr(∇s . )I+ 2µc∇s . (15)

The resulting stress function is

σ3(∇su3) := C3 : ∇su3 in Ω3 . (16)

If the coarse material is plastic, we define the associated stress update at the nth time increment,

n ∈ {1, 2, ..., N}, by
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σn
3 (∇su

n
3 ) = s∆T

(
∇su

n
3 , ξ

n−1
3 ;µ3,∆T

)
. (17)

The solution approach for equation above is similar to the approach presented for heterogeneous

plasticity problems in the previous section.

2.4. Multiscale problem in weak form

Keeping this in mind, we now split domain Ω arbitrarily into two non-overlapping domains: the

coarse domain ΩM =: Ω3 and the fine domain Ωm, as shown in Figure 1 (c). Let us now redefine

Ωi as Ωm ∩ Ωi, for i ∈ {1, 2} (level set ϕ1 is unaffected by this change of notation). The interfaces

between the domains
Γ1 = Ω1 ∩ Ω2 ,

Γ2 = Ω1 ∩ Ω3 ,

Γ3 = Ω2 ∩ Ω3.

(18)

In the following, we present the weak form of governing equations for the microscale and

macroscale problems separately. However, due to the concurrent multiscale modelling, both prob-

lems will be solved simultaneously.

2.4.1. Microscale model in weak form

Now, the microscale problem of elasticity at time tn ∈ I∆T reads: We look for a displacement field

um := {u1, u2} : Ω̄1 × Ω̄2 → RD × RD satisfying

am(um, δum) + am,♯(um, δum) = lm(δum) . (19)

In the previous variational statement, arbitrary δum := {u1, u2} : Ω̄1 × Ω̄2 → RD × RD is

required to satisfy the homogeneous Dirichlet conditions

δum = 0 over ∂Ωm,u := ∂Ωu ∩ ∂Ωm . (20)

In equation 19, the bilinear form am is defined as,

am(um, δum) =

∫
Ωm

σm(∇sum) : ∇sδum dx . (21)

The corresponding linear form lm is given by,

lm(δum) =

∫
Ωm

f · δum dx+

∫
∂Ωm,t

τ · δum dx , (22)
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where

Ωm,t = Ωm ∩ ∂Ωt . (23)

The bilinear form am,♯ in equation 19 introduces the coupling terms related to the Nitsche’s

method to glue together the microscale subdomains, i.e. Ω̄1 and Ω̄2, and is expressed as,

am,♯(um, δum) = γ1ŵ1

∫
Γ1

JumK1 · JδumK1 dx

−
∫
Γ1

{t}1 (um) · JδumK1 dx

−
∫
Γ1

{t}1 (δum) · JumK1 dx .

(24)

where

JumK1 = u1 − u2 , (25)

which denotes the jump in the displacement field across Γ1. In equation 24, γ1 > 0, ŵ1 and {t}1
are Nitsche’s parameters for the microscale model.

2.4.2. Macroscale model in weak form

Now, for the macroscale problem of elasticity at time tn ∈ I∆T reads, we look for a displacement

field uM : ΩM → RD satisfying

aM(uM, δuM) + aM,♯(uM, δuM) = lM(δuM) (26)

where the arbitrary triplet δuM : ΩM → RD is required to satisfy the homogeneous Dirichlet

conditions

δuM = 0 over ∂ΩM,u := ∂Ωu ∩ ∂ΩM . (27)

The bilinear form aM in equation 26 is defined as follows,

aM(uM, δuM) =

∫
ΩM

σM(∇suM) : ∇sδuM dx, (28)

The corresponding linear form lM(uM, δuM) is defined as,

lM(δuM) =

∫
ΩM

f · δuM dx+

∫
∂ΩM,t

τ · δuM dx , (29)

where

∂ΩM,t = ΩM ∩ ∂Ωt . (30)
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The bilinear form aM,♯(uM, δuM) presents the Nitsche’s formulation for coupling microscale

and macroscale models over two types of interfaces; Γ2 and Γ3, which is denoted by

aM,♯(uM, δuM) = a2,♯(uM, δuM) + a3,♯(uM , δuM) (31)

where for i ∈ {2, 3}, the Nitsche’s formulation over Γi reads

ai,♯(uM, δuM) = γiŵi

∫
Γi

JuMKi · JδuMKi dx

−
∫
Γi

{t}i (uM) · JδuMKi dx

−
∫
Γi

{t}i (δuM) · JuMKi dx .

(32)

where γi > 0, ŵi and {t}i are Nitsche’s terms and we have

JuMKi = uM − ui , (33)

which denotes the jump in the displacement field across Γi.

2.5. Level-set-based descriptions of subdomains and interfaces

In this contribution, we define two subdomains, Ω1 and Ω2 implicitly using a time-independent

continuous level set function ϕ1 ∈ C0(Ω). The subdomains are given as follows:

Ω1 = {x ∈ Ω |ϕ1(x) ≤ 0}

Ω2 = {x ∈ Ω |ϕ1(x) > 0}
. (34)

Furthermore, the interface separating these two subdomains is denoted by Γ1 and defined in

terms of ϕ1 as follows:

Γ1 = {x ∈ Ω |ϕ1(x) = 0} . (35)

The coarse domain, denoted by ΩM, is defined using another continuous level set function

ϕ2 ∈ C0(Ω), as:

ΩM = {x ∈ Ω |ϕ2(x) > 0} . (36)

Similarly, the fine domain, denoted by Ωm, is defined as:

Ωm = {x ∈ Ω |ϕ2(x) ≤ 0} , (37)
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where Ωm is comprised of micro pores (or micro inclusions) and matrix. Specifically, the subdomain

corresponding to the micro pores or inclusions inside Ωm is defined as:

Ω̄1 = {x ∈ Ω |ϕ1(x) ≥ 0, ϕ2(x) ≤ 0} . (38)

On the other hand, the subdomain corresponding to the matrix inside Ωm is defined as:

Ω̄2 = {x ∈ Ω |ϕ1(x) ≤ 0, ϕ2(x) ≤ 0 } . (39)

Finally, we introduce the interface between different subdomains defined above. The interface

between the coarse and fine domains, denoted by Γ12, is expressed as:

Γ12 = {x ∈ Ω |ϕ2(x) = 0} , (40)

which is comprised of two separate interfaces: Γ2 and Γ3, defined as:

Γ2 = {x ∈ Γ12 |ϕ1(x) > 0}

Γ3 = {x ∈ Γ12 |ϕ1(x) ≤ 0}
. (41)

2.6. Discretisation of the multiresolution problem
2.6.1. Discretisation of the geometry

Let us introduce a coarse triangulation T H of domain Ω. The tessellated domain is denoted by ΩH .

Furthermore, let us introduce the finite element space of continuous piecewise linear functions, i.e.

QH := {w ∈ C0(ΩH) : w|K ∈ P1(K) ,∀K ∈ T H} . (42)

We now define the finite element approximation of coarse domain ΩM as

ΩH
M = ΩH

3 = {x ∈ ΩH |ϕH
2 (x) ≥ 0} , (43)

where ϕH
2 (x) ∈ QH is the coarse nodal interpolant of ϕ2.

Let us now introduce a hierarchical subtriangulation T h of T H , with h ≪ H. Due to the

hierarchical structure, the union of all triangles of T h is the coarse finite element domain T H . We

define space

Q(H,h) := {w ∈ C0(ΩH) : w|K ∈ P1(K) ,∀K ∈ T h} . (44)
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With this definition, domains Ω1 and Ω2 are discretised as follows.

Ω
(H,h)
1 = {x ∈ ΩH |ϕH

2 (x) ≤ 0, ϕh
1 (x) ≤ 0}

Ω
(H,h)
2 = {x ∈ ΩH |ϕH

2 (x) ≤ 0, ϕh
1 (x) ≥ 0}

. (45)

We define the interface between the fine domains as

Γ
(H,h)
1 = {x ∈ ΩH |ϕH

2 (x) ≤ 0, ϕ
(H,h)
1 (x) = 0} . (46)

and the interfaces between the coarse and the fine domains as

ΓH
12 = {x ∈ ΩH |ϕH

2 (x) = 0} ,

Γ
(H,h)
2 = {x ∈ ΓH

12 |ϕh
1 (x) ≤ 0} ,

Γ
(H,h)
3 = {x ∈ ΓH

12 |ϕh
1 (x) ≥ 0} .

(47)

Notice that finely discretised quantities are parameterised by a pair of mesh characteristics

H = (H,h). This is due to the hierarchical structure of the multiresolution scheme that we have

introduced (the coarse domain "overshadows" the composite material). To simplify the notations,

the coarse sets and variables that only depend on H will also be written to be dependent on H.

2.6.2. Overlapping domain decomposition

For the three different domains of the multiresolution scheme, we need to define appropriate ex-

tended domains. Such an extended domain is composed of all the elements that have a non-void

intersection with its non-extended counterpart. Hence, the set of all elements of T H that have a

non-zero intersection with ΩH
M is

T̂ H
M := {K ∈ T H : K ∩ ΩH

M ̸= ∅} . (48)

The fictitious domain domain corresponding to this set is Ω̂H
M :=

⋃
K∈T̂ H

M
K. Similarly for the

fine domains,

∀i ∈ {1, 2}, T̂ H
i := {K ∈ T H : K ∩ ΩH

i ̸= ∅} . (49)

The domains corresponding to these sets are denoted by Ω̂H
i :=

⋃
K∈T̂ H

i
K, for i = 1 and for

i = 2.
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2.6.3. Extended interface FE spaces

We will look for an approximation uH =
(
uH
1 , uH

2 , uH
3

)
of the multiresolution elasticity problem in

space UH = UH
1 × UH

2 × UH
3 , where

UH
3 = UH

M := {w ∈ C0(Ω̂H
M) : w|K ∈ P1(K)∀K ∈ T̂ H

M} ,

∀i ∈ {1, 2}, ÛH
i := {w ∈ C0(Ω̂H

i ) : w|K ∈ P1(K)∀K ∈ T̂ H
i } .

(50)

Notice that uH is multi-valued in the elements that are cut by the two embedded interfaces. This

feature allows us to represent discontinuities at the two interfaces.

The field of internal variables ξni , for any n ∈ J0NK and for any i ∈ J1 3K, will be defined over the

corresponding approximated domain ΩH
i . These fields do not need to be extended to the fictitious

domain.

2.6.4. Additional sets

We now define some additional sets, which is required to introduce the stabilisation strategy for

our implicit boundary multiresolution formulation.

For stabilisation purpose, let us denote all elements which are intersected by ΓH
12 by

ĜH
12 := {K ∈ T H |K ∩ ΓH

12 ̸= ∅} . (51)

The domain corresponding to this set is denoted by Γ̂H
12 :=

⋃
K∈ĜH

12
K. Similarly for the fine

domains, for i ∈ {1, 2},

ĜH
i := {K ∈ T H |K ∩ ΓH

i ̸= ∅} , (52)

and the corresponding domains will be denoted by Γ̂H
i :=

⋃
K∈ĜH

i
K. We now define the set of

ghost penalty element edges for fictitious domain Ω̂H
1

F̂G
1 := {F = K ∩K ′ : K ∈ T̂ H

1 and K ′ ∈ T̂ H
1 , F ∩ Γ̂H

1 ̸= ∅} , (53)

and for fictitious domain Ω̂H
i , i ∈ {2, 3} as

F̂G
i := {F = K ∩K ′ : K ∈ T̂ H

i and K ′ ∈ T̂ H
i , F ∩ Γ̂H

i ̸= ∅} . (54)

2.7. Implicit boundary finite element formulation

The finite element multiresolution formulation is as follows: for any δuH ∈ UH satisfying the

homogeneous Dirichlet boundary conditions,

aH(uH, δuH) + aH♯ (uH, δuH) + aH♡(uH, δuH) = lH(δuH) . (55)
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In the previous formulation, the bilinear form aH is defined by

aH(uH, δuH) =

3∑
i=1

∫
ΩH

i

σi(∇su
H
i ) : ∇sδu

H
i dx , (56)

and the linear form lH is as follows:

lH(δuH) =

3∑
i=1

∫
ΩH

i

f · δuH
i dx+

3∑
i=1

∫
∂ΩH

t,i

τ · δuH
i dx . (57)

Term aH♯ is composed of terms that allows gluing the three domains together, using Nitsche’s

method. It is further expanded as

aH♯ (uH, δuH) = aH1,♯(u
H, δuH) + aH2,♯(u

H, δuH) + aH3,♯(u
H, δuH) . (58)

where the first term is for the matrix and the inclusions, while the second and third terms relate

to the interface between coarse and fine domains. We have that

aHi,♯(u
H, δuH) = γiŵi

∫
ΓH
i

JuHKi · JδuHKi dx

−
∫
ΓH
i

{t}i (u
H) · JδuHKi dx

−
∫
ΓH
i

{t}i (δu
H) · JuHKi dx ,

(59)

where
JuHK1 = uH

1 − uH
2 ,

JuHK2 = uH
1 − uH

3 ,

JuHK3 = uH
2 − uH

3 ,

(60)

denote the jumps in the displacements across ΓH
1 ,ΓH

2 and ΓH
3 respectively; and {t}i denotes the

following weighted averages

{t}1 = w1
1σ1(∇su

H
1 ) · n1 + w2

1σ2(∇su
H
2 ) · n1 ,

{t}2 = w1
2σ1(∇su

H
1 ) · n2 + w2

2σ3(∇su
H
3 ) · n2 ,

{t}3 = w1
3σ2(∇su

H
2 ) · n2 + w2

3σ3(∇su
H
3 ) · n2 ,

(61)

where n1 = − ∇ϕ1

|∇ϕ1| , n2 = − ∇ϕ2

|∇ϕ2| .

w1
1 =

E2

E1 + E2
, w2

1 =
E1

E1 + E2

w1
2 =

E3

H
E1

h + E3

H

, w2
2 =

E1

h
E1

h + E3

H

w1
3 =

E3

H
E2

h + E3

H

, w2
3 =

E2

h
E2

h + E3

H

.

(62)
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ŵ1 =
E1E2

h(E1 + E2)
,

ŵ2 =
E1

H
E3

h
E1

h + E3

H

,

ŵ3 =
E2

H
E3

h
E2

h + E3

H

.

(63)

Finally, aH♡ is an interior penalty regularisation term that reads as, for i ∈ {1, 2, 3},

aH♡(uH, δuH) =
∑

F∈F̂G
i

(∫
F

βiHiJ∇su
HKJ∇s(δu

H)K dx

)
, (64)

where βi > 0 is the ghost penalty parameter, and JxK is the normal jump of quantity x over the F .

As explained in [14, 23], the ghost penalty term extends the coercivity from the physical domain

into the discretised domain.

3. Numerical results

In this section, we first verify the proposed multiresolution framework for a simplified multiscale

elasticity problem. Then, we adopt von Mises material for the multiscale model and assess it for

two types of hard and void micro-inclusions. Eventually, we assess the performance of the zoom

technique for the zooms with time-dependent geometrical properties. All the numerical results are

produced by the CutFEM library [23], developed in FEniCS [51].

3.1. Verification test: Quasi-uniform porous structure

Here, the proposed multiresolution CutFEM framework is assessed for a heterogeneous structure

with micropores and then compared with the corresponding references (i.e. a full microscale FEM

and the smoothed concurrent multiscale method that we proposed in [50]). We consider the same

quasi-uniform porous medium given in [50] which includes circular pores distributed all over the

domain (as depicted in Figure 2). The material behaviour is assumed as elastic and isotropic.

According to [50], the material properties for matrix are given as E1 = 1 and ν1 = 0.3, and for the

homogenised model are derived by Mori-Tanaka (MT) method [52, 53] as following: E3 = 0.78 and

ν3 = 0.3.

The computational meshes for the full microscale FEM and multiresolution CutFEM models

are shown in Figure 3(a) and (b), consisting of linear Lagrangian elements with a smallest element
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size of hmin = 0.054. The element size within the zoom area (referred to as h) matches that of

the reference models for verification purposes, while in the coarse region it is set to H = 0.11. As

depicted in Figure 4, the three interface types, Γ(H,h)
1 , Γ(H,h)

2 , and Γ
(H,h)
3 , intersect the background

mesh in arbitrary ways. The ghost penalty parameters for the intersected elements are specified as

β1 = β2 = β3 = 0.005. Additionally, the Nitsche’s penalty parameters used to couple the micro and

macro-scale models are γ2 = γ3 = 10.

Figure 2: Boundary conditions and geometry of a heterogeneous structure with compression test

(a) (b)

Figure 3: Discretised domains; a) FE conforming mesh and b) CutFEM non-conforming multiresolution mesh.

A compression test is conducted for the heterogeneous structure where the displacements are

fixed along the x-direction and y-direction on the lower end, and traction τ = (0,−0.01) is prescribed

along the top edge. The FEM displacement component uy contour is obtained and used as a

18



Figure 4: Discretised domain for the multiscale CutFEM including interfaces Γ
(H,h)
1 , Γ

(H,h)
2 and Γ

(H,h)
3 . The cut

elements intersected by Γ
(H,h)
1 , Γ(H,h)

2 and Γ
(H,h)
3 are shown with their integration subtriangles.

reference solution, see Figure 5 (a). The same test is carried out for the multiscale model. The

corresponding displacement field component is shown in Figure 5 (b). When our multiscale model

is compared with the full microsale FEM and the smoothed multiscale models, a close similarity of

uy is observed inside the zooming region. Outside of the zoom, again, a satisfactory agreement is

achieved.

(a) (b)

Figure 5: Displacement field component uy ; a) microscale FEM and b) multiscale CutFEM.

We compute the stress field component σyy in Figure 6. Here again, a good agreement is

achieved between the multiscale and reference models. The homogeneous model adopted in the
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coarse domain of the multiscale model smooth out the fluctuations produced by the coarse pores,

and the overall trend in this domain is captured very well.

(a) (b)

Figure 6: Stress field component σyy ; a) microscale FEM and b) multiscale CutFEM.

For further investigations, we study the effects of mesh coarsening in the coarse region of the

multiresolution framework on the energy norm of the error field. The corresponding mesh layouts

for two types of multiresolution models are depicted in Figures 3(b) and (c). While the mesh

outside the zoom differs for the two multiresolution models, the mesh inside is considered to be the

same size (h = 0.054). Moreover, as shown in Figure 7 (a), a fully fine resolution mesh is used for

computing the error field with hmin = h = 0.054. We compute the energy norm of the error field

with respect to the reference FE model using the following formulation:

∥e∥ =

√∫
Ω

∇se : ∇se dx . (65)

where e = uref−u. Here, uref and u denote the displacement for the FE and multiresolution models,

respectively.

The energy norm of the error fields for the two multiresolution models is computed as shown

in Figure 8, where H = 0.11 for the first multiresolution model and H = 0.22 for the second

one. The results indicate that the error norm within the zoomed region remains minimal for both

models, irrespective of the coarsening of the mesh outside the zoomed area. Furthermore, the

analysis suggests that the primary source of error outside the zoomed region can be attributed to

the homogenisation approximation rather than the mesh size. This assertion is supported by the

observation that the ∥e∥ remains unaltered in the coarse region despite the mesh coarsening process.
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(a) (b) (c)

Figure 7: Computational meshes for; a) computing the error field (hmin = 0.054), b) multiresolution CutFEM

with a mesh size H = 0.11 in the macroscale region and c) multiresolution CutFEM with a mesh size H = 0.22 in

the macroscale region. For both multiresolution CutFEM models we have h = 0.054. All the cut elements in the

multiresolution CutFEM are shown with their integration subtriangles.

(a) (b)

Figure 8: Energy norm of error field ∥e∥ for multiscale CutFEM with different mesh resolutions in the macroscale

region; a) H = 0.11 and b) H = 0.22. A uniform mesh size of h = 0.054 is used for plotting the ∥e∥.
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3.2. S shape heterogeneous structure with a stationary zoom

In this section, we assess the ability and efficiency of the multiresolution CutFEM in modelling

heterogeneous structures with nonlinear material properties and different types of heterogeneities.

We consider an S shape heterogeneous structure with a random distribution of heterogeneities.

As shown in Figure 9, the heterogeneities can be either voids or hard inclusions. We assume von

Mises elastoplastic material behaviour for these structures. The material properties heterogeneous

structures are: 2E1 = E2 = 2, ν1 = ν2 = ν3 = 0.3, Y0,1 = Y0,2 = Y0,3 = 0.25 and Ĥp
1 = Ĥp

2 = Ĥp
3 =

10−2. The material properties for the macroscale homogenised model with voids and inclusions are

calculated by using MT as follows, respectively: E3 = 0.5, 1.3. To analyse the influence of different

microstructural features on the accuracy of the proposed multiscale framework, we consider the

geometry and distribution of the voids and hard inclusions to be similar in the two structures.

We restrict the displacement along the x and y directions on the lower end and apply traction

τ = (0, 0.18) incrementally along the top edge of the structure.

We employ two circular zooms fixed over a background mesh (see Figure 10). We refine the

mesh inside the zoom regions with a refinement scale defined as s = 1
16 (means each coarse element

is subdivided hierarchically into 16 fine elements), where the largest element size in the macroscale

region is H = 0.06. The discretised physical domain of multiresolution models in Figures 10(b) and

(c) show that all the three interfaces intersect the coarse background mesh (see Figure 10 (a)) for

both models in a fully arbitrary manner. For these models, the ghost penalty regularisation and

Nitsche’s terms are set as: β1 = β2 = β3 = 1 and γ1 = γ2 = γ3 = 10.

Next, we solve the nonlinear problem and assess the corresponding solution fields. The dis-

placement field component uy for two models in Figure 11 is smooth, especially in cut elements.

Moreover, the stress field component σyy shown in Figure 12, is smooth for both structures. How-

ever, as expected, the structure with hard inclusion inherits more stiffness and absorbs more stresses

inside and outside the zoom.
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(a) (b)

Figure 9: Geometry of heterogeneous structures; a) heterogeneities are voids, b) heterogeneities are hard inclusions.
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(a) (b)

(c)

Figure 10: Computational meshes; a) coarse mesh, b) multiresolution mesh for the porous microstructure, c) mul-

tiresolution mesh for the microstructure with hard inclusions. The cut elements are depicted with their integration

subtriangles.
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(a) (b)

Figure 11: Displacement field uy for the heterogeneous structures in the last time step; a) heterogeneities are voids,

b) heterogeneities are hard inclusions

(a) (b)

Figure 12: Normal stress σyy for the last time step; a) heterogeneities are voids, b) heterogeneities are hard inclusions
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3.3. S shape porous structure with a time-dependent zoom

This section is devoted to the numerical study of a time-dependent zooming approach for the pro-

posed multiresolution framework with a von Mises plasticity material behaviour. We here consider

the S shape microporous structure analysed in section 3.2. However, contrary to the previous sec-

tion, we will not fix the zooms over the background mesh but relocate them during the simulation.

As shown in Figure 13, this relocation is carried out arbitrarily and independent of background

mesh configuration. In this study, we change the location and size of zooming manually during the

simulation to assess the numerical efficiency.

We present contour plots illustrating the displacement field component uy and the plastic strain

component ϵp,yy at four distinct time instances, as depicted in Figures 14 and 15, respectively. Our

results demonstrate the stability of the multiscale solutions, devoid of any discernible oscillations

during the relocation of the zoom region. The deliberate modification of the zoomed area throughout

the simulation aims to accurately capture the growth of plastic deformations within the designated

regions of interest.

However, to further enhance the accuracy of our approach in this regard, it is imperative to

define the zoom level set function based on physics-based criteria using suitable error estimators.

Incorporating such criteria into our methodology warrants future investigations to achieve improved

precision. Thus, we propose that future works focus on exploring and implementing efficient error

estimators to augment the fidelity of our results and provide more robust assessments of progressive

phenomena (such as plasticity, damage and fracture) within the designated zoom regions.
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(a) (b)

(c) (d)

Figure 13: Computational meshes for the microporous heterogeneous structure with different set of zooms at various

time steps, a) τ = (0, 0.05), b) τ = (0, 0.1), c) τ = (0, 0.14) and d) τ = (0, 0.18). The cut elements here are depicted

with their integration subtriangles.
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(a) (b)

(c) (d)

Figure 14: Displacement component uy for the microporous heterogeneous structure with different set of zooms; a)

τ = (0, 0.05), b) τ = (0, 0.1), c) τ = (0, 0.14) and d) τ = (0, 0.18).
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(a) (b)

(c) (d)

Figure 15: Plastic strain component ϵp,yy contours at a) τ = (0, 0.05), b) τ = (0, 0.1), c) τ = (0, 0.14) and d)

τ = (0, 0.18). Here, to ensure clarity in the presentation, we have chosen not to display the mesh inside the zoom

regions.
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4. Conclusions

In this study, we have presented a robust concurrent multiscale framework for modelling heteroge-

neous structures in a mesh-independent manner, utilising the CutFEM algorithm. The framework

considers complex geometries of microscale model (inside the zoom region) and macroscale model

(outside of the zoom region) seamlessly by proposing a versatile multiple level set approach, which

defines three types of arbitrary interfaces over a fixed background mesh; the interface representing

the microstructure architecture, the interface between the microscale matrix and the macroscale,

and the interface between the micro-pores (or micro-inclusions) and the macroscale. To preserve

accuracy inside the zoom, the background mesh is hierarchically refined in this region, which leads

to an unfitted multiresolution framework adopted with a concurrent multiscale solver.

To capture the discontinuities in the solution fields across the interfaces, we have utilised the

CutFEM enrichment technique, while implementing ghost penalty regularisation terms to prevent

the ill-conditioning of the multiscale system matrix, particularly when cuts are near the nodes.

Furthermore, we have used Nitsche’s technique to glue together the subdomains.

To validate our methodology, we compared our multiscale model results with a full microscale

FEM, which demonstrated that our unfitted concurrent multiscale framework yields accurate re-

sults, particularly inside the zooming region. In addition, we have demonstrated the high geo-

metrical flexibility of our framework by testing two different types of microstructures, which were

comprised of either micro-pores or micro-inclusions, and by considering both linear elastic and

nonlinear plasticity constitutive models. The results have shown that our framework is capable

of representing various types of arbitrary interfaces and performing corresponding simultaneous

enrichments successfully.

Our contribution provides a strong foundation for further developments in the field of computa-

tional mechanics. However, we acknowledge that our assumption of the zooming region being known

in advance may not always be feasible, particularly when modelling progressive phenomena such as

crack propagation in heterogeneous materials. Therefore, future work may involve extending our

methodology to handle scenarios where the zooming region is not known in advance.
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