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CoFe2O4 thin films (5 nm and 20 nm thick) were grown by oxygen assisted molecular beam epitaxy on
Pt(111) at 523 K and subsequently annealed at 773 K in vacuum or oxygen. They were characterized in-
situ using Auger Electron Spectroscopy, Low-Energy Electron Diffraction, Scanning Tunneling Microscopy
and Conversion Electron Mössbauer Spectroscopy. The as-grown films were composed of small, nanometric
grains. Annealing of the films produced an increase in the grain size and gave rise to magnetic order at room
temperature, although with a fraction of the films remaining in the paramagnetic state. Annealing also induced
cobalt segregation to the surface of the thicker films. The measured Mössbauer spectra at low temperature were
indicative of cobalt ferrite, the both films showing very similar hyperfine patterns. Annealing in oxygen or
vacuum affected the cationic distribution, which was closer to that expected for an inverse spinel in the case of
annealing in an oxygen atmosphere.

I. INTRODUCTION

Hard magnetic ferrites have many technological applica-
tions, including permanent magnets, recording media, spin-
tronic and microwave devices1–6. Since for many of these ap-
plications the use of ferrite thin films with well-defined prop-
erties is of paramount importance, we have focused in this
work on the preparation and characterization of cobalt fer-
rite (CoFe2O4, CFO) thin films. Cobalt ferrite has the high-
est magnetocrystalline anisotropy among the cubic ferrites,
shows large magnetostriction effects and presents both a high
Curie temperature and a large saturation magnetization1. In
thin film form it has been proposed as a spin filter in spin-
tronic devices7–14.

An ideal CFO has an inverse spinel crystal structure
(AB2O4) with space group Fd3̄m, in which all cobalt cations
(Co2+) together with half of the iron cations (Fe3+B ) occupy
octahedral sites (B), while the other half of iron cations (Fe3+A )
are located at tetrahedral sites (A), resulting in the chemical
formula Fe3+A Fe3+B Co2+

B O4. Real samples always present a
partial Co2+ occupation of the tetrahedral sites, whose partic-
ular value depends on the preparation method and the sam-
ple history15–20. The high magnetocrystalline anisotropy is at-
tributed to the high orbital moment of the Co2+ cations. The
net magnetization is smaller than that of the isostructural mag-
netite (pure iron inverse spinel), as the Co2+ cations have a
smaller spin moment compared with the Fe2+ of the latter. A
technique often used to study the cationic distribution in CFO
is Mössbauer spectroscopy15. In this case, iron in octahedral
and tetrahedral positions give rise to two sextets in the Möss-
bauer spectrum. However, the two sextets overlap strongly
at room temperature, and low temperature experiments are
required to separate both signals. Even at low temperature,
the overlap is significant21 requiring the application of exter-
nal magnetic fields for a non-ambiguous determination of the
octahedral and tetrahedral populations and, therefore, of the
inversion degree17,18. Nevertheless, Mössbauer spectroscopy
remains one of the most useful techniques to characterize fer-
rites and, in particular, CFO.

CFO films have been grown by many different methods,
such as sol-gel process22,23, dual ion beam sputtering24,25,
pulsed laser deposition26–30, magnetron sputtering26,31,32, and
molecular beam epitaxy to cite a few. The latter method has
been performed depositing Co and Fe in atomic oxygen9,33 or
molecular oxygen34,35 enviroments, followed by subsequent
oxidation steps of the deposited metal layers20, by depositing
Co on magnetite36 or even by annealing oxide layers37,38. In
nearly all those cases, the substrates have been oxides or in-
sulators. However, there are cases where the growth of thin
films of CFO on metal substrates is desirable. With an ap-
plied goal in spintronic applications, it would allow study-
ing the possible modification of magnetic domains by current
flow, either due to spin-orbit or spin-transfer torque. From
the characterization point of view, it allows using the full
range of electron-based surface probes on ultrathin films to
determine the structural, chemical and magnetic properties
of the grown films. While the growth of magnetite films,
i.e. pure-iron spinel with mixed valence, has been performed
on a variety of metal substrates such as Au, Ag, Pt, Ru and
W39,40, their use has been much more scarce in the case of
cobalt ferrite. Santis et al.20 used a post annealing step after
depositing Co and Fe on Ag(100), obtaining (100)-oriented
films. Recently, we have grown cobalt ferrite films on hexag-
onal single crystal substrates, such as Ru(0001), by oxygen-
assisted high temperature molecular beam epitaxy34,35 obtain-
ing (111) oriented crystallites. However, in a similar manner
to other spinels such as magnetite41–43 and nickel ferrite44, the
growth typically does not provide single-phase films with a
flat morphology. Instead, it gives rise to crystallites of non-
stoichiometric CFO islands sitting on a wetting layer of Fe(II)-
Co(II) mixed oxide. In many applications, a continuous uni-
form film is desired. Thus, in the present work, we investigate
a method to obtain continuous CFO films on top of a metal
substrate, Pt (111), by oxygen-assisted molecular beam epi-
taxy, but keeping the substrate at much lower temperatures to
prevent the phase separation observed at high temperatures35.
In this study, we use in-situ Mössbauer spectroscopy to iden-
tify the environment of the iron cations, and we complement
it with Auger electron spectroscopy (AES), low-energy elec-
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tron diffraction (LEED), and scanning tunnelling microscopy
(STM).

II. EXPERIMENTAL METHODS

Cobalt ferrite films were prepared and characterized in-
situ in an ultra-high vacuum (UHV) multichamber system.
The system included a preparation chamber equipped with
a molecular beam epitaxy doser, a LEED difractometer
(OCI Vacuum Microengineering), which can be also used
to record AES data using it as a Retarding Field Analyser
(RFA), a chamber with STM (Burleigh Instruments micro-
scope with Digital Instruments control electronics), and a
chamber devoted to Conversion Electron Mössbauer Spec-
troscopy (CEMS). The home-made CEMS spectrometer, fit-
ted with a channeltron to detect the electrons emitted from
the sample, and a 100 mCi Mössbauer 57Co(Rh) γ-ray source
located outside the vacuum chamber, has been described in
Ref.45. The spectra were measured with the incoming γ-rays
along the surface normal.

The substrate was a Pt(111) single crystal. Its temperature
was controlled by a PtRh-Pt thermocouple pressed against the
back side of the crystal. It was cleaned by cycles of sputtering
with argon ion bombardment (500 eV, 5µA, for 35 min), flash-
ing in UHV and annealing in atmosphere of oxygen (1×10−7

mbar, 10 min, 825 K). The cycles were repeated until a sharp
(1×1) Pt(111) LEED pattern was obtained. Nonetheless,
some residual iron contamination could be detected by CEMS
after numerous preparation cycles due to iron impurities di-
luted deeper into the substrate.

The cobalt ferrite films were grown by co-deposition of
iron, enriched to 95% in 57Fe, and cobalt in an oxygen atmo-
sphere on a heated Pt substrate. The oxygen partial pressure
was 8 × 10−6 mbar, and the substrate temperature was kept
at 523 K. The growth rates of iron and cobalt and the anneal-
ing treatments for each film are explained in their respective
sections.

At each preparation step, the films were characterized by
LEED and AES. At selected steps, STM and CEMS measure-
ments were performed. The latter were acquired both at room
temperature (RT) and low temperature (LT, 115–125 K). The
spectra and the magnetic field distributions were fitted using
the Recoil program and the NORMOS code46. As mentioned
above, the Auger spectra were acquired by means of the four-
grid LEED spectrometer (in RFA mode) using a primary elec-
tron beam (IP ) of 1.7 keV.

III. RESULTS

A. 20 nm film

This sample was deposited using growth rates of approxi-
mately 0.28 nm/min for Fe and 0.14 nm/min for Co, respec-
tively, i.e. keeping the nominal Fe flux approximately twice as
large as that of Co, in order to obtain a nominal film of compo-

sition close to CoFe2O4. Subsequently, the film was annealed
at 673 K and 773 K in UHV for 15 min in both treatments.

Figure 1 shows the AES spectra recorded from the as-grown
film, as well as for the film subjected to annealing at 673 and
773 K. All spectra show the expected oxygen KLL, iron LMM
and cobalt LMM lines. Due to the overlap of several of the Co
and Fe LMM lines, we used the peaks at 598 and 775 eV of
Fe and Co, respectively, to monitor changes in the film com-
position. The data show an increase in the intensity of the Co
LMM lines with respect to the Fe LMM lines upon anneal-
ing, going from a ratio of Fe(598eV )/Co(775eV ) 0.95 to 0.81
(673 K) and 0.60 (773 K). Assuming the nominal composi-
tion for the as-prepared film, this intensity evolution implies
the change of the Fe to Co ratio from approximately 2:1 to
4:3. We note that the electron beam energy used to acquire
the AES spectra is rather low, 1.7 keV. The inelastic mean
free path for Auger electrons at IP of 600 eV is close to 1
nm, so here we are collecting electrons coming from a sur-
face layer 2-3 nm thick47. Therefore, the annealing treatment
causes an increase in the ratio of cobalt atoms to iron atoms
near the surface. This increase in cobalt atoms or decrease in
iron atoms on the surface with the annealing step is also re-
flected in the oxygen peak (512 eV). The ratios between the
intensity of the O KLL lines with respect to the Fe LMM in-
tensity line, Fe(598eV )/O(512eV ), after growth and after the an-
nealing treatments at 673 K and 773 K are 0.115, 0.110, and
0.095, respectively. This data trend from the Fe/O ratio con-
firms the decrease in the number of iron atoms on the surface
upon annealing.
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Figure 1. Auger spectra recorded from the 20 nm film. The spectra
were normalized to the intensity of the Fe peak at 598 eV. Inset:
Auger Co LMM peak at 775 eV.

The LEED patterns of the 20 nm thick CFO sample
recorded at different stages of its preparation are shown in fig-
ure 2. In the first panel, the pattern from the substrate is pre-
sented, showing the Pt(111) first-order spots. The as-grown
film also shows a 1×1 pattern, with the same symmetry as the
substrate and somewhat smaller spacing, which corresponds
to a larger surface unit cell of 0.30 nm compared to 0.277 nm
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for Pt(111). No significant changes are observed in the pattern
upon annealing. Although hexagonal symmetry is expected
for the (111) surface of the cobalt ferrite, the observed surface
unit cell is smaller by a factor of two than that expected for the
(111) plane of bulk cobalt ferrite which has a 0.59 nm period-
icity. We will comment on this observation in the discussion
section.

a) b) c) d)a)

Figure 2. Diffraction patterns for: a) Platinum substrate, 20 nm CFO
film, b) as-grown, c) annealed at 673 K, and d) at 773 K. LEED
patterns were acquired at an energy of 66 eV.

Figure 3a shows an STM image of the as-grown film. The
image shows the presence of particles with a size around 15–
20 nm and a surface rms roughness of 0.3 nm. Figure 3b,
which corresponds to the sample after annealing at 773 K in
UHV, shows a film with somewhat larger clusters 20–25 nm
in size and slightly larger 0.4 nm rms roughness.

50 nm 50 nm

a) b)

Figure 3. STM images of the 20 nm CFO thin film: a) as-grown and
b) annealed to 773 K.

The Mössbauer spectrum recorded from the as-grown sam-
ple is depicted on top of figure 4. The spectrum is dominated
by intense paramagnetic signals (a singlet and two doublets)
in its central part. A low intensity, broad magnetic component
is also observed. The values of the hyperfine parameters for
the various components obtained from the fit of this spectrum
are collected in table I. The paramagnetic singlet is due
to the presence of Fe0 dissolved in the platinum substrate,
something which is quite common in this type of systems.
The most intense doublet is characteristic of a high spin Fe3+

species in distorted octahedral oxygen coordination, while
the minor doublet can be associated with a high spin Fe2+

species also in octahedral coordination. The weak magnetic
component reflects the occurrence of a broad hyperfine
magnetic field distribution, most probably arising from the
poor crystallinity or from the presence of a distribution of
small-sized particles (as revealed by STM) in the deposited

film, whose Mössbauer parameters are characteristic of Fe3+.

We should mention that the inclusion of a paramagnetic
Fe2+ doublet results from the evident occurrence of a bump
at around +1.5 mms−1 which makes the central “paramag-
netic” part of the spectrum to be asymmetric. However, as
it occurs in the case of magnetite thin films, where strong
superparamagnetism is observed due to the occurrence of
structural domains, this spectrum can be also fitted using
hyperfine magnetic field distributions to account for super-
paramagnetic components. An example of this type of fit
is shown in Figure 1 of the Supplementary Information.
It is interesting to note (see also Table in the SI) that the
isomer shifts of these magnetic field distributions are very
high (0.53-0.56 mms−1) suggesting also the presence of
Fe2+ in the film. In this case, the result would indicate that
those components would have a “magnetite-like” behavior,
showing the occurrence of electron hopping. Importantly,
both fitting approaches are suggestive of the presence of Fe2+

in the as-grown film. As it happens very often, the fit of such
a spectrum cannot be unique and several models are possible.
In any case, independently of the final fit chosen, the evident
relaxation components and the likely presence of Fe2+ in the
spectrum forced us to anneal the film as a means to get rid out
of such contributions which are not the expected for CFO.

Thus, the Mössbauer spectra recorded at 298 K and LT from
the film annealed up to 773 K are also shown in figure 4. The
results clearly indicate that the annealing treatment has a sig-
nificant effect on the nature of the deposited film.

The 298 K spectrum shows the presence of a broad in-
tense magnetic component and some other small paramag-
netic components (the Fe0 singlet, a Fe3+ doublet and a Fe2+

doublet). The fit of the magnetic component can be performed
in different ways. After trying different fitting models, we
adopted finally a model considering two discrete magnetic
sextets and a sextet with a hyperfine magnetic field distribu-
tion. The Mössbauer parameters of the discrete sextets (table
I) are typical of those shown by the tetrahedral and octahe-
dral Fe3+ cations of oxides with spinel-related structure. The
magnetic field distribution component has a difficult assign-
ment since its isomer shift is intermediate between those of
the octahedral and tetrahedral discrete sextets. Most proba-
bly, it contains both octahedral and tetrahedral contributions.
The assignment of the paramagnetic components remains as
explained above.

The 125 K Mössbauer spectrum presents much narrower
lines than the RT one and the two discrete sextets are now
much better resolved. However, the spectrum still shows some
relaxation character and an additional broad (characterized by
a hyperfine magnetic field distribution) magnetic component,
was included in the fit. Apart from this, the spectrum contin-
ues showing the small Fe0 and Fe2+ contribution. It is well-
known30,48 that annealing promotes both cation rearrangement
among the tetrahedral and octahedral sites as well as an in-
crease in the size of the small particles which compose the
film. Specifically for small particles, the Mössbauer spec-
tra reflect the change in the magnetic behaviour by a transi-
tion from a doublet (superparamagnetic) to a sextet (magnetic



4

100.0

100.5

101.0

101.5

E
ff

ec
t (

%
)

-12 -8 -4 0 4 8 12
Velocity (mm/s)

100.0

100.5

101.0

101.5

E
ff

ec
t 

(%
)

102.0

102.5

102.0

E
ff

ec
t (

%
)

100.0

104.0

106.0
a) 298 K 

102.0

As-grown 

Annealed at 673 K / 773 K

b) 298 K

c) 125 K

Fe0

Fe3+

Fe3+ Dist. 

Fe2+ 

Fe3+ T
d
 (A)

Fe3+ O
h
 (B)

Fe0

Fe2+

Fe3+ Dist.

Fe3+ T
d
 (A)

Fe3+ O
h
 (B)

Fe0

Fe3+

Fe2+

Fe3+ Dist.

Fe3+ T
d
 (A)

Fe3+ O
h
 (B)

Fe0

Fe3+

Fe2+

Fe3+ Dist.

Figure 4. Mössbauer spectra obtained for the 20 nm cobalt ferrite
thin film for the different stages: a) as-grown (measured at 298 K),
b) and c) annealed to 673 K and 773 K, measured at 298 K and 125
K, respectively.

character) with the temperature decrease as well as the particle
size distribution causing line broadening since the magnetic
moment stabilization does not occur at the same temperature
for all particles.

The superparamagnetic character in thin films caused by
the small size of the particles has already been reported in
the literature. J.G. S. Duque22 studied this phenomenon for
CFO films with particle sizes between 10-20 nm. Also, López
et al.49 commented on the influence of the grain size (10-40
nm in average) in their CoFe2O4 films. In addition, Yanagi-
hara´s group50 working on 13 nm thick cobalt ferrite films on
α-Al2O3 (0001) pointed out the occurrence of a broad mag-
netic component which was interpreted as a result of a ther-
mally fluctuating magnetic order near the blocking tempera-

Spectrum Site δ ∆ - 2ε H Area
(± 0.03 mms−1) (± 0.05 mms−1) (± 0.05 T) (%)

As-grown Fe0 0.33 - - 11
298 K Fe2+ 1.25 0.75 - 14

Fe3+ 0.41 0.80 - 58
Fe3+ 0.43 0.02 25.1 17

Annealed Fe0 0.23 - - 5
298 K Fe3+B 0.38 -0.09 49.3 12

Fe3+A 0.30 -0.01 46.4 37
Fe3+ 0.31 0.93 - 6
Fe2+ 0.87 0.78 - 6
Fe3+ 0.35 -0.04 44.0 (HAV G - 37.1)a 34

Annealed Fe0 0.30 - - 1
125 K Fe3+B 0.51 -0.04 52.4 27

Fe3+A 0.41 -0.03 49.1 57
Fe2+ 1.10 1.10 - 3
Fe3+ 0.45 -0.09 43.0 (HAV G - 34.6)a 12

a In the case of the distribution component, H corresponds to the maximum
of the distribution while HAV G refers to the average field of distribution.

Table I. 57Fe Mössbauer parameters obtained from the fit of the spec-
tra shown in figure 4. The symbols δ, ∆, 2ε, H correspond to isomer
shift, quadrupole splitting, quadrupole shift and and hyperfine mag-
netic field, respectively. The isomer shift values are quoted relative
to α-Fe at room temperature.

ture associated to a superparamagnetic behavior of the films.
The values of the hyperfine parameters of the two discrete

sextets are very similar to those expected for cobalt ferrite. It
is worth noting that the line intensity ratio of the magnetic
components is 3:3.3:1:1:3.3:3. This indicates that the film
magnetization is mostly in-plane at 72 deg with respect to the
γ-rays direction in average. Considering that in this particu-
lar spectrometer the average deviation from normal incidence
due to the solid angle of the sample ilumination is approxi-
mately 6◦, the angle between the hyperfine magnetic field and
the surface plane would be 18◦ ± 6◦. The relative areas of the
discrete sextets (Fe3+A /Fe3+B ) are in the ratio 2.1, i.e. quite far
from the expected ratio (1.0) for a perfect CFO inverse spinel.
This would imply that the magnetic field distribution compo-
nent contains mostly octahedral contributions. We will come
back to this point later.

B. 5 nm film

The growth of this film was performed at rates of approx-
imately 0.16 nm/min for Fe and 0.08 nm/min for Co, thus
keeping the nominal Fe flux approximately twice as large as
that of Co in order to obtain a film with nominal composi-
tion close to CoFe2O4. Afterwards, the film was annealed at
673 K for 15 min and subsequently at 773 K for other 15 min,
with both processes being carried out in UHV. An additional
annealing treatment at 773 K in oxygen (1 × 10−6 mbar) for
15 min was performed to check if this could improve the for-
mation of a CFO inverse spinel.

The AES spectra recorded from the as-grown 5 nm thick
CFO film as well as from the annealed films both in vacuum
and in oxygen are shown in figure 5. Again, the lines arising
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from O KLL, Fe LMM and Co LMM are observed. However,
unlike the case of the 20 nm thick film, which showed a clear
Co enrichment upon annealing, now within the error limits of
the quantitative determination, there is no clear trend.
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Figure 5. Auger spectra of the 5 nm film recorded after the different
treatment steps. The spectra were normalized to the intensity of the
Fe peak at 598 eV. Inset: Auger Co LMM peak at 775 eV.

The LEED patterns from the as-grown and annealed films
are shown in Figure 6. First, the diffraction pattern of the
substrate, Pt(111), is shown (figure 6a). As for the thicker
film, all the patterns are hexagonal with the same symmetry
and orientation as the substrate. The as-grown film presents
broader spots with considerably larger lattice spacing than the
substrate (figure 6b). Annealing at 673 K and 773 K in vac-
uum produces a small increase in the spot separation towards
the substrate lattice spacing, an effect which is more clear af-
ter annealing in O2 (figures 6c, 6d and 6e, respectively). Us-
ing the Pt as a reference (0.28 nm), we show in figure 6f the
observed evolution of the lattice spacing in the 5 nm film.

STM images recorded from the as-grown film, as well as
from the film annealed at 773 K both in vacuum and in oxy-
gen, are shown in figure 7. They show particles 10-15 nm
in size with a rms roughness of 0.3 nm, 15-18 nm and a rms
roughness value of 0.4 nm and 20-25 nm with a rms roughness
of 0.5 nm, respectively.

Figure 8 collects the Mössbauer data recorded from the as-
grown sample at 298 K, the vacuum-annealed film both at 298
K and 115 K, and the film annealed in oxygen also both at 298
K and 125 K.

The RT spectrum recorded from the as-deposited sample is
characterized by an intense, broad magnetic component that
is accompanied by some other minor paramagnetic compo-
nents: the Fe0 singlet mentioned before and an Fe3+ doublet
in distorted octahedral oxygen coordination. Because of the
broadness of the magnetic component, the presence of a Fe2+

contribution to the spectrum has not been considered in the fit
since this would imply a large uncertainty in the determination
of both its Mössbauer parameters and its spectral area. The
spectrum is compatible with a broad distribution of the parti-

300 400 500 600 700 800
Temperature (K)

0.27

0.28

0.29

0.30

0.31

L
at

ti
ce

 p
ar

am
et

er
 (

n
m

)

Pt(111)
As-grown
Annealed at 673 K
Annealed at 773 K
Annealed in O

2
 at 773 K

f)

a) b) c) d) e)

Figure 6. Top panel: LEED diffraction patterns recorded from: a)
platinum substrate, 5 nm CFO film, b) as-grown, b) annealed in UHV
at 673 K, d) annealed in UHV at 773 K e) annealed in O2 at 773 K.
Bottom panel: f) lattice parameters calculated from the LEED pat-
terns after each processing step.

a) b) c)

50 nm 50 nm 50 nm

Figure 7. STM images recorded from the 5 nm thick CFO film: a)
as-grown, b) annealed at 773 K in vacuum, and c) annealed at 773 K
in oxygen.

cles sizes ranging from sufficiently small as to remain param-
agnetic at RT to large enough as to give a relatively high hy-
perfine magnetic fields (46 T) (see Table II). It is worth men-
tioning that comparing the spectra of the as-grown 5 nm and
20 nm films, we find that the former shows only a small para-
magnetic contribution. Increasing the thickness of thin films
usually confer them structural and magnetic properties similar
to those expected for the bulk compound. However, the oppo-
site behavior is observed here. This result will be commented
in the discussion section.

As in the case of the thicker film, the annealing treat-
ments induce significant changes in the nature of the deposited
film. The RT spectra acquired from the annealed film both
in vacuum and in the presence of oxygen are very similar,
and they are also similar to the RT spectrum recorded from
the annealed 20 nm CFO film: they show much better de-
fined magnetic components and significantly less intense (su-
per)paramagnetic contributions. Therefore, they have been all
fitted using a similar model and, consequently, the same con-
siderations mentioned in the case of the 20 nm-thick annealed
film are of application here. At LT, the spectra show much nar-
rower sextet lines although, again, some magnetic relaxation
is still present, hence the need of including a low-intensity
magnetic component having a hyperfine magnetic field distri-
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Figure 8. Mössbauer spectra recorded from the 5 nm CFO thin film
for the different stages: a) as-grown film measured at 298K, b) and
c) film annealed at 673 K /773 K in UHV measured at 298 K and 115
K, respectively, d) and e) film annealed in oxygen atmosphere at 773
K measured at 298 K and 125 K, respectively.

bution. Similarly to the LT spectrum of the thick film, the 125
K spectra of these films continue to show a Fe2+ contribu-
tion. Slight differences between the LT spectrum correspond-
ing to the thick film and the two reported in this section refer
to the Fe3+A /Fe3+B discrete sextets intensity ratio. While in the
former this ratio amounts to 2.1, in the present case, the val-
ues obtained are 1.9 (annealed in vacuum) and 1.1 (annealed
in oxygen). For the 5 nm-thick film, the line intensity ratio
in the sextet is 3:3.1:1:1:3.1:3, which corresponds to an angle
between the sample average magnetization and the gamma ra-
diation direction of 70◦. This indicates that the sample mag-
netization direction forms an angle respect to the surface plane
close to 20◦ ± 6◦. Therefore, in the present film the magneti-
zation is slightly more out-of-plane than in the case of the 20
nm-thick film.

IV. DISCUSSION

We first consider the morphology observed by STM. The
as-grown films are composed of nanometric particulates hav-
ing sizes of tenths of nanometers. This explains the in-
tense paramagnetic components and broad magnetic contri-
butions observed in the corresponding Mössbauer spectra.
However, despite having similar grain size in both as-grown

Spectrum Site δ ∆ - 2ε H Area
(± 0.03 mms−1) (± 0.05 mms−1) (± 0.05 T) (%)

As-grown Fe0 0.30 - - 6
Fe3+ 0.40 0.85 - 13
Fe3+ 0.34 -0.03 46.5 (HAV G - 33.7)a 81

Annealed, RT Fe0 0.23 - - 4
Fe3+B 0.39 -0.05 49.4 14
Fe3+A 0.29 0.02 46.7 31
Fe3+ 0.31 0.93 - 5
Fe2+ 0.82 0.97 - 5
Fe3+ 0.41 -0.03 43.5 (HAV G - 34.9)a 41

Annealed, 115 K Fe0 0.30 - - 3
Fe3+B 0.46 -0.08 51.4 24
Fe3+A 0.36 0.00 48.0 47
Fe2+ 0.99 0.88 - 3
Fe3+ 0.41 -0.04 44.0 (HAV G - 30.5)a 23

Annealed in O2, RT Fe0 0.23 - - 4
Fe3+B 0.37 -0.05 48.8 7
Fe3+A 0.31 0.01 45.5 37
Fe3+ 0.31 0.93 - 4
Fe2+ 0.86 1.08 - 5
Fe3+ 0.33 -0.02 43.0 (HAV G - 35.5)a 43

Annealed in O2, 125 K Fe0 0.30 - - 1
Fe3+B 0.49 -0.03 51.9 37
Fe3+A 0.36 -0.01 48.9 43
Fe2+ 0.93 1.21 - 4
Fe3+ 0.40 -0.16 45.2 (HAV G - 30.5)a 15

a In the case of the distribution component, H corresponds to the maximum
of the distribution while HAV G refers to the average field of distribution.

Table II. 57Fe Mössbauer parameters obtained from the fit of the
spectra shown in figure 8. The symbols δ, ∆, 2ε, H correspond
to isomer shift, quadrupole splitting, quadrupole shift and hyperfine
magnetic field, respectively. The isomer shift values are quoted rela-
tive to α-Fe at room temperature.

films, a higher magnetic ordering is observed for the thinner
film. Such evidence is surprising since one might think that
an increase in the film thickness promotes a smaller (super-
para)magnetic relaxation and not vice versa. This behavior
might be related with the different deposition rates used to
grow both films. As mentioned in the corresponding section,
deposition rates for the 5 nm film were slower than for the
thicker film by a factor of almost two. Taking into account the
low temperature of growth (523 K), slower deposition rates
would favour either the formation or larger surface aggrea-
gates and/or induce the formation of a more ordered crystal
structure.

The LEED patterns are 1 × 1, i.e. they show the same
symmetry and orientation as the substrate, with similar lattice
parameter. This suggests that the films grow epitaxially on
the substrate, although it is not expected that they are single-
crystalline. The lattice parameter of a spinel phase is close to
double in size compared to the in-plane Pt spacing (0.59 nm
vs 0.27 nm). Thus one expects for an epitaxial spinel film a
pattern with a periodicity close to a 2 × 2 pattern. This is in
fact observed in magnetite grown on Pt(111)39,40,45,51, or in the
structure of highly perfect but non-stoichiometric cobalt fer-
rite grown on Ru(0001) at higher temperatures34. There are
two possible reasons for the lack of 2 × 2 diffracted beams in
the LEED patterns of both as-grown and annealed films.

First, the films might be structurally quite disordered at the
cationic level. Especially for the as-grown films, this is in line
with the observed Mössbauer patterns. This would imply that
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the only unit cell that is observed is actually the one corre-
sponding to the in-plane oxygen-oxygen spacing in the films,
which is half the size of the full spinel unit cell. We note
that we have reported a similar effect during the deposition
of Co on Fe3O4(100) where at some point only the oxygen
unit cell was observed in LEED36. The second explanation is
that the LEED patterns correspond to a near-surface region of
the films with a rocksalt structure and thus with a FexCo1−xO
composition. In support of this explanation, we note that the
Mössbauer spectra show a small Fe2+ contribution. There are
a few reported results in support of this explanation. First,
in the growth of magnetite on Pt(111) and Ru(0001), a sur-
face reconstruction, the so-called bi-phase reconstruction, has
often been observed upon molecular oxygen growth. It has
been explained by a FeO-terminated spinel phase45. A simi-
lar reconstruction has been observed in cobalt ferrite grown at
high temperature on Ru(0001)34. Furthermore, annealing of
CoO/Fe3O4 has also been reported to result in surface segre-
gation of a CoO layer37, where it was suggested that the origin
is the lower surface energy of CoO. We thus suggest that our
conditions are such as to promote a rocksalt termination of the
films.
From the two explanations proposed for the observation of a
1 × 1 LEED pattern relative to Pt, we consider more likely
that the origin is cationic disorder, specially for the thinner
film and the thicker one before Co segregation. Although a
rock salt termination, as mentioned, has been observed as a
reconstruction in (111) oriented spinels, that termination is
quite thin and a moiré is observed in LEED arising from the
coincidence pattern of the underlying spinel and the rocksalt
structure. A similar effect should give weak 2× 2 spots in our
case arising from lower spinel layers. This is not observed.
Additionally, the low growth (and annealing, for oxides) tem-
peratures used make it likely that cationic disorder is present,
something which is also supported by the Mössbauer observa-
tions.

Annealing the samples in vacuum brings two main effects.
First, it induces an enrichment in cobalt at the surface of the
thicker film. This enrichment could be readily accommodated
in such a FexCo1−xO termination, and for both, it increases
the size of the particles. The latter is not too surprising, as
annealing is expected to activate surface transport and pro-
mote coarsening of the films. The increase in the size of
the particles is reflected in the appearance of well-developed,
much better defined magnetic components in the RT Möss-
bauer spectra. However, the Mössbauer spectra still show the
presence of some magnetic relaxation, hence the need of in-
cluding a broad hyperfine magnetic field distribution, together
with a Fe3+ doublet associated with very small particles that
remain in superparamagnetic state at RT.

It is also interesting to note that the differences among
the RT Mössbauer spectra of the annealed films are really
minute: they show a larger contribution of the tetrahedral
sextet as compared to that of the octahedral sextet, the area
corresponding to the hyperfine magnetic component amounts
to ca. 34-40% of the total spectral area and the paramagnetic
contributions together do not represent more than 14% of
the spectral area. Therefore, it is difficult to conclude from

the RT Mössbauer data if the difference in thickness of the
films and/or the different annealing treatments (in vacuum or
in the presence of oxygen atmosphere) have some influence
on the structural and magnetic characteristics of the films.
Fortunately, the LT Mössbauer spectra help significantly in
establishing such differences. It is well-known that the cation

distribution of cobalt ferrite cannot be precisely determined
from its RT Mössbauer spectrum. In general, the tetrahe-
dral/octahedral site ratio is usually overestimated from such
measurement. In a recent publication, we have discussed this
issue in detail19,21. This is mainly due to the strong overlap
of the sextets corresponding to Fe3+ in both sites, the result
being very much dependent on the constraints imposed on
the linewidths of both sextets during fitting. In general, the
tetrahedral sextet tends to be broader, and this appears to be
related to the occurrence of supertransferred magnetic fields
in the spinel structure52. Due to the supertransfer mechanism,
a significant percentage of the Fe3+ at the octahedral sites
experience hyperfine magnetic fields, which can be very
similar and even smaller than the average hyperfine field felt
by the tetrahedral Fe3+ cations. This broadens the tetrahedral
sextet and, thus, it results in an area that is larger than that
expected. This effect in the spectra is mitigated at low
temperatures: due to different temperature variation of the
Mössbauer parameters for both sites, the two sextets appear
to be much better-resolved19,21.

In the case of the spectra of the present paper, there is an ad-
ditional complication since the superparamagnetic relaxation
has not disappeared completely at the lowest Mössbauer ac-
quisition temperature (125 K). The hyperfine magnetic distri-
bution included to account for this remanent relaxation varies
between 12%-20% depending on the cases. Therefore, given
that this broad magnetic component appears to contain both
tetrahedral and octahedral contributions, it seems that it would
not have a significant influence in changing the tetra/octa ra-
tio determined at low temperature (or at least the trend ob-
served) once it had been completely eliminated at lower tem-
peratures (which we cannot reach with the present experimen-
tal set up). As mentioned above, these ratios are 2.1, 1.9 and
1.1 for the 20 nm-thick annealed in vacuum and 5 nm-thick
film annealed in vacuum and annealed in an oxygen atmo-
sphere, respectively. Such large values (for a perfectly in-
verse spinel a value of 1.0 would be expected) are usually
obtained from the evaluation of low-temperature Mössbauer
spectra recorded in the absence of applied magnetic field from
cobalt ferrite19,21,25. This has been observed not only for films
but also for the bulk material, and although some explanations
have been advanced19,21 the final reason remains uncertain. In
any case, from the results described here, it seems that the
thickness of the film does not play a relevant role in the char-
acteristics of the film and that, contrarily, annealing in oxygen
has a significantly larger influence on the cation distribution
of the final cobalt ferrite.

The annealed films studied in this paper present signifi-
cantly larger superparamagnetic relaxation than CFO films of
comparable thickness prepared by IBAD19 but are compara-
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ble in this respect with CFO films prepared by UV-PLD30.
This reflects once again the influence of the preparation con-
ditions and how the properties of the films can be modified
using different deposition methods, substrate temperature and
composition of the environment atmosphere. It seems, how-
ever, that among all the preparation parameters, annealing at
high temperatures after deposition, or deposition on a sub-
strate maintained at high temperature, is one of the most rele-
vant to obtain “genuine” or “standard” CFO films and that this
appears to be relatively independent of the substrate. How-
ever, annealing or growing at much higher temperatures (over
1000 K) provides highly perfect structural cobalt ferrite34

but at the cost of phase separation on the film between non-
stoichiometric cobalt ferrite and a rocksalt oxide35. Finer tun-
ing of the films before reaching such a high temperature can
be achieved by the proper choice of the deposition atmosphere
and/or method.

These ferrite ultrathin films grown on a metallic substrate
are relatively unexplored and relevant to consider for spin-
tronic applications. A cobalt ferrite film might provide an
efficient spin-polarized current from an unpolarized current
injected from the metallic substrate due to the spin-filtering
effect. A possible consequence of such current flow could be
to reverse the magnetization of the CFO magnetic domains, of
use in magnetic information storage devices14,20,53,54.

V. SUMMARY

Cobalt ferrite thin films of different thicknesses (5 and
20 nm) have been synthesized by molecular beam epitaxy
on Pt(111) and characterized in-situ under UHV conditions.
Deposition at 523 K gives rise to superparamagnetic/poorly

crystalline thin films composed by a distribution of Fe3+

containing-particles of different sizes in the nanometer scale.
The results show that together with the deposition of these
Fe3+-containing particles, a minor Fe2+ contribution devel-
ops. The thinner film presents higher magnetic ordering than
the thicker sample. This might be due to the lower deposition
rate employed, which allows a cation distribution more similar
to canonical CFO. Annealing in vacuum to 663 K and 773 K
promotes an increase in size of the Fe3+ particles which re-
sults in the development of magnetic ordering at RT, although
the heating treatment has not completely eliminated the su-
perparamagnetic relaxation. Annealing of the films also pro-
duces a cobalt enrichment of the thicker films surface, prob-
ably associated with the segregation of CoO. The low tem-
perature Mössbauer spectra recorded from the various films
indicate differences in the cation distribution of the deposited
CFO films. In particular, annealing in oxygen atmosphere ap-
pears to promote the formation of a CFO film with a cation
distribution close to that expected for an inverse spinel.
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