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Generalised quantum measurements go beyond the textbook concept of a projection onto an orthonor-
mal basis in Hilbert space. They are not only of fundamental relevance but have also an important role in
quantum information tasks. However, it is highly demanding to certify that a generalised measurement is
indeed required to explain the results of a quantum experiment in which only the degrees of freedom are
assumed to be known. Here, we use state-of-the-art multicore optical fiber technology to build multiport
beamsplitters and faithfully implement a seven-outcome generalised measurement in a four-dimensional
Hilbert space with a fidelity of 99.7%. We apply it to perform an elementary quantum communication task
and demonstrate a success rate that cannot be simulated in any conceivable quantum protocol based on
standard projective measurements on quantum messages of the same dimension. Our approach, which is
compatible with modern photonic platforms, showcases an avenue for faithful and high-quality implemen-
tation of genuinely nonprojective quantum measurements beyond qubit systems.

Introduction.— The traditional concept of a quantum
measurement is to project a state onto a complete set of
orthogonal projectors in Hilbert space. However, the mod-
ern formulation of quantum theory allows for more gen-
eral, qualitatively different, measurements [1]. These gen-
eralised, or nonprojective, measurements enrich quantum
theory as they often cannot be simulated with standard,
projective, measurements [2, 3]. Moreover, generalised
measurements are important and useful in quantum infor-
mation science, including tasks such as quantum state dis-
crimination [4–6], state tomography [7, 8], quantum key
distribution [9–11], quantum random number generation
[12, 13], entanglement detection [14, 15] and self-testing
[16, 17]. This has led to considerable experimental interest
in nonprojective measurements (see e.g. [18–33]). Given
their conceptual appeal and their role as a quantum infor-
mation resource, it is natural to investigate methods for re-
alising such measurements and to certify that they are in-
dispensable, as compared to standard measurements, to op-
timally perform concrete tasks.

Generalised measurements are meaningful in Hilbert
spaces of fixed dimension, i.e. when the experimental de-
grees of freedom are known, due to the possibility of Neu-
mark dilations [1]. Therefore, a forceful framework to cer-
tify that an experiment is based on a generalised measure-
ment is to consider all involved quantum operations as un-
characterised, up to their Hilbert space dimension [34]. Re-
cent experiments have demonstrated certification of gen-
eralised measurements on a qubit [16, 35–37]. However,
given also the increasing relevance of higher-dimensional
quantum information (see e.g. [38–40]), it is natural go be-
yond the simplest quantum system and thus consider gen-
eralised measurements of higher dimension.

Faithfully implementing certifiably nonprojective mea-
surements on a quantum system dimension d is challeng-

ing. Firstly, a proper implementation requires one to enable
the read-out of all the possible outcomes in every round.
This entails the introduction of ancillary degrees of free-
dom with which the system is to be entangled. The com-
plexity of the setup is expected to scale with d; already
qutrit systems would be considerably more demanding than
their qubit counterparts [41]. Secondly, certifying a gen-
eralised measurement in such a minimalistic scenario, i.e.
when only the dimension is known and devices can be clas-
sically correlated, requires highly precise experimental ap-
paratuses. For instance, the smallest known total visibil-
ity required to certify a qubit generalised measurements is
97.0% [12, 16, 35, 37, 42], which in known schemes be-
comes even higher when d > 2 [43].

Here, we demonstrate a new path towards realising
high-quality generalised quantum measurements on d-
dimensional systems by using modern space-division multi-
plexing optical fiber technology [44]. Specifically, we show
that multiport beamsplitters, built within new multicore op-
tical fibers (MCFs) [45, 46], can be used for implement-
ing a seven outcome measurement in a d = 4 dimensional
Hilbert space that cannot be simulated with projective mea-
surements. To enable a semi-device-independent certifica-
tion of this, we introduce a quantum communication task
that involves an uncharacterised sender that emits four-
dimensional states and an uncharacterised receiver that
performs measurements to access information encoded by
the sender. We prove that an optimal quantum implemen-
tation requires the use of generalised measurements. Due
to the high quality of the device, we achieved an average
visibility greater than 99.7%, which allowed us to experi-
mentally certify (by more than three standard deviations)
that our measurement is nonprojective by achieving a suc-
cess rate that surpasses the best success rate possible in any
quantum protocol based on projective measurements. Our
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FIG. 1. Generalized measurments scheme using a multiport beam
splitter. The horizontal lines represent the optical modes, the black
circles represent phase shifts ϕ j , the box represents the multi-core
beam splitter. We encode the input quantum state only in the first
d modes. Each output mode is associated with a POVM element.

approach expands the reach of state-of-the-art photonic de-
vices to faithful implementation of higher-dimensional non-
projective measurements at nearly perfect fidelity. More-
over, it is fully compatible with integrated photonics [47–
51] and can, therefore, find applications in different quan-
tum information scenarios.

Generalized measurements with multiport beam
splitters.— A multiport beam splitter (MBS) is a de-
vice described by unitary matrix UD, which couples D
input optical modes to D output modes. When used as
a measurement device, they can be used to implement
generalized measurements on a d-dimensional quantum
system. The case D = d corresponds to projective mea-
surement. For d < D, a finite number of different rank-1
Positive Operator Value Measurements (POVMs) can be
realized, as illustrated in Fig. 1. This is achieved using a
sub-set of d input modes as the principal system and the
remaining D − d modes as an ancilla system. Thereby, the
total number of different possible POVMs is given by the
number of ways to choose d out of D elements without
repetition, which is D!/d!(D− d)!. Taking in to account
that the phase on each input mode of the system can
be modulated, the rank-1 POVM elements are given by
Π j = |η j〉〈η j |, with

|η j〉= Φ
†
k1···kd

Mk1···kd
| j〉, (1)

where k1 · · · kd are indices corresponding to the input
modes defining the quantum system, Φk1···kd

is a diagonal
matrix containing the relative phases, and Mk1···kd

is the por-
tion of the matrix U†

D restricted to the system space. In this
way, a number of generalized measurements can be imple-
mented on a d dimensional photonic quantum system by
connecting the optical modes in different ways. Examples
for D = 7, d = 4 can be found in the appendix. As we will
show in our experiment, the use of new fiber-based MBS
devices allows for implementation of generalized measure-
ments of sufficient quality to allow for certification.

Certification scheme.— Consider the scenario illustrated
in Fig 2. A sender, Alice, selects one of seven possible
classical inputs x ∈ {1, . . . , 7} and encodes it into a four-

FIG. 2. Communication scenario for certifying that the setting
povm corresponds to a nonprojective four-dimensional quantum
measurement.

dimensional quantum state, ρx , that is sent to Bob. Bob
chooses between two actions. Either, he selects some y ∈
{1, . . . , 7} and performs a dichotomic quantum measure-
ment {Eb|y} with the goal of learning whether x = y (b =
1) or x 6= y (b = 0). A correct answer in the former (lat-
ter) is rewarded with two (one) points. Alternatively, Bob
can select an eighth input, labelled povm, corresponding
to a seven-outcome measurement {Mb′} for b′ ∈ {1, . . . , 7},
with goal of learning Alice’s input (b′ = x). A correct an-
swer is rewarded with three points. From the Born rule, the
total number of points in the communication task is

W =
7
∑

x ,y=1

�

1+δx ,y

�

tr(ρx Eδx ,y |y) + 3
7
∑

x=1

tr(ρx Mx). (2)

Moreover, Alice and Bob are allowed to stochastically syn-
chronise their quantum operations via a shared source of
classical randomness. However, due to the linearity of the
scoring function, the optimal strategy is deterministic.

We have determined the largest value of W (labelled
Wproj) achievable in a quantum protocol where Bob’s mea-
surements are projective and four-dimensional. To this end,
we first note that a deterministic projective measurement
in this scenario can have at most four outcomes. An upper
bound on Wproj is then obtained via the method of semidef-
inite programming relaxations of fixed-dimensional quan-
tum correlations [52]. See appendix for details. To obtain
a tight bound, we have additionally exploited the symme-
tries of W [43], which can dramatically boost the efficiency
of such computations (examples in [43, 53–55]). We have
proved tightness by saturating (up to solver precision) the
upper bound with a lower bound obtained from an explicit
quantum model found via alternating convex search in the
communication scenario (see e.g. [56, 57]). We thus find
that projective quantum models are limited by

Wproj = 62.5152. (3)

To certify that the input povm corresponds to a gen-
eralised measurement, we must show that there exists a
quantum protocol that outperforms the bound (3). Using
the above methods, one can show that the largest quan-
tum value is Wquant = 62.75. However, we focus on a
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protocol based on a generalised measurement that is par-
tularly suitable for implementation in our photonics plat-
form. Choosing povm as this measurement, we have nu-
merically found states {ρx} and measurements {Eb|y} (see
Appendix B) that achieve the desired certification, specifi-
cally reaching Wprtcl = 62.6982>Wproj.

Experiment— Our experiment is based on modern multi-
core optical fibers created for space-division multiplexing in
classical telecommunication, which is a technique that uses
multiple spatial optical modes for increasing data communi-
cation capacity [44]. These fibers are composed of several
8µm diameter cores that reside within the same cladding
material. The core separation ensures that the light cou-
pling between them is greatly reduced (<40dB/km), such
that each core works as an independent and isolated trans-
mission channel. Multicore fiber technology was recently
introduced as a toolbox for high-dimensional quantum in-
formation processing [58]. The basic idea is to build multi-
arm interferometers within a multicore fiber, taking ad-
vantage of the low loss, intrinsic stability and high-quality
optical mode provided by the fiber, to implement high-
fidelity unitary operations in higher-dimensional quantum
systems. These interferometers have been proven to be
useful not only for new fundamental investigations [59–
62], but also for quantum communication systems [63–65],
quantum randomness generation [46], and quantum com-
puting [66]. Yet, all these works have been limited to a
fixed core geometry and, therefore, capable of only imple-
menting standard projective measurements. Motivated by
the potential of generalized measurements for quantum in-
formation processing, we now show how multicore fibers of
different core geometries can be combined together for im-
plementing high-fidelity general quantum measurements in
higher-dimensions. To our knowledge, this is the first time
that general measurements are implemented in a dimension
d > 2 and with a fidelity that allows for their semi-device
independent certification.

The experimental setup is illustrated in Fig. 3. It is es-
sentially a four-path interferometer consisting of two main
blocks: the preparation stage (Alice) and the measurement
stage (Bob), who can implement projective or povm mea-
surements. To prepare the states considered in the protocol,
we use as the light source a continuous-wave telecom laser
operating at 1546 nm [see Fig. 3(a)]. It is connected to
a fiber-pigtailed amplitude modulator (FMZ), which gen-
erates 5 ns long pulses at a repetition rate of 2 MHz. At-
tenuators are then used to set the average number of pho-
tons per pulse to µ = 0.2, such that our source can be
seen as a good approximation of a non-deterministic source
of single photons [67]. In this configuration, the proba-
bility of having pulses containing at least one photon is
P(n ≥ 1|µ = 0.2) ≈ 18% and 90.3% of the non-null pulses
contain only one photon. The photons are sent through a
single-mode fiber (SMF) connected to a built-in fiber de-
multiplexer (DMUX), connecting four independent SMFs to
one core of a four-core MCF [68]. With this, light can be
sent from a standard single-mode fiber into one core of a
MCF or vice versa. Here, only one core of the 4C-MCF is il-

luminated. The DMUX is then connected to a 4C-MCF based
multiport beamsplitter (MBS) [45, 46] that coherently dis-
tributes the signal over the four fiber cores which define a
four dimensional quantum state of a single photon. Due
to the symmetry of the 4C-MCF structure, there is a close
to ideal 25% coupling between all four cores of the fiber.
The 4CF-MBS corresponds to a unitary Hadamard matrix
described by [46]

U4 =
1
2









1 1 1 1
1 1 −1 −1
1 −1 1 −1
1 −1 −1 1









. (4)

Thus, the 4CF-MBS takes a photon in the logical core state
| j〉( j = 1, ...4) to an equally-weighted four-dimensional
“ququart" of the form |ψ j〉 =

1
2

∑4
k=1 uk j |k〉, where uk j =

±1 are the entries of the matrix (4). Likewise, it can be
used to map superposition states into logical basis states:
U4|ψ j〉 = | j〉. In the experiment, the 4CF-MBS has a mean
fidelity with Eq. (4) of F = 0.995± 0.003 [46]. The output
defines four paths of a Mach-Zehnder interferometer which
will be used to prepare the states and implement the mea-
surements required to violate the bound of Eq. (3) in the
protocol described above. This is done in the same spirit of
phase-coding quantum cryptography where the states are
prepared by Alice controlling the initial part of the interfer-
ometer, while Bob performs the measurements by applying
a second set of phases at the final part of it [9]. In order to
control the initial quantum state entering the interferome-
ter, a second DMUX is used to couple the 4CF-MBS to four
SMFs, so that each path can be sent through a phase (PM)
and amplitude (IM) fiber-pigtailed modulator, as depicted
in Fig. 3(a). The general ququart state that Alice prepares
is then given by |χ〉= 1p

N

∑4
j=1α je

iφA
j | j〉, where α j and φA

j
are the transmissivity and relative phase of core j, and N is
a normalization constant. The seven required states in the
protocol are prepared by applying specific voltage values to
these modulators.

To implement the required projective and generalized
measurements, Bob can resort to two different measure-
ment procedures schematically shown in Fig. 3(b) and
Fig. 3(c), respectively. The projective measurement bases
are implemented using a system that is similar to Alice’s
preparation stage. A second set of intensity and phase
modulators are used to adjust the amplitude and phase,
and are then connected to another 4CF-MBS. This thus
closes a 4-arm 4-output interferometer [see Fig. 3(b)]. Bob
can thus project onto a basis defined by states |ζ j〉 =

1p
N

∑4
k=1 uk jβkeiφA

k |k〉, where βk and φB
k are the transmis-

sivities and relative phases defined by Bob, and N is a nor-
malization constant.

To detect the photons, the outputs of the 4CF-MBS are
connected through a DMUX and SMFs to four avalanche
photo-detectors (APD). They are commercial InGaAs single-
photon detection modules that triggered by the laser mod-
ulation signal, and configured with 5 ns detection gate and
10% detection efficiency. In reference to the certification
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FIG. 3. Experimental setup for certification of generalized measurements. The combined preparation (Alice) and measurment (Bob)
stages form a four-path interferometer. a) Using four-core fiber beam splitter and additional fiber devices along with phase modulators
and intensity modulators controlled by FPGA1, Alice can prepare arbitrary four-dimensional ququarts encoded in single photons. b) For
projective measurements, Bob uses a scheme similar to Alice’s preparation stage, allowing for projection onto a four-dimensional basis
that he can define by modulating the phase and intensity of the four fiber modes. c) In the povm measurement, Bob connects the four
input cores from Alice to a seven-core fiber beam splitter. The additional optical modes serve as an ancilla system. The seven-outcome
measurement is nonprojective. Single photon counts are registered by FPGA2. See main text for additional details.

scheme, the outcome b = 1 corresponds to the APD in out-
put mode 1, while the outcome b = 0 statistics is given in
terms of the sum of APDs counts in outputs 2, 3 and 4.

The seven-outcome povm measurement adopted in the
protocol can be realised using a 7×7 MBS built in a 7C-
MCF [46]. The core geometry of the 7C-MCF is shown
schematically in the inset of Fig. 3(c). Even though the
different core geometries of the four-core and seven-core
MCFs prohibit them from being connected directly, the 7×7
MBS can still be used to close the 4-arm interferometer by
using DMUX devices that are compatible with these 7 core
fibers as shown in Fig. 3(c). In this case, the measurement
of the four-dimensional quantum state will have seven dif-
ferent possible outcomes (registered by seven APDs) and,
thus, the measurement can be only described as nonpro-
jective. The exact povm that is implemented depends on
the unitary matrix representing the 7×7 MBS, as well as
which are the four input cores that are connected. There
are a total of 35 inequivalent povms that can be imple-
mented in the configuration given in Fig. 3(c). The 7×7
MBS used in our experiment was characterized in Ref. [46],
and the corresponding unitary matrix U7 is given explic-
itly in the appendix, along with the 35 possible povms. To
implement the protocol described above, and violate the
projective bound of Eq. (3), we optimized the value of W
[Eq. (2)] over all possible states and projections for each
one of the 35 povms we can implement in our scheme. We
found that the povm implemented with input cores 4, 5, 6
and 7, namely M4567, combined with the states and mea-
surement projections also given explicitly in the appendix,
allow ones to reach a bound of Wpr tcl = 62.6982 , which is

larger than the projective bound in Eq. (3).

The proximity of Wpr tcl to Wpro j requires high-quality
phase stabilization and synchronization of preparation and
measurement. To achieve this, the entire system is automat-
ically controlled by two field-programmable gate array elec-
tronic units (FPGA1 and FPGA2). Alice’s FPGA1 controls
the FMZ used to generate the optical pulses and control her
intensity and phase modulators, capable of preparing dif-
ferent predefined states for each optical pulse sent through
the interferometer. Bobs FPGA2 is used to control his in-
tensity/phase modulators and to record the counts of all
detectors involved in a given measurement configuration.
Independently of the measurement configuration adopted,
the four-arm interferometer is distributed in a small area
of 30cm× 30cm with all components thermally insulated
to minimize random phase drifts. Nonetheless, phase drifts
are always present and a control system is required to ac-
tively compensate them. The stabilization system relies on a
perturb and observe power point tracking method [69] ap-
plied to Alice’s phase modulators, and is described in more
detail in Ref. [46]. Alice’s FPGA1 monitors and compen-
sates phase drift of the interferometer every 0.2 s. When a
near-zero phase relation is achieved, the system is switched
to experiment mode in which the desired states are pre-
pared and measured over 0.1 s. Typically, a total of ap-
proximately 10,000 single counts are observed over 0.1s for
each measurement configuration. This procedure allows us
to achieve the greater than 99% interference visibility re-
quired for the certification scheme.

Figs. 4(a) and 4(b) show examples of the recorded statis-
tics and compare them with the theoretical predictions for
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FIG. 4. Examples of experimental results for certification scheme. a) Measurement probabilities for Bob’s projective measurement for
inputs x = 6, y = 4. b) Measurement probabilities for Bob’s povm measurement for Alice input x = 7. In both cases, the experimental
results are very close to the theoretical predictions. c) Experimentally obtained value of W calculated from (2), which clearly lies above
the bound achievable with projective measurements. The experimental bound for this protocol is given by Wpr tcl .

the projective measurement configuration of Fig. 3(b) and
the povm of Fig. 3(c), respectively. One can clearly see that
a high-quality implementation of the protocol is obtained,
which is a consequence of the fact that the MCF devices
have the same single optical mode as the SMFs, allowing
for near perfect mode overlap in all MBSs. All the recorded
statistics, related with the many different states and mea-
surements settings required for measuring the value W , are
given explicitly in the appendix. In Fig. 4(c) we show the
experimental value obtained for Wex p = 62.6208± 0.0036,
which represents a clearly violation of the projective bound
with a corresponding p-value of 2.793× 10−4, correspond-
ing to 3.45 standard deviations. We can thus certify that
generalized quantum measurement in a dimension d = 4
has been implemented.

Conclusion— We have demonstrated that novel multi-
core optical fiber devices provide a rich platform for im-
plementing generalized quantum measurements in pho-
tonic quantum systems. In addition to configurability pro-
vided by the different input mode configurations possi-
ble, the high-quality mode overlap provided by multi-core
beam splitters leads to very high-quality measurement fi-
delity. The latter is key for near-optimal implementations
of many quantum information protocols and we demon-
strated it in the particularly demanding task of certifying

a higher-dimensional generalised quantum measurement
in a scenario where only the Hilbert space dimension is
known. Our experiment employed a seven-core beam split-
ter to implement a seven-outcome measurement on a four-
dimensional quantum system, achieving measurement fi-
delity greater than 99.7%, certifying that the output re-
sults cannot be achieved with projective measurements in a
four-dimensional Hilbert space. Our results pave the way
towards the realization and use of generalized measure-
ments in higher-dimensional quantum information proto-
cols, a task that has been difficult to achieve until present.
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Appendix A: Determining Wproj

Due to the symmetries of W , we can w. l. g. restrict the measurement {Mb′} to the form Mb′ = |φb′〉〈φb′ |, for b′ ∈
{1,2, 3,4}, where {|φb′〉}b′ is an orthonormal basis of C4, and Mb′ = 0 for b′ ∈ {5,6, 7}. The fact that we can restrict to a
rank-one projectors for b′ ∈ {1,2, 3,4} follows from the optimality of Alice preparing pure states ρx = |ψx〉〈ψx | and that
the only relevant contribution to the total score is 〈ψx |Mx |ψx〉. Hence, we can write

W =
7
∑

x ,y=1

�

1+δx ,y

�

〈ψx |Eδx ,y |y |ψx〉+ 3
4
∑

x=1

|〈ψx |φx〉|2. (A1)

Our optimisation problem becomes

Wproj = max
{ψx },{Eb|y},{φb′ }

W.

s.t. 〈ψx |ψx〉= 1,
4
∑

b′=1

|φb′〉〈φb′ |= 11

Eb|y ≥ 0, E0|y + E1|y = 11, E2
b|y = Eb|y . (A2)

Solving this is difficult. However, increasingly precise upper bounds can be obtained using a hierarchy of semidefinite
programming relaxations developed in [52]. This method is based on first sampling a basis of moment matrices and then
evaluating a semidefinite program over this bases. We refer to [56] for details.

In our case, we have used a moment matrix of size 176 which corresponds to the hierarchy level given by

{11, {ψx}, {Eb|y}, {φx}, {ψx Eb|y}, {ψxφx}}. (A3)

However, this implementation requires over 2000 sampled moment matrices (at which point the computation was ter-
minated) followed by a correspondingly large semidefinite program. To remedy this, we have employed the method of
symmetrisation [43]. Specifically, we perform a variable reduction by averaging each sampled moment matrix over the
symmetry group S4 of the scoring function, which is simply a permutation of [1, 2,3, 4] applied to each of x , y and b′

(when x , y, b′ ∈ {5, 6,7} we leave them unchanged). We denote by Tσ action of a permutation σ ∈ S4 on the moment
matrix Γ . The new moment matrix is then

Γ →
1
|S4|

∑

σ∈S4

Tσ[Γ ]. (A4)

This procedure shrinks the size of the moment matrix basis to just 93 elements and the computation of the semidefinite
program can then be efficiently achieved. The upper bound we obtain is Wproj ≤ 62.5152.

To prove that the bound is tight, we use a seesaw approach. That is, we first sample a random set of states {|ψx〉} and
evaluate the largest value of W as a semidefinite program over the measurements {Eb|y} and {Mb′}. Then, for the optimal
measurements, we determine the new set of optimal states through an eigenvalue computation. The process is repeated
until it appears to converge on a stable value of W . The corresponding quantum strategy can then be extracted. Note that
since {Eb|y} is dichotomic and all extremal dichotomic measurements are projective, we need not enforce an additional
constraint of projectivity. However, if we impose that M2

b′ = Mb′ , then the optimisation over the measurements is no longer
a semidefinite program. To circumvent this, we relax the set of projective measurements (recall that we need only to
consider the first four outcomes) to the set of all measurements of four outcomes. Running the seesaw procedure we find
W = 62.5152. We can verify that in the corresponding quantum strategy, {Mb′} indeed is projective. Thus, we conclude
that the bound is tight.

Appendix B: Quantum protocol

Here, we outline the states ρx = |ψx〉〈ψx |, the dichotomic measurements {Eb|y} and the seven-outcome measurement
{Mb′} used in the quantum protocol that achieves W = 62.6982. The protocol is obtained by numerical means.
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The states are given by the following matrix, in which the rows correspond to 〈ψ1|, . . . , 〈ψ7|.


















0.507574 − 0.0090103i 0.662756 − 0.0213697i 0.1439 − 0.0180914i 0.530613
−0.0724881+ 0.498157i −0.413325− 0.382353i 0.260956 + 0.544061i 0.255838
−0.415261+ 0.380216i 0.17193 + 0.110383i −0.413262− 0.139425i 0.671584
0.401067 − 0.215166i −0.271274+ 0.36049i 0.144303 + 0.431162i 0.618532
0.118453 + 0.306095i −0.0251893+ 0.0382293i −0.144825− 0.846059i 0.391649
−0.0518872− 0.526847i −0.672376+ 0.320233i −0.361049− 0.0673529i 0.173807
−0.473002− 0.355323i −0.056111− 0.411596i 0.211323 + 0.0889052i 0.651839



















(B1)

The dichotomic measurements are given by the following matrix, in which the rows correspond to the bra-vector onto
which E1|y projects, for y = 1, . . . , 7. Note that E0|y = 11− E1|y .



















0.508487 − 0.0150154i 0.662197 − 0.0311996i 0.151409 − 0.0261662i 0.527378
−0.0385109+ 0.494678i −0.443409− 0.351319i 0.313894 + 0.521516i 0.251527
−0.410518+ 0.378204i 0.168252 + 0.119914i −0.413796− 0.154393i 0.671331
0.393413 − 0.230508i −0.272517+ 0.365736i 0.137073 + 0.432203i 0.615203
0.131541 + 0.30654i −0.0324357+ 0.0247376i −0.136997− 0.850416i 0.380908

−0.00356985− 0.523085i −0.692675+ 0.269359i −0.367756− 0.0818537i 0.179085
−0.461476− 0.36775i −0.0569732− 0.4116i 0.226916 + 0.0945078i 0.647083



















(B2)

The generalised measurement employed in the protocol corresponds to operators of the form Mb′ = βb′ |φb′〉〈φb′ |. The
bra-vectors 〈φb′ | are the rows of the following matrix, for b′ = 1, . . . , 7


















0.505355 0.662837 0.122035 0.538861
0.448439 + 0.262257i −0.505467+ 0.228254i 0.589274 0.0557004 − 0.268665i
−0.433774+ 0.384093i 0.180038 + 0.0725377i −0.407489− 0.0925349i 0.67233
0.416467 − 0.182098i −0.266418+ 0.346772i 0.162878 + 0.429146i 0.625676
−0.317427+ 0.0327698i −0.0632815− 0.0239012i 0.85119 −0.0741812+ 0.404431i
−0.165596+ 0.516406i 0.745866 0.262609 + 0.230115i −0.136976− 0.0943827i
−0.499761− 0.322502i −0.0553898− 0.411115i 0.176718 + 0.0768536i 0.661069



















. (B3)

The coefficients βb′ are given by
�

0.5505 0.4969 0.3651 0.6219 0.7204 0.6638 0.5814
�

(B4)

Appendix C: Measurement Description: the Seven-outcome nonprojective measurement implemented by the 7× 7 multiport
beam splitter

To implement the seven-outcome measurement required to estimate the value of W , we resort to using a 7×7 multiport
beam splitter (MBS) built-in seven-core multicore fibers (7C-MCFs). We also use a spatial demultiplexer/multiplexer unit
(DMUX) for accessing each of the seven cores of the 7× 7 MBS independently. These devices allow us to implement the
unitary transformation demanded to realize a seven-elements positive operator-valued measurement (POVM). The optical
characterization of the 7× 7 MBS involves intensity and phase measurements, whose results are numerically optimized to
obtain a genuine unitary operation [46]. In the logical basis, the unitary matrix Û7 for the MBS is given by

Û7 =



















0.5639 0.2010 0.3019 0.3749 0.4918 0.0905 0.3998
0.2222 −0.0065+ 0.1874i −0.5700− 0.3060i 0.3558− 0.0865i −0.1447+ 0.3632i 0.2989− 0.2884i −0.1033− 0.1635i
0.3487 −0.6271− 0.3102i 0.1178− 0.0994i −0.2245− 0.2686i −0.0469+ 0.1075i 0.0629− 0.2445i −0.0116+ 0.4061i
0.3929 0.3320+ 0.0156i −0.1620− 0.2950i −0.1267+ 0.3353i −0.0489− 0.3414i −0.3319− 0.1445i −0.3447+ 0.3530i
0.3709 −0.1842+ 0.2868i −0.1199+ 0.1069i −0.0224− 0.2699i 0.0214− 0.0533i −0.0144+ 0.7223i −0.3419− 0.0698i
0.1468 0.3709+ 0.2029i 0.3572− 0.0915i −0.0936− 0.4318i −0.5262+ 0.3039i −0.2790− 0.0553i 0.1351+ 0.0108i
0.4444 −0.0220− 0.1704i −0.0651+ 0.4328i −0.3159+ 0.3254i −0.3157− 0.0201i 0.0839− 0.1206i 0.0989− 0.4943i



















.

Here, Û7 is written considering the logical basis {| j〉} as the path-encoding strategy shown in Fig. 5, where j = 1, . . . , 7
denotes the j-th core.

Taking into account the unitary operation Û7, our MCF-based devices can implement finite sets of inequivalent rank-1
POVM elements, as we explain next. We consider the scenario depicted in Fig. 1, where a POVM is realized acting upon
an input quantum state |Ψ〉 of dimension d lower than D. In our experiment, D = 7 corresponds to all the spatial modes
available in the 7 × 7 MBS. Then, the remaining D − d cores define the ancilla system used to extend the Hilbert space
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dimension of the input state. Likewise, according to Neumark’s dilation theorem [1], the action of the POVM is obtained by
performing a projective measurement over the total system (i.e., detecting all cores). The total number of feasible POVMs
we can implement is determined by the number of subsets of d elements chosen from a set of D elements, that is

�

D
d

�

=
D!

d!(D− d)!
.

Then, the rank-1 POVM elements can be written as Π j = |χ j〉〈χ j |, where

|χ j〉= M̂k1...kd
| j〉

are unnormalized states. The matrix M̂k1...kd
is the Û7 restriction on the subspace spanned by the d input modes labeled by

k1, . . . kd . Furthermore, we are able to modify local phases connecting phase modulators at the excited input cores. This
operation can be seen as a diagonal matrix Φ̂†

k1...kd
whose entries represents the phase applied on the input modes, as it also

depicted in Fig. 1. Phase modulation expands the possibilities to implement even more general POVMs. Nonetheless, no
phase modulation at the POVM implementation is required for our task, where we using the stabilization system to ensure
this zero-phase condition at the detection stage. We recall that this stabilization scheme actively controls any long term
phase drifts that may appear during an experimental run (see the main text for more details).

Then, there are 35 different POVMs that we can implement while four dimensional states (d = 4) are considered. For
the specific task to estimate the value of W , it is necessary to find the best POVM to surpass the projective limit Wpro j , we
have run optimizations considering these 35 POVMs, founding that the optimal one is

M̂4567 =









0.3749 0.3662 0.3501 0.3584 0.2709 0.4418 0.4535
0.4918 −0.2263− 0.3188i −0.05239+ 0.1049i −0.3021− 0.1664i 0.05134− 0.02569i −0.1856+ 0.5787i 0.2055− 0.2405i
0.09054 0.3586+ 0.2097i 0.1473− 0.2051i −0.01789− 0.3615i −0.7187+ 0.07419i 0.1132+ 0.261i −0.145− 0.02382i
0.3998 −0.06171+ 0.1833i −0.3041+ 0.2693i 0.4521− 0.1977i 0.09788+ 0.335i −0.03915− 0.1297i −0.4235− 0.2733i









,

which is implemented encoding the input four-dimensional quantum state exciting the cores 4, 5, 6, and 7 at the input of
the MBS (see Fig. 5). The full list of the 35 different POVMs is available below.

Appendix D: Measurement Results

In this section, we show the obtained results for evaluating the optimal value of W in comparison with the expected
ones in our experiment. We consider the four-dimensional quantum states prepared by Alice, labeled by the classical
input x ∈ 1, . . . , 7, and the quantum measurements performed by Bob. Here, y ∈ 1, . . . , 7 denotes a dichotomic projective
measurements, and an eighth non projective measurement labeled by povm corresponds to a seven-outcome measure.
Table I shows the 49 expected and recorded probabilities (pth(b = δx ,y |x , y) and pex p(b = δx ,y |x , y), respectively) required
to evaluate W (see Eq. (1) in the main text) when Bob implements the seven binary projections. Likewise, Table II
shows the relevant expected and recorded probabilities p(b′ = x |x ,povm) for W when the POVM is implemented. Our
experimental results are in good agreement with the expected ones. Moreover, we compute the error values considering
Gaussian error propagation and Poissonian statistic for photon counting. Therefore, the experimental value obtained for
W = 62.6208± 0.0306.

FIG. 5. A diagram of path-encoding scheme for the multicore fiber in dimension D = 7.



11

TABLE I. Expected pth(b = δx ,y |x , y) and recorded probabilities pex p(b = δx ,y |x , y) involved in the evaluation of W . We consider the
case when Alice prepares the x state and Bob implements the y projective measurement which returns the binary outcome b.

pth(b = δx ,y |x , y)
y = 1 y = 2 y = 3 y = 4 y = 5 y = 6 y = 7

x = 1 0.9998 0.9721 0.9029 0.8411 0.9402 0.8105 0.7870
x = 2 0.9730 0.9994 0.8513 0.7764 0.8691 0.9456 0.8118
x = 3 0.9098 0.8570 0.9997 0.9840 0.7333 0.8951 0.8292
x = 4 0.8370 0.7631 0.9824 0.9996 0.9700 0.8121 0.9053
x = 5 0.9377 0.8587 0.7008 0.9695 0.9994 0.8805 0.9151
x = 6 0.8014 0.9412 0.8821 0.8079 0.8798 0.9994 0.9753
x = 7 0.7907 0.8090 0.8195 0.9094 0.9200 0.9768 0.9995

pex p(b = δx ,y |x , y)
y = 1 y = 2 y = 3 y = 4 y = 5 y = 6 y = 7

x = 1 0.9937± 0.0008 0.9722± 0.0018 0.9022± 0.0017 0.8409± 0.0016 0.9402± 0.0006 0.8105± 0.0019 0.7870± 0.0019
x = 2 0.9731± 0.0007 0.9958± 0.0010 0.8523± 0.0040 0.7762± 0.0009 0.8692± 0.0021 0.9454± 0.0012 0.8120± 0.0020
x = 3 0.9092± 0.0014 0.8569± 0.0009 0.9934± 0.0012 0.9841± 0.0004 0.7345± 0.0048 0.8952± 0.0013 0.8302± 0.0018
x = 4 0.8372± 0.0021 0.7638± 0.0014 0.9825± 0.0006 0.9970± 0.0009 0.9700± 0.0007 0.8131± 0.0014 0.9058± 0.0011
x = 5 0.9375± 0.0016 0.8584± 0.0009 0.7013± 0.0007 0.9695± 0.0008 0.9941± 0.0012 0.8806± 0.0023 0.9153± 0.0011
x = 6 0.8011± 0.0014 0.9414± 0.0009 0.8820± 0.0013 0.8080± 0.0007 0.8803± 0.0023 0.9955± 0.0011 0.9753± 0.0006
x = 7 0.7899± 0.0018 0.8098± 0.0015 0.8195± 0.0006 0.9098± 0.0007 0.9203± 0.0010 0.9768± 0.0004 0.9951± 0.0012

TABLE II. Expected vs the recorded probabilities p(b′ = x |x ,povm) when the POVM is implemented by Bob obtaining the outcome b′,
over the state labeled by x sent by Alice.

b′, x p(b′ = x |x ,povm)
Theory Experiment

b′, x = 1 0.5499 0.5495± 0.0035
b′, x = 2 0.4947 0.4912± 0.0043
b′, x = 3 0.3638 0.3637± 0.0029
b′, x = 4 0.6207 0.6206± 0.0035
b′, x = 5 0.7187 0.7152± 0.0036
b′, x = 6 0.6620 0.6623± 0.0035
b′, x = 7 0.5799 0.5814± 0.0033

Appendix E: Full list of the feasible 35 POVMs from the 7× 7 MBS

M̂1234 =









0.5639 0.2222 0.3487 0.3929 0.3709 0.1468 0.4444
0.201 −0.006542− 0.1874i −0.6271+ 0.3102i 0.332− 0.01557i −0.1842− 0.2868i 0.3709− 0.2029i −0.02196+ 0.1704i

0.3019 −0.57+ 0.306i 0.1178+ 0.09943i −0.162+ 0.295i −0.1199− 0.1069i 0.3572+ 0.09154i −0.0651− 0.4328i
0.3749 0.3558+ 0.08647i −0.2245+ 0.2686i −0.1267− 0.3353i −0.02242+ 0.2699i −0.09359+ 0.4318i −0.3159− 0.3254i









M̂1235 =









0.5639 0.2222 0.3487 0.3929 0.3709 0.1468 0.4444
0.201 −0.006542− 0.1874i −0.6271+ 0.3102i 0.332− 0.01557i −0.1842− 0.2868i 0.3709− 0.2029i −0.02196+ 0.1704i

0.3019 −0.57+ 0.306i 0.1178+ 0.09943i −0.162+ 0.295i −0.1199− 0.1069i 0.3572+ 0.09154i −0.0651− 0.4328i
0.4918 −0.1447− 0.3632i −0.04691− 0.1075i −0.04889+ 0.3414i 0.02136+ 0.0533i −0.5262− 0.3039i −0.3157+ 0.02007i









M̂1236 =









0.5639 0.2222 0.3487 0.3929 0.3709 0.1468 0.4444
0.201 −0.006542− 0.1874i −0.6271+ 0.3102i 0.332− 0.01557i −0.1842− 0.2868i 0.3709− 0.2029i −0.02196+ 0.1704i
0.3019 −0.57+ 0.306i 0.1178+ 0.09943i −0.162+ 0.295i −0.1199− 0.1069i 0.3572+ 0.09154i −0.0651− 0.4328i
0.09054 0.2989+ 0.2884i 0.06289+ 0.2445i −0.3319+ 0.1445i −0.01444− 0.7223i −0.279+ 0.05535i 0.08389+ 0.1206i











12

M̂1237 =









0.5639 0.2222 0.3487 0.3929 0.3709 0.1468 0.4444
0.201 −0.006542− 0.1874i −0.6271+ 0.3102i 0.332− 0.01557i −0.1842− 0.2868i 0.3709− 0.2029i −0.02196+ 0.1704i

0.3019 −0.57+ 0.306i 0.1178+ 0.09943i −0.162+ 0.295i −0.1199− 0.1069i 0.3572+ 0.09154i −0.0651− 0.4328i
0.3998 −0.1033+ 0.1635i −0.01155− 0.4061i −0.3447− 0.353i −0.3419+ 0.06981i 0.1351− 0.01077i 0.09887+ 0.4943i









M̂1245 =









0.5639 0.2222 0.3487 0.3929 0.3709 0.1468 0.4444
0.201 −0.006542− 0.1874i −0.6271+ 0.3102i 0.332− 0.01557i −0.1842− 0.2868i 0.3709− 0.2029i −0.02196+ 0.1704i
0.3749 0.3558+ 0.08647i −0.2245+ 0.2686i −0.1267− 0.3353i −0.02242+ 0.2699i −0.09359+ 0.4318i −0.3159− 0.3254i
0.4918 −0.1447− 0.3632i −0.04691− 0.1075i −0.04889+ 0.3414i 0.02136+ 0.0533i −0.5262− 0.3039i −0.3157+ 0.02007i









M̂1246 =









0.5639 0.2222 0.3487 0.3929 0.3709 0.1468 0.4444
0.201 −0.006542− 0.1874i −0.6271+ 0.3102i 0.332− 0.01557i −0.1842− 0.2868i 0.3709− 0.2029i −0.02196+ 0.1704i

0.3749 0.3558+ 0.08647i −0.2245+ 0.2686i −0.1267− 0.3353i −0.02242+ 0.2699i −0.09359+ 0.4318i −0.3159− 0.3254i
0.09054 0.2989+ 0.2884i 0.06289+ 0.2445i −0.3319+ 0.1445i −0.01444− 0.7223i −0.279+ 0.05535i 0.08389+ 0.1206i









M̂1247 =









0.5639 0.2222 0.3487 0.3929 0.3709 0.1468 0.4444
0.201 −0.006542− 0.1874i −0.6271+ 0.3102i 0.332− 0.01557i −0.1842− 0.2868i 0.3709− 0.2029i −0.02196+ 0.1704i
0.3749 0.3558+ 0.08647i −0.2245+ 0.2686i −0.1267− 0.3353i −0.02242+ 0.2699i −0.09359+ 0.4318i −0.3159− 0.3254i
0.3998 −0.1033+ 0.1635i −0.01155− 0.4061i −0.3447− 0.353i −0.3419+ 0.06981i 0.1351− 0.01077i 0.09887+ 0.4943i









M̂1256 =









0.5639 0.2222 0.3487 0.3929 0.3709 0.1468 0.4444
0.201 −0.006542− 0.1874i −0.6271+ 0.3102i 0.332− 0.01557i −0.1842− 0.2868i 0.3709− 0.2029i −0.02196+ 0.1704i

0.4918 −0.1447− 0.3632i −0.04691− 0.1075i −0.04889+ 0.3414i 0.02136+ 0.0533i −0.5262− 0.3039i −0.3157+ 0.02007i
0.09054 0.2989+ 0.2884i 0.06289+ 0.2445i −0.3319+ 0.1445i −0.01444− 0.7223i −0.279+ 0.05535i 0.08389+ 0.1206i









M̂1257 =









0.5639 0.2222 0.3487 0.3929 0.3709 0.1468 0.4444
0.201 −0.006542− 0.1874i −0.6271+ 0.3102i 0.332− 0.01557i −0.1842− 0.2868i 0.3709− 0.2029i −0.02196+ 0.1704i

0.4918 −0.1447− 0.3632i −0.04691− 0.1075i −0.04889+ 0.3414i 0.02136+ 0.0533i −0.5262− 0.3039i −0.3157+ 0.02007i
0.3998 −0.1033+ 0.1635i −0.01155− 0.4061i −0.3447− 0.353i −0.3419+ 0.06981i 0.1351− 0.01077i 0.09887+ 0.4943i









M̂1267 =









0.5639 0.2222 0.3487 0.3929 0.3709 0.1468 0.4444
0.201 −0.006542− 0.1874i −0.6271+ 0.3102i 0.332− 0.01557i −0.1842− 0.2868i 0.3709− 0.2029i −0.02196+ 0.1704i

0.09054 0.2989+ 0.2884i 0.06289+ 0.2445i −0.3319+ 0.1445i −0.01444− 0.7223i −0.279+ 0.05535i 0.08389+ 0.1206i
0.3998 −0.1033+ 0.1635i −0.01155− 0.4061i −0.3447− 0.353i −0.3419+ 0.06981i 0.1351− 0.01077i 0.09887+ 0.4943i









M̂1345 =









0.5639 0.2222 0.3487 0.3929 0.3709 0.1468 0.4444
0.3019 −0.57+ 0.306i 0.1178+ 0.09943i −0.162+ 0.295i −0.1199− 0.1069i 0.3572+ 0.09154i −0.0651− 0.4328i
0.3749 0.3558+ 0.08647i −0.2245+ 0.2686i −0.1267− 0.3353i −0.02242+ 0.2699i −0.09359+ 0.4318i −0.3159− 0.3254i
0.4918 −0.1447− 0.3632i −0.04691− 0.1075i −0.04889+ 0.3414i 0.02136+ 0.0533i −0.5262− 0.3039i −0.3157+ 0.02007i









M̂1346 =









0.5639 0.2222 0.3487 0.3929 0.3709 0.1468 0.4444
0.3019 −0.57+ 0.306i 0.1178+ 0.09943i −0.162+ 0.295i −0.1199− 0.1069i 0.3572+ 0.09154i −0.0651− 0.4328i
0.3749 0.3558+ 0.08647i −0.2245+ 0.2686i −0.1267− 0.3353i −0.02242+ 0.2699i −0.09359+ 0.4318i −0.3159− 0.3254i
0.09054 0.2989+ 0.2884i 0.06289+ 0.2445i −0.3319+ 0.1445i −0.01444− 0.7223i −0.279+ 0.05535i 0.08389+ 0.1206i









M̂1347 =









0.5639 0.2222 0.3487 0.3929 0.3709 0.1468 0.4444
0.3019 −0.57+ 0.306i 0.1178+ 0.09943i −0.162+ 0.295i −0.1199− 0.1069i 0.3572+ 0.09154i −0.0651− 0.4328i
0.3749 0.3558+ 0.08647i −0.2245+ 0.2686i −0.1267− 0.3353i −0.02242+ 0.2699i −0.09359+ 0.4318i −0.3159− 0.3254i
0.3998 −0.1033+ 0.1635i −0.01155− 0.4061i −0.3447− 0.353i −0.3419+ 0.06981i 0.1351− 0.01077i 0.09887+ 0.4943i









M̂1356 =









0.5639 0.2222 0.3487 0.3929 0.3709 0.1468 0.4444
0.3019 −0.57+ 0.306i 0.1178+ 0.09943i −0.162+ 0.295i −0.1199− 0.1069i 0.3572+ 0.09154i −0.0651− 0.4328i
0.4918 −0.1447− 0.3632i −0.04691− 0.1075i −0.04889+ 0.3414i 0.02136+ 0.0533i −0.5262− 0.3039i −0.3157+ 0.02007i
0.09054 0.2989+ 0.2884i 0.06289+ 0.2445i −0.3319+ 0.1445i −0.01444− 0.7223i −0.279+ 0.05535i 0.08389+ 0.1206i
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M̂1357 =









0.5639 0.2222 0.3487 0.3929 0.3709 0.1468 0.4444
0.3019 −0.57+ 0.306i 0.1178+ 0.09943i −0.162+ 0.295i −0.1199− 0.1069i 0.3572+ 0.09154i −0.0651− 0.4328i
0.4918 −0.1447− 0.3632i −0.04691− 0.1075i −0.04889+ 0.3414i 0.02136+ 0.0533i −0.5262− 0.3039i −0.3157+ 0.02007i
0.3998 −0.1033+ 0.1635i −0.01155− 0.4061i −0.3447− 0.353i −0.3419+ 0.06981i 0.1351− 0.01077i 0.09887+ 0.4943i









M̂1367 =









0.5639 0.2222 0.3487 0.3929 0.3709 0.1468 0.4444
0.3019 −0.57+ 0.306i 0.1178+ 0.09943i −0.162+ 0.295i −0.1199− 0.1069i 0.3572+ 0.09154i −0.0651− 0.4328i
0.09054 0.2989+ 0.2884i 0.06289+ 0.2445i −0.3319+ 0.1445i −0.01444− 0.7223i −0.279+ 0.05535i 0.08389+ 0.1206i
0.3998 −0.1033+ 0.1635i −0.01155− 0.4061i −0.3447− 0.353i −0.3419+ 0.06981i 0.1351− 0.01077i 0.09887+ 0.4943i









M̂1456 =









0.5639 0.2222 0.3487 0.3929 0.3709 0.1468 0.4444
0.3749 0.3558+ 0.08647i −0.2245+ 0.2686i −0.1267− 0.3353i −0.02242+ 0.2699i −0.09359+ 0.4318i −0.3159− 0.3254i
0.4918 −0.1447− 0.3632i −0.04691− 0.1075i −0.04889+ 0.3414i 0.02136+ 0.0533i −0.5262− 0.3039i −0.3157+ 0.02007i
0.09054 0.2989+ 0.2884i 0.06289+ 0.2445i −0.3319+ 0.1445i −0.01444− 0.7223i −0.279+ 0.05535i 0.08389+ 0.1206i









M̂1457 =









0.5639 0.2222 0.3487 0.3929 0.3709 0.1468 0.4444
0.3749 0.3558+ 0.08647i −0.2245+ 0.2686i −0.1267− 0.3353i −0.02242+ 0.2699i −0.09359+ 0.4318i −0.3159− 0.3254i
0.4918 −0.1447− 0.3632i −0.04691− 0.1075i −0.04889+ 0.3414i 0.02136+ 0.0533i −0.5262− 0.3039i −0.3157+ 0.02007i
0.3998 −0.1033+ 0.1635i −0.01155− 0.4061i −0.3447− 0.353i −0.3419+ 0.06981i 0.1351− 0.01077i 0.09887+ 0.4943i









M̂1467 =









0.5639 0.2222 0.3487 0.3929 0.3709 0.1468 0.4444
0.3749 0.3558+ 0.08647i −0.2245+ 0.2686i −0.1267− 0.3353i −0.02242+ 0.2699i −0.09359+ 0.4318i −0.3159− 0.3254i
0.09054 0.2989+ 0.2884i 0.06289+ 0.2445i −0.3319+ 0.1445i −0.01444− 0.7223i −0.279+ 0.05535i 0.08389+ 0.1206i
0.3998 −0.1033+ 0.1635i −0.01155− 0.4061i −0.3447− 0.353i −0.3419+ 0.06981i 0.1351− 0.01077i 0.09887+ 0.4943i









M̂1567 =









0.5639 0.2222 0.3487 0.3929 0.3709 0.1468 0.4444
0.4918 −0.1447− 0.3632i −0.04691− 0.1075i −0.04889+ 0.3414i 0.02136+ 0.0533i −0.5262− 0.3039i −0.3157+ 0.02007i
0.09054 0.2989+ 0.2884i 0.06289+ 0.2445i −0.3319+ 0.1445i −0.01444− 0.7223i −0.279+ 0.05535i 0.08389+ 0.1206i
0.3998 −0.1033+ 0.1635i −0.01155− 0.4061i −0.3447− 0.353i −0.3419+ 0.06981i 0.1351− 0.01077i 0.09887+ 0.4943i









M̂2345 =









0.201 0.1875 0.6997 0.3324 0.3409 0.4227 0.1718
0.3019 −0.2859− 0.5804i −0.0615− 0.1414i −0.1756+ 0.2871i 0.1548− 0.04311i 0.2694+ 0.2517i −0.4209+ 0.1199i
0.3749 −0.09883+ 0.3526i 0.3204− 0.1412i −0.1108− 0.3409i −0.215− 0.1647i −0.2893+ 0.3339i −0.2824+ 0.3549i
0.4918 0.368− 0.1319i −0.005624+ 0.1171i −0.06483+ 0.3387i −0.05638− 0.01083i −0.3158− 0.5192i 0.06025+ 0.3105i









M̂2346 =









0.201 0.1875 0.6997 0.3324 0.3409 0.4227 0.1718
0.3019 −0.2859− 0.5804i −0.0615− 0.1414i −0.1756+ 0.2871i 0.1548− 0.04311i 0.2694+ 0.2517i −0.4209+ 0.1199i
0.3749 −0.09883+ 0.3526i 0.3204− 0.1412i −0.1108− 0.3409i −0.215− 0.1647i −0.2893+ 0.3339i −0.2824+ 0.3549i

0.09054 −0.2987+ 0.2887i 0.05206− 0.2471i −0.3383+ 0.1288i 0.6156+ 0.3782i −0.2714− 0.08536i 0.1089− 0.09863i









M̂2347 =









0.201 0.1875 0.6997 0.3324 0.3409 0.4227 0.1718
0.3019 −0.2859− 0.5804i −0.0615− 0.1414i −0.1756+ 0.2871i 0.1548− 0.04311i 0.2694+ 0.2517i −0.4209+ 0.1199i
0.3749 −0.09883+ 0.3526i 0.3204− 0.1412i −0.1108− 0.3409i −0.215− 0.1647i −0.2893+ 0.3339i −0.2824+ 0.3549i
0.3998 −0.1598− 0.1089i −0.1697+ 0.3691i −0.3278− 0.3688i 0.1261− 0.3254i 0.1237+ 0.05538i 0.4776− 0.1612i









M̂2356 =









0.201 0.1875 0.6997 0.3324 0.3409 0.4227 0.1718
0.3019 −0.2859− 0.5804i −0.0615− 0.1414i −0.1756+ 0.2871i 0.1548− 0.04311i 0.2694+ 0.2517i −0.4209+ 0.1199i
0.4918 0.368− 0.1319i −0.005624+ 0.1171i −0.06483+ 0.3387i −0.05638− 0.01083i −0.3158− 0.5192i 0.06025+ 0.3105i

0.09054 −0.2987+ 0.2887i 0.05206− 0.2471i −0.3383+ 0.1288i 0.6156+ 0.3782i −0.2714− 0.08536i 0.1089− 0.09863i
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M̂2357 =









0.201 0.1875 0.6997 0.3324 0.3409 0.4227 0.1718
0.3019 −0.2859− 0.5804i −0.0615− 0.1414i −0.1756+ 0.2871i 0.1548− 0.04311i 0.2694+ 0.2517i −0.4209+ 0.1199i
0.4918 0.368− 0.1319i −0.005624+ 0.1171i −0.06483+ 0.3387i −0.05638− 0.01083i −0.3158− 0.5192i 0.06025+ 0.3105i
0.3998 −0.1598− 0.1089i −0.1697+ 0.3691i −0.3278− 0.3688i 0.1261− 0.3254i 0.1237+ 0.05538i 0.4776− 0.1612i









M̂2367 =









0.201 0.1875 0.6997 0.3324 0.3409 0.4227 0.1718
0.3019 −0.2859− 0.5804i −0.0615− 0.1414i −0.1756+ 0.2871i 0.1548− 0.04311i 0.2694+ 0.2517i −0.4209+ 0.1199i
0.09054 −0.2987+ 0.2887i 0.05206− 0.2471i −0.3383+ 0.1288i 0.6156+ 0.3782i −0.2714− 0.08536i 0.1089− 0.09863i
0.3998 −0.1598− 0.1089i −0.1697+ 0.3691i −0.3278− 0.3688i 0.1261− 0.3254i 0.1237+ 0.05538i 0.4776− 0.1612i









M̂2456 =









0.201 0.1875 0.6997 0.3324 0.3409 0.4227 0.1718
0.3749 −0.09883+ 0.3526i 0.3204− 0.1412i −0.1108− 0.3409i −0.215− 0.1647i −0.2893+ 0.3339i −0.2824+ 0.3549i
0.4918 0.368− 0.1319i −0.005624+ 0.1171i −0.06483+ 0.3387i −0.05638− 0.01083i −0.3158− 0.5192i 0.06025+ 0.3105i
0.09054 −0.2987+ 0.2887i 0.05206− 0.2471i −0.3383+ 0.1288i 0.6156+ 0.3782i −0.2714− 0.08536i 0.1089− 0.09863i









M̂2457 =









0.201 0.1875 0.6997 0.3324 0.3409 0.4227 0.1718
0.3749 −0.09883+ 0.3526i 0.3204− 0.1412i −0.1108− 0.3409i −0.215− 0.1647i −0.2893+ 0.3339i −0.2824+ 0.3549i
0.4918 0.368− 0.1319i −0.005624+ 0.1171i −0.06483+ 0.3387i −0.05638− 0.01083i −0.3158− 0.5192i 0.06025+ 0.3105i
0.3998 −0.1598− 0.1089i −0.1697+ 0.3691i −0.3278− 0.3688i 0.1261− 0.3254i 0.1237+ 0.05538i 0.4776− 0.1612i









M̂2467 =









0.201 0.1875 0.6997 0.3324 0.3409 0.4227 0.1718
0.3749 −0.09883+ 0.3526i 0.3204− 0.1412i −0.1108− 0.3409i −0.215− 0.1647i −0.2893+ 0.3339i −0.2824+ 0.3549i

0.09054 −0.2987+ 0.2887i 0.05206− 0.2471i −0.3383+ 0.1288i 0.6156+ 0.3782i −0.2714− 0.08536i 0.1089− 0.09863i
0.3998 −0.1598− 0.1089i −0.1697+ 0.3691i −0.3278− 0.3688i 0.1261− 0.3254i 0.1237+ 0.05538i 0.4776− 0.1612i









M̂2567 =









0.201 0.1875 0.6997 0.3324 0.3409 0.4227 0.1718
0.4918 0.368− 0.1319i −0.005624+ 0.1171i −0.06483+ 0.3387i −0.05638− 0.01083i −0.3158− 0.5192i 0.06025+ 0.3105i
0.09054 −0.2987+ 0.2887i 0.05206− 0.2471i −0.3383+ 0.1288i 0.6156+ 0.3782i −0.2714− 0.08536i 0.1089− 0.09863i
0.3998 −0.1598− 0.1089i −0.1697+ 0.3691i −0.3278− 0.3688i 0.1261− 0.3254i 0.1237+ 0.05538i 0.4776− 0.1612i









M̂3456 =









0.3019 0.647 0.1542 0.3365 0.1607 0.3687 0.4377
0.3749 −0.2726− 0.2445i 0.001653+ 0.3501i −0.2329+ 0.2725i −0.1629− 0.2164i 0.01653+ 0.4415i 0.3688− 0.264i
0.4918 −0.0443+ 0.3884i −0.1052− 0.05189i 0.3228− 0.1215i −0.05141− 0.02556i −0.5852− 0.1638i 0.02711− 0.3152i

0.09054 −0.1269− 0.3955i 0.2058+ 0.1463i 0.2864+ 0.2213i 0.4915+ 0.5295i −0.2566+ 0.1229i −0.1318+ 0.06502i









M̂3457 =









0.3019 0.647 0.1542 0.3365 0.1607 0.3687 0.4377
0.3749 −0.2726− 0.2445i 0.001653+ 0.3501i −0.2329+ 0.2725i −0.1629− 0.2164i 0.01653+ 0.4415i 0.3688− 0.264i
0.4918 −0.0443+ 0.3884i −0.1052− 0.05189i 0.3228− 0.1215i −0.05141− 0.02556i −0.5852− 0.1638i 0.02711− 0.3152i
0.3998 0.1683− 0.09526i −0.2707− 0.3029i −0.1435+ 0.4721i 0.2088− 0.2797i 0.1282− 0.04397i −0.5035+ 0.02425i









M̂3467 =









0.3019 0.647 0.1542 0.3365 0.1607 0.3687 0.4377
0.3749 −0.2726− 0.2445i 0.001653+ 0.3501i −0.2329+ 0.2725i −0.1629− 0.2164i 0.01653+ 0.4415i 0.3688− 0.264i
0.09054 −0.1269− 0.3955i 0.2058+ 0.1463i 0.2864+ 0.2213i 0.4915+ 0.5295i −0.2566+ 0.1229i −0.1318+ 0.06502i
0.3998 0.1683− 0.09526i −0.2707− 0.3029i −0.1435+ 0.4721i 0.2088− 0.2797i 0.1282− 0.04397i −0.5035+ 0.02425i









M̂3567 =









0.3019 0.647 0.1542 0.3365 0.1607 0.3687 0.4377
0.4918 −0.0443+ 0.3884i −0.1052− 0.05189i 0.3228− 0.1215i −0.05141− 0.02556i −0.5852− 0.1638i 0.02711− 0.3152i

0.09054 −0.1269− 0.3955i 0.2058+ 0.1463i 0.2864+ 0.2213i 0.4915+ 0.5295i −0.2566+ 0.1229i −0.1318+ 0.06502i
0.3998 0.1683− 0.09526i −0.2707− 0.3029i −0.1435+ 0.4721i 0.2088− 0.2797i 0.1282− 0.04397i −0.5035+ 0.02425i









M̂4567 =









0.3749 0.3662 0.3501 0.3584 0.2709 0.4418 0.4535
0.4918 −0.2263− 0.3188i −0.05239+ 0.1049i −0.3021− 0.1664i 0.05134− 0.02569i −0.1856+ 0.5787i 0.2055− 0.2405i
0.09054 0.3586+ 0.2097i 0.1473− 0.2051i −0.01789− 0.3615i −0.7187+ 0.07419i 0.1132+ 0.261i −0.145− 0.02382i
0.3998 −0.06171+ 0.1833i −0.3041+ 0.2693i 0.4521− 0.1977i 0.09788+ 0.335i −0.03915− 0.1297i −0.4235− 0.2733i
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