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Abstract— We consider classical multiple access system with a
single transmission channel, finite number of users (users) and
randomised transmission protocol (ALOHA). We assume that
every user sends messages to the base station with various
intensities. Due to the overlapping of messages during their
sending there are restrictions on the time between the messages
and a mathematical model adequate to the physical one becomes
quite complicated. In this work we propose a simplified
mathematical model that is easy to analyze and takes into
account the properties of real systems.
Keywords — mathematical model; random multiple access,
ALOHA algorithm; LoRaWAN: Poisson stream.

I. INTRODUCTION
Increasing growth of information content in our world
requires faster processing and transmission which leads to the
development of data transmission systems. One of the main
goals is to efficiently arbitrate access of users to shared
network. Furthermore, over last few decades we may observe
active growth of data transmission systems based on multiple
access channels such as radio channels and satellite
communication channels. Among these access control methods
that allow a number of users access methods to a shared
network, a special mention is deserved by random multiple
access methods with conflict resolution. Widespread
application of random multiple access is due to its use in the
Ethernet and wireless networks over IEEE 802.11 (Wi-Fi).
Today, random multiple access with conflict resolution is also
used for backup of shared channel in regional wireless
networks over IEEE 802.16. One of the main properties of
random multiple access is lower delay for moderate arrival
rates when compared to other methods of multiple access.
Moreover, wireless LPWAN networks are also becoming
more and more widespread [1]. They are used to transmit
information about the results of measurements at objects
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located over a large area. The LoRaWAN technologies as part
of the LPWAN make it possible to create low-cost data
collection and transmission systems. There is no need to build
and maintain a complex multi-domain network. Network
devices share a common medium for transmitting data. To
avoid the synchronization effect when transmitting messages,
some LoRaWAN equipment manufacturers provide the facility
to set a random interval between messages (see, for example,
[1]). Therefore, many LPWANs, including the LoRa
technology, use the ALOHA algorithm to resolve conflicts in
message transmission [1]-[6].
The classical multiple access system with a single
transmission channel and the randomised transmission
protocol (ALOHA) is well known (see, for example, [7]). In
the classical random multiple access model with ALOHA
algorithm for conflict resolution there are N users, each of
whom sends messages to the base station at random points in
time. If during the transmission of a message from one user
the other user begins to transmit, then there is a collision and
the messages are lost and do not reach the base station.
The distribution of time between sent messages is the same
for all users and independent of each other. We may consider
the special case when the messages sent from each user form a
Poisson point process with intensity λ, i.e. time between sent
messages is exponential with parameter λ. This simplification
facilitates the construction of the mathematical model and
obtaining conclusions from it. In particular, in this case it is
easy to find the distribution of the total message stream from
all users, which will be again Poisson's with intensity

Λ = N * λ.
Moreover, if each message is successfully delivered to the
base station with probability p, then for the Poisson case the

stream of successfully delivered messages from each node will
again be Poisson with the parameter Λp. In this work, we
consider a generalization of the classical model, assuming that
each i -th user sends messages to the base station with a
various intensity λ i . This approach allows us to take into
account the specificity of the transmitted data when
monitoring the parameters of some system over time. If some
user transmits a message with not very important information,
it can send messages with low intensity, in contrast to the user,
information from which about the state of the system is very
important and therefore the transmission from it occurs with
high intensity.
Moreover, in real information transmission systems, there
are technical limitations on the time between sending
messages from each user in unlicensed spectrum systems, for
example in LoRa and other LPWAN networks. In general
terms, this time should be much longer than the transmission
time (airtime) of a single message [8]. This also means that the
user cannot send a new message until it has finished sending
the previous one.
The goal of our work is to suggest a mathematical model
for message transmission using the ALOHA algorithm by
users with different intensities. The model should take into
account the properties of real systems as the constraint on the
time between sending messages and allow to obtain analytical
results as distribution for the stream of successfully delivered
messages from each node at least for Poisson input stream.
The first part of the work a mathematical model adequate to
the physical model of message transmission is considered. In
the second part, we propose a simplified mathematical model
for Poisson point process that reflects the main features and
limitations of real model and allows studying characteristics of
the system.

Consider a point process of total message stream from all
users. Denote by τ n the intervals between messages. They are
independent identically distributed random variables. If we
remove from total message stream all messages, distances
between which do not exceed 2Q, then we obtain a total
stream of successfully delivered messages (see Fig. 1) with
intervals between messages δ n .

Fig. 1. Input streams of two users (yellow diamonds and blue circles) and
their total stream of messages (black triangles) in time. Messages with distance
less

2Q

are removing.

Due to Markov property δ n has distribution as

τ l I (τ1 > Q, τ 2 > Q) +
(τ1 + τ 2 ) I (τ1 < Q, τ 2 > Q, τ 3 > Q) +
(τ1 + τ 2 + τ3 ) I (τ1 < Q, τ 2 < Q, τ 3 > Q, τ 4 > Q) + ...
(2)

II. MODEL DESCRIPTION
Let us consider with N users. Denote the random intervals
between messages from user i = 1, 2,..., Ν, by non-negative
random variables τ n , n = 1, 2,..., with E τ n < . Put
(i)

(i)

Now, we can return each message to the user who sent it
from the total stream of successfully delivered messages. So
we find a stream of successfully delivered messages for each
user (see Fig. 2).

(i )

that τ n are independent sequences of independent equally
(i )

distributed random variables. If τ n , i = 1, 2,..., Ν, have an
exponential distribution, we obtain a Poisson stream of
messages. Define their intensities as

λ i = 1/ Eτ(i)
n .
Put Q > 0 as airtime. According to [8] the air time must
be less than 1% of the time between sent messages, i.e.

τ1(i)  100Q.

(1)

Fig. 2. Stream of successfully delivered messages of two users (yellow
diamonds and blue circle) and their total stream of successfully delivered
messages (black triangles) in time.

It is easy to see that this model is correct but not
convenient to apply analytical methods and obtain explicit
conclusions. For example it is difficult to find explicit
distribution for the stream of successfully delivered messages
from each node.
III. SIMPLIFIED MATHEMATICAL MODEL

It is easy to see that the random variables δ n have an
exponential distribution with the parameter

Λe -2QΛ .

In this section we will simplify the mathematical model
from the previous paragraph by removing or replacing

Now let us formulate our simplified mathematical model.
Consider the general message stream as a Poisson process with
parameter Λ. Suppose that each message from the total stream

constraints (1) and (2). Suppose that τ n , i = 1, 2,..., Ν, have

is successfully delivered with probability p = e

(i)

exponential distribution with parameters λ i  0, i.e. for any

x>0

P(τ > x) = e
(i)
l

-λi x

.

Instead of (1) we put that the message transmission time
(airtime Q ) does not exceed 1% of the average time between
sent messages, i.e.

Eτ(i)
l  100Q.
or

1
λi 
.
100Q
This means that we neglect the restriction of (1) because it is
inconvenient to work with shifted distributions. Recall that in
real systems a user cannot start a transmission until the
previous one is finished. We replace the strict restriction (1) on
the time between messages by the same restriction, only for the
average time between messages.
Then the total message stream will also be Poisson
(superposition theorem) with intensity

Λ = λ1 + λ 2 + ... + λ N
and the intervals between messages τ n in the total stream will
be independent exponentially distributed random variables with
parameter Λ.
Then, as before, we remove all messages from the total
message stream, the distances between which do not exceed
2Q. That is, instead of the restriction (1) we consider only
restriction (2) on the intervals between messages in the total
message stream. In the next step we change this restriction as

 n be independent copies of τ n . Now, instead of
random variables δ n (see (2)) we introduce new random

δ n will have an exponential distribution with the parameter
Λp and the total flow of successful messages will be Poisson.
So, the requirement on the length of the interval between
sent messages we replace by the condition that each message is
delivered
to the base
station with
probability

p = e-2Q . Consider now the average time between
successfully delivered messages. It is easy to see that

1
1
1
 (1+ 2QΛ) = 2Q + .
-2 QΛ
Λe
Λ
Λ
It means that in our simplified model the average time
between successfully delivered messages for the total stream of
messages is bigger than 2Q. Recall that, in Section II, to
obtain the total stream of successfully delivered messages, we
removed all messages whose interval length was less than 2Q.
In our model, we allow any interval length between sent
messages in the total message stream, but the average time
between successfully delivered messages is greater than 2Q.
Now assign each message to the i -th user with probability

λi
, i = 1, 2,..., N .
Λ
As a result, if every message from total stream of messages
belong to i -th user with probability

λi
, i = 1, 2,..., N . we
Λ

obtain a Poisson stream of successfully delivered messages of
each user with intensity [9]

Λe-2QΛ

variables

(τ1 + τ 2 + τ3 ) I (τ1 < 2Q, τ 2 < 2Q, τ3 > 2Q) +....

to the

base station and leaves the system with probability 1 − p. In
this case, the interval between successfully delivered messages

well. Let

δn = τ1 I (τ1 > 2Q) + (τ1 + τ 2 ) I (τ1 < 2Q, τ 2 > 2Q) +

-2 QΛ

λi
= λ i e-2QΛ .
Λ

Remark that for equal

λi = λ

we obtain that

Note that an exponential distribution between messages
-2 QΛ

λi e

-2 QΛ

= λe

-2 NQ

.

As before, it is easy to see that the average time between
successfully delivered messages from the i -th node is also
greater than 2Q.

1
Λ 1
 2Q + .
-2 QΛ
λi e
λi λi

and p = e
are used in works on transmission systems in
unlicensed spectrum systems (see [10]) without mathematical
foundation. In our work we show that this approach has the
right to exist and give a mathematical model to prove it.
Firstly, we define a general Poisson stream of successfully
delivered messages in which there is no restriction on the
interval between messages, but there is a dependence of its
average length on airtime. Then, based on the property of the
Poisson process, we determine the stream of successfully
delivered messages of each user.
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