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Solid-liquid interfaces display a wealth of emerging phenomena at nanometer scales, which are
at the root of their technological applications. While the interfacial structure and chemistry have
been intensively explored, the potential coupling between liquid flows and the solid’s electronic
degrees of freedom has been broadly overlooked up till now. Despite several reports of electronic
currents induced by liquids flowing in various carbon nanostructures, the mechanisms at stake remain
controversial. Here, we unveil the molecular mechanisms of interfacial liquid-electron coupling by
investigating flow-induced current generation at the nanoscale. We use a tuning fork Atomic Force
Microscope (AFM) to deposit and displace a micrometric liquid droplet on a multilayer graphene
sample, and observe an electronic current induced by the droplet displacement. The measured
current is several orders of magnitude larger than previously reported for water on carbon, and
further boosted by the presence of surface wrinkles on the carbon surface. Our results point to a
peculiar momentum transfer mechanism between the fluid molecules and graphene charge carriers,
mediated mainly by the solid’s phonon excitations. These findings open new avenues for active
control of nanoscale liquid flows through the solid walls’ electronic degrees of freedom.

I. INTRODUCTION

The transport of liquids near carbon surfaces
has unveiled a wide range of unexpected prop-
erties, ranging from very fast permeation to
non-linear ion transport and sieving [1, 2], as
well as promising applications in energy har-
vesting [3]. These results highlight the pecu-
liar nature of the liquid-solid interaction. In a
classical framework – such as the widely used
force-field molecular dynamics simulations – a
solid acts on fluid molecules as a static pe-
riodic potential, and the interfacial fluid dy-
namics are understood in terms of the atomic-
scale surface roughness. Yet, a number of re-
cent observations have challenged this conven-
tional description by revealing couplings be-
tween liquid flows and the solid’s electronic de-
grees of freedom. Prominent examples include
liquid-flow-induced electronic currents [4–13],
the modification of wetting by electronic screen-
ing [14, 15], or anomalies in the water-carbon
friction [16]. This points to the need of under-
standing the molecular mechanisms at stake: in
particular, several observations of flow-induced
electronic currents [7] still lack a satisfactory
rationalization.

∗ These authors contributed equally to this work

In this article, we report the generation of an
electric current in a few-layer graphene sam-
ple by the displacement of a liquid droplet.
As opposed to previous reports, our experi-
ment has sub-micrometer dimensions: such di-
mensions are incompatible with known cur-
rent generation mechanisms, such as the charg-
ing/discharging of a pseudo-capacitance [12,
13]. With the help of a full theoretical investiga-
tion carried out in parallel with this work [17],
we determine that the current generation is
mainly due to droplet displacement exciting a
phonon wind within the graphene sample, its
magnitude being tuned by a subtle interplay
between electron-phonon interaction and liquid
solid friction.

The paper is organized as follows. In Sec-
tion II we describe our experimental setup and
the procedure for a typical experiment. Section
III summarizes our quantitative results for the
flow-induced electronic current across a wide
range of samples and conditions. In Section IV,
we outline our theoretical model, and Section V
establishes our conclusions.

II. EXPERIMENTAL PROCEDURE

We deposited a thin graphite flake (1 mono-
layer to 70 nm in thickness) onto a Si/SiO2

substrate. Two gold electrodes, separated by
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I. GRAPHENE-BASED DEVICE’S MICRO-FABRICATION

A. Transferred samples

a cos(!t) !0

The HOPG crystals are purchased from HQ Graphene. Each bulk crystal is mechani-

cally exfoliated and flakes are first randomly deposited on separate 280 nm-thick Si/SiO2

substrates. The thickness of the SiO2 layer is chosen to maximize the optical contrast [2].

Graphene flakes are then carefully selected for their thickness (ranging from 1 nm to 70

nm), homogeneity and size (> 15 µm). The graphene flakes are transferred thanks to the

“hot pick-up” technique [3, 4] in a 100 x 100 µm2 area in the middle of a 2x2 mm2 pre-

patterned substrate with Au electrodes. The devices are then fabricated by defining two

parallel electrical contacts over the graphene flake by e-beam lithography using a double

layered PMMA process: a 50 K lower layer of PMMA and a 950 K upper layer of PMMA

both spin-coated at 4000 RPM. The spacing between the two contacts is set to at least 10

µm for the AFM experiment. The metallic contacts are subsequently deposited under high

vacuum (a few 10-7 mBar) by e-beam evaporation. 5 nm of Ti covered by 45 nm (or 95 nm)

of Au are deposited at very low evaporation rates (0.1 nm/s). The last fabrication step is

a lift-off process in which the remaining resist is dissolved in an aceton bath for 20 min.

The samples are finally rinsed into isopropanol for 2 min. This fabrication method involves

a transfer of the graphite flake and thus yields a high density of wrinkles on thinner flakes

as measured by AFM (see Figure S1 a,b).

B. Un-transferred samples

As discussed in the text, wrinkles have a strong influence on viscous flow driven current

generation at the carbon surface. To assess the role of wrinkles in current generation, we use

a transfer-free fabrication technique to prepare flat graphite samples. We evaporate gold

electrodes on the SiO2 substrate where the graphite was exfoliated in the first place and

thus obtain wrinkle-free samples which can be compared to high wrinkle-density samples

of the same thickness obtained when transferring the flakes before evaporating the contacts

(see Figure S1 c).
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⇠ 1nm
<latexit sha1_base64="iOqrDuwOlCsKNJutVXsXLwp2Vq0=">AAAB8HicdVDLSgMxFM34rPVVdekmWARXQ6Yd7SyLblxWsA9ph5JJM21okhmSjFBKv8KNC0Xc+jnu/BvTaQUVPXDhcM693HtPlHKmDUIfzsrq2vrGZmGruL2zu7dfOjhs6SRThDZJwhPVibCmnEnaNMxw2kkVxSLitB2Nr+Z++54qzRJ5ayYpDQUeShYzgo2V7nqaCehBKfqlMnJrvo/OA4hcVK0ENT8n3kVQhZ6LcpTBEo1+6b03SEgmqDSEY627HkpNOMXKMMLprNjLNE0xGeMh7VoqsaA6nOYHz+CpVQYwTpQtaWCufp+YYqH1RES2U2Az0r+9ufiX181MHIRTJtPMUEkWi+KMQ5PA+fdwwBQlhk8swUQxeyskI6wwMTajog3h61P4P2lVXA+53o1frl8u4yiAY3ACzoAHaqAOrkEDNAEBAjyAJ/DsKOfReXFeF60rznLmCPyA8/YJQ2uQDg==</latexit><latexit sha1_base64="iOqrDuwOlCsKNJutVXsXLwp2Vq0=">AAAB8HicdVDLSgMxFM34rPVVdekmWARXQ6Yd7SyLblxWsA9ph5JJM21okhmSjFBKv8KNC0Xc+jnu/BvTaQUVPXDhcM693HtPlHKmDUIfzsrq2vrGZmGruL2zu7dfOjhs6SRThDZJwhPVibCmnEnaNMxw2kkVxSLitB2Nr+Z++54qzRJ5ayYpDQUeShYzgo2V7nqaCehBKfqlMnJrvo/OA4hcVK0ENT8n3kVQhZ6LcpTBEo1+6b03SEgmqDSEY627HkpNOMXKMMLprNjLNE0xGeMh7VoqsaA6nOYHz+CpVQYwTpQtaWCufp+YYqH1RES2U2Az0r+9ufiX181MHIRTJtPMUEkWi+KMQ5PA+fdwwBQlhk8swUQxeyskI6wwMTajog3h61P4P2lVXA+53o1frl8u4yiAY3ACzoAHaqAOrkEDNAEBAjyAJ/DsKOfReXFeF60rznLmCPyA8/YJQ2uQDg==</latexit><latexit sha1_base64="iOqrDuwOlCsKNJutVXsXLwp2Vq0=">AAAB8HicdVDLSgMxFM34rPVVdekmWARXQ6Yd7SyLblxWsA9ph5JJM21okhmSjFBKv8KNC0Xc+jnu/BvTaQUVPXDhcM693HtPlHKmDUIfzsrq2vrGZmGruL2zu7dfOjhs6SRThDZJwhPVibCmnEnaNMxw2kkVxSLitB2Nr+Z++54qzRJ5ayYpDQUeShYzgo2V7nqaCehBKfqlMnJrvo/OA4hcVK0ENT8n3kVQhZ6LcpTBEo1+6b03SEgmqDSEY627HkpNOMXKMMLprNjLNE0xGeMh7VoqsaA6nOYHz+CpVQYwTpQtaWCufp+YYqH1RES2U2Az0r+9ufiX181MHIRTJtPMUEkWi+KMQ5PA+fdwwBQlhk8swUQxeyskI6wwMTajog3h61P4P2lVXA+53o1frl8u4yiAY3ACzoAHaqAOrkEDNAEBAjyAJ/DsKOfReXFeF60rznLmCPyA8/YJQ2uQDg==</latexit><latexit sha1_base64="iOqrDuwOlCsKNJutVXsXLwp2Vq0=">AAAB8HicdVDLSgMxFM34rPVVdekmWARXQ6Yd7SyLblxWsA9ph5JJM21okhmSjFBKv8KNC0Xc+jnu/BvTaQUVPXDhcM693HtPlHKmDUIfzsrq2vrGZmGruL2zu7dfOjhs6SRThDZJwhPVibCmnEnaNMxw2kkVxSLitB2Nr+Z++54qzRJ5ayYpDQUeShYzgo2V7nqaCehBKfqlMnJrvo/OA4hcVK0ENT8n3kVQhZ6LcpTBEo1+6b03SEgmqDSEY627HkpNOMXKMMLprNjLNE0xGeMh7VoqsaA6nOYHz+CpVQYwTpQtaWCufp+YYqH1RES2U2Az0r+9ufiX181MHIRTJtPMUEkWi+KMQ5PA+fdwwBQlhk8swUQxeyskI6wwMTajog3h61P4P2lVXA+53o1frl8u4yiAY3ACzoAHaqAOrkEDNAEBAjyAJ/DsKOfReXFeF60rznLmCPyA8/YJQ2uQDg==</latexit>
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⇠ 1µm
<latexit sha1_base64="0H9qb/UAJgQy8hHx0/eU9Zxkoy4=">AAAB83icbVDLSgNBEOyNrxhfUY9eBoPgKeyKEI9BLx4jmAdklzA7mU2GzMwu8xDCkt/w4kERr/6MN//GSbIHTSxoKKq66e6KM8608f1vr7SxubW9U96t7O0fHB5Vj086OrWK0DZJeap6MdaUM0nbhhlOe5miWMScduPJ3dzvPlGlWSofzTSjkcAjyRJGsHFSGGomUIBCYZEYVGt+3V8ArZOgIDUo0BpUv8JhSqyg0hCOte4HfmaiHCvDCKezSmg1zTCZ4BHtOyqxoDrKFzfP0IVThihJlStp0EL9PZFjofVUxK5TYDPWq95c/M/rW5PcRDmTmTVUkuWixHJkUjQPAA2ZosTwqSOYKOZuRWSMFSbGxVRxIQSrL6+TzlU98OvBw3WteVvEUYYzOIdLCKABTbiHFrSBQAbP8ApvnvVevHfvY9la8oqZU/gD7/MHvfKQ0w==</latexit><latexit sha1_base64="0H9qb/UAJgQy8hHx0/eU9Zxkoy4=">AAAB83icbVDLSgNBEOyNrxhfUY9eBoPgKeyKEI9BLx4jmAdklzA7mU2GzMwu8xDCkt/w4kERr/6MN//GSbIHTSxoKKq66e6KM8608f1vr7SxubW9U96t7O0fHB5Vj086OrWK0DZJeap6MdaUM0nbhhlOe5miWMScduPJ3dzvPlGlWSofzTSjkcAjyRJGsHFSGGomUIBCYZEYVGt+3V8ArZOgIDUo0BpUv8JhSqyg0hCOte4HfmaiHCvDCKezSmg1zTCZ4BHtOyqxoDrKFzfP0IVThihJlStp0EL9PZFjofVUxK5TYDPWq95c/M/rW5PcRDmTmTVUkuWixHJkUjQPAA2ZosTwqSOYKOZuRWSMFSbGxVRxIQSrL6+TzlU98OvBw3WteVvEUYYzOIdLCKABTbiHFrSBQAbP8ApvnvVevHfvY9la8oqZU/gD7/MHvfKQ0w==</latexit><latexit sha1_base64="0H9qb/UAJgQy8hHx0/eU9Zxkoy4=">AAAB83icbVDLSgNBEOyNrxhfUY9eBoPgKeyKEI9BLx4jmAdklzA7mU2GzMwu8xDCkt/w4kERr/6MN//GSbIHTSxoKKq66e6KM8608f1vr7SxubW9U96t7O0fHB5Vj086OrWK0DZJeap6MdaUM0nbhhlOe5miWMScduPJ3dzvPlGlWSofzTSjkcAjyRJGsHFSGGomUIBCYZEYVGt+3V8ArZOgIDUo0BpUv8JhSqyg0hCOte4HfmaiHCvDCKezSmg1zTCZ4BHtOyqxoDrKFzfP0IVThihJlStp0EL9PZFjofVUxK5TYDPWq95c/M/rW5PcRDmTmTVUkuWixHJkUjQPAA2ZosTwqSOYKOZuRWSMFSbGxVRxIQSrL6+TzlU98OvBw3WteVvEUYYzOIdLCKABTbiHFrSBQAbP8ApvnvVevHfvY9la8oqZU/gD7/MHvfKQ0w==</latexit><latexit sha1_base64="0H9qb/UAJgQy8hHx0/eU9Zxkoy4=">AAAB83icbVDLSgNBEOyNrxhfUY9eBoPgKeyKEI9BLx4jmAdklzA7mU2GzMwu8xDCkt/w4kERr/6MN//GSbIHTSxoKKq66e6KM8608f1vr7SxubW9U96t7O0fHB5Vj086OrWK0DZJeap6MdaUM0nbhhlOe5miWMScduPJ3dzvPlGlWSofzTSjkcAjyRJGsHFSGGomUIBCYZEYVGt+3V8ArZOgIDUo0BpUv8JhSqyg0hCOte4HfmaiHCvDCKezSmg1zTCZ4BHtOyqxoDrKFzfP0IVThihJlStp0EL9PZFjofVUxK5TYDPWq95c/M/rW5PcRDmTmTVUkuWixHJkUjQPAA2ZosTwqSOYKOZuRWSMFSbGxVRxIQSrL6+TzlU98OvBw3WteVvEUYYzOIdLCKABTbiHFrSBQAbP8ApvnvVevHfvY9la8oqZU/gD7/MHvfKQ0w==</latexit>

⇠ 1Hz
<latexit sha1_base64="fKU3KsFoQ0Wh5Z/NwZCnUuDhyAQ=">AAAB8HicbVDLSgNBEOyNrxhfUY9eBoPgKeyKoMeglxwjmIckS5idzCZD5rHMzApxyVd48aCIVz/Hm3/jJNmDJhY0FFXddHdFCWfG+v63V1hb39jcKm6Xdnb39g/Kh0cto1JNaJMornQnwoZyJmnTMstpJ9EUi4jTdjS+nfntR6oNU/LeThIaCjyULGYEWyc99AwTKED1p3654lf9OdAqCXJSgRyNfvmrN1AkFVRawrEx3cBPbJhhbRnhdFrqpYYmmIzxkHYdlVhQE2bzg6fozCkDFCvtSlo0V39PZFgYMxGR6xTYjsyyNxP/87qpja/DjMkktVSSxaI45cgqNPseDZimxPKJI5ho5m5FZIQ1JtZlVHIhBMsvr5LWRTXwq8HdZaV2k8dRhBM4hXMI4ApqUIcGNIGAgGd4hTdPey/eu/exaC14+cwx/IH3+QOzk4+s</latexit><latexit sha1_base64="fKU3KsFoQ0Wh5Z/NwZCnUuDhyAQ=">AAAB8HicbVDLSgNBEOyNrxhfUY9eBoPgKeyKoMeglxwjmIckS5idzCZD5rHMzApxyVd48aCIVz/Hm3/jJNmDJhY0FFXddHdFCWfG+v63V1hb39jcKm6Xdnb39g/Kh0cto1JNaJMornQnwoZyJmnTMstpJ9EUi4jTdjS+nfntR6oNU/LeThIaCjyULGYEWyc99AwTKED1p3654lf9OdAqCXJSgRyNfvmrN1AkFVRawrEx3cBPbJhhbRnhdFrqpYYmmIzxkHYdlVhQE2bzg6fozCkDFCvtSlo0V39PZFgYMxGR6xTYjsyyNxP/87qpja/DjMkktVSSxaI45cgqNPseDZimxPKJI5ho5m5FZIQ1JtZlVHIhBMsvr5LWRTXwq8HdZaV2k8dRhBM4hXMI4ApqUIcGNIGAgGd4hTdPey/eu/exaC14+cwx/IH3+QOzk4+s</latexit><latexit sha1_base64="fKU3KsFoQ0Wh5Z/NwZCnUuDhyAQ=">AAAB8HicbVDLSgNBEOyNrxhfUY9eBoPgKeyKoMeglxwjmIckS5idzCZD5rHMzApxyVd48aCIVz/Hm3/jJNmDJhY0FFXddHdFCWfG+v63V1hb39jcKm6Xdnb39g/Kh0cto1JNaJMornQnwoZyJmnTMstpJ9EUi4jTdjS+nfntR6oNU/LeThIaCjyULGYEWyc99AwTKED1p3654lf9OdAqCXJSgRyNfvmrN1AkFVRawrEx3cBPbJhhbRnhdFrqpYYmmIzxkHYdlVhQE2bzg6fozCkDFCvtSlo0V39PZFgYMxGR6xTYjsyyNxP/87qpja/DjMkktVSSxaI45cgqNPseDZimxPKJI5ho5m5FZIQ1JtZlVHIhBMsvr5LWRTXwq8HdZaV2k8dRhBM4hXMI4ApqUIcGNIGAgGd4hTdPey/eu/exaC14+cwx/IH3+QOzk4+s</latexit><latexit sha1_base64="fKU3KsFoQ0Wh5Z/NwZCnUuDhyAQ=">AAAB8HicbVDLSgNBEOyNrxhfUY9eBoPgKeyKoMeglxwjmIckS5idzCZD5rHMzApxyVd48aCIVz/Hm3/jJNmDJhY0FFXddHdFCWfG+v63V1hb39jcKm6Xdnb39g/Kh0cto1JNaJMornQnwoZyJmnTMstpJ9EUi4jTdjS+nfntR6oNU/LeThIaCjyULGYEWyc99AwTKED1p3654lf9OdAqCXJSgRyNfvmrN1AkFVRawrEx3cBPbJhhbRnhdFrqpYYmmIzxkHYdlVhQE2bzg6fozCkDFCvtSlo0V39PZFgYMxGR6xTYjsyyNxP/87qpja/DjMkktVSSxaI45cgqNPseDZimxPKJI5ho5m5FZIQ1JtZlVHIhBMsvr5LWRTXwq8HdZaV2k8dRhBM4hXMI4ApqUIcGNIGAgGd4hTdPey/eu/exaC14+cwx/IH3+QOzk4+s</latexit>

⇠ 30kHz
<latexit sha1_base64="aIPi8ZvkQr1qxYUZt+yL1fwmdo0=">AAAB8nicdVDLSgMxFM3UV62vqks3wSK4GjLTl+6KbrqsYB8wHUomzbShmcyQZIRa+hluXCji1q9x59+YTiuo6IHA4Zxzyb0nSDhTGqEPK7e2vrG5ld8u7Ozu7R8UD486Kk4loW0S81j2AqwoZ4K2NdOc9hJJcRRw2g0m1wu/e0elYrG41dOE+hEeCRYygrWRvL5iESwjOGneD4olZNdRzXUvIbJRuVquVjLi1kzAsVGGElihNSi+94cxSSMqNOFYKc9BifZnWGpGOJ0X+qmiCSYTPKKeoQJHVPmzbOU5PDPKEIaxNE9omKnfJ2Y4UmoaBSYZYT1Wv72F+JfnpTq88GdMJKmmgiw/ClMOdQwX98Mhk5RoPjUEE8nMrpCMscREm5YKpoSvS+H/pOPaDrKdm0qpcbWqIw9OwCk4Bw6ogwZoghZoAwJi8ACewLOlrUfrxXpdRnPWauYY/ID19glIaZCZ</latexit><latexit sha1_base64="aIPi8ZvkQr1qxYUZt+yL1fwmdo0=">AAAB8nicdVDLSgMxFM3UV62vqks3wSK4GjLTl+6KbrqsYB8wHUomzbShmcyQZIRa+hluXCji1q9x59+YTiuo6IHA4Zxzyb0nSDhTGqEPK7e2vrG5ld8u7Ozu7R8UD486Kk4loW0S81j2AqwoZ4K2NdOc9hJJcRRw2g0m1wu/e0elYrG41dOE+hEeCRYygrWRvL5iESwjOGneD4olZNdRzXUvIbJRuVquVjLi1kzAsVGGElihNSi+94cxSSMqNOFYKc9BifZnWGpGOJ0X+qmiCSYTPKKeoQJHVPmzbOU5PDPKEIaxNE9omKnfJ2Y4UmoaBSYZYT1Wv72F+JfnpTq88GdMJKmmgiw/ClMOdQwX98Mhk5RoPjUEE8nMrpCMscREm5YKpoSvS+H/pOPaDrKdm0qpcbWqIw9OwCk4Bw6ogwZoghZoAwJi8ACewLOlrUfrxXpdRnPWauYY/ID19glIaZCZ</latexit><latexit sha1_base64="aIPi8ZvkQr1qxYUZt+yL1fwmdo0=">AAAB8nicdVDLSgMxFM3UV62vqks3wSK4GjLTl+6KbrqsYB8wHUomzbShmcyQZIRa+hluXCji1q9x59+YTiuo6IHA4Zxzyb0nSDhTGqEPK7e2vrG5ld8u7Ozu7R8UD486Kk4loW0S81j2AqwoZ4K2NdOc9hJJcRRw2g0m1wu/e0elYrG41dOE+hEeCRYygrWRvL5iESwjOGneD4olZNdRzXUvIbJRuVquVjLi1kzAsVGGElihNSi+94cxSSMqNOFYKc9BifZnWGpGOJ0X+qmiCSYTPKKeoQJHVPmzbOU5PDPKEIaxNE9omKnfJ2Y4UmoaBSYZYT1Wv72F+JfnpTq88GdMJKmmgiw/ClMOdQwX98Mhk5RoPjUEE8nMrpCMscREm5YKpoSvS+H/pOPaDrKdm0qpcbWqIw9OwCk4Bw6ogwZoghZoAwJi8ACewLOlrUfrxXpdRnPWauYY/ID19glIaZCZ</latexit><latexit sha1_base64="aIPi8ZvkQr1qxYUZt+yL1fwmdo0=">AAAB8nicdVDLSgMxFM3UV62vqks3wSK4GjLTl+6KbrqsYB8wHUomzbShmcyQZIRa+hluXCji1q9x59+YTiuo6IHA4Zxzyb0nSDhTGqEPK7e2vrG5ld8u7Ozu7R8UD486Kk4loW0S81j2AqwoZ4K2NdOc9hJJcRRw2g0m1wu/e0elYrG41dOE+hEeCRYygrWRvL5iESwjOGneD4olZNdRzXUvIbJRuVquVjLi1kzAsVGGElihNSi+94cxSSMqNOFYKc9BifZnWGpGOJ0X+qmiCSYTPKKeoQJHVPmzbOU5PDPKEIaxNE9omKnfJ2Y4UmoaBSYZYT1Wv72F+JfnpTq88GdMJKmmgiw/ClMOdQwX98Mhk5RoPjUEE8nMrpCMscREm5YKpoSvS+H/pOPaDrKdm0qpcbWqIw9OwCk4Bw6ogwZoghZoAwJi8ACewLOlrUfrxXpdRnPWauYY/ID19glIaZCZ</latexit>
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<latexit sha1_base64="G3wUErcTBwSCeKE9JiEKnPCNngM=">AAACAXicbVDLSgNBEJz1bXxFvQheBoMQL2FXBD36uHiMYB6QLGF20tHBmdllplcMS7z4K148KOLVv/Dm3zhJ9qCJBQ1FVTfdXVEihUXf//ZmZufmFxaXlgsrq2vrG8XNrbqNU8OhxmMZm2bELEihoYYCJTQTA0xFEhrR3cXQb9yDsSLW19hPIFTsRoue4Ayd1CnutBEe0KjsTLl1mHaBlrU6GNBOseRX/BHoNAlyUiI5qp3iV7sb81SBRi6Zta3ATzDMmEHBJQwK7dRCwvgdu4GWo5opsGE2+mBA953Spb3YuNJIR+rviYwpa/sqcp2K4a2d9Ibif14rxd5JmAmdpAiajxf1UkkxpsM4aFcY4Cj7jjBuhLuV8ltmGEcXWsGFEEy+PE3qh5XArwRXR6XT8zyOJbJL9kiZBOSYnJJLUiU1wskjeSav5M178l68d+9j3Drj5TPb5A+8zx8epZak</latexit><latexit sha1_base64="G3wUErcTBwSCeKE9JiEKnPCNngM=">AAACAXicbVDLSgNBEJz1bXxFvQheBoMQL2FXBD36uHiMYB6QLGF20tHBmdllplcMS7z4K148KOLVv/Dm3zhJ9qCJBQ1FVTfdXVEihUXf//ZmZufmFxaXlgsrq2vrG8XNrbqNU8OhxmMZm2bELEihoYYCJTQTA0xFEhrR3cXQb9yDsSLW19hPIFTsRoue4Ayd1CnutBEe0KjsTLl1mHaBlrU6GNBOseRX/BHoNAlyUiI5qp3iV7sb81SBRi6Zta3ATzDMmEHBJQwK7dRCwvgdu4GWo5opsGE2+mBA953Spb3YuNJIR+rviYwpa/sqcp2K4a2d9Ibif14rxd5JmAmdpAiajxf1UkkxpsM4aFcY4Cj7jjBuhLuV8ltmGEcXWsGFEEy+PE3qh5XArwRXR6XT8zyOJbJL9kiZBOSYnJJLUiU1wskjeSav5M178l68d+9j3Drj5TPb5A+8zx8epZak</latexit><latexit sha1_base64="G3wUErcTBwSCeKE9JiEKnPCNngM=">AAACAXicbVDLSgNBEJz1bXxFvQheBoMQL2FXBD36uHiMYB6QLGF20tHBmdllplcMS7z4K148KOLVv/Dm3zhJ9qCJBQ1FVTfdXVEihUXf//ZmZufmFxaXlgsrq2vrG8XNrbqNU8OhxmMZm2bELEihoYYCJTQTA0xFEhrR3cXQb9yDsSLW19hPIFTsRoue4Ayd1CnutBEe0KjsTLl1mHaBlrU6GNBOseRX/BHoNAlyUiI5qp3iV7sb81SBRi6Zta3ATzDMmEHBJQwK7dRCwvgdu4GWo5opsGE2+mBA953Spb3YuNJIR+rviYwpa/sqcp2K4a2d9Ibif14rxd5JmAmdpAiajxf1UkkxpsM4aFcY4Cj7jjBuhLuV8ltmGEcXWsGFEEy+PE3qh5XArwRXR6XT8zyOJbJL9kiZBOSYnJJLUiU1wskjeSav5M178l68d+9j3Drj5TPb5A+8zx8epZak</latexit><latexit sha1_base64="G3wUErcTBwSCeKE9JiEKnPCNngM=">AAACAXicbVDLSgNBEJz1bXxFvQheBoMQL2FXBD36uHiMYB6QLGF20tHBmdllplcMS7z4K148KOLVv/Dm3zhJ9qCJBQ1FVTfdXVEihUXf//ZmZufmFxaXlgsrq2vrG8XNrbqNU8OhxmMZm2bELEihoYYCJTQTA0xFEhrR3cXQb9yDsSLW19hPIFTsRoue4Ayd1CnutBEe0KjsTLl1mHaBlrU6GNBOseRX/BHoNAlyUiI5qp3iV7sb81SBRi6Zta3ATzDMmEHBJQwK7dRCwvgdu4GWo5opsGE2+mBA953Spb3YuNJIR+rviYwpa/sqcp2K4a2d9Ibif14rxd5JmAmdpAiajxf1UkkxpsM4aFcY4Cj7jjBuhLuV8ltmGEcXWsGFEEy+PE3qh5XArwRXR6XT8zyOJbJL9kiZBOSYnJJLUiU1wskjeSav5M178l68d+9j3Drj5TPb5A+8zx8epZak</latexit>

g

10 μ m

f

Figure 1: Experimental set-up. a, Schematic of the experiment. A quartz capillary of
micrometric tip diameter is filled with liquid and glued on the lower prong of a millimetric quartz
tuning fork. Once the tip is in contact with the graphite substrate, a liquid droplet is formed at

its extremity. The scanner allows for droplet relative motion on the graphite flake in the
XY-plane, while current is measured between both gold electrodes. An additional electric

potential drop ∆V can be imposed between the electrodes. Inset : The resonance curve of the
tuning fork whose frequency shift is used to deposit the droplet and maintain a gentle mechanical

contact. b, Frequency shift response of the AFM during a typical experiment, indicating the
stiffness of the pipette-sample contact. First, the pipette is brought into contact with the sample
(1). After the contact, a slow relaxation (2) indicates the formation of the droplet. Finally, the
sample is put into horizontal motion with respect to the droplet while a PID controller keeps a
constant frequency shift (3). c, AFM image of a transferred multilayer graphene sample (3.6 nm
thick) exhibiting a high density of wrinkles. d, AFM image of a flat (un-transferred) multilayer
graphene sample (1.5 nm-thick). e Optical microscope image of a multilayer graphene sample : in

the orange region, some wrinkles increase the roughness compared to the black region. f,
Schematic of droplet motion. g, Current generated by the droplet motion on a few layer

graphene sample under a 1.2 V voltage drop (DC component is substracted) in the orange and
black regions shown in panel e. A current enhancement by wrinkles is observed.

a distance of typically ∼ 10µm and connected
to a low noise current amplifier, allowed us to
measure the electric current through the flake.
The sample was placed in a tuning fork atomic
force microscope (AFM), that was specifically
designed for controlled liquid deposition, see
Figure 1a. The liquid was introduced into a
quartz capillary, which was then glued to the
quartz tuning fork (see Figure S1 a,b). A piezo-
dither induced a nanometric oscillation of the
tuning fork at its resonant frequency (f0 ≈ 32
kHz), a typical resonance curve is shown in the
inset of Figure 1a. By monitoring precisely
the tuning fork oscillation’s phase and ampli-
tude as the pipette tip approaches the sample,
we achieved a fully controlled contact between
the carbon surface and the pipette’s aperture,

leading to the formation of a liquid capillary
bridge. The capillary bridge then evolved into
a droplet, of radius fixed by the outer diam-
eter of the tip (of micrometric size) [18, 19].
This novel experimental set-up allows to de-
posit very viscous liquid at nano and micro
scale over a broad range of substrates [20]. We
used a room temperature ionic liquid (BMIM-
PF6), glycerol, and a neutral and apolar sili-
cone oil (Polyphenyl-methylsiloxane), with re-
spective viscosities of 0.3 Pa·s, 1 Pa·s and 0.1
Pa·s, respectively, and with very small vapor
pressures, allowing us to safely neglect evapo-
ration. The continuous monitoring of the con-
tact with both the in-situ optical microscope
and the AFM frequency shift signal allows us
to ensure that the droplet remained hooked to
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the tip, sliding over the carbon surface.
In a typical experiment, the droplet is put

into oscillatory motion, horizontally on the car-
bon surface by a piezo-scanner with a micro-
metric amplitude at a frequency of the order
of 1 Hz (see Figure 1a,f). An electric current
through the carbon surface is then measured at
the droplet oscillation frequency (Figure 1e-g)
for all three liquids. As shown on Figure 1a,
our set-up enables to further impose a constant
potential drop ∆V between the drain and the
grounded source. We report electric currents
ranging from nano to micro ampere induced by
a droplet moving at a few micrometers per sec-
ond in samples whose resistance ranges from
300Ω to 2kΩ. To allow for a comparison with
other current generation experiments, we define
the current density as the AC-current ampli-
tude divided by the diameter of the droplet (of
order 1µm) : j = I/(2Rdrop) typically in the
tens to hundreds of nA/µm range.

Several benchmark measurements allowed us
to ensure that the current generation is due
to the specific interaction of the liquid droplet
with the few-layer graphene (see Appendix
C). We checked that no alternating current is
recorded when the deposited droplet oscillates
over the SiO2 substrate between the electrodes,
outside the multilayer graphene substrate. We
further controlled that no current is generated
when the pipette is moving above the droplet or
even when a tungsten tip is used instead of the
liquid filled pipette. We also checked that the
tuning fork’s oscillation amplitude and the solid
contact between the pipette and the graphene
have no influence on the results. Altogether,
we can safely conclude that the electro-fluidic
current is due to the displacement of the liquid
droplet on the carbon surface.

III. ELECTRO-FLUIDIC
CONDUCTIVITY

A. Scaling behavior

On Figure 2a, we report results of several
samples (with thickness varying between 1.7
and 8.2 nm), where an electro-fluidic current
is measured under an ionic-liquid droplet. We
observe that for a fixed oscillation frequency
f and bias voltage ∆V , the amplitude of the
AC generated current increases linearly with
the droplet oscillation amplitude a, or equiv-
alently, with the droplet peak velocity (v =
2πfa). Taking advantage of the demonstrated
linear dependency of the current density with
respect to the droplet peak velocity, we define

the electro-fluidic conductivity of our samples
as

σef =
j

v
,

quantifying the cross-coupling between elec-
tronic current j and liquid flow v. Among
the five samples presented here, we show an
electro-fluidic conductivity ranging from 2.8 to
21.6 nA.s/µm2 for a micrometric ionic liquid
droplet. We stress that non-ionic liquids like
silicone oil and glycerol yield an electro-fluidic
conductivity of the same order of magnitude
as ionic liquids. For example, see Figure S1g
where we obtain σef ∼ 2nA.s/µm2 with silicone
oil.

To gain insight into the mechanism driving
this electro-fluidic current and having in mind
the strong dependence of the graphene elec-
tronic density on the local potential [21], we
tune the bias voltage ∆V between the elec-
trodes and measure its influence on the electro-
fluidic current. We observe that the amplitude
of the alternating current scales linearly with
∆V , as highlighted in Figure 2 b, c. We ob-
serve a small or negligible current at zero po-
tential drop and we note that the current is
phase-shifted by π between positive and neg-
ative values of the bias voltage (this is repre-
sented by the sign change in the amplitude).
Finally, the slope σef/∆V is in the range of
0.05 to 0.2 nA.s/µm2/mV, see Figure 2c, with
a slight variation across samples.

B. Wrinkles as current amplifiers

An unexpected feature of the experimental
results is the sharp distinction among carbon
samples regarding the amplitude of the the
electro-fluidic conductivity. Across all samples,
we reveal a correlation between the electro-
fluidic conductivity and the existence of surface
corrugation. Indeed, the transfer of graphene
can induce folds and wrinkles on thinnest sam-
ples whereas the thicker ones present a flat sur-
face (see Appendix A, Figure 1c and S2b). The
thinner flakes, being softer and more flexible
than the thicker ones, are more likely to ex-
hibit wrinkles [33, 34]. In order to disentan-
gle the role of wrinkles from that of sample
thickness, we implemented an alternative fab-
rication method in which all transfer steps are
avoided and few-layer graphene flakes were di-
rectly exfoliated on the Si/SiO2 wafer. This
allowed us to obtain sub-10 nm, un-transferred
and smooth graphene samples with a uniform
wrinkle-free surface to compare with the trans-
ferred and crumpled flakes of similar thickness
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<latexit sha1_base64="UKD8JOt1Wc8hm2uJhoE3OMY1j9k=">AAACAnicbVA9SwNBEN3zM8avUyuxWQyCVbgTQcugjYVFBPMByRH2Nptkye7tsTunhiPY+FdsLBSx9VfY+W/cXK7QxAcDj/dmmJkXxoIb8LxvZ2FxaXlltbBWXN/Y3Np2d3brRiWashpVQulmSAwTPGI14CBYM9aMyFCwRji8nPiNO6YNV9EtjGIWSNKPeI9TAlbquPttYA+gZXqt7jFVWif9zBnjjlvyyl4GPE/8nJRQjmrH/Wp3FU0ki4AKYkzL92IIUqKBU8HGxXZiWEzokPRZy9KISGaCNHthjI+s0sU9pW1FgDP190RKpDEjGdpOSWBgZr2J+J/XSqB3HqQ8ihNgEZ0u6iUCg8KTPHCXa0ZBjCwhVHN7K6YDogkFm1rRhuDPvjxP6idl3yv7N6elykUeRwEdoEN0jHx0hiroClVRDVH0iJ7RK3pznpwX5935mLYuOPnMHvoD5/MH6EGXvA==</latexit><latexit sha1_base64="UKD8JOt1Wc8hm2uJhoE3OMY1j9k=">AAACAnicbVA9SwNBEN3zM8avUyuxWQyCVbgTQcugjYVFBPMByRH2Nptkye7tsTunhiPY+FdsLBSx9VfY+W/cXK7QxAcDj/dmmJkXxoIb8LxvZ2FxaXlltbBWXN/Y3Np2d3brRiWashpVQulmSAwTPGI14CBYM9aMyFCwRji8nPiNO6YNV9EtjGIWSNKPeI9TAlbquPttYA+gZXqt7jFVWif9zBnjjlvyyl4GPE/8nJRQjmrH/Wp3FU0ki4AKYkzL92IIUqKBU8HGxXZiWEzokPRZy9KISGaCNHthjI+s0sU9pW1FgDP190RKpDEjGdpOSWBgZr2J+J/XSqB3HqQ8ihNgEZ0u6iUCg8KTPHCXa0ZBjCwhVHN7K6YDogkFm1rRhuDPvjxP6idl3yv7N6elykUeRwEdoEN0jHx0hiroClVRDVH0iJ7RK3pznpwX5935mLYuOPnMHvoD5/MH6EGXvA==</latexit><latexit sha1_base64="UKD8JOt1Wc8hm2uJhoE3OMY1j9k=">AAACAnicbVA9SwNBEN3zM8avUyuxWQyCVbgTQcugjYVFBPMByRH2Nptkye7tsTunhiPY+FdsLBSx9VfY+W/cXK7QxAcDj/dmmJkXxoIb8LxvZ2FxaXlltbBWXN/Y3Np2d3brRiWashpVQulmSAwTPGI14CBYM9aMyFCwRji8nPiNO6YNV9EtjGIWSNKPeI9TAlbquPttYA+gZXqt7jFVWif9zBnjjlvyyl4GPE/8nJRQjmrH/Wp3FU0ki4AKYkzL92IIUqKBU8HGxXZiWEzokPRZy9KISGaCNHthjI+s0sU9pW1FgDP190RKpDEjGdpOSWBgZr2J+J/XSqB3HqQ8ihNgEZ0u6iUCg8KTPHCXa0ZBjCwhVHN7K6YDogkFm1rRhuDPvjxP6idl3yv7N6elykUeRwEdoEN0jHx0hiroClVRDVH0iJ7RK3pznpwX5935mLYuOPnMHvoD5/MH6EGXvA==</latexit><latexit sha1_base64="UKD8JOt1Wc8hm2uJhoE3OMY1j9k=">AAACAnicbVA9SwNBEN3zM8avUyuxWQyCVbgTQcugjYVFBPMByRH2Nptkye7tsTunhiPY+FdsLBSx9VfY+W/cXK7QxAcDj/dmmJkXxoIb8LxvZ2FxaXlltbBWXN/Y3Np2d3brRiWashpVQulmSAwTPGI14CBYM9aMyFCwRji8nPiNO6YNV9EtjGIWSNKPeI9TAlbquPttYA+gZXqt7jFVWif9zBnjjlvyyl4GPE/8nJRQjmrH/Wp3FU0ki4AKYkzL92IIUqKBU8HGxXZiWEzokPRZy9KISGaCNHthjI+s0sU9pW1FgDP190RKpDEjGdpOSWBgZr2J+J/XSqB3HqQ8ihNgEZ0u6iUCg8KTPHCXa0ZBjCwhVHN7K6YDogkFm1rRhuDPvjxP6idl3yv7N6elykUeRwEdoEN0jHx0hiroClVRDVH0iJ7RK3pznpwX5935mLYuOPnMHvoD5/MH6EGXvA==</latexit>

High corrugation
<latexit sha1_base64="dAHgrz3EayqOzdyPmsIOCCkUQz8=">AAACAnicbVBNS8NAEN3Ur1q/op7Ey2IRPJVEBD0WvfRYwX5AG8pmu0mX7iZhdyKWULz4V7x4UMSrv8Kb/8ZtmoO2Phh4vDfDzDw/EVyD43xbpZXVtfWN8mZla3tnd8/eP2jrOFWUtWgsYtX1iWaCR6wFHATrJooR6QvW8cc3M79zz5TmcXQHk4R5koQRDzglYKSBfdQH9gBKZg0ejjCNlUrD3JoO7KpTc3LgZeIWpIoKNAf2V38Y01SyCKggWvdcJwEvIwo4FWxa6aeaJYSOSch6hkZEMu1l+QtTfGqUIQ5iZSoCnKu/JzIitZ5I33RKAiO96M3E/7xeCsGVl/EoSYFFdL4oSAWGGM/ywEOuGAUxMYRQxc2tmI6IIhRMahUTgrv48jJpn9dcp+beXlTr10UcZXSMTtAZctElqqMGaqIWougRPaNX9GY9WS/Wu/Uxby1Zxcwh+gPr8wcsjJfq</latexit><latexit sha1_base64="dAHgrz3EayqOzdyPmsIOCCkUQz8=">AAACAnicbVBNS8NAEN3Ur1q/op7Ey2IRPJVEBD0WvfRYwX5AG8pmu0mX7iZhdyKWULz4V7x4UMSrv8Kb/8ZtmoO2Phh4vDfDzDw/EVyD43xbpZXVtfWN8mZla3tnd8/eP2jrOFWUtWgsYtX1iWaCR6wFHATrJooR6QvW8cc3M79zz5TmcXQHk4R5koQRDzglYKSBfdQH9gBKZg0ejjCNlUrD3JoO7KpTc3LgZeIWpIoKNAf2V38Y01SyCKggWvdcJwEvIwo4FWxa6aeaJYSOSch6hkZEMu1l+QtTfGqUIQ5iZSoCnKu/JzIitZ5I33RKAiO96M3E/7xeCsGVl/EoSYFFdL4oSAWGGM/ywEOuGAUxMYRQxc2tmI6IIhRMahUTgrv48jJpn9dcp+beXlTr10UcZXSMTtAZctElqqMGaqIWougRPaNX9GY9WS/Wu/Uxby1Zxcwh+gPr8wcsjJfq</latexit><latexit sha1_base64="dAHgrz3EayqOzdyPmsIOCCkUQz8=">AAACAnicbVBNS8NAEN3Ur1q/op7Ey2IRPJVEBD0WvfRYwX5AG8pmu0mX7iZhdyKWULz4V7x4UMSrv8Kb/8ZtmoO2Phh4vDfDzDw/EVyD43xbpZXVtfWN8mZla3tnd8/eP2jrOFWUtWgsYtX1iWaCR6wFHATrJooR6QvW8cc3M79zz5TmcXQHk4R5koQRDzglYKSBfdQH9gBKZg0ejjCNlUrD3JoO7KpTc3LgZeIWpIoKNAf2V38Y01SyCKggWvdcJwEvIwo4FWxa6aeaJYSOSch6hkZEMu1l+QtTfGqUIQ5iZSoCnKu/JzIitZ5I33RKAiO96M3E/7xeCsGVl/EoSYFFdL4oSAWGGM/ywEOuGAUxMYRQxc2tmI6IIhRMahUTgrv48jJpn9dcp+beXlTr10UcZXSMTtAZctElqqMGaqIWougRPaNX9GY9WS/Wu/Uxby1Zxcwh+gPr8wcsjJfq</latexit><latexit sha1_base64="dAHgrz3EayqOzdyPmsIOCCkUQz8=">AAACAnicbVBNS8NAEN3Ur1q/op7Ey2IRPJVEBD0WvfRYwX5AG8pmu0mX7iZhdyKWULz4V7x4UMSrv8Kb/8ZtmoO2Phh4vDfDzDw/EVyD43xbpZXVtfWN8mZla3tnd8/eP2jrOFWUtWgsYtX1iWaCR6wFHATrJooR6QvW8cc3M79zz5TmcXQHk4R5koQRDzglYKSBfdQH9gBKZg0ejjCNlUrD3JoO7KpTc3LgZeIWpIoKNAf2V38Y01SyCKggWvdcJwEvIwo4FWxa6aeaJYSOSch6hkZEMu1l+QtTfGqUIQ5iZSoCnKu/JzIitZ5I33RKAiO96M3E/7xeCsGVl/EoSYFFdL4oSAWGGM/ywEOuGAUxMYRQxc2tmI6IIhRMahUTgrv48jJpn9dcp+beXlTr10UcZXSMTtAZctElqqMGaqIWougRPaNX9GY9WS/Wu/Uxby1Zxcwh+gPr8wcsjJfq</latexit>

Bias = 20 mV
<latexit sha1_base64="1iwybGeuFTAHJ2uAVcOMYyBT8yw=">AAAB/nicbVBNSwMxEM36WevXqnjyEiyCp7JbBL0IpV48VrAf0C4lm2bb0CS7JLNiWQr+FS8eFPHq7/DmvzFt96CtDwYe780wMy9MBDfged/Oyura+sZmYau4vbO7t+8eHDZNnGrKGjQWsW6HxDDBFWsAB8HaiWZEhoK1wtHN1G89MG14rO5hnLBAkoHiEacErNRzj7vAHkHLrMaJwde44mHZnPTcklf2ZsDLxM9JCeWo99yvbj+mqWQKqCDGdHwvgSAjGjgVbFLspoYlhI7IgHUsVUQyE2Sz8yf4zCp9HMXalgI8U39PZEQaM5ah7ZQEhmbRm4r/eZ0Uoqsg4ypJgSk6XxSlAkOMp1ngPteMghhbQqjm9lZMh0QTCjaxog3BX3x5mTQrZd8r+3cXpWotj6OATtApOkc+ukRVdIvqqIEoytAzekVvzpPz4rw7H/PWFSefOUJ/4Hz+AM5wlLY=</latexit><latexit sha1_base64="1iwybGeuFTAHJ2uAVcOMYyBT8yw=">AAAB/nicbVBNSwMxEM36WevXqnjyEiyCp7JbBL0IpV48VrAf0C4lm2bb0CS7JLNiWQr+FS8eFPHq7/DmvzFt96CtDwYe780wMy9MBDfged/Oyura+sZmYau4vbO7t+8eHDZNnGrKGjQWsW6HxDDBFWsAB8HaiWZEhoK1wtHN1G89MG14rO5hnLBAkoHiEacErNRzj7vAHkHLrMaJwde44mHZnPTcklf2ZsDLxM9JCeWo99yvbj+mqWQKqCDGdHwvgSAjGjgVbFLspoYlhI7IgHUsVUQyE2Sz8yf4zCp9HMXalgI8U39PZEQaM5ah7ZQEhmbRm4r/eZ0Uoqsg4ypJgSk6XxSlAkOMp1ngPteMghhbQqjm9lZMh0QTCjaxog3BX3x5mTQrZd8r+3cXpWotj6OATtApOkc+ukRVdIvqqIEoytAzekVvzpPz4rw7H/PWFSefOUJ/4Hz+AM5wlLY=</latexit><latexit sha1_base64="1iwybGeuFTAHJ2uAVcOMYyBT8yw=">AAAB/nicbVBNSwMxEM36WevXqnjyEiyCp7JbBL0IpV48VrAf0C4lm2bb0CS7JLNiWQr+FS8eFPHq7/DmvzFt96CtDwYe780wMy9MBDfged/Oyura+sZmYau4vbO7t+8eHDZNnGrKGjQWsW6HxDDBFWsAB8HaiWZEhoK1wtHN1G89MG14rO5hnLBAkoHiEacErNRzj7vAHkHLrMaJwde44mHZnPTcklf2ZsDLxM9JCeWo99yvbj+mqWQKqCDGdHwvgSAjGjgVbFLspoYlhI7IgHUsVUQyE2Sz8yf4zCp9HMXalgI8U39PZEQaM5ah7ZQEhmbRm4r/eZ0Uoqsg4ypJgSk6XxSlAkOMp1ngPteMghhbQqjm9lZMh0QTCjaxog3BX3x5mTQrZd8r+3cXpWotj6OATtApOkc+ukRVdIvqqIEoytAzekVvzpPz4rw7H/PWFSefOUJ/4Hz+AM5wlLY=</latexit><latexit sha1_base64="1iwybGeuFTAHJ2uAVcOMYyBT8yw=">AAAB/nicbVBNSwMxEM36WevXqnjyEiyCp7JbBL0IpV48VrAf0C4lm2bb0CS7JLNiWQr+FS8eFPHq7/DmvzFt96CtDwYe780wMy9MBDfged/Oyura+sZmYau4vbO7t+8eHDZNnGrKGjQWsW6HxDDBFWsAB8HaiWZEhoK1wtHN1G89MG14rO5hnLBAkoHiEacErNRzj7vAHkHLrMaJwde44mHZnPTcklf2ZsDLxM9JCeWo99yvbj+mqWQKqCDGdHwvgSAjGjgVbFLspoYlhI7IgHUsVUQyE2Sz8yf4zCp9HMXalgI8U39PZEQaM5ah7ZQEhmbRm4r/eZ0Uoqsg4ypJgSk6XxSlAkOMp1ngPteMghhbQqjm9lZMh0QTCjaxog3BX3x5mTQrZd8r+3cXpWotj6OATtApOkc+ukRVdIvqqIEoytAzekVvzpPz4rw7H/PWFSefOUJ/4Hz+AM5wlLY=</latexit>

Figure 2: Generation of a droplet motion-induced electronic current. a, Current density
(nA/µm) as a function of fluid velocity v = 2πfa for 4 different samples. Each curve is measured

at a bias ∆V indicated in the corresponding plot. The multi-layer graphene subtrates have
thickness 3.3, 1.7, 3.6 and 8.2 nm, respectively and their corresponding surface roughness

measured using AFM are {55, 50, 40, 20} nm respectively. b, Time-dependent current under
droplet oscillation for various voltage bias ∆V . c, Effect of the voltage bias ∆V on the

electro-fluidic conductivity σef = j/v, showing a linear dependency. The dotted lines are guides
to the eye. Inset :Electro-fluidic conductivity on low corrugation few-layer graphene under a bias
voltage up to 1.3 V. d, Electro-fluidic conductivity σef (at ∆V = 20 mV) versus the substrate

corrugation, measured using AFM images. The black diamonds correspond to current
measurements below the detection level.

(see Figure 1c,d) showing a much larger sur-
face corrugation (see Appendix D for a Ra-
man analysis of wrinkles). As shown on Figure
2d, droplet motion on smooth samples results
in no detectable current under a small 20 mV
bias voltage. Conversely, crumpled flakes of the
same thickness have a high wrinkle density and
show a strong electro-fluidic conductivity, in the
nA.s/µm2 range. The electro-fluidic current in
flat un-transferred samples can nonetheless be
measured under strong bias voltage (see inset
of Figure 2c). To further establish the role of
wrinkles, we compare the electro-fluidic current
in two regions of the same sample showing re-
spectively a high and low corrugation. The re-
sults shown in Figure 1e,g demonstrates clearly
the current-enhancing role of the wrinkles. As
summarized in Figure 2d, our results on many
different samples reveal that a strong corruga-
tion in the form of wrinkles strongly enhances
the electro-fluidic current.

Further evidence of the crucial role of wrin-
kles is provided by the dependence of the gen-

erated current on the droplet oscillation direc-
tion on corrugated samples, see Figure S2 c,d.
As expected, the current amplitude is 180◦ pe-
riodic with respect to the angle between the
droplet trajectory and the electrodes. However,
on corrugated samples, the maximal amplitude
is not necessarily reached when the droplet os-
cillation is perpendicular to the electrodes, and
the direction yielding the maximum current
strongly depends on the position on the sam-
ple’s surface. We argue that this spatial and
directional variability is related to the random
distribution in height, position and direction of
the wrinkles on the carbon surface. This further
highlights the role of wrinkles as current am-
plifiers. Let us note for completeness that the
data displayed on Figure 2 are obtained along
the direction with maximal amplitude.
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IV. PHONON DRAG MECHANISM

Summarizing our experimental results, we
have shown that the motion of a micrometric
droplet on a few-layer graphene surface gener-
ates a strong electro-fluidic current in the flake,
which is proportional to the velocity of the
droplet, as well as to the bias voltage applied
between the electrodes. A remarkable feature is
the strong dependence of the magnitude of the
generated current on the surface corrugation of
the flake.

While our results echo previous reports of
electric potential differences induced by water
flow in carbon-based nanomaterials [4–13, 25,
32], the nanoscale dimensions of our experiment
put us in position to disentangle various effects
at the root of electronic current generation, and
obtain insights into the molecular mechanism
underlying the phenomenon. Previously, sev-
eral mechanisms have been invoked to ratio-
nalize electro-fluidic currents, including stream-
ing potential effects [5], adsorbed/desorbed ion
hopping [8, 25], Coulomb drag [4, 7] or charg-
ing/discharging of a pseudo-capacitance [12,
13]. These mechanisms rely on Coulomb in-
teractions between the polar liquid – that car-
ries molecular partial charges – and the car-
bon surface as the main pathway for momen-
tum transfer from the liquid to the electrons.
However, the strong impact of surface corruga-
tion suggests that, in the present case, current
generation requires ’mechanical’ transfer of mo-
mentum from the fluid to the charge carriers.
This hypothesis is reinforced by the relative

independence on the liquid nature as ionic liq-
uids, silicone oil and glycerol all yield compara-
ble currents. Liquid-solid Coulomb interactions
are therefore not instrumental to the underly-
ing mechanism.

This conclusion led us to consider a phonon-
drag-based mechanism, as first proposed the-
oretically in ref. [32]. Phonon drag relies on
hydrodynamic (viscous) friction at the solid-
liquid interface, which transfers momentum to
the solid’s phonons, thereby exciting a ’phonon
wind’. Through the electron-phonon interac-
tion, the phonon wind ’blows’ on the Fermi
sea, so that electrons near the Fermi surface
are dragged along the direction of the liquid
flow, hence producing an electric current (see
Figure 3a). A complete quantum description
of phonon drag, within the non-equilibrium
Keldysh framework, is developed in the accom-
panying theoretical paper [17]. Here, we give
only a semi quantitative description that allows
us to capture the main physical ingredients.

First, assuming a Couette flow within the

liquid droplet, the hydrodynamic friction force
is F0 ∼ ηAdropvdrop/hdrop, vdrop is the drop
velocity, η its viscosity, Adrop its surface and
hdrop its height (here typically, η = 0.3Pa · s
and hdrop ≈ 1µm). In line with observa-
tions, wrinkles are expected to enhance this
hydrodynamic friction force. In a simple pic-
ture, wrinkles are modelled as protrusions on
which the flowing liquid exerts a Stokes force
that scales (per wrinkle) as FW ∝ ηhWvdrop,
where hW is the typical height of the wrinkles
(hW ∼ 10 − 30 nm). One then obtains a total
friction force FW ∼ F0(1 + W ), where we in-
troduced the dimensionless wrinkling number,
W = 3πnWhWhdrop (nW is the wrinkle den-
sity) to account for the increase in viscous fric-
tion due to surface corrugation. We emphasize
that our approach relies on a momentum bal-
ance between the fluid and the solid. Hence
the analysis does not depend crucially on the
specific nature of the liquid flow. The Couette
flow is merely a first approximation to the flow
which is sufficient to obtain an estimate of the
friction force.

A simplified sketch of our theoretical model
is shown in Figure 3 a-d. The hydrody-
namic friction force transfers momentum from
the liquid (Figure 3a) to the solid’s acous-
tic phonons, which have a dispersion relation
εq = ~qc, c being the phonon (sound) veloc-
ity (c ≈ 2 × 104 m · s−1 [35, 37, 38]). The
phonons relax mainly by transferring their mo-
mentum to the underlying substrate (Figure
3d) through Umklapp processes [35], on a typ-
ical timescale τum ∼ 10 ps [36]. As sketched
on Figure 3b, the constant influx of momen-
tum can be modeled by a ’Doppler shift’ in
the phonon distribution, according to εq 7→
εq − ~q · vph. Here vph is the velocity of
the phonon wind: it is determined by balanc-
ing the momentum fluxes in and out of the
phonon system, according to τumFW/Adrop =

∆Pph/Adrop =
∫

dq
2π ~qnB(~qc − ~q · vph),

with nB the Bose-Einstein distribution and q
is the phonon wavevector, that we assume two-
dimensional. This yields

vph '
2π

3ζ(3)

~2c4

(kBT )3
×(1+W )η

vdrop

hdrop
×τum (1)

Then, vph ≈ 9 · 104 × (1 +W )× vdrop.
As the electrons scatter on the phonons, they

acquire an average ’wind’ velocity ve. If the di-
rect liquid-electron Coulomb interaction is neg-
ligible, as considered in the simplified model of
Figure 3a-d, the electronic wind velocity aligns
to the phonon wind velocity (ve ≈ vph), re-
gardless of the form of the electron-phonon in-
teraction [17]: this is a good approximation in
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Figure 3: Phonon drag mechanism. The flowing liquid a exerts a friction force FW on the
graphite sample. This force is related to a momentum transfer to the phonons, that generates an

asymmetry in the phonon distribution b which is biased in the direction of the liquid flow.
Finally this asymmetry propagates to the electronic distribution c by electron-phonon

interaction. This asymmetry in the electronic distribution translates into the generation of a net
electric current, whose sign depends on the nature of charge carriers at the Fermi level (electrons

or holes). We stress that this is an out of equilibrium phenomenon in which most of the
momentum is relaxed to the crystal d by the Umklapp process with a rate 1/τum. Finally, on e,

we compare the theoretical derivation of the electro-fluidic conductivity σef versus the bias
voltage ∆V . We stress that the experimental data is the same as in Figure 2c and that the solid
lines are plotted using Eq. (5) assuming the bulk graphite effective mass m = 0.1me and W the
wrinkling number as the only fitting parameter chosen between 5 and 20. This wrinkling number

characterizes the enhancement of Stokes friction due to wrinkles on the graphene surface.

the case of an apolar liquid. If the liquid is po-
lar, our full theoretical analysis [17] shows that
the electronic wind velocity is in fact given by
a linear combination of the phonon wind and
interfacial flow velocities:

ve =
τ

τ e/ph
vph +

τ

τ e/h
v`. (2)

Here τ e/ph and τ e/h are the typical electron-
phonon and electron-liquid scattering times, re-
spectively, and τ−1 = (τ e/ph)−1 + (τ e/h)−1 is
the total electron scattering rate near the Fermi
surface. According to eq. (1), v` < vdrop � vph,
but, at the same time, the electron-phonon and
electron-liquid scattering times have a similar
order of magnitude [17]. Therefore, the elec-
tronic wind induced by a polar liquid is given

by ve ≈ vph/2: the liquid-electron Coulomb
interactions actually contribute to reducing the
flow-induced current. Accounting for the elec-
tronic wind amounts, again, to a Doppler shift
of the electron dispersion in momentum space:
εq 7→ εq − ~q · ve.

Assuming for concreteness that the liquid
flows to the right, this roughly means that in
an energy window of width ~kFveff around the
Fermi level (kF is the Fermi wavevector), the
electrons move to the right at the Fermi veloc-
ity vF. The corresponding current density reads

j ≈ evF ×N(εF)× [~kFve], (3)

where N(εF) is the density of states at the
Fermi level εF. This simple expression is in
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fact consistent with the low-temperature limit
of our full derivation [17], and provides enough
quantitative accuracy for a comparison with ex-
perimental results. Equation (3) predicts a
current density proportional to the droplet ve-
locity, to the liquid viscosity and to the wrin-
kling number W, in excellent agreement with
the experiment. Moreover, the current is in-
dependent (up to a factor of at most 2 that
depends on the liquid polarity) of the chemical
nature of the liquid, consistently with a simi-
lar amount of current being generated by ionic
liquid, glycerol and silicone oil droplets.

Although the graphene electronic bands have
a linear dispersion, the electronic structure our
multilayer samples of few-nanometer thickness
is expected to be better described by two touch-
ing parabolic band with effective mass m ∼
±0.1me (me being the free electron mass) [39–
41]: εq = ±~2q2/2m. The density of states is
then independent of energy: N(ε) = N(εF) =
m/~2. Altogether, we obtain the electro-fluidic
conductivity as

σef = e
m

~2
εF ×

ve
vdrop

. (4)

The prediction in Eq. (4) can now be com-
pared quantitatively with experimental results.
Experimentally, the bias voltage modifies the

local potential at the droplet position, setting
the Fermi level εF ≈ e∆V/2, so that

σef ≈ 0.1×m/me × (1 +W )×∆V [nA.s/µm2]
(5)

with ∆V in mV. This estimate quantitatively
reproduces the experimentally measured con-
ductivity of a few nA.s/µm2 as well as its lin-
ear scaling with the bias voltage. We note as
well that the current is expected to change sign
if the charge carriers are holes instead of elec-
trons. This explains why the generated cur-
rent flips sign along with ∆V : for positive bias,
the charge carriers are electrons in the conduc-
tion band, whereas for negative bias, the charge
carriers are holes in the valence band. In Fig-
ure 3e, we compare our theoretical prediction
with the experimental results for σef and ob-
serve indeed quantitative agreement, the only
fitting parameter being the wrinkling number
W, chosen between 5 and 20. Having developed
the qualitative picture of phonon drag induced
current and provided a quantitative compari-
son to experiments, we now discuss briefly the
role of wrinkles as current amplifiers. In our
drag-increasing-protrusion picture, wrinkles en-
hance the momentum transfer between the fluid
and solid by actively increasing the interfacial
friction force. In addition to this effect, it is

known that wrinkles induce large strain gradi-
ents [43] (see Appendix D and figure S2g-j for
Raman maps), locally enhancing the electron-
phonon scattering and thus the momentum
transfer from phononic to electronic distribu-
tion. While our interpretation provides a quan-
titativaley consistent explanation, one cannot
rule out such enhanced scattering effects and
they may indeed contribute to current enhance-
ment pointing out the important role of local
structure to phonon drag phenomenon.

Altogether, our theoretical description
strongly supports the hypothesis that the
experimentally observed current is due to the
graphene charge carriers being dragged by a
phonon wind induced by the liquid flow. In
the accompanying theoretical paper [17], we
further predict that such a mechanism leads
to a quantum feedback phenomenon, where
the electrons return part of the momentum
acquired from the phonon wind back to the
liquid: this is the reason why the electron
wind velocity cannot align to phonon wind if
the flowing liquid is polar (see eq. (2)). The
quantum feedback leads to an apparent reduc-
tion of the hydrodynamic friction; measuring
this ’negative friction’ is beyond the scope the
present experiments. At the relatively low
electronic densities achieved in our samples,
we would expect a friction reduction of at
most a few percent [17]. Specific friction mea-
surements in samples with higher electronic
density of states, where the effect is expected
to be macroscopic, will be the subject of future
work.

V. CONCLUSIONS

We report the generation of electronic cur-
rent in multilayer graphene induced by the con-
trolled motion of a liquid droplet. Our results
suggest that the current generation is mediated
by hydrodynamic momentum transfer from the
flowing liquid to the phonons in the solid. Our
specifically tailored experimental system is par-
ticularly well-suited to evidence this phonon
drag mechanism. Indeed, the combination of
a local micrometric flow on graphene samples
of tunable corrugation with the use of highly
viscous neutral liquids allows the phonon drag
to dominate current generation over other pos-
sible mechanisms. The versatility of our setup
enables us to tune the fluid velocity as well as
the solid’s electronic properties using the bias
between the electrodes to fully characterize the
phenomenon.

The experimental results were rationalized
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with a new dedicated theoretical model. The
experimental evidence for the basic phonon
drag mechanism is promising for the observa-
tions of further predictions of our theory, in-
cluding the quantum feedback mechanism and
’negative friction’. Our findings pave the way
for the active control of fluid transport at the
nanoscale, by harnessing the interplay between
molecular liquid flows and collective excitation
within the solid. They further stimulate the
development of small footprint flow sensing de-
vices which could allow simultaneous measure-
ment of interfacial velocity and viscosity. Fi-
nally, the coupling of electronic and micro-
fluidic currents bears the promise of ubiquitous
and environment-friendly energy production, as
demonstrated recently in transpiration-driven
electrokinetic power generators [42].

APPENDIX A : GRAPHENE-BASED
DEVICE’S MICRO-FABRICATION

A. Transferred samples

The HOPG crystals are purchased from HQ
Graphene. Each bulk crystal is mechanically
exfoliated and flakes are first randomly de-
posited on separate 280 nm-thick Si/SiO2 sub-
strates. Graphene flakes are then carefully se-
lected for their thickness (ranging from 1 nm to
70 nm), homogeneity and size (> 15 µm). The
graphene flakes are transferred thanks to the
“hot pick-up” technique known to produce clean
and contamination free surfaces [24, 27] in a 100
x 100 µm2 area in the middle of a 2x2 mm2 pre-
patterned substrate with Au electrodes. The
devices are then fabricated by defining two par-
allel electrical contacts over the graphene flake
by e-beam lithography using a double layered
PMMA process: a 50 K lower layer of PMMA
and a 950 K upper layer of PMMA both spin-
coated at 4000 RPM. The spacing between the
two contacts is set to at least 10 µm for the
AFM experiment. The metallic contacts are
subsequently deposited under high vacuum (a
few 10-7 mBar) by e-beam evaporation. 5 nm
of Ti covered by 45 nm of Au are deposited
at very low evaporation rates (0.1 nm/s). The
last fabrication step is a lift-off process in which
the remaining resist is dissolved in an aceton
bath for 20 min. The samples are finally rinsed
into isopropanol for 2 min. This fabrication
method involves a transfer of the graphite flake
and thus yields a high density of wrinkles on
thinner flakes as measured by AFM (cf: Figure
1c). Thicker flakes on the other hand do not
show any tranfer-induced wrinkles (cf: Figure

S2b).

B. Un-transferred samples

As discussed in the text, wrinkles have a
strong influence on viscous flow driven current
generation at the carbon surface. To assess the
role of wrinkles in current generation, we used
a transfer-free fabrication technique to prepare
flat multilayer-graphene samples. We evapo-
rated gold electrodes on the SiO2 substrate
where the graphene was exfoliated in the first
place and thus obtained wrinkle-free samples
(Figure 1d) which can be compared to high
wrinkle-density (Figure 1c) samples of the same
thickness obtained when transferring the flakes
before evaporating the contacts.

APPENDIX B: DROPLET
MOTION-INDUCED CURRENT

GENERATION

Micro-pipette AFM preparation The capil-
lary tip is obtained by locally heating and si-
multaneously pulling a 10 cm long quartz cap-
illary of inner diameter 0.5 mm and outer diam-
eter 1 mm (World Precision Instruments), with
a Sutter Instruments P-2000 pipette puller. We
obtain tips with an outer diameter of 500 nm
(measured by SEM), that can be varied by
tuning the pulling parameters. The pipette
is then filled with ionic liquid (Bmim-PF6 of
high purity from Merck), with glycerol or with
neutral silicone oil (Polyphenyl-methylsiloxane,
100 mPa.s, from Sigma Aldrich). Once the
pipette is filled, its very extremity is glued with
epoxy glue on the lateral side of a millimetric
quartz tuning fork prong. With a diamond tip,
the largest part of the capillary is then cut free
from its extremity and from the tuning fork.
These steps are summarized on Figure S1a. Fi-
nally, the tuning fork and its probe are exam-
ined under Scanning Electron Microscopy, to
measure the outer diameter of the pipette ex-
tremity and to make sure the previous fabrica-
tion steps did not damage the tip, see Figure
S1b.
Liquid droplet creation and control All our

experiments are conducted under ambient con-
ditions. We deposit a small amount of liq-
uid and move it over the sample while keeping
constant geometrical properties of the droplet
as well as mechanical constraints. As a liq-
uid micro-manipulation tool, we use the quartz-
tuning fork as an autosensitive Atomic Force
Microscope (AFM) mechanical oscillator. The
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Figure S1: Experimental techniques and controls a Steps for the preparation of the tuning
fork and its probe: Firstly, the pipette is filled with liquid. Then, it is glued with epoxy on the
side of one tuning fork prong. Finally, the cylindrical part of the capillary is cut free from its

extremity and from the tuning fork with a diamond tip. b Scanning Electron Microscopy images
of the lower prong of a millimetric tuning-fork, and of the extremity of the pipette glued on it
(inset). c Pipette is set to move above the droplet which remains at rest on the sample. We see
that droplet motion is necessary. d The droplet generates current on graphene but not on SiO2.
e Generated current under droplet motion. At t = 10s, the pipette is retracted by 300nm far

from the solid contact but remains in the droplet and maintains its motion. We show here that
the pipette-graphene interaction is of no importance in the current-generation mechanism. f

With glycerol : electro-fluidic current versus time with a 10µm droplet on a flat graphene sample
with zero bias under a 10 V back-gate voltage. g With silicone oil : generated current amplitude

as a function of the silicone oil droplet oscillation amplitude, at 0.5 Hz and a bias voltage
∆V = 25mV . We extract σef ∼ 2nA.s/µm2 (inset : 3 µm amplitude). h Frequency dependency

of the electro-fluidic current at fixed oscillation amplitude. An exponential decay of decay
frequency fcut−off ∈ {2, 0.7, 0.3}Hz is also shown for each sample.

tuning fork is excited via a piezo-dither at its
resonance frequency f0 in the normal mode
(f0 ≈ 32 kHz), while the amplitude and phase
shift of the tuning fork oscillations with re-
gards to the excitation AC voltage are obtained
from the piezoelectric current through the tun-
ing fork electrodes. Our home-made AFM is
used in frequency-modulation mode : a Phase
Lock Loop (PLL) ensures that the tuning fork

is systematically excited at its resonant fre-
quency and a PID servo loop maintains a con-
stant oscillation amplitude by tuning the exci-
tation voltage. Interactions with the substrate
are detected by the change in the resonance
frequency and in the excitation voltage. As
shown on Figure 1 a,b, we monitor the gen-
tle approach via the PLL to detect contact with
the substrate and the formation of the capillary
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Figure S2: Influence of wrinkles on graphene surface a Log-log plot of the electro-fluidic
conductivity given in nA.s/µm2, as a function of the flake thickness. We clearly show that the
fluctuations of electro-fluidic conductivity are dominated by corrugation and not flake thickness
(cf : Figure 2d). b AFM image of a flat 68 nm-thick transferred sample. Its large thickness

prevents the creation of wrinkles. c Cartoon of the angular dependency of the generated current.
d Generated current (nA) as a function of the scan angle (◦) of droplet motion (at 0.5 Hz
frequency and 1 µm amplitude), around various central positions. Experimental points are

pictured by circles, while the solid line is the best sinusoidal fit. On e, we show an AFM scan of a
wrinkled flake with its electrodes on which we performed extensive Raman spectroscopy. On f, a
typical Raman spectrum is shown. The Raman G-peak intensity is displayed on g and is stronger
in the thicker regions. On h, the intensity ratio between the D and G peak is displayed. The low
value (1%) of this ratio indicate a very low level of defects. Moreover, wrinkles, as opposed to

flake edges do not display any local D-peak enhancement. This indicates that wrinkles are indeed
folded graphene structures and neither pollution nor defects.

bridge, and to ensure a constant contact stiff-
ness (frequency-shift) during the droplet mo-
tion on the sample. As shown on Figure S1c,
whether the pipette touches the graphene or not
has no influence on the induced-current as long
as it drives the liquid flow : the liquid is not
confined by the pipette. We verified that the
tuning fork amplitude and the frequency shift
(pipette-sample contact stiffness) have no influ-
ence on the generated current.

Role of slippage Considering the existing
literature and experiments reported by sev-
eral group where the slip length on multi-
layer graphene/SiO2 to be in the range of few
nanometers at most [45, 46], we do not expect
any slip flow effect to be relevant in our experi-
ment. Indeed the size of the droplet is governed
by the shape of the pipette’s aperture and al-
ways in the micrometer range. Any slippage
effect is expected to scale like the ratio between
the slip length and the size of the drop: there-
fore only a correction in the order of 1% can be
induced by slippage.

Definition of σef We normalize the suscep-
tibility of our experiment by the droplet’s di-

ameter thus defining the electrofluidic conduc-
tivity as a current divided by a velocity times a
diameter. Although one could expect a depen-
dency on the droplet’s surface, this is not what
our theoretical analysis predicts and we opted
for this option to ease the comparison with the-
ory. Still, for the data presented on Figure 2, as
the droplet is a half sphere 1µm diameter, the
surface normalized conductivity can be easily
recovered as σef/0.75µm.

APPENDIX C : CONTROLS

To make sure that the measured current is
indeed related to the viscous flow of liquid
on graphite, we performed extensive controls
which we detail here. Firstly, the cleanliness of
the samples is checked with AFM and airborne
contaminants are removed by annealing in Ar
atmosphere. We have not seen any impact of
this annealing, this suggests that airborne con-
tamination is irrelevant in the current genera-
tion mechanism.
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Pipette above the droplet We checked that
no current can be generated if the pipette is not
in contact with the liquid droplet but is slightly
above instead (see Figure S1c). In this configu-
ration, a liquid droplet is deposited on graphite
and the pipette is subsequently retracted and
brought a few µm above the liquid. Thus, dur-
ing the oscillation, no motion is induced be-
tween the droplet and the sample. This rules
out any coupling between high voltage signal
driving the scanner and the generated current
as well as a coupling between trapped charges
in the quartz and electronic currents. To fur-
ther rule out the latter effect, we highlight that
the screening length in the ionic liquid we used
is much smaller (nm, [44]) than the droplet’s
height (µm).
On SiO2 We also checked that no current

can be generated if the droplet moves over the
SiO2 surface between the electrodes, see Figure
S1d. These controls show unambiguously that
current generation requires the droplet to slide
on the graphite surface.
Pipette graphene contact is irrelevant Fi-

nally, we checked the irrelevance of solid con-
tact between the pipette and the graphene sur-
face by retracting of 300nm the pipette during
oscillation. The mechanical contact is lost but
the droplet is still driven by the pipette. We
show that the electro-fluidic current remains
the same. Overall, our extensive controls show
without ambiguity that a liquid droplet motion
on graphene generates electronic current in the
latter.
Ionic or neutral nature of the liquid is ir-

relevant We show on Figure S1f,g that using
glycerol or silicone oil droplets, we can gener-
ate an electro-fluidic current of the same order
of magnitude as when using ionic liquids. With
silicone oil especially, on panel g, the droplet
size, bias voltage and velocity are comparable
to results from Figure 2 and the electro-fluidic
current is as well. These observations are a very
strong argument for a direct momentum trans-
fer between liquid and solid instead of a charge-
related effect. A more detailed investigation of
the role of viscosity is kept for future work.
Frequency dependency of generated current

The generated current displays a puzzling de-
pendency on the oscillation frequency : at fixed
oscillation amplitude, the current amplitude
decreases with frequency making the droplet-
graphite system a low-pass filter with a cut-off
frequency in the order of 1 Hz (cf: Figure S1
h). In agreement with observations under the
optical microscope, we attribute this behavior
to a thin wetting film spread on the droplet
trajectory, which reduces the effective friction

(and therefore the generated current). On a 1 s
timescale, dewetting takes place and the hemi-
spherical droplet reforms. In this scenario, in-
creasing the frequency is not equivalent to in-
creasing the oscillation amplitude. This dy-
namic behavior is difficult to probe and ratio-
nalize as dewetting timescales strongly depend
on surface cleanliness and possible contamina-
tions on the graphene surface. We leave this
intriguing dependency for future investigations
and as shown on Figure S1 h, report a cut-off
frequency in the 1 Hz range.
Excluding a modulation effect To ensure

that the droplet’s motion truly generates cur-
rent and does not merely modulate the DC cur-
rent driven by the bias voltage, we perform an
important control experiment. Instead of using
the bias voltage to tune the carrier density, we
use a back-gate and measure the electro-fluidic
current at zero-bias on single-layer graphene.
The results are shown on Figure S1f for a glyc-
erol droplet.

APPENDIX D : WRINKLES ENHANCE
THE ELECTRO-FLUIDIC CURRENT

As discussed previously, our sample fabrica-
tion techniques allow us to produce graphite
flakes of desired thickness with either a high
wrinkle density (transferred flakes) or a very
flat surface showing negligible roughness (un-
transferred flakes). We were therefore able
to study the dependency of generated current
on both thickness and wrinkle density inde-
pendently. On Figure S2a, we illustrate the
thickness-dependency of the current induced by
droplet oscillations of 1 µm.s−1 under a small
20 mV bias voltage for both transferred (di-
amonds) and un-transferred (circles) graphite
flakes. Our experiments reveal that for trans-
ferred samples, the thinner the graphite flake,
the more efficient the current generation.

Like we detailed above and shown on Fig-
ures 2d and S2a, the thickness dependency is
only apparent and the generated current is in
fact determined by the sample’s corrugation.
As thinner flakes show a higher corrugation af-
ter the transfer, we observe an apparent de-
pendency on flake thickness for the transferred
flakes. Another experimental evidence of the
predominant role played by the wrinkles resides
in the strong spatial anisotropy of the generated
current (cf: Figure S2 c,d). On Figure S2c, we
show a cartoon of several oscillation patterns
with various angles and mean positions on the
graphene flake, the thick arrows show the di-
rection of maximum current at a given posi-
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tion. On f, we show that the generated cur-
rent depends on both the oscillation angle and
mean position (position and angle do not cor-
respond to panel c which is a cartoon). This
variability, linked to the random distribution in
height, position and direction of the wrinkles
over the graphene strengthens the claim that
wrinkles are instrumental to current generation
and makes a strong argument in favor of the
direct momentum transfer as the source of the
current.
Raman spectroscopy To ascertain our claim

that wrinkles are folded graphene structures
that increase liquid friction and thus motion-
induced current by a mere geometrical effect,
we perform Raman spectroscopy on one trans-
ferred graphite sample and demonstrate that
wrinkles show a ratio of D-peak intensity over
G-peak intensity of the same order as flatter
regions and that they show the usual spectro-

scopic properties of graphite samples. The mea-
surements are presented on Figure S2 g-j, on g,
we show the AFM scan of a transferred sample.
On this sample, the transfer process has torn
appart a top layer of graphite which is there-
fore showing wrinkles on top of the underly-
ing graphite crystal (dark region). We use this
particular sample to study the structural prop-
erties of wrinkles compared to a flat crystal.
On h, we display a typical Raman spectrum
measured with a 532 nm laser. On i, we dis-
play the G peak intensity map, revealing the in-
homogeneity of thickness in the folded regions
(higher G peak means thicker region). Finally,
on d, we show the ratio of D-peak over G-peak
intensity. This shows that wrinkles and folded
regions are by no means defects. This analysis
strengthen our theoretical treatment of wrin-
kles and folded regions as graphite or graphene
with an enhanced corrugation.
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