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ABSTRACT
The advent of novel nonlinear materials has stirred unprecedented interest in exploring the
use of temporal inhomogeneities to achieve novel forms of wave control, amidst the greater
vision of engineering metamaterials across both space and time. When the properties of an
unbounded medium are abruptly switched in time, propagating waves are efficiently converted
to different frequencies, and partially coupled to their back-propagating phase-conjugate
partners, through a process called time-reversal. However, in realistic materials the switching
time is necessarily finite, playing a central role in the resulting temporal scattering features. By
identifying and leveraging the crucial role of electromagnetic momentum conservation in timereversal processes, here we develop a very general analytical formalism to quantify timereversal due to temporal inhomogeneities of arbitrary profile. Finally, we deploy our analytic
theory to develop a formalism, analogous to spatial tapering theory, that enables the tailoring
of a desired time-reversal spectral response, demonstrating its use for the realization of
broadband frequency converters and filters.
Keywords: Temporal switching, metamaterials, adiabatic switching, tapering.

1. INTRODUCTION
Scattering is a key feature of wave propagation, occurring ubiquitously at the spatial interface
between two media with different properties. It consists in the generation of reflected waves in
the originating medium, and transmitted waves into the second medium. The temporal
analogue of a spatial interface arises when the properties of an unbounded medium are abruptly
and uniformly switched in time, and the associated phenomena have been attracting significant
recent interest across various wave platforms [1]-[2]. Such temporal interfaces exhibit
remarkable differences compared to their spatial counterparts: in particular, frequency and
energy are not conserved at these time boundaries, whereas momentum is. Coupling between
positive and negative frequencies corresponds to time-reversal at these switching events,
implying that a portion of the energy associated with waves initially propagating in one
direction flips its propagation direction, travelling backwards while the wavevector is
conserved [1]-[3]. Interference between transmitted and time-reversed waves at time-interfaces
can enable highly exotic wave phenomena, at the basis of the field of time metamaterials
[1],[4]-[8], including parametric amplification [9]-[10], temporal aiming [11], topological
phenomena within photonic time-crystals [12] and in synthetic frequency dimensions [13],
non-Hermitian effects such as nonreciprocal gain [14], spectral causality [15] and temporal
parity-time symmetry [16], temporal Anderson localization [17]-[18], unitary energy transfer
between resonators [19], as well as efficient [20] and broadband [21] absorbers, among several
others [1]. Interesting opportunities for new physics can also be found at the interplay between
temporal interfaces and material dispersion [22]-[23]. While time-reversal is at the core of
several of these phenomena, temporally reflected waves may be undesirable in many
applications, in particular in the context of efficient frequency conversion. Antireflection
coatings based on temporal multilayers, mimicking their spatial counterparts, have indeed been
recently introduced to minimize the energy trapped into time-reversed waves [24]-[26].
Most research work in this area has so far been assuming that time interfaces are abrupt, i.e.,
that the time required to switch the material properties is negligible compared to the wave
dynamics. However, in any realistic scenario the material response cannot be considered
instantaneous, and in several instances the finite width of a temporal interface may become
comparable with the period of the propagating signals, especially as we operate at higher
frequencies. In addition, more interesting phenomena are observed at time interfaces involving
a large contrast of the material properties before and after the switching event, and a tradeoff
between permittivity contrast and switching speed is naturally expected [27]. In this Letter, we
analytically investigate temporal interfaces that follow a continuous evolution in time with
arbitrary profile, and we deploy our formulation to unravel the unexplored opportunities arising
when the material responses are not instantaneous. In particular, we demonstrate that the
control of the temporal evolution may enable efficient frequency conversion in the temporal
analogue of a Klopfenstein taper [28]. Whilst we restrict ourselves to Maxwell's equations, the
principles we invoke here are general, and our results can be extended to other wave realms.
Our findings illuminate the role of momentum conservation in temporal scattering, shedding
new light on the duality between spatial reflection and time-reversal in realistic settings.
2. RESULTS
We are commonly used to writing Maxwell's equations in the frequency domain by assuming
a harmonic time dependence, since in static linear media frequency is conserved across spatial
interfaces. At time interfaces, on the contrary, spatial momentum is conserved and not
frequency, therefore it is convenient to consider spatially harmonic eikz fields in space, where

is the wavenumber and z is the propagation coordinate. Under this assumption, the
displacement field D and magnetic induction B in a generally time-varying homogeneous
medium obey at any point in space the temporal analogue of the telegrapher’s equations:
k

∂B
= − Z (t ) D
∂t
,
∂D
= −Y (t ) B
∂t

(1)

where Z = ik / ε (t ) and Y = ik / µ (t ) , and ε and µ are the permittivity and permeability of the
material. At a time interface, D and B are continuous [29], hence
D(t +=
) (T + R) D(t − )
=
B (t + ) Z 0 (t )(T − R) B(t − )

,

(2)

where R and T are the scattering coefficients respectively associated with the backward
(time-reversed) and forward waves generated at the time interface, and Z 0 (t ) = Z (t ) / Y (t ) is the
wave impedance. We can invert Eq. (2) to yield the ratio R / T as a function of the local wave
impedance B / D at instant t :
Z 0 (t ) − B(t ) / D(t )
.
Z 0 (t ) + B(t ) / D(t )

ρ (t ) R=
(t ) / T (t )
=

(3)

Using this result, we can derive a general solution for ρ ( t ) as a function of an arbitrary timemodulation profile of the material properties. Dividing the first of Eq. (1) by B and the second
by D and taking their difference, we find
∂
Z (t )
−
+ Y (t )( B / D) .
(ln B / D) =
∂t
( B / D)

(4)

Combining (3) and (4), after some algebra we obtain
2 ∂ρ
4γρ
∂
ln Z 0 −
0,
+
=
∂t
1 − ρ 2 ∂t 1 − ρ 2

(5)

γ =
ZY ik / εµ . Eq. (5) can be linearized assuming ρ 2  1 , a safe assumption in
with=
realistic scenarios. This yields
∂ρ
− 2γ (t ) ρ =
F (t ) ,
∂t

with F (t ) =

(6)

1 ∂
ln Z 0 . The general solution is
2 ∂t
t

ρ (t ) = ∫ F (t ′)eiΦ (t ) dt ′ ,
−∞

(7)

which defines the ratio R / T of time-reversed over transmitted signals in time for arbitrary
Z0 (t ) ,
variations
of
the
material
properties
through
with
t

t

−∞

−∞

iΦ (t ) 2 ∫ =
γ (t ′)dt ′ 2ik ∫
=

[ε (t ′) µ (t ′)]

−1/ 2

dt ' .

In contrast with the case of a spatial interface, here we are concerned with the ratio ρ = R / T
because at time-interfaces the energy is not conserved, so T and R can both become
arbitrarily large [1]. Conservation of the total electromagnetic momentum P in the medium,
which is ensured by translational invariance, allows us to derive the actual time-reversal and
transmission magnitudes. Assuming, without loss of generality, that only forward propagating
waves are initially present, the total momentum density before and after an arbitrary time
variation going from Z1 to Z 2 is P1 = Z1 | D1 |2 and
=
P2 Z 2 (| T |2 − | R |2 ) | D1 |2 , respectively.
Conservation of momentum therefore requires
| T |2 − | R |2 =
Z1 / Z 2 .

(8)

As a result, whilst T and R can both change arbitrarily, their difference must remain
constant. Note that we made no assumption here on the temporal variation Z 0 ( t ) , so this result
holds for any form of temporal switching as long as it is carried uniformly across the spatial
extent of the wave. Combining this result with Eq. (3) yields
| T |2
=

Z1
Z1 | ρ 2 |2
1
2
;|
R
|
,
=
Z 2 1− | ρ 2 |2
Z 2 1− | ρ 2 |2

(9)

where ρ 2 is the ratio ρ (t ) at the end of the switching process.
2.1 TEMPORAL SCATTERING FROM SIGMOIDAL STEP
In the case of a step-like switching profile of permittivity, modeled as a sigmoid function with
rise time τ of the form ε s =(ε1 +

δε
2

)+

Eq. (7) can be explicitly written as
2ik

t

iΦ s (t ) =
∫
= 2ikτ [

A + B tanh(t ′ / τ )

tanh −1

where A= ε1 + δε / 2 ,

δε
2

tanh(t / τ ) , and a static permeability µ = 1 , the phase in

dt ′

A + B tanh t / τ
tanh −1
A+ B
−
A+ B
B = δε / 2 .

A + B tanh t / τ
A− B
A− B

,

]

(10)

1 dε
for a sigmoidal step with rise time τ / Θ =0.05
ε dt
(left), 0.2 (center) and 0.35 (right), where Θ =2π / ω1 is the period of the incoming wave. The input

Figure 1. Top row: Permittivity profile ε (t ) and

frequency is ω1 = 1 . Second row: total displacement field ℜ[ Dtot ] and squared modulus | D |2 through the
switching process. Third row: amplitude of the forward (blue, ℜ[Te( −iω (t →∞ )t ] ) and backward (red,
ℜ[ Reiω ( t →∞ ) t ] ) wave at the end of the modulation process. In order to be able to demonstrate the sharpstep case with high accuracy, the results in this figure are computed numerically using the routine in
[30]. The two methods are compared in Fig. 2.

Figure 1 shows (top) the permittivity profile ε (t ) (left axis, blue) and its normalized derivative
1 dε
, the time-evolution of the real part ℜ[ Dtot ] (second row, left axis) and squared modulus
ε dt
| D |2 (second row, right axis) of the displacement field D for three increasingly slower

sigmoidal variations of permittivity ε going from 1 to 2 with rise times=
τ 0.05Θ , 0.2Θ and
0.35Θ (columns), where Θ =2π / ω1 is the period of the incoming wave. The bottom row shows
the forward (blue) and backward (red) components of the displacement field ℜ[Teiω t ] and
ℜ[ Reiω t ] at the end of the switching process, where
=
ω2 k / ε (t → ∞) µ0 is the final angular
frequency. The most evident effect of a slower transition is the amplitude decrease of the timereversed wave, while the frequency-converted transmitted wave is preserved. In the sharp-step
limit τ → 0 , forward and backward waves have exactly opposite phases (assuming ε 2 > ε1 ,
equal otherwise), implying that the beating amplitude of the instantaneous displacement field
intensity | Dtot |2 oscillates between the intensity of the original incoming wave and the total sum
of the forward and backward waves. As the rise time increases, the phase difference is smaller,
and the standing wave ratio is correspondingly reduced.
2

2

Phenomenologically, the coupling to negative frequencies is controlled by the Fourier
spectrum of the permittivity variation profile, whose bandwidth needs to be large enough to
bridge the frequency gap ∆ω between the input frequency [Fig. 2(a), blue solid] and the timereversed waves in the final medium [Fig. 2(a), red dashed]. We illustrate this in Fig. 2(b), in

dε
](ω ) for the three rise-times considered in
dt
Fig. 1 (see [30] for details). It is clear how the amplitude of this quantity at frequencies ω  ∆ω

which we plot the analytic Fourier transform  [

(vertical green line) determines whether or not the time-reversed wave can be efficiently
excited.

Figure 2. (a) Dispersion relation for forward (continuous lines) and backward (dashed lines) waves
before (blue) and after (red) the switching, illustrating the frequency bandwidth ∆ω = ω1+ − ω2− needed
for time-reversal to occur. (b) Fourier transform (for ω > 0 ) of the derivative of the permittivity ε (t ) for
the three switching rise-times considered in Fig. 1: time-reversal vanishes once the frequency content
of the switching profile cannot bridge the frequency difference between the forward wave before the
switching, and the backward wave after. (c) Scattering intensities R 2 and | T |2 of the time-reversed (left
axis) and transmitted (right axis) wave as a function of the switching rise time (in log-scale). Note how
the difference | T |2 − | R |2 = Z1 / Z 2 is constant for any rise-time. The inset shows the sigmoidal step profile
used.

In all scenarios, independent of the transition speed, Eq. (8) for the wave amplitudes must be
satisfied. As a consequence, any generated backward wave is compensated by a corresponding
change in forward-propagating momentum. This can be clearly seen in Fig. 2(c), in which we
2
2
plot R (blue, left axis) and T (red, right axis) as a function of rise time in log-scale,
calculated analytically (lines) from our theory and numerically (circles) from the exact
Maxwell’s Equations. Indeed, the decay in amplitude of the time-reversed wave, associated
with a more adiabatic temporal transition, is accompanied by a corresponding reduction in
forward amplitude. The phenomenon is the dual of an adiabatic spatial interface, as in a tapered
waveguide transition that suppresses unwanted reflections. Indeed, we find that the reflection
coefficient rapidly converges to zero in the range in which the transition time is comparable to
the period of the input wave, and for slower temporal transitions, for which no backward wave
is excited, | T (τ → ∞) |2 → Z1 / Z 2 following Eq. (8). Details of our efficient numerical scheme
used here are provided in [30]. Minor discrepancies between analytical and numerical results
< 2% can be observed for larger reflections, due to the small-reflection approximation in Eq.
(6).
TEMPORAL TAPER DESIGN
Our analytical formulation yields a particularly interesting result in the isorefractive scenario,
i.e., as we vary the impedance Z 0 but not γ . Such a scenario may be envisioned, for instance,
if we vary in time the distance between two parallel plates for transverse electromagnetic wave
propagation. In this case, the frequency of the wave remains constant through the temporal

transition, and Φ(t ) =
2ωt in Eq. (7). Thus, assuming an arbitrary switching profile occurring
from time t = 0 to t = T , we can write
T

ρ = ∫ F (t ′)e 2iωt ′ dt ′ ,
0

(11)

which can be inverted to yield
F (t ) =

1

π

∫

∞

−∞

ρ (ω )e 2iωt d ω .

(12)

Eq. (12) explicitly returns the temporal impedance profile required to synthesize a desired
frequency dependence of ρ (ω ) [28],[31], ideally suited, for instance, to tailor the bandwidth
over which the time-reversed wave is minimized (or maximized) at will.
We can use this result to explore the optimal temporal profile that maximizes the bandwidth
over which temporal reflections are suppressed for a given duration of the switching profile.
The spatial analogue of this problem is known as the Klopfenstein taper [28], which describes
the optimal spatial profile that maximizes the bandwidth over which reflections stay below a
desired minimum value for a given taper length. In our temporal scenario, we rigorously solve
this problem in [30], deriving the optimal temporal profile
ρ0
1
ln Z 0 =
ln( Z1 Z 2 ) +
A2φ (2t / T − 1, A) ,
2
cosh( A)

(13)

where A quantifies the bandwidth ωT  A over which the reflection coefficient is below

1
ρ max = ρ0 / cosh( A) , and ρ0 = ln( Z 2 / Z1 ) , and the special function φ ( x, y ) is defined in [30]. More
2

details on the derivation and implication of this explicit formula for the optimal switching
profile can also be found in [30]. In the more general non-isorefractive scenario, we can use
our general formulation to derive numerically the optimal switching profile, yielding a similar
result to (13) when the index contrast is small.
Generally, our formulation enables the design of ultrafast switching profiles for optimal
broadband frequency conversion with minimal back-reflections. In Fig. 3 we compare the
response of a non-isorefractive temporal Klopfenstein taper (blue) with A / 2π T0 ≈ 3 , where
T0 = (ε1ε 3 )1/ 4 / 4 is the duration of the switching profile, and maximum ripples Rmax ≈ 0.0014 , to
the one of a quarter-wave (QW) anti-reflection temporal coating (red) [26] – the temporal
analogue of a conventional anti-reflection coating, consisting of two abrupt temporal interfaces
delayed by a quarter period (within the middle-layer) of the lowest possible target frequency
(see [30] for details). As seen in the figure, both temporal profiles feature the same initial and
final permittivity ε1 = 1 and ε 2 = 2 , and same total duration, and they are both aimed at
suppressing the time-reversed signals within the same frequency range. Panel (a) shows the
two temporal profiles, while (b) shows the calculated R for the QW (red) and Klopfenstein
(blue) cases as a function of input frequency. The two filters are designed to work for an
incoming frequency ω / 2π = 5 . In [30] we further investigate the optimal trade-off between
bandwidth and reflection suppression with equal reflection peaks in the pass-band enabled by
the Klopfenstein taper.

Figure 3. (a) Temporal permittivity profiles for a temporal quarter-wave filter (red) and a
Klopfenstein taper with cutoff A / 2π Tqw = 3 , resulting in maximum ripples of amplitude Rmax ≈ 0.0014 (blue)
and (b) their respective frequency response | R(ω ) | , showing the broadband response of the Klopfenstein
taper, whose pass-band ω / 2π  A / 2π Tqw = 3 is characterized by ripples of constant amplitude. The
dashed grey line indicates the isorefractive result corresponding to the same impedance mismatch, for
which case the response has an exact zero at the pass-band edge. (c) Normalized Fourier transform of
the incident (dashed) and backward-scattered (continuous) parts of a broadband pulse with carrier
frequency ωc / 2π = 5 and full width at half-maximum ∆ω / 2π =
1 (shaded yellow region) for the switching
cases: note how the Klopfenstein taper (blue) generates virtually no backward wave, whereas the
quarter-wave layer cannot prevent the sidebands of the pulse from being time-reversed. (d-e) Spatial
distribution of the displacement field of the pulse at times (d) t /Tqw = 0 and (e) t / Tqw ≈ 11.1 . (f-e)
Temporal pulse profile at the locations of (f) Probe 1 and (g) Probe 2 shown in panel (d).

The difference between the QW temporal slab and the Klopfenstein taper can be appreciated
when the input wave is a broadband pulse. In Fig. 3c we show the normalized spectral
distribution of the incoming (dashed black line, plotted for reference out of scale) and timereversed (continuous lines) waves computed via FDTD for a relatively broadband pulse with
carrier frequency ωc / 2π = 5 and full-width-at-half-maximum (FWHM) ∆ω / 2π =
1 (shaded in
yellow), for the two scenarios. The Klopfenstein taper produces hardly any backward wave for
this pulse, leading to a pure frequency translation of ≈ 30% , while the QW temporal slab can
only suppress time-reversal over a much narrower bandwidth around the target frequency,
clearly yielding a lower efficiency. Panels (d-e) show the initial (d) and final (e) spatial field
distributions for this pulse excitation, while panels (f-g) show the temporal signal at the two
probes shown in panel (d), demonstrating the superior performance of the Klopfenstein taper.
The employed profile is indeed optimal to maximize the bandwidth over which reflection is
minimal for this time interface and its duration, as detailed in [30], where we study other taper
profiles and compare their performance.
In this work, we introduced a rigorous and general analytic formulation to model temporal
scattering for arbitrary switching profiles of homogeneous media, and deployed it to investigate
the interplay between the finite timescale of a continuous time-switching process and the
temporal variations of the impinging wave. As an application, we demonstrated how the profile

of temporal switching can be tailored to control the temporal reflection in order to maximize
the efficiency of time-reversal processes in ultrafast modulation setups at any frequency.
Amidst the current multidisciplinary interest in exploiting mixing processes in time varying
media, our findings outline the importance of considering, and possibly controlling, the
switching speed and its temporal profile: the consecutive accumulation of reflection amplitude
and phase throughout a continuous switching process can dictate whether time-reversal will be
maximized or suppressed. Our findings set the stage for future investigations of time-reversal,
frequency conversion and mixing in photonics, electromagnetics, acoustics and other wave
systems undergoing temporal switching of arbitrary form, with relevant implications also in
the growing area of Floquet condensed matter.
Funding. Simons Foundation; Air Force Office of Scientific Research; Department of
Defense.

Acknowledgments. E.G. acknowledges the Simons Society of Fellows (855344,EG).
Disclosures. No disclosures needed.
Data availability. Data are available upon reasonable request to the authors.
Supplemental document. See [30] for supporting content on fast numerical solutions,
Klopfenstein taper design and the associated trade-offs between bandwidth and reflection
ripples, analytical details on our derivation, and comparisons between different tapering
strategies.

References
1. E. Galiffi, R. Tirole, S. Yin, H. Li, S. Vezzoli, P. A. Huidobro, M. G. Silveirinha,
R. Sapienza, A. Alù and J. B. Pendry, "Photonics of Time-Varying Media," arXiv
preprint arXiv:2111.08640 (2021).
2. V. Bacot, M. Labousse, A. Eddi, M. Fink and E. Fort, "Time reversal and
holography with spacetime transformations," Nature Physics, 12, 972 (2016).
3. V. Bacot, G. Durey, A. Eddi, M. Fink and E. Fort, "Phase-conjugate mirror for
water waves driven by the Faraday instability," Proceedings of the National Academy
of Sciences, 116, 8809 (2019).
4. N. Engheta, "Metamaterials with high degrees of freedom: space, time, and
more," Nanophotonics, 10, 639 (2021).
5. C. Caloz and Z.-L. Deck-Léger, "Spacetime metamaterials—part II: theory and
applications," IEEE Transactions on Antennas and Propagation, 68, 1583 (2019).
6. L. Zhang, X. Q. Chen, S. Liu, Q. Zhang, J. Zhao, J. Y. Dai, G. D. Bai, X. Wan,
Q. Cheng, G. Castaldi and others, "Space-time-coding digital metasurfaces," Nature
communications, 9, 4334 (2018).

7. X. Wang, A. Diaz-Rubio, H. Li, S. A. Tretyakov and A. Alu, "Theory and design
of multifunctional space-time metasurfaces," Physical Review Applied, 13, 044040,
2020.
8. P. A. Huidobro, M. G. Silveirinha, E. Galiffi and J. B. Pendry, "Homogenization
theory of space-time metamaterials," Physical Review Applied, 16, 014044 (2021).
9. T. T. Koutserimpas, A. Alu and R. Fleury, "Parametric amplification and
bidirectional invisibility in PT-symmetric time-Floquet systems," Physical Review A,
97, 013839 (2018).
10. J. S. Martı́nez-Romero and P. Halevi, "Parametric resonances in a temporal
photonic crystal slab," Physical Review A, 98, 053852 (2018).
11. V. Pacheco-Peña and N. Engheta, "Temporal aiming," Light: Science &
Applications, 9, 129 (2020).
12. E. Lustig, Y. Sharabi and M. Segev, "Topological aspects of photonic time
crystals," Optica, 5, 1390 (2018).
13. Dutt, M. Minkov, Q. Lin, L. Yuan, D. A. B. Miller and S. Fan, "Experimental
band structure spectroscopy along a synthetic dimension," Nature communications, 10,
3122 (2019).
14. T. T. Koutserimpas and R. Fleury, "Nonreciprocal gain in non-Hermitian timeFloquet systems," Physical review letters, 120, 087401, (2018).
15. Z. Hayran, A. Chen and F. Monticone, "Spectral causality and the scattering of
waves," Optica, 8, 1040 (2021).
16. H. Li, S. Yin, E. Galiffi and A. Alù, "Temporal parity-time symmetry for extreme
energy transformations," Physical Review Letters, 127, 153903 (2021).
17. R. Carminati, H. Chen, R. Pierrat and B. Shapiro, "Universal Statistics of Waves
in a Random Time-Varying Medium," Physical Review Letters, 127, 4101 (2021).
18. Y. Sharabi, E. Lustig and M. Segev, "Disordered Photonic Time Crystals,"
Physical Review Letters, 126 163902 (2021).
19. Y. Mazor, M. Cotrufo and A. Alù, "Unitary Excitation Transfer between Coupled
Cavities Using Temporal Switching," Physical Review Letters, 127, 013902 (2021).
20. S. Suwunnarat, D. Halpern, H. Li, B. Shapiro and T. Kottos, "Dynamically
modulated perfect absorbers," Physical Review A, 99, 013834 (2019).
21. H. Li and A. Alù, "Temporal switching to extend the bandwidth of thin
absorbers," Optica, 8, 24 (2021).
22. D. M. Solís, R. Kastner and N. Engheta, "Time-varying materials in the presence
of dispersion: plane-wave propagation in a Lorentzian medium with temporal
discontinuity," Photon. Res., 9, 1842 (2021).

23. G. Ptitcyn, M. S. Mirmoosa and S. A. Tretyakov, "Time-modulated meta-atoms,"
Physical Review Research, 1 023014 (2019).
24. G. Castaldi, V. Pacheco-Peña, M. Moccia, N. Engheta and V. Galdi, "Exploiting
space-time duality in the synthesis of impedance transformers via temporal
metamaterials," Nanophotonics, 10(14), 3487 (2021).
25. D. Ramaccia, A. Alù, A. Toscano and F. Bilotti, "Temporal multilayer structures
for designing higher-order transfer functions using time-varying metamaterials,"
Applied Physics Letters, 118, 101901 (2021).
26. V. Pacheco-Peña and N. Engheta, "Antireflection temporal coatings," Optica, 7,
323 (2020).
27. M. Z. Alam, I. De Leon and R. W. Boyd, "Large optical nonlinearity of indium
tin oxide in its epsilon-near-zero region," Science, 352, 795 (2016).
28. R. W. Klopfenstein, "A transmission line taper of improved design," Proceedings
of the IRE, 44, 31 (1956).
29. J. T. Mendonça and P. K. Shukla, "Time refraction and time reflection: two basic
concepts," Physica Scripta, 65, 160 (2002).
30. See Supplemental Material at ... which includes Refs. [32,33].
31. R. E. Collin, "Theory and design of wide-band multisection quarter-wave
transformers," Proceedings of the IRE, 43, p. 179–185, 1955.
32. M. A. Grossberg, "Extremely rapid computation of the Klopfenstein impedance
taper," Proceedings of the IEEE, 56, 1629 (1968).
33. T. T. Taylor, "Dolph Arrays of Many Elements," Hughes Aircraft Co. Research
and Development Division, Technical Memorandum No. 320 (1953).

Supplemental document: Tapered Temporal Interfaces
1. Fast Numerical Solver for Continuous Time-Modulation
From Maxwell's Equations we can easily derive
=
∇ 2 D ε (t ) µ (t )

∂2D
∂µ ∂D
.
+ ε (t )
∂t
∂t ∂t

(0.1)

Assuming spatially harmonic solutions, we have ∇ 2 → −k 2 . Moreover, assuming that the modulation
∂ε
= 0 . Therefore, the solutions before and after the
occurs over a finite time-interval, we have
∂t |t →±∞
switching has occurred must be of the form

D(ta ) Da+ eiωa ta + Da− e − iωa ta
=
D(tb ) Db+ eiωbtb + Db− e − iωbtb
=
where ωa is the initial frequency of the wave at t = ta and ωb =

,

(0.2)

na
ωa , na = ε a µa , and we consider a 1D
nb

case without loss of generality. We can therefore solve Eq. (0.1) efficiently as a pair of coupled ODEs for
the displacement field D (0) and its time-derivative D (1)
0

∂  D (0)  
k2

=
∂t  D (1)   −
 ε (t ) µ (t )

1

 (0)
 D 
∂µ   (1) 
−ε (t )
D 
∂t  

(0.3)

via any common ODE solver, subject to the continuity conditions for D (0) and D (1) (note that the latter
condition is equivalent to the continuity of the magnetic field B )
(0)
D=
(t j ) e

iω j t j

D +j + e

D (1) (t j ) iω j (e
=

iω j t j

− iω j t j

D +j − e

D −j
− iω j t j

D −j )

,

(0.4)

where j = a, b , Da+ ( Da− ) is the amplitude of the forward (backward) input wave (i.e. at t = ta ) and Db+ (
Db− ) is the unknown field amplitude for the total forward (backward) wave at the end of the scattering

process (i.e. at t = tb ).

2. Fourier transform of the derivative of the sigmoidal permittivity
profile
The derivative of the sigmoidal permittivity profile

ε s =(ε1 +

δε δε
) + tanh(t / τ )
2
2

(0.5)

can be readily calculated as

d ε δε
= sech 2 {t / τ } ,
dt 2τ

(0.6)

and its Fourier transform reads
[

dε
π δε
πτω
](ω ) =
csch(
)τω .
dt
2 2
2

(0.7)

3. Antireflection temporal coating (temporal quarter-wave layer)
A perfect antireflection temporal coating is realized, following [1], by introducing a middle-layer with
impedance Z qw = Z1Z 2 and duration Tqw = (nqw / n1 ) / 4 (where nqw = ε qw µqw is the refractive index in
the middle-layer) between the two regions of time, such that the time-reversals caused by the two switching
events have equal amplitude and opposite phase.

4. Klopfenstein taper design
Quoting Eq. (11) in the main text

=
F (t )

1 ∂ ln Z 0 1 ∞
ρ (ω )e 2iωt d ω ,
=
π ∫−∞
2 ∂t

(0.8)

we seek a reflection profile which enables equal-ripple amplitude and tunable bandwidth. This is known
from the spatial domain to be the continuous limit of the multi-layer Chebyshev filter [1,2]:

ρ (ω ) = ρ0

cos[ (ωT ) 2 − A2 ] iωT
e ,
cosh A

(0.9)

where

ρ0 =

Z 2 − Z1 1
Z
 ln( 2 )
Z 2 + Z1 2
Z1

(0.10)

and the parameter A determines the trade-off between the bandwidth ωT > A and the maximum ripple
size through the relation

ρ max =

ρ0
.
cosh A

(0.11)

Evaluating the Fourier transform of Eq. (0.9) yields the impedance profile [3]

ρ
1
A2φ (2t / T − 1, A) ,
ln Z 0 =
ln( Z1Z 2 ) +
2
cosh( A)

(0.12)

where

φ (t , A) = ∫

t

I1 ( A 1 − y 2 )

0

A 1 − y2

dy ,

(0.13)

I1 ( x) being the modified Bessel function. Eq. (0.13) can be evaluated efficiently by expanding I1 ( x) into
a series and integrating term by term [4], which yields
∞

φ (t , A) = ∑ an bn

(0.14)

n=0

with the recursively evaluated coefficients
A2
an −1 ;
4n(n + 1)
t
(1 − t 2 ) n + 2nbn −1
t
=
; bn 2
.
b0 =
2
2n + 1
=
a0 1;=
an

(0.15)

5. Trade-off between bandwidth and reflection ripple amplitude in
Klopfenstein taper
The bandwidth and the constant amplitude of the ripples in the pass-band can be traded off for each other
via the parameter A , which also determines the maximum ripple amplitude Rmax through the relation (0.11)
. Note that the small-reflection assumption results in a discontinuity of the Klopfenstein impedance profile
near the edges of the taper which is negligible for smaller bandwidths, but increases as A is reduced,
becoming dominant once the bandwidth of the taper is pushed towards lower frequencies. The taper
gradually becomes equivalent to the quarter-wave layer once its bandwidth is pushed towards the first
minimum of the latter, as shown in Figure S1 for four values of A .

Figure S1: Dependence of the (left) Klopfenstein taper profile and (center, right) response on the bandwidth
(ripple amplitude) parameter A ( Rmax ) in linear (center panel) and logarithmic (right panel) scale.

6. Comparison between common tapering profiles
Common impedance tapers include the exponential and the triangular filters, as well as the optimal
Klopfenstein one [1]. Figure S1 compares the response of the different filters, where the Klopfenstein filter
was generated using A / ω1T = 0.75 . Note how the Klopfenstein taper provides a trade-off between
bandwidth (which can be tuned via the parameter A ) and maximum ripple amplitude in the pass band
(which is ≈ 0.0062 in this case).

Figure S2: Comparison of temporal quarter-wave layer (grey), and Klopfenstein (blue), exponential (red)
and triangular (magenta) tapers.

7. Non-isorefractive tapers
Although the analytical formalism for the design of temporal tapers is quantitatively more accurate in the
isorefractive case, the key phenomenology presented is not exclusive to this scenario. Fig. S3 shows the
performance of the different tapers for the case where the change in impedance is caused by a change in
permittivity alone ε :1 → 4 , such that the taper is no longer isorefractive. As for the previous scenario, in
fact, the exponential taper offers a broader bandwidth, the triangular one a lower ripple amplitude (although
in this case its performance is worse than the Klopfenstein filter over a broader frequency band and
improves at higher frequencies) while the Klopfenstein offers an optimal tradeoff. Furthermore, note how
the constant-ripple feature of the Klopfenstein taper is unaffected in the non-isorefractive case.

Figure S3: Comparison of different non-isorefractive temporal tapers.
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