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Adiabatic Floquet-Wave Solutions of Temporally
Modulated Anisotropic Leaky-Wave Holograms

Amrollah Amini, Homayoon Oraizi, Life Senior, IEEE,, Mostafa Movahediqomi, and Mohammad Moein Moeini

Abstract—In this paper, the aperture field estimation technique
and generalized adiabatic Floquet-wave expansion method is
developed for two-dimensional temporally modulated anisotropic
holograms. The determinant equations for propagation eigen-
states in the presence of space-time modulation are obtained,
and the behaviors of the corresponding dispersion curves are
investigated. Injecting temporal modulation causes asymmetrical
displacement of the dispersion curve, which is studied in detail
in this paper. The consequence of temporal modulation is the
Doppler-shift effect and nonreciprocal response observed in these
structures. Results show that its nonreciprocity can be controlled
by varying the modulation frequency injected to the hologram.
The proposed method significantly expands the range of applica-
tions of leaky-wave holograms. The main advantage of leaky-type
modulated metasurfaces over the transmissive/reflective counter-
parts is their non-protruding feeds making them suitable for
integrated structures. As an example, a nonreciprocal circularly
polarized hologram is designed. Tensorial impedance surface is
exploited to achieve high polarization purity.

Index Terms—Leaky-Wave Antennas, Modulated Metasur-
face Antennas, Temporally Modulated Metasurfaces, Space-Time
Modulation, Holograms.

I. INTRODUCTION

HAVING the ability to break tangential momentum con-
straints, spatially modulated metasurfaces can be ex-

ploited in realizing a wide range of microwave and optical
devices, such as reflective/transmissive [1]-[7] and leaky-wave
components [8]-[16]. However, these structures suffer from
some restrictions, such as linearity and reciprocity. Therefore,
for the achievement of novel physical behavior, it is necessary
to move beyond the conventional structures towards the next
generation devices, namely dynamic metasurfaces [17]-[20].
Imparting of temporal modulation to space-gradient meta-
surfaces removes the energy conservation constraints open-
ing up unprecedented opportunities to realize some physical
phenomena, such as nonreciprocity unachievable by magnet-
free static metasurfaces [21]-[24]. Furthermore, by leveraging
the temporal modulation, we may dispense with the need for
traditional radio-frequency (RF) circuits and devices, like mix-
ers, duplexers, power amplifiers, and filters in communication
systems [25]. In addition to the scattering-type metasurfaces,
the leaky-wave counterparts with time modulation have been
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studied as a radiator or receiver in order to transform the
surface wave to the space wave or vice versa. Reference [19]
proposed a new temporal structure to manipulate the surface
waves and alleviating the high-cost, and high-loss features of
the advanced nano-structures, but providing a precise control
over the near-field wave performance to get more functionali-
ties in a fast-switchable fashion. The prominent advantage of
leaky-wave metasurfaces is their integrability due to the planar
feeding networks in contrast with the reflective/transmissive
metasurfaces being excited by protruding feeding systems
[25]-[27]. This unique feature makes the leaky type metasur-
faces more suitable for assembling with other communication
systems and removing some adverse effects concomitant with
the diffraction phenomena such as shadow effects [28]. On the
other hand, a few works on dynamic metasurfaces have been
reported to synthesize leaky-wave metasurfaces.

An effective approach in the design and synthesis of leaky-
wave metasurfaces is the holographic technique, which comes
from optics as a synthesis method [29], [30]. Reference [8]
proposed the application of holographic technique in the
microwave systems to achieve high gain leaky-wave radiators.
Based on this technique an interferogram (as a hologram)
is constructed by the interference between a reference wave
and an object wave at the first step. Then, the hologram is
illuminated by the reference wave to realize the desired far-
field pattern. This approach facilitates the design process of a
leaky-wave metasurface using a simple procedure. However,
for controlling all aspects of the radiation by leaky-wave meta-
surfaces (including linear momentum, spin angular momentum
(SAM), and the vorticity states), the metasurfaces should be
first designed analytically. For example, aperture field estima-
tion (AFE) technique [12], [31], Method of Moments (MoM)
[32], [33], and the Floquet-wave expansion method [34], [35]
are among the most efficient techniques for analyzing the
leaky-wave metasurfaces.

In this work, we generalize the adiabatic Floquet-wave
expansion method for the application of dynamic two-
dimensional leaky-wave holograms based on the spatio-
temporally modulated boundary condition [36]. In [36]
the interaction between electromagnetic waves with spatio-
temporally modulated surfaces in a travelling-wave sense were
used for open waveguide structures. The author rendered a
bound solution for such structures where the surface waves
were confined to the dielectric waveguides and the region of
the solution was restricted to the slow-wave region on the
Brillouin diagram. In our work, we extend this method for two-
dimensional leaky-wave holograms in the fast-wave region.
Besides by exploiting the aperture field estimation (AFE)
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Fig. 1. Conceptual schematic diagram of a leaky-wave metasurface. The
inset depicts the opaque and transparent impedance boundary conditions. The
surface wave launcher is located at the center of metasurface, which excites
the cylindrical surface waves.

method, the desired aperture distribution is mapped to the
optimal surface impedance throughout the proposed structure.
By doing so, we benefit from a precise systematic method
to analyze and synthesize a dynamic leaky-wave metasurface
in which a full control on all the radiation characteristics is
achieved. Finally, we achieve the nonreciprocity as well as
Doppler like shift effect for the proposed prototype to validate
the accuracy of the application of Floquet-wave expansion
method to the dynamic leaky-wave metasurfaces.

II. IMPEDANCE BOUNDARY CONDITION AND
FLOQUET-WAVE EXPANSION

A. Temporally modulated impedance boundary condition

In the general case, a leaky-wave metasurface can be
described by an impedance boundary condition in which the
average tangential electric field ( ®𝐸𝑡 ) relates to the tangential
magnetic field ( ®𝐻𝑡 ) by defining a space-time variant surface
impedance tensor as follows [36]:

®𝐸𝑡 ( ®𝜌, 𝑡) |𝑧=0+ = 𝑍
𝑠,𝑜𝑝

( ®𝜌, 𝑡) · 𝑧 × ®𝐻𝑡 ( ®𝜌, 𝑡) |𝑧=0+ (1)

We define 𝑍
𝑠,𝑜𝑝

as the opaque impedance since it consists
of both impedance cladding and grounded dielectric. Another
definition can be given just for the cladding by considering the
difference of magnetic fields through the following boundary
condition:

®𝐸𝑡 ( ®𝜌, 𝑡) |𝑧=0+ = 𝑍
𝑠
( ®𝜌, 𝑡) ·𝑧×( ®𝐻𝑡 ( ®𝜌, 𝑡) |𝑧=0+− ®𝐻𝑡 ( ®𝜌, 𝑡) |𝑧=0− ) (2)

The former representation is named as the transparent
impedance. In the absence of losses, 𝑍

𝑠,𝑜𝑝
and 𝑍

𝑠
are anti-

Hermitian tensors [14]. Both tensors are functions of ®𝜌 and
𝑡. By embedding a surface wave launcher in the surface as
the excitation source and properly modulating the boundary
condition, the interaction between the surface wave and the
impedance surface may generate a polarized leaky wave with
arbitrary linear and angular momentum states. Fig. 1 shows
the schematic diagram of a leaky-wave metasurface with
modulated impedance boundary condition. In this paper we

utilize the transparent impedance throughout our analysis.
In order for the generalized Floquet-wave expansion to be

applied, we assume that the tensorial surface impedance is
a locally periodic function in space and time acting as a
travelling wave. Generally, we may express the impedance
tensor as follows:

𝑍
𝑠
( ®𝜌, 𝑡) = 𝑗 ( �̂� �̂�𝑋𝜌𝜌 + ( �̂�𝜙 + 𝜙�̂�)𝑋𝜌𝜙 + 𝜙𝜙𝑋𝜙𝜙) (3)

𝑋𝜌𝜌 = �̄�𝜌 [1 + 𝑚𝜌 ( ®𝜌) cos(𝐾𝑠( ®𝜌, 𝑡) +Φ𝜌 ( ®𝜌))] (4)

𝑋𝜌𝜙 = �̄�𝜌 [𝑚𝜙 ( ®𝜌) cos(𝐾𝑠( ®𝜌, 𝑡) +Φ𝜙 ( ®𝜌))] (5)

𝑋𝜙𝜙 = �̄�𝜙 [1 − 𝑚𝜌 ( ®𝜌) cos(𝐾𝑠( ®𝜌, 𝑡) +Φ𝜌 ( ®𝜌))] (6)

where �̄�𝜌 and �̄�𝜙 are average values of 𝑋𝜌𝜌 and 𝑋𝜙𝜙 ,
respectively. Note that, 𝐾𝑠( ®𝜌, 𝑡) and Φ𝜌,𝜙 ( ®𝜌) are the rapidly-
and slowly-varying parts of the modulation phase, respectively
such that:

|∇ ®𝜌𝐾𝑠( ®𝜌, 𝑡) | � |∇ ®𝜌Φ𝜌,𝜙 ( ®𝜌) | (7)

where ∇ ®𝜌 = ∇ − 𝑧𝑧 · ∇ indicates the transverse gradient op-
erator on ®𝜌. The local periodicity of the impedance boundary
condition can be defined in the 𝜌 direction as:

𝑃 = | 2𝜋
∇ ®𝜌𝐾𝑠( ®𝜌, 𝑡) · �̂�

| (8)

Meanwhile, the temporal periodicity can also be obtained as:

𝑇 = | 2𝜋
𝜕𝑡𝐾𝑠( ®𝜌, 𝑡)

| (9)

where 𝜕𝑡 denotes the derivation on time. Note that the linear
and orbital angular momentums of radiated wave are deter-
mined by 𝐾𝑠( ®𝜌, 𝑡) and Φ𝜌,𝜙 ( ®𝜌), respectively, which affect in
the phase of surface impedance tensor elements. Besides, the
spin angular momentum (polarization state) is assigned by the
relationship between 𝑚𝜌 ( ®𝜌) and 𝑚𝜙 ( ®𝜌) [35].

B. Adiabatic Floquet-wave expansion

We now expand the surface current by the adiabatic Floquet
modes for spatio-temporally modulated metasurfaces. Note
that this current expansion has been previously implemented
by the Flat Optics for a pure-space modulated case [34].
According to the periodicity of surface impedance (Equations
(8) and (9)) the higher-order modes need to be considered for
the surface current. So the surface current may be expressed
in terms of 𝑛’th harmonic:

®𝐽 ≈ 𝑒 𝑗𝜔𝑡
∞∑︁

𝑛=−∞
(𝐽 (𝑛)𝜌 �̂� + 𝐽 (𝑛)

𝜙
𝜙)𝑒− 𝑗𝑛𝐾𝑠 ( ®𝜌,𝑡)𝐻 (2)

1 ( �̃�𝑠𝑤 𝜌) (10)

where 𝐻 (2)
1 is the first order Hankel function of second type,

depicting the cylindrical wavefront excited by the surface wave
launcher at the center of structure (see Fig. 1). The above
equation may be simplified by the asymptotic form of the
Hankel function:

®𝐽 ≈ 𝑒 𝑗𝜔𝑡
∞∑︁

𝑛=−∞

√︄
2 𝑗

𝜋�̃�𝑠𝑤 𝜌
(𝐽 (𝑛)𝜌 �̂� + 𝐽 (𝑛)

𝜙
𝜙)𝑒− 𝑗 (𝑛𝐾𝑠 ( ®𝜌,𝑡)+�̃�𝑠𝑤𝜌)

(11)
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Equation (11) can be considered as a generalization of the
Floquet-wave expansion proposed in [36], which is valid for
the two-dimensional modulated structures with anisotropic
boundary conditions. By applying the derivation of the phase
of (11) in terms of space and time, the spatial and temporal
frequencies can be extracted, respectively:

®𝑘 (𝑛) = ∇ ®𝜌 [ �̃�𝑠𝑤 𝜌 + 𝑛𝐾𝑠( ®𝜌, 𝑡)] (12)

𝜔 (𝑛) = 𝜔 − 𝑛𝜕𝑡𝐾𝑠( ®𝜌, 𝑡) (13)

The Doppler-shift effect can be observed from (13) due to the
temporal variation in the modulation phase. Furthermore, the
local wave-vector and the local leakage factor are obtained as
follows:

®𝛽 (𝑛) = 𝑅𝑒{∇ ®𝜌 [ �̃�𝑠𝑤 𝜌 + 𝑛𝐾𝑠( ®𝜌, 𝑡)]} (14)

®𝛼 = −𝐼𝑚{∇ ®𝜌 �̃�𝑠𝑤 } (15)

III. ESTIMATING MODULATION PARAMETERS USING
APERTURE FIELD ESTIMATION TECHNIQUE

Before analyzing the space-time modulated impedance
boundary condition, in the following (Section III-A), we
first study the synthesis process of pure-space modulated
holograms. Aperture field estimation method is used to syn-
thesize a hologram generating circularly polarized wave with
high polarization purity. Using this method, the modulation
parameters (namely 𝐾𝑠( ®𝜌), 𝑚𝜌,𝜙 ( ®𝜌), and Φ𝜌,𝜙 ( ®𝜌)) can be
determined precisely. Then we add the temporal variations to
the modulation phase in the form of 𝐾𝑠( ®𝜌, 𝑡) = 𝐾𝑠( ®𝜌) −𝜔𝑝𝑡,
which will be discussed in Section III-B.

A. Pure-space modulated hologram

An effective method of synthesizing static holographic
antennas is the aperture field estimation technique originally
proposed in [12]. In this method the surface impedance
distribution required to achieve the desired aperture field
is accurately estimated. Its advantage is the simultaneous
synthesis of the phase and amplitude of the aperture field,
which is desirable for obtaining various shaped beams. In the
aperture field estimation method, the relationship between the
aperture electric field ( ®𝐸𝑎𝑝 ( ®𝜌)) and the surface impedance
tensor is obtained as [12]:

𝑍
𝑠
( ®𝜌).�̂� = 𝑗 𝑋0 [ �̂� + 2𝐼𝑚{

®𝐸𝑎𝑝 ( ®𝜌)
−𝐽𝑠𝑤𝐻 (2)

1 ( �̃�𝑠𝑤,𝑑𝜌)
}] (16)

where �̃�𝑠𝑤,𝑑 is the surface wave propagation number at the
design frequency and may be evaluated as [34]:

𝜕

𝜕𝜌
( �̃�𝑠𝑤,𝑑𝜌) = 𝑘𝑠𝑤,𝑑 = 𝛽𝑠𝑤,𝑑 + 𝛿𝛽𝑠𝑤,𝑑 − 𝑗𝛿𝛼𝑠𝑤,𝑑 (17)

Note that, 𝛽𝑠𝑤,𝑑 is the propagation constant of cylindrical
wavefront for unmodulated case, which has a small deviation
𝛿𝛽𝑠𝑤,𝑑 − 𝑗𝛿𝛼𝑠𝑤,𝑑 in the presence of space modulation. In
general case, the complex deviation 𝛿𝛽𝑠𝑤,𝑑 − 𝑗𝛿𝛼𝑠𝑤,𝑑 is not
independent of ®𝜌. Therefore, we have:

�̃�𝑠𝑤,𝑑 = 𝛽𝑠𝑤,𝑑 + 𝛿𝛽𝑠𝑤,𝑑 − 𝑗𝛿�̃�𝑠𝑤,𝑑 (18)

where:
𝛿𝛽𝑠𝑤,𝑑 =

1
𝜌

∫ 𝜌

0
𝛿𝛽𝑠𝑤,𝑑𝑑𝜌

′ (19)

𝛿�̃�𝑠𝑤,𝑑 =
1
𝜌

∫ 𝜌

0
𝛿𝛼𝑠𝑤,𝑑𝑑𝜌

′ (20)

To have a beam in the direction of \ = \0 and 𝜙 = 𝜙0, we
define the x and y components of aperture field as follows
[35]:

𝐸𝑎𝑝,𝑥 ( ®𝜌) = 𝑀𝑥 ( ®𝜌)
𝐽𝑠𝑤√︃

2𝜋𝜌 | �̃�𝑠𝑤,𝑑 |
𝑒−𝛿 �̃�𝑠𝑤,𝑑𝜌×

𝑒− 𝑗 (𝑘𝑑𝜌 sin \0 cos(𝜙−𝜙0)+𝑙𝜙)

(21)

𝐸𝑎𝑝,𝑦 ( ®𝜌) = 𝑀𝑦 ( ®𝜌)
𝐽𝑠𝑤√︃

2𝜋𝜌 | �̃�𝑠𝑤,𝑑 |
𝑒−𝛿 �̃�𝑠𝑤,𝑑𝜌×

𝑒− 𝑗 (𝑘𝑑𝜌 sin \0 cos(𝜙−𝜙0)+𝑙𝜙)

(22)

where 𝑙 is an integer and determines the topological charge (or
vorticity state) of the radiated wave. Note that 𝑘𝑑 and 𝛽𝑠𝑤,𝑑
are evaluated at the design frequency 𝑓 = 𝑓𝑑 , which can be
obtained as [34]:

𝑘𝑑 = 2𝜋 𝑓𝑑
√
`0𝜖0 (23)

𝛽𝑠𝑤,𝑑 = 𝑘𝑑

√︂
1 + 𝜖0

`0
𝑋2
𝑜𝑝 (24)

where 𝑋𝑜𝑝 is the opaque average reactance and can be
calculated by solving the following nonlinear equation:

𝑋𝜌 = 𝑋𝑜𝑝 [1 −
𝑋𝑜𝑝𝜖0𝜖𝑟 cot(𝑘𝑑ℎ

√︃
𝜖𝑟 − 1 − 𝜖0𝑋2

𝑜𝑝/`0)

`0

√︃
𝜖𝑟 − 1 − 𝜖0𝑋2

𝑜𝑝/`0

]−1

(25)
The leakage factor 𝛿𝛼𝑠𝑤,𝑑 and propagation constant deviation
𝛿𝛽𝑠𝑤,𝑑 can also be calculated by the Floquet-wave expansion
method, according to the computation procedure in [34]. Fig.
2 shows the color-map of the attenuation and phase constants
in the presence of apace modulation. Observe that the phase
constant is almost independent of the modulation index (𝑀𝑥).
Fig. 2c presents the calculation error which indicates the
sufficient accuracy of the solutions.

The ratio between the x and y components of the aperture
field indicates the spin angular momentum (polarization) state
of the radiated beam. Substituting (21) and (22) in (16) and
using the asymptotic form of the Hankel function yields:

𝐾𝑠( ®𝜌) = (𝛽𝑠𝑤,𝑑 + 𝛿𝛽𝑠𝑤,𝑑)𝜌 − 𝑘𝑑 sin \0 cos(𝜙 − 𝜙0)𝜌 (26)

Φ𝜌 ( ®𝜌) = −𝑙𝜙 + 𝑎𝑟𝑔{𝑀𝑥 ( ®𝜌) cos 𝜙 + 𝑀𝑦 ( ®𝜌) sin 𝜙} (27)

Φ𝜙 ( ®𝜌) = −𝑙𝜙 + 𝑎𝑟𝑔{−𝑀𝑥 ( ®𝜌) sin 𝜙 + 𝑀𝑦 ( ®𝜌) cos 𝜙} (28)

𝑚𝜌 ( ®𝜌) = |𝑀𝑥 ( ®𝜌) cos 𝜙 + 𝑀𝑦 ( ®𝜌) sin 𝜙| (29)

𝑚𝜙 ( ®𝜌) = | − 𝑀𝑥 ( ®𝜌) sin 𝜙 + 𝑀𝑦 ( ®𝜌) cos 𝜙| (30)

To evaluate the accuracy of the Floquet-wave expansion, a
pure-space modulated surface generating right-hand circular
polarization wave is designed. The excitation frequency is
18 GHz and the radiated wave is specified as pencil-shaped
directed along \0 = 30◦ zenith angle. Asymmetric rectangular
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(a) (b) (c)

Fig. 2. Analytical results calculated for a pure-space modulated hologram versus modulation index and opaque reactance. (a) attenuation constant (𝛿𝛼𝑠𝑤 ).
(b) phase constant (𝛽𝑠𝑤,𝑑 + 𝛿𝛽𝑠𝑤,𝑑). (c) calculation error.

Fig. 3. Simulation and analytical results of the circularly polarized pure-space
modulated hologram at 18 GHz. Rogers RO4003 (𝜖𝑟 = 3.55, tan 𝛿 = 0.0027)
with thickness of ℎ = 1.524 mm is selected as dielectric host medium.

patches printed on a grounded dielectric [35] are used as
constituent pixels to realize the impedance distribution. To
cover the required impedance range the unit cell period is
selected 2.8 mm (≈ _/6). The simulation results for far-
field patterns are shown in Fig. 3. The numerical analysis
is performed by the transient solver in CST software [37].
Observe that the adiabatic Floquet-wave expansion method
is sufficiently accurate to analyze the structure. Therefore,
relying on the accuracy of this method, we can also analyze
spatio-temporally modulated structures.

B. Spatio-temporally modulated hologram

Time dependency may be applied to the modulation phase
in various ways. However, for simplicity, we assume that the
temporal variation of the modulation phase is linear. Therefore,
the rapidly varying term 𝐾𝑠( ®𝜌, 𝑡) may be defined as follows:

𝐾𝑠( ®𝜌, 𝑡) = 𝛽𝑠𝑤,𝑑𝜌 − 𝑘𝑑 sin \0 cos(𝜙 − 𝜙0)𝜌 − 𝜔𝑝𝑡 (31)

where 𝜔𝑝 = 2𝜋 𝑓𝑝 indicates the modulation angular frequency
of the boundary condition. The phase velocity of the modula-

tion in the �̂� direction may also be defined as:

𝑣𝑝 =
𝜔𝑝

∇ ®𝜌𝐾𝑠( ®𝜌, 𝑡).�̂�
(32)

Fig. 4a shows the conceptual schematic diagram of the surface
impedance for different time slots. The variation of modulation
velocity is also depicted in Fig. 4b. Observe that the temporal
change causes the movement of modulation. According to (12)
and (13), we may obtain the spatial and temporal frequencies
for the 𝑛’th Floquet mode:

®𝑘 (𝑛) = ∇ ®𝜌 ( �̃�𝑠𝑤 𝜌) + 𝑛𝛽𝑠𝑤,𝑑 �̂� − 𝑛𝑘𝑑 sin \0 cos(𝜙 − 𝜙0) �̂�+
𝑛𝑘𝑑 sin \0 sin(𝜙 − 𝜙0)𝜙

(33)

𝜔 (𝑛) = 𝜔 + 𝑛𝜔𝑝 (34)

In (33), the complex wave number (�̃�𝑠𝑤 ) is unknown, and
should be precisely evaluated. A rigorous method for deter-
mining the propagation characteristics of such structures is the
Eigenmode method, which will be described in the following.

IV. CALCULATION OF PROPAGATION CHARACTERISTICS

A. Generalized adiabatic Floquet-wave expansion and Eigen-
mode equations

To establish the Eigenmode equations, we rewrite the trans-
parent boundary condition which was described by (2):

®𝐸𝑡 ( ®𝜌, 𝑡) =
∑︁
𝑛

𝑍
𝑠
( ®𝜌, 𝑡) · ®𝐽 (𝑛) ( ®𝜌, 𝑡) (35)

Using (3)-(6) and applying some mathematical simplifications,
we may rewrite (35) in the form of:

®𝐸𝑡 ( ®𝜌, 𝑡) =
∑︁
𝑛

®𝐸 (𝑛) ( ®𝜌, 𝑡) =

𝑗
∑︁
𝑛

(𝑋 (0) + 𝑋 (−1) + 𝑋 (+1) ) · ®𝐽 (𝑛) ( ®𝜌, 𝑡)
(36)

where
𝑋 (0) = �̄�𝜌 �̂� �̂� + �̄�𝜙𝜙𝜙 (37)
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(a)

(b)

Fig. 4. (a) Impedance distribution for different time slots. The circular
indicator shows the movement of the surface impedance. (b) Magnitude of
modulation velocity (a𝑝).

𝑋 (∓1) =
1
2
𝑚𝜌 ( ®𝜌) ( �̄�𝜌 �̂� �̂� − �̄�𝜙𝜙𝜙)𝑒± 𝑗𝐾 𝑠 ( ®𝜌,𝑡)𝑒± 𝑗Φ𝜌 ( ®𝜌)+
1
2
𝑚𝜙 ( ®𝜌) ( �̄�𝜌 �̂�𝜙 + �̄�𝜌𝜙�̂�)𝑒± 𝑗𝐾 𝑠 ( ®𝜌,𝑡)𝑒± 𝑗Φ𝜙 ( ®𝜌)

(38)

According to (36) and (38) we may infer that the 𝑛-indexed
electric Floquet mode ( ®𝐸 (𝑛) ( ®𝜌, 𝑡)) should have phase varia-
tion as 𝑒− 𝑗𝑛𝐾𝑠 ( ®𝜌,𝑡) . Thus, the components of (36) should be
rearranged in order to construct the mentioned phase for the
electric field.

®𝐸 (𝑛) ( ®𝜌, 𝑡) = 𝑗 [𝑋 (0) · ®𝐽 (𝑛) ( ®𝜌, 𝑡) + 𝑋 (−1) · ®𝐽 (𝑛+1) ( ®𝜌, 𝑡)+

𝑋 (+1) · ®𝐽 (𝑛−1) ( ®𝜌, 𝑡)]
(39)

Meanwhile, to complete the equation, the electric field modes
must be written in terms of the generalized Green’s function
of the temporally modulated grounded slab, that is

®𝐸 (𝑛) ( ®𝜌, 𝑡) ≈ 𝑍
𝐺𝐹

( ®𝑘 (𝑛) , 𝜔 (𝑛) ) · ®𝐽 (𝑛) ( ®𝜌, 𝑡) (40)

Note that ®𝑘 (𝑛) and 𝜔 (𝑛) are spatial and temporal frequencies
in the spectral domain, respectively. The calculation procedure

of the generalized Green’s function is given in Appendix A.
Substituting (40) in (39) gives the Eigenmode equation set:

(−𝑍
𝐺𝐹

( ®𝑘 (𝑛) , 𝜔 (𝑛) ) + 𝑗 𝑋 (0) ) · ®𝐽 (𝑛) ( ®𝜌, 𝑡)+

𝑗 𝑋 (−1) · ®𝐽 (𝑛+1) ( ®𝜌, 𝑡) + 𝑗 𝑋 (+1) · ®𝐽 (𝑛−1) ( ®𝜌, 𝑡) = 0
(41)

The above recursive equation relates the (n-1), n and (n+1)-
indexed Floquet modes. In order to solve these Eigenmode
equations, we must safely truncate the propagation Floquet
modes. In [34] and [38] it has been shown that for leaky-
wave structures we can consider only three modes (namely
𝑛 = 0,±1) to obtain sufficiently accurate solutions. By apply-
ing some mathematical simplifications and considering mode
numbers of 𝑛 = 0,±1, we may rewrite the equation in terms
of 0-indexed Floquet mode as follows:

(𝑋
𝑠
( ®𝑘 (0) , 𝜔 (0) ) − 𝑋 (−1) · [𝑋

𝑠
( ®𝑘 (+1) , 𝜔 (+1) )]−1 · 𝑋 (+1)−

𝑋 (+1) · [𝑋
𝑠
( ®𝑘 (−1) , 𝜔 (−1) )]−1 · 𝑋 (−1) ) · ®𝐽 (0) = 0

(42)

where

𝑋
𝑠
( ®𝑘 (𝑛) , 𝜔 (𝑛) ) = 𝑗 𝑍

𝐺𝐹
( ®𝑘 (𝑛) , 𝜔 (𝑛) ) + 𝑋 (0) (43)

Considering equation (42), the nontrivial solutions (eigenval-
ues) can be obtained by:

𝑑𝑒𝑡{(𝑋
𝑠
( ®𝑘 (0) , 𝜔 (0) ) − 𝑋 (−1) · [𝑋

𝑠
( ®𝑘 (+1) , 𝜔 (+1) )]−1 · 𝑋 (+1)−

𝑋 (+1) · [𝑋
𝑠
( ®𝑘 (−1) , 𝜔 (−1) )]−1 · 𝑋 (−1) )} = 0

(44)

Finally, the leaky-mode ((-1)-indexed mode) field can also be
calculated as follows:

®𝐸 (−1) = 𝑗 [𝑋 (−1) − 𝑋 (0) · (𝑋
𝑠
( ®𝑘 (−1) , 𝜔 (−1) ))−1] · ®𝐽 (0) (45)

B. Calculating eigenstates for the asymptotic case (𝑚𝜌, 𝑚𝜙 →
0)

In order to accurately solve the nonlinear equation in (44),
we need to estimate an initial guess. The initial guesses can be
obtained by assuming an asymptotic case such that the mod-
ulation indexes tend to zero (𝑚𝜌, 𝑚𝜙 → 0). In this situation,
the effect of coefficients 𝑋 (−1) and 𝑋 (+1) are negligible, and
they can be considered equal to zero. Therefore, (41) can be
deduced as follows:

(−𝑍
𝐺𝐹

( ®𝑘 (𝑛)𝑎𝑠𝑚, 𝜔 (𝑛) ) + 𝑗 𝑋 (0) ) · ®𝐽 (𝑛) ( ®𝜌, 𝑡) = 0 (46)

Note that, in the above equation, the subscript ”𝑎𝑠𝑚” indicates
the wavenumber in the asymptotic form. In order to have
nontrivial solutions, the following relation must be satisfied:

𝑑𝑒𝑡{(−𝑍
𝐺𝐹

( ®𝑘 (𝑛)𝑎𝑠𝑚, 𝜔 (𝑛) ) + 𝑗 𝑋 (0) )} = 0 (47)

Given that the modulation indexes tend to zero, we can
consider the leakage constant (the imaginary part of n-indexed
wave-vector) to be negligible. Using some mathematical sim-
plifications, we obtain:

𝛽
(𝑛)
𝑎𝑠𝑚 �̂� ≈

𝜔 + 𝑛𝜔𝑝
𝑐

√︄
1 + (

𝑋𝑜𝑝

[0
)2 �̂� (48)
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(a) (b) (c)

Fig. 5. Asymptotic dispersion curves in 𝜙 = 0◦ for different values of 𝑓𝑝 . (a) 𝑓𝑝 = 0 GHz (pure-space modulation). (b) 𝑓𝑝 = 1 GHz. (c) 𝑓𝑝 = 1.5 GHz.

Substituting (48) in (12) yields

∇ ®𝜌 ( �̃�𝑠𝑤,𝑎𝑠𝑚𝜌) = −∇ ®𝜌 [𝑛𝐾𝑠( ®𝜌, 𝑡)] ±
𝜔 + 𝑛𝜔𝑝

𝑐

√︄
1 + (

𝑋𝑜𝑝

[0
)2 �̂�

(49)
where + and − signs indicate the forward and backward
travelling wave solutions for each value of 𝑛. The above
equation expresses the dispersion characteristics of a surface
wave guiding structure for the limit of 𝑚𝜌, 𝑚𝜙 → 0. In the
general case, �̃�𝑠𝑤 is a function of 𝜌 and 𝜙. Therefore, equation
(49) may be expanded as follows:

𝜕

𝜕𝜌
( �̃�𝑠𝑤,𝑎𝑠𝑚𝜌) = −𝑛(𝛽𝑠𝑤,𝑑 − 𝑘𝑑 sin \0 cos(𝜙 − 𝜙0))

±
𝜔 + 𝑛𝜔𝑝

𝑐

√︄
1 + (

𝑋𝑜𝑝

[0
)2

(50)

𝜕

𝜕𝜙
( �̃�𝑠𝑤,𝑎𝑠𝑚) = −𝑛𝑘𝑑 sin \0 sin(𝜙 − 𝜙0) (51)

Note that, equations (50) and (51) are used to determine the
exact values of higher order eigenstates.

To observe the behavior of the dispersion curves in the
presence of space-time modulation, they are plotted in Fig.
5 for different values of 𝑓𝑝 (The observation plane is 𝜙 = 0◦).
The antenna is specified to radiate in the direction \0 =

30◦, 𝜙0 = 0◦ at 18 GHz. The opaque average reactance
𝑋𝑜𝑝 is also chosen as 0.76[0. The solid curves represent
forward-travelling solutions and the dashed ones are related
to the backward-travelling modes. Observe that, by applying
temporal modulation, an asymmetry with respect to the vertical
axis appears in the curves justifying the nonreciprocal response
of temporally modulated structures. Note that by increasing
𝜔𝑝 the curves are displaced in an asymmetrical manner, and
the degree of nonreciprocity increases. It can also be seen that
in the presence of modulation, the Brillouin zone becomes
parallel to the line with slope of a𝑝/𝑐.

C. Calculating eigenstates in the presence of space and time
modulations

The dispersion curves obtained in Fig 5 can be used as
initial guesses to determine the accurate solutions of (44). To
investigate the accuracy of the proposed analytical method,

Fig. 6. Comparison between numerical and analytical results of the disper-
sion curve for an unmodulated surface waveguide with average transparent
reactance of 𝑋𝜌 = −0.9[0.

the dispersion diagram calculated for a surface waveguide is
compared with the corresponding numerical results in Fig. 6.
The modulation indexes in the 𝑥 and 𝑦 directions as well as
the average reactance are supposed to be 𝑀𝑥 = 0, 𝑀𝑦 = 0 and
𝑋𝜌 = −0.9[0, respectively. Observe that the numerical and
analytical results are in good agreement.

Imposition of the space-time modulation results in the
following:

1) The higher-order Floquet modes contribute to the prop-
agation. In this case, the energy carried by the surface
wave may be coupled to the radiation mode with the
index number 𝑛 = −1.

2) Due to the temporal modulation, the dispersion curves
corresponding to the positive (negative) harmonics move
upwards (downwards). The amount of these displace-
ments depends on the pumping temporal frequency ( 𝑓𝑝)
[21].

Fig. 7 shows the dispersion solutions for bounded and radiative
harmonics in the case of 𝑋𝜌 = −0.9[0 and 𝑀𝑥 = 0.3. The
pumping frequency 𝑓𝑝 is specified at 1 GHz. The parameters
\0 and 𝜙0 in (31) are selected as 30◦ and 0◦, respectively.
The dotted blue lines represent the dispersion curves for the
pure-space modulation case. Observe that, injecting temporal
modulation imposes an asymmetric shifting on the curves,
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(a) (b)

Fig. 7. Dispersion curves of bounded and radiative harmonics in the (a) transmission and (b) reception modes. Dotted lines represent the dispersion curves
for the pure-space modulated hologram ( 𝑓𝑝 = 0). Asymmetric displacement of the dispersion curves can be observed for 𝑓𝑝 ≠ 0.

leading to nonreciprocal response and Doppler-shift effect.
To better understand its nonreciprocal behavior, we assume
that the antenna is in transmission mode and the excitation
frequency is 18 GHz (see Fig. 7a). According to (13), the
frequency of surface mode (0-indexed mode) is equal to the
source frequency (18 GHz). For the pure-space modulation, the
(-1)-indexed phase constant at this frequency is 𝛽 (−1) ≈ 190.5
(rad/m). However, in the presence of time modulation, the
frequency corresponding to this phase constant is no longer
equal to 18 GHz (due to the curve displacement). Results in
Fig. 7a indicate that the (-1)-indexed mode radiates at 17 GHz.
Therefore, its corresponding beam angle obtained as:

\𝑇 𝑥 = sin−1 ( 𝛽
(−1)

𝑘 (−1) ) = sin−1 ( 𝑐𝛽 (−1)

2𝜋( 𝑓 − 𝑓𝑝)
) ≈ 32.3◦ (52)

In the reception case, the incoming wave is plane wave at 17
GHz. In this case the maximum coupling occurs at 𝛽 = −116
(rad/m) with incoming angle of \𝑅𝑥 ≈ 19◦ and the 0-indexed
mode is excited at 16 GHz, as shown in Fig. 7b. Therefore,
no power is received at 18 GHz, showing a nonreciprocal
behavior by this hologram. Note that the proposed antenna also
has the scanning capability. The mechanism of beam scanning
in this structure is different from pure-space holograms, where
the beam scanning can be achieved by changing the exci-
tation frequency, whereas in time modulated holograms, the
modulation frequency can be used as a degree of freedom to
control the beam direction. Fig. 8 shows the dispersion curves
for different values of 𝑓𝑝 . Observe that, as 𝑓𝑝 increases, the
eigenstate (beam direction) tends toward the light line (end-fire
direction).

V. CALCULATING FAR-FIELD PATTERN

To obtain the radiation characteristics from 𝑛-indexed Flo-
quet mode, the field equivalence principle may be used with
the Fourier transformation equations [39]:

®𝐸 (𝑛)
𝐹𝐹

(𝑟, \, 𝜙) ≈ 𝑗 𝑘 (𝑛)𝑒− 𝑗𝑘
(𝑛) 𝑟

2𝜋𝑟
[𝐹 (𝑛)
\

(\, 𝜙)\̂ + 𝐹 (𝑛)
𝜙

(\, 𝜙)𝜙]
(53)

where
𝐹

(𝑛)
\

(\, 𝜙) = �̃� (𝑛)
𝑥 cos 𝜙 + �̃� (𝑛)

𝑦 sin 𝜙 (54)

Fig. 8. Dispersion diagram of the proposed hologram for different values of
𝑓𝑝 .

𝐹
(𝑛)
𝜙

(\, 𝜙) = cos \ (−�̃� (𝑛)
𝑥 sin 𝜙 + �̃� (𝑛)

𝑦 cos 𝜙) (55)

Note that, �̃� (𝑛)
𝑥 and �̃� (𝑛)

𝑦 indicate the far-zone components of
electric field which can be expressed as follows:

�̃�
(𝑛)
𝑥 (𝑘𝑥 , 𝑘𝑦) =

∬
𝑎𝑝

®𝐸 (𝑛) (𝜌′, 𝜙′) · 𝑥𝑒 𝑗 (𝑘𝑥 𝑥′+𝑘𝑦 𝑦′𝜌′𝑑𝜌′𝑑𝜙′

(56)

�̃�
(𝑛)
𝑦 (𝑘𝑥 , 𝑘𝑦) =

∬
𝑎𝑝

®𝐸 (𝑛) (𝜌′, 𝜙′) · �̂�𝑒 𝑗 (𝑘𝑥 𝑥′+𝑘𝑦 𝑦′𝜌′𝑑𝜌′𝑑𝜙′

(57)
where 𝑥 ′ = 𝜌′ cos 𝜙′ and 𝑦′ = 𝜌′ sin 𝜙′. Note that, 𝑘𝑥 and
𝑘𝑦 are the x and y components of 𝑛-indexed wavenumber,
respectively, being defined as

𝑘𝑥 = 𝑘
(𝑛) sin \ cos 𝜙 =

2𝜋( 𝑓 + 𝑛 𝑓𝑝)
𝑐

sin \ cos 𝜙 (58)

𝑘𝑦 = 𝑘
(𝑛) sin \ sin 𝜙 =

2𝜋( 𝑓 + 𝑛 𝑓𝑝)
𝑐

sin \ sin 𝜙 (59)

The radiation frequency is 𝑓 + 𝑛 𝑓𝑝 indicating a Doppler-shift
effect on the radiative modes. Fig. 9 show the (-1)-indexed
far-field pattern in the 𝜙 = 0◦ plane for different values of
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(a) (b) (c)

Fig. 9. 2-D normalized patterns of RHCP and LHPC components for different values of 𝑓𝑝 . (a) 𝑓𝑝 = 0.5 GHz. (b) 𝑓𝑝 = 1 GHz. (c) 𝑓𝑝 = 1.5 GHz. Note
that the radiation frequency is 𝑓0 − 𝑓𝑝 .

(a) (b) (c)

Fig. 10. Far-field distributions of RHCP components for different values of 𝑓𝑝 . (a) 𝑓𝑝 = 0.5 GHz. (b) 𝑓𝑝 = 1 GHz. (c) 𝑓𝑝 = 1.5 GHz.

𝑓𝑝 . The radiated beams for 𝑓𝑝 = 0.5, 1.0, and 1.5 GHz, are
directed along \𝑚𝑎𝑥 = 31.2◦, 32.1◦ and 33.0◦, respectively.
Observe that the co- to cross-polarization has an acceptable
level (> 24 dB) with right-handed circular polarization. Fig.
10 shows the far-field distributions in the 𝑢 − 𝑣 plane. Results
indicate that, in the presence of time modulation, the beam
has retained its pencil shape.

VI. CONCLUSION

In conclusion, we presented the generalized adiabatic
Floquet-wave expansion method for the design of temporally
modulated leaky-wave holograms. This method may be ex-
ploited for synthesizing arbitrary objective waves with desired
spin angular momentum states. Using aperture field estimation
method, we can readily provide a systematic approach for
designing two-dimensional leaky-wave holographic antennas
with nonreciprocal behavior. The results also indicated that
the Doppler shift is proportional to the temporal modulation
frequency, which can be an additional degree of freedom
for beam control of leaky-wave holograms. This framework
extensively expands the application range of modulated leaky-
wave holograms.

APPENDIX

A. Green’s function of temporally modulated surface waveg-
uide

The 𝑛-indexed electric field mode can be approximated
through the Green’s function of a grounded dielectric slab
with thickness of ℎ and dielectric constant of 𝜖𝑟 . Note that for
a spatio-temporally modulated impedance boundary condition
the spectral variables are ®𝑘 (𝑛) and 𝜔 (𝑛) . Therefore, the Green’s
function in the spectral space has the following form [34]:

𝑍
𝐺𝐹

( ®𝑘 (𝑛) , 𝜔 (𝑛) ) = − 𝑗 [𝑋−1
0
( ®𝑘 (𝑛) , 𝜔 (𝑛) ) + 𝑋−1

𝑔
( ®𝑘 (𝑛) , 𝜔 (𝑛) )]−1

(60)
where 𝑋

0
( ®𝑘 (𝑛) , 𝜔 (𝑛) ) and 𝑋−1

𝑔
( ®𝑘 (𝑛) , 𝜔 (𝑛) ) are obtained using

the two-port network model presented in [40].

𝑋
0
( ®𝑘 (𝑛) , 𝜔 (𝑛) ) = −[0𝑐

√︃
®𝑘 (𝑛) · ®𝑘 (𝑛) − (𝜔 (𝑛) )2/𝑐2

𝜔 (𝑛) �̂� �̂�+

[0
𝑐

𝜔 (𝑛)√︃
®𝑘 (𝑛) · ®𝑘 (𝑛) − (𝜔 (𝑛) )2/𝑐2

𝜙𝜙

(61)
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𝑋
𝑔
( ®𝑘 (𝑛) , 𝜔 (𝑛) ) = [[0𝑐

√︃
𝜖𝑟 (𝜔 (𝑛) )2/𝑐2 − ®𝑘 (𝑛) · ®𝑘 (𝑛)

𝜖𝑟𝜔
(𝑛) �̂� �̂�+

[0
𝑐

𝜔 (𝑛)√︃
𝜖𝑟 (𝜔 (𝑛) )2/𝑐2 − ®𝑘 (𝑛) · ®𝑘 (𝑛)

𝜙𝜙]×

tan(ℎ
√︃
𝜖𝑟 (𝜔 (𝑛) )2/𝑐2 − ®𝑘 (𝑛) · ®𝑘 (𝑛) )

(62)

The above equation is similar to the equations obtained for the
pure-space modulated surfaces, except that for the space-time
modulation, 𝜔 (𝑛) should be used instead of 𝜔.
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