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Abstract. For the evolution of a closed surface under anisotropic surface diffusion with a general
anisotropic surface energy γ(n) in three dimensions (3D), where n is the unit outward normal vector,
by introducing a novel symmetric positive definite surface energy matrix Zk(n) depending on a
stabilizing function k(n) and the Cahn-Hoffman ξ-vector, we present a new symmetrized variational
formulation for anisotropic surface diffusion with weakly or strongly anisotropic surface energy, which
preserves two important structures including volume conservation and energy dissipation. Then
we propose a structural-preserving parametric finite element method (SP-PFEM) to discretize the
symmetrized variational problem, which preserves the volume in the discretized level. Under a
relatively mild and simple condition on γ(n), we show that SP-PFEM is unconditionally energy-
stable for almost all anisotropic surface energies γ(n) arising in practical applications. Extensive
numerical results are reported to demonstrate the efficiency and accuracy as well as energy dissipation
of the proposed SP-PFEM for solving anisotropic surface diffusion in 3D.
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1. Introduction. In materials science and solid-state physics as well as many
other applications, surface energy is usually anisotropic due to lattice orientational
anisotropy at material interfaces and/or surfaces [39, 24]. The anisotropic surface
energy generates anisotropic surface diffusion – an important and general process
involving the motion of adatoms, molecules and atomic clusters (adparticles) – at
materials surfaces and interfaces in solids [18]. The anisotropic surface diffusion is
an important kinetics and/or mechanism in surface phase formation [16, 19], epitax-
ial growth [23, 25], heterogeneous catalysis [26], and other areas in materials/surface
science [40]. It has significant and manifested applications in solid-state physics and
materials science as well as computational geometry, such as solid-state dewetting
[29, 35, 41, 40, 45], crystal growth of nanomaterials [14], evolution of voids in mi-
croelectronic circuits [33, 43], morphology development of alloys [2], quantum dots
manufacturing [1], deformation of images [20], etc.

As is shown in Figure 1.1, for a closed surface S := S(t) in three dimensions
(3D) associated with a given anisotropic surface energy γ(n), where t ≥ 0 is time
and n = (n1, n2, n3)T ∈ S2 represents the outward unit normal vector satisfying
|n| :=

√
n2

1 + n2
2 + n2

3 = 1, the motion by anisotropic surface diffusion of the surface
is described by the following geometric flow [34, 29, 35, 41, 40, 45]:

(1.1) Vn = ∆S µ,

where Vn denotes the normal velocity, ∆S := ∇S ·∇S is the surface Laplace-Beltrami
operator, ∇S denotes the surface gradient with respect to the surface S(t), and µ :=
µ(n) is the chemical potential (or weighted mean curvature denoted as Hγ := Hγ(n)
in the literature) generated from the surface energy functional W (S) := W (S(t)) =

∗Department of Mathematics, National University of Singapore, Singapore, 119076 (mat-
baowz@nus.edu.sg). This author’s research was supported by the Ministry of Education of Singapore
grant MOE2019-T2-1-063 (R-146-000-296-112).
†Department of Mathematics, National University of Singapore, Singapore, 119076

(e0444158@u.nus.edu).

1

ar
X

iv
:2

20
6.

01
88

3v
2 

 [
m

at
h.

N
A

] 
 3

0 
O

ct
 2

02
2



2 W. Bao, and Y. Li∫
S(t)

γ(n) dS via the thermodynamic variation as µ = δW (S)
δS = limε→0

W (Sε)−W (S)
ε

with Sε being a small perturbation of S [30, 31]. It is well-known that the evolution
of the surface S(t) under the anisotropic surface diffusion (1.1) preserves the following
two essential geometric structures [18]: (1) the volume of the region enclosed by the
surface is conserved, and (2) the free surface energy (or weighted surface area) W (S)
decreases in time. In fact, the motion governed by the anisotropic surface diffusion
can be mathematically regarded as the H−1-gradient flow of the free surface energy
functional (or weighted surface area) W (S) [37].

Fig. 1.1. An illustration of a closed surface S(t) in R3 under anisotropic surface diffusion
with an anisotropic surface energy γ(n), where n is the outward unit normal vector, ξ is the Cahn-
Hoffman ξ-vector in (1.3), and τ1 and τ2 form a basis of the local tangential space.

Define γ(p) : R3
∗ := R3\{0} → R+ be a homogeneous extension of the anisotropic

surface energy γ(n) : S2 → R+ satisfying: (i) γ(cp) = cγ(p) for c > 0 and p ∈ R3
∗,

and (ii) γ(p)|p=n = γ(n) for n ∈ S2. A typical homogeneous extension is widely used
in the literature as [31, 21]

(1.2) γ(p) := |p|γ
(
p

|p|

)
, ∀p = (p1, p2, p3)T ∈ R3

∗ := R3 \ {0},

where |p| =
√
p2

1 + p2
2 + p2

3. Then the Cahn-Hoffman ξ-vector introduced by Cahn
and Hoffman and the Hessian matrix Hγ(n) of γ(p) are mathematically given by
[28, 42]

(1.3) ξ = (ξ1, ξ2, ξ3)T := ξ(n) = ∇γ(p)
∣∣
p
, Hγ(n) := ∇∇γ(p)

∣∣
p=n

, ∀n ∈ S2.

Then the chemical potential µ (or weighted mean curvature) can be obtained as [17]

(1.4) µ = µ(n) = Hγ = Hγ(n) = ∇S · ξ = ∇S · ξ(n), ∀n ∈ S2.

For any n ∈ S2, we notice that Hγ(n)n = 0 and thus 0 is an eigenvalue of Hγ(n)
and n is a corresponding eigenvector. We denote the other two eigenvalues of Hγ(n)
as λ1(n) ≤ λ2(n) ∈ R. When γ(n) ≡ constant (e.g. γ(n) ≡ 1) for n ∈ S2, i.e.
with isotropic surface energy, then we have γ(p) = |p| in (1.2), ξ = n in (1.3),
and µ = H and Hγ(n) ≡ I3 − nnT in (1.3) with H the mean curvature and I3
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the 3 × 3 identity matrix and λ1(n) = λ2(n) ≡ 1, and thus the anisotropic surface
diffusion (1.1) collapses to the (isotropic) surface diffusion with normal velocity given
as Vn = ∆S H [9, 34]. In contrast, when γ(n) is not a constant, i.e. with anisotropic
surface energy: when τTHγ(n)τ > 0 for all n, τ ∈ S2 satisfying τ · n := τTn = 0
(⇔ λ2(n) ≥ λ1(n) ≥ 0 for all n ∈ S2), it is called as weakly anisotropic; and when
τTHγ(n)τ changes sign for n, τ ∈ S2 satisfying τ · n = 0 (⇔ λ1(n) < 0 for some
n ∈ S2), it is called as strongly anisotropic. For convenience of readers, we list
several commonly-used anisotropic surface energies γ(n) in the literature and their
corresponding Cahn-Hoffman ξ-vectors in Appendix A.

Different numerical methods have been presented for solving the isotropic/anisotropic
surface diffusion (1.1), such as the finite element method via graph evolution [3, 21],
the marker-particle method [22], the discontinuous Galerkin finite element method
[44], and the parametric finite element method (PFEM) [9, 12, 27, 6, 31, 32]. Among
these methods, for isotropic surface diffusion, the energy-stable PFEM (ES-PFEM)
based on an elegant variational formulation, which was proposed by Barrett, Gar-
cke, and Nürnberg [9, 11] (denoted as BGN scheme), performs the best in terms of
efficiency and accuracy as well as mesh quality in practical computations, especially
in two dimensions (2D). The BGN scheme with unconditionally energy stability was
successfully extended for solving solid-state dewetting problems with isotropic surface
energy, i.e. motion of open curve and surface in 2D and 3D, respectively [9, 11]. It
was also successfully extended for solving anisotropic surface diffusion Riemannian
metric anisotropic surface energy [10, 12]. Recently, based on BGN’s variational for-
mulation for surface diffusion, by approximating the normal vector in a clever way,
Bao and Zhao [7, 4] presented a structure-preserving PFEM (SP-PFEM) for surface
diffusion, which preserves area/volume conservation in 2D/3D and unconditionally
energy dissiption in the discretized level. Very recently, by introducing a proper
surface energy matrix depending on the Cahn-Hoffman ξ-vector and a stabilizing
function, we obtained a new symmetrized (and conservative) variational formulation
for anisotropic surface diffusion with arbitrary surface energy in 2D and then designed
structure-preserving and energy-stable PFEM under mild and simple conditions on
the surface energy [5]. The main aim of this paper is to extend the above method
from 2D to 3D for anisotropic surface diffusion with arbitrary surface energy. Again,
the key is based on introducing a proper surface energy matrix depending on the
Cahn-Hoffman ξ-vector and a stabilizing function in 3D and obtaining a new sym-
metrized (and conservative) variational formulation. The difficulty and major part
is to establish unconditionally energy dissipation of the full discretization under the
following simple and mild condition on the arbitrary surface energy γ(n) as

(1.5) γ(−n) = γ(n), ∀n ∈ S2, γ(p) ∈ C2(R3 \ {0}).

The paper is organized as follows. In section 2, we recall the mathematical repre-
sentations for anisotropic surface diffusion, obtain a symmetrized variational formula-
tion and propose a SP-FEM to discretize it. In section 3, we establish energy stability
of the proposed SP-PFEM. Extensive numerical results are reported to demonstrate
the efficiency and accuracy as well as structure-preserving properties in section 4.
Finally, some conclusions are drawn in section 5.

2. A new symmetrized variational formulation and its discretization.
This section first discusses the mathematical representations for the anisotropic sur-
face diffusion. Then to introduce the weak formulation of µ in 3D, we generalize the
surface energy matrix Zk(n) for 2D anisotropic surface diffusion into 3D. A sym-
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metrized conservative variational formulation for anisotropic surface diffusion in 3D
is then derived by using the weak formulation and the surface energy matrix Zk(n),
and we show the two geometric properties are preserved for the new symmetrized vari-
ational formulation. Finally, by adopting backward Euler in time and the parametric
finite element method in space, we derive the full discretization for the variational
formulation and establish its structural preserving properties.

2.1. Mathematical representations for anisotropic surface diffusion. Let
the closed surface S := S(t) be parameterized by X(ρ, t) as

(2.1) X(t) : Ω→ R3,ρ 7→X(ρ, t) = (X1(ρ, t), X2(ρ, t), X3(ρ, t))T ,

where Ω ⊂ R2, then the motion of S(t) under the anisotropic surface diffusion (1.1) can
be mathematically described by the following geometric partial differential equations
via the Cahn-Hoffman ξ-vector as [21]{

∂tX(ρ, t) = (∆S µ)n, ρ ∈ Ω, t > 0,(2.2a)

µ = ∇S · ξ, ξ = ∇γ(p)
∣∣
p=n

.(2.2b)

The anisotropic surface diffusion (2.2) can also be regarded as a geometric flow from
the given initial closed surface S0 := S(0) ⊂ R3 to the surface S(t) ⊂ R3. We define
the function spaces over the evolving surface S(t) = X(ρ, t).

(2.3) L2(S(t)) :=
{
u : S(t)→ R

∣∣∣ ∫
S(t)

|u|2dA <∞
}
,

equipped with the L2-inner product

(2.4) (u, v)S(t) :=

∫
S(t)

u vdA, ∀u, v ∈ L2(S(t)),

here dA is the surface measure. This inner product can be extend to [L2(S(t))]3 by
replacing the scalar product u v by the vector inner product u · v. And we adopt the
angle bracket to emphasize the inner product for two matrix-valued functions U ,V
in [L2(S(t))]3×3,

(2.5) 〈U ,V 〉S(t) :=

∫
S(t)

U : V dA, ∀U ,V ∈ [L2(S(t))]3×3,

here U : V = Tr(V TU) is the Frobenius inner product. Furthermore, we introduce
the Sobolev space

(2.6) H1(S(t)) :=
{
u : S(t)→ R

∣∣∣u ∈ L2(S(t)), ∇Su ∈ [L2(S(t))]3
}
.

And this definition is also valid for the function in [H1(S(t))]3.
We refer to the definition of surface gradient ∇S for scalar-valued functions [21].

And the surface gradient for a vector-valued function F = (F1, F2, F3)T is defined as

(2.7) ∇SF := (∇SF1, ∇SF2, ∇SF3)T ∈ R3×3.
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2.2. A new symmetrized variational formulation and its property. First,
we generalize the 2D symmetric surface energy matrix Zk(n) proposed in [5] into 3D
by

(2.8) Zk(n) = γ(n)I3 − nξT (n)− ξ(n)nT + k(n)nnT , ∀n ∈ S2,

where I3 is the 3× 3 indentity matrix, k(n) is the stabilizing function which ensures
Zk(n) is positive definite.

We then show this generalization of Zk(n) is reasonable by showing the strong
formulation µn = −∂s(Zk(n)∂sX) introduced in [5] for the weighted mean curvature
µ in 2D can be generalized to the following weak formulation in 3D.

Lemma 2.1 (The weak formulation for µ). The weighted mean curvature µ
satisfies the following weak formulation.

(2.9) (µ,n · ω)S =
〈
Zk(n)∇SX,∇Sω

〉
S
,

where ω = (ω1, ω2, ω3)T : S → R3 is a smooth test function.
Proof. We adopt the notation ∇Sf = (D1f,D2f,D3f)T . Noticing the fact

DiXk = δi,k − nkni and ∇Sf · n = 0, we obtain

(2.10) ∇SXk · ∇Sωl =

3∑
i=1

(δi,k − nkni)Diωl = Dkωl − nk∇Sωl · n = Dkωl.

Substitute the identity (2.10) in [21, equation (8.18)] yields the following identity

(2.11) (µ,n · ω)S = γ(n)

3∑
l=1

∫
S

∇SXl · ∇Sωl dA−
3∑

k,l=1

∫
S

ξknl∇SXk · ∇Sωl dA.

Obviously, the second term 〈γ(n)∇SX,∇Sω〉S corresponds to γ(n)I3 in Zk(n). Now
by simplifying the last term, we have

3∑
k,l=1

∫
S

ξknl∇SXk · ∇Sωl dA =

∫
S

(
3∑
k=1

ξk(∇SXk)

)
·

(
3∑
l=1

nl(∇Sωl)

)
dA

=

∫
S

(
(∇SX)T ξ

)
·
(
(∇Sω)Tn

)
dA

=

∫
S

Tr
(

(∇Sω)TnξT (∇SX)
)
dA

=

∫
S

(
nξT (∇SX)

)
:
(
∇Sω

)
dA

= 〈nξT∇SX,∇Sω〉S ,(2.12)

which is the nξT (n) part in Zk(n).
Finally, recall the identity ∇SX = I3−nnT and combine the two identities (2.11)

and (2.12) yields

(µ,n · ω)S = 〈(γ(n)I3 − nξT )∇SX,∇Sω〉S
= 〈Zk(n)∇SX,∇Sω〉S + 〈(ξnT − k(n)nnT )(I3 − nnT ),∇Sω〉S
= 〈Zk(n)∇SX,∇Sω〉S ,(2.13)
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which is the desired result.
With the weak formulation of µ (2.9) given in lemma 2.1, by taking integration

by parts, we can easily derive the following variational formulation for the anisotropic
surface diffusion (1.1). For a given closed initial surface S(0) := S0, find the solution
(X(·, t), µ(·, t)) ∈ [H1(S(t))]3 ×H1(S(t)) such that

(∂tX · n, ψ)S(t) + (∇Sµ,∇Sψ)S(t) = 0 ∀ψ ∈ H1(S(t)),(2.14a)

(µn,ω)S(t) − 〈Zk(n)∇SX,∇Sω〉S(t) = 0 ∀ω ∈ [H1(S(t))]3,(2.14b)

Denote the enclosed volume and the free energy of S(t) as V (t) and W (t), respec-
tively, which are defined by

(2.15) V (t) :=
1

3

∫
S(t)

X · n dA, W (t) :=

∫
S(t)

γ(n) dA.

We then show the two geometric properties still hold for the variational formulation
(2.14).

Theorem 2.2. The enclosed volume V (t) and the free energy W (t) of the solution
S(t) of the variational formulation (2.14) are conserved and dissipative, respectively.

Proof. Taking the derivative of V (t) with respect to t. From [38], we know that

(2.16)
dV (t)

dt
=

∫
S(t)

Vn dA = (∂tX · n, 1)S(t) = 0.

Similarly, the derivative of W (t) with respect to t is

(2.17)
dW (t)

dt
=

∫
S(t)

VnµdA = (∂tX · n, µ)S(t) = − (∇Sµ,∇Sµ)S(t) ,

which means dW (t)
dt ≤ 0.

2.3. A structural-preserving parametric finite element method. We take
τ > 0 to be the time step size, and the discrete time levels are tm = mτ for each
m ≥ 0. For spatial discretization, as illustrated in figure 2.1, the surface S(tm) is ap-
proximated by a polyhedron Sm = ∪Jj=1σ̄

m
j with J mutually disjoint non-degenerated

triangles surfaces σmj and I vertices qmi . We further denote {qmj1 , q
m
j2
, qmj3} as the three

counterclockwise vertices of the triangle σmj , and J {σmj } := (qmj2 − q
m
j1

)× (qmj3 − q
m
j2

)
is the orientation vector with respect to σmj , and the outward unit normal vector nmj

of σmj is thus given by nmj =
J{σm

j }
|J {σm

j }|
.

The finite element space with respect to the surface Sm = ∪Jj=1σ̄
m
j is defined as

follows

(2.18) Km :=
{
u ∈ C(Sm)

∣∣∣u|σm
j
∈ P1(σmj ), ∀1 ≤ j ≤ J

}
,

equipped with the mass lumped inner product (·, ·)Sm as

(2.19) (f, g)Sm :=
1

3

J∑
j=1

3∑
i=1

|σmj |f
(
(qmji )−

)
g
(
(qmji )−

)
.

Where P1(σmj ) is the space of polynomials on σmj with degree at almost 1, |σmj | :=
1
2 |J {σ

m
j }| denotes the area of σmj , and f

(
(qmji )−

)
means the one-sided limit of f(x)
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Fig. 2.1. An illustration of the approximation polyhedron S0. The vertices {qj1 , qj2 , qj3} of
the triangle σj is oriented counterclockwise, see the red circular arrow. And the direction of the
normal vector nj is determined by the right-hand rule.

at qmji inside σmj . This definition is also valid for vector- and matrix-valued function,
and the inner product of the matrix-valued functions U and V is also emphsized by
the angle bracket as

(2.20) 〈U ,V 〉Sm :=
1

3

J∑
j=1

3∑
i=1

|σmj |U((qmji )−) : V ((qmji )−).

Finally, the discretized surface gradient operator ∇S for f ∈ Km is given by
(2.21)

∇Sf |σm
j

:=
(
f(qmj1)(qmj2 − q

m
j3) + f(qmj2)(qmj3 − q

m
j1) + f(qmj3)(qmj1 − q

m
j2)
)
×

nmj
|J {σmj }|

,

and for vector-valued function F = (F1, F2, F3)T ∈ [Km]3,∇SF := (∇SF1,∇SF2,∇SF3)T .
The full-implicit structural-preserving finite element method (SP-PFEM) for the

variational formulation (2.14) can then be stated as follows: given the initial approx-
imation S0 = ∪Jj=1σ̄

0
j of S(0). For each time step tm = mτ, m = 0, 1, 2, . . ., find the

solution
(
Xm+1, µm+1

)
∈ [Km]3 ×Km such that(

Xm+1 −Xm

τ
· nm+ 1

2 , ψ

)
Sm

+
(
∇Sµm+1,∇Sψ

)
Sm = 0, ∀ψ ∈ Km,(2.22a)

(
µm+1nm+ 1

2 ,ω
)
Sm
− 〈Zk(nm)∇SXm+1,∇Sω〉Sm = 0, ∀ω ∈ [Km]3.(2.22b)

Here Xm(qmi ) = qmi , Xm+1(qmi ) = qm+1
i for each i, nm|σm

j
= nmj , σm+1

j =

Xm+1(σmj ) is the triangle with counterclockwisely ordered vertices {qm+1
j1

, qm+1
j2

, qm+1
j3
}
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for each j, and Sm+1 = ∪Jj=1σ̄
m+1
j for eachm. The semi-implicit approximation nm+ 1

2

of the outward normal vector n at t = (m+ 1
2 )τ is defined as follows

(2.23) nm+ 1
2 |σm

j
:=
J {σmj }+ 4J {σm+ 1

2
j }+ J {σm+1

j }
6|J {σmj }|

,

where σ
m+ 1

2
j := 1

2

(
σmj + σm+1

j

)
.

Remark 2.1. We note the function Xm+1 has different meanings at time step
tm (as a function in [Km]3) and tm+1 (as a function in [Km+1]3), and we adopt the
same notation for simplicity.

2.4. Main results. For the discretized polygon surface Sm = ∪Jj=1σ̄
m
j , its en-

closed volume and surface energy are denoted as V m and Wm, respectively, which
are defined as

V m :=
1

3

∫
Sm

Xm · nmdA =
1

9

J∑
j=1

3∑
i=1

|σmj |qmji · n
m
j ,(2.24a)

Wm :=

∫
Sm

γ(nm)dA =

J∑
j=1

|σmj |γ(nmj ), ∀m ≥ 0.(2.24b)

Denote the following axillary function Fk(n,u,v) : [S2]3 → R as

Fk(n,u,v) := (uTZk(n) · u)(vTZk(n) · v),(2.25)

and define the minimal stabilizing function k0(n) : S2 → R as (its existence will be
given in next section)

(2.26) k0(n) = inf
{
k(n)

∣∣∣Fk(n,u,v) ≥ γ2(u× v), ∀u,v ∈ S2
}
.

Then for the SP-PFEM (2.22), we have
Theorem 2.3 (structural-preserving). Assume γ(n) satisfies (1.5) and take

k(n) in (2.8) satisfying k(n) ≥ k0(n) for n ∈ S2, then the SP-PFEM (2.22) is
volume conservation and energy dissiption, i.e.

V m+1 = V m = . . . = V 0, ∀m ≥ 0,(2.27a)

Wm+1 ≤Wm ≤ . . . ≤W 0, ∀m ≥ 0.(2.27b)

The proof of volume conservation (2.27a) is similar to [8] and thus it is omitted
here for brevity, and we will establish the energy dissipation or uncoditional energy
stablity (2.27b) in next section.

Remark 2.2. The semi-discretization of the variational form (2.14) also pre-
serves the two geometric properties. And the proof is similar to the isotropic case; we
refer [9, 46, 8] for the result of semi-discretization of 3D isotropic surface diffusion.

3. Energy stability. In this section, we first prove the existence of k0(n) and
show its sub-linear property as a functional of γ(n). By utilizing the existence of
k0(n) together with several lemmas, we finally prove the energy stability part of our
main theorem (2.27b).
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3.1. Minimal stabilizing function. From (2.26), we know that Fk0(n,u,v) ≥
0. Take u = n in (2.25), it yields k0(n)− γ(n) ≥ 0, and we have a finite lower bound
for k0(n). To prove the existence of k0(n), we only need to show k0(n) < ∞, and
this is given by the following upper bound estimation of k0(n). And we begin with
the following lemma.

Lemma 3.1. Let G(n,u,v) be an auxillary function given by

(3.1) G(n,u,v) := γ(n) (γ(n)− 2(ξ · u)(n · u)− 2(ξ · v)(n · v)) ,

then for any k(n) > 0, the following inequality holds

(3.2) Fk(n,u,v)−G(n,u,v) ≥ (γ(n)k(n)− 4|ξ|2)
(
(n · u)2 + (n · v)2

)
.

Proof. By direct computation and the arithmetic-geometric mean inequality, we
obtain

Fk(n,u,v)−G(n,u,v)

≥ γ(n)k(n)
(
(n · u)2 + (n · v)2

)
+ k(n)2(n · u)2(n · v)2

− 4|ξ|2|(n · u)(n · v)| − 2|ξ|k(n)|(n · u)(n · v)|(|(n · u)|+ |(n · v)|)
≥ (γ(n)k(n)− 2|ξ|2)

(
(n · u)2 + (n · v)2

)
+ k(n)2(n · u)2(n · v)2

− k(n)|ξ|
(

(n · u)2(
2|ξ|
k(n)

+
k(n)

2|ξ|
(n · v)2) + (n · v)2(

2|ξ|
k(n)

+
k(n)

2|ξ|
(n · u)2)

)
= (γ(n)k(n)− 4|ξ|2)

(
(n · u)2 + (n · v)2

)
,

which is the desired inequality.
Since γ(n) is not differentiable at 0, the cross product γ2(u× v) 6∈ C2(S2 × S2).

The following lemma is helpful in estimating γ2(u× v),
Lemma 3.2. For any γ(n) satisfying (1.5), i.e., γ(n) ∈ C2(S2) with γ(−n) =

γ(n), γ2(p) is continuous differentiable in R3. Moreover, there exists a constant C1

defined by

(3.3) C1 =
1

2
sup
n∈S2

∥∥Hγ2(n)
∥∥

2
,

such that

(3.4) γ2(p)− γ2(q) ≤ ∇(γ2(q)) · (p− q) + C1|p− q|2, ∀p, q ∈ R3.

Where ‖·‖2 is the spectural norm.
Proof. It’s straitforward to check γ2(p) is continuous differentiable by definition.

To prove the inequality (3.4), we first consider the case the line segment of p, q does
not pass 0, i.e., λp+ (1−λ)q 6= 0,∀ 0 ≤ λ ≤ 1. Since γ2(p) is homogeneous of degree
2, we know that Hγ2(p) is homogeneous of degree 0, which yields

(3.5) Hγ2(ζ) = Hγ2 (ζ/|ζ|) , ∀ζ 6= 0.

By mean value theorem, there exists a λ0 ∈ (0, 1) and ζ = λ0p+ (1− λ0)q 6= 0, such
that

(3.6) γ2(p) = γ2(q) +∇(γ2(q)) · (p− q) +
1

2
(p− q)THγ2(ζ) · (p− q).
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Thus (3.4) holds for such p, q.
If 0 is contained in line segment of p, q, we can find a sequence (pk, qk)→ (p, q)

such that for each k, the line segment of pk, qk does not pass 0. We know (3.4) holds
for such pk, qk. And the (3.4) is thus valid for all p, q by the continuity of γ2(p) and
∇(γ2(p)).

Theorem 3.3. Suppose γ(n) satisfies the energy stable condition (1.5). Then
there exists a constant K(n) <∞ only depends on γ(n) given by

(3.7) K(n) =
6|ξ|2 + 8γ(n)|ξ|+ 16C1

γ(n)
<∞,

such that FK(n,u,v) ≥ γ2(u× v), ∀u,v ∈ S2.
Proof. It is convenient to consider the special case n = (0, 0, 1)T . We write u,v

in the spherical coordinates,

u = (cosφ1 cos θ1, cosφ1 sin θ1, sinφ1)T ,(3.8a)

v = (cosφ2 cos θ2, cosφ2 sin θ2, sinφ2)T ,(3.8b)

where −π2 ≤ φ1, φ2 ≤ π
2 , 0 ≤ θ1, θ2 < 2π. And in case φ = ±π2 , we choose θ = 0. The

cross product u× v is then represented as

(3.9) u× v = cosφ2 sinφ1v̂0 + cosφ1 sinφ2û0 + cosφ1 cosφ2(0, 0, sin θ2,1)T ,

where

(3.10) û0 = (sin θ1,− cos θ1, 0)T , v̂0 = (− sin θ2, cos θ2, 0)T , θ2,1 = θ2 − θ1.

And denote u0,v0 as

(3.11) u0 := (cos θ1, sin θ1, 0)T , v0 := (cos θ2, sin θ2, 0)T .

Since |u|, |v|, |u0|, |v0| = 1, we know that |(u−u0)×v| ≤ |u−u0|, |u×(v−v0)| ≤
|v − v0|, |(u− u0)× (v − v0)| ≤ |u− u0|+ |v − v0|, and thus

(3.12) |u× v − u0 × v0|2 ≤ 8(|u− u0|2 + |v − v0|2).

By taking p = u × v, q = u0 × v0 in (3.4), and noticing u0 × v0 = (sin θ2,1)n, we
obtain

γ2(u× v)− (sin ∆θ)2γ2(n)

≤ sin θ2,1∇(γ2(n)) · (u× v − u0 × v0) + C1|u× v − u0 × v0|2

≤ 2γ(n)ξ · (sinφ1 v̂0 + sinφ2 û0) sin θ2,1

+ 4γ(n)|ξ|((sinφ1)2 + (sinφ2)2) + 8C1(|u− u0|2 + |v − v0|2)

≤ 2γ(n)ξ · ((cos θ2,1 v0 − u0) (n · u) + (cos θ2,1 u0 − v0) (n · v))(3.13)

+ 4(γ(n)|ξ|+ 4C1)((n · u)2 + (n · v)2).

Where we use the facts |u − u0| = 2| sin φ1

2 |, |v − v0| = 2| sin φ2

2 | and (sinφ)2 ≥
2(sin φ

2 )2 = 1− cosφ, ∀ − π
2 ≤ φ ≤

π
2 .
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To estimate G(n,u,v), we observe the following inequalities

(ξ · u)(n · u) = (ξ · u0)(n · u) + (ξ · (u− u0))(n · (u− u0))

≥ (ξ · u0)(n · u)− 2|ξ|(n · u)2,(3.14a)

(ξ · v)(n · v) ≥ (ξ · v0)(n · v)− 2|ξ|(n · v)2.(3.14b)

Combining (3.1) and (3.14) yields

(3.15) G(n,u,v) ≥ G(n,u0,v0)− 4γ(n)|ξ|((n · u)2 + (n · v)2).

Finally, by (3.2) in lemma 3.1, the estimation of γ2(u × v) (3.13), and the esti-
mation of G(n,u,v) (3.15), we obtain

FK(n,u,v)− γ2(u× v)

≥ γ(n)2(cos θ2,1)2 − 2γ(n) cos θ2,1 ((ξ · v0)(n · u) + (ξ · u0)(n · v))

+ (γ(n)K(n)− 4|ξ|2 − 8γ(n)|ξ| − 16C1)((n · u)2 + (n · v)2)

≥ γ(n)2(cos θ2,1)2 − 2γ(n)| cos θ2,1| |ξ| ((n · u) + (n · v))

+ 2|ξ|2((n · u)2 + (n · v)2)

≥ 0.

Thus we have FK(n,u,v) ≥ γ2(u × v) for n = (0, 0, 1)T . And since the constant
K(n) only depends on γ(n), the proof is valid for arbitrary n ∈ S2.

Theorem 3.3 indicates that the set
{
k(n)

∣∣∣Fk(n,u,v) ≥ γ2(u×v), ∀u,v ∈ S2
}

contains an element K(n) < ∞, and thus is not empty. Together with the fact
k0(n) ≥ γ(n) yields the existence of k0(n).

Corollary 3.4 (existence of the minimal stabilizing function). Suppose γ(n) ∈
C2 with γ(n) = γ(−n). Then the minimal stabilizing function k0(n) in (2.26) is
well-defined.

Finally, we point out the minimal stabilizing function k0(n) is determined by
γ(n). And similar to the 2D result in [5], this map is sub-linear.

Theorem 3.5 (positive homogeneity and subadditivity). Suppose γ(n) = γ1(n)+
γ2(n). Let k0(n), k1(n), k2(n) be the minimal stabilizing function of γ(n), γ1(n), γ2(n),
respectively, we know that

• ∀c > 0, ck0(n) is the stabilizing function of cγ(n);
• k0(n) ≤ k1(n) + k2(n).

Proof. The proof of positive homogeneity is similar to the proof of lemma 4.4 in
[5], thus we only prove subadditivity. Here we use ξ, ξ1, ξ2 to denote the ξ vector for
γ(n), γ1(n), γ2(n), respectively.

Since k1(n) is the minimal stabilizing function of γ1(n). For any t ∈ R, we have

1

2
uTZk1(n)u+

t2

2
vTZk1v − tγ1(u× v)

≥ 2

√
t2

4
Fk1(n,u,v)− tγ1(u× v)

≥ 0.(3.16)
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And this inequality is also true for γ2(n). Add the two inequalities together, and
noticing ξ = ξ1 + ξ2, it yields that

1

2
uTZk1+k2(n)u+

t2

2
vTZk1+k2v − tγ(u× v) ≥ 0, ∀t ∈ R,(3.17)

which means its discriminant γ2(u×v)−Fk1+k2(n,u,v) ≤ 0. And the subadditivity
is a direct conclusion from the definition of minimal stabilizing function (2.26).

3.2. Proof of the main theorem. By establishing the existence of k0(n), we
now have enough tools to prove (2.27b) in theorem 2.3. To simplify the proof, we first
introduce the following alternative definition for the surface gradient operator ∇S .

Lemma 3.6. Suppose σ is a non-degenerated triangle with three vertices {q1, q2, q3}
ordered counterclockwise. Let f/F be a scalar-/vector-valued function in P1(σ)/[P1(σ)]3,
respectively, {n, τ 1, τ 2} forms an orthonormal basis. Then the discretized surface gra-
dient operator ∇S in (2.21) satisfies

∇Sf = (∂τ1
f) τ 1 + (∂τ2

f) τ 2,(3.18a)

∇SF = (∂τ1
F ) τT1 + (∂τ2

F ) τT2 ,(3.18b)

where ∂τf denotes the directional derivative of f with respect to τ .
Proof. It suffices to prove (3.18a). Let x = λ1q1+λ2q2+λ3q3 with λ1+λ2+λ3 = 1

be a point in σ. We observe that

(q3 − q2)× n · (x− q3) = (x− q3)× (q3 − q2) · n
= (−λ1(q3 − q1)− λ2(q3 − q2))× (q3 − q2) · n
= −λ1(q2 − q1 + q3 − q2)× (q3 − q2) · n
= −λ1|J {σ}|.(3.19)

Thus λ1 = (q2−q3)×n
|J {σ}| · (x− q3), and λ2, λ3 can be derived similarly.

By definition of the directional derivative, we deduce that.

∂τ1f = lim
h→0

f(x+ hτ 1)− f(x)

h

= lim
h→0

1

h

(
f(q1)

(q2 − q3)× n
|J {σ}|

· (hτ 1)

+f(q2)
(q3 − q1)× n
|J {σ}|

· (hτ 1) + f(q3)
(q1 − q2)× n
|J {σ}|

· (hτ 1)

)
= ∇Sf · τ 1.(3.20)

Similarly, we have ∂τ2
f = ∇Sf · τ 2. Since {n, τ 1, τ 2} forms an orthonormal basis,

by vector decomposition and ∇Sf · n = 0, we obtain

∇Sf = (∇Sf · n)n+ (∇Sf · τ 1)τ 1 + (∇Sf · τ 2)τ 2

= (∂τ1f) τ 1 + (∂τ2f) τ 2,(3.21)

which is the desired indentity.
With the help of (3.18), we can then give the following upperbound for the sum-

mand γ(n)|σ| in the discretized energy W (2.24b).
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Lemma 3.7. Suppose σ, σ̄ are two non-degenerated triangles with counterclock-
wisely ordered vertices {q1, q2, q3}, {q̄1, q̄2, q̄3} and outward unit normal vectors n, n̄,
respectively. X is a vector valued function in [P1(σ)]3 satisfying X(qi) = q̄i, i =
1, 2, 3. Then for any k(n) ≥ k0(n), the following inequality holds

(3.22)
1

6
|σ|

3∑
i=1

(Zk(n)∇SX((qi)
−)) : ∇SX((qi)

−) ≥ γ(n̄)|σ̄|.

Proof. Since X ∈ [P1(σ)]3, its derivative ∇SX is a constant in σ. Suppose
{n, τ 1, τ 2} forms an orthonormal basis, by applying (3.18b), we obtain

(3.23) ∇SX((qi)
−) = (∂τ1X) τT1 + (∂τ2X) τT2 , i = 1, 2, 3.

Let ∂τ1
X = su, ∂τ2

X = tv, where s, t > 0 and u,v ∈ S2. Substituding this and the
definition of Zk(n) (2.8) into the LHS of (3.22) yields that

1

6
|σ|

3∑
i=1

(Zk(n)∇SX((qi)
−)) : ∇SX((qi)

−)

=
1

2
|σ|
(
Zk(n)(suτT1 + tvτT2 )

)
: (suτT1 + tvτT2 )

=
1

2
|σ|
(
s2(τ 1 · τ 1)uTZk(n)u+ t2(τ 2 · τ 2)vTZk(n)v

)
≥ |σ||st|

√
Fk(n,u,v) ≥ |σ||st|γ(u× v).(3.24)

For the RHS of (3.22), since σ̄ = X(σ), it holds that

(3.25) γ(n̄)|σ̄| = γ(n̄)

∫
σ

|∂τ1
X × ∂τ2

X|dA = |σ||st|γ(n̄)|u× v|.

Finally, since X ∈ [P1(σ)]3, for p and p + hτ 1 in σ, we have X(p + hτ 1) and
X(p) in σ̄. From the definition of directional derivative for function in [P1(σ)]3, we
get

(3.26) su · n̄ = (∂τ1
X) · n̄ =

X(p+ hτ 1)−X(p)

h
· n̄ = 0,

and similarly v · n̄ = 0, thus γ(u × v) = |u × v|γ(n̄). This equation together with
(3.24) and (3.25) yield the desired inequality (3.22).

With the help of lemma (3.7), we can then prove the energy stability part (2.27b)
in our main theorem 2.3.

Proof. First for any p ∈ S2, since k(n) ≥ k0(n), we have

(3.27) pTZk(n)p = γ(n)− 2(ξ · p)(n · p) + k(n)(n · p)2 ≥ 0,

thus Zk(n) is positive definite. By Cauchy inequality, it holds that

〈Zk(nm)∇SXm+1,∇S(Xm+1 −Xm)〉Sm

≥ 1

2
〈Zk(nm)∇SXm+1,∇SXm+1〉Sm − 1

2
〈Zk(nm)∇SXm,∇SXm〉Sm .(3.28)
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Suppose {nmj , τmj,1, τmj,2} forms an orthonomal basis for 1 ≤ j ≤ J , by (3.18b) we
obtain

1

2
〈Zk(nm)∇SXm,∇SXm〉Sm

=
1

6

J∑
j=1

3∑
i=1

|σmj |(Zk(nmj )∇SXm|σm
j

((qmji )−)) : ∇SXm|σm
j

((qmji )−)

=
1

2

J∑
j=1

|σmj |(τmj,1 ·Zk(nmj )τmj,1 + τmj,2 · Zk(nmj )τmj,2)

=
1

2

J∑
j=1

|σmj |γ(nmj )(τmj,1 · τmj,1 + τmj,2 · τmj,2)

=

J∑
j=1

|σmj |γ(nmj ) = Wm.(3.29)

Then apply lemma (3.7) for σ = σmj , σ̄ = σm+1
j and X = Xm+1|σm

j
, we know that

(3.30)
1

6
|σmj |

3∑
i=1

(Zk(nmj )∇SX|σm
j

((qi)
−)) : ∇SX|σm

j
((qi)

−) ≥ γ(nm+1
j )|σm+1

j |.

And this inequality holds for all 1 ≤ j ≤ J . Summing (3.30) for j = 1, 2, . . . , J and
combining (3.28) and (3.29) yields that

(3.31) 〈Zk(nm)∇SXm+1,∇S(Xm+1 −Xm)〉Sm ≥Wm+1 −Wm.

Finally, choosing ψ = µm+1 in (2.22a) and ω = Xm+1 in (2.22b), together with
(3.31) yields that

(3.32) Wm+1 −Wm ≤ τ
(
∇Sµm+1,∇Sµm+1

)
Sm ≤ 0.

Since this inequality is valid for all m, the unconditionally energy stable part (2.27b)
in theorem 2.3 is proved.

4. Numerical results. In this section, we first state the setup for solving the
SP-PFEM (2.22). Then we present serval numerical computations, including the con-
vergence test and the structural preserving test. Finally, we apply (2.22) to simulate
the surface evolution for different anisotropic energies.

The minimal stabilizing function k0(n) is given by the bilinear interpolation,
where the interpolation points are ni,j = (cosφi cos θj , cosφi sin θj , sinφi)

T , φi =
−π2 + i

10π, θj = −π + j
5π, 0 ≤ i, j ≤ 10, and the k0(ni,j) is given by solving (2.26).

The surface energy matrix Zk(n) as well as the SP-PFEM (2.22) is thus determined
by giving a stabilizing function k(n) ≥ k0(n).

The fully-implicit linear system (2.22) is solved by using the Newton’s iterative
method provided in [8]. And for each discrete time level tm = mτ , the iteration is

terminated when
∥∥∥Xδ

∥∥∥
∞
≤ 10−12,

∥∥µδ∥∥ ≤ 10−12, where (Xδ(·), µδ(·)) ∈ [Km]3×Km

is the Newton direction.
Given a initial shape S0, we generate its approximation S0 = ∪Jj=1σ̄

0
j with J

triangles {σ0
j }Jj=1 and I vertices {q0

i }Ii=1 by using a matlab toolbox called CFDTool
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[36] with a given parameter mesh size h. For the time step size τ and the mesh size h,
we denote the solution of (2.22) with the initial approximation S0

h with J(h) triangles
and I(h) vertices at tm by (Xm

h,τ , µ
m
h,τ ). And we define Xh,τ (t) by

(4.1) Xh,τ (t) =
t− tm
τ

Xm
h,τ +

tm+1 − t
τ

Xm+1
h,τ , ∀t ∈ [tm, tm+1), m ≥ 0.

And Sh,τ (t) is defined similarly.
To test the convergence rate of (2.22), we adopt the manifold distance M(·, ·) to

measure the difference between two closed surfaces S1 and S2, which is given by

(4.2) M(S1, S2) := 2|Ω1 ∪ Ω2| − |Ω1| − |Ω2|,

where we denote Ω1 and Ω2 to be the interior of S1 and S2, respectively. Based on
the manifold distance, the numerical error is defined as

(4.3) eh,τ (t) := M(Sh,τ (t), S(t)).

Here S(t) is approximated by the refined mesh She,τe(t) with k(n) = k0(n), where
he = 2−4 and τe = 2

25h
2
e.

In the numerical experiments for convergence rates, the time step size and the
mesh size are chosen as τ = 2

25h
2, the initial shape S0 is chosen as a 2× 2× 1 cuboid,

and its approximation is a polyhedron S0
he,τe

with 10718 triangles and 5361 vertices.
We consider the following five cases of the anisotropic surface energy γ(n) as well as
the stabilizing function k(n):

• Case 1: γ(n) = 1 + 1
4 (n4

1 + n4
2 + n4

3), k(n) = k0(n);
• Case 2: γ(n) = 1 + 1

2 (n4
1 + n4

2 + n4
3), k(n) = k0(n);

• Case 3: γ(n) = (n4
1 + n4

2 + n4
3)

1
4 , k(n) = k0(n);

• Case 4: γ(n) = (n4
1 + n4

2 + n4
3)

1
4 , k(n) = k0(n) + 1;

• Case 5: γ(n) = (n4
1 + n4

2 + n4
3)

1
4 , k(n) = k0(n) + 2;

• Case 6: γ(n) = (n4
1 + n4

2 + n4
3)

1
4 , k(n) = k0(n) + 5.

The numerical errors are listed in TABLE 4. We note that while the γ(n) and
k(n) are different in each cases, the convergence rates for this manifold error are
all about second order in h. This result indicates the proposed SP-PFEM (2.22)
has a good robustness in convergence rate, and we can choose large k(n) such as
k(n) ≡ sup

n∈S2
k0(n) to avoid the computation cost in bilinear interpolation without

loss of efficiency.
To examine the volume conservation and unconditionally energy dissipation, we

consider these two indicators, the normalized volume change ∆V (t)
V (0) := V (t)−V (0)

V (0) and

the normalized energy W (t)
W (0) ; and we choose the initial shape to be a 2×2×1 ellipsoid.

Figure 4.1 shows the normalized volume change ∆V (t)
V (0) for the anisotropy in Case 1,

Case 2, Case 3, with fixed h = 2−3, τ = 2
25h

2 in (a), (b), (c), respectively. We find the
order of magnitude of the volume change ∆V (t) is 10−15, which is close to the machine
epsilon 10−16, and thus indicates the volume is well conserved. Figure 4.2 plot the

normalized energy W (t)
W (0) for different cases and mesh size h with τ = 2

25h
2 and for

different τ with a constant mesh size h = 2−4, respectively. We observe the normalized

energy W (t)
W (0) is monotonically decreasing in time, even for the relatively large time step

size τ = 0.01. And these graphs also suggest the stabilizing function k(n) does not
infect the energy, and we can choose a relatively large stabilizing function k(n), which
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(h, τ) eh,τ ( 1
2 ) Case 1 order eh,τ ( 1

2 ) Case 2 order eh,τ ( 1
2 ) Case 3 order

(h0, τ0) 1.24E-1 - 1.47E-1 - 1.12E-1 -

(h0

2 ,
τ0
4 ) 3.06E-2 2.01 3.54E-2 2.05 2.82E-2 1.98

(h0

22 ,
τ0
42 ) 7.90E-3 1.96 8.74E-3 2.02 7.54E-3 1.90

(h, τ) eh,τ ( 1
2 ) Case 4 order eh,τ ( 1

2 ) Case 5 order eh,τ ( 1
2 ) Case 6 order

(h0, τ0) 1.10E-1 - 1.12E-1 - 1.12E-1 -

(h0

2 ,
τ0
4 ) 2.83E-2 1.96 2.89E-2 1.96 3.09E-2 1.99

(h0

22 ,
τ0
42 ) 7.48E-3 1.92 7.58E-3 1.93 7.86E-3 1.97

(h, τ) eh,τ (1) Case 1 order eh,τ (1) Case 2 order eh,τ (1) Case 3 order

(h0, τ0) 1.46E-1 - 1.22E-1 - 1.11E-1 -

(h0

2 ,
τ0
4 ) 3.52E-2 2.05 3.01E-2 2.02 2.74E-2 2.02

(h0

22 ,
τ0
42 ) 8.67E-3 2.02 7.75E-3 1.96 7.21E-3 1.93

(h, τ) eh,τ (1) Case 4 order eh,τ (1) Case 5 order eh,τ (1) Case 6 order

(h0, τ0) 1.10E-1 - 1.10E-1 - 1.13E-1 -

(h0

2 ,
τ0
4 ) 2.76E-2 1.99 2.80E-2 1.97 2.90E-2 1.96

(h0

22 ,
τ0
42 ) 7.23E-3 1.93 7.36E-3 1.93 7.56E-3 1.94

Table 4.1
Numerical error eh,τ at time T = 1

2
, 1 and the convergence rate for simulating the anisotropic

surface diffusion start from a 2 × 2 × 1 cuboid with different anisotropic energies γ(n) and sta-
bilizing functions k(n) given in Case 1-6. The mesh size, time step size, number of trian-

gles and number of vertices for the coarse shapes are (h0 := 2−1, τ0 := 2−1

25
, 140, 72), and then

(2−2, 2−3

25
, 624, 314), (2−3, 2−5

25
, 2502, 1253).
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Fig. 4.1. Plot of the normalized volume change
∆V (t)
V (0)

for different anisotropic energies in Case

1 (a), Case 2 (b) and Case 3 (c).

consists the result in convergence rate test. And the above volume and energy tests
validate the theorem (2.3) numerically.

Finally, we use (2.22) to investigate the motion by anisotropic surface diffusion
with different anisotropies. We consider the weak anisotropy γ(n) =

√
n2

1 + n2
2 + 2n2

3

with k(n) = k0(n) first. The evolutions of a smooth 2 × 2 × 1 ellipsoid and a non-
smooth 2 × 2 × 1 cuboid are shown in figure 4.3 and figure 4.4, respectively. We
choose the mesh size h = 2−4 and the time step size τ = 2

25h
2, and the ellipsoid and

the cuboid are initially approximated by K(h) = 10718, I(h) = 5361 and K(h) =
32768, I(h) = 16386, respectively. By comparing the two figures, we find the two
numerical equilibriums are close in shape, which indicates our scheme (2.22) is stable
in catching the equilibrium shape for different initial shapes. We can see that the
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Fig. 4.2. Plot of the normalized energy
W (t)
W (0)

for weak/strong anisotropy γ(n) = 1 + 1
4

(n4
1 +

n4
2 + n4

3) or γ(n) = 1 + 1
2

(n4
1 + n4

2 + n4
3) for k(n) = k0(n) with different h and τ (a), (b); for fixed

h = 2−4 with different τ (c), (d); for h = 2−4, τ = 2
25
h2 with different k(n) (e), (f), respectively.

meshes are well distributed during the evolution, and we do not need to remesh the
surface.

Then we show the evolution of a strong anisotropy γ(n) = 1 + 1
2 (n4

1 + n4
2 + n4

3)
from a 2× 2× 1 cuboid, and the parameters are chosen the same as in previous weak
anisotropy. As can be seen from figure 4.5, the large and flat facets may be broken
into small facets, and the small facets may also merge into a large facet. Moreover,
we note from figure 4.5 that the triangulations become dense at the edges where the
facets merge but become sparse at the other edges and at the interior of the facets
where the weighted mean curvature µ is almost a constant.
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Fig. 4.3. Evolution of a 2×2×1 ellipsoid by anisotropic surface diffusion with a weak anisotropy

γ(n) =
√
n2

1 + n2
2 + 2n2

3 and k(n) = k0(n) at different times.

5. Conclusions. By generalizing the symmetrized surface energy matrix Zk(n)
into 3D, we proposed a new weak formulation for the weighted mean curvature µ
and derived a symmetrized variational formulation. Based on this new variational
formulation, we proposed a structural-preserving finite element method (SP-PFEM)
for anisotropic surface diffusion in 3D and established its unconditional energy sta-
bility for C2 anisotropies with γ(−n) = γ(n) (1.5). Moreover, we constructed the
upper bound for the minimal stabilizing function k0(n), which also gave a promis-
ing approach to determine the symmetrized surface energy matrix Zk(n). Unlike
other structural-preserving schemes for anisotropic surface diffusion, our SP-PFEM
can work for an arbitrary initial shape and a much broader functional class, the sym-
metric C2 functions.

Similar to other PFEMs, our SP-PFEM for 3D anisotropic surface diffusion illus-
trated a second-order convergence rate, which was also verified by various numerical
experiments. We examined the volume is conserved in machine epsilon, and the en-
ergy is dissipative, regardless of the choice of the anisotropy γ(n), the stabilizing
function k(n) and the time step size τ , which matched the prediction of the main
theorem 2.3 well. We presented the evolution of both smooth and non-smooth initial
shapes with weakly/strongly anisotropic energies. Many interesting phenomena were
shown, such as numerical equilibrium, facet breaking, and facet merging.

Finally, We point out that the symmetrized variational formulation (2.14) can be
applied to other geometric flows with symmetric anisotropic surface energy, such as the
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Fig. 4.4. Evolution of a 2×2×1 cuboid by anisotropic surface diffusion with a weak anisotropy

γ(n) =
√
n2

1 + n2
2 + 2n2

3 and k(n) = k0(n) at different times.

anisotropic mean curvature flow [10], the Stefan problem [13], and the anisotropic elas-
tic flow [15]. Our future work will consider the SP-PFEM for asymmetric anisotropic
energies for the 2D and 3D anisotropic surface diffusion.

Appendix A. Remark for several common used anisotropic surface energies

For the ellipsoidal anisotropic surface energy [10]

(A.1) γ(n) =
√
nTGn,

where G is positive definte, we have

γ(p) =
√
pTGp, ∀p ∈ R3

∗ := R3 \ {0},(A.2)

ξ = ξ(n) = γ(n)−1Gn, ∀n ∈ S1,(A.3)

Hγ(n) = γ(n)−3/2(γ(n)2G− (Gn)(Gn)T ).(A.4)

And we know Hγ(n) is semi-positive definite by Cauchy inequality, which indicates
the ellipsoidal anisotropy is weakly anisotropic.

For the lr-norm (r ≥ 2) metric anisotropic surface energy [5]

(A.5) γ(n) = (|n1|r + |n2|r + |n3|r)1/r,
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Fig. 4.5. Evolution of a 2×2×1 cuboid by anisotropic surface diffusion with a strong anisotropy
γ(n) = 1 + 1

2
(n4

1 + n4
2 + n4

3) and k(n) = k0(n) at different times.

we have

γ(p) = ‖p‖lr = (|p1|r + |p2|r + |p3|r)
1
r , ∀p ∈ R3

∗ ,(A.6)

ξ = ξ(n) = γ(n)1−r

|n1|r−2n1

|n2|r−2n2

|n3|r−2n3

 , ∀n ∈ S1,(A.7)

Hγ(n) = (r − 1)γ(n)1−2r

|n1|r−2(|n2|r + |n3|r) ∗ ∗
−|n1n2|r−2n1n2 ∗ ∗
−|n1n3|r−2n1n3 ∗ ∗

 .(A.8)

Where the ∗ entries can be deduced from other entries. By checking leading principal
minors, we know that Hγ(n) is semi-positive definite. Thus the lr-norm anisotropy
is weakly anisotropic.

For the 4-fold anisotropic surface energy [21]

(A.9) γ(n) = 1 + β(n4
1 + n4

2 + n4
3),

we have

γ(p) =
(
p2

1 + p2
2 + p2

3

) 1
2 + β(p4

1 + p4
2 + p4

3)
(
p2

1 + p2
2 + p2

3

)− 3
2 ,(A.10)

ξ = ξ(n) = n+ β
(
4n3

1 − 3n1(n4
1 + n4

2 + n4
3), ∗, ∗

)T
,(A.11)

λ1(n) + λ2(n) = 2(1− 3β) + 36β(n2
1n

2
2 + n2

2n
2
3 + n2

3n
2
1).(A.12)
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Thus γ(n) is strongly anisotropic if β > 1/3. For β = 1/3, we know λ1(n)+λ2(n) ≥ 0
and

(A.13) λ1(n)λ2(n) = 4(5(n4
1n

4
2 + n4

2n
4
3 + n4

3n
4
1) + 18n2

1n
2
2n

2
3)) ≥ 0,

which means γ(n) is weakly anisotropic. When β = 0, γ(n) collapse to the l2-norm,
and we have alreadly known such γ(n) is weakly anisotropic. We know that γ(n) is
weakly anisotropic for 0 ≤ β ≤ 1

3 and is strongly anisotropic for β > 1
3 .

Finally, for the regularized BGN anisotropic surface energy [12]

(A.14) γ(n) =

(
L∑
l=1

(nTGln)r/2

)1/r

,

where G1,G2, . . . ,GL are positive definite matrices, we get

γ(p) =

(
L∑
l=1

(pTGlp)r/2

)1/r

, ∀p ∈ R3
∗,(A.15)

ξ = ξ(n) = γ(n)1−r
L∑
l=1

γr−2
l (n)Gln ∀n ∈ S1,(A.16)

Hγ(n) = γ(n)1−2r(M1 + (r − 1)M2).(A.17)

where γl(n) :=
√
nTGln, l = 1, 2, . . . , L, and

(A.18) M1 = γ(n)r
L∑
l=1

γl(n)r−4(γl(n)2Gl − (Gln)(Gln)T ),

(A.19)

M2 = γ(n)r
L∑
l=1

(Gln)(Gln)T γr−4
l (n)− (

L∑
l=1

γr−2
l (n)Gln)(

L∑
l=1

γr−2
l (n)Gln)T .

By Cauchy inequality, we obtain that M1,M2 are semi-positive definite. Thus the
BGN anisotropy is weakly anisotropic for r ≥ 1.
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