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UNRESTRICTED DEFORMATIONS OF THIN ELASTIC STRUCTURES

INTERACTING WITH FLUIDS

M. KAMPSCHULTE, S. SCHWARZACHER, G. SPERONE

Abstract. In this paper we discuss the motion of a beam in interaction with fluids. We allow the beam to
move freely in all coordinate directions. We consider the case of a beam situated in between two different
fluids as well as the case where the beam is attached only to one fluid. In both cases the fluid-domain is
time changing. The fluid is governed by the incompressible Navier-Stokes equations. The beam is elastic
and governed by a hyperbolic partial differential equation. In order to allow for large deformations the
elastic potential of the beam is non-quadratic and naturally possesses a non-convex state space. We derive
the existence of weak-solutions up to the point of a potential collision.
AMS Subject Classification: 74F10, 76D05, 35Q30, 35Q35, 35Q74, 35R35, 76D03.
Keywords: incompressible fluids, Navier–Stokes equations, weak solution, elastic beam, time dependent
domains, moving boundary, Bogovskij-operator.

1. Introduction

The field of fluid-structure interaction (FSI) consists of a multitude of vastly different problems, from
rigid bodies slowly floating in a container, to the study of fast oscillations of bridges swinging in the
wind. Applications are many and the research of the topic is extensive and far reaching. See [2, 5, 21,
29, 30] for some applications and their relation to mathematical modelling. Perhaps one of the most
important mathematical benchmarks comes in the form of a one-dimensional elastic beam on top of
a two-dimensional fluid reservoir (see Figure 1.1 for a sketch of that setting) and some of the most
fundamental papers in the field have dealt with this particular topic. See [5] and the references there for
an overview, see also the recent advances [7, 18]. The attention spent to this type of problems is by no
means surprising, considering that any realistic solid will be at least somewhat deformable and dealing
with a thin, lower-dimensional object focuses the interaction to its most essential feature, the interaction-
interface. It also relates to fundamental applications of fluid flows through tubes (like blood-flow) where
large deformations are known to have a most sincere effect on the dynamics [2, 5, 14].

In fluid-structure interactions more elaborate settings have been investigated. An ever-increasing effort
has been granted the study of elastic shells in contact with a three-dimensional fluid. Relevant here is the
study on weak solutions. It includes (non-linear) Koiter-shells interacting with incompressible Navier-
Stokes equations [13, 14, 24, 25, 27, 28], their interaction with non-Newtonian fluids [23], compressible
fluids [4] and heat-conducting fluids [3, 32].

In all that effort, however the deformation is given as a graph and the interaction is restricted to
happen in scalar form in a fixed direction (usually the outer normal to the reference domain) only. The
so-called “tangential interaction” has mostly been excluded in the study of weak-solutions. In case of
the beam on top of a fluid, the beam is commonly allowed to move vertically only (see [18, 19] and
the references there). While this is indeed the direction in which most of the movement is expected,
it is nevertheless as artificial as restricting the solid to rigid body deformations in other FSI problems.
Concerning the literature on weak solutions, the only available work seems to be [6]. Here, however the
large deformation regime is excluded as compression in tangential direction is not penalized substantially
enough.

The aim of this paper is to open up the study of thin elastic structures interacting with fluids, allowing
the interaction to happen at all times, at all points of the interaction surface and in all directions;
including potentially large deformations of the structure (See Theorems 2.2 and 2.3).

For that innovation we focus on a beam interacting with the two dimensional incompressible Navier-
Stokes equations (as is sketched in Figure 1.1). We believe it to be a good benchmark as a lot of the
interesting phenomena already appear in the case of a beam, while at the same time it introduces as

1

http://arxiv.org/abs/2206.08047v1


2 M. KAMPSCHULTE, S. SCHWARZACHER, G. SPERONE

little as possible unrelated difficulties. Thus a thorough understanding of this setup involving large
deformations and tangential interactions can serve as a crucial guide to the study of more complex
situations. Indeed, looking back in history one discovers that many methods developed for the beam
transfer to the more general cases, once their details are fully understood.

0 ℓ

η(t)

Fluid domain at time t

Figure 1.1. Fluid domain restricted by an elastic beam parametrized by η(t) : [0, ℓ] →
R
2.

As said, we decided to take a rather specific PDE for the elastic structure.1 The main features (each
relating to a substantial mathematical challenge) of the beam equation considered here are:

(1) The beam may deform both horizontally and tangentially. The fluid and the solid velocity are
coupled with respect to both coordinate directions.

(2) The beam may deform largely. This regime, which has been almost unexplored in the mathe-
matical theory of thin structures so far, includes the penalization of compression (the elastic
energy needs to go to infinity with the deformation map becoming degenerate). It includes
non-linearities with negative powers.

(3) The beam can be purely elastic. We allow for existence of solids that themselves are not viscous.
Mathematically this means that the respective PDE for the beam alone is hyperbolic.2 [1].

What is unavoidable to ensure injectivity a-priori, is to include a small additional higher order term.
While this can be seen as a type of mathematical relaxation, these so-called second order materials are
also studied directly in the mathematical modelling of more complex solid materials.

In this paper we study two different setups. The first is a beam immersed between two potentially
different fluids (Fig. 2.1). The second is a fluid interacting with a beam at its boundary (Fig. 1.1). For
both settings we show the existence of weak solutions to the problem for arbitrary, well posed initial data;
the time-interval of existence can be prolonged provided the boundary of the fluid is not degenerating.
Furthermore the setting guarantees a minimal interval of existence (see Lemma 5.2). On a technical
level, the second setting is derived via a limit passage of the first one, by “removing one of the two
fluids”.

The theory of largely deforming solids involving tangential interactions we develop here is possible due
to the overcoming of two major technical challenges to construct weak solutions. These challenges are (1)
to obtain an approximation of the solution and (2) to show the strong convergence of the fluid-velocity
by some argument of Aubin-Lions type.

While (2) is a well known challenge in the framework of weak solutions of fluid-structure interactions
(in particular involving hyperbolic structure equations) [11, 12], (1) is a peculiar problem when large
deformations of solids are concerned [1]. Indeed, to date, the only available strategy to produce injective
approximants in large deformation models of solids is a variational approach, based on a minimizing
movements scheme developed in [1]. It allows us to treat the problem directly from an energetic point of
view. This strongly deviates from the more common approaches to FSI-problems, which usually involve
a so called “arbitrary Lagrangian-Eulerian map”, maps that depend strongly on the problem geometry

1See (2.4) for our particular choice of elastic potential. See also Section 7 where we relate our model to other models.
2It is noteworthy that purely elastic solids have to be excluded in the existence theory for non measure-valued bulk solids

interacting with fluids, as there viscosity is needed to stabilize the evolution of the solid in its interior, away from the fluid.
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and thus approaches that grow in complexity and difficulty with the number of directions available to
and size of deformations.

We thus emphasize that the reason for the usual restrictions of the normal direction for the interaction
is mostly mathematical in nature. What is perhaps the key difficulty of fluid-structure interactions is
the mismatch in description between fluid and solid. While there have been some attempts to change
this paradigm, fundamentally the only practical way of describing an elastic solid is in a Lagrangian
fashion, using a fixed reference configuration. On the other hand a full description of a fluid in such a
way is fundamentally impossible for anything other than very short times and ultimately there is no way
to avoid at least an Eulerian aspect to them.

As a result, the key problem is the injectivity of the solid deformation. This has already been a
traditional concern in solid mechanics [10, 20]. There, mathematically, injectivity is an optional condition.
(One can for example construct solutions and then later verify that they are injective). In contrast, when
dealing with fluid structure interaction, the injectivity is a-priori necessary to formulate the coupling
with the fluid. As such it needs to be guaranteed at all points in the proof, even when just constructing
approximative solutions.

Now this relates back to the problem at hand, by noting that in the classical spaces available for
a-priori estimates, if one allows tangential movement, then there are non-injective deformations in every
neighbourhood of any injective configuration (for instance by doubling back on a tiny interval).

Even though the construction seems only possible due to the recent advances for large deformation
solids [1], the technical highlight of the present paper is (2), namely the strong convergence of the fluid
velocity. Here it was not possible to rely on methods developed in [1] as we consider hyperbolic beam
equations. Hence, due to the non-linear coupling, the dissipative influence of the fluid on the motion of
the beam has to be used. This in general is a difficult task [24, 25, 27]. We can to some extent rely on
ideas developed in these references (in particular [25]), but in order to apply this here we need to invent
substantially new analytic tools. We briefly summarize our efforts, which also might be of independent
value:

• (Almost) solenoidal extensions of vector fields. We introduce appropriate extension op-
erators of given boundary values in vectors including tangential directions. This is the technical
core of the construction. (See Proposition 3.5).

• Universal Bogovskij operators. In order to make functions solenoidal, we use so-called Bo-
govskij operators. We introduce here Bogovskij operators that act on all domains with certain
restrictions (see Theorem 3.3). The provided construction here allows for very precise dependen-
cies on the potential degeneration of the fluid-domain.

• Differential pressure across the interface. Instead of just focusing on divergence free test-
functions and ignoring the effects of the pressure during the approximations, at each step we
additionally construct the difference in total pressures as a single time-dependent scalar. This
allows us to test the beam with test-functions which cannot be extended into divergence-free
vector-fields, without at the same time having to deal with the bad compactness-properties of
the entire pressure (See (4.36) and (5.5)).

All three points are interrelated. In particular, the last two are used in the first one, which seems to be
irreplaceable for two known critical challenges in FSI-analysis: The L2-compactness of the fluid velocity
and the establishment of a limit PDE (see Section 5).

The last point seems to be the key missing ingredient in some of the previous literature and as such
might have great potential for further applications. Essentially, by breaking with the standard para-
digm in the analysis of weak solutions for FSI, of keeping the pressure implicit when constructing weak
solutions, we are able to construct them for fluid-structure interactions involving tangential motions of
the structure. The idea here was motivated by the (partial) pressure reconstructions (and decomposi-
tions) [16] that were successfully used for the existence analysis for non-Newtonian fluids.

The layout of this paper is as follows: In Section 2 we will give a precise mathematical description
of the fluid-structure interaction problem we study and state the main results, Theorems 2.2 and 2.3.
Section 3 is the technical core of the paper where we will provide the universal Bogovskij operator and
the solenoidal extension. Section 4 will consist of constructing an approximative solution by variational
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methods. In Section 5 we will proceed with the limit passage. Most of this section is dedicated to
an Aubin-Lions type argument showing compactness of the fluid velocities. This finishes the proof of
Theorem 2.2. Section 6 will be devoted to the proof of Theorem 2.3, by “removing one of the two fluids”
via another limit. Some outlook how to extend the here developed methodology to non-linear shell-like
structures concludes the paper in Section 7.

2. Concept of solutions and main results

2.1. General description of the problem. In order to have an easy to follow setup, we will study
the FSI-problem on the square domain

Ω := (0, ℓ) ×
(
− ℓ
2
,
ℓ

2

)
for ℓ > 0.

which will be intersected by a solid in the form of a curve connecting the points (0, 0) and (ℓ, 0).
Here Ω represents a two-dimensional cavity bisected in its middle section by a one-dimensional vis-

coelastic beam, corresponding to a simplified one-dimensional analogue of a linear viscoelastic Koiter
shell model [22]. The container is filled with two fluids in motion that deform the beam separating them,
allowing for both normal and tangential displacements of the beam, whereas the remaining walls of the
cavity remain fixed in time, see Figure 2.1.

0 ℓ

(0,−ℓ/2)

(ℓ, ℓ/2)

η(t)

Ωη
−(t)

Ωη
+(t)

Figure 2.1. Two fluid domains Ωη
+(t) and Ωη

−(t) separated by the elastic beam
parametrized through η.

The fluids and the structure are fully coupled through two coupling conditions: The no-slip boundary
condition and the dynamic coupling condition describing the balance of forces at the structure interface.
The flows are driven by initial and right hand side data, which includes a time-dependent external forcing
defined over the fixed domain Ω.

The time-deformation of the beam will be described by η : [0, T ) × [0, ℓ] −→ Ω, where [0, ℓ] serves as
a reference configuration. This elastic beam deforms, splitting Ω into two time-dependent fluid domains
which are not known a priori. We denote those by Ωη

+(t) and Ωη
−(t) at each time t ∈ [0, T ).

Accordingly, the tangent vector to the deformed structure will be denoted by τ(x, t) = ∂xη(t, x), and
the outer unit normals at the point η(x, t) will be denoted by ν+(x, t) and ν−(t, x) = −ν+(t, x). Notice
that, for every t ∈ [0, T ) and x ∈ (0, ℓ), ν+(t, x) is directed to the interior of Ωη

−(t) and that ν−(t, x) is
directed to the interior of Ωη

+(t).
The fluids in the two halves of the domain are both assumed to be two-dimensional, homogeneous,

viscous, incompressible and Newtonian. They are however allowed to have different densities and vis-
cosities. Their velocity fields u+, u− and scalar pressures p+, p− satisfy the incompressible Navier-Stokes
equations in Ωη

+(t) and Ωη
−(t), respectively, for t ∈ [0, T ):

ρ± (∂tu± + u± · ∇u±)−∇ · σ±(u±, p±) = ρ±f, ∇ · u± = 0 in Ωη
±(t).(2.1)
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Here and in the future we use the index ± as a shorthand to consistently denote either + or − as an
index, when dealing with otherwise identical equations for the two parts of the domain.

In the above equation ρ± > 0 denote the (constant) densities of the fluids and σ±(u±, p±) are the
stress tensors of the fluids given by the Newtonian law:

σ±(u±, p±) := 2µ±ε(u±)− p±I2 = µ±
[
∇u± + (∇u±)⊤

]
− p±I2

with µ± > 0 the (constant) kinematic viscosities of the fluids and where ε(±u) denotes the symmetrized
gradient of u±.

On the right-hand side of (2.1), f : [0, T )×Ω −→ R
2 represents an external body force (for example,

gravity) acting over each of the fluids. To complete the formulation of the problem, we impose the
standard no-slip boundary condition on the rigid walls of ∂Ω:

u± = 0 on [0, T ) × ∂Ω,(2.2)

the initial condition

u±(0, z) = u0(z) for all z ∈ Ω±(0) ,(2.3)

as well as a coupling with the solid that will be described later.
• The elastodynamics of the solid will be given in terms of displacement with respect to the its

parametrization over [0, ℓ]. Please see the Section 7 for a formal derivation of the model. The strong
formulation of the equations is given in terms of a differential operator LΓ which can be obtained as the
derivative of the elastic energy EK(η) of the beam, as well as additional dissipation and inertial terms. For
the model case we are treating here, this energy includes the Koiter-type contributions due to stretching
and bending, but also importantly, terms that penalize compression in order to avoid degeneracy of the
resulting interface. More precisely, we define

EK(η) :=

ˆ ℓ

0

(
c1
2
|∂xη1 − 1|2 + 1

|∂xη1|2α
+
λ0
2

|∂xxη1|2 +
c2
2
|∂xxη2|2

)
dx ,(2.4)

for given constants c1, c2, λ0 > 0 and α > 1, so that

LΓ(η) =
∂4

∂x4

[
λ0η1

c2η2

]
− c1

∂2

∂x2

[
η1

0

]
− 2α

∂

∂x




∂xη1

|∂xη1|2(α+1)

0


 .

The structure elastodynamics problem is then given by

(2.5)





ρs∂ttη + LΓ(η) = g in [0, T ) × (0, ℓ),

η(t, 0) = (0, 0), η(t, ℓ) = (ℓ, 0), ∂xη(t, 0) = ∂xη(t, ℓ) = (1, 0) for all t ∈ [0, T ),

η(0, x) = η0(x) and ∂tη(0, x) = η∗(x) for all x ∈ [0, ℓ],

where ρs > 0 denotes the density of the structure and g represents the momentum forces of the fluid
acting on η(t). Finally, η0 and η∗ are the initial structure deformation and the initial structure velocity,
respectively.

• The fluid and the structure are linked via kinematic and dynamic coupling conditions. We
prescribe the no-slip kinematic coupling condition which means that the fluid and the structure velocities
are equal on the elastic boundary:

u+(t, η(t, x)) = u−(t, η(t, x)) = ∂tη(t, x) for all (t, x) ∈ [0, T ) × (0, ℓ).(2.6)

On the other hand, the dynamic boundary condition states that the total external force on the solid
is precisely the force exerted by the fluid:

g(t, x) = − |∂xη(t, x)| [σ+(u+, p+)(t, η(t, x)) ν+(t, x) + σ−(u−, p−)(t, η(t, x)) ν−(t, x)]

= −σ+(u+, p+)(t, η(t, x)) ∂xη⊥(t, x) + σ−(u−, p−)(t, η(t, x)) ∂xη
⊥(t, x),(2.7)

for every (t, x) ∈ [0, T )× (0, ℓ). Relation (2.7) states that the structure is driven by the forces resulting
from the fluid stress across the interface. Here the term |∂xη|, which multiplies the normal fluid stress
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σ±(u±, p±)ν±, is the line element resulting from the Lagrangian representation of the structure problem.
Since ∂xη always points in tangential direction and is of the same magnitude, we use the perpendicular
function ∂xη

⊥ with (v1, v2)
⊥ := (−v2, v1)T to simplify notation here.

2.2. Weak coupled solutions and energy (in)equality. We use the standard notation of Bochner
spaces related to Lebesgue and Sobolev spaces. In order to define the weak solutions of the coupled
system (2.1)-(2.7), let us first introduce the appropriate function spaces related to the structure

VK = L∞(0, T ;H2
0 ((0, ℓ);R

2)) ∩W 1,∞(0, T ;L2((0, ℓ);R2)),

VK := {η ∈ H2((0, ℓ);R2)) | (t, x) 7→ η(t, x) − (x, 0) ∈ VK , EK(η(t)) <∞ a.e. on t ∈ [0, T ]} ,

the spaces associated to the fluids:

V η
±(t) =

{
v ∈ H1(Ωη

±(t);R
2) | ∇ · v(t, ·) = 0 in Ωη

±(t), v = 0 on [0, T ) × ∂Ω
}
,

V η
± = L∞(0, T ;L2(Ωη

±(t);R
2)) ∩ L2(0, T ;V η

±(t)),

and the spaces for the solution pair and for the test functions, respectively:

VS =
{
(u±, η) ∈ V η

± × VK | u±(t, η(t, x)) = ∂tη(t, x) for all (t, x) ∈ [0, T ) × [0, ℓ]
}
,

V η
T =

{
(q±, ξ) ∈ V η

± × VK

∣∣∣∣∣
q±(t, η(t, x)) = ξ(t, x) for all (t, x) ∈ [0, T ) × [0, ℓ],

∂tq± ∈ L2(0, T ;L2(Ωη
±(t);R

2))}

}

Here Ωη
±(t) always denotes the two connected components of Ω \ η(t, (0, ℓ)).

The space of solutions in the case when only one fluid is considered in Ωη
− is defined as

V −
S =

{
(u−, η) ∈ V η

− × VK | u−(t, η(t, x)) = ∂tη(t, x) for all (t, x) ∈ [0, T )× [0, ℓ]
}
,

It should be noted that without additional information, provided for example by the energy, for a
given deformation η ∈ VK the variable domain Ωη(t) may not have a Lipschitz boundary. Nevertheless,
the traces used in the definition of VS and VT are still well defined, see for instance [8, 26].

Given f ∈ L2([0, T ) × Ω;R2), consider a smooth solution (u±, η) ∈ VS of the system (2.1)-(2.5), with
an associated scalar pressure p± ∈ L2(0, T ;L2(Ωη

±(t);R)), and a pair of test functions (q±, ξ) ∈ V η
T .

First multiply the equation of momentum conservation in (2.1)1 by q+ and integrate in Ωη
+(t), for any

t ∈ [0, T ). Then, since the elastic beam deforms itself with velocity equal to u+, repeated integration by
parts and the Reynolds Transport Theorem imply that

(2.8)

ˆ

Ωη
+(t)

[ρ+ (∂tu+ + (u+ · ∇)u+)−∇ · σ+(u+, p+)− ρ+f ] · q+ dz

= ρ+

(
d

dt

ˆ

Ωη
+(t)

u+ · q+ dz −
ˆ

Ωη
+(t)

[u+ · ∂tq+ + (u+ ⊗ u+) · ∇q+ + f · q+] dz
)

+ µ+

ˆ

Ωη
+(t)

∇u+ · ∇q+ dz +
ˆ

η(t)
[p+(q+ · ν+)− µ+(∇u+)ν+ · q+] dz,

and in the exact same way:

(2.9)

ˆ

Ωη
−
(t)

[ρ− (∂tu− + (u− · ∇)u−)−∇ · σ−(u−, p−)− ρ−f ] · q− dz

= ρ−

(
d

dt

ˆ

Ωη
−
(t)
u− · q− dz −

ˆ

Ωη
−
(t)

[u− · ∂tq− + (u− ⊗ u−) · ∇q− + f · q−] dz
)

+ µ−

ˆ

Ωη
−
(t)

∇u− · ∇q− dz +
ˆ

η(t)
[p−(q− · ν−)− µ−(∇u−)ν− · q−] dz.
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Secondly, multiply the dynamic equation of the beam (2.5)1 by ξ, and integrate in [0, ℓ] to obtain:

(2.10)

ˆ ℓ

0
[ρs∂ttη + LΓ(η) − g] · ξ dx

= ρs

(
d

dt

ˆ ℓ

0
∂tη · ξ dx−

ˆ ℓ

0
∂tη · ∂tξ dx

)
+ c2

ˆ ℓ

0
∂xxη2∂xxξ2 dx

+

ˆ ℓ

0
(λ0∂xxη1∂xxξ1 + c1∂xη1∂xξ1) dx+ 2α

ˆ ℓ

0

∂xη1∂xξ1
|∂xη1|2(α+1)

dx−
ˆ ℓ

0
g · ξ dx

The term involving g · ξ in (2.10) deserves special attention, because it directly expresses the interaction
between the fluids and the beam. Indeed, by the Divergence Theorem we have

(2.11)

−
ˆ ℓ

0
g · ξ dx = −

ˆ ℓ

0
p+(ξ · ∂xη(x, t)⊥) dx+ 2µ+

ˆ ℓ

0

(
ε(u+)∂xη(x, t)

⊥
)
· ξ dx

+

ˆ ℓ

0
p− (ξ · ∂xη(x, t)⊥) dx− 2µ−

ˆ ℓ

0

(
ε(u−)∂xη(x, t)

⊥
)
· ξ dx

= −
ˆ

η(t)
[p+(q+ · ν+)− µ+(∇u+)ν+ · q+] dz + µ+

ˆ

Ωη
+(t)

(∇u+)⊤ · ∇q+ dz

−
ˆ

η(t)
[p−(q− · ν−)− µ−(∇u−)ν− · q−] dz + µ−

ˆ

Ωη
−
(t)
(∇u−)⊤ · ∇q− dz.

Recall that we use a Lagrangian description for the deformation of the beam, but in order to simplify
notation, we have omitted the dependence on (η(t, x), t) of the integrands over [0, ℓ]. In identities (2.8)-
(2.10)-(2.11) we have repeatedly used the coupling condition (2.6), which is also included in the test space
V η
T . Therefore, by inserting (2.11) into (2.10) and adding this to (2.8)-(2.9) we obtain the following weak

formulation for the fluid-structure interaction problem:

Definition 2.1. Given f ∈ L2([0, T )×Ω;R2) and suitable initial data, we say that (u±, η) ∈ VS is a weak
solution to the equations (2.1)-(2.5), complemented with boundary conditions (2.2), coupling conditions
(2.6)-(2.7) and initial conditions (2.3), if it is satisfying the identity

ρ+

(
d

dt

ˆ

Ωη
+(t)

u+ · q+ dz −
ˆ

Ωη
+(t)

[u+ · ∂tq+ + (u+ ⊗ u+) · ∇q+] dz
)

+ ρ−

(
d

dt

ˆ

Ωη
−
(t)
u− · q− dz −

ˆ

Ωη
−
(t)

[u− · ∂tq− + (u− ⊗ u−) · ∇q−] dz
)

+ 2µ+

ˆ

Ωη
+(t)

ε(u+) · ∇q+ dz + 2µ−

ˆ

Ωη
−
(t)
ε(u−) · ∇q− dz(2.12)

+ ρs

(
d

dt

ˆ ℓ

0
∂tη · ξ dx−

ˆ ℓ

0
∂tη · ∂tξ dx

)
+

ˆ ℓ

0
(λ0∂xxη1∂xxξ1 + c1∂xη1∂xξ1) dx

+ c2

ˆ ℓ

0
∂xxη2∂xxξ2 dx+ 2α

ˆ ℓ

0

∂xη1∂xξ1

|∂xη1|2(α+1)
dx = ρ+

ˆ

Ωη
+(t)

(f · q+) dz + ρ−

ˆ

Ωη
−
(t)

(f · q−) dz

for almost every t ∈ [0, T ) and for every (q±, ξ) ∈ V η
T and if the initial conditions (2.3) and (2.5)3 are

attained in the respective weakly continuous sense.

If we assume enough regularity of a weak solution (u±, η) ∈ VS of (2.12), the use of no-slip boundary
conditions for u± in (2.2) and the condition of clamping for the deformation η in (2.5)2 allow us to obtain
a-priori estimates. Indeed, in view of the Reynolds transport theorem, the incompressibility condition
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for u± and the coupling condition (2.6) we have

ˆ

Ωη
±
(s)

(∂tu± + (u± · ∇)u±) · u± dz =
1

2

(
d

dt

ˆ

Ωη
±
(s)

|u±|2 dz
)
,

ˆ

Ωη
±
(s)

∇ · σ±(u, p) · u± dz = −
ˆ

Ωη
±
(s)
µ±|∇u±|2 dz −

ˆ

η(s)
[p±(u± · ν±)− µ±(∇u±)ν± · u±] dz,

for every s ∈ [0, T ), so that
ˆ

Ωη
±
(s)

[ρ± (∂tu± + (u± · ∇)u±)−∇ · σ±(u, p)− ρ±f ] · u± dz

=
ρ±
2

d

dt

(
ˆ

Ωη
±
(s)

|u±|2 dz
)

+

ˆ

Ωη
±
(s)

[
µ±|∇u±|2 − ρ±(f · u±)

]
dz(2.13)

+

ˆ

η(s)
[p±(u± · ν±)− µ±(∇u±)ν± · u±] dz,

for every s ∈ [0, T ). On the other hand, after multiplying the dynamic equation of the beam (2.5)1 by
the velocity ∂tη(s, x) (which is identical to u±(s, η(s, x)) due to the kinematic coupling) and integrating
in [0, ℓ] we obtain:

(2.14)

ˆ ℓ

0
[ρs∂ttη + LΓ(η) − g] · ∂tη dx

=
d

dt

(
ρs
2

ˆ ℓ

0
|∂tη|2 dx+ EK(η(s))

)

+ µ+

ˆ

Ωη
+(s)

[
(∇u+)⊤ · ∇u+

]
dz + µ−

ˆ

Ωη
−
(s)

[
(∇u−)⊤ · ∇u−

]
dz

−
ˆ

η(s)
[p+(u+ · ν+)− µ+(∇u+)ν+ · u+] dz −

ˆ

η(s)
[p−(u− · ν−)− µ−(∇u−)ν− · u−] dz.

Therefore, we add identities (2.13)-(2.14) and integrate with respect to s ∈ [0, t] to obtain the following
equality:

ρ+
2
‖u+(t)‖2L2(Ωη

+(t)) +
ρ−
2
‖u−(t)‖2L2(Ωη

−
(t)) +

µ+
2

ˆ t

0
‖ε(u+)(s)‖2L2(Ωη

+(s)) ds

+
µ−
2

ˆ t

0
‖ε(u−)(s)‖2L2(Ωη

−
(s)) ds +

ρs
2
‖∂tη(t)‖2L2(Γη(t)) + EK(η(t))

=
ρ+
2
‖u0‖2L2(Ω+) +

ρ−
2
‖u0‖2L2(Ω−) +

ρs
2
‖η∗‖2L2(Γ) + EK(η0)

+ ρ+

ˆ t

0

ˆ

Ωη
+(s)

(f · u+) dz ds + ρ−

ˆ t

0

ˆ

Ωη
−
(s)

(f · u−) dz ds for all t ∈ [0, T ),

from which we derive the energy estimate

ρ+
4
‖u+(t)‖2L2(Ωη

+(t)) +
ρ−
4
‖u−(t)‖2L2(Ωη

−
(t)) +

µ+
2

ˆ t

0
‖ε(u+)(s)‖2L2(Ωη

+(s)) ds

+
µ−
2

ˆ t

0
‖ε(u−)(s)‖2L2(Ωη

−
(s)) ds+

ρs
2
‖∂tη(t)‖2L2(Γη(t)) + EK(η(t))

≤ ρ+
2
‖u0‖2L2(Ω+) +

ρ−
2
‖u0‖2L2(Ω−) +

ρs
2
‖η∗‖2L2(Γ) + EK(η0)

+ ρ+

ˆ t

0
‖f(s)‖2L2(Ωη

+(s)) ds+ ρ−

ˆ t

0
‖f(s)‖2L2(Ωη

−
(s)) ds for all t ∈ [0, T ).

(2.15)
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2.3. Main results. The first main result of this article concerns the setting of Figure 2.1:

Theorem 2.2. Let ρ±, µ±, ρs > 0. For any initial data η0 ∈ VK , u0 ∈ L2(Ω;R2) and η∗ ∈ L2((0, ℓ);R2)
there exists T > 0 and a weak solution (u, η) ∈ VS in the sense of Definition 2.1 in [0, T ]. Further it
satisfies the energy inequality (2.15). If T <∞ and there is no collision, T can be further extended.

The second main result of this article concerns the setting of Figure 1.1:

Theorem 2.3. Let ρ−, µ−, ρs > 0. For any initial data η0 ∈ VK , u0 ∈ L2(Ωη0
− ;R2) and η∗ ∈ L2((0, ℓ);R2)

there exists T > 0 and a weak solution (u−, η) ∈ V −
S to (6.1) (which is the same as (2.12) with all terms

related to Ω+ removed). Further it satisfies the energy inequality (6.2). If T < ∞ and there is no
collision, T can be further extended.

We will first prove Theorem 2.2 in several steps using a time-discretization in the form of a minimizing
movements iteration. Theorem 2.3 is then derived in the last section of the paper by passing to the limit
with ρ+, µ+ → 0.

But before that, in the next section, we need to construct an universal Bogovkij operator which also
turns out to be rather suitable to give a precise pressure reconstruction, or decomposition (compare with
[31]). This is performed in (5.7). See also Remarks 5.8 and 6.1.

3. Analysis for variable in time domains

This section is the technical heart of the paper. We derive the critical tools in order to prove the main
results here. In particular a universal Bogovskij operator and a quasi-solenoidal extension are developed.
Before, we provide some properties for functions with finite elastic energy. These determine the Eulerian
geometry and translate into uniform Lipschitz properties of the variable-in-time domains.

3.1. Estimates for the elastic deformation. We begin with some further properties of the energy
functional EK as defined in (2.4).

Let us introduce the affine space of admissible deformations

H :=
{
η ∈ H2((0, ℓ);R2)) | η(0) = (0, 0), η(ℓ) = (ℓ, 0), ∂xη(0) = ∂xη(ℓ) = (1, 0)

}
,

endowed with the standard H2-topology. We then have:

Proposition 3.1. Let EK : H −→ [0,∞] be the energy functional defined in (2.4).

(1) Given any E0 > 0, there exists δ1 > 0 such that for all η ∈ H
EK(η) ≤ E0 =⇒ ∂xη1 ≥ δ1 a.e. on (0, ℓ) .

As a consequence, if η ∈W k,p(0, ℓ) for p ∈ [1,∞] and k ≥ 1, then so is η−1 with bounds depending
on δ1, k, p and ‖η1‖W k,p(0,ℓ)).

(2) The energy functional EK is coercive. More precisely,

EK(η) ≥ 1

2
min{c1, c2, λ0}‖η‖2H2 − ℓc1

2
for all η ∈ H .

(3) The energy functional EK is lower semi-continuous under weak H-convergence: If {ηn}n∈N ⊂ H
converges weakly to η ∈ H, then

EK(η) ≤ lim inf
n→∞

EK(ηn).

Proof. (1) Recall that the embedding H2((0, ℓ);R2) ⊂ C1,1/2([0, ℓ];R2) holds. In particular, given any
function η ∈ H, we can apply the mean value theorem to deduce the existence of x∗ ∈ (0, ℓ) such that
∂xη1(x∗) = 1. Consequently, we can choose y0 ∈ (0, x∗) sufficiently close to x∗ such that ∂xη1(x̃) > 0,
for every x̃ ∈ [y0, x∗]. Now, since we have using Young’s inequality

1

(∂xη1(x̃))2α
+
λ0
2

(∂xxη1(x̃))
2 ≥

√
2λ0

∂xxη1(x̃)

(∂xη1(x̃))α
for all x̃ ∈ [y0, x∗],
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we can write

EK(η) ≥
ˆ x∗

y0

[
1

(∂xη1(x̃))2α
+
λ0
2
(∂xxη1(x̃))

2

]
dx̃ ≥

√
2λ0

ˆ x∗

y0

∂xxη1(x̃)

(∂xη1(x̃))α
dx̃

=

√
2λ0

1− α

ˆ x∗

y0

d

dx̃

[
1

(∂xη1(x̃))α−1

]
dx̃ =

√
2λ0

α− 1

[
1

(∂xη1(y0))α−1
− 1

]
,

so that

(3.1) ∂xη1(y0) ≥
[
α− 1√
2λ0

EK(η) + 1

] 1
1−α

.

Now, given any E0 > 0, we define

δ1 :=

(
α− 1√
2λ0

E0 + 1

) 1
1−α

,

so that, for every η ∈ H such that EK(η) ≤ E0, (3.1) yields the lower bound

(3.2) ∂xη1(t) ≥ δ1 for all t ∈ I, for all I ⊂ (0, ℓ) such that x∗ ∈ I and ∂xη1 > 0 in I.

Since the function ∂xη1 is continuous in [0, ℓ], (3.2) guarantees that actually ∂xη1 > 0 in (0, ℓ), and so

∂xη1(t) ≥ δ1 for all t ∈ (0, ℓ).

This implies further that η1 is strictly-monotone, which implies that η−1
1 is bounded. By the usual

chain-rule argument the estimates follow.
(2) For any η ∈ H we clearly have

EK(η) ≥
ˆ ℓ

0

(
c1
2
|∂xη1 − 1|2 + λ0

2
|∂xxη1|2 +

c2
2
|∂xxη2|2

)
dx

=

ˆ ℓ

0

(
c1
2
|∂xη1|2 +

λ0
2

|∂xxη1|2 +
c2
2
|∂xxη2|2

)
dx− ℓc1

2
,

from which the statement easily follows.
(3) Since {ηn = (ηn,1, ηn,2)}n∈N ⊂ H converges weakly to η ∈ H, there exist η1 ∈ H2((0, ℓ);R) and
η2 ∈ H2

0 ((0, ℓ);R) such that

(∂xηn,1 − 1)⇀ (∂xη1 − 1) , ∂xxηn,1 ⇀ ∂xxη1 , ∂xxηn,2 ⇀ ∂xxη2 weakly in L2((0, ℓ);R),

and therefore

(3.3)





‖∂xη1 − 1‖L2(0,ℓ) ≤ lim inf
n→∞

‖∂xηn,1 − 1‖L2(0,ℓ) ,

‖∂xxη1‖L2(0,ℓ) ≤ lim inf
n→∞

‖∂xxηn,1‖L2(0,ℓ) , ‖∂xxη2‖L2(0,ℓ) ≤ lim inf
n→∞

‖∂xxηn,2‖L2(0,ℓ) .

Finally, consider

ẼK(η) :=
ˆ ℓ

0

1

|∂xη|2α
dx for η ∈ H2((0, ℓ);R+).

Since α > 1, the function p 7→ |p|−2α is convex in R
+. So since ∂xη cannot take negative values by (1),

the functional ẼK is lower semi-continuous under weak H1((0, ℓ);R)-convergence. But since {ηn,1}n∈N
also converges weakly to η1 in H1((0, ℓ);R) we deduce that

(3.4) ẼK(η) ≤ lim inf
n→∞

ẼK(ηn).

The conclusion is reached by combining (3.3) with (3.4).
�



UNRESTRICTED DEFORMATIONS OF THIN ELASTIC STRUCTURES INTERACTING WITH FLUIDS 11

3.2. Universal Bogovskij operator. Next we need to derive the existence of a Bogovskij-operator for
our problem that is in a sense independent of the changing domain. For this we will need the following
fundamental theorem. A proof can be found for instance in [17].

Proposition 3.2. Let Q ⊂ R
n be a cube and b : Rn → R be any smooth function supported in Q and

having unit integral. Then there exists an operator BQ : C∞
c (Rn) → C∞

c (Rn;Rn) such that for any
Ω ⊂ R

n which is star-shaped with respect to Q, the operator BQ maps C∞
0 (Ω) into C∞

0 (Ω;Rn) and for
all functions g ∈ C∞

0 (Ω) it holds

∇ · BQg = g − b

ˆ

g dx.

In addition,

‖BQ‖W s,p(Ω)→W s+1,p(Ω;Rn) ≤ C

for all 1 < p <∞ and s ≥ 0 with C only depending on Q, s, p and n.

Note here that the estimate is universal for all star-shaped domains and in particular, the support
commutes with the operator, as long as the support of the function stays star-shaped w.r.t. the same
reference cube Q. Moreover, due to the scaling invariance of the operator, we find that (BQr(g))(x) =
(BQ(gr(x))(

x
r ), with gr(x) := g(rx), where Qr is a cube of side-length r. Hence there is a constant

independent of r, such that

‖∇BQrg‖Lp(Ω) ≤ c ‖g‖Lp(Ω) .

The theorem below shows that actually an analoguous universal Bogovskij operator can be constructed
for a family of uniformly Lipschitz domains. We construct the operator here for our setup, meaning two
space dimensions and domains that are sub-graphs. The construction however can be extended to
higher dimensions and more general classes of domains without further difficulty (see Corollary 3.4).
Noteworthy is the fact that the construction does indeed fail once the class of domains is more general
than Lipschitz. In this case no universal operator can be expected. See [31] for more details on that
complicated matter.

Hence in the following we consider a family of domains given as subgraphs of Lipschitz functions. For
ℓ > 0 and η ∈W 1,∞([0, ℓ]; (0,∞)), throughout this section we will denote by

Ωη := {z = (x1, x2) ∈ R
2 | 0 < x1 < ℓ , 0 < x2 < η(x)} ,

the subgraph of η.3

We then have:

Theorem 3.3. Let ℓ > 0, L > 0 and M ≥ γ > 0 and take any fixed b ∈ C∞
0 ((0, ℓ) × (0, γ)) with unit

integral. Then, there is a linear, universal Bogovskij operator B : C∞
0 ([0, ℓ] × [0,M ]) → C∞

0 ([0, ℓ] ×
[0,M ];R2) such that for any η ∈W 1,∞([0, ℓ]; (0,∞)) with

η(x) ≥ γ for a.e. x ∈ [0, ℓ] , ‖η‖L∞([0,ℓ]) ≤M , ‖η′‖L∞([0,ℓ]) ≤ L .

the operator B maps C∞
0 (Ωη) to C

∞
0 (Ωη;R

2) with ∇ · Bf = f − b
´

f dx. In addition,

‖B‖W s,p(Ωη)→W s+1,p(Ωη ;R2) ≤ Cs,p
B

for all 1 < p < ∞ and s ≥ 0 with Cs,p
B only depending on s, p, ℓ, L, γ. In particular in case s = 1 we

find (assuming ℓL ≥ 1)

C1,p
B . (1 + ℓ)

(ℓL)
1
p

γ
.

3Note that for the purposes of this proof, η only describes vertical displacement. For the purposes of the rest of this
paper, the correct quantity would be η2 ◦ η−1

1 (x1) but at this point this would only add superfluous notation as this has
the same estimates throughout.
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Proof. The idea is here to divide the domain into vertical stripes which are thin enough such that on each
stripe the domain is star-shaped w.r.t. a fixed reference square and Proposition 3.2 applies. Afterwards
the stripes are connected using a partition of unity and excess/deficiency of mass is corrected on a fixed
horizontal stripe away from the boundary.

For that we take a side length a = γ
2L . Without loss of generality we may assume that L ≥ 1.

Accordingly we define for each [x0, x0 + a] ⊂ [0, ℓ] the set

Ωx0 :=
{
z = (x1, x2) ∈ R

2

∣∣∣∣∣ x1 ∈ (x0, x0 + a), x2 ∈ (0, η(x1))
}
,

Let us now prove that, the domain Ωx0 is star-shaped with respect to the set Qx0 := (x0, x0+a)× (0, a).
It suffices to prove that

t(p, q) + (1− t)(x1, η(x1)) ∈ Ωx0

for all x1 ∈ (x0, x0 + a), all (p, q) ∈ Qx0 and all t ∈ [0, 1], which in turn is equivalent to showing

x0 ≤ tp+ (1− t)x1 ≤ x0 + a and 0 ≤ tq + (1− t)η(x1) ≤ η(tp + (1− t)x1).

The first of these is trivially true, as is the lower bound in the second.
For the respective upper bound, note that equality holds for t = 0. Treating both sides as a functions

of t, the left hand side has a derivative

d

dt
(tq + (1− t)η(x1)) = q − η(x1) < a− γ < −γ

2

while the right-hand side is L |p− x1|-Lipschitz as a rescaling of η. Consequently since L |p− x1| ≤ La =
γ
2 the inequality has to hold for all t > 0 as well.
In order to construct the Bogovskij operator we follow [31]. With no loss of generality we may assume

that
´

Ωη
f dx = 0 and that f ∈ C∞

0 (Ωη). Next we decompose f into a sum of functions with mean value

zero and support in sets of width a. Let N := ⌊4L/γ⌋ and ψk ≥ 0 be a positive partition of unity over
[0, ℓ], such that

supp(ψk) ⊂
[(k − 1)γ

4L
,
(k + 1)γ

4L

]
,

with k ∈ {1, . . . , N − 1},

supp(ψ1) ⊂
[
0,

γ

4L

]
and supp(ψN ) ⊂

[(N − 1)γ

4L
,
Nγ

4L

]
= .

Additionally we define non-negative functions φk ∈ C∞
c (R2) such that each φk has unit integral and

supp(φk) ⊂
[
kγ

4L
,
(k + 1)γ

4L

]
× [0, γ] for k = {0, ..., N − 1}

Certainly, we may assume that
∣∣∂lψk

∣∣ ≤ cLl

γl and
∣∣∂lψk

∣∣ ≤ cLl

γl for some c > 0 fixed. Specifically we

may choose

φk(x1, x2) =
2

γa
φ

(
2

a

(
x1 − k

4L

γ

))
φ
(x2
γ

)
,

where
´ 1
0 φ = 1 and ‖φ‖Lp(0,1) ≤ c uniformly in p.

Next we define linear operators

(Tkf)(x1, x2) := f(x1, x2)ψk(x1)−
k∑

l=1

alφk(x1, x2) +
k−1∑

l=1

alφk−1(x1, x2)

where al :=
´

Ωη
f(x1, x2)ψl(x1)dx. Then per definition Tkf has mean zero and

∑N
k=1 Tkf = f .

Now we have formed the decomposition. Observe that supp(Tkf) ⊂ Ωk, where the domains Ωk are of
the form of the Ωx0 studied above. Let us use Qk to denote the respective cube and accordingly Bk for



UNRESTRICTED DEFORMATIONS OF THIN ELASTIC STRUCTURES INTERACTING WITH FLUIDS 13

the corresponding operator BQk
as introduced in Proposition 3.2. We then define the bounded operator

Bf :=
N∑

i=1

BkTkf.

Now certainly ∇ · Bf = f . Moreover, supp(Tkf) ⊂ Ωk implies supp(BkTkf) ⊂ Ωk, so in total suppBf ⊂
Ωη for any η, as required.

Next we derive the uniform estimates. As the overlap of the Ωk is bounded by a dimensional constant,
we deduce by means of Proposition 3.2 for α ∈ N

n

‖∂αBf‖pLp(Ωη)
≤ C

N∑

i=1

‖∂αBiTif‖pLp(Ωη)
≤ C

N∑

i=1

∑

|α′|=|α|−1

‖∂α′

Tif‖pLp(Ωη)
.

Expanding the definition of Ti, applying the Leibniz rule, using that ψi and φi have bounded derivatives
and finally applying Poincaré’s inequality for trace zero functions we conclude the claimed bounds for
Sobolev spaces of integer order. The bounds on fractional Sobolev spaces follow by interpolation although
we do not need them here.

We are left estimating the constant in the case s = 0. For that we realize that

N∑

i=1

‖Tif‖pLp(Ωη)
≤ c

N∑

i=1

‖fψi − aiφi‖pLp(Ωi)
+ c

N∑

i=1

|ai|p
N∑

j=i

‖φj‖Lp(Ωj)
.

Since
´ ℓ
0 ψi dx1 ∼ a, we find

|ai|p ≤ cap−1

ˆ

Ωη

|f |p ψi dx and ‖φj‖pLp(Ωj)
≤ ca1−pγ1−p

and so

‖∇Bf‖pLp(Ωη)
≤ c ‖f‖pLp(Ωη)

(
1 + ap−1

N∑

i=1

‖φj‖pLp(Ωj)

)
≤ c ‖f‖pLp(Ωη)

(1 +Nγ1−p).

Poincaré’s inequality implies

‖Bf‖Lp(Ωη) . ℓ‖∇Bf‖Lp(Ωη).

Now, by noting that aN ∼ ℓ, we find that (C1,p
B )p . (ℓp + 1)γ−pℓL. �

Since we consider it relevant for future use we show here that the previous theorem can be extended
to higher dimensions as well.

Corollary 3.4. Let Σ ⊂ R
n−1 be a bounded Lipschitz-domain, M > γ > 0, L > 0, b ∈ C∞

0 (Σ × [0, γ])
with unit integral. Then there exists a linear, universal Bogovskij-operator B : C∞

0 (Σ × [0,M ]) →
C∞
0 (Σ × [0,M ];Rn−1) such that for any L-Lipschitz function η : Σ → [γ,M ] and Ωη := {(x′, xn) ∈

Σ× [0,M ] : 0 < xn < η(x′)} the operator B maps C∞
0 (Ωη) to C

∞
0 (Ωη;R

n) with ∇ · Bf = f − b
´

fdx. In
addition,

‖B‖W s,p(Ωη)→W s+1,p(Ωη ;R2) ≤ Cs,p
B

for all 1 < p <∞ and s ≥ 0 with Cs,p
B only depending on s, p, diam(Σ), L, γ and Σ.

Proof. The proof goes along the same lines as before. If we again denote a := γ
2L , then we can split

Σ into O((diam(Σ)/a)n−1) overlapping sets (Σk)k which are each star-shaped with respect to a n − 1-
dimensional cube of side-length a/c, where all the constants except a depend only on the boundary of
Σ. We can also assume that

´

Ωη
f dx = 0.

Then by the same considerations as before Ωη is covered by open sets Ωk := Σk× [0,M ]∩Ωη which are
each again star-shaped w.r.t. an n-dimensional cube Qk, moreover, we may assume that Qk are pairwise
disjoint. We can then pick a partition of unity (ψk)k subordinate to (Σk)k and smooth functions of unit
integral (φk)k each supported in Qk.

Now, we may apply the Proposition 3.2 to obtain operators Bk that map C∞
0 (Ωk) to C

∞
0 (Ωk;R

n) with
∇ · Bkf = f in case f has mean zero over Ωk.



14 M. KAMPSCHULTE, S. SCHWARZACHER, G. SPERONE

Hence if we set Tkf(x) := ψkf(x)− φk
´

Ωk
f(y)ψk(y)dy then a short calculation reveals that

Bf :=
∑

k

BkTkf − B′
(
∑

k

φk

ˆ

Ωk

f(y)ψk(y)dy

)

is the desired operator, where B′ denotes the Bogovskij-operator on Σ× [0, γ]. �

3.3. Almost solenoidal extensions of vectors. Finally we use the operator derived in the previous
subsection to define an extension-operator tailored to our problem. Important is here that we make
an extension of arbitrary vector-fields into the fluid domain. For that reason the extension cannot be
solenoidal in general. In place we give a precise (scalar) control on the divergence of our extension.

Proposition 3.5 (Extensions for vector-valued functions). Let I ⊂ [0, T ] a closed interval, γ > 0 such
that supI×[0,ℓ] |η| < ℓ

2 − γ and ψ± ∈ C∞
0 (Ω±) such that

´

Ω+ ψ
+ =

´

Ω− ψ
− = 1. Then there exists a linear

extension operator
E
η : L2(I;H1

0 ([0, ℓ];R
2)) → L2(I;H1

0 (Ω;R
2)),

with E
η(b)(t, η(t, x)) = b(t, x) for all (t, x) ∈ I × [0, ℓ] and a corresponding linear operator

λη : L2(I;H1
0 ([0, ℓ];R

2)) → L2(I)

such that ∇ · Eη(b)(t) = λη(b)(t)(ψ+ − ψ−). Additionally we have constants C > 0 depending only on
the energy supt∈I EK(η(t)) such that for a.e. t ∈ I

‖Eη(b)(t)‖H1(Ω) ≤ C ‖b(t)‖H1(0,ℓ)

‖Eη(b)(t)‖H2(Ω) ≤ C ‖b(t)‖H2(0,ℓ)

|λη(b)| ≤ C ‖b‖L1(0,ℓ))

Furthermore,

• for a constant additionally depending on ‖∂tη(t)‖L2(0,ℓ)) we find

‖∂tEη(b)(t)‖L2(Ω) ≤ C
(
‖b(t)‖H2(0,ℓ) + ‖∂tb(t)‖L2(0,ℓ)

)

|∂tλη(b)| ≤ C
(
‖b‖H1(0,ℓ) + ‖∂tb‖L1(0,ℓ)

)
.

• if additionally η(t) ∈ Hk0([0, ℓ];R2) for some k0 > 1, then also

‖Eη(b)(t)‖Hk0(Ω) ≤ C ‖b(t)‖Hk0(0,ℓ)

for constants additionally depending on ‖η‖Hk0 ([0,ℓ];R2).

• explicitly4 if η(t) ∈ H3([0, ℓ];R2), we find

‖Eη(b)(t)‖H3(Ω) ≤ c(‖b(t)‖H3(0,ℓ) + ‖η(t)‖H3(0,ℓ) ‖b(t)‖H2(0,ℓ)),

with c depending on supt∈I EK(η(t)), only.
• if additionally η(t), ∂tη(t) ∈ Hk0([0, ℓ];R2) for some k0 > 1, then also

‖∂tEη(b)(t)‖Hk0−1(Ω) ≤ C
(
‖b(t)‖Hk0(0,ℓ) + ‖∂tb(t)‖Hk0−1(0,ℓ)

)

for constants additionally depending on ‖∂tη‖Hk0 . Note here that all estimates for the time
derivative of the extension need an additional spatial derivative of b, due to the time-dependency
of η.

Proof. Step 1 (naive extension): Let b ∈ H1
0 (I;H

2
0 ([0, ℓ];R

2). From Proposition 3.1 we know that the
curve η(t) : [0, ℓ] → Ω is bi-Lipschitz with bounded constant depending only on the energy. Due to

this, it is possible to extend b(t) ◦ η(t)−1 ∈W 2,2
0 (η(t, [0, ℓ]);R2) into a vector field φ̃(t) ∈ H1

0 (Ω;R
2) with

bounded norm and in such a way that the norm of φ̃(t) is bounded by that of b(t) and ∂tφ̃(t) is bounded
by ∂tb and ∂tη. To do so, consider first b ∈ C∞

0 (I × [0, ℓ];R2). Now set

φ̃(t, x) := b(t, η1(t)
−1(x1))β(x2)

4We include this estimate here, since it will be needed later in the proof.
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where β ∈ C∞
0 ([−ℓ/2, ℓ/2]; [0, 1]) is a fixed, smooth cutoff function with β = 1 in a neighbourhood of the

image of η2, (e.g. in [− ℓ
2 + γ, ℓ2 − γ]).

The construction implies φ̃(t) = 0 in ∂Ω and since η1 is a diffeomorphism, we have

∂1φ̃(t, x) = ∂xη1(t)
−1∂xb(t, η(t)

−1(x1))β(x2)

∂2φ̃(t, x) = b(t, η1(t)
−1(x1))β

′(x2)

implying ‖φ̃(t)‖H1(Ω) ≤ C ‖b(t)‖H1(Ω) and ‖φ̃(t)‖H2(Ω) ≤ C ‖b(t)‖H2(Ω). Here we use (1) in Proposition

3.1. Further estimates for higher order derivatives in space follow by analogous computations. For the
time derivative observe that

0 = ∂t
(
η1(t, η1(t)

−1(z))
)
= ∂tη1(t, η1(t)

−1(z)) + ∂1η1(t, η1(t)
−1(z))∂tη1(t)

−1(z),

which implies by (1) in Proposition 3.1 that

∂tη1(t)
−1(z) = − ∂tη1(t, η1(t)

−1(z))

∂1η1(t, η1(t)−1(z))
and so

∣∣∂tη1(t)−1(z)
∣∣ ≤

∣∣∂tη1(t, η1(t)−1(z))
∣∣

δ0

and the respective natural bounds for the time derivative of η−1
1 . In particular, as

∂tφ̃ = ∂tb(t, η1(t)
−1(x1))β(x2) + ∂tη1(t)

−1∂xb(t, η(t)
−1(x1))β(x2)

implies for a constant depending on δ0 by Sobolev embedding that

‖∂tφ‖L2(0,ℓ) ≤ c ‖∂tη‖L2(0,ℓ) ‖∂xb‖L∞(0,ℓ) + c ‖∂tb‖L2(0,ℓ)

≤ c ‖∂tη‖L2(0,ℓ) ‖b‖H2(0,ℓ) + c ‖∂tb‖L2(0,ℓ) .

Further

∂t∂1φ̃ = ∂xη1(t)
−1(x1)∂t∂xb(t, η1(t)

−1(x1))β(x2) + ∂t∂xη1(t)
−1∂xb(t, η(t)

−1(x1))β(x2)

+ ∂tη1(t)
−1∂xη1(t)

−1∂xxb(t, η(t)
−1(x1))β(x2)

∂t∂2φ̃ = ∂tb(t, η1(t)
−1(x1))β

′(x2) + ∂tη1(t)
−1∂xb(t, η(t)

−1(x1))β
′(x2).

which implies respective estimates on the H1(Ω;R2)-norm of ∂tφ̃ provided ∂tη is differentiable. Higher
order derivatives follow similarly.

Step 2 (correction of divergence): We define λη(b)(t) :=
´

Ω+(t)∇· φ̃(t)dx. As
´

Ω∇· φ̃(t)dx =
´

∂Ω φ̃(t) ·
n dx = 0, we then automatically get that also λη(b)(t) = −

´

Ω− ∇ · φ̃(t) and similarly

λη(b)(t) =

ˆ

Ω+(t)
∇ · φ̃(t)dx =

ˆ

η(t,[0,ℓ])
φ̃(t) · ndx =

ˆ ℓ

0
∂xη(t) ∧ b(t)dx = −

ˆ ℓ

0
η(t) ∧ ∂xb(t)dx.(3.5)

This description implies the required estimates for λη(b)(t) rather directly.
Now we use the time-independent Bogovskij operator from Theorem 3.3 on Ω+ and Ω− (denoted by

B±) to construct

E
η(b) := φ̃(t)− B+(∇ · φ̃(t)|Ω+ − λ(t)ψ+)− B−(∇ · φ̃(t)|Ω− + λ(t)ψ+).

Per construction this has the correct divergence and coupling condition. Additionally the estimates on
the Bogovskij-operator mean that, up to another constant factor, Eη(b) obeys the same space-regularity

estimates as φ̃ and because of its domain-independence, the time derivatives commute.
The higher order-estimates are obtained in precisely the same fashion. �

4. An intermediate, time-delayed model

The following section is in analogue to the methodology introduced in [1] for the a related problem
on bulk solids. It begins by proving existence of weak solutions for a so-called time-delayed problem
associated with (2.12), where inertial effects in the Navier-Stokes equations are not modeled by time
derivatives but instead by requiring the velocity u±(t, ·) to be close to the velocity u±(t− h, ·) at some
previous time. Further, since we only consider time intervals of length h for now, this previous velocity
can be thought of as given data. In this section, we will denote by Φ± : [0, T ) × Ω±(0) −→ Ω the flow
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map such that Φ±(0, ·) : Ω±(0) −→ Ω±(0) is the identity function, and it maps the initial fluid domain
Ω±(0) into its form Ω±(t) at a later time t ∈ [0, T ), while following the trajectory of the flow, that is

∂tΦ±(t, x) = u±(t,Φ±(t, x)) for all (t, x) ∈ [0, T )× Ω±(t0).

Existence of such a map is not guaranteed in general. In fact we will spend quite some work constructing
it for the time-delayed problem and even then it will be the one object for which we cannot obtain
convergence to the limit h → 0. For the flow-map to be well defined we introduce the regularization
parameter δ0 > 0, which eventually will be set equal to the acceleration scale h. A second level of
approximation is the ǫ0 level, that introduces some dissipation for the solid, which is later needed to
derive the energy equality and will be removed before passing with h→ 0.

Definition 4.1. Given w ∈ L2([0, h] × Ω;R2) and initial data η0 ∈ H3((0, ℓ);R2) with EK(η0) < ∞
and w ◦ η0 ∈ L2([0, h] × (0, ℓ);R2), f ∈ L2(Ω;R2) and a resulting Ω±, the tuple (u±, η) ∈ VS ∩
L2([0, h],H3(Ω;R2))×H1([0, h],H3((0, ℓ))) is called a weak solution to the time-delayed equation

if for almost all t ∈ [0, h]
ˆ ℓ

0

(
LΓ(η) + ρs

∂tη−w◦η
h

)
· ξ dx+ ε0

ˆ ℓ

0
∂t∂

3
xη · ∂3xξ dx+

√
δ0

ˆ ℓ

0
∂3xη · ∂3xξ dx+ µ+

ˆ

Ωη
+(t)

ε(u+) · ∇q dz

+µ−

ˆ

Ωη
−
(t)
ε(u−) · ∇q dz + δ0

ˆ

Ωη
+(t)

∇(∆u+) · ∇(∆q) dz + δ0

ˆ

Ωη
−
(t)

∇(∆u−) · ∇(∆q) dz

+ ρ+

ˆ

Ω+

(
u+◦Φ+−w

h · q ◦ Φ+

)
dz + ρ−

ˆ

Ω−

(
u−◦Φ−−w

h · q ◦ Φ−
)
dz

= ρ+

ˆ

Ωη
+(t)

(f · q) dz + ρ−

ˆ

Ωη
−
(t)

(f · q) dz,(4.1)

holds with the kinetic coupling condition

u+(t, η(t, x)) = u−(t, η(t, x)) = ∂tη(x, t) for a.e. (t, x) ∈ [0, h] × [0, ℓ],

for all coupled test functions (ξ, q) ∈ L2([0, h],H3 ∩H2
0 (Ω;R

2))× L2([0, h],H3 ∩H2
0 ((0, ℓ))) such that

∇ · q = 0 in Ω, q(t, η(t, x)) = ξ(t, x) for all (t, x) ∈ [0, h] × [0, ℓ].

Here Φ± : [0, h]×Ωη
± −→ Ω solves ∂tΦ± = u± ◦Φ± and Φ±(0, ·) = id |Ω±

. We also note that here and in

the future, the term LΓ(η) · ξ will be understood in terms of the corresponding H−2 ×H2 dual pairing.
Furthermore η is assumed to attain appropriate initial condition.

Remark 4.2. The terms w and w ◦ η appearing in (4.1) will later be substituted by transported versions
of the combined fluid and solid velocity from the previous time-interval (the one corresponding to [−h, 0]).
This will turn all terms that include w into difference quotients, which will then be shown to converge to
the corresponding (material) derivatives.

The purpose of this sub-section is to prove the following existence theorem:

Theorem 4.3. Given h > 0, ε0 ≥ 0, δ0 > 0, w ∈ L2([0, h] × (0, ℓ);R2), η0 ∈ H3((0, ℓ);R2) with
EK(η0) < ∞ and w ◦ η0 ∈ L2([0, h] × Ω;R2) and f ∈ L2(Ω;R2), there exists a weak solution of the
time delayed equation (4.1) in the sense of Definition 4.1. Furthermore, Φ±(t, ·) are volume-preserving
homomorphisms, for every t ∈ [0, h] and the solution satisfies the energy-inequality of Lemma 4.8.

The proof of the theorem is performed in several steps. First we consider ε0 > 0. For that regime
we first show the existence of the weak solution. In Subsection 4.4 we show that it satisfies an energy
inequality independent of h, δ0 and ε0. Finally in Subsection 4.5 we use this to treat the case ε0 = 0 via
another limit passage.

4.1. Proof of Theorem 4.3, Step 1: Constructing an iterative approximation. In order to prove
Theorem (4.3), for a given integer N > 1 we fix a step size τ = h/N . For an integer k ∈ {0, · · · , N − 1}
assume that we are given:

• a deformation ηk ∈ H that decomposes the domain Ω as the union of its lower and upper parts Ωk
±;
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• flow maps in the form of diffeomorphisms Φk
± : Ω −→ Ωk

±.

With this we can define the global quantities over the fixed domain Ω, at the k-level, through the
expressions

ρk = χΩk
+
ρ+ + χΩk

−
ρ− , µk = χΩk

+
µ+ + χΩk

−
µ− , uk = χΩk

+
uk+ + χΩk

−
uk− ,

Φk = χΩk
+
Φk
+ + χΩk

−
Φk
− ,

where χΩk
±

denotes the characteristic function of Ωk
±. Furthermore, we introduce the time-average

wk : Ω −→ R
2 by

(4.2) wk =
1

τ

ˆ τ(k+1)

τk
w(t, ·) dt in Ω.

Given δ0 > 0, the next incremental time-step on this level of the velocity quotients (depending on τ) is
then defined as a minimizer (ηk+1, uk+1) of the following coupled functional

(4.3)

Gk(η, u) = EK(η) +
ε0τ

2

ˆ ℓ

0

∣∣∣∂3x
(
η−ηk

τ

)∣∣∣
2
dx+

τρs
2h

ˆ ℓ

0

∣∣∣η−ηk

τ − wk ◦ η0
∣∣∣
2
dx+

√
δ0
2

ˆ ℓ

0
|∂3xη|2 dx

+
τ

2h

ˆ

Ω
ρ0

∣∣∣u ◦ Φk −wk
∣∣∣
2
dz +

τ

2

ˆ

Ω

(
δ0 |∇(∆u)|2 + µk |ε(u)|2

)
dz − τ

ˆ

Ω
ρk (f · u) dz

over all pairs (η, u) ∈ H ∩H3((0, ℓ)) ×H3 ∩H1
0 (Ω), such that

∇ · u = 0 in Ω,
η − ηk

τ
= u ◦ ηk in [0, ℓ].

This is then used to update Φk+1 := (id+τuk+1) ◦ Φk and the process is repeated until (k + 1)τ > h.
For this we now prove the following:

Proposition 4.4. The functional (4.3) has a minimizing couple (ηk+1, uk+1) ∈ H ∩H3((0, ℓ)) ×H1
0 ∩

H3(Ω;R2) fulfilling the conditions

∇ · uk+1 = 0 in Ω,
ηk+1 − ηk

τ
= uk+1 ◦ ηk in [0, ℓ].

Furthermore, the minimizers obey the identity

(4.4)

ˆ ℓ

0
LΓ(η

k+1) · ξ dx+ ε0

ˆ ℓ

0
∂3x

(
ηk+1−ηk

τ

)
· ∂3xξ dx+

ρs
h

ˆ ℓ

0

(
ηk+1−ηk

τ − wk ◦ η0
)
· ξ dx

+
√
δ0

ˆ ℓ

0
∂3xη

k+1∂3xξ dx+
1

h

ˆ

Ω
ρ0

(
uk+1 ◦Φk − wk

)
·
(
q ◦ Φk

)
dz + δ0

ˆ

Ω
∇(∆uk+1) · ∇(∆q) dz

+

ˆ

Ω
µkεuk+1 · ε(q) dz =

ˆ

Ω
ρk (f · q) dz,

for all (time-independent) coupled test functions (ξ, q) ∈ H∩H3(0, ℓ)×H1
0 ∩H3(Ω;R2) such that ∇· q =

0 in Ω and q ◦ ηk = ξ in [0, ℓ].

Proof. We investigate the existence of a minimizer for the functional Gk, defined in (4.3), using the
direct method. Let us introduce the space of admissible functions for Gk by
(4.5)

Ak =
{
(η, u) ∈ H ∩H3((0, ℓ)) ×H1

0 ∩H3(Ω;R2) | ∇ · u = 0 in Ω, η − ηk = τ(u ◦ ηk) in [0, ℓ]
}
.
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Firstly, notice that for every (η, u) ∈ Ak we have

Gk(η, u) ≥ τδ0
2

ˆ

Ω
|∇(∆u)|2 dz + τ

2

ˆ

Ω
µk |ε(u)|2 dz − τ

ˆ

Ω
ρk (f · u) dz +

√
δ0
2

ˆ ℓ

0

∣∣∂3xη
∣∣2 dx

≥ τδ0
2

ˆ

Ω
|∇(∆u)|2 dz + τµmin

2

ˆ

Ω
|ε(u)|2 dz − τρmax

ˆ

Ω
|f · u| dz +

√
δ0
2

ˆ ℓ

0

∣∣∂3xη
∣∣2 dx(4.6)

≥ τδ0
2

ˆ

Ω
|∇(∆u)|2 dz + τ

ˆ

Ω

[(µmin

4
− ερmaxCP

)
|∇u|2 − ρmax

4ε
|f |2

]
dz +

√
δ0
2

ˆ ℓ

0

∣∣∂3xη
∣∣2 dx,

for a sufficiently small ε > 0, where µmin := min{µ+, µ−} and ρmax := max{ρ+, ρ−}; the third inequality
in (4.6) is obtained after integrating by parts, applying Young and Poincaré inequalities, with CP :=
2L2/π2 being the Poincaré constant of the square Ω. Inequality (4.6) clearly shows that the functional
Gk has a finite infimum, that is

inf
(η,u)∈Ak

Gk(η, u) > −∞,

so that a minimizing sequence {(ηn, un)}n∈N ⊂ Ak exists and verifies

inf
(η,u)∈Ak

Gk(η, u) = lim
n→∞

Gk(ηn, un).

By the coercivity of EK , see Proposition 3.1, and the regularization term, we know that the sequence

{ηn}n∈N is bounded in H∩H3. In view of the compact embeddings H2((0, ℓ);R) ⊂ C1,1/2−([0, ℓ];R) we
can therefore extract a sub-sequence (not relabeled) such that

(4.7) ηn ⇀ η weakly in H ∩H3([0, ℓ];R2), ηn −→ η strongly in C1,1/2−([0, ℓ];R).

Since H is clearly weakly closed, we deduce that ηk+1 := η is an element of H. Regarding the velocity
field u, let us go back to (4.6), from where we deduce the following coercivity property:

(4.8) Gk(η, u) ≥ τδ0
2

‖u‖2H3
0 (Ω) +

τµmin

8
‖∇u‖2L2(Ω) −

4τρ2maxL
2

µminπ2
‖f‖2L2(Ω) for all (η, u) ∈ Ak.

The coercivity condition (4.8) ensures that the sequence {un}n∈N is bounded inH3
0 (Ω;R

2), and therefore,
we can extract a sub-sequence (not relabeled) such that

(4.9) un ⇀ u weakly in H3
0 (Ω;R

2), un −→ u strongly in H1(Ω;R2).

Furthermore, since ∇ · un = 0 in Ω for every n ∈ N, by weak convergence we also deduce that
∇ · uk+1 = 0 in Ω. In order to conclude that

(
ηk+1, uk+1

)
∈ Ak we need to check that the coupling

condition is met; to see this, notice that convergence in (4.9) implies also convergence of the trace of un.
Since {(ηn, un)}n∈N ⊂ Ak, we have

(4.10) ηn − ηk = τ(un ◦ ηk) in [0, ℓ], for all n ∈ N.

which also implies the same in the limit. Thus we have
(
ηk+1, uk+1

)
∈ Ak. Finally in order to conclude

min
(η,u)∈Ak

Gk(η, u) = Gk
(
ηk+1, uk+1

)
,

we need to state the weak lower semi-continuity of the functional Gk, or equivalently, the weak lower
semi-continuity of each of the terms appearing in (4.3). This property has been proved for the energy
EK in Proposition 3.1 and can be directly proved for the remaining terms in (4.3) as all of them are
either linear or semi-norms in spaces where we have weak convergence. In conclusion,

(
ηk+1, uk+1

)
∈ Ak

is indeed a minimizer of Gk.
Let us now derive the Euler-Lagrange equation associated to the minimizer

(
ηk+1, uk+1

)
. If we consider

a test pair (ξ, q) ∈ H ×H3
0 (Ω;R

2) such that ∇ · q = 0 in Ω and q ◦ ηk = ξ in [0, ℓ], we have
(
ηk+1 + εξ, uk+1 +

ε

τ
q
)
∈ Ak, for all ε > 0.
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Therefore, we are allowed to take the first variation with respect to
(
ξ, qτ
)
, resulting in the weak Euler-

Lagrange equation (4.4). �

Now continuing our construction we define

(4.11) Φk+1 := (id+τuk+1) ◦ Φk = Φk + τ
(
uk+1 ◦ Φk

)
, Φk+1 : Ω −→ Ωk+1.

From Proposition 4.4 we can immediately derive the following result:

Lemma 4.5. Let
(
ηk+1, uk+1

)
∈ H∩H3((0, ℓ))×H1

0 ∩H3(Ω;R2) be a minimizer of the functional (4.3)

and define Φk+1 : Ω −→ Ω as in (4.11). The following a priori estimate holds:

(4.12)

EK(ηk+1) +

√
δ0
2

ˆ ℓ

0

|∂3xηk+1|2 dx+
ε0
2τ

ˆ ℓ

0

∣∣∂3x
(
ηk+1 − ηk

)∣∣2 dx +
τρs
2h

ˆ ℓ

0

∣∣∣∣
ηk+1 − ηk

τ
− wk ◦ η0

∣∣∣∣
2

dx

+
τ

2h

ˆ

Ω

ρ0
∣∣uk+1 ◦ Φk − wk

∣∣2 dz + τ

2

ˆ

Ω

[
δ0
∣∣∇
(
∆uk+1

)∣∣2 + µk
∣∣εuk+1

∣∣2
]
dz − τ

ˆ

Ω

ρk
(
f · uk+1

)
dz

≤ EK(ηk) +

√
δ0
2

ˆ ℓ

0

|∂3xηk|2 dx+
τρs
2h

ˆ ℓ

0

∣∣wk ◦ η0
∣∣2 dx+

τ

2h

ˆ

Ω

ρ0
∣∣wk
∣∣2 dz ,

as well as

(4.13)

EK(ηN ) +

√
δ0
2

ˆ ℓ

0

|∂3xηN |2 dx+

N−1∑

k=0

[
ε0
2τ

ˆ ℓ

0

∣∣∂3x
(
ηk+1 − ηk

)∣∣2 dx +
τρs
2h

ˆ ℓ

0

∣∣∣∣
ηk+1 − ηk

τ
− wk ◦ η0

∣∣∣∣
2

dx

+
τ

2h

ˆ

Ω

ρ0
∣∣uk+1 ◦ Φk − wk

∣∣2 dz + τ

2

ˆ

Ω

[
δ0
∣∣∇
(
∆uk+1

)∣∣2 + µk
∣∣εuk+1

∣∣2
]
dz − τ

ˆ

Ω

ρk
(
f · uk+1

)
dz

]

≤ EK(η0) +

√
δ0
2

ˆ ℓ

0

|∂3xη0|2 dx+
ρs
2h

ˆ h

0

ˆ ℓ

0

|w ◦ η0|2 dx dt+
ρ+ + ρ

−

2h

ˆ h

0

ˆ

Ω

|w|2 dz dt .

Proof. Inequality (4.12) is obtained after comparing the value of Gk at the minimizer
(
ηk+1, uk+1

)
with

that at the admissible pair
(
ηk, 0

)
∈ Ak, see (4.5). In order to derive (4.13) we add each of the inequalities

(4.12) for k ∈ {0, · · · , N − 1}, thus yielding

(4.14)

EK(ηN ) +

√
δ0
2

ˆ ℓ

0

|∂3xηN |2 dx+

N−1∑

k=0

[
ε0
2τ

ˆ ℓ

0

∣∣∂3x
(
ηk+1 − ηk

)∣∣2 dx +
τρs
2h

ˆ ℓ

0

∣∣∣∣
ηk+1 − ηk

τ
− wk ◦ η0

∣∣∣∣
2

dx

+
τ

2h

ˆ

Ω

ρ0
∣∣uk+1 ◦ Φk − wk

∣∣2 dz + τ

2

ˆ

Ω

[
δ0
∣∣∇
(
∆uk+1

)∣∣2 + µk
∣∣εuk+1

∣∣2
]
dz − τ

ˆ

Ω

ρk
(
f · uk+1

)
dz

]

≤ EK(η0) +

√
δ0
2

ˆ ℓ

0

|∂3xη0|2 dx+

N−1∑

k=0

[
τρs
2h

ˆ ℓ

0

∣∣wk ◦ η0
∣∣2 dx+

τ

2h

ˆ

Ω

ρk
∣∣wk
∣∣2 dz

]
.

Now, recalling the definition of wk in (4.2) and using Jensen’s inequality, we notice that

N−1∑

k=0

[
τρs
2h

ˆ ℓ

0

∣∣∣wk ◦ η0
∣∣∣
2
dx+

τ

2h

ˆ

Ω
ρk
∣∣∣wk
∣∣∣
2
dz

]

=
N−1∑

k=0

[
τρs
2h

ˆ ℓ

0

∣∣∣∣∣
1

τ

ˆ τ(k+1)

τk
w (t, η0(x)) dt

∣∣∣∣∣

2

dx+
τ

2h

ˆ

Ω
ρk

∣∣∣∣∣
1

τ

ˆ τ(k+1)

τk
w (t, z) dt

∣∣∣∣∣

2

dz

]

≤
N−1∑

k=0

[
ρs
2h

ˆ ℓ

0

ˆ τ(k+1)

τk
|w (t, η0(x))|2 dt dx+

1

2h

ˆ

Ω
ρk

(
ˆ τ(k+1)

τk
|w (t, z)|2 dt

)
dz

]

≤ ρs
2h

ˆ ℓ

0

ˆ h

0
|w (t, η0(x))|2 dt dx+

ρ+ + ρ−
2h

ˆ

Ω

ˆ h

0
|w (t, z)|2 dt dz
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which is then inserted into (4.14) to yield (4.13). �

4.2. Proof of Theorem 4.3, Step 2: Constructing interpolations. Now we unfix τ and write the
functions of the previous subsection as ηkτ , u

k
τ and Φk

τ to prevent confusion. Using this and denoting
Ik(τ) = [kτ, (k + 1)τ), we define

Ω(τ)(t) = Ωk for t ∈ Ik(τ),

and the following time-dependent functions:

(4.15)





η(τ)(t, x) = ηkτ (x) for all (t, x) ∈ Ik(τ)× [0, ℓ],

η(τ)(t, x) = ηk+1
τ (x) for all (t, x) ∈ Ik(τ)× [0, ℓ],

η̃(τ)(t, x) =
τ(k + 1)− t

τ
ηkτ (x) +

t− τk

τ
ηk+1
τ (x) for all (t, x) ∈ Ik(τ)× [0, ℓ],

u(τ)(t, z) = ukτ (z) for all (t, z) ∈ Ik(τ)× Ω(τ)(t),

Φ(τ)(t, z) = Φk−1
τ (z) for all (t, z) ∈ Ik(τ)× Ω(τ)(t),

Φ̃(τ)(t, z) =
τ(k + 1)− t

τ
Φk−1
τ (z) +

t− τk

τ
Φk
τ (z) for all (t, z) ∈ Ik(τ)× Ω(τ)(t).

Note that this immediately implies

u(τ)
(
t, η(τ)(t, x)

)
= ∂tη̃

(τ)(t, x) for all (t, x) ∈ I × [0, ℓ].

Using the estimates of Lemma 4.5, we derive the following bounds on the functions defined in (4.15).

Lemma 4.6 (Uniform bounds in τ). The following sequences are uniformly bounded in τ :




EK(η(τ)(t, ·)) ∈ L∞([0, h];R),

η(τ), η(τ), η̃(τ) ∈ L∞([0, h];H∩H3((0, ℓ))),

∂tη̃
(τ) ∈ L2([0, h];H ∩H3((0, ℓ))),

u(τ) ∈ L2([0, h];H1
0 ∩H3(Ω;R2) and u(τ) ∈ L2([0, h];C1,1−(Ω;R2),

u(τ) ◦ Φ(τ) ∈ L2([0, h] × Ω;R2).

Furthermore, by definition we have that ∂tΦ̃
(τ) = u(τ) ◦ Φ(τ) in Ω.

Proof. First, arguing as in (4.6)-(4.8), from inequality (4.12) we can infer the following:

EK(ηj) +

√
δ0
2

ˆ ℓ

0
|∂3xηj |2 dx− τ

4ρ2maxL
2

µminπ2
‖f‖2L2(Ω)

≤ EK(ηj−1) +

√
δ0
2

ˆ ℓ

0
|∂3xηj−1|2 dx+

τρs
2h

ˆ ℓ

0

∣∣wj−1 ◦ η0
∣∣2 dx+

τ

2h

ˆ

Ω
ρj−1

∣∣wj−1
∣∣2 dz,(4.16)

for every j ∈ {1, · · · , N}, where µmin := min{µ+, µ−} and ρmax := max{ρ+, ρ−}. By taking the sum
from j = 1 to j = k in both sides of inequality (4.16), we obtain:

(4.17)

EK(ηk) +

√
δ0
2

ˆ ℓ

0

|∂3xηk|2 dx ≤ EK(η0) +

√
δ0
2

ˆ ℓ

0

|∂3xη0|2 dx

+

k∑

j=1

[
τρs
2h

ˆ ℓ

0

∣∣wj−1 ◦ η0
∣∣2 dx+

τ

2h

ˆ

Ω

ρj−1
∣∣wj−1

∣∣2 dz + τ
4ρ2maxL

2

µminπ2
‖f‖2L2(Ω)

]

≤ EK(η0) +

√
δ0
2

ˆ ℓ

0

|∂3xη0|2 dx+
ρs
2h

ˆ ℓ

0

ˆ h

0

|w (t, η0(x))|2 dt dx

+
ρ+ + ρ

−

2h

ˆ

Ω

ˆ h

0

|w (t, z)|2 dt dz + 4hρ2maxL
2

µminπ2
‖f‖2L2(Ω) ,
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for every k ∈ {1, · · · , N}. Since the right-hand side of (4.17) is a (finite) constant that is independent
of t and τ (denoted henceforth by C0), we obtain an uniform bound on EK(ηkτ ) and

∥∥ηkτ
∥∥
H3

0
and thus

an L∞-bound on EK(η(τ)(t, .)) and
∥∥η(τ)(t, .)

∥∥
H3

0
over the time-interval [0, h]. By the coercivity of the

energy functional EK , see Proposition 3.1, inequality (4.17) also yields a uniform bound on the H-norm

of ηk, thus resulting in a L∞([0, h];H)-bound for η(τ). Regarding η̃(τ), we notice that:

‖η̃(τ)(t, ·)‖H ≤ τ(k + 1)− t

τ
‖ηkτ ‖H +

t− τk

τ
‖ηk+1

τ ‖H ≤ C0 for all t ∈ [0, h],

from which we also derive a uniform L∞([0, h];H)-bound on ητ . A similar calculation holds for the
H3-norm. On the other hand, in view of (4.13) and arguing as in (4.16), we have

ˆ h

0
‖∂3x ∂tη̃(τ)(t, ·)‖2L2(0,ℓ) dt =

1

τ

N−1∑

k=0

ˆ ℓ

0

∣∣∣∂3x
(
ηk+1
τ (x)− ηkτ (x)

)∣∣∣
2
dx ≤ 2C0

ε0
.

Using Poincaré’s inequality this then extends into an uniform L2([0, h];H)-bound on ∂tη̃
(τ). The uniform

bound on the velocity gradient is obtained in a similar way, since

ˆ h

0
‖∇(∆u(τ))‖2L2(Ω)dt = τ

N−1∑

k=0

‖∇(∆uk+1
τ )‖2L2(Ω) ≤

2C0

δ0
,

which, in view of the (compact) embedding H3
0 (Ω) ⊂ C1,1−(Ω) (here C1,1− is used to denote C1,1−ε for

any ε > 0), also yields a uniform for u(τ) in the space L2([0, h];C1,1− (Ω;R2). Finally, we consider the

function u(τ) ◦ Φ(τ), which can be handled in the following way:

ˆ h

0
‖u(τ) ◦ Φ(τ)‖2L2(Ω)dt =

N−1∑

k=0

τ‖uk+1
τ ◦ Φk

τ‖2L2(Ω) ≤ 2τ

N−1∑

k=0

(
‖uk+1

τ ◦ Φk
τ − wk‖2L2(Ω) + ‖wk‖2L2(Ω)

)

≤ 4hC

min{ρ+, ρ−}
+ 2τ

N−1∑

k=0

‖wk‖2L2(Ω) ≤
4hC

min{ρ+, ρ−}
+ 2

ˆ

Ω

ˆ h

0
|w (t, z)|2 dt dz �

We now arrive at the main difficulty in implementing the scheme, establishing the properties of and
bounds on Φ(τ), because Φ(τ) is defined via concatenation of an unbounded (for τ → 0) number of
functions and is thus highly nonlinear. As any linearizing would break the coupling properties needed,
we will instead rely on the δ-terms proving a high enough regularity for the constituting functions. Very
similar estimates have been shown in [1]. We do repeat them here to emphasize the methodological
possibilities in the shell-regime of fluid-structure interactions.

Proposition 4.7. There exists a constant K > 0, depending on w, δ0, h, EK(η0) and f , such that

(4.18)

N−1∑

j=0

τ
∥∥uj+1

τ

∥∥2
C1,λ(Ω)

≤ K , for any τ > 0 and λ ∈ (0, 1).

For any τ > 0 the function Φ(τ) is uniformly Lipschitz in the spatial variable; more precisely, for every
k ∈ {1, . . . , N} we have that Φk

τ ∈ C1(Ω) is such that

(4.19) |Φk
τ (z1)− Φk

τ (z2)| ≤ exp
(√

Kh
)
|z1 − z2| for all z1, z2 ∈ Ω.

On the other hand, for any τ ∈ (0, 1/4K) and any integer k ≥ 0 such that τk < h, the function
Φk
τ : Ω −→ Ω is a diffeomorphism with

(4.20) e−4τK ≤ det(∇Φk
τ )(z) ≤ e2τK for all z ∈ Ω,

so that, in particular, lim
τ→0

det(∇Φk
τ )(z) = 1, for every z ∈ Ω.
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Proof. The existence of a constant K > 0 (depending on w, h, EK(η0) and f) satisfying (4.18) follows
directly from the uniform bounds obtained in Lemma 4.6, in view of the (compact) embedding H1(Ω) ⊂
C1,λ(Ω). Now, Φ0 : Ω −→ Ω is the identity function and for every k ∈ {0, . . . , N − 1} we have, by
definition

(4.21) Φk+1
τ = (id+τuk+1

τ ) ◦ Φk
τ = Φk

τ + τ(uk+1
τ ◦ Φk

τ ) .

Therefore Φk+1
τ ∈ C1(Ω) and, by recursion,

(4.22) Lip(Φk+1
τ ) ≤

k∏

j=0

[
1 + τLip(uj+1

τ )
]
.

By the inequality between arithmetric and geometric mean and by properties of the exponential function,
we can further bound the right-hand side of (4.22) in the following way:

(4.23)

Lip(Φk+1
τ ) ≤


 1

k + 1

k∑

j=0

(
1 + τLip(uj+1

τ )
)


k+1

≤


1 + 1

k + 1

N−1∑

j=0

τLip(uj+1
τ )



k+1

≤


1 + 1

k + 1

√√√√
N−1∑

j=0

τ

√√√√
N−1∑

j=0

τLip(uj+1
τ )2



k+1

≤
[
1 +

√
Kh

k + 1

]k+1

≤ exp
(√

Kh
)
,

where as a reminder N = [h/τ ]. We thus prove (4.19).
Now, fix any τ ∈ (0, 1/4K). We proceed inductively: Since Φ0 : Ω −→ Ω is the identity function, it is

a diffeomorphism with det(∇Φ0) ≡ 1. For some integer k ∈ {1, . . . , N0 − 1}, assume that Φk : Ω −→ Ωk

is a diffeomorphism such that

e−4τK ≤ det(∇Φk
τ )(z) ≤ e2τK for all z ∈ Ω.

We then apply standard properties of the determinant to infer that

(4.24) det(∇Φk+1
τ ) =

k∏

j=0

det
[
I + τ∇uj+1

τ (Φj
τ )
]
=

k∏

j=0

[
1 + τ I : ∇uj+1

τ (Φj
τ ) + τ2 det∇uj+1

τ (Φj
τ )
]

where the middle term can be rewritten as τ∇ · uj+1
τ = 0 since we are dealing with a divergence free

flow. For the last term we note that

(4.25)
∣∣det(∇uj+1

τ )(Φj
τ )(z)

∣∣ ≤ 2
∥∥∇uj+1

τ (Φj
τ )
∥∥2
L∞(Ω)

≤ 2
∥∥∇uj+1

τ

∥∥2
L∞(Ω)

.

From (4.24) and (4.25) we derive pointwise upper and lower bounds for det(∇Φk+1
τ ); indeed, we proceed

as in (4.23) to obtain the following:

(4.26)

det(∇Φk+1
τ ) ≤

k∏

j=0

[
1 + 2τ2

∥∥∇uj+1
τ

∥∥2
L∞(Ω)

]
≤


 1

k + 1

k∑

j=0

(
1 + 2τ2

∥∥∇uj+1
τ

∥∥2
L∞(Ω)

)


k+1

≤


1 + 2τ

k + 1

N0−1∑

j=0

τ
∥∥∇uj+1

τ

∥∥2
L∞(Ω)



k+1

≤
[
1 +

2τK
k + 1

]k+1

≤ e2τK .

On the other hand, since 4τK < 1, for every j ∈ {0, . . . , N0 − 1} we have

τ2
∥∥∇uj+1

τ

∥∥2
L∞(Ω)

≤ τ2
N0−1∑

j=0

∥∥∇uj+1
τ

∥∥2
L∞(Ω)

≤ τK <
1

4
,

thus implying that

1

1− 2τ2‖∇uj+1
τ ‖2L∞(Ω)

≤ 1 + 4τ2
∥∥∇uj+1

τ

∥∥2
L∞(Ω)

for all j ∈ {0, . . . , N0 − 1}.
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The last inequality enables us to derive the following (pointwise) lower bound for det(∇Φk+1
τ ):

(4.27)

det(∇Φk+1
τ )−1 =

k∏

j=0

[
1 + τ2 det(∇uj+1

τ )(Φj
τ )
]−1 ≤

k∏

j=0

[
1− 2τ2

∥∥∇uj+1
τ

∥∥2
L∞(Ω)

]−1

≤
k∏

j=0

[
1 + 4τ2

∥∥∇uj+1
τ

∥∥2
L∞(Ω)

]
≤


 1

k + 1

k∑

j=0

(
1 + 4τ2

∥∥∇uj+1
τ

∥∥2
L∞(Ω)

)


k+1

≤


1 + 4τ2

k + 1

N0−1∑

j=0

τ2
∥∥∇uj+1

τ

∥∥2
L∞(Ω)



k+1

≤
[
1 +

4τK
k + 1

]k+1

≤ e4τK ,

from which we can conclude the other half of (4.20). In particular, det(∇Φk+1
τ )(z) > 0 for every z ∈ Ω.

Since all Φk
τ are equal to the identity on ∂Ω, together with a degree argument, his proves that Φk+1

τ is a
diffeomorphism. �

Note that this already implies that Ω(τ)(t) is diffeomorphic to the initial domain and thus that there
is no collision in this approximation.

4.3. Proof of Theorem 4.3, Step 3: Establishing the limit equation. In view of Lemma 4.6
and the Banach–Alaoglu theorem, we may find functions η ∈ H1([0, h];H), u ∈ L2([0, h];H3

0 (Ω;R
2),

Φ ∈ C([0, h];C0,1(Ω;R2) such that the following limits hold as τ → 0:

η(τ), η(τ), η̃(τ) ⇀∗ η in L∞([0, h];H ∩H3((0, ℓ))),

∂tη̃
(τ) ⇀ ∂tη in L2([0, h];H ∩H3((0, ℓ))),

u(τ) ⇀ u in L2([0, h];H1
0 ∩H3(Ω;R2),

Φ(τ) → Φ in C([0, h];C0,1(Ω;R2),

for sub-sequences that are not being relabeled. Furthermore, by interpolation (see for instance [1,
Proposition 2.20]) we can establish that η ∈ C([0, h];C1([0, ℓ];R2)) and that it verifies the following
convergences as τ → 0:

(4.28)
η(τ) → η in L∞([0, h];C1([0, ℓ];R2)),

η̃(τ) → η in C([0, h];C1([0, ℓ];R2)).

Next we define Ωη(t) as the time-dependent fluid domain given by the limit deformation η(t) at time

t ∈ [0, h]. In particular, due to Proposition 4.7 we know that Φ is Lipschitz with constant exp(
√
Lh)

and that det∇Φ ≡ 1 almost everywhere in Ω. We also remark that Φ(t, .) : Ω −→ Ω is again a volume
preserving diffeomorphism by the same degree-argument as before. As a direct consequence of this and
Proposition 3.1, the image of the solid η(t, (0, ℓ)) and ∂Ω cannot intersect.

Now, in view of Proposition (4.4) we have the identity

ˆ ℓ

0
LΓ(η

k+1
τ ) · ξ dx+

ρs
h

ˆ ℓ

0

(
ηk+1
τ − ηkτ

τ
− wk

τ ◦ η0
)
· ξ dx+ ε0

ˆ ℓ

0
∂3x

(
ηk+1
τ − ηkτ

τ

)
· ∂3xξ dx(4.29)

+
√
δ0

ˆ ℓ

0
∂3xη

k+1∂3xξ dx+
1

h

ˆ

Ω
ρkτ

(
uk+1
τ ◦ Φk

τ − wk
τ

)
·
(
q ◦ Φk

τ

)
dz + δ0

ˆ

Ω
∇(∆uk+1

τ ) · ∇(∆q) dz

+

ˆ

Ω
µkτ εu

k+1
τ · ε(q) dz =

ˆ

Ω
ρkτ (f · q) dz,

for every fixed k ∈ {0, . . . , N−1}, for all (time-independent) coupled test functions (ξ, q) ∈ H∩H3(0, ℓ)×
H1

0 ∩H3(Ω;R2) such that ∇ · q = 0 in Ω and q ◦ ηkτ = ξ in [0, ℓ].
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Therefore, by multiplying by τ and adding (over k) all the identities in (4.29) we deduce that

(4.30)

ˆ h

0

ˆ ℓ

0
LΓ(η

(τ)) · ξ dx dt+
√
δ0

ˆ ℓ

0
∂3xη∂

3
xξ dx+

ρs
h

ˆ h

0

ˆ ℓ

0

(
∂tη̃

(τ) −w(τ) ◦ η0
)
· ξ dx dt

+ ε0

ˆ h

0

ˆ ℓ

0
∂3x∂tη̃

(τ) · ∂3xξ dx dt+
1

h

ˆ h

0

ˆ

Ω
ρ(τ)

(
u(τ) ◦ Φ(τ) − w(τ)

)
·
(
q ◦ Φ(τ)

)
dz dt

+ δ0

ˆ h

0

ˆ

Ω
∇(∆u(τ)) · ∇(∆q) dz dt+

ˆ h

0

ˆ

Ω
µ(τ) ε(u(τ)) · ε(q) dz dt =

ˆ h

0

ˆ

Ω
ρ(τ) (f · q) dz dt ,

for all time-dependent coupled test functions (ξ, q) ∈ L2([0, h],H∩H3(0, ℓ))×L2([0, h],H1
0 ∩H3(Ω;R2))

such that ∇ · q = 0 in [0, h] × Ω and q ◦ η(τ) = ξ in [0, h] × [0, ℓ].
Finally we can conclude that

∂tΦ = lim
τ→0

∂tΦ̃
(τ) = lim

τ→0
u(τ) ◦Φ(τ) = u ◦Φ almost everywhere in Ω.

Then, Φ has the properties required for a solution. Moreover, from the definitions in (4.15) we have

∂tη̃
(τ)(t, x) =

ηk+1
τ (x)− ηkτ (x)

τ
= u(τ)

(
t, η(τ)(t, x)

)
for all (t, x) ∈ Ik(τ)× [0, ℓ],

so that, for every φ ∈ C∞
0 ([0, h] × [0, ℓ];R2), we have

(4.31)

ˆ h

0

ˆ ℓ

0
∂tη · φdx dt = lim

τ→0

ˆ h

0

ˆ ℓ

0
∂tη̃

(τ) · φdx dt = lim
τ→0

ˆ h

0

ˆ ℓ

0

(
u(τ) ◦ η(τ)

)
· φdx dt

= lim
τ→0

[
ˆ h

0

ˆ ℓ

0

(
u(τ) ◦ η

)
· φdx dt+

ˆ h

0

ˆ ℓ

0

(
u(τ) ◦ η(τ) − u(τ) ◦ η

)
· φdx dt

]
.

On one hand, by weak compactness we have

(4.32) lim
τ→0

ˆ h

0

ˆ ℓ

0

(
u(τ) ◦ η

)
· φdx dt =

ˆ h

0

ˆ ℓ

0
(u ◦ η) · φdx dt .

On the other hand, for s ∈ [0, 1] we define

πs(t, x) = sη(τ)(t, x) + (1− s)η(t, x) for all (t, x) ∈ Ik(τ)× [0, ℓ],

so that for every (t, x) ∈ Ik(τ)× [0, ℓ] we have

(4.33)

∣∣∣u(τ)(t, η(τ)(t, x)) − u(τ) (t, η(t, x))
∣∣∣
2
=

∣∣∣∣
ˆ 1

0

d

ds
u(τ)(t, πs(t, x)) ds

∣∣∣∣
2

≤
ˆ 1

0

∣∣∣∇u(τ)(t, πs(t, x)) · (η(τ)(t, x) − η(t, x))
∣∣∣
2
ds

≤
(
ˆ 1

0

∣∣∣∇u(τ)(t, πs(t, x))
∣∣∣
2
ds

)
sup

(t,x)∈[0,h]×[0,ℓ]

∣∣∣η(τ)(t, x)− η(t, x)
∣∣∣
2
.

Now, as η(τ) and η are both injective maps with lower bound on their spatial derivative and uniformly
close gradients, the linear interpolation πs has to obey the same property. Therefore, by integrating in
(4.33) we get by the trace theorem

(4.34)

ˆ h

0

ˆ ℓ

0

∣∣∣u(τ)(t, η(τ)(t, x))− u(τ) (t, η(t, x))
∣∣∣
2
dx dt

≤
(
ˆ h

0

ˆ ℓ

0

ˆ 1

0

∣∣∣∇u(τ)(t, πs(t, x))
∣∣∣
2
ds dx dt

)
sup

(t,x)∈[0,h]×[0,ℓ]

∣∣∣η(τ)(t, x)− η(t, x)
∣∣∣
2

≤ C

(
ˆ h

0
‖u(τ)‖2H2(Ω)

)
sup

(t,x)∈[0,h]×[0,ℓ]

∣∣∣η(τ)(t, x)− η(t, x)
∣∣∣
2
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But since we have uniform L2([0, h];H3
0 (Ω;R

2))-bounds on u(τ) and the uniform convergence for η(τ)

towards η given in (4.28), the right-hand side of (4.34) vanishes as τ → 0. This, combined with (4.32),
implies that (4.31) yields

ˆ h

0

ˆ ℓ

0
∂tη · φdx dt =

ˆ h

0

ˆ ℓ

0
(u ◦ η) · φdx dt for all φ ∈ C∞

0 ([0, h] × [0, ℓ];R2),

and thus ∂tη = u ◦ η almost everywhere on [0, ℓ].
Finally we consider convergence of the actual equation. We need to show that (4.1) holds. We do so

in two parts:

The equation in the interior of the fluid. First consider q ∈ C1
0 ∩ C∞([0, h] × Ω;R2) such that ∇ · q = 0

in Ω and supp q ⊂ Ω+ ∪ Ω−. Then since ητ → η uniformly, we have q ◦ η(τ)(t, x) = 0 for all τ small
enough. Thus the pair (0, q) is admissible for (4.30) for all τ small enough and by sending τ → 0 we get
(4.1) for all such q. By a density argument, we can then extend this to all q ∈ C([0, h];H3 ∩H1

0 (Ω;R
2)

with ∇ · q = 0 and q ◦ η = 0.

The equation over the interface–introduction of the bulk-pressure. Here we wish to pass to the limit with
test-functions that are situated on the structure. For that take ξ ∈ C1

0 ∩C∞([0, h]× [0, ℓ];R2) such that
´ ℓ
0 ξ(t) ∧ ∂xη(t)dx = 0 for all t ∈ [0, ℓ]. The latter condition does precisely mean that it is the trace

of a solenoidal function (3.5). Since, in general
´ ℓ
0 ξ(t) ∧ ∂xητ (t)dx 6= 0 the respective error has to be

compensated with the respective scalar differential pressure that we will introduce here and which we
denote by P τ : [0, T ] → R.

For that we choose ξ0(x) := x(ℓ− x) : C∞
0 ([0, ℓ];R2), such that

´ ℓ
0 ∂xη

(τ)(t) ∧ ξ0dx = λτ0(t) 6= 0. Next

we use the extension Proposition 3.5 to find q0 ∈ L∞(I;H1
0 (Ω;R

2) such that q0(t) ◦ η(τ)(t) = ξ0 and

∇ · q0(t) = λτ (t)(ψ+ − ψ−)

where ψ± are time-independent “bump-functions” with suppψ± ⊂ Ω±(t) for all t ∈ [0, T ] and τ small
enough and with

´

Ω ψ
±dx = 1.

We define P (τ)(t) as a rescaling of the resulting error in the weak equation via

(4.35)

P (τ)(t)λτ0(t) :=

ˆ ℓ

0
LΓ(η

(τ)) · ξ0 dx+
√
δ0

ˆ ℓ

0
∂3xη

(τ)∂3xξ0 dx+
ρs
h

ˆ ℓ

0

(
∂tη̃

(τ) − w(τ) ◦ η0
)
· ξ0 dx

+ ε0

ˆ ℓ

0
∂3x∂tη̃

(τ) · ∂3xξ0 dx+
1

h

ˆ

Ω
ρ(τ)

(
u(τ) ◦ Φ(τ) − w(τ)

)
·
(
q0 ◦ Φ(τ)

)
dz

+ δ0

ˆ

Ω
∇(∆u(τ)) · ∇(∆q0) dz +

ˆ

Ω
µ(τ) εu(τ) · ε(q0) dz −

ˆ

Ω
ρ(τ) (f · q0) dz.

The construction and the a-priori estimates above imply that in P (τ) ∈ L2(I) uniformly in τ .
We now turn back to a general ξ ∈ C∞

0 ([0, h] × [0, ℓ];R2) which is suitable for the limit equation i.e.
´ ℓ
0 ξ(t) ∧ ∂xη(t)dx = 0 for all t ∈ [0, ℓ]. With this, for τ > 0, we can use Proposition 3.5 to find that the

pair (ξ,Eη(τ)(ξ)) fulfils (4.30) plus a pressure term acting on

λτ (t) =
1

λτ0(t)

ˆ ℓ

0
ξ(t) ∧ ∂xητ (t)dx→ 0 with τ → 0.
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Indeed we find that by the H3 estimates of η(τ) that also ∇∆E
η(τ)(ξ)) ∈ L2. Hence

ˆ h

0

ˆ ℓ

0
LΓ(η

(τ)) · ξ dx dt+
√
δ0

ˆ ℓ

0
∂3xη

(τ)∂3xξ dx+
ρs
h

ˆ h

0

ˆ ℓ

0

(
∂tη̃

(τ) −w(τ) ◦ η0
)
· ξ dx dt

+ ε0

ˆ h

0

ˆ ℓ

0
∂3x∂tη̃

(τ) · ∂3xξ dx dt+
1

h

ˆ h

0

ˆ

Ω
ρ(τ)

(
u(τ) ◦ Φ(τ) − w(τ)

)
·
(
E
η(τ)(ξ) ◦Φ(τ)

)
dz dt

+ δ0

ˆ h

0

ˆ

Ω
∇(∆u(τ)) · ∇(∆E

η(τ)(ξ)) dz dt+

ˆ h

0

ˆ

Ω
µ(τ) εu(τ) · ε(Eη(τ)(ξ)) dz dt

=

ˆ h

0

ˆ

Ω
ρ(τ)

(
f · Eη(τ)(ξ)

)
dz dt +

ˆ h

0
λτ (t)P (τ)(t) dt.

(4.36)

Since all the terms in the equation converge, λ(τ) → 0 and P (τ) is bounded, we get (4.1) for the pair
(ξ,Eη(ξ)). Since every pair (ξ, q) that is an admissible test function for (4.1) can be decomposed into

(ξ, q) = (ξ,Eη(ξ)) + (0, q − E
η(ξ)),

combining the two limit equations, we establish a weak solution in the sense of (4.1).

4.4. An intermediate energy estimate. To derive the proper energy estimate is precisely the point
where we need the extra regularizer related to ε0.

Lemma 4.8 (Time delayed energy inequality). Let (η, u) be a solution to the time delayed equation
(4.1). Then this solution fulfills the following energy inequality for almost all t0 ∈ [0, h]:

EK(η(t0)) +

√
δ0
2

ˆ ℓ

0

∣∣∂3xη(t0)
∣∣2 dx+ ε0

ˆ t0

0

ˆ ℓ

0

∣∣∂t∂3xη
∣∣2 dx+

1

h

ˆ t0

0

ˆ ℓ

0
ρs

|∂tη(t)|2
2

dxdt

+

ˆ t0

0

ˆ

Ω
µ(t) |ε(u)|2 dxdt+ δ0

ˆ t0

0

ˆ

Ω
|∇∆u|2 dx+

1

h

ˆ t0

0

ˆ

Ω
ρ(t)

|u(t)|2
2

dxdt

≤ EK(η(0)) +
1

h

ˆ t0

0

ˆ ℓ

0
ρs

|w ◦ η0|2
2

dxdt+
1

h

ˆ t0

0

ˆ

Ω
ρ0

|w|2
2
dx+

ˆ t0

0

ˆ

Ω
ρf · u dx

Proof. Consider the weak equation (4.1). Due to the regularizing terms, we can test this with the
admissible pair (∂tη, u) on the interval [0, t0]. This yields

EK(η(t0)) +

√
δ0
2

ˆ ℓ

0

∣∣∂3xη(t0)
∣∣2 dx+ ε0

ˆ t0

0

ˆ ℓ

0

∣∣∂t∂3xη
∣∣2 dx+

1

h

ˆ t0

0

ˆ ℓ

0
ρs(∂tη − w ◦ η0) · ∂tη dxdt

+

ˆ t0

0

ˆ

Ω
µ(t) |ε(u)|2 dxdt+ δ0

ˆ t0

0

ˆ

Ω
|∇∆u|2 dx+

1

h

ˆ t0

0

ˆ

Ω
ρ0(u ◦ Φ− w) · u ◦Φ dxdt

= EK(η(0)) +

ˆ t0

0

ˆ

Ω
ρf · u dx

Now using Young’s inequality on w ◦ η0 · ∂tη we have for almost every t ∈ [0, t0]
ˆ ℓ

0
ρs(∂tη − w ◦ η0) · ∂tη dx ≥

ˆ ℓ

0
ρs |∂tη|2 −

ρs
2
|∂tη|2 −

ρs
2
|w ◦ η0|2 dx

=

ˆ ℓ

0

ρs
2
|∂tη|2 dx−

ˆ ℓ

0

ρs
2
|w ◦ η0|2 dx

and similarly for the fluid
ˆ

Ω
ρ0(u ◦ Φ− w) · u ◦Φ dx ≥

ˆ

Ω

ρ0
2

|u ◦ Φ|2 − ρ0
2

|w|2 dxdt =
ˆ

Ω

ρ

2
|u|2 dx−

ˆ

Ω

ρ0
2

|w|2 dx

where we used that Φ is a density preserving diffeomorphism. Combining these finishes the proof. �

Remark 4.9. Note that this energy inequality is a strict improvement over what could be obtained going
to the limit in the estimates of Lemma 4.5 as all the dissipative terms carry another factor of 2.
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4.5. Passing with ε0 → 0. We can now also treat the case ε0 = 0. Note that even then we still have
some additional regularity of ∂tη by the fact that it is equal to u ◦ η which itself is the trace of u under
a diffeomorphism.

We can use Theorem 4.3 to obtain a sequence of solutions η(εk), u(εk) to the weak equation for
ε0 := εk → 0. All these solutions fulfill the energy inequality and the other respective estimates, so they
are uniformly bounded in the same spaces as before, apart from the reduced regularity of ∂tη. We can
then pick a converging subsequence and go to the limit. By lower-semicontinuity this limit still fulfills
the energy inequality (the ε0 term has positive sign and can just be dropped). We also have convergence
in all the terms of the equation by the same arguments as before, except for the one involving ε0, where

∣∣∣∣ε0
ˆ h

0

ˆ ℓ

0
∂3x∂tη̃

(τ) · ∂3xξ dx dt
∣∣∣∣ ≤ ε0

∥∥∂t∂3xη
∥∥
L2((0,ℓ))

∥∥∂3xξ
∥∥
L2((0,ℓ))

→ 0

since
√
ε0 ‖∂t∂xxη‖L2((0,ℓ)) is uniformly bounded by the energy inequality.

5. Proof of Theorem 2.2

5.1. Construction of approximative solutions. We now proceed to string together short, time-
delayed solutions into a time-delayed solution on a longer interval [0, T ]. For this fix h > 0.

For any time-delayed solution (η, u,Φ) on [0, h] produced by Theorem 4.3, the energy inequality of
Lemma 4.8 implies that EK(η(h)) < ∞ and (t, x) 7→ u(t,Φ(t, x)) ∈ L2([0, h] × Ω;R2). But then the
resulting quantities η(h) and (t, x) 7→ u(t) ◦ Φ(t) ◦ Φ−1(h) are valid initial and right hand side data for
Theorem 4.3 and we can use them to construct a solution on another interval of length h, which we will
shift to be [h, 2h]. We iterate this argument until we reach the chosen time T . We will see later that
there is always a minimal time T > 0 independent of h that allows us to keep uniform distance from
collision.

We will write the total solution as

η(h) : [0, T ) × (0, ℓ) → Ω, u(h) : [0, T )× Ω → R
2.

and use a similar notation Ω
(h)
± (t) for the two time-dependent parts of the fluid domain and ρ(h)(t, z),

µ(h)(t, z) to denote ρ± depending on whether z ∈ Ω
(h)
± (t). Additionally in each step we can use the

invertibility of the flow map to construct a family of general flow maps between time t and t + h and
then concatenate them into a full flow map Φ(h)(t) for t ∈ [0, T ] such that

Φ(h)(0, y) = y, for all y ∈ Ω

∂tΦ
(h)(t, y) = u(h)(t,Φ(h)(t)(y)) for all t ∈ (0, T ), y ∈ Ω.

Since the flow map is exclusively used to switch between coordinates in time intervals of size h we
further introduce

Φ(h)
s (t) : Ω

(h)
± (t) → Ω

(h)
± (t+ s), Φ(h)

s (t)(y) = Φ(t+ s) ◦ (Φ(t))−1(y),

usually with s ∈ [−h, h]. By definition, we find that

∂sΦ
(h)
s (t, y) = u(h)(t+ s,Φ(h)

s (t, y))

Further all maps Φs(t) are volume preserving maps which map the respective upper and lower fluid
domains at time t into their respective counterpart at time t + s, which gives them the structure of a
semi-group. As a direct consequence Φs is also density preserving, i.e.

ρ(h)(t+ s) ◦ Φ(h)
s (t) = ρ(h)(t).
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As a result we get for any small enough h > 0 a pair (η(h), u(h)) of weak solutions to
ˆ T

0

ˆ ℓ

0

(
LΓ(η

(h)) + ρs
∂tη

(h)(t)− ∂tη
(h)(t− h)

h

)
· ξ dx+

√
δ0

ˆ ℓ

0
∂3xη

(h)∂3xξ0 dx

+

ˆ

Ω
µε(u(h)) · ∇q dz +

ˆ

Ω
δ0∇∆u(h) · ∇∆q dz(5.1)

+

ˆ

Ω

(
(ρ(h)u(h))(t)− (ρ(h)u(h))(t− h) ◦ Φ(h)

−h(t)

h
· q
)
dz −

ˆ

Ω
(f · q) dz dt = 0,

for all pairs of test functions (ξ, q) ∈ L2(0, T ;H∩H3((0, ℓ)))×L2(0, T ;H3(Ω)) such that ξ = q ◦ η(h) on
[0, T ]× [0, ℓ] and ∇ · q = 0 in Ω.

Now we can iterate and reformulate the energy inequality of Lemma 4.8 for our approximate functions
and add an estimate.

Corollary 5.1 (Energy estimate). Let (η(h), u(h)) as before. Then this solution fulfills the following
energy inequality for almost all t0 ∈ [0, T ]:

EK(η(h)(t0)) +

√
δ0
2

ˆ ℓ

0

∣∣∂3xη(t0)
∣∣2 dx+

 t0

t0−h

ˆ ℓ

0
ρs

∣∣∂tη(h)(t)
∣∣2

2
dxdt

+

ˆ t0

0

ˆ

Ω
µ(h)(t)

∣∣∣ε(u(h))
∣∣∣
2
dxdt+ δ0

ˆ t0

0

ˆ

Ω

∣∣∣∇∆u(h)
∣∣∣
2
dx+

 t0

t0−h

ˆ

Ω
ρ(h)(t)

∣∣u(h)(t)
∣∣2

2
dxdt

≤ EK(η0) +

ˆ ℓ

0
ρs

|v0 ◦ η0|2
2

dx+

ˆ

Ω
ρ0

|v0|2
2

dx+

ˆ t0

0

ˆ

Ω
ρf · u(h) dxdt

In particular we gain uniform in h bounds in the order C(1 + T 2) on

sup
t∈[0,T ]

EK(η(h)(t)),
∥∥∥η(h)(t)

∥∥∥
(H2+δ

1
4
0 H3)((0,ℓ))

,

ˆ T

0

∥∥∥u(h)(t)
∥∥∥
2

(H1+
√
δ0H3)(Ω)

dt

sup
t0∈[0,T ]

 t0

t0−h

ˆ ℓ

0
ρs

∣∣∂tη(h)(t)
∣∣2

2
dxdt and sup

t0∈[0,T ]

 t0

t0−h

ˆ

Ω
ρ(h)(t)

∣∣u(h)(t)
∣∣2

2
dxdt.

Proof. The energy inequality is simply a telescoped version of Lemma 4.8. From this the uniform bounds
follow by noting that the only h-dependent term on the right hand side is the force term. For this we
have using Young’s inequality,

ˆ t0

0

ˆ

Ω
ρf · u(h) dx ≤ δ

2

ˆ t0

0

ˆ

Ω
ρ
∣∣∣u(h)

∣∣∣
2
dx+

1

2δ

ˆ t0

0

ˆ

Ω
max(ρ±) |f |2 dx,

where for small enough δ the first term can be absorbed on the left hand side and the second only
contains initial data. The estimates of the norms of η(h) and u(h) follow by the energy estimate and
Korn’s inequality. �

Lemma 5.2 (Minimal time to collision). For given initial data, there is a time T0 > 0 such that for all
h small enough

sup
(t,x)∈[0,T0]×[0,ℓ]

∣∣∣η(h)2 (t, x)
∣∣∣ ≤ ℓ

2
− 1

2

(
ℓ

2
− sup

x∈[0,ℓ]
|(η0)2(x)|

)
.

In particular there will be no collision of the solid with ∂Ω even after sending h→ 0.

Proof. Using the uniform bounds and Jensens inequality we know that
∥∥∥η(h) − η0

∥∥∥
2

H1((0,ℓ))
≤ CT

ˆ T

0

∥∥∥∂tη(h)
∥∥∥
2

(0,ℓ)
dt ≤ TC(1 + T 2)

Since additionally η(h)(t) is uniformly bounded in C1, this implies that
∥∥η(h)(t)− η0

∥∥
∞ ≤ C(T ) → 0 for

T → 0, which proves the lemma. �
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The last lemma implies that we can assume that T = T0 is fixed for our initial data, the solution can
then afterwards be extended up to a potential point of collision.

5.2. Aubin-Lions type argument. In this section we will pass to the limit with h → 0. We wish to
remove the δ0 regularizers simultaneously. For that we choose

δ0 := hα0 with α0 ∈ (0, 1) fixed.(5.2)

All constants from now on will be independent of δ0.
The main effort is the strong convergence of the fluid velocity. This goes via a so called Aubin-Lions

type argument derived in this sub-section. In the next sub-section we then pass to the limit with the
weak equation.

Using the energy estimate and the usual compactness results we can take a subsequence and find
limits η ∈ Cw([0, T ];H

2((0, ℓ);R2)) ∩H1([0, T ];H1((0, ℓ);R2)) and u ∈ L2([0, T ];W 1,2
div (Ω;R

2)) such that

η(h) ⇀ η in Cw([0, T ];H
2((0, ℓ);R2))

∂tη
(h) ⇀ ∂tη in L2([0, T ];H1((0, ℓ);R2))

u(h) ⇀ u in L2([0, T ];W 1,2
div (Ω;R

2))

As on the τ -level, we find by interpolation (see for instance the similar proof [1, Proposition 2.20])

strong convergences of a subsequence of η(h) as h→ 0:

(5.3) η(h) → η in C([0, T ]× [0, ℓ];R2).

What we do need is the convergence in weak form of

(ρ(h)u(h))(t)− (ρ(h)u(h))(t− h,Φ
(h)
−h(t))

h
.

First observe that due to (5.3) we find that ρ(h) converges strongly in any Lebesgue space. Hence

certainly it is sufficient to prove strong convergence of u(h). Due to the coupling of the velocities, classic
Aubin-Lions arguments are not available. We follow the convergence strategy of [25]. As it was the case

there, also here it is now essential to consider the convergence of u(h) over the full domain including
its “trace” ∂tη

(h) that satisfies its own PDE. For that we rely on the following generalisation of the
Aubin-Lions lemma that was derived in [25, Theorem 5.1 and Remark 5.2].

Theorem 5.3. Let X,Z be two Banach spaces, such that X∗ ⊂ Z∗. Assume that fn : (0, T ) → X and
gn : (0, T ) → X∗, such that gn ∈ L∞(0, T ;Z∗) uniformly. Moreover assume the following:

(1) The weak convergence: for some s ∈ [1,∞] we have that fn ⇀∗ f in Ls(X) and gn ⇀∗ g in

Ls′(X∗).
(2) The approximability-condition is satisfied: For every κ ∈ (0, 1] there exists a fn,κ ∈ Ls(0, T ;X)∩

L1(0, T ;Z), such that for every ǫ ∈ (0, 1) there exists a κǫ ∈ (0, 1) (depending only on ǫ) such
that

‖fn − fn,κ‖Ls(0,T ;X) ≤ ǫ for all κ ∈ (0, κǫ]

and for every κ ∈ (0, 1] there is a C(κ) such that

‖fn,κ‖L1(0,T ;Z) dt ≤ C(κ).

Moreover, we assume that for every κ there is a function fκ, and a subsequence such that fn,κ ⇀
∗

fκ in Ls(0, T ;X).
(3) The equi-continuity of gn. We require that there exists an α ∈ (0, 1] a functions An with An ∈

L1(0, T ) uniformly, such that for every κ > 0 that there exist a C(κ) > 0 and an nκ ∈ N such
that for τ > 0 and a.e. t ∈ [0, T − τ ]

sup
n≥nκ

∣∣∣
 τ

0
〈gn(t)− gn(t+ s), fn,κ(t)〉X′,X s

∣∣∣ ≤ C(κ)τα(An(t) + 1).
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(4) The compactness assumption is satisfied: X∗ →֒→֒ Z∗. More precisely, every uniformly bounded
sequence in X∗ has a strongly converging subsequence in Z∗.

Then there is a subsequence, such that
ˆ T

0
〈fn, gn〉X′×X dt →

ˆ T

0
〈f, g〉X′×X dt.

We begin with the following lemma, that allows us to compare between certain mean-values. It is
closely connected to [1, Lemma 4.14].

Lemma 5.4. Let q : [0, T ] × Ω → R
2 integrable and define

q̃(h)(t, y) :=

 0

−h
q(t+ s,Φ(h)

s (t)(y)) ds,

then for all p ∈ [1, 2), p1 ∈ [1,∞] and all h > 0, we find that if ∇q ∈ Lp1(0, T ;Lp(Ω)), then
∥∥∥∥
 0

−h
q(t+ s, y) ds− q̃(t)

∥∥∥∥
L∞(0,T ;Lp(Ω))

≤ Ch
p1−1
p1 ‖∇q‖

Lp1 (0,T ;L
2p
2−p (Ω))

,

where C depends on the energy estimates only. Further we find for q ∈ L
2p
p−2 (Ω) that

∥∥∥q − q ◦ Φ(h)
−h(t)

∥∥∥
Lp(Ω±(t))

≤ Ch ‖∇q‖
L

2p
2−p (Ω)

and
∥∥∥q − q ◦Φ(h)

−h(t)
∥∥∥
L2(Ω±(t))

≤ ChLip(q).(5.4)

Proof. We begin with the following calculation
∣∣∣q(t+ s,Φ(h)

s (t)(y)) − q(t+ s, y)
∣∣∣ =

∣∣∣∣
ˆ s

0
∂θq(t+ s,Φ

(h)
θ (t)(y))dθ

∣∣∣∣

≤
ˆ s

0

∣∣∣∇q(t+ s,Φ
(h)
θ (t)(y))

∣∣∣
∣∣∣u(t+ θ,Φ

(h)
θ (t)(y))

∣∣∣ dθ.

Using the fact that det(∇Φ
(h)
θ ) = 1 we find by change of variables and the energy bounds that, for

p ∈ [1, 2),
∥∥∥q(t+ s,Φ(h)

s (t, y))− q(t+ s, y)
∥∥∥
Lp(Ω)

≤
ˆ s

0
‖∇q(t+ s)‖

L
2p
2−p (Ω)

∥∥∥u(t+ θ,Φ
(h)
θ (t))

∥∥∥
Ω
dθ

≤ √
s
√
hC ‖∇q(t+ s)‖

L
2p
2−p (Ω)

.

this implies (5.4), for q independent of t and s = h. Further we find
∥∥∥∥
 0

−h
q(t+ s, y) ds − q̃(t)

∥∥∥∥
L∞(0,T ;Lp(Ω))

≤
ˆ 0

−h
‖∇q(t+ s)‖

L
2p
2−p (Ω)

ds ≤ Ch
p1−1
p1 ‖∇q‖

Lp1 (0,T ;L
2p
2−p (Ω))

.

The Lipschitz case follows doing the respective estimates for p = 2. �

In the following we use averaged momenta as functions that do possess some kind of weak time-
derivative. For this we define

m(h)(t) :=

 0

−h
ρ(h)(t+ s)u(h)(t+ s) ds and (∂tη)

(h)(t) :=

 0

−h
∂tη

(h)(t+ s) ds.

We first show that m(h)(t) possesses some weak time-derivative in the interior. This argument is valid
for both Ω±(t) separately.

Lemma 5.5. There exist a constant C > 0 depending only on T and the initial data, such that for

k > 2, we find that ∂tm
(h) ∈ L2(0, T ;H−k

div (Ω
(h)
± )). Moreover,5

sup
q∈C∞

0,div((0,T )×Ω
(h)
±

(t))

〈
∂tm

(h)(t), q(t)
〉
Ω

(h)
±

(t)
≤ C(

√
δ0‖q‖L2(0,T ;H3(Ω

(h)
±

))
+ ‖q‖

L2(0,T ;H2(Ω
(h)
±

))
)

5As is apparent following the proof, it is possible to relax the conditions from L2(H2) on the right hand side to L2(Lp)
for any p > 2.
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Proof. Let q ∈ C∞
0 ((0, T ) × Ω) with ∇ · q = 0. Let us first split the integrand into two along the flow

map.

〈
∂tm

(h)(t), q(t)
〉
Ω

(h)
±

(t)
=

〈
(ρ(h)u(h))(t)− (ρ(h)u(h))(t− h)

h
, q(t)

〉

Ω
(h)
±

(t)

=

〈
(ρ(h)u(h))(t)− (ρ(h)u(h))(t− h) ◦ Φ(h)

−h(t)

h
, q(t)

〉

Ω
(h)
±

(t)

−
〈
(ρ(h)u(h))(t− h)− (ρ(h)u(h))(t− h) ◦ Φ(h)

−h(t)

h
, q(t)

〉

Ω
(h)
±

(t)

=: J1(t)− J2(t)

We may estimate J1(t) by the weak formulation (5.1)

|J1(t)| =
∣∣∣∣∣

ˆ

Ω
(h)
±

(t)
µε(u(h)(t)) · ∇q(t) dz +

ˆ

Ω
(h)
±

δ0∇∆u(h) · ∇∆q(t) dz −
ˆ

Ω
(h)
±

(t)
(f(t) · q(t)) dz

∣∣∣∣∣

≤
∥∥∥εu(h)(t)

∥∥∥
Ω

(h)
±

(t)
‖εq(t)‖

Ω
(h)
±

(t)
+ δ0

∥∥∥u(h)(t)
∥∥∥
H3(Ω

(h)
±

)
‖q(t)‖

H3(Ω
(h)
±

)
+ ‖f(t)‖

Ω
(h)
±

(t)
‖q(t)‖

Ω
(h)
±

(t)

This gives for all q ∈ L2([0, T ];H3
0 (Ω

(h)
± )), which are solenoidal, that

ˆ T

0
|J1(t)| dt ≤ c(δ0‖q‖L2(0,T ;H3(Ω

(h)
±

))
+ ‖q‖

L2(0,T ;H1(Ω
(h)
±

))
)

For J2(t) we first note that by the density preserving nature of Φ we can obtain by a change of
variables that

〈
(ρ(h)u(h))(t− h) ◦ Φ(h)

−h(t), q(t)
〉
Ω

(h)
±

(t)
=
〈
(ρ(h)u(h))(t− h), q(t) ◦Φ(h)

h (t− h)
〉
Ω

(h)
±

(t−h)
.

At this point we use Lemma 5.4 and find (using that all quantities are extended constant in time for
t < 0)

ˆ T

0
|J2(t)| dt =

ˆ T

0

∣∣∣∣∣∣

〈
(ρ(h)u(h))(t− h),

q(t)− q(t) ◦ Φ(h)
h (t− h)

h

〉

Ω
(h)
±

(t−h)

∣∣∣∣∣∣
dt

≤ C

ˆ T

0

∥∥∥(ρ(h)u(h)(t))
∥∥∥
L4(Ω

(h)
±

)

∥∥∥∥∥
q(t)− q(t) ◦ Φ(h)

h (t− h)

h

∥∥∥∥∥
L

4
3 (Ω)

dt

≤ C

ˆ T

0

∥∥∥(ρ(h)u(h)(t))
∥∥∥
L4(Ω

(h)
±

)
‖∇q(t)‖L4(Ω) dt

Since by Sobolev embedding L2(0, T ;H1(Ω
(h)
± )) ⊂ L2(0, T ;Ls(Ω

(h)
± )) for all s <∞, we find

ˆ T

0
|J2(t)| dt ≤ C ‖q‖

L2(0,T ;H2(Ω
(h)
±

))
,

which finishes the proof. �

The next ingredient is to again define the differential pressure resulting from a spoiled compatibility
for solenoidality. For that we first derive the weak formulation acting on extensions constructed in
Proposition 3.5. This we do by introducing an average pressure on ψ± (as defined in Proposition 3.5)
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for any h > 0 by taking a fixed q0 ∈ C∞
0 (Ω;R2) such that ∇ · q0 = ψ+ − ψ− and defining

P (h)(t) :=

ˆ T

0

ˆ ℓ

0

(
LΓ(η

(h)) + ρs
∂tη

(h)(t)− ∂tη
(h)(t− h)

h

)
· φ0 dx+

√
δ0

ˆ ℓ

0
∂3xη

(h) · ∂3xφ0 dx

+

ˆ

Ω
µε(u(h)) · ∇q0 dz +

ˆ

Ω
δ0∇∆u(h) · ∇∆q0 dz

+

ˆ

Ω

(
(ρ(h)u(h))(t)− (ρ(h)u(h))(t− h) ◦ Φ(h)

−h(t)

h
· q0
)
dz −

ˆ

Ω
(f · q0) dzdt

where φ0 := q ◦ η(h). Using the estimates available on u(h) and η(h), as well as Lemma 5.5 we deduce
that P (h)(t) is uniformly bounded in L2(0, T ).

Further we find for ξ ∈ L2([0, T ]; (H1
0 ∩H3)((0, ℓ))) that

ˆ T

0

ˆ ℓ

0

(
LΓ(η

(h)) + ρs
∂tη

(h)(t)− ∂tη
(h)(t− h)

h

)
· ξ dx+

√
δ0

ˆ ℓ

0
∂3xη

(h) · ∂3xξ dx(5.5)

+

ˆ

Ω
µε(u(h)) · ∇E

η(h)(ξ) dz +

ˆ

Ω

(
(ρ(h)u(h))(t) − (ρ(h)u(h))(t− h) ◦Φ(h)

−h(t)

h
· Eη(h)(ξ)

)
dz

+

ˆ

Ω
δ0∇∆u(h) · ∇∆E

η(h)(ξ) dz −
ˆ

Ω

(
f · Eη(h)(ξ)

)
dzdt =

ˆ T

0
λη

(h)
(ξ)P (h) dt.

As can be seen later in the compactness proof it turns out to be essential to decouple the boundary
values from the interior motion of the fluid. This was already observed in [24].

Next we provide the respective estimate for the interface:

Lemma 5.6. There exist a constant C > 0 depending only on T and the initial data, such that for
ξ ∈ L2(0, T ;Hk

0 (0, ℓ))
ˆ T

0

〈
∂t(η)

(h), ξ
〉
(0,ℓ)

+
〈
∂tm

(h),Eη(h)(t)(ξ)
〉
Ω
dt ≤ C

(
‖ξ‖L2(0,T ;H2

0 (0,ℓ))
+ δ

1
4 ‖ξ‖L2(0,T ;H3(0,ℓ))

)
.

Proof. Since (ξ,Eη(h)(ξ)) is a valid pair of test-functions for (5.5), we find
ˆ T

0

〈
∂t(η)

(h), ξ
〉
(0,ℓ)

+
〈
∂tm

(h),Eη(h)(ξ)
〉
Ω

−
ˆ

Ω

1

h

(
(ρ(h)u(h))(t− h)− (ρ(h)u(h))(t− h) ◦ Φ−h(t)

)
· Eη(h)(ξ)dxdt

=

ˆ T

0
ρs

ˆ ℓ

0

(
∂tη(h)(t)−∂tη(h)(t−h)

h

)
· ξ dx+

ˆ

Ω

(
(ρ(h)u(h))(t)−(ρ(h)u(h))(t−h)◦Φ−h(t)

h · Eη(h)(ξ)
)
dz dt

=

ˆ T

0
−
〈
LΓ(η

(h)), ξ
〉
(0,ℓ)

−
√
δ0

ˆ ℓ

0
∂3xη

(h) · ∂3xξ dx−
ˆ

Ω
µε(u(h)) · ∇E

η(h)(ξ) dz

+ δ0

ˆ

Ω
∇∆u(h) · ∇∆E

η(h)(ξ) dz +

ˆ

Ω

(
f · Eη(h)(ξ)

)
dzdt+ λη

(h)
(ξ)P (h) dt.

Now the properties of the extension and the estimates on λη
(h)

derived in Proposition 3.5, the assumptions
on LΓ, the L

2 in time bound of P (h) and the estimates of Lemma 5.4 and 5.5 imply the result. �

By the above lemmata we find that both quantities do possess some kind of weak time derivative. We
have now finished all preparations to provide the main result of this section.

Proposition 5.7 (Convergence of the velocity). We find that for a subsequence
ˆ T

0

〈
(∂tη)

(h), ∂tη
(h)
〉
(0,ℓ)

dt+

ˆ T

0

〈
m(h), u(h)

〉
Ω
dt→

ˆ T

0
‖∂tη‖2(0,ℓ) +

ˆ T

0
‖√ρu‖2Ω dt.
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Further, the same subsequence may be assumed to satisfy (∂tη)
(h) → ∂tη, strongly in L2([0, T ] × [0, ℓ])

and m(h) → ρu strongly in L2([0, T ] × Ω).

Proof. We follow the strategy developed in [25, Section 5], see also [24].
For the first convergence we split
ˆ T

0

〈
(∂tη)

(h), ∂tη
(h)
〉
(0,ℓ)

dt+

ˆ T

0

〈
m(h), u(h)

〉
Ω
dt

=

ˆ T

0

〈
(∂tη)

(h), ∂tη
(h)
〉
(0,ℓ)

+
〈
m(h),Eη(h)(∂tη

(h))
〉
Ω
dt

︸ ︷︷ ︸
=:I(h)

+

ˆ T

0

〈
m(h), u(h) − E

η(h)(∂tη
(h))
〉
Ω
dt

︸ ︷︷ ︸
=:II(h)

.

Convergence of I(h). For I(h) we choose gh = ((∂tη)
(h),m(h)) and fh = (∂tη

(h),Eη(h)(∂tη
(h))). The

spaces are X := L2(0, ℓ) × H−s(Ω) and consequently X∗ = L2(0, ℓ) × Hs(Ω). We also define Z :=
Hs0(0, ℓ)×Hs0(Ω), where we choose 0 < s < s0 <

1
4 , while for integrability in time we restrict ourselves

to L2. Next we introduce (∂tη
h)κ to be a standard smooth approximation of ∂tη

h induced by a linear
mollification operator that satisfies respective estimates and boundary values. Accordingly we introduce

fh,κ := ((∂tη
h)κ,E

η(h)(∂tη
h)κ)).

Hence let us check the assumptions of Theorem 5.3. Note that by the trace theorem ∂tη
(h) is uniformly

bounded in L2(0, T ;H
1
2 (0, ℓ)). Hence (1) and (2) in Theorem 5.3 follow by weak compactness, approx-

imation results and the linearity of the mollifier as well as the extension. The property (4) is a direct
consequence of the choices of the spaces made by the compactness properties of Sobolev spaces. Hence
we focus on property (3) in Theorem 5.3, which is (as common in settings involving variable geometry)
the main issue; as it relates to continuity properties in time. For that we estimate for 0 < t < σ < t+σ0

∣∣〈gh(t)− gh(σ), fh,κ(t)〉
∣∣ =

∣∣∣∣
〈
ˆ σ

t
∂tgh(s) ds, fh,κ(t)

〉∣∣∣∣

≤
∣∣∣∣
ˆ σ

t

〈
∂t(∂tη)

(h)(s), (∂tη
(h))κ(t)

〉
(0,ℓ)

ds +

ˆ σ

t

〈
∂tm

(h)(s),Eη(h)(s)((∂tη
(h))κ(t))

〉
Ω
ds

∣∣∣∣

+

∣∣∣∣
ˆ σ

t

〈
∂tm

(h)(s),Eη(h)(s)((∂tη
(h))κ(t))− E

η(h)(t)((∂tη
(h))κ(t))

〉
Ω
ds

∣∣∣∣ = A1 +A2

Crucially above was to change the geometry of the extension in order to use the weak coupled time-
derivative. Indeed on A1 we may now use Lemma 5.6 and the properties of the mollifier as well as the
properties of the extension operator defined in Proposition 3.5. This is the key point where the explicit
bound on the H3 norm of the extension operator is relevant. Indeed, it implies that

A1 ≤ C

(
ˆ σ

t

∥∥∥(∂tη(h))κ(t)
∥∥∥
2

H3(0,ℓ)
ds

) 1
2

≤ C(κ)

(
ˆ σ

t

∥∥∥∂tη(h)(t)
∥∥∥
2

L2(0,ℓ)
ds

) 1
2

= C(κ) |t− σ| 12
∥∥∥∂tη(h)(t)

∥∥∥
L2(0,ℓ)

.

For that estimate of A2 we find using Proposition 3.5 and the property of the mollifier to get
∥∥∥∥
ˆ σ

t
∂αE

η(h)(α)((∂tη
(h))κ(t)) dα

∥∥∥∥
L2(Ω)

≤ C |σ − τ |
∥∥∥(∂tη(h))κ(t)

∥∥∥
H1(0,ℓ)

≤ C(κ) |σ − τ | .

Now by partial integration, we find using the uniform L∞ bounds in time on m(h) to get

A2 =

∣∣∣∣
ˆ σ

t

〈
∂tm

(h)(s),

ˆ s

t
∂αE

η(h)(α)((∂tη
(h))κ(t)) dα

〉

Ω

ds

∣∣∣∣

≤
∣∣∣∣
〈
m(h)(σ),

ˆ σ

t
∂αE

η(h)(α)((∂tη
(h))κ(t)) dα

〉

Ω

∣∣∣∣+
∣∣∣∣
ˆ σ

t

〈
m(h)(s), ∂sE

η(h)(s)((∂tη
(h))κ(t)) ds

〉
Ω

∣∣∣∣
≤ C(κ) |σ − τ | .

This implies the convergence of I(h).
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Convergence of II(h). For II(h) we apply Theorem 5.3 once more. Here we may rely on the interior
properties of u(h). Hence it makes sense to consider the convergence in both domains separately. We
choose

g
(h)
± = m(h)χ

Ω
(h)
±

and f
(h)
± = (u(h) − E

η(h)(∂tη
(h)))χ

Ω
(h)
±

.

The relevant spaces now are X = H−s(Ω), X∗ = Hs(Ω) as well as Z = L2(Ω), where we may choose
0 < s < 1

4 . For integrability in time we again choose L2. As before (1) and (4) in Theorem 5.3 follow
by weak compactness and the compactness relations between Sobolev spaces. The main difference with
respect to the convergence of I(h) is the different mollification approach. Here we have a sequence of
functions that is zero on the interface between Ω+ and Ω−. Hence (in a weak enough space) it is possible
to make the function zero in a neighborhood in a solenoidal manner. Indeed as has been shown in [24,

Lemma A.13] (compare also to [25, Lemma 6.3] that there is a mollifying sequence f
(h,κ)
± that is smooth

(with respective κ bounds). Further it satisfies supp(f
(h,κ)
± ) ⊂⊂ Ω

(h)
± for all h < hκ and

∥∥∥f (h)± − f
(h,κ)
±

∥∥∥
H−s(Ω)

≤ cǫ
∥∥∥f (h)±

∥∥∥
L2(Ω)

,

for all κ < σǫ and h < hκ fixed. Hence (2) in Theorem 5.3 is satisfied. With this preparations the
equicontinuity property (3) in Theorem 5.3 follows by the properties of the weak time-derivative in the

interior Lemma 5.5 in each subdomain Ω
(h)
± separately.

Strong covergence of the time-averaged momenta. Due to the strict convexity of L2, it suffices to show
the convergence of the norm. Further, since ρ(h) → ρ strongly in any Lp-space and is uniformly bounded
from above and below, the convergence of

ˆ T

0

∥∥∥(∂tη)(h)
∥∥∥
2

L2(0,ℓ)
+

∥∥∥∥∥
m(h)

√
ρ(h)

∥∥∥∥∥

2

L2(Ω)

dt →
ˆ T

0
‖∂tη‖2(0,ℓ) + ‖ρ‖L2(Ω) u

2 dt

implies the wanted convergence. We split the above into

ˆ T

0

∥∥∥(∂tη)(h)
∥∥∥
2

L2(0,ℓ)
+

∥∥∥∥∥
m(h)

√
ρ(h)

∥∥∥∥∥

2

L2(Ω)

dt =

ˆ T

0

〈
(∂tη)

(h), (∂tη)
(h)
〉
(0,ℓ)

+
〈
m(h),Eη(h)((∂tη)

(h))
〉
Ω
dt

+

ˆ T

0

〈
m(h),

 t+h

t
u(h)(s) ds − E

η(h)((∂tη)
(h))

〉

Ω

dt =: III(h) + IV(h).

On both we will apply Theorem 5.3 again. The term III(h) converges by the very same arguments as the
convergence of I(h) above.

Convergence of IV(h). As for IV(h), we apply Theorem 5.3 once more. We choose

g±h = m(h)χ
Ω

(h)
±

and f±h =

 t+h

t
u(h)(s) ds − E

η(h)((∂tη)
(h))χ

Ω
(h)
±

.

The spaces now areX = H−s(Ω), X∗ = Hs(Ω) and Z = L2(Ω), where as always choose 0 < s < 1
4 . Hence

as before (1) and (4) in Theorem 5.3 follow by weak compactness and the compactness relations between

Sobolev spaces. The main difference with respect to the convergence of II(h) is again the modification
of the mollification approach. Indeed the right hand side term in IV(h) is not zero on the curve η(h); for
(t, x) ∈ [0, T ]× [0, ℓ] we have

(∂tη)
(h)(t, x) =

 0

−h
u(t+ s, η(h)(s, x)) ds =

 0

−h
u(t+ s) ◦Φ(h)

s (t)(η(h)(t, x)) ds .

In particular, we wish to use E
η(h)(t)((∂tη)

(h)) and hence we need to substract a mean value of u that
does cancel the boundary values. Due to the above identities the right choice is

ũ(h)(t, y) :=

 0

−h
u(t+ s,Φ(h)

s (t)(y)) ds;
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however, this function does satisfy the right boundary conditions. But its rather weak differentiability

does not matter by the choices of Z and X. Hence by defining f̃±h := (ũ(h) − E
η(h)((∂tη)

(h))χ
Ω

(h)
±

we

find analogous to II(h) a mollification of f̃±h denoted by f±h,κ that is smooth (with respective κ bounds).

Further we can require that it satisfies supp(f±h,κ) ⊂⊂ Ω
(h)
± for all h < hκ and

∥∥∥f̃±h − f±h,κ

∥∥∥
H−s(Ω)

≤ cǫ
∥∥∥f̃h
∥∥∥
L2(Ω)

,

for all κ < σǫ and h < hκ fixed. But now using Lemma 5.4 we find using also the fact that Lp(Ω)
continuously embeds into H−s(Ω) for −s− 1 ≤ −2

p that
∥∥∥f̃±h − f±h

∥∥∥
H−s(Ω)

≤ c
∥∥∥f̃±h − f±h

∥∥∥
Lp(Ω)

≤ C
√
h ‖∇u‖

L2(0,T ;L
2p
2−p (Ω))

.

But that right hand side can be quantified uniformly by some power of h using that we choose δ0 not to
small (5.2). Indeed, ∥∥∥∇u(h)

∥∥∥
2

L2(0,T ;C0,1(Ω))
≤ C

δ0
=

C

hα0
,

with α0 < 1. Hence
∥∥∥f±h − f±h,κ

∥∥∥
H−s(Ω)

≤ Cǫ,

and (2) in Theorem 5.3 is satisfied. Further now f±h,κ is a valid smooth and compactly supported

test-function on which Lemma 5.5 can be applied and hence all conditions to apply Theorem 5.3 are
valid. �

5.3. Convergence of the equation. We now proceed in a similar fashion to the proof of Theorem 4.3
and derive the limit equation by considering two different kinds of test-functions.

First we start with an Eulerian test function q without support on the solid, i.e. q ∈ C∞
c (I × Ω;R2)

such that ∇·q = 0 and supp q(t)∩η(t, [0, ℓ]) = ∅. Then for all h small enough, by the uniform convergence

of the solid, the support of q also does not intersect η(h)(t, [0, ℓ]), so the pair (0, q) is also an admissible
test-function for the time-delayed equation (5.1).

We then take all the terms in this equation and consider the limit h→ 0. All the terms related to the
solid drop out, the force term is independent of h and for the fluid viscosity and the δ0 regularizing term

ˆ T

0

ˆ

Ω
δ0∇∆u(h)∇∆q + µ(h)ε(u(h)) · ∇q dzdt →

ˆ T

0

ˆ

Ω
µε(u) · ∇q dzdt

by the weak H1-convergence of u(h), the observation that µ(h) = µ on supp q for h small enough and by
the choice of δ0 in (5.2).

What is left is the inertial term. For this we calculate by shifting half of the term in time

ˆ T

0

ˆ

Ω

(
(ρ(h)u(h))(t)− (ρ(h)u(h))(t− h) ◦Φ(h)

−h(t)

h
· q
)
dzdt

= −
ˆ T

0

ˆ

Ω

(
(ρ(h)u(h))(t) · q(t+ h) ◦ Φ(h)

h − q(t)

h

)
dzdt

= −
ˆ T

0

ˆ

Ω

(
(ρ(h)u(h))(t) ·

 h

0
∂s

(
q(t+ s) ◦ Φ(h)

s

)
ds

)
dzdt

= −
ˆ T

0

ˆ

Ω

(
(ρ(h)u(h))(t) ·

 h

0
∂tq(t+ s) ◦ Φ(h)

s + (u(h) · ∇q)(t+ s) ◦Φ(h)
s ds

)
dzdt.

Splitting this into two we obtain

−
ˆ T

0

ˆ

Ω

(
(ρ(h)u(h))(t) ·

 h

0
∂tq(t+ s) ◦ Φ(h)

s ds

)
dzdt → −

ˆ T

0

ˆ

Ω
ρu · ∂tq dzdt
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as the limit of the first term and

−
ˆ T

0

ˆ

Ω

(
(ρ(h)u(h))(t) ·

 h

0
(u(h) · ∇q)(t+ s) ◦ Φ(h)

s ds

)
dzdt

= −
ˆ T

0

ˆ

Ω

(
 0

−h
(ρ(h)u(h))(t+ s) ◦Φ(h)

s (t)ds · (u(h) · ∇q)(t)
)
dzdt

→ −
ˆ T

0

ˆ

Ω
((ρu)(t) · (u · ∇q)(t)) dzdt

for the second. Here we use that
ffl 0
−h(ρ

(h)u(h))(t + s)ds → ρu strongly and that the error given by

difference (ρ(h)u(h))(t+ s) ◦Φ(h)
s (t)− (ρ(h)u(h))(t+ s) vanishes as h→ 0.

In total we get by a density argument that
ˆ T

0

ˆ

Ω
µε(u) · ∇q dz −

ˆ

Ω
ρu · (∂tq + (u · ∇q)) dz −

ˆ

Ω
(f · q)dzdt = 0(5.6)

for all q ∈ H1
0 (I;H

1
0 (Ω;R

2)) with ∇ · q = 0 in Ω and q(t, η(t, x)) = 0 for all t ∈ [0, T ],x ∈ [0, ℓ].

Next consider a fixed ξ ∈ C∞
0 (I × [0, ℓ];R2) such that

´ ℓ
0 ξ ∧ ∂xηdx = 0. Using Proposition 3.5 we can

extend this to a Eη(h)(ξ) on Ω with E
η(h)(ξ)(t)◦η(h)(t) = ξ for all t and∇·Eη(h)(ξ)(t) = λ(h)(t)ψ+−λ(t)ψ−

with the fixed two bump functions supported in Ω
(h)
± and λ(h)(t) =

´ ℓ
0 ξ∧∂xη dx. The latter in particular

implies that λ(h) → 0 uniformly.

Now per construction the pair (ξ,Eη(h)(ξ)) is admissible for (5.5). We can thus consider the limit

h→ 0 of that equation. On the right hand side, in the limit
´ T
0 λ(h)(t)P (h)(t)dt → 0, so we only need to

deal with the other terms.
Here we have

ˆ T

0

ˆ ℓ

0
LΓ(η

(h)) · ξ dxdt →
ˆ T

0

ˆ ℓ

0
LΓ(η) · ξ dxdt

√
δ0

ˆ T

0

ˆ ℓ

0
∂3xη

(h) · ∂3xξ dxdt → 0

ˆ T

0

ˆ

Ω
µε(u(h)) · ∇(Eη(h)(ξ)) dzdt →

ˆ T

0

ˆ

Ω
µε(u) · ∇E

η(ξ) dzdt

ˆ T

0

ˆ

Ω
f · (q(h)) dzdt →

ˆ T

0

ˆ

Ω
f · q dzdt,

as simple pairs of weak times strong convergence for some subsequence, which follows from the uniform

bounds on η(h) and u(h) as well as Eη(h) . Additionally note that Eη(h)(ξ) → E
η(ξ), so the pair (ξ,Eη(ξ))

also fulfills the required coupling conditions.

Further we find that by the uniform bounds on η(h), u(h) and E
η(h) as well as by (5.2) that

∣∣∣∣
ˆ T

0

ˆ

Ω
δ0∇∆u(h)∇∆E

η(h) dx dt

∣∣∣∣ ≤ cδ
1
4
0

√
δ
∥∥∥u(h)

∥∥∥
H3(Ω)

δ
1
4
0

∥∥∥η(h)
∥∥∥
H3(0,ℓ)

≤ Cδ
1
4
0 → 0.

Additionally we have
ˆ T

0

ˆ ℓ

0
ρs
∂tη

(h)(t)− ∂tη
(h)(t− h)

h
· ξ(h) dxdt = −

ˆ T

0

ˆ ℓ

0
ρs∂tη

(h)(t) · ξ
(h)(t+ h)− ξ(h)(t)

h
dxdt

→ −
ˆ T

0

ˆ ℓ

0
ρs∂tη

(h)(t) · ∂tξ dxdt.

Finally we treat the kinetic term for the fluid like before. As any admissible pair (ξ, q) can be
decomposed into an extension of ξ and a divergence free q that is 0 on the interface this then proves
that (η, u) is a weak solution.

Furthermore, considerning the energy inequality in Corollary 5.1, we know by Lemma 5.3 that the

two time averages converge to
´ ℓ
0 ρs

|∂tη|2
2 dx and

´

Ω ρ
u2

2 dz respectively and that all other terms on the
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left hand side are lower-semicontinuous with respect to h→ 0. As the force term on the right hand side
is continuous, this then implies the energy inequality for our solutions.

Assuming that supx∈[0,ℓ] |η(x)| ≤ ℓ
2 , this then allows us to take the final data as new initial data and

continue the solution from there. So either there exists a solution for all times T > 0, or there is a final
time Tcol for which η(Tcol, (0, ℓ)) ∩ ∂Ω 6= ∅, i.e. we have a collision.

Finally we note that a pressure can be constructed as a distribution by

P (a) :=

ˆ T

0

ˆ ℓ

0
LΓ(η) · ξ − ρs∂tη · ∂tξ dx+

ˆ

Ω
µε(u) · ∇q dz

−
ˆ

Ω
ρu · (∂tq + u · ∇q) dz −

ˆ

Ω
(f · q) dzdt

(5.7)

for any a ∈ C∞
0 (I × Ω) with

´

Ω a(t)dx = 0 for all t ∈ I. Here ξ and q are constructed in the following
fashion:

Pick two bump-functions ψ± as in Proposition 3.5. Use this proposition to extend any constant

function ξ0 ∈ C∞
0 (I × [0, ℓ]) such that λ(t) :=

´ ℓ
0 ξ0(t) ∧ ∂xη(t)dx 6= 0 for all t ∈ I to a q0(t, x) with

∇ · q0(t, x) = λ(t)ψ±.
For each t ∈ I, apply the Bogovskij-operators defined in Proposition 3.3, B± on Ω±(t) to a(t)χΩ+(t)−

ψ+
´

Ω+(t) a(t)dz and a(t)χΩ−(t) − ψ− ´

Ω−(t) a(t) dz respectively to get q±. Then set

ξ := − ξ0
λ(t)

ˆ

Ω+(t)
a(t) dz and q := q+ + q− − q0

λ(t)

ˆ

Ω+(t)
a(t)dz.

A short calculation reveals that q(t) ◦ η(t) = ξ(t) and ∇ · q(t) = a(t). Additionally by the estimates on
η, u and B±, P is a bounded operator.

Furthermore, since (η, u) is a weak solution, P (a) has the same value for any (ξ, q) with q(t)◦η(t) = ξ(t)
and ∇ · q(t) = a(t). As a result we finally have

0 =

ˆ T

0

ˆ ℓ

0
LΓ(η) · ξ − ρs∂tη · ∂tξ dx+

ˆ

Ω
µε(u) · ∇q dz

−
ˆ

Ω
ρu · (∂tq + u · ∇q) dz −

ˆ

Ω
(f · q) dzdt− P (∇ · q).

Remark 5.8. Note that as usual, the resulting pressure can only be determined up to a constant, as we
are working in a closed container. The same would be true if we instead would have used two individual
a± ∈ C∞

0 (I × Ω±) with
´

Ω±(t) a±dx = 0 to recover two individual pressures p± for the two subdomains.

However this would have given us two constants and thus an additional degree of freedom.
The solution to this apparent paradox is of course that the solid allows for an exchange of pressure

between the two fluids. Given such p±, we can relate both of their constants by considering any single
pair of test-functions (ξ, q) such that

´

Ω+
∇· q = −

´

Ω−
∇· q 6= 0. Testing the weak formulation with this,

we then obtain an equation in which all terms are known, except for the difference in the two constants.
They are thus determined.

This is in contrast to the case of a single fluid, see Remark 6.1.
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6. Proof of Theorem 2.3

The aim of this section is to show the weak existence of solutions to
ˆ T

0
ρ−

(
d

dt

ˆ

Ωη
−
(t)
u− · q− dz −

ˆ

Ωη
−
(t)

[u− · ∂tq− + (u− ⊗ u−) · ∇q−] dz
)

+ µ−

ˆ

Ωη
−
(t)
ε(u−) · ∇q− dz − ε0

ˆ ℓ

0
∂tη · ∂xxξ dx(6.1)

+ ρs

(
d

dt

ˆ ℓ

0
∂tη · ξ dx−

ˆ ℓ

0
∂tη · ∂tξ dx

)
+

ˆ ℓ

0
(λ0∂xxη1∂xxξ1 + c1∂xη1∂xξ1) dx

+ c2

ˆ ℓ

0
∂xxη2∂xxξ2 dx+ 2α

ˆ ℓ

0

∂xη1∂xξ1

|∂xη1|2(α+1)
dxdt = ρ−

ˆ

Ωη
−
(t)

(f · q−) dzdt

for all test functions q− ∈ H1([0, T ];H1(Ωη
−,R

2) and ξ ∈ Vk such that q−(t, η(t, x)) = ξ(t, x) for almost
all (t, x) ∈ [0, T ) × [0, ℓ].

Additionally we claim that the energy inequality

ρ−
4
‖u−(t)‖2L2(Ωη

−
(t)) +

µ−
2

ˆ t

0
‖ε(u−)(s)‖2L2(Ωη

−
(s)) ds +

ρs
2
‖∂tη(t)‖2L2(Γη(t)) + EK(η)(t)

≤ ρ−
2
‖u0−‖2L2(Ω−) +

ρs
2
‖v0‖2L2(Γ) + EK(η)(0) + ρ−

ˆ t

0
‖f(s)‖2L2(Ωη

−
(s)) ds for all t ∈ [0, T ).

(6.2)

holds along the solution.
To show this we now want to send µ+ → 0 and ρ+ → 0 in order to obtain the vacuum-limit. We do

so in such a way that ρ+
µ+

→ 0, which is necessary for dealing with the non-linear terms.

Given f ∈ L2([0, T ) × Ω;R2), consider a weak solution (u
(k)
± , η(k)) ∈ VS of problem (2.12) where ρ−

and µ− are fixed and ρ+ := 1
k2
, µ+ := 1

k . By Theorem 2.2 such solutions exist for all k ∈ N. Additionally
from the energy inequality we get the same uniform bounds as before, but we note that in particular

√
ρ+ u

(k)
+ ∈ L∞(0, T ;L2(Ωη

+(t);R
2)) and

√
µ+ ε(u

(k)
+ ) ∈ L2(0, T ;L2(Ωη

+(t);R
2)),

are uniformly bounded. If we now take the limit k → ∞, we again have converging subsequences such
that

η(k) ⇀ η in Cw([0, T ];H
2((0, ℓ);R2))

∂tη
(k) ⇀ ∂tη in L2([0, T ];H1((0, ℓ);R2))

u
(k)
− ⇀ u− in L2([0, T ];W 1,2

div (Ω−;R
2))

With this in hand, we can now consider the limit-equation using the same approach as before. In

particular the strong convergence of (∂tη
(k), u

(k)
− ) does follow by the very same arguments as in Subsection

5.2. Indeed the interior parts are unchanged (as they were done for u± separately. But also the solid

part related to (∂tη
(k),Eη(k)(∂tη

(k))) can be handled analogously, as the extension relies on the uniform

estimates of η(k) only (which are unchanged, except for the δ0-part), all terms connected to u
(k)
+ will

vanish in a quantified and uniform way.
Hence we are left to pass to the limit with the equation.
First consider q ∈ C∞([0, T ] ×Ω;R2) compactly supported in [0, T ]× Ω±(t). There we can ignore all

the solid-terms and all the terms linear in u converge. In particular we have∣∣∣∣∣

ˆ

Ωη
+(t)

ρ+u+ · ∂tq
∣∣∣∣∣ ≤

√
ρ+ ‖√ρ+u+‖Ωη

+(t) ‖∂tq‖Ωη
+(t) → 0

∣∣∣∣∣

ˆ

Ωη
+(t)

µ+εu+ · εq
∣∣∣∣∣ ≤

√
µ+ ‖√µ+ε(u+)‖Ωη

+(t) ‖ε(q)‖Ωη
+(t) → 0
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Using the classic Aubin-Lions lemma, we also get u
(k)
± → u± in L2([0, T ] × Ω). This implies

ˆ

Ωη
−
(t)
ρ−u

(k)
− ⊗ u

(k)
− · ∇q →

ˆ

Ωη
−
(t)
ρ−u− ⊗ u− · ∇q

and in particular also
∣∣∣∣∣

ˆ

Ωη
+(t)

ρ+u
(k)
+ ⊗ u

(k)
+ · ∇q

∣∣∣∣∣ ≤ ρ+

∥∥∥u(k)+

∥∥∥
2

Ωη
+(t)

‖∇q‖∞ ≤ c
ρ+
µ+

∥∥∥√µ+ε(u(k)+ )
∥∥∥
2

Ωη
+(t)

‖∇q‖∞ → 0

using that Ωη
+(t) has a Korn-inequality with constants only depending on the bounds on E(η) [15].

Next we can proceed as in the previous proofs of convergence, by first constructing a relative pressure
differential P (k)(t) using the almost solenoidal extension and then considering test functions on the solid,
as well as their extension. Since this construction is mostly identical to our previous proofs, we omit
further details.

Combining all possible test functions we finally get that our limit pair (u−, η) satisfies (6.1) for all
pairs of test functions (q, ξ) in V η

T . Note that technically this space includes values for q on Ωη
+, but

while these do not occur in the equation, given ξ, a matching q+ can always be found using the extension
theorem.

Remark 6.1 (Pressure in the one-sided model). Similar to before, it is possible to reconstruct a pressure
for the weak equation by effectively testing with vector-fields that are non-divergence free and then defining
the pressure as an operator on their divergence. However now, since the test-function q is no longer
constrained to be zero on the whole boundary of ∂Ω but only on that part in common with ∂Ω−, as a
consequence, we are no longer restricted to defining the pressure only on functions of mean zero. In
other words, the pressure is now known fully, instead of only up to a constant.

At first glance that might seem like a contradiction. While in the two sided model we had some
additional information about the pressure differential between the two fluids mediated by the solid, the
total pressure was still only known up to a constant. Yet now, after taking a limit this uncertainty
suddenly seems resolved.

The resolution is of course that reconstructing the pressure after the limit is not the same as taking the
limit of reconstructed pressures. If we try the latter, similar to the previous proof, but on a formal level,
then it turns out that not all terms related to Ω+ vanish in the weak equation. Instead the pressure term,
which would be of the form

´

Ω+
p∇·q dx has no dependence on either ρ+ or µ+ and does not vanish once

we send these two to zero. As a result the full limit equation including the pressure in strong form reads
as ∇p = 0 on Ω+.

Unsurprisingly again, this allows us to only determine the total pressure up to a constant. However, it
also tells us that the pressure in all of Ω+ is constant. As we assume that side to effectively be a vacuum,
it is thus reasonable to set that constant to zero. This then results in the same absolute pressure as the
one recovered from the weak equation.

Consequentially the convergence in the proof of Theorem 2.3 should be seen first and foremost as a
mathematical convergence with limited physical significance. This does however not diminish the physical
meaning of the actual limit equation obtained.

7. Outlook: Non-flat reference geometries

We have proven the existence of solutions for a rather specific configuration of a single beam stretched
across a quadratic domain. In particular we wished to discuss a physical motion of a beam. We believe
that the set up is general enough to allow to speculate for more settings to be treated by the here
introduced method.

To emphasize that, we discuss here the case when the solid is a union of curved beams. At each
end they can be attached to the boundary of Ω, to each other in a graph-like network, or they can be
circular and thus free floating. Instead of a reference configuration it is thus better to describe them
locally as curves. These might also partition Ω into a fixed number of subdomains instead of the Ω±

used previously.
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We can then use this local parametrization to talk about the elastic energy. To account for curved
beams, we now have to use the full tangential parametrization velocity |∂xη| instead of approximating

it by ∂xη1. Similarly we have to work with the full curvature ∂xη∧∂xxη
|∂xη| instead of ∂xxη2. Specifically if

a part of the solid is given locally by η : I → Ω for some interval I one would analogously consider an
energy density of the form

E(x, η, ∂xη, ∂xxη) := ch ||∂xη| − γ|2 + 1

|∂xη|2α
+
cc
2

∣∣∣∣
∂xη ∧ ∂xxη

|∂xη|
−H

∣∣∣∣
2

where γ : I → R with minI γ > 0 is a sufficiently smooth “reference length” and similarly H : I → R is
a reference curvature. Of course again much more general energies are possible in particular while only
adding terms of lower order, but this choice has terms corresponding to the ones in our simplified model.

With the current method, again some regularizer needs to be added (e.g. λ0
2

∣∣∣∂xη·∂xxη|∂xη|

∣∣∣
2
). The deciding

property for it is that we need to be able to estimate ‖∂x |∂xη|‖2L2(I) as this will allow us to prove a lower

bound on |∂xη| in conjunction with the second term by exactly the same argument as before.
Such an energy and a configuration then would allow to construct the time-discrete approximations as

before. Once this is done, one could use the quasi-linear nature of the resulting Euler-Lagrange equations
to conclude convergence as was done in the flat case in this paper.

What is more involving is proving that for a fixed initial configuration there is a minimal time until
contact. While different parts of the solid can only come close to each other slowly and thus can be
handled in essentially the same way as the solid touching ∂Ω, we now no longer can immediately exclude
the possibility of a part of the solid bending back on itself, as we could by showing that ∂xη1 > 0 before.
Here a geometrical argument is needed: If there are two points x and x′ ∈ I such that η(x) = η(x′), then
∂xη needs to have changed its direction completely in the intervening interval [x, x′]. As |∂xη| is uniformly
bounded from below, this means that there are points x̂, x̂′ ∈ [x, x′] for which |∂xη(x̂)− ∂xη(x̂

′)| is larger
then twice this lower bound. But since we also control the L2 norm of the second derivative, this means
that |x̂− x̂′| and thus |x− x′| is uniformly (but energy dependent) bounded from below. In other words,
by localizing, we can treat all potential collisions as collisions of different parts of the solid.

With this preparations one can follow the here outlined proof strategy: First, the variational scheme is
absolutely capable of handling non-linear energies (that is exactly its huge advantage to other strategies).
Further, since the geometry is uniformly non-degenerate a respective extension can be built and hence
the compactness argument can be performed (for instance via a localisation). That then allows to pass
to the limit and produce a solution.

Similar results can also be envisioned for 3d-fluids interacting with 2d shells, though in that case it is
more complicated to correctly deal with local injectivity.
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Applications. Birkhäuser/Springer, Basel, 2014. doi: 10.1007/978-3-0348-0822-4.

[3] D. Breit and S. Schwarzacher. Navier-stokes-fourier fluids interacting with elastic shells. Accepted
at Annal. Sc. Norm. Pisa, aXiv:2101.00824, 2020.

[4] Dominic Breit and Sebastian Schwarzacher. Compressible fluids interacting with a linear-elastic
shell. Arch. Rat. Mech. Anal., 228:495–562, 2018. doi: 10.1007/s00205-017-1199-8.



UNRESTRICTED DEFORMATIONS OF THIN ELASTIC STRUCTURES INTERACTING WITH FLUIDS 41
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[10] Philippe G. Ciarlet and Jindřich Nečas. Injectivity and self-contact in nonlinear elasticity. Arch.
Rat. Mech. Anal., 97(3):171–188, Sep 1987. doi: 10.1007/BF00250807.

[11] Daniel Coutand and Steve Shkoller. Motion of an elastic solid inside an incompressible viscous fluid.
Arch. Ration. Mech. Anal., 176:25–102, 2005. doi: 10.1007/s00205-004-0340-7.

[12] Daniel Coutand and Steve Shkoller. The interaction between quasilinear elastodynamics and the
Navier-Stokes equations. Arch. Ration. Mech. Anal., 179:303–352, 2006.

[13] B. Desjardins and M. J. Esteban. On weak solutions for fluid-rigid structure interaction: compress-
ible and incompressible models. Comm. Partial Differential Equations, 25(7-8):1399–1413, 2000.
doi: 10.1080/03605300008821553.

[14] B. Desjardins, M. J. Esteban, C. Grandmont, and P. Le Tallec. Weak solutions for a fluid-elastic
structure interaction model. Rev. Mat. Complut., 14(2):523–538, 2001. doi: 10.5209/rev REMA.
2001.v14.n2.17030.
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Appendix: A more thorough derivation of the reduced model for the solid. In [1] existence
for a similar problem has already been shown in the case of a general bulk solid. As we are dealing with
a more specific geometry, we have access to a few additional assumptions, which allow us to linearize
some aspects of the model while at the same time sending the thickness to zero.

Consider deformations η(ǫ) from the reference domain Qǫ := (0, ℓ)×(−ǫ, ǫ) to Ω, which keep the lateral
boundary {0, ℓ} × (−ǫ, ǫ) constant as well as a hyperelastic energy of the form

 

Qǫ

Wǫ(∇η(ǫ)) +Hǫ(∇2η(ǫ))dx.

For now we will ignore the higher order term and focus on the first one. The simplest approach to
modeling a solid would be as linear elastic, i.e. using a quadratic form C(I −∇η(ǫ)). However the key
ingredient needed for fluid structure interaction is the ability to switch between Lagrangian and Eulerian
description using the deformation. As such we in particular require that the resulting volume and surface
elements are not degenerate; or translated to the specific problem, we in particular require that

Wǫ(A) → ∞ whenever detA→ 0 or |A| → ∞.

To additionally penalize the the first limit we then choose

Wǫ(A) =
1

(detA)2α
+ C(I −A)

for some α > 0 to be determined later.
Now to take the limit ǫ → 0 we assume that our deformation is given by a thickened curve η :

(0, ℓ) × (−ǫ, ǫ) → Ω, i.e.

η(ǫ)(x, y) := η(x) + nη(x)y

where nη(x) is the upwards pointing unit normal vector to the curve η at the point x. In particular we
have

det(∇η(ǫ)) = det

(
∂xη

∣∣∣∣
∂xη

⊥

|∂xη|

)
= |∂xη| ≈ |∂xη1|

as we assume that ∂xη ≈ (1, 0). Together with the well known theory for linear elastic plates (see e.g. [9])
we then can take the formal limit

lim
ǫ→0

ˆ

Qǫ

Wǫ(∇ηǫ)dx ≈
ˆ ℓ

0

1

|∂xη1|2α
+ c1 |∂xη1 − 1|2 + c2

|∂xxη2|2
2

dx

for constants c1, c2 > 0.
This leaves us to deal with the higher order term. In [1] this term was of the form |∇2η|q, with q

larger than the bulk dimension which in our case would be two. However the main purpose of this term
is to obtain uniform Hölder regularity in order to obtain a more uniform control on the other terms. As
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we are primarily interested in the limit model which is one dimensional it is enough to choose q = 2.
Additionally we already control one of the components of η via the curvature term cc |∂xxη2|2, so we
only need to add another term for ∂xxη1.

In total we then have the energy

EK(η) :=

ˆ l

0

(
ch |∂xη1 − 1|2 + 1

|∂xη1|2α
+ cc

|∂xxη2|2
2

+ λ0
|∂xxη1|2

2

)
dx

with λ0 > 0 needed for additional regularisation.

Malte Kampschulte
Department of Mathematical Analysis
Faculty of Mathematics and Physics
Charles University in Prague
Sokolovská 83
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