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We analytically predict and numerically demonstrate the existence of a family of bound modes in the continuum (BICs)
in bi-layered spring mass chains. A coupled array of such chains is then used to illustrate transversely bound waves
propagating along a channel in a lattice. We start by considering the compact region formed by coupling two spring
mass chains with defects and predict bound modes arising due to reflection symmetries in this region. Dispersion
analysis of a waveguide consisting of an array of appropriately coupled bi-layered chains reveals the presence of a
branch having bound modes in the passband. Finally, detailed numerical analyses verify the existence of a BIC and its
propagation through the waveguide at passband frequencies without energy leakage. The framework allows to achieve
BICs and their propagation, for any arbitrary size and location of the compact region. Such BICs open avenues for
novel classes of resonators with extremely high Q factors due to zero energy leakage and allow for guiding confined
waves in structures without requiring bandgaps.

I. INTRODUCTION

Bound modes in the continuum (BICs) are a unique class
of localized modes satisfying two properties. The first is that
their frequency lies in the continuous spectrum of propagat-
ing waves, i.e., in the pass band and the second is that the
wave amplitude is zero outside a compact spatial region1. In
contrast, conventional bound modes lie in bandgaps, while lo-
calized modes in pass bands are typically leaky, with the wave
amplitude gradually decreasing with distance from the wave
center. BICs were first predicted in 1929 by von Neumann
and Wigner in the context of quantum mechanics2. Their idea
was based on a complex artificial potential that was hard to
achieve in real materials, so the idea did not get attention
for several decades. The concept of BICs was revived again
when their properties were explored in atomic systems3,4 and
possibility of achieving them in other physical domains was
revealed. BICs were first observed experimentally in acous-
tics by “Wake Shedding Experiment" in 19665. Today, BICs
are an active research field in multiple fields, particularly be-
cause their zero leakage property allows the possibility to
achieve modes with very high quality factors (Q factor)6. Po-
tential applications of BICs include lasing7–9, filtering10,11,
sensing12, supersonic surface acoustic devices13,14, and guid-
ing energy15,16.

In the last few years, advances in manufacturing have re-
vived interest in BICs, particularly using photonic metama-
terials, as a route to achieve resonators with infinite Q fac-
tors. Examples of BIC supporting structures include photonic
crystal slabs17–19, waveguide array20, and metasurfaces21,22.
Most BICs fall into two categories: symmetry protected and
accidental. Symmetry protected BICs arise when spatial sym-
metry of a localized or defect mode is incompatible with the
symmetry of the propagating modes. They have been ob-
served experimentally in a dielectric slab with square array of
cylinders23, a periodic chain of dielectric disks24 as well as in
an optical waveguide25. Accidental BICs arise due to cancel-
lation of coupling coefficients to the radiating or propagating
waves by carefully tuning one or several system parameters.

An example of this category is the Fabry-Parot BIC, where a
BIC is formed by destructive interference of waves reflected
from a large distance26. Structures supporting quasi-BICs27,28

with giant Q factors are emerging as an alternative to BICs, as
the number of structures supporting BICs is limited.

Compared to photonics, BICs have been much less inves-
tigated in elastic media. The main challenge in achieving
elastic BICs is the simultaneous presence of longitudinal and
transverse waves with distinct dispersion relations. BICs re-
quire modes that do not couple or hybridize with either of
these propagating wave types. Recently, Haq and Shabanov29

theoretically predicted an elastic BIC containing coupled in-
plane transverse and longitudinal waves in a system of two
periodic arrays of cylinders. Other examples include the
demonstration of three distinct in-plane mechanical BICs in
micro-scale slab-on-substrate phononic crystal30 and the ex-
istence of quasi-BICs in a semi-infinite plate attached to a
periodic waveguide31. Cao et al.31 observed the quasi-BIC
in an equivalent finite structure and discussed how to turn
the quasi BICs to BICs by exploiting Fabry-Perot resonance
frequency. There have also been works showing mechanical
BICs coupled to optical resonance in various opto-mechanical
systems32,33. All these prior works in elastic media focus
on achieving BICs in specific structural configurations, such
as Fabry-Perot resonators in periodic cylinders separated by
large distance29 or perfect mode conversion in a plate attach
to waveguide31. A general framework or design paradigm
that can enable to achieve BICs in various structures such
as beams, plates, shells and solids, translating across length
scales and material properties, would be of interest. In addi-
tion, the coupling of an array of BICs remain unexplored and
offer opportunities for leakage free wave propagation along
waveguides.

This work presents a framework to induce BICs in an
arbitrary region of a one-dimensional (1D) periodic meta-
structure. The meta-structure considered is represented by
discrete springs and masses (schematic in Fig. 1a) and BICs
are induced by adding defects in a compact region (Fig. 1b).
We present a procedure to achieve a family of BIC modes by
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(a)

(b)

FIG. 1. (a) Chain comprising of point masses (green nodes) con-
nected by springs. It is challenging to achieve BICs by modifying
mass or stiffness in this chain. (b) Proposed concept: two identi-
cal chains coupled with two defects (red nodes) create a symmetric
compact region where bound modes arise.

exploiting reflection symmetries in the compact region. Fi-
nally, a waveguide is constructed using an array of coupled
spring-mass chains supporting BICs. This waveguide sup-
ports wave propagation without any energy leakage into the
surrounding structure along the transverse direction. The pa-
per is organized as follows: Sec. II presents the proposed
design, derives the mode shapes of BICs and the dispersion
curves of the waveguide. Numerical simulations verifying the
concept are presented in Sec. III and findings are summarized
in Sec. IV.

II. THEORY: BIC MODE SHAPES AND WAVEGUIDES

We first discuss the proposed concept of inducing BICs by
adding defects coupling 2 spring-mass chains. Then, symme-
try conditions are used to derive the resulting mode shapes and
verify if they are BICs. Next, dispersion analysis of a periodic
structure comprising of an array of defect embedded spring-
mass chains is presented. This analysis shows the presence
of a dispersion branch supporting the propagation of trans-
versely bound modes. This dispersion branch is used in the
next section to illustrate leakage free wave transport along a
waveguide.

A. BICs coupled spring mass chain

Let us consider the problem of achieving BICs in a compact
region of a discrete spring mass chain, whose schematic is il-
lustrated in Fig. 1a. Each node has a point mass m with one
degree of freedom and can move out of plane. The springs are
identical and linear with stiffness k. The physical system we
have in mind is a string in tension with rigid spheres attached
to it at periodic intervals, similar to the setup considered in
34. We choose this spring-mass chain as the candidate for
achieving BICs since it is the simplest structure whose disper-
sion behavior has a passband and stopband in the frequency-
wavenumber domain35.

To achieve BICs in a compact region of the chain, say be-
tween masses a and a′ in Fig. 1a, these two masses have to be
at rest so that they do not induce any displacement outside the

region. In addition, the masses located between them should
vibrate at a frequency lying in the passband. A simple strategy
is to modify the masses and springs in the compact region that
leads to a localized defect mode and keeps the masses a and a′

at rest. Let us see why this approach cannot lead to BICs. To
have a BIC between a and a′, we require that masses a and c

are at rest, while mass b has non-zero displacement ub. Such
a mode cannot satisfy the force equilibrium of mass a since
it is subject to a force kub. Hence mass b also has to be at
rest. Repeating the above argument for mass b, we see that if
masses a, c, a′ and c′ are at rest as required for a BIC, then all
masses between them are also at rest due to force equilibrium
condition.

To address this obstacle, let us consider two identical spring
mass chains and couple them with two defect masses (red
nodes in Fig. 1b). The defect masses (md) are different from
the masses in a spring mass chain (green nodes), while the
stiffness of springs connecting them to chains are identical
and equal to k. The two defects create a reflection symmet-
ric compact region about x and y axes as illustrated in Fig. 1b.
Note that the whole structure need not have reflection symme-
try about the y axis as the location of the compact region can
be completely arbitrary along the structure.

Let us discuss the key idea that leads to BICs in the com-
pact region between the two defect masses. Note that if the
net force acting on mass a from springs connecting masses b

and d are zero, then mass a will be at rest. In this case, all the
masses to its left will also be at rest. The net force on mass
a will be zero when masses b and d have equal and opposite
displacements. Applying a similar argument to masses b′, b′′,
b′′′ and their corresponding defects, we see that masses a′, a′′

and a′′′ can be at rest and the masses outside the compact re-
gion are also at rest. Hence if we have a mode shape satisfying
the requirement of the defect mass d moving in opposite di-
rections to mass b, then BICs can arise in the compact region.

In this work, we will primarily illustrate BICs in a compact
region having 5 masses of each spring mass chain. However,
the procedure we introduce here allows us to achieve BICs
for any number of masses in a compact region embedded in a
longer uniform spring mass chain. We also remark here that
this idea of cancelling the force on mass a can also be imple-
mented on a single spring mass chain. Indeed, connecting a
defect mass d with springs to masses a and b will give the
same effect. Since our motivating physical setup of a string in
tension does not allow for hanging masses, we chose to im-
plement the idea using two spring mass chains.

B. Bound mode shapes

Let us now determine the frequencies and mode shapes of
the bound modes in the compact region in Fig. 1b. The gov-
erning equation of motion of a mass p subjected to an external
force Fp is müp+∑〈p,q〉 k(up−uq)=Fp. Here, 〈p,q〉 denotes a
spring connecting mass p and q. Let l be the distance between
two adjacent masses in the chain and let ω0 =

√

k/m be the
reference frequency. We express the physical quantities non-
dimensionally by normalizing the frequency as Ω = ω/ω0,
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time as τ = ω0t, defect mass as α = md/m and force as
fp = Fp/kl. Using these quantities, the equation of motion
for the masses in the two main chains (green nodes in Fig. 1b)
becomes

d2up

dτ2 + ∑
〈p,q〉

(up − uq) = fp. (1)

The governing equation for the defect is α üd +∑〈d,q〉(ud −
uq) = fd . The resulting system of equations can be expressed
in matrix form as Mü+Ku= f , where M and K are the
mass and stiffness matrices, respectively. Now, to determine
the natural frequencies as well as corresponding mode shapes,
we set f = 0 and seek solutions of the form u(τ) = ueiΩτ .
The governing equations give an eigenvalue problem of the
form Ku = Ω2Mu. Here Ω is the non-dimensional natural
frequency and u is the corresponding mode shape.

We exploit reflection symmetries in the compact region to
determine the mode shapes. There is a close relation between
a spatial symmetry in a structure and its mode shapes36. In
general, any spatial transformation (like reflection, rotation,
translation) can be expressed as an operator. If a structure
has a symmetry, then its mode shapes are also eigenvectors of
the symmetry operator. The corresponding eigenvalues yield
key information about the symmetry of the respective mode
shapes. For example, let us consider a structure that has re-
flection symmetry about an axis. The reflection symmetry op-
erator R has two eigenvalues: ±1. Thus, for each mode shape
v in this structure, we will have Rv =+v or Rv = −v. The
mode shapes satisfying Rv = v are symmetric (even) about
the reflection symmetry axis, while those satisfying Rv =−v

are anti-symmetric (odd) about the symmetry axis. Hence re-
flection symmetry lead to two different classes of mode shapes
in the structure.

Let us apply the above concept to see the type of bound
mode shapes that can exist in the compact region in Fig. 1b.
It has reflection symmetry about the x and y axes and thus
we have two symmetry operators, Rx and Ry. Thus each
bound mode is either symmetric or anti-symmetric about both
axes, in addition to having zero displacement outside the com-
pact region. These symmetry conditions give 4 types of mode
shapes satisfying

• u(x,y) = u(−x,y) = u(x,−y): even about both x and y

axes

• u(x,y) = u(−x,y) = −u(x,−y): even about x axis but
odd about y axis

• u(x,y) = −u(−x,y) = u(x,−y): odd about x axis but
even about y axis

• u(x,y) =−u(−x,y) =−u(x,−y): odd about both x and
y axes

The symmetry conditions relating the displacement up of
mass p is expressed in the form u(x,y) above for the con-
venience of the reader. For example, uc = u(−1,1) and
uc′ = u(1,1), following the notation in Fig. 1b.

In the above set of mode shapes, bound modes can only
arise when the displacement is symmetric (even) about the x

axis. Let us see why bound modes that are anti-symmetric
(odd) about x-axis are not possible. In such modes, ud = 0
and a bound mode requires that ua = 0. Equilibrium of mass
a requires that ub = 0 and thus the displacement of all masses
in the compact region is zero, i.e., not a valid mode shape.
Hence, there can be two types of BICs in the compact struc-
ture. The first type is even about both x and y axes and the
second is even about the x axis but odd about the y axis, or in
short, even and odd BICs about the y axis.

Let us now determine the mode shape and frequency of the
bound modes, followed by the defect mass required to sup-
port them. Recall that in bound modes, the displacement is
zero outside the compact region and so it suffices to consider
the masses in this region. Let us first consider even BIC mode
shapes. We apply the following conditions on the mode shape
to reduce the number of unknown displacements: 1. sym-
metry about x axis implies ub = ub′′ , uc = uc′′ and ue = ue′ , 2.
symmetry about y-axis implies ub = ub′ , ub′′ = ub′′′ and similar
constraint for masses c and d, 3. equal and opposite displace-
ment of masses b and d implies ub = −ud and 4. displace-
ments of masses a, a′, a′′ and a′′′ are zero. Using these con-
straints, the only unknown displacements are those of masses
b, c, and e. The mass and stiffness matrices for even bound
modes, Me and Ke, corresponding to the displacement vector
ue = (ub,uc,ue)

T then become

Me =





1 0 0
0 1 0
0 0 1



 , Ke =





4 −1 0
−1 2 −1
0 −2 2



 .

The resulting eigenvalue problem is Keue = Ω2Mue and its
solution gives the non-dimensional bound mode frequencies
Ω = 0.66,1.73,2.14. These are the frequencies of even bound
modes in the compact region illustrated in Fig. 1b.

Next, let us determine the defect mass α that is required
to support each of these bound modes. Recall that we set
ud = −ub to derive the above frequencies and we still need
to satisfy the governing equation for the defect mass. To
this end, let us first determine the effective stiffness of the
springs connected to d. Since mass a is stationary, the effec-
tive stiffness due to spring 〈d,a〉 is k. Similarly, since the mass
b has equal and opposite displacement to mass d, we have
k(ud −ub) = 2kud and thus the effective stiffness due to spring
〈d,b〉 is 2k. Similar arguments can be applied to springs 〈d,a′〉
and 〈d,b′〉. Thus the total equivalent stiffness of springs con-
nected to mass d is 2(k+2k) = 6k. The non-dimensional gov-
erning equation for d thus becomes (−αΩ2+6)ud = 0. Since
a bound mode has non-zero ud , we have α = 6/Ω2. Using this
expression, the non-dimensional defect masses α are 13.68, 2,
and 1.32, corresponding to frequencies 0.66, 1.73, and 2.14,
respectively.

Figures 2a-2c displays the three bound mode shapes corre-
sponding to these frequencies. The horizontal axis is for loca-
tion along the x-axis of the chain and the vertical axis displays
the normalized displacement of the mode shape. In these fig-
ures, the displacements of masses only in the top chain are
shown. Recall that the modes are symmetric about the x axis
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FIG. 2. Bound mode shapes in a spring-mass chain: (a)-(c) Even
bound mode shapes (d)-(e) Odd bound mode shapes. (f) Dispersion
diagram of spring mass system along with the frequencies of bound
modes in markers. Modes in (a), (b), and (d) lie in the passband and
are thus BICs.

and thus the top and bottom chains have identical displace-
ments in each corresponding mass. In addition, these modes
are also symmetric about the y-axis as expected.

Similarly, let us determine the mode shapes of odd bound
modes. In this case, anti-symmetry about the y-axis implies
masses e and e′ stay at rest. In addition, ub =−ub′ and similar
constraints hold for masses c, b′′ and c′′. Using these relations
and the constraints on masses d and a discussed previously
for the even modes, the unknown displacements are ub and
uc. Therefore, the mass and stiffness matrices corresponding
to the displacement vector uo = (ub,uc)

T are

Mo =

[

1 0
0 1

]

, Ko =

[

4 −1
−1 2

]

.

The resulting eigenvalue problemKouo =Ω2Mouo gives the
odd bound mode frequencies 1.26 and 2.10. The correspond-
ing defect masses, given by α = 6/Ω2 are 3.78 and 1.36, re-
spectively. Figures 2d and 2e display the mode shapes at these
two frequencies. Again, only the displacement of the masses
in the top chain are plotted. As expected, these modes are
anti-symmetric about the y-axis.

Finally, recall that a bound mode’s frequency must lie in
the passband to qualify as a BIC. Let us determine the pass-
band of the infinite spring mass chain without defects. We do
a dispersion analysis seeking traveling wave solutions of the
form u(n,τ) = Uei(Ωτ−µn). Here n is a mass index and µ is
the non-dimensional wavenumber related to the wavenumber
κ by µ = κ l. Substituting this solution form into the gov-
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FIG. 3. Bound mode shapes in a spring mass chain having 6 masses
in the compact region. Frequencies of four bound modes lie in the
passband and are thus BICs, as indicated.

erning equation for mass n gives the frequency wave-number
relation Ω2 = 2(1− cosµ). Figure 2f displays this relation in
the irreducible Brillouin zone µ ∈ [0,π ], showing a passband
when Ω ≤ 2 and a stopband at Ω > 2. In addition, the figure
has markers indicating the frequencies of the various bound
modes. We see that the frequencies of modes in Fig. 2a, 2b,
and 2d lie in the pass band and they are thus the valid BICs in
the considered structure.

The procedure introduced above can be used to determine a
family of bound modes for any size of the compact region, i.e.,
any number of masses enclosed by the two defects. We per-
formed calculations with various sizes of the compact region
and found a family of BICs in each case. Figure 3 displays
the bound modes in a spring mass chain with 6 masses in the
compact region between the defects. Out of these 6 modes, the
indicated 4 modes are BICs as their frequency lies in the pass-
band. In general, if we have 2n− 1 (or 2n) masses between
defects in each chain, then there are n even bound modes and
n− 1 (or n) odd bound modes. Explicit calculations can be
used to determine which of these bound modes are BICs, i.e.,
those with frequencies in the passband.

C. BIC propagation through waveguide

Let us demonstrate how to achieve propagation of a BIC
mode along a waveguide. Figure 4 displays a schematic of
the proposed waveguide concept. It consists of an array of
bi-layered spring mass chains coupled with two defects, iden-
tical to the chains in Fig.1b. The masses (green nodes) in each
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chain are coupled with the corresponding masses in adjacent
chains by springs of stiffness k1. In addition, the defect masses
(red nodes) in adjacent chains are connected by springs of
stiffness αk1. Hence we have a spring mass lattice that is
periodic along z and whose unit cell is the spring mass chain
in Fig. 1b.

As discussed earlier, each unit cell supports BICs for spe-
cific value of defect masses. When connected with each other,
the lattice has a channel bounded by the two defects in each
unit cell. We will show below how this lattice supports a BIC
mode propagating along the channel. First, let us discuss the
rationale for scaling the stiffness of springs connecting defect
masses by α . To propagate a BIC through the waveguide, we
need equal and opposite displacement of masses b and d in
every unit cell at all times. This requirement ub = −ud im-
plies üb = −üd , or equivalently, the ratio of inertial forces is
md üd/mbüd = −α . To induce equal magnitude of accelera-
tion on masses b and d from forces due to adjacent unit cells,
the ratio of forces on mass d from springs connecting it to de-
fects in adjacent unit cells to corresponding forces on mass b

from adjacent unit cells is also α . Recalling the requirement
of ub = −ud in each unit cell, the defects are connected by
spring of stiffness αk1 to satisfy this force ratio condition.

Let us now analyze the wave propagation characteristics
along the waveguide by performing a dispersion analysis. The
governing equation for the masses in unit cell n may be written
in matrix form as Mün+Kun+K1(un−un−1)+K1(un−
un+1) = 0. Here un is a vector having the displacements of all
masses in unit cell n. M is the mass matrix, the stiffness ma-
trix K contains the terms due to springs in unit cell n, while

ak1

k1

k

FIG. 4. Top view of the waveguide. It consists of an array of the
coupled chains in Fig. 1b, with the masses in adjacent chains con-
nected with springs of stiffness k1. The corresponding defect masses
are connected by springs of stiffness αk1.
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FIG. 5. (a) Dispersion diagram of the waveguide whose unit cell is
the chain in Fig. 1b. The red branch has BIC modes at all wavenum-
bers µ , indicating the possibility of BIC wave transport. (b) Zoomed
in view of BIC mode branch.
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FIG. 6. Snapshots of transient simulation showing the displacement
field along the top chain at various time instants τ . After initial
transients, the vibration is fully confined in a compact region.

the stiffness matrix K1 is for the springs that are connected to
adjacent unit cells. Again, we seek traveling wave solutions
of the form un(τ) = uei(Ωτ−µn). Here Ω and µ are the non-
dimensional frequency and wavenumber, respectively. Substi-
tuting this solution form into the governing equation leads to
the eigenvalue problem (K+ 2(1− cosµ)K1)u = Ω2Mu.
Its solution gives the dispersion curves and the number of
curves is equal to the number of degrees of freedom in the
unit cell. Figure 5a displays these curves for α = 13.68 and
k1 = 0.1k. This value of α is chosen as it leads to the BIC
mode in Fig. 2a in a single unit cell. Note that the group ve-
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FIG. 7. Snapshots of transient simulation showing contours of the normalized displacement field of top layer at various times τ . The BIC
mode remains confined and propagates along the waveguide.

locity of waves increases with k1. The frequencies at µ = 0
are the same as the natural frequencies of an isolated unit cell.
The red branch in the dispersion diagram has BIC modes at
all wavenumbers. This branch has non-zero group velocity
for µ ∈ (0,1), indicating the potential of this lattice to propa-
gate BIC modes along the channel bounded by the two defect
masses.

III. NUMERICAL SIMULATIONS OF A BIC MODE AND A

WAVEGUIDE

Having analytically predicted the existence of BICs in the
considered spring mass chains, let us now verify using nu-
merical simulations if they remain bound in a chain and if
they propagate along a confined channel in a lattice. For these
calculations, we set the defect mass α = 13.68 that supports
the BIC shown in Fig. 2a at frequency Ω = 0.66. A 4th order
Runge-Kutta solver is used to conduct transient simulations of
the set of governing equations with time step τ = 0.07.

Let us first investigate the dynamic response of the coupled
spring mass chains in Fig. 1b. We subject the center masses
e and e′ in both chains to a half cycle of windowed tone burst
force excitation of the form f = sin(Ωτ/N)sin(Ωτ). Here
Ω = 0.66 and N = 50, ensuring that we excite a narrow band
of frequencies centered at the BIC frequency. The 4 masses at
the left and right boundary are fixed, while the mass adjacent
to the fixed mass at each boundary is subject to critical damp-
ing c = 2. This damping, applied to 4 masses in the structure,
damps out other modes which are induced in the structure due
to the excitation of a finite bandwidth.

Figure 6 displays the displacement of the top spring mass
chain at various times τ . The half cycle excitation lasts until
about τ = 237. The BIC arises in the chain at short times, τ =
100. Notably, even after a long time τ = 5000, the masses in
the compact region (marked with red nodes in Fig. 6) vibrate
with significant amplitude and the energy is confined within
the compact region. This simulation verifies the existence of
BICs and illustrates how they can be excited by subjecting a
single mass in each chain to an external force.

Next, let us subject the lattice to a dynamic excitation and

analyze if a transversely bound mode corresponding to a BIC
can propagate along the channel bound by the defects. We
consider a finite structure having 100 unit cells along the
z-direction, with each unit cell being identical to the cou-
pled chain in Fig. 1b. We set the spring stiffness k1 be-
tween unit cells to 0.1k and defect mass α = 13.68, which
supports the BIC in Fig. 2a. Again, the masses at the left
and the right boundaries are fixed and critical damping is ap-
plied to the masses adjacent to the fixed masses. A half cy-
cle of windowed tone burst force excitation of the form fi =
ui sin(Ωτ/N)sin(Ωτ) is applied to 3 masses in each layer: c,
e and c′ in the top layer and the corresponding ones in the
bottom layer on the first unit cell from the lower end. The am-
plitude of force ui applied to each mass is proportional to its
displacement in the BIC mode shape (in Fig. 2a). Here N = 50
and the forcing frequency is set to Ω = 0.73 that corresponds
to wavenumber µ = π/3 in the BIC dispersion branch. Note
from the dispersion diagram (Fig. 5a) that there are multiple
modes that exist at this frequency. We apply the external force
to multiple masses in order to predominantly excite the BIC
mode shape.

Figure 7 displays contours of the displacement field in the
top layer at various times τ . At small times, the waves prop-
agate outside the compact region. As discussed above, there
are multiple bulk modes in addition to the BIC at the excita-
tion frequency Ω and these bulk modes lead to vibrations out-
side the compact region. As time progresses, these vibrations
are damped out by damping at the ends of the chains and we
see a wave propagating in the channel bound by the defects.
This propagating wave corresponds to mode at µ = π/3 on
the BIC branch in Fig. 5a. Note that the wave is confined even
at long propagation distances, verifying the proposed concept
of a waveguide for waves that are BIC in the transverse di-
rection (along x). More importantly, it shows the possibility
of guiding waves along a channel at frequencies that lie in
the passband of the structure, thus eliminating the need for
bandgaps.
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IV. CONCLUSIONS

The first part of this work analytically predicts the existence
of a family of BICs in a bi-layered spring mass chains cou-
pled by two defects. Bound mode shapes and their frequen-
cies are determined by exploiting the reflection symmetry in
the compact region. The number of bound modes is equal to
the number of masses in a chain between the defects and each
bound mode requires a distinct defect mass. The analytical
predictions are verified by numerical simulations of transient
response, which confirm that a BIC arises in the spring mass
chain and the mode does not leak energy to surrounding for a
long time after force is removed.

The second part presents a waveguide made of an array of
BIC supporting coupled spring mass chains. The waveguide
supports the propagation of a transversely bound wave along
a channel between two defects. Dispersion analysis along the
propagation direction reveals the presence of a branch hav-
ing transverse BICs. This branch lies in the passband of the
structure. Numerical simulations of a finite lattice excited at
a frequency lying in the BIC branch show the propagation of
a bound wave along a channel in the waveguide without any
energy leakage.

The framework we present here allows to achieve BICs in a
compact region of arbitrary size and at an arbitrary location in
a long chain. Due to their zero energy leakage property, BIC
based resonators can achieve extremely high quality factors,
in principle infinity, in contrast to conventional resonators. In
addition, BIC based waveguides allow for wave propagation
along a channel in structures without requiring any bandgaps.
Bandgaps are typically hard to achieve and impose stringent
geometric constraints. The BIC based waveguides presented
here may be a strategy to avoid the requirement of bandgaps.
Finally, the presented design is simple and independent of ma-
terial properties or length scales. These concepts can be ex-
tended to achieve BICs in a variety of architected structures or
meta-structures.
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