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Abstract

In this study, a vasomotion quantification method using

a photoplethysmography prototype, which performs near-

infrared spectroscopy in combination with green light, is

proposed. A structure that suppresses the motion artifact

and that is held by the eyeglasses on the back of the ear en-

ables the relative concentration changes of total hemoglobin

and pulse wave amplitude to be measured during exer-

cise with and without the presence of wind impacting the

face. We established a microcirculatory windkessel model

including arteriovenous anastomoses estimated from the

blood flow changes in the depth direction that were acquired

using three wavelengths of light and reproduced the vaso-

motion on a computer. The values predicted by the model

were in good agreement with the measured values. The ex-

tracted vasomotion can be used to understand autonomic

control by the central nervous system.

Keywords photoplethysmography, near infrared spec-

troscopy, green light, windkessel, microcirculation, arteri-

ovenous anastomosis

1 Introduction

To understand dynamic behavior and/or simulate dis-

ease, research studies are underway to model in vivo phe-

nomena and reproduce them on a computer. These models

include a) sensors that monitor blood pressure or skin tem-

perature (baroreceptors [1] and skin thermoreceptors [2], re-

spectively), b) elements of the central nervous system (car-

diovascular [1] and thermoregulatory center [2]), c) auto-

nomic nerves (sympathetic [1, 2] and parasympathetic [1]),

d) blood flow in compliant vessels (windkessel models [1,

3, 4, 5]), and e) vasomotion that modulates blood flow [1, 2,

3, 4]. Verification of these models often uses invasive tech-

niques and/or large equipment, such as catheters, magnetic

resonance imaging, or laser-Doppler flowmetry [2, 3]. Al-

though many wearable devices for health monitoring have

been developed [6, 7], it remains challenging to compre-

hensively collect highly accurate biophysical information.

Therefore, multidisciplinary research is needed to under-

stand and predict real-time physiological dynamics in real-

life environments by merging modeling and wearable ap-

proaches.

A technique using near-infrared spectroscopy (NIRS) for

photoplethysmography (PPG) has been reported for mea-

suring both the arterial oxygen saturation (SpO2) and heart

rate (HR) from a pulsatile component (AC signal) and also

the relative concentration change of hemoglobin from a rel-

atively slow varying component (DC signal) [8, 9, 10]. In

general, most part of the DC signal is contained in the cap-

illaries and veins [3], and the AC signal exists in the ves-

sels through which blood flows before entering the capil-

laries. This technique enables to observe each change in

blood volume in the microcirculation, where arterioles, cap-

illaries, and venules represent a coordinated interplay [11].

Usually, capillaries and venules passively respond to blood

flow changes, which are modulated by vasomotor control of

arterioles [3].

Furthermore, it has been reported that when a finger was

exposed to heat, the infrared light DC signal decreased,

whereas that of the green light did not change. This reduc-

tion in DC components was suggested to result from in-

creased blood flow in the vascular bed, as infrared light has

a large penetration depth, whereas green light has a shorter

penetration depth [12]. In contrast, skin blood flow changes

largely due to thermoregulation [13, 14], and in the fingers

or ears of humans and animals such as rabbits, there are

many arteriovenous anastomoses (AVAs) that bypass arteri-
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oles and venules for thermoregulation [14, 15, 16].

To use the DC and AC signals of the PPG, motion ar-

tifacts (MAs), such as DC level shifts due to the device

moving from its original position or large and long fluctu-

ations due to abnormal mechanical vibration, must be sup-

pressed [17, 18, 19, 20]. We have developed a prototype

device with a PPG sensor that includes green light and is

placed on the back of the ear and held by eyeglasses. As the

head has little change in position with respect to the heart,

the blood pressure in the head vasculature is almost stable.

The integrity of the biophysical signals is also improved by

adopting a structure that suppresses the generation of MAs.

In this study, experiments using a cycle ergometer, with

and without wind, were performed on a subject. We cre-

ated a microcirculatory windkessel model with AVAs from

the acquired data using the NIRS processing technique, and

demonstrated that vasomotion can be reproduced on a com-

puter. Using the reproduced vasomotion, we discuss auto-

nomic control during body temperature changes.

2 Experimental setup

2.1 NIRS process with green light

Using the DC components of the red and infrared sig-

nals from the PPG, the relative change in total hemoglobin

concentration (∆[tHb]R,IR) can be obtained from the mod-

ified Beer–Lambert law as described in [8]:

∆[tHb]R,IR = e1∆AR + e2∆AIR, (1)

where ∆AR and ∆AIR are the changes from the start of

the measurement of the DC signals of red (R) or infrared

(IR), respectively, and are expressed by ∆Aλ = ln
DC(0)
DC(t) .

The coefficients e1 and e2 can be obtained from the absorp-

tivity coefficients of oxygenated hemoglobin (HbO2) and

reduced hemoglobin (HHb), at the red and infrared wave-

lengths. Similarly, ∆[tHb]G at the green wavelength (G)

can be obtained from

∆[tHb]G ≈

∆AG

εG
. (2)

The wavelength of green light used here was 530 nm, and

at this wavelength, the absorptivity coefficients of HbO2

and HHb are almost equal (εG); therefore,∆[tHb]G can be

obtained from monochromatic light. Furthermore, an index

of change in oxygenationAOx that correlates with the tissue

oxygenation index of NIRS [8] can be obtained from

AOx = ∆AIR −∆AR. (3)

2.2 Prototype device

The prototype device developed for the experiment and

its cross-sectional structure are shown in Figs. 1(a) and 1(b),

respectively. The device has a PPG sensor, accelerome-

ter, 2.4-GHz radio, and battery. A reflectance PPG sensor

(MAX30105, Maxim) with green, red, and infrared light-

emitting diodes was used as the PPG sensor. The prototype

device has a frame structure supported by the three skin sur-

faces behind the ear and a sensor head structure that avoids

contact with MA-sensitive areas on the skin using spacers.

Although it is preferable to attach the device to the same po-

sition each time, this can be achieved by checking the light

emission from the PPG that has passed through the ear. The

mass of the device was reduced to 4.8 g to reduce pressure

on the skin.

Fig. 1(c) shows the waveform obtained by wearing the

device and jumping once. The MA components associ-

ated with the jump were superimposed on the raw PPG sig-

nal. These MA components were highly correlated with

the acceleration signal Acc(t) acquired by the accelerom-

eter on the device. Acc(t + td1) and Acc(t + td1) in

Fig. 1(c) are the signals obtained by adding delays of td1
and td2, respectively, to the acceleration signal. By sub-

tracting a1Acc(t + td1) + a2Acc(t + td2) (a1 and a2 are

coefficients) from the raw PPG signal, the MA components
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Figure 1. (a) Developed prototype device and (b) corre-

sponding cross-sectional structure. (c) Waveform obtained

by wearing the device and jumping once.
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can be removed. The pulse waveforms of the subject are

identifiable in the MA-corrected waveform. Owing to the

structure that suppresses the MAs of the device, the spectra

of the MAs are simplified into a composition of two accel-

eration waveforms, and DC shifts can also be suppressed.

Although it is possible to remove the MA components by

correction, this was not done in this study because the MAs

were sufficiently low.

2.3 Experimental protocol

Blood pressure has been reported to change by ap-

proximately -40% even in healthy subjects when standing

up [21, 22]. During exercise, the cardiovascular system in-

creases cardiac output and redistributes blood flow more ef-

ficiently to increase blood flow to active muscles [23, 24].

In our preliminary experiments, ∆[tHb]s (∆[tHb]G and

∆[tHb]R,IR) changed because of orthostatic stress when

standing up and heat stress during exercise; therefore, the

test protocol was examined based on these factors.

The experimental protocol shown in Fig. 2 was created

by combining standing up, cool, and hot conditions to excite

changes in vasomotion. The protocol included the follow-

ing states: 1) resting in a sitting position for at least 15 min,

2) standing up and remaining standing for 4 min, 3) exercis-

ing at 70 W using a cycle ergometer (AFB6013, ALINCO)

for 2 min, 4) exercising at 130 W using a cycle ergometer

for 8 min, 5) resting on the cycle ergometer for a recovery

period of 5 min, and 6) recovering in a sitting position for 5

min. During steps 3 to 5, the experiments were conducted

under two conditions: with and without wind on the face

(the wind speed at the face position was 1.2 m/s). Room

temperature was maintained between 27 °C and 28 °C. In

this pilot study, changes in ∆[tHb]s, AOx and pulse waves

were observed in one healthy participant when the above

protocol was repeated multiple times.

with or without wind

70W 130W

>15min 4min 2min 8min 5min 5min

0WSit-to-stand

Prototype device

CyclingRest Recovery

1) 2) 3) 4) 5) 6)

Figure 2. Experimental protocol created by combining

standing up, cool, and hot conditions.

3 Experimental results

3.1 Measured results

The measured results with and without wind on the face

are shown in Figs. 3(a) and 3(b), respectively. The time

of 100 s that occurred before standing up was set to 0 s

in the figure. ∆[tHb]R,IR decreased significantly, whereas

∆[tHb]G and AOx did not change significantly in the pres-

ence of wind. ∆[tHb]s and AOx increased when cycling

started and slowly decreased after cycling in the absence of

(a)

with windSit-to-stand

Rest Cycling Recovery

(b)

without wind

Sit-to-stand

Rest Cycling Recovery

Figure 3. Measured ∆[tHb]R,IR: relative changes in

concentration of total hemoglobin from red and infrared

light, ∆[tHb]G: from green light and AOx: index of

changes in oxygenation (a) with wind and (b) without wind

in the subject’s face. Mean ± standard deviation (SD) are

presented for each time point for (a) n = 5 and (b) n = 6.
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Sit-to-stand

(a) (b)

(c) (d)

Sit-to-stand

Sit-to-
stand

Figure 4. Measured (a) heart rate and (b) arterial pres-

sure (AP ): systolic (SAP ), diastolic (DAP ), and mean

(MAP ). (c) Measured waveforms of relative changes in

concentration of total hemoglobin (∆[tHb]) and (d) pulse

wave amplitude when standing up. Mean ± SD are pre-

sented for each time point for AP (n = 4) and the others (n

= 6).

wind.

The HR extracted from the AC PPG signal during the

test and the change in arterial pressure (AP ), measured with

an automatic sphygmomanometer (ES-P302, TERUMO)

attached to the upper arm, are shown in Figs. 4(a) and 4(b),

respectively (SAP : systolic, DAP : diastolic, and MAP :

mean arterial pressure). Because no major differences be-

tween the results with and without wind were observed,

the blood pressure measurements were mixed and averaged,

and only HR without wind was plotted. Figs. 4(c) and 4(d)

show the waveforms of ∆[tHb] and pulse wave amplitude

(PWA) when standing up, respectively. PWA is plotted

as the root mean square (RMS) value of the AC component

of the infrared signal AC(t)IR normalized to the AC(0)IR
value before standing up. Although only the infrared signal

was plotted, the green and red signals exhibited almost iden-

tical changes. ∆[tHb]s and PWA decreased after standing

and reached a minimum peak approximately 10 s later.

3.2 Microcirculatory model with AVAs

As shown in Fig. 3(a), when wind was present, only

∆[tHb]R,IR decreased significantly, whereas ∆[tHb]R,IR

RA1 RA2 RC RV1RV2

CC CV2 CV1BP1

PA1 PA2 PV2 PV1

�[tHb]GPWAG �[tHb]R,IRPWAR,IR

PC

RAVA

PA2

Figure 5. Windkessel model of microcirculation includ-

ing AVAs.

Table 1. Parameters used in windkessel model.
Compartment Pressure Initial resistance (kΩ)

BP1 BPDC +BPAC

RA1 PA1 − PV 1 65

RA2 PA2 − PV 1 65

RC PC − PV 1 25

RV2 PV 2 − PV 1 10

RV1 PV 1 10

RAVA PA2 − PV 1 25

and ∆[tHb]G increased in the absence of wind (Fig. 3(b)).

It is necessary to assume factors for different behaviors

between ∆[tHb]R,IR and ∆[tHb]G. We created a wind-

kessel model of microcirculation including AVAs, as shown

in Fig. 5, based on their existence in the ears [3, 14, 15],

and studied whether this could explain the measured re-

sults. Here, the AVA compartment (RAVA) branched from

the middle of the arteriolar compartments (RA1 and RA2)

and joined the middle of the venule compartments (RV2

and RV1). The capillary compartment (RC) was located

between RA2 and RV2.

In this study using this windkessel model, the following

assumptions were made: i) green light measures ∆[tHb]G
in RC and PWA in RA2, and red and infrared lights mea-

sure ∆[tHb]R,IR in RV1 andPWA in RA1 (Fig. 5); ii) RA1

and RA2 are under the same vasomotor control, and RAVA

is controlled by a different mechanism; iii) blood pressure

measured in the upper arm during the test can be used for

DC and AC signals of the blood pressure source (BP1);

and iv) the windkessel model shown in Fig. 5 can be cal-

ibrated using the -40% blood pressure variation observed

when standing up.

3.3 Models in the windkessel compartment

Each vascular compartment uses a model that replaces

changes in vessel volume, V (t), with changes in resistance,

R(t), over time [3]. A laminar flow (α = 2) can be used for

4



the model as follows:

R(t)

R(0)
=

1

δ

[

V (0)

V (t)

]α

, (4)

where δ is an index introduced for vasomotion in arterioles

(δA) and AVAs (δAVA) in this study and is included in the

denominator to provide a conductance function. Further-

more, volume (V ) can be assumed to be related to blood

pressure (P ) in the compartment [3] as

V ∝ P 1/β . (5)

In a previous study, β ≈ 1 was used in a response with

a long time constant of more than a few tens of sec-

onds [3], and in another study, a sigmoid-shaped curve was

used as this pressure-volume relation (linear near low pres-

sure) [25]. In this study, β = 3 was used in the AC signals

(i.e., they were rapid responses) when blood pressure was

high, and β = 1 was used in other cases. The pressure

P in each compartment is the differential pressure between

the pressure of each node and the pressure outside the ves-

sels [3], for which PV 1 is used, as shown in Table 1. A

SPICE circuit simulator was used for this analysis. The ini-

tial resistance for each compartment was chosen as shown

in Table 1. Here, RA20 : RC0 : RV 20 = 0.65 : 0.25 : 0.1
was chosen from [3], and RA10 = RA20 and RV 10 = RV 20

were chosen such that the simulated∆[tHb] values matched

the measured values. The absolute value of each initial re-

sistance was determined such that SPICE converged. The

values of capacitance (C) were determined such that the

simulated transient responses matched those observed when

standing up. The DC and AC signals of BP1 were modeled

using the MAP and pulse pressure (SAP – DAP ), respec-

tively. The waveforms between the measured points were

estimated from the change in HR, as shown in Fig. 4(b).

From each DC node voltage (PDC ) simulated by SPICE,

∆[tHb]sim was calculated using Eq. (5) as

∆[tHb]sim = γ

{

[

PDC(t)

PDC(0)

]1/β

− 1

}

, (6)

where γ is a calibration coefficient that fits the simulated

∆[tHb] to the actual measured value (γG for ∆[tHb]G and

γR,IR for ∆[tHb]R,IR). In the calibration, -40% changes

when standing up were applied to both the DC and AC

BP1 signals. From each AC voltage at the center of the

compartment (PAC ) simulated by SPICE, each PWA was

calculated using Eqs. (4) and (5) as follows:

[

AC(t)

AC(0)

]

sim

=

[

PAC(t)

PAC(0)

] [

PDC(t)

PDC(0)

]
1

β
−1

δA
1

α . (7)

3.4 Analysis of vasomotion

The solid lines in Fig. 4(c) show the simulated results

when standing after calibrating γG and γR,IR. To repro-

duce the PWA seen in Fig. 4(d), δA and δAVA were set

to 1. Vasomotion may not have occurred in the back of the

ear when standing up. To analyze δs (δA and δAV A) dur-

ing the whole test using the calibrated model, they were set

as two unknowns and optimized to minimize the difference

between measured and simulated results. Although ∆[tHb]
and PWA are measured values, here we used ∆[tHb],
which is determined only by the DC characteristics and

thus exhibits fewer errors. A SPICE optimizer was used

for this search. The initial resistance of the RAVA was set to

1/4 that of the capillary route (RA2 +RC +RV 2) to obtain

a solution. This is consistent with reports [26] showing that

approximately 80% of the blood flows to AVAs at rest. The

solid and dashed lines in Fig. 3 for ∆[tHb]s are the results

after optimization. δs values were obtained, as shown in

Fig. 6(a).

4 Discussion

In Fig. 6(a) with wind, both δA and δAV A contracted

significantly during cycling, particularly for δAVA, which

contracted to approximately 1/100 of its initial value. The

central nervous system may detect a decrease in skin tem-

perature and suppress blood flow to sites that are not nec-

essary for heat dissipation to increase blood flow to active

muscles [2, 23, 24]. However, both δA and δAV A contracted

slightly during cycling without wind and dilated during re-

covery. Because the increase in blood pressure is multiplied

by δs, the blood volume ∆[tHb]s increased, as shown in

Fig. 3(b), and heat flow out of the skin was promoted. The

central nervous system may have received input from core

body temperature [2], as δs dilated with a delay of several

minutes.

Comparisons of the measured and simulated PWAs for

infrared and green light obtained using the optimization re-

sults are shown in Fig. 6(b). The solid and dashed lines

represent the simulation results of PWA in RA1 and RA2,

respectively. Except for RA2 without wind, the actual mea-

surements and simulations were in good agreement. The

simulation result for RA2 without wind was multiplied by

(1 − 0.3AOx) to fit the measured value of green light.

AOx reflects the partial pressure of oxygen (PaO2), and

it increased without wind, as shown in Fig. 3(b). Local

contractions may have occurred in arterioles near capillar-

ies [27, 28] observed by green light owing to the increase

in PaO2. Thus, the windkessel model optimized using

∆[tHb]s explained the PWA measurement results well.

As shown in Fig. 3(b), both AOx and ∆[tHb]G exhibited

similar waveforms. AVAs may have decreased their ves-
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(b)

Sit-to-stand

Rest Cycling Recovery

without wind

with wind

Sit-to-stand

Sit-to-stand

Rest Cycling Recovery

without wind

with wind

(a)

�A

�AVA
�A

�AVA

Rapid changes

Figure 6. (a) Vasomotor indices of arteriole (δA) and AVA

(δAV A) compartments obtained by optimization. (b) Com-

parison of measured (infrared and green light) and simu-

lated (RA1 and RA2) pulse wave amplitudes (PWAs) ob-

tained using optimization results.

sel diameters with an increase in PaO2, and this changed

the ∆[tHb]G value because the routes through the capil-

laries are sensitive to AVAs. This behavior contradicts the

role of AVAs in increasing blood flow; however, as a result,

both capillary and venous flows considerably increased. Al-

though the increase in AOx is considered to be due to the

effect of oxygen remaining beyond the tissue consumption,

the reason for the increase in oxygen-rich venous flow is

unclear. Venous flow in the face is associated with brain

cooling [29], and the increase in venous flow observed in

the absence of wind might be related to this phenomenon.

The rapid changes in δs shown in Fig. 6(a) may be due to

vasomotion that compensates for changes in blood pressure

and maintains blood flow, that is, the so-called myogenic

response [30]. The myogenic, metabolic (PaO2, etc.), and

neurological controls may have mixed with vasomotion in

this study, and further models are expected to be introduced

in the future. Accordingly, to identify the microcirculatory

structure and quantify hemodynamics, employing a repro-

duction technique using the NIRS process and windkessel

optimization in combination with green light is effective.

5 Conclusion

We proposed a vasomotor quantification method using

PPG, which has an MA-suppressing structure with eye-

glasses and utilizes three wavelengths, including green

light. In the cycle ergometer test with and without wind on

the face, the integrity of DC and AC signals was improved,

and the results demonstrated that only ∆[tHb]R,IR de-

creased significantly with wind, whereas both ∆[tHb]R,IR

and ∆[tHb]G increased without wind. A microcirculation

model, including AVAs estimated from the characteristics

in the depth direction, explained this phenomenon and the

measured PWAs. Both δA and δAVA values obtained from

the model suggest vasoconstriction with wind and vasodila-

tion after cycling without wind. The vasomotion quantifi-

cation method developed herein can be effective for tracing

autonomic control in real life.
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