Making superhydrophobic splashes by surface cooling
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In this letter, we study experimentally the enhancement of splashing due to solidification. Investigating the impact of water drops on dry smooth surfaces, we show that the transition velocity to
splash can be drastically reduced by cooling the surface below the liquid melting temperature. Looking at the velocity of the ejected droplets, we find that at very low temperatures (below −60◦ C), the
splashing behaviour is the same as on ambient temperature superhydrophobic surfaces. We propose
that crystal formation can affect the dynamic contact angle of the lamella and facilitate the corolla
take-off, which would explain this surprising resemblance.

It is well known since several decades [1] that inertia,
viscosity and capillarity are key in determining whether
or not an impinging droplet will splash. More recently,
it was found that the surrounding air plays an important
role on the outcome of an impact [2], now understood
as the source of aerodynamic lift that levitates the fragmenting corolla. These findings were synthesized by Riboux and Gordillo in a model [3] taking into account the
diversity of physical mechanisms at stake in the triggering of splash.
Initially motivated by its consequences in metallurgy,
the sensibility of splashing to solidification has been first
investigated twenty years ago, [4, 5], evidencing an enhancement of splash due to solidification, a phenomenon
that was confirmed in recent times [6]. While several
other studies focused on the solidification dynamics of
drops impinging a cold substrate [7–10], the enhancement of splashing due to solidification is still puzzling
and poorly characterised.
In this letter, we thus experimentally investigate the
outcome of millimetric water drop impacts on a dry
smooth silicon substrate of varying temperature, from
100◦ C to −140◦ C. At positive temperatures, the threshold velocity above which droplets splash slightly increases
with temperature due to continuous variation of air and
liquid properties. For a substrate colder than the water
melting temperature, this threshold strongly decreases
with undercooling and reaches a minimum critical value
under −60◦ C. We show that for colder substrates, the
splashing is identical to the one on superhydrophobic
substrates at ambient temperature. In particular, the
threshold velocity, the ejected droplets angle and velocities are quantitatively the same. Finally, we propose a
mechanism involving ice crystals formation modifying the
dynamic contact angle of the spreading drop that would
lead to this unexpected superhydrophobic behaviour.
In the experiment, a pure water drop of constant radius R = 1.97 ± 0.05 mm is quasi-statically released from
a syringe at variable heights: h = 5 - 140 cm, leading to

∗

rodolphe.grivet@ladhyx.polytechnique.fr

an impact velocity: U0 = 1.15 - 4.7 m.s−1 . The drop
impacts a nanosmooth silicon wafer. The equilibrium
contact angle of the water drop is θs = 60◦ . The whole
setup is placed inside a reduced humidity box in order
to avoid frost formation, and the relative humidity is set
to RH = 10% or 1% thanks to dryer modules and continuous nitrogen injection. No difference was observed
between both humidity conditions. The drop is illuminated from behind and the impact is recorded from the
side at 75.000 fps using a Phantom V2511 high-speed
camera, with a spatial resolution of 30 µm · pixel−1 .
With these parameters, the drops Ohnesorge number
µ
is Oh = √ρRσ
= 2.6 · 10−3 , the Weber and Reynolds
ρRU 2

numbers are in the range W e = σ 0 ∈ [35 ; 620] and
0
Re = ρRU
∈ [2200 ; 9600], where µ = 10−3 Pa.s is the
µ
water viscosity, ρ = 103 kg.m−3 is the volumic mass and
σ = 72 mN.m−1 is the surface tension, taken at at room
temperature, 20◦ C. The substrate temperature is varied between +100◦ C and −140◦ C, using a heating plate
for temperatures above room temperature, and by placing the substrate on an aluminium block cooled in liquid
nitrogen for lower temperatures. The substrate temperature is measured at the time of impact using a thermocouple in contact with the surface, with a precision
around ±1◦ C. After each impact, the wafer is cleaned
by blowing dry air on it.
For each experiment, the outcome is determined between the two different possibilities: ”Splash”, when at
least one drop ejection is seen, and ”No splash” when
no ejection was observed. In the following, we will use
the term ”lamella” to describe the thin liquid sheet flowing along the substrate and fed by the impacting drop,
and the term ”corolla” to describe the lifted liquid sheet
that necessarily precedes the splash [11]. It is commonly
accepted that the splashing of a drop follows the usual
sequence schematised on Figure 1 (a): (i) the drop impacts and a lamella is expelled at t = te (ii) part of this
lamella takes-off, hence forming a corolla at t = tto , and
is then lifted upwards by aerodynamic effects, (iii) this
corolla destabilises into droplets [2, 3, 12], ejecting the
first one at t = tf .
Figure 1 (b-c) shows a time sequence of an impact
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FIG. 1. (a) Schematic sequence of a splash. (b-c) Time sequence of an impact at various instants for U0 = 2.65 m.s−1 :
(b) The surface is at room temperature, the droplet spreads,
forming a thin lamella that expands. (c) The surface is at
T = −56◦ C, the lamella is lifted in the air to form a corolla,
then destablized in many droplets.

at U0 = 2.65 m.s−1 on a wafer at ambient temperature and −56◦ C. At room temperature (b), no splash
is observed and the drops spreads following the classical sequence: impact (t = 0 ms), creation and extension of a thin liquid lamella up to a maximum diameter
(0 ms < t < 7 ms), and then retraction to the equilibrium spherical cap shape (t > 7 ms, not shown) [13, 14].
When the substrate is cold enough (c), the sequence is
radically different. Soon after the impact (t = 0.29 ms)
the liquid lamella has been lifted, forming a corolla in
the air that has already destabilized, and we can observe
droplets ejected on both sides (see magnification). As
time goes (0.29 ms < t < 1 ms) the size of the ejected
droplets increases, a consequence of the increase of the
corolla thickness [12, 15]. In this experiment, after about
1 ms, the corolla is totally fragmented and all the liquid flows in contact with the solid, following a classical
spreading on a cold substrate [8]. From these two timesequences, we can readily see that for a constant velocity
the splash depends on the substrate temperature.
To clarify the effect of the substrate temperature on the
splash, we performed experiments at various substrate
temperatures for U0 = 2.65 ± 0.05 m.s−1 . We compare
the results of the experiments at the characteristic impact time τc = R/U0 (0.72 ms for each experiment). The
corresponding snapshots are displayed in Figure 2 for
temperatures between 27◦ C and −101◦ C. We first notice that there is no clear difference between the droplet
impacting at ambient temperature (a) and the ones at
T = −23◦ C and T = −38◦ C (b-c). For the same time,
τc , the spreading radius is almost the same. Cooling the
substrate down to −44◦ C (d) allows for the observation

t

FIG. 2. Impact outcome after t = τc = R/U0 for various
temperatures indicated on each image at constant impact velocity U0 ≈ 2.65 m.s−1 . The first splash is observed at −44◦ C
(dashed rectangle on (d)).

of ejected droplets on the right of the picture (see dashed
rectangle). The splashing transition temperature at this
velocity is therefore located between −38◦ C and −44◦ C.
Noticeably, for T = −44◦ and −48◦ C (d-e), we do not observe a corolla but the ejected droplets exhibit the signature of early destabilization. For colder substrates (f-h),
the corolla is now clearly observed at τc and never stuck
again to the substrate. Besides, the angle of droplets
ejection (αe ) seems to increase with the substrate undercooling, a fact that will be related to the lifetime of the
corolla. Finally, it follows from the observation of the
pictures that the number of ejected droplets increases
strongly with the substrate undercooling, going from few
isolated droplets ejected at −44◦ C to continuous droplets
ejection at lower temperatures.
In order to characterise the coupled influence of surface
temperature and impact velocity on splashing, Figure 3
(a) shows the impact outcome as a function of these two
variables. We see that two main domains are formed
by the blue (spreading) and red (splashing) dots. The
transition where both splashing and spreading experiments coexist is outlined by the grey-shaded area. The
transition curve can itself be described using three different temperature regions, delimited by the horizontal grey
dashed line. First, in positive temperatures (Region (I)),
although the transition region is broad, no strong variation of the splashing velocity is observed with varying
temperatures, and the transition to splash is set between
3.5 and 4 m.s−1 with only a 10% variation over a range of
100◦ C for the upper bound. This small variation is in accordance with the theories of Riboux and Godillo [3] extended to temperature dependent variables [16](See Supplemental Material). Secondly, between 0◦ C and −60◦ C
(Region (II)), a strong decrease of the transition velocity is observed from 3.5 m.s−1 to 1.7 m.s−1 . The slope
breakup at the water melting temperature suggests that
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solidification is responsible for this abrupt change. Moreover, this drastical change in the transition slope can not
be explained by the previous model as it would imply
extending it to water supercooled at −60◦ C, below its
homogeneous nucleation temperature [17]. Finally, the
transition velocity stabilises around a minimum below
−60◦ C (Region (III)), at U0 ≈ 1.7 m.s−1 , roughly half the
one for the transition at room temperature. Surprisingly,
this minimum velocity is independent of temperature.
In different experimental conditions, such drastic reduction of the splashing transition velocity without
changing the liquid have already been observed, namely
in the well documented case of rough surfaces [13, 18–21]
and of superhydrophobic impacts [21–25]. Experiments
on two different superhydrophobic substrates were hence
carried out, in order to compare the effect of solidification
on splashing transition velocity with the one of superhydrophobicity. Aluminium plates were covered either with
commercial GLACO© or with Ultra Ever Dry© (UED)
coatings. Note that the UED coating creates a rough
surface, and hence should even more enhance splashing.
The results of these experiments are presented on Figure
3 (b) together with a view of an impact at t = τc at room
temperature and in the splashing regime in Figure 3 (cd). Noticeably, the splashing threshold of Glaco at room
temperature falls well within the two limiting values for
the transition in Region (III) of the investigated temperatures. UED shows a slightly lower splashing threshold,
still very close to the one of Glaco. This similarity between the three transition velocities is supported by the
aspect of the splash (c-d), which strongly resembles the
very low temperature splashes on the silicon wafer (Figure 2 (g-h) ). Remarkably, cooling both superhydrophobic surfaces from ambient down to −70◦ C has no effect on
the splashing transition (see Supplemental Material) suggesting that this minimum threshold transition velocity
is already reached on superhydrophobic substrates. This
also confirms that the splashing model [3] should not be
extended to negative temperature, as it would predict a
reduction of the transition velocity with increasing undercooling also for these superhydrophobic substrates.
To push further the analogy between Region (III) and
superhydrophobic impacts, and provide a better understanding of the role of solidification in the enhancement of
splashing, the radial and vertical velocities of the fastest
ejected droplets (respectively denoted by Vr and Vz ) were
measured for each experiment on both sides of the drop
for T < 0◦ C. Figure 4 shows the non-dimensionalized
vertical velocity of the ejecta Vz /U0 as a function of the
horizontal one Vr /U0 . The temperature is color-coded
so that Region (II) corresponds to red dots and Region
(III) to blue triangles. The green symbols denote the
impacts at ambient temperature on our two superhydrophobic surfaces: Glaco and UED. Three main findings can be highlighted from these measurements. First,
the spreading of the points according to their color shows
that for a given value of Vr /U0 the colder the substrate,
the larger the ratio Vz /U0 , resulting in an angle of ejec-
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FIG. 3. (a) Phases diagram of impact outcome as a function of substrate temperature and impact velocity. Two main
domains of outcomes are distinguishable, and the transition
velocity curve goes through three regimes depending on the
surface temperature. (b) Impact outcomes on two superhydrophobic surfaces at ambient temperature. The transition
velocities are similar to the one in Region (III). (c-d) Snapshots of the splash on Glaco (at 2.5 m.s−1 ) and UED (at
2.4 m.s−1 ) superhydrophobic surfaces

tion αe increasing with undercooling. Secondly, almost
all the blue points (Region (III)) collapse on an asymptotic curve outlined by the grey-shaded area, demonstrating a saturation effect under this temperature. Finally,
this asymptotic curve also gathers all the superhydrophobic experiments. Together with the observations made in
Figure 3, these results show that cooling down the substrate below 0◦ C is similar to making it more and more
hydrophobic, both from the aspect of the corolla and
from the value of the angle of ejection. Below −60◦ C,
the impact systematically looks like one on a superhydrophobic substrate, the transition velocity is identical
and cooling further does not affect the splash anymore.
Note that our data suggest an influence of the superhydrophobicity on the droplet ejection angle in the isothermal case. To our knowledge, it is the first experimental
result on this effect and it seems to disagree with a former numerical study [26]. This question would be worth
further investigation.
Furthermore, using the radial velocity of the fastest
ejected droplet, we can evaluate the fragmentation time
tf as defined in Figure 1 (a). This evaluation relies on
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FIG. 4. Main Figure: Fastest ejecta non dimensional vertical velocity as a function of horizontal one: all Region (III)
experiments collapse on the superhydrophobic curve. Insert:
computed fragmentation time of the corolla, no strong dependence on surface temperature is observed. Green symbols for
superhydrophobic impacts at ambient temperature, blue-red
colors for impacts on silicon wafers at various temperatures
( : Glaco,  : UED, • : Region (II), J : Region (III) ).

three reasonable assumptions, namely: (i) the velocity of
the droplet is the one of the corolla at tf , (ii) the dynamics of the corolla up to tf follows a classical square root
of time law for the wetted radius [13, 27], and (iii) these
two dynamics do not vary with temperature (in agreement with former studies [6, 28]). The last two assumptions are confirmed by measurements made on all nonsplashing experiments of Regions (II) and (III) (see Supplemental Materials), for which the square root spreading
law was observed with a constant prefactor ±10% and
no visible dependence on temperature. In this approach,
the fragmentation time can be evaluated as tf ∝ UV02R ,
r
which we plot adimensionalised by τc on the insert of
Figure 4 as a function of U0 . The decreasing trend of the
fragmentation time as a function of impact velocity is in
accordance with previous studies [12]. More surprisingly,
all experiments superimpose on a single curve, no matter the temperature or the nature of the surface. Thus,
for a given impact velocity, the fragmentation will always
take place at the same time if the splash is possible. This
unexpected result suggests that solidification does not affect the splash through the fragmentation of the corolla.
Meanwhile, the aforementioned increase in ejection angle
in Region (II) indicates that the total work applied by
the vertical aerodynamic forces during the corolla flight
time also increases with substrate undercooling. In the
existing models [12, 29], this work only depends on the
spreading dynamics, on the air density and on the corolla

flight tf − tto . As already mentioned, the spreading dynamics are not affected by temperature. The air density
only varies of 30% over the whole temperature range,
which can not explain the relative variations in vertical
velocity observed here. We can thus claim that cooling down the substrate increases the corolla flight time
tf − tto in Region (II). As tf is independent of T , we conclude that solidification favours the early take-off of the
corolla in Region (II), up to reaching the asymptotic case
of superhydrophobic-like behaviour of Region (III).
The effect of wettability and roughness on splashing
was recently experimentally investigated [23, 30] from the
perspective of lamella spreading. It was found that depending on the static contact angle of the liquid-solid system θs , the maximal dynamic contact angle reached during the spreading of the lamella θmax can vary. The authors show that for hydrophilic surfaces θmax ≈ 100◦ > θs
and that for superhydrophobic θmax ≈ θs . In fact, they
found that this angle θmax determines the splashing of the
drop, and that increasing this angle leads to a smaller
splashing threshold: the hydrophobicity promotes the
splash through the maximal dynamical contact angle.
We assume that a higher maximum dynamic contact angle favours an early corolla take-off that is undoubtedly
caused by aerodynamic effects over the flowing lamella
[11, 25, 26]. Regarding solidification, we propose that a
change in θmax can be induced by the presence of ice nuclei close to the advancing contact line. Indeed, Kant et
al. [10] recently proved in experiments with hexadecane
that solid nuclei formed at the cold substrate surface are
advected close to the contact line by the flow. A possible scenario would be that these crystals can reach the
contact line, hence acting as defects and holding it. Due
to this perturbation, the dynamic contact angle could increase dramatically and the configuration would now resemble the one with a very high θmax . A second possibility would be that the crystals, advected to the the waterair interface, would create a liquid-marble-like structure
at the advancing edge of the lamella [31]. This effect of
ice crystals has already been experimentally established
on drop impacts of water already partially frozen [28],
and would lead to an increasingly hydrophobic-like behaviour with colder surfaces.
In conclusion, for a given impact velocity, decreasing
the temperature will most likely increase the size and
number of the crystals, so that θmax increases. As a
consequence, this would favor splashing by allowing the
corolla to form before the critical fragmentation time tf ,
and thus explains the decrease of the transition velocity with substrate undercooling in Region (II). Diminishing further the temperature would continue to decrease
the take-off time and hence increase the angle of droplets
ejection αe , up to the point where the maximum dynamic
contact angle becomes 180 ◦ , which corresponds to the
entrance in Region (III), at T = −60◦ C. Below this temperature, no additional increase in θmax is possible, as the
superhydrophobic-like regime is reached, and all impacts
look similar. The transition velocity itself has reached a
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minimum critical value and does not vary anymore.
Few studies have looked at the take-off dynamics of the
corolla [11, 26], although we show here that it might be an
essential ingredient in understanding the ejection features
of fragmented droplets both as a function of undercooling
and wettability. In further studies, we wish to investigate
the latter more systematically in order to provide a better
vision of the scenarios discussed here.
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