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With their self-tuned time-varying responses, waveform-selective metasurfaces embedded with
nonlinear electronics have shown fascinating applications, including distinguishing different electro-
magnetic waves depending on the pulse width. However, thus far they have only been realized with
a spatially homogeneous scattering profile. Here, by modeling a metasurface as time-varying admit-
tance sheets, we provide an analytical calculation method to predict the metasurface time-domain
responses. This allows derivation of design specifications in the form of equivalent sheet admit-
tance, which is useful in synthesizing a metasurface with spatiotemporal control, such as to realize
a metasurface with prescribed time-dependent diffraction characteristics. As an example, based on
the proposed equivalent admittance sheet modeling, we synthesize a waveform-selective Fresnel zone
plate with variable focal length depending on the incoming pulse width. The proposed synthesis
method of pulse-width-dependent metasurfaces may be extended to designing metasurfaces with
more complex spatiotemporal wave manipulation, benefiting applications such as sensing, wireless
communications and signal processing.

I. INTRODUCTION

Metamaterials and their two-dimensional versions,
metasurfaces, have shown unprecedented methods for
wave manipulation, marking a new milestone in the
development of functional artificial structures. They
are characterized by subwavelength engineered elements,
called meta-atoms, and have distinct properties such as a
near-zero index [1], balanced electric-magnetic responses
[2], or maximal cross-polarization [3], intended to fea-
ture novel functionalities in the macrostructures [4, 5].
While many initial works on metasurfaces were on achiev-
ing control of a static wave, which does not vary with
time, recent developments show dynamic wave shaping
via time-varying meta-atoms [6–18]. These active-type
metasurfaces have been realized across a wide-range of
the electromagnetic spectrum, achieving various interest-
ing spatiotemporal applications such as second harmonic
generation, nonlinear beam shaping and non-reciprocity
[19–22]. However, the realization of these spatiotemporal
metasurfaces often requires complicated external excita-
tion subsystems, which could substantially limit the ap-
plicability. For example, in controlling individual meta-
atom states, complex electrical biasing is required in
microwave metasurfaces, which provides advanced con-
trol but in return becomes a formidable challenge for a
large metasurface area and at higher operating frequen-
cies [9, 11, 23].
To achieve dynamic wave control without a complex

chain of external excitation, a resonant metasurface may
be combined with nonlinear media. The introduction of
nonlinear media transforms the metasurface into a self-
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tunable device that is sensitive to impinging wave prop-
erties such as the power level or polarization state, re-
moving the need for complicated electrical biasing [24–
28]. In resonant metamaterials, one example of introduc-
ing nonlinearity is by inserting nonlinear Kerr nanoparti-
cles within resonant nanorod arrays, which results in the
metamaterial having flux-dependent transmission and
absorption [29]. At microwave frequencies, a method of
embedding nonlinear lumped components such as diodes
and varactors into resonant metallic meta-atoms has re-
alized various self-tunable power-dependent metamateri-
als [30–34]. One of the representative works in Ref. [30]
demonstrated microwave beam steering and focusing de-
pending on the impinging monochromatic light inten-
sity. In recent works, more complex nonlinear power-
dependent wave shaping has also been realized, such as
obtaining controllable spatial dispersion in a metasurface
absorber [35] or steering surface wave propagation in a
mushroom-type metasurface [36]. All these works uti-
lized either diodes, varactors, or transistors in realizing
nonlinearity within the meta-atom.

To exploit the temporal scattering of metasurfaces,
more recent works have utilized transient responses of
reactive circuits under equivalent direct current (DC) in-
put [37–41]. These metasurfaces consist of homogeneous
patch structures embedded with a diode bridge full-wave
rectifier connected to a combination of a resistor, an in-
ductor, and a capacitor (R,L, and C). When an incident
microwave beam illuminates the metasurface, the output
currents (or voltages) of the diode bridge do not immedi-
ately change with time due to the existence of the reactive
circuits, producing the effect of time-varying transmis-
sion, reflection, and absorption. Unlike other temporal
metasurfaces that utilize periodic modulation of meta-
atoms to generate sidebands, in these transient metasur-
faces, the meta-atoms are designed to transform the in-
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FIG. 1. (a) Metasurface with a temporal response enabling
waveform selectivity, and (b) its time-varying equivalent ad-
mittance. (c, d) Spatiotemporal wave manipulation using
the proposed metasurface where the focal length (FL) of the
metasurface changes with pulse width (PW) or time.

cident energy into zero frequency. Their time constant is
much longer than the incident beam period; hence, they
can perform waveform selectivity or time-domain filter-
ing, i.e., differentiate incident beams depending on how
long they propagate through the metasurface even at a
constant frequency [42]. An exemplary model of such
waveform-selective metasurfaces is shown in Fig. 1(a),
which allows propagation of an incoming pulse but ab-
sorbs or reflects a continuous wave. These metasurfaces
can enable various important applications such as de-
signing waveform-selective cloaked antennas [43] and re-
alizing reconfigurable surfaces for Wi-Fi signals [40] as
well as for microwave imaging [10]. Despite the fascinat-
ing properties of these temporal metasurfaces, they have
thus far been realized strictly in a spatially homogeneous
condition. Moreover, very limited works on analytical
modeling of these metasurfaces have been reported, such
as in Ref. [44], which were focused only on analyzing the
transient circuits. Thus, equivalent admittance model-
ing, commonly used in other thin metasurfaces [45], re-
mains unexplored for these transient metasurfaces.

In this study, we extract the equivalent admittance
of a self-tunable temporal metasurface to facilitate de-
sign of spatiotemporal wave manipulation. We consider
a meta-atom consisting of a subwavelength metallic slit
connected to a full-wave rectifier and a combination of
R,L, and C components. Such a metasurface can be
represented as a self-tuned time-varying electric admit-
tance and a magnetic impedance, in which the time con-
stant corresponds to the circuit parameters being imple-
mented. As seen in Fig. 1(b), an equivalent circuit model
can be used to accurately predict the admittance Yse and
the time-varying scattering parameters at the resonant
frequency (ω0). This analytical modeling provides a con-

venient design methodology to realize a spatiotemporal
metasurface, through which a Fresnel zone plate (FZP)
[46, 47] has been designed that exhibits a time-varying
focal point. In this FZP, the focal point changes depend-
ing on the pulse width of the incoming wave (Fig. 1(c)
and 1(d)). This work represents an important finding on
equivalent admittance sheet modeling of temporal meta-
surfaces and paves the way for subsequent research on
self-tuned spatiotemporal metasurfaces.

II. METASURFACE WITH A TIME-VARYING

EQUIVALENT ADMITTANCE

A. Metasurface Configuration and Admittance

Sheet Modeling

The metasurface considered within this study consists
of a thin metallic slit on top of a dielectric layer, as shown
in Fig. 2(a). The same metasurface has also been re-
ported in Ref. [39]. Within the metallic slit, an embedded
circuit is connected. This embedded circuit consists of a
diode bridge rectifier loaded with a transient circuit (see
Fig. 2(b)). The transient circuit can be any combination
of R,L, and C components, but for simplification, here,
we consider four combinations, i.e., RL series, RC paral-
lel, RLC series and RLC parallel (see Fig. 2(c)-(f). Note
that in an ideal case, this metasurface unit cell extends
into an infinite two-dimensional homogeneous array.
When a transverse electric (TE) wave impinges on the

metasurface, it generates a potential difference across the
slit. Since the slit is connected to the embedded circuit,
when the potential difference across the slit exceeds the
diode turn-on voltage, a current starts to flow into the
diode bridge and is rectified. With the rectified input
voltage or current from the diode bridge, the capacitor
or inductor prevents instantaneous changes in both pa-
rameters, a response that is commonly found in a DC-
driven transient circuit. Therefore, the embedded circuit
introduced within the slit is responsible for the transient
response observed in the scattering parameters of the
metasurface. The temporal scattering profile, e.g., trans-
mission increasing or decreasing with time or increasing
then decreasing, depends on the implemented circuit pa-
rameters, where the four types of transient circuits in
Fig. 2(c)-(f) give distinctive results.
As this metasurface has previously been extensively

studied in numerical simulations and experiments [37,
39, 40, 42], here, we focus on modeling this metasur-
face as equivalent surface parameters to further assist
in the design methodology. In modeling such a transmis-
sive metasurface, since the thickness of the metasurface is
much smaller than the wavelength, an impedance bound-
ary condition can be applied, in which the metasurface
is equivalent to a distribution of an electric sheet admit-
tance (Yse) and a magnetic sheet impedance (Zsm). The
tangential components of the electric and magnetic field
can be equivalent to the voltage and current in circuit
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FIG. 2. (a) Physical configuration of the self-tuned time-
varying metasurface considered within this study. (b) Em-
bedded circuit within the slit: a diode bridge full-wave rec-
tifier loaded with a transient circuit (TC). (c)-(f) Transient
circuits with four different transient responses: (c) RL series,
(d) RL parallel, (e) RLC series, and (f) RLC parallel cir-
cuits. Rd represents the resistive component of two diodes
and is connected to all the circuits in series. (g) Ideal model
for the metasurface where the scattering properties can be
physically represented as three shunt admittances. (h) Meta-
surface model considered here with only a single-layer shunt
admittance Yse due to limited influence of Zsm. (i) Equiva-
lent transmission line model of the metasurface with certain
dielectric constant ǫs and thickness h.

theory; hence, the scattering problem of a normally inci-
dent plane wave can be modeled by three shunt electric
admittances separated by transmission lines, as seen in
Fig. 2(g). Such modeling has been widely used to de-
scribe subwavelength resonant metasurfaces [2, 48–51],
where, in the case of no magnetoelectric coupling consid-
ered, the resonant structures are called Huygens’ meta-
surfaces [49].

Here, since the metasurface only consists of a single-
layer metallic structure, the magnetic response is weak.
Therefore, in Subsec. II B, we will show that the model-
ing of such a metasurface can be realized by considering
only a single electric shunt admittance. In this simpli-
fied model, the subwavelength slit structure resembles
a resonant meta-atom equivalent to a transmission line
loaded with a single electric sheet admittance, as shown
in Fig. 2(h)-(i).

B. Extraction of the Time-Varying Electric

Admittance and Magnetic Impedance

Similar to other thin metasurfaces that introduce field
discontinuities into the incoming wave, the metasurface
considered here can also be treated as a distribution of
electric and magnetic sheet impedances [2, 49–51]. With
the transient response, however, the equivalent admit-
tance and impedance of the metasurface should also have
a time dependence. The time-varying sheet impedance
and admittance can be obtained by using a calculation
with complex transmission and reflection, both having
time and frequency dependence, as follows [45]:

Yse(t, f) =
2(1− T (t, f)−R(t, f))

η(1 + T (t, f) +R(t, f))
, (1)

Zsm(t, f) =
2(1− T (t, f) +R(t, f))

η(1 + T (t, f)−R(t, f))
. (2)

Here, T is the complex transmission coefficient (S21),
R is the complex reflection coefficient (S11), f is the

frequency, t is time, and η =
√

µ/ǫ is the free-space
wave impedance. It is noted that essentially time and
frequency are interchangeable and interdependent. The
time-frequency representation of Eqs. (1)-(2) is therefore
bounded by a resolution limit where Fourier transform
cannot localize simultaneously both the time domain and
frequency domain [52]. With this limit, a trade-off rela-
tion exists in which optimizing frequency resolution leads
to poor temporal resolution and vice versa. However, if
a system has a slow variation in the time domain, reduc-
ing the temporal resolution is acceptable, which in turn
would relax the time-frequency resolution bounds. This
condition is consistent with the metasurface considered
here as it has a much larger time constant tc than the
time period of the waveform tw. Hence, tc ≫ tw guaran-
tees the validity of Eqs. (1)-(2).
In extracting the impedance and admittance, we use a

co-simulation method based on ANSYS Electronics Desk-
top 2020 R2 [36–38], as explained in Appendix A. This
simulation method integrates a full-wave numerical re-
sult within a circuit analysis. The meta-atom, as seen
in Fig. 2(a), is first analyzed using a full-wave numerical
solver, where the meta-atom period is p =18mm, having
slit dimensions of sl =16mm and sh =5mm, a dielec-
tric thickness of h =1.5mm and permittivity of ǫs=3. In
the circuit simulation, the electronic components seen in
Fig. 2(c)-(f) are embedded, and a transient solver is used
in which the results of the circuit simulation are volt-
ages corresponding to the scattering parameters of the
meta-atom, i.e., vT for transmission voltage and vR for
reflection voltage. These voltages are sine waves with
certain frequencies but continuously time-varying ampli-
tudes. To be able to calculate Eqs. (1) and (2), complex
representation of the transmission and reflection voltages
are needed. Therefore, a postprocessing procedure is im-
plemented for these voltages using the short time Fourier
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FIG. 3. Extraction of equivalent surface parameters of the
metasurface. (a) Spectrogram of the metasurface transmis-
sion intensity. (b) Spectrogram of the metasurface transmis-
sion phase. (c)-(d) Yse and (e)-(f) Zsm (normalized to the
wave impedance (η), both real and imaginary parts) over fre-
quency and time, calculated using Eqs. (1) and (2). (g) Com-
parison of transmission intensity over frequency at t=200 ns
between the numerical simulation and analytical calculation
using the single shunt admittance model. (h) The same com-
parison as in (g) over time at 4.2GHz. The metasurface here
is with RL-series circuit where RL=10 Ω and L=0.1 mH.

transform (STFT) [53]. In the STFT, the voltages are
divided into small segments of time before applying the
Fourier transform, which can be formulated as

VT,R,I(τw, f) =

∫

∞

−∞

vT,R,I(t)w(t − τw)e
−j2πftdt. (3)

Here, VT , VR, and VI are Fourier transform outputs
from windowed voltages (transmission, reflection, and in-
put voltages, respectively), and w(t) is a window func-
tion of length M (4 ns in this study). The window

function is centered about time τw = nP where P is
the interval time between successive Fourier transforms
(set to 2 ns) and n is an integer. To obtain consistent
phase differences, the transmission phase (φT = ∠T )
and reflection phases (φR = ∠R) are calculated by sub-
tracting the phase of a reference input voltage VI from
the phases of transmission and reflection voltages, e.g.,
φT (τw, f) = ∠VT − ∠VI . Similarly, the amplitudes of
transmission (AT = |T |) and reflection (AR = |R|) are
obtained by dividing the amplitudes of the transmission
and reflection voltages by that of the reference input volt-
age VI , e.g., AT (τw , f) = |VT |/|VI |.
Having both time- and frequency-dependent amplitude

and phase, we can plot a spectrogram of the metasur-
face transmission, as seen in Fig. 3(a) and (b). Here,
we consider a metasurface with an RL series transient
circuit (Fig. 2(c)), where the transmission is decreasing
with time. The inductor here is L = 0.1mH, and the
resistor is RL = 10Ω. We can see in the transmission
amplitude spectrogram of Fig. 3(a) that the metasurface
is transparent around the resonant frequency of 4.2GHz
at the initial time, while beyond 1000ns, the transmis-
sion amplitude is drastically reduced. While this vari-
ation in transmission is rapid, the phase variation over
time is insignificant, as depicted in Fig. 3(b). Using this
transmission amplitude and this transmission phase, the
complex scattering parameters are then calculated as

T (τw, f) = AT (cosφT + j sinφT ),

R(τw, f) = AR(cosφR + j sinφR).
(4)

Based on the complex T and R, we can calculate the
electric sheet admittance and magnetic sheet impedance
of the metasurface as in Eqs. (1) and (2), and the result
is plotted in Fig. 3(c)-(f). Fig. 3(c) and (e) shows the
electric admittance (Yse) and magnetic impedance (Zsm)
varying with frequency at 200ns, as indicated by the hor-
izontal dashed line in Fig. 3(a). Fig. 3(d) and (f) shows
the electric admittance (Yse) and magnetic impedance
(Zsm) varying with time at 4.2GHz, as indicated by the
vertical dashed line in Fig. 3(a).
We see in Fig. 3(e) and (f) a modest variation in the

magnetic impedance Zsm with time and frequency. This
is in contrast to the electric admittance Yse in Fig. 3(c)
and (d), where the variation with time and frequency
is significant. Therefore, the magnetic contribution to
the overall scattering properties is expected to be mini-
mal. This corresponds to the fact that the metasurface
here consists of only a single metallic structure supported
by a thin dielectric. Although the entire physical rep-
resentation of such a transmissive metasurface contains
three shunt electric admittances separated by dielectric
layers, as seen in Fig. 2(g), here, we simplify the physical
model into a single shunt electric admittance, as seen in
Fig. 2(h)-(i). In this simplified model, we only consider
the electric sheet admittance of the meta-atom Yse as
the main contributor to the scattering properties. In the
two-port network representation, based on the ABCD
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matrix, we can analytically calculate the scattering pro-
file of the metasurface (see Appendix B). The result is
depicted by the dashed lines in Fig. 3(g)-(h), where we
see that the calculated scattering parameters agree well
with the numerical simulation, especially near the reso-
nant frequency of 4.2GHz. At lower and higher frequency
regions, relatively large discrepancies appear as magnetic
impedance sheets (Zsm) are omitted for the sake of sim-
plicity. However, this result ensures that the single equiv-
alent admittance is adequate for modeling the temporal
response of the metasurface at the resonant frequency
(Fig. 3(h)).

C. Equivalent Circuit Model

To calculate the temporal response of the metasurface
and assist in the design methodology, we use an equiv-
alent circuit model for the shunt admittance Yse. This
equivalent circuit model is important to enable the design
of spatiotemporal metasurfaces as it provides a direct re-
lation between a meta-atom temporal response and its
embedded circuit parameters.
As the metasurface here exhibits slow time variations

relative to the time period of the waveform, the time-
frequency resolution limit is relaxed (as discussed after
Eqs. (1)- (2)). Therefore, two independent physical con-
tributions can be used to describe the scattering proper-
ties: first, a shunt admittance that varies with frequency
Yfreq(f), which originates from the dispersion charac-
teristics of the metallic slit, and second, a shunt admit-
tance that varies with time Ytime(t), which originates
from the embedded circuit transient responses. Note that
Yfreq(f) may contain extra parameters that relate to the
frequency dependence, for instance, the parasitic capac-
itance of diodes. Also, with the relaxed time-frequency
resolution limit, both Yfreq(f) and Ytime(t) appear inde-
pendent from each other. Therefore, we can take their
summation as the total shunt admittance, as follows:

Yse(t, f) = Yfreq(f) + Ytime(t). (5)

For a normally incident plane wave, the metallic slit
structure resembles a resonant element that has disper-
sion characteristics similar to a parallel LC circuit [54].
Hence, the frequency-dependent admittance Yfreq(f)
from Eq. (5) can be attributed to a simple LC admit-
tance as follows:

Yfreq(f) = j

(

ωCm − 1

ωLm

)

+ ȧ, (6)

ȧ = a′ + ja′′, (7)

where Lm and Cm are the circuit parameters for the
metallic slit, which can be extracted from a full-wave
simulation [54, 55], and ω is the angular frequency. In
the above equation, a complex adjustment parameter ȧ
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FIG. 4. Analytically calculated complex sheet admittances
and corresponding transmission intensity (dashed lines) com-
pared to the numerical simulation (solid lines) (a) for an
RL series metasurface with varied L and fixed RL=10Ω,
(b) for an RC parallel metasurface with varied C and fixed
RC=10 kΩ, (c) for an RLC series with varied C and fixed
L=0.1mH, RL=10Ω, and RC=10 kΩ, and (d) for an RLC
parallel with varied L and fixed C=0.1 nF, RL=10Ω, and
RC=10 kΩ. In these analytical calculations, complex adjust-
ment parameters ȧ and ḃ presented in Table III are used.

is added to account for a resonance shift that may be
observed in a numerical simulation or experiment.

The second part of the admittance in Eq. (5), which is
a time-dependent admittance Ytime(t), emerges mainly
due to the transient response of the embedded circuit.
Hence, it can be quantified based on the time evolution of
currents or voltages within the embedded circuit. In this
equivalent circuit modeling, we assume that the incident
wave is fully rectified and that the circulating current
is DC. In such a DC-driven circuit, we have a transient
current i(t) and an initial applied potential E0; there-
fore, we can have i(t)/E0 as a DC admittance. Since this
DC admittance is directly related to the current induced
by the incident wave, it should also depend on the cou-
pling between the incident wave and the metasurface or
the embedded circuit system. Therefore, to adjust the
significance of the coupling, we assign another complex
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parameter ḃ, yielding

Ytime(t) = ḃ
i(t)

E0
, (8)

ḃ = b′ + jb′′. (9)

As the DC admittance i(t)/E0 in Eq. (8) is dependent
on the RLC circuit configuration, it is predictable by an
equivalent circuit model. In Appendix C, we present a
derivation of the DC admittance for the four circuit types
seen in Fig. 2(c)-(f), as has also been partially reported
in Ref. [44]. Particularly, analytical expressions of the
DC admittances for the four circuit types are formulated
in Eqs. (C2), (C5), (C9), and (C13), and have been vali-
dated by a circuit simulation as detailed in Appendix D.
Throughout this equivalent circuit modeling, the diode
bridge is modeled as resistor Rd connected in series with
the transient circuit (see Fig. 2(c)). Note that since in the
rectification process electric charges pass two diodes in se-
ries connection, therefore Rd is double the effective resis-
tance of a single diode R0, i.e., Rd = 2R0(= 680Ω in this
study) [44]. The same series Rd connection should also
be present for the other transient circuits in Fig. 2(d)-(f),
although we only draw it in Fig. 2(c). In calculating the

time-varying admittance, both ȧ and ḃ in Eqs. (6) and
(8) are chosen by fitting to a numerical or experimental
result (see the last paragraph of Appendix C for details).
Analytically calculated time varying admittances from
this circuit modeling are shown by dashed lines in Fig. 4
for both the real part (right column) and imaginary part
(middle column). The corresponding calculated trans-
mission is obtained by the transmission line model (Ap-
pendix B). Four different transient circuits, (a) RL series,
(b) RC parallel, (c) RLC series, and (d) RLC paral-
lel are considered. In these four cases, the inductance
and capacitance are varied to observe the practicality
of the circuit modeling. For a comparison, we numeri-
cally simulate the four metasurface types using the co-
simulation method and extract the complex admittances
using Eq. (1). As depicted in Fig. 4, the numerical sim-
ulations (solid lines) and analytical calculations (dashed
lines) agree with each other. This result indicates that
the circuit modeling efficiently represents the meta-atom
responses and is useful in designing a metasurface with
variation in temporal scattering properties.

D. Full-wave Simulation of the Time-Varying

Admittance

As the temporal admittance of the metasurface can
be extracted and analytically predicted, a full-wave sim-
ulation based on the admittance sheet model may be
conducted to obtain the scattered field distribution from
the metasurface at a particular time. In this admittance
model, we use a dielectric slab and one impedance bound-
ary condition. The simulation setup using ANSYS Elec-
tronics Desktop 2020 R2 is shown in Fig. 5(a) and (b),
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FIG. 5. Comparison between the metasurface simulation us-
ing the realistic structure and the admittance sheet model at
4.2 GHz over time. (a) Simulation setup as shown in AN-
SYS Electronics Desktop 2020 R2 using the realistic struc-
ture (co-simulation) and (b) using admittance sheet model.
(c) Transmission intensity for the metasurface with the RL

series transient circuit having L=0.1 mH and RL=10 Ω. (d)
Transmission intensity for the metasurface with the RC par-
allel transient circuit having C=0.1 nF and RC=10 kΩ.

comparing the physically realistic model based on the
co-simulation method (a) with the simplified admittance
sheet model (b). In the admittance sheet model, a sep-
arate simulation is performed for different time samples.
For example, here, we simulate the admittance profile
in six samples at 10 ns, 34 ns, 70 ns, 100 ns, 200 ns, and
1000ns. In each simulation, the scattering parameters
and the scattered fields can be directly obtained without
a post-processing procedure.
Simulation results for the metasurfaces with RL series

and RC parallel transient circuits are shown in Fig. 5(c)
and (d), respectively. For the RL series case, the induc-
tor is L=0.1nH, and the resistor is RL=10Ω, while for
the RC parallel case, the capacitor is C=0.1 nF, and the
resistor is RC=10kΩ. The admittance sheet model (cir-
cles) and the physically realistic simulation model (blue
line) results agree with each other. A slight discrepancy
can be observed due to the admittance sheet model not
taking into account the magnetic response Zsm, which,
as discussed in Sec. II A, has very little influence on the
overall scattering parameters.

III. APPLICATION TO SELF-TUNED

SPATIOTEMPORAL WAVE MANIPULATION

A. Design of a Fresnel Zone Plate with

Time-Varying Focal Lengths

In the previous subsection, we have modeled the meta-
surface as a time-varying admittance and confirmed that
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FIG. 6. (a)-(b) Design of a
binary amplitude self-tuned
FZP with the distribution
of the meta-atom trans-
mission profile varying in
space and time. The meta-
atom size is 18mm, and
the designed focal distance
is F=500, 300, and 200
mm at three different times.
The diameter of the FZP is
d=756mm. (c) Simulated
temporal transmission in-
tensity profile of five meta-
atoms used for the time-
varying FZP.

a full-wave simulation of the admittance sheet model
agrees with the physically realistic metasurface simula-
tion. Now, we use the method to synthesize a metasur-
face with a more complex spatiotemporal configuration.
Since the metasurface discussed here has temporal vari-
ation of the transmission amplitude while exhibiting a
relatively constant phase, we can utilize it to realize pre-
scribed time-varying diffraction characteristics. As an
example, here, we synthesize a Fresnel Zone Plate (FZP)
with a variable focal point depending on the incoming
pulse width, as illustrated in Fig. 1(c)-(d).
In FZPs, opaque and transparent regions within con-

centric rings alternate over a two-dimensional surface to
obtain constructive interference at a focal distance F .
Only the transmission amplitude varies in these regions
while the transmission phase should be the same. As seen
in Fig. 6(a), the ring radii have a binary transmission am-
plitude (dark blue for opaque shields and light blue for
transparent windows), and the radius rn changes by zone
number n. The key to realizing a time-varying FZP is to
engineer the distribution of the binary transmission am-
plitude over time such that the focal point is prescribed
at different distances for different times, or equivalently
pulse widths. Using Fresnel zone theory [46], the radii
for the time-varying FZP can be formulated as

rn(t) =

√

nλF (t) +
1

4
n2λ2. (10)

Here, λ is the operating wavelength. Note that the focal
distance F has a prescribed variation with time t.
To realize this time-varying focal point FZP, we con-

sider the meta-atom in Sec. II A with four different tran-
sient circuits. Using these meta-atoms as building block
of the FZP, we may obtain a time-varying distribution of
opaque and transparent regions, while maintaining al-
most the same phase. As the FZP requires a binary
amplitude profile, using the proposed metasurfaces, in
accordance with Eq. (10), three different focal points
can be designed for three time segments. Fig. 6(b) de-
picts the distribution of opaque and transparent meta-

atoms over space and time in half of the FZP diameter
(d/2). Note that to simplify the design process, here we
consider only one-dimensional (1D) profile of the FZP
along the horizontal axis. Similar to the metasurface de-
scribed in Sec. II B, the size of each meta-atom is 18mm,
and there are 21 cells arranged in half of the diameter
(d = 756mm) of the FZP, as indicated by cell numbers
1-21. The operating frequency is 4.2GHz (λ=71mm).
The dashed square in Fig. 6(a) indicates the particular
zoomed-in space in Fig. 6(b). The FZP is designed to
have a decreasing focal point with time, where at an
initial time range t < t1 =100ns, the focal distance is
F = 500mm (F/d = 0.66), at an intermediate time range
t1 < t < t2 =2000ns, the focal distance is F = 300mm
(F/d = 0.4), and in the steady-state condition at t > t2,
the focal distance is F = 200mm (F/d = 0.27). As
shown in Fig. 6(b), if we consider the time domain and
that each cell represents a meta-atom with a certain time-
varying transmission, then we obtain five different meta-
atom types (MA1-MA5). From cells 1 to 6, the trans-
mission is always the maximum; hence, they can be left
blank, i.e., only a dielectric without metal patterns or
circuits. For cells 7-21, the transmission profile changes
over time and can be represented by different meta-atom
designs. For example, in cells 7 and 8, the transmis-
sion is always the maximum before t2. This time-varying
transmission profile is equivalent to a meta-atom with
the RL series transient circuit. Similarly, for cells 14,
15 and 16, the transmission is the maximum only in the
intermediate time of t1 < t < t2, which is equivalent to
the transmission of a meta-atom with the RLC parallel
transient circuit.

With the required spatiotemporal distribution of
opaque and transparent regions for the FZP, we design
meta-atoms suitable for the realization. Accordingly, in
each meta-atom, we choose circuit parameters to satisfy
the binary amplitude profile in Fig. 6(b). As the trans-
mission of the metasurface is directly related to the ex-
ponential terms of the corresponding DC admittance, we
can reduce the problem of finding suitable circuit param-
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eters by only considering the exponential decay constants
(see exponential terms in Eqs. (C2), (C5), (C9), and
(C13) in Appendix C). First, we assume that the bound-
ary between transparent and opaque regions is 50% trans-
mission (e.g., transparent if |T | >0.5). Therefore, we can
use the exponential decay terms to find the suitable L
or C to realize the transmission profile at a particular
designed time. For the metasurface with an RL series
circuit, if we take the exponential term in Eq. (C2) and

set the exponential decay to 50%, i.e., e

(

−
RL+Rd

L

)

t
= 0.5,

then we obtain

L = −tb
RLRd

ln0.5
. (11)

Similarly, for the metasurface with an RC parallel cir-
cuit, using the exponential term in Eq. (C5), by setting

e
−

RC+Rd
CRCRd

t
= 0.5, we obtain

C = −tb
RC +Rd

(ln0.5)RCRd

. (12)

Here, tb is the time in which the exponential decay
reaches 50% of its initial value. Using these equations,
we calculate the required L and C for MA1 to MA5 by
setting t1=100ns and t2=2000ns. For example, in MA1,
as seen in Fig. 6(b), the boundary between opaque and
transparent regions occurs at t2. Thus, by substitut-
ing tb = 2000ns and RL=10Ω into Eq. (11), we obtain
L=0.1mH. For MA2, using the same method, we obtain
L=2mH. For the RLC series and parallel cases, the cor-
responding L and C within the circuit can be calculated
using the same equations, as these cases are a combina-
tion of the RL series and the RC parallel cases. In the
RLC-series case, Eq. (11) is used to obtain L when the
transmission decreases from the maximum to 50% at t1,
while Eq. (12) is used to obtain C when the transmission
increases from the minimum to 50% at t2. A similar cal-
culation is performed for the RLC parallel case, but with
an inverse temporal transmission profile. In Fig. 6(c), the
transmissions of designed meta-atoms MA1 to MA5 are
plotted. Details of the meta-atom types used and the
circuit parameters are presented in Table I.

TABLE I. Meta-atom circuit parameters for the binary am-
plitude self-tuned FZP

Circuit type Rd RL RC L C

MA1 RL Series 680Ω 10Ω - 2mH -
MA2 RL Series 680Ω 10Ω - 0.1mH -
MA3 RLC Series 680Ω 10Ω 10 kΩ 0.1mH 1nF
MA4 RC Parallel 680Ω - 10 kΩ - 0.1 nF
MA5 RLC Parallel 680Ω 10Ω 10 kΩ 2mH 0.1 nF

B. Numerical Validation of the Spatiotemporal

Response

To confirm the designed FZP with a time-varying focal
point, we first simulate an ideal static FZP case. In this
simulation, the same transparent and opaque region as
illustrated in Fig. 6(b) is used where only perfect elec-
tric conductor (PEC) layers on top of the dielectric sub-
strate are simulated (see Appendix E for details). Three
simulation instances are conducted, and the resulting y-
polarized electric field intensity are shown in Fig. 7(a),
where three different focal points can be seen located at
approximately 500, 300, and 200mm. Note that since
the FZPs are discretized with a cell size of 18mm, the
ideal Fresnel zone radius rn may not be accurately real-
ized for all the instances. As a result, a slight shift in the
focal distance F from the designed location may occur
as seen from Fig. 7(a). After simulating this ideal static
FZP case, we simulate the time-varying vocal point of the
FZP; first using the admittance sheet model and then
using a rigorous waveform-selective metasurface based
on the co-simulation method. In the admittance sheet
model, the method explained in Subsec. II D is used,
in which the meta-atoms are simulated at three specific
times, i.e., t=10ns, 340ns, and 5000ns. At each time, the
admittance distribution corresponding to MA1 to MA5 is
utilized to obtain the y-polarized electric fields scattered
in front of the FZP. The result is presented in Fig. 7(b),
where we can see that focal point changes at the three
different time instances, corresponding to the self-tuned
admittance of the designed metasurface.

To further validate the time-varying focal points, we
simulate the full FZP including the rigorous waveform-
selective metasurface by using the co-simulation method
inside ANSYS Electronics Desktop 2020 R2. Since it
is not possible to obtain the transient scattered field in
the co-simulation method, a monopole antenna is used
as a probe to capture the time-varying voltages within
the scattering area (see Appendix E for details). In
contrast to the previous simulation (the FZP based on
admittance sheets) which gives scattered field intensity
profiles for specific discretized instants, this simulation
enables us to produce voltages varying in the time do-
main at the location of the probe. Fig. 7(c) depicts one-
dimensional field profiles of the FZP based on the rigor-
ous waveform-selective metasurface (diamonds) as well as
those based on the ideal PEC layers (blue curve) and the
equivalent admittance sheets (red curve). We see that
despite a slight shift in the maximum level of voltages
in the steady state condition (t=5000ns in Fig. 7(c)),
the time-varying focal point is also confirmed by the full
FZP using the rigorous waveform-selective metasurface.
This result supports that the metasurface-based FZP ex-
hibits the desired spatiotemporal response, i.e., the time-
varying focal point, and that the design methodology
proposed here is valid in realizing such a spatiotempo-
ral metasurface. The focusing efficiencies calculated as
a ratio between the field intensities in the focal plane
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FIG. 7. Binary amplitude FZP with a pulse-width-dependent focal point. Simulated electric field intensity (normalized |Ey|
2)

from (a) ideal static binary FZPs based on PEC layers with different focal point designs and (b) FZPs based on equivalent
admittance sheets that represent three fixed time points. (c) The electric field intensity at x=0 mm (normalized |Ey |

2) for the
FZPs based on the PEC layers and the equivalent admittance sheets (red and blue curves, left y-axes) compared to the probe
voltage (normalized [v2pr]avg) for full FZP based on the rigorous waveform-selective metasurface (diamonds, right y-axes).

with and without the presence of the metasurface are
43.59%, 41.74%, and 39.58%, for t =10ns, 340ns and
5000ns, respectively. These efficiencies are lower than
other impedance-matched metasurfaces [48] due in part
to the losses considered in the admittance model as well
as reflected waves in the opaque zones of the FZP.

IV. DISCUSSION

It should be noted that the circuit modeling pre-
sented here accurately predicts the temporal response of
the metasurface only near the resonant frequency. In
a lower/higher frequency range, the meta-atom model
should be modified to include not only the electric re-
sponses Yse but also the magnetic responses Zsm. In
addition, the presented equivalent circuit model requires
prior information of a numerical or experimental re-
sult for an accurate prediction of the time-varying ad-
mittance. Therefore, future studies may be aimed in

obtaining analytical formulations for both the coupling
of the metasurface to the incident wave and frequency
shifts due to parasitic elements. While the extrac-
tion of time-varying admittance is applied to only a
transmissive meta-atom structure here, the method can
also be implemented to a reflective meta-atom structure
[39]. The time-varying admittance concept discussed in
Subsec. II B is applicable to various frequency bands,
although the corresponding analytical model in Sub-
sec. II D may require adjustments in the optical bands
due to higher ohmic losses involved in most metallic
nanostructures.

Despite the fact that our study only shows an FZP with
a predesigned time-varying focal point, various other spa-
tiotemporal metasurfaces could be envisaged based on
the proposed design and simulation method. For exam-
ple, the binary FZP has been widely used as a beam-
steering device when a spherical source is placed at its
focal point with variable lateral shift [47]. Similar time-
space variation for such an FZP with a spherical source
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may also be conducted in which the time-varying ad-
mittance mimics the lateral shift of the spherical source.
Such a metasurface can perform beam-steering based
on pulse width of the incoming wave. Moreover, in
the present work, we only consider a metallic slit struc-
ture embedded with nonlinear circuits, which gives weak
magnetic responses. Therefore, almost no time-varying
phases was observed from the scattering properties. Fur-
ther improvements can be achieved by designing a meta-
surface with both time-varying electric and magnetic
sheet impedances, which could lead to time-varying phase
responses.
With such innovative engineering and tunability, the

proposed metasurface may find a variety of applications
in communications and signal processing. For example,
recently, metasurface-based intelligent reflecting surfaces
(IRSs) have been extensively investigated for the next-
generation wireless standard [56–58]. Most existing stud-
ies assume that each unit cell of IRSs is connected with a
control line, and the input voltage is optimized to form a
reflected beam toward a targeted direction [58–60]. How-
ever, such a configuration with multiple control lines in-
creases the hardware cost, especially when the number
of IRS elements is huge. Furthermore, it is typically as-
sumed that the IRSs are precisely synchronized with a
base station in a symbol or frame level, which also es-
calates the complexity of the system. By contrast, the
IRS based on waveform-selective metasurfaces is capa-
ble of combating the above-mentioned limitations as the
explicit benefits of our pulse width-dependent metasur-
face tuning. More specifically, the beam of the proposed
metasurface is controlled by optimizing the pulse width,
which does not need any control lines connected to the
unit cells or precise synchronization between the base
station and the IRSs.

V. CONCLUSION

Analytical and numerical studies of a self-tuned time-
varying metasurface have been conducted, considering
a metasurface with a metallic slit structure embedded
with nonlinear and transient electronic circuits. With
the metasurface having a low profile and deeply subwave-
length dimensions, it can be modeled as a single electric
shunt admittance connected to a transmission line. Since
the time constant of the transient variation is much larger
than the time period of the waveform, we decompose
the admittance into two independent parameters to ac-
count for both the metallic slit frequency dispersion and
the embedded circuit time dependence. We show that
such time- and frequency-dependent sheet admittances
can reconstruct the scattering profile of the metasurface,
where the analytical calculation results agree well with
the numerical simulation results. Four different transient
circuits are used in this study, each corresponding to a
distinct temporal scattering profile.
We then confirm that such a time-varying admittance

can be simulated using an impedance boundary condition
layer within a commercially available full-wave simulator
(ANSYS Electronics Desktop HFSS). The scattering pa-
rameters of the metasurface at a particular time simu-
lated by the admittance sheet model are consistent with
the results obtained using the physically realistic struc-
ture. Therefore, the full-wave simulation method based
on the admittance sheet can be used to predict the tem-
poral response from a more complicated structure, such
as from an inhomogeneous metasurface. This can com-
plement conventional co-simulation methods, which do
not provide time-dependent scattered fields for such time-
varying surfaces. As an exemplary model, here, we use
the proposed concept to design an FZP where the fo-
cal point changes depending on time or the pulse width
of the incoming wave. The presented metasurface holds
great potential to achieve other self-tunable time-varying
wave control, and the admittance sheet modeling offers
a versatile method to design such spatiotemporal meta-
surfaces.
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Appendix A: Metasurface Co-simulation Method

ANSYS Electronics Desktop 2020 R2 is used to sim-
ulate the metasurface in Fig. 2(a), based on a co-
simulation method that integrates a full-wave numerical
simulation with a circuit simulation. In such a simulation
method, the electromagnetic field distribution cannot be
obtained since the final results are produced by circuit
simulations. A 3D full-wave simulation of a single meta-
atom is first conducted using periodic boundaries and
Floquet port excitation, as depicted in Fig. 8(a). The dis-
tances between the metasurface and the Floquet ports are
zw = 100mm. Within the metallic slit, a 5mm × 5mm
lumped port is connected to represent a connection of the
embedded circuit. Next, we import a model based on the
full-wave simulation result of the meta-atom into a circuit
simulation, as depicted in Fig. 8(b). In the circuit simu-
lation, the embedded circuit consisting of a diode bridge
rectifier and RLC components (see Fig. 2 (a)-(f)) are
connected. Other necessary components are also placed
within the circuit simulation to obtain time-varying cur-
rents and voltages at the corresponding transmission and
reflection ports. For the diodes, we use the SPICE model
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FIG. 8. Co-simulation method integrating electromagnetic
simulator with circuit simulator. (a) Schematic of the 3D full-
wave simulation of the metasurface using periodic boundaries
and Floquet ports. (b) Schematic of the circuit simulation.
The metasurface full-wave simulation result is imported into
the circuit simulator as an embedded circuit component, along
with other necessary components connected to it.

based on Avago’s HSMS 286x Schottky diodes series as
detailed in Table II. The input power in the circuit sim-
ulation is set to 0 dBm and a transient solver is used
within a time span of 10µs and over a frequency varia-
tion range from 2 to 6GHz with a 0.1GHz step. Using
this simulation setup, we can monitor the voltages in the
Floquet ports (both at the transmission and reflection
sides), which has both time and frequency dependency.

TABLE II. SPICE parameters for the diodes

SPICE parameter Value SPICE parameter Value
BV 0.7V N 1.08
CJ0 0.18 pF RS 6.0 Ω
EG 0.69 eV PB(V J) 0.65V
IBV 1×10−5 A PT (XTI) 2
IS 5×10−8 A M 0.5

Appendix B: Two-Port Network Representation

To analytically obtain the scattering parameters of the
metasurface, we use a two-port network representation.
In this method, ABCD transfer matrices of the sheet ad-
mittance Mse and the transmission line Mtl are utilized
to obtain an ABCD transfer matrix of the metasurface
Mms, formulated as

Mms = Mse ·Mtl, (B1)

with

Mse =

[

1 0
Yse 1

]

, (B2)

Mtl =

[

cos(βsh) jZs sin(βsh)
jYs sin(βsh) cos(βsh)

]

, (B3)

where Zs = 1/Ys =
√

µs/ǫs is the substrate impedance,
and βs = ω

√
µsǫs, where ǫs is the dielectric permittivity

and µs is the permeability. Transformation of the ABCD
transfer matrix Mms into other network representations
such as the scattering matrix Sms can be performed,
through which we obtain T = S21 as the metasurface
transmission and R = S11 as the metasurface reflection,
written as [61]

T =
2

(Ams + (Bms/η) + (ηCms) +Dms)
(B4)

R =
(Ams + (Bms/η)− (ηCms)−Dms)

Ams + (Bms/η) + (ηCms) +Dms

, (B5)

where Ams, Bms, Cms, and Dms are elements of matrix
Mms in Eq. (B1).

Appendix C: Calculation of the DC Admittance

To derive the DC admittance as presented in Eq. (8),
we use transient analysis for the corresponding DC cir-
cuits. First, let us consider an RL series metasurface, in
which the embedded circuit is equivalent to a series con-
figuration of an RL circuit and Rd that represents the re-
sistive components of two diodes at their turn-on voltage
[44] (see Fig. 2(c)). In this circuit, using the Kirchhoff
voltage law (KVL), we find that initial potential E0 is
equivalent to the sum of all transient voltages within the
resistors and inductor, i.e.,

E0 = (RL +Rd)i(t) + L
di(t)

dt
. (C1)

Hence, solving for circuit current i(t) using the first-order
differential equation and rearranging it, we obtain the DC
admittance as [44]

i(t)

E0
=

1

RL +Rd

(

1− e

(

−
RL+Rd

L

)

t

)

. (C2)

Second, we consider an RC parallel circuit, as seen in
Fig. 2(d). In this circuit, we can use the Kirchhoff current
law (KCL) to obtain the transient current as follows:

i(t) = iRC(t) + iC(t), (C3)

Where iRC and iC represent the currents of R and C,
respectively. Using the first-order differential equation,
we can derive iC and iRC as follows [44]:

iC(t) =
E0

Rd

e
−

RC+Rd
CRCRd

t
,

iRC(t) =

E0

(

1− e
−

RC+Rd
CRCRd

t

)

Rd +RC

.

(C4)
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Hence, the DC admittance is

i(t)

E0
=

iRC(t) + iC(t)

E0
. (C5)

Next, we consider the series and parallel RLC circuits
seen in Fig. 2(e) and (f). In contrast to our previous
study [44], in these circuits, the transient currents can
be readily calculated by removing the RC from Fig. 2(d)
and RL from Fig. 2(e), assuming that both RC and RL

have small contributions to the overall transient response
(see Appendix D). In the series RLC, we use the KVL
to obtain the following relationship:

E0 = (Rd +RL)i(t) + L
di(t)

dt
+

1

C

∫

i(t)dt. (C6)

Note that here, we do not have RC connected in parallel
to C. In differential equation form, using s to represent
the roots, the above formula can be written as

(

s2 +
Rd +RL

L
s+

1

LC

)

i = 0. (C7)

The solution of this second-order, linear, homogenous dif-
ferential equation is then

i(t) = K1e
s1t +K2e

s2t, (C8)

where s1 and s2 are the roots of the differential equation
in Eq. (C7), and K1 and K2 are two constants that are
to be selected to satisfy the initial conditions. First, at
t = 0, the initial condition is es1t = es2t = 1; hence,
0 = K1 + K2. Second, as the current in the inductor
cannot change instantaneously, the initial condition of
the voltage at t = 0+ across the inductor is the same as
E0, i.e., L

di
dt

= E0. Hence, we obtain L(s1K1 + s2K2) =
E0. Substituting these two equations, we obtain K2 =

E0

L(s2−s1)
and K1 = − E0

L(s2−s1)
, and therefore, the DC

admittance is derived from

i(t)

E0
=

1

L(s2 − s1)

(

es1t − es2t
)

. (C9)

For the parallel RLC circuit, a similar derivation as for
the series RLC circuit can be conducted. Here, applica-
tion of the KCL to the parallel RLC circuit yields

E0 − vp
Rd

=
vp(t)

RC

+ C
dVp(t)

dt
+

1

L

∫

vp(t)dt, (C10)

where vp is the voltage applied to the entire circuit except
for Rd (see Fig. 2(f)). In differential equation form, using
p to represent the roots, the above formula can be written
as

(

p2 +
Rd +RC

CRCRd

p+
1

LC

)

vp = 0. (C11)

The solution of this second-order, linear, homogenous dif-
ferential equation is

vp(t) = κ1e
p1t + κ2e

p2t, (C12)

where p1 and p2 are the roots of the above differential
equation, and κ1 and κ2 are two constants that are to be
selected to satisfy the initial conditions. First, at t = 0,
the initial condition is ep1t = ep2t = 1; hence, 0 = κ1+κ2.
Second, as the voltage in the capacitor cannot change
instantaneously, the initial condition of the current at t =
0+ across the capacitor is same as initial current i(t) =
E0−vp
Rd

, i.e., C
dvp
dt

= E0

Rd
. Hence, we obtain RdC(p1κ1 +

p2κ2) = E0. Substituting these two equations, we obtain
κ1 = E0

RdC(p2−p1)
and κ2 = − E0

RdC(p2−p1)
, and hence, the

DC admittance is

i(t)

E0
=

1

Rd

− 1

R2
dC(p2 − p1)

(

ep1t − ep2t
)

. (C13)

To obtain the analytically calculated complex admit-
tance in Eq. (5), we use the following method. First, we
derive the equivalent circuit of the metallic slit based on
the procedure described in [54, 55]. This extraction re-
quires full-wave simulation of the slit structure without
the embedded circuit. From the extraction, we obtain
the equivalent LC circuit for the metallic slit, which, in
this case, consists of Cm=0.12pF and Lm=3.15nH (see
Eq. (6)). Note that here, the metallic slit geometries are
identical to those used in Fig. 2(a). Through Eq. (6), we
can obtain the frequency-dependent admittance of the
slit structure utilizing Cm and Lm. We then take the
admittance only at the considered frequency (4.2GHz),
which is to be added to the time-varying admittance in
Eq. (8). Here, after obtaining the DC admittance (either
from Eqs. (C2), (C5), (C9), or (C13)), the adjustment

factors ȧ and ḃ are chosen to fit the corresponding nu-
merical simulation results. This fitting is conducted only
once for a particular transient circuit type, and therefore
is valid to be used in predicting the admittance of other
circuit components within the same circuit type. For ex-
ample, in the RL series circuit, we adjust ȧ and ḃ to fit
the simulation result of the metasurface with inductor
L=0.01mH. Once obtained, further alteration of the ad-
justment factors is not required, even when the inductor
changes to L =0.1mH and L =1mH. The elements of
ȧ and ḃ for the four different circuits considered in this
simulation are presented in Table III.

TABLE III. Adjustment factors for ȧ and ḃ of Eqs. (6) and
(8)

Circuit Type a′ a′′ b′ b′′

RL Series and RLC Series 0.1 2 2.7 2.7
RC Parallel and RLC Parallel 0.3 2.15 2.7 1.8

Appendix D: DC Circuit Simulation Validating the

Analytical Calculation

After obtaining an analytical expression of the DC
admittances for the four different circuit types, i.e.,
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FIG. 9. Comparison between the circuit simulation and
analytically calculated DC admittance as explained in Ap-
pendix C for (a) RL series, (b) RC parallel, (c) RLC series,
and (d) RLC parallel. Comparison with the analytical ex-
pression of DC admittances from [44] for (e) RLC series and
(f) RLC parallel. In the above simulations and analytical
calculations, RL = 10Ω and RC = 10 kΩ.

Eqs. (C2), (C5), (C9), and (C13), we use the circuit simu-
lator inside ANSYS Electronics Desktop 2020 R2 to com-
pare the results. As can be seen from Fig. 9(a)-(d), both
the analytically calculated DC admittances and numer-
ical results from the circuit simulator agree with each
other. In Fig. 9(c)-(d), a discrepancy can be found start-
ing around 500ns due to the simplification used in the
RLC series and parallel circuits. As discussed in Ap-
pendix C, RL and RC are removed from the RLC series
case and the RLC parallel case, respectively, to propose
the simplified yet realistic calculation method of the DC
admittances, assuming that both resistances only slightly
affect the overall admittance. This assumption remains
valid for RL approaching zero, indicating a closed con-
nection, and RC approaching infinity, indicating an open
connection. With RL = 10Ω and RC = 10 kΩ used in
this study, both the RLC series and parallel admittances
remain largely consistent. In [44], the DC admittance
was derived considering both RL and RC within the cir-
cuit, which gives results more consistent with those of the
circuit simulator, as can be seen from Fig. 9(e) and (f).
In this calculation, we obtain vp as the voltage across the
circuit of the RLC parallel case, except for the diodes,

as follows [44]:

vp (t) = RpE0

[

Rl

(

1 +
βeαt

− αeβt

α− β

)

+ L
αβ(eαt

− eβt)

α− β

]

,

(D1)

where Rp = Rc

RlRd+RlRc+RdRc
, and α and β are roots

of the differential equations derived in [44], which are
rewritten here as

α = −

L(Rd + Rc) + CRlRdRc

2LCRdRc

+

√

(

L(Rd + Rc) + CRlRdRc

2LCRdRc

)

2

−

1

LCRdRp

, (D2)

β = −

L(Rd + Rc) + CRlRdRc

2LCRdRc

−

√

(

L(Rd + Rc) + CRlRdRc

2LCRdRc

)2

−

1

LCRdRp

. (D3)

In the RLC series case, considering that RC is con-
nected in parallel to the capacitor C (see Fig. 2(e)), we
obtain vs as the voltage within the circuit, except for the
diodes, as follows [44]:

vs(t) =
E0

Rd +Rl + Rc

[

(Rc +Rl)1 − eht(cos kt−
h

k
sinkt)

+
h2 + k2

k
eht(CRcRl + L(1 + CRch)) sinkt+ LCRck cos kt

]

,

(D4)

in which the real and imaginary roots h and k are

h = −

L+ CRc(Rd +Rl)

2LCRc

, (D5)

k =

√

Rd + Rl +Rc

LCRc

−

L+ CRc(Rd + Rl)

2LCRc

2

. (D6)

More information is provided in Ref. [44] for vp and
vs which have two formulations depending on the combi-
nation of RLC parameters. For simplicity here we only
show one version of vp and vs. We confirmed that both
Eqs. (D1) and (D4) can accurately calculate the admit-
tance within the considered RLC parameters as seen in
Fig. 9(e) and (f).

Appendix E: FZP Simulations

The simulation environment for the FZPs based on
ideal PEC layers or equivalent admittance sheets is de-
picted in Fig. 10(a), while that for the FZP based
on rigorous waveform-selective metasurface is shown in
Fig. 10(b). The simulations are performed only at the
operating frequency of 4.2GHz. In these simulations, we
only consider 1D horizontal profiles of the FZPs along
the x -axis by applying PEC boundaries to the y-axis
directions. Waveguide port excitation is assigned with
one of the z -axis directions with a minimum distance of
zw1 = 200mm (∼3λ) from the metasurface. All the other
boundaries are set to be radiation boundaries. The sim-
ulation area in front of the metasurface (positive z−axis)
is set to a distance zw2 = 800mm (∼11λ).
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FIG. 10. Simulation method
for the FZPs based on (a)
ideal PEC layers or equiv-
alent admittance sheets
and (b) rigorous waveform-
selective metasurface. In
these simulations, only 1D
horizontal profiles of the
FZPs are considered by
applying PEC boundaries to
both positive and negative
y-axis directions (red arrows
in (a) and (b)). For the FZP
based on the admittance
sheets, the metasurface is
approximated by impedance
boundaries on top of a di-
electric slab. For the full
FZP based on the rigorous
waveform-selective metasur-
face, a monopole probe is
used to capture the time-
varying voltage. (c) The
monopole placement within
the metasurface scattering
area. (d) Schematic of the
circuit simulation of the
full FZP. (e) Normalized
squared and averaged time-
varying voltages ([v2pr]avg)
for different probe locations
(zpr).

In the admittance sheet model, impedance boundary
conditions are used to approximate the time-varying ad-
mittance only for three discretized instants. This sim-
ulation is similar to the single meta-atom simulation as
explained in Subsec. II D. However, here the metasur-
face is modeled to have inhomogeneous scattering profiles
over the horizontal x -axis. Using this full-wave simula-
tion of the admittance sheet model, we obtain scattered
field profiles where a focusing effect can be observed (see
Fig. 7(a) and (b)).
In the full FZP based on the rigorous waveform-

selective metasurface, the co-simulation method ex-
plained in Appendix A is used. The meta-atoms here are
realistic metallic (PEC) slits with lumped ports. Note
that in the full-wave simulation there is no variation in
either the lumped ports or the slit dimensions. The vari-
ation to realize the inhomogeneous temporal profile is
made inside the circuit simulation by implementing the
corresponding circuit configuration, i.e., MA1 to MA5,
where the detailed circuit parameters are presented in
Table I. Although the full FZP consists of 42 cells in to-
tal, the center 12 cells have no temporal variation and

thus are left blank. To observe the time-varying scat-
tered field, a monopole probe is used with a variable z-
axis coordinate at the center of the metasurface since
the co-simulation method adopted cannot produce the
transient field profile. As illustrated in Fig. 10(c), the
monopole is a metallic (copper) cylinder with a length
of 16mm and a diameter of 1mm. At one of its corner,
a lumped port (1mm × 1mm) is connected. The cir-
cuit simulation of the full FZP is depicted in Fig. 10(d).
The electromagnetic simulation result is imported to the
circuit simulator of ANSYS Electronics Desktop (2020
R2). After the necessary components are connected via
the lumped ports, we run a transient simulation over a
5-µs time span. Note that the input power here is set to
30 dBm to ensure that the incident fields generate a suf-
ficiently large potential across diodes so that the diodes
are turned on. The voltage received by the monopole
probe (vpr) is calculated for three distances correspond-
ing to three simulations with zpr =500, 300, and 100mm.
The voltages are squared and averaged ([v2pr ]avg) over 20
times wave period (20 × 0.24 ns) in Fig. 10(e) and are
normalized to be compared with the results in Fig. 7(c).

[1] A. Alu, M. G. Silveirinha, A. Salandrino, and N. En-
gheta, Epsilon-near-zero metamaterials and electromag-

netic sources: Tailoring the radiation phase pattern,



15

Phys. Rev. B 75, 155410 (2007).
[2] C. Pfeiffer and A. Grbic, Metamaterial huygens’ surfaces:

tailoring wave fronts with reflectionless sheets, Phys. Rev.
Lett. 110, 197401 (2013).

[3] X. Ding, F. Monticone, K. Zhang, L. Zhang, D. Gao,
S. N. Burokur, A. de Lustrac, Q. Wu, C.-W. Qiu, and
A. Alu, Ultrathin pancharatnam–berry metasurface with
maximal cross-polarization efficiency, Adv. Mater. 27,
1195 (2015).

[4] Y. Yuan, S. Sun, Y. Chen, K. Zhang, X. Ding, B. Ratni,
Q. Wu, S. N. Burokur, and C.-W. Qiu, A fully phase-
modulated metasurface as an energy-controllable circular
polarization router, Advanced Science 7, 2001437 (2020).

[5] K. Zhang, Y. Wang, S. N. Burokur, and Q. Wu, Gen-
erating dual-polarized vortex beam by detour phase:
From phase gradient metasurfaces to metagratings, IEEE
Transactions on Microwave Theory and Techniques 70,
200 (2021).

[6] D. Ramaccia, D. L. Sounas, A. Alu, A. Toscano,
and F. Bilotti, Phase-induced frequency conversion and
doppler effect with time-modulated metasurfaces, IEEE
Trans. Antennas Propag. 68, 1607 (2019).

[7] Y. Hadad, D. L. Sounas, and A. Alu, Space-time gradient
metasurfaces, Phys. Rev. B 92, 100304 (2015).

[8] S. Taravati and G. V. Eleftheriades, Generalized space-
time-periodic diffraction gratings: Theory and applica-
tions, Phys. Rev. App. 12, 024026 (2019).

[9] L. Zhang, X. Q. Chen, R. W. Shao, J. Y. Dai, Q. Cheng,
G. Castaldi, V. Galdi, and T. J. Cui, Breaking reciprocity
with space-time-coding digital metasurfaces, Adv. Mater.
31, 1904069 (2019).

[10] M. F. Imani and D. R. Smith, Temporal microwave ghost
imaging using a reconfigurable disordered cavity, Appl.
Phy. Lett. 116, 054102 (2020).

[11] J. Zhao, X. Yang, J. Y. Dai, Q. Cheng, X. Li, N. H.
Qi, J. C. Ke, G. D. Bai, S. Liu, S. Jin, et al., Pro-
grammable time-domain digital-coding metasurface for
non-linear harmonic manipulation and new wireless com-
munication systems, Natl. Sci. Rev. 6, 231 (2019).

[12] L. A. Hall, M. Yessenov, S. A. Ponomarenko, and A. F.
Abouraddy, The space–time talbot effect, APL Photonics
6, 056105 (2021).

[13] M. Liu, D. A. Powell, Y. Zarate, and I. V. Shadrivov,
Huygens’ metadevices for parametric waves, Phys. Rev.
X 8, 031077 (2018).

[14] A. M. Shaltout, K. G. Lagoudakis, J. van de Groep, S. J.
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