Cavity control of the metal-to-insulator transition in 1T-TaS2
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The hybridization between light and matter in the strong and weak coupling regime, which can be
obtained by placing materials into optical cavities resonant to different material excitations, can
determine the onset of macroscopic functionalities which are proper of the “light-matter” hybrids and
are different from those of its constituents. We show here the experimental evidence of the reversible
control of the metal-to-insulator phase transition in the correlated dichalcogenide charge density wave
1T-TaS2 embedded in low energy Terahertz cavities. We reveal that, while long wavelength cavities (up
to ~ 25 GHz) favour the metallic phase, the coupling with cavities at higher frequencies results in a
stabilization of the insulating charge density wave phase. Overall, for the present setting the measured
critical temperature associated to the metal-to-insulator transition in 1T-TaS2 can be shifted by more
than 70 K by tuning the cavity resonant frequency. Such a giant modification overcomes the intrinsic
hysteresis in the material and enables a reversible touchless control of the metal-to-insulator phase
transition. A switch between conductive and insulating behaviour is obtained by mechanically tuning
the distance between the cavity mirrors and their alignment. Our finding and the indication that cavity
modes can couple to charged domain wall fluctuations, and thereby selectively affect the properties of
the conductive state, uncover a new path to control the macroscopic transport properties of quantum
materials by changing their electromagnetic environment.
Light-matter interaction has generated significant interest as a mean to control and manipulate on demand
collective properties in quantum materials. A suggestive possibility in this sense is exploiting the modification
of the electromagnetic environment introduced by an optical cavity to engineer material eigenstates and
dissipations at equilibrium. With this approach the interaction between matter and cavity photons can be
achieved in the matter equilibrium state, thus effectively enabling to control and modify the targeted material
ground state. Over the last decade it has been shown that embedding molecular complexes into tailored optical
cavities can affect chemical reactivity [1-3], molecular and crystal structure [4,5], and influence energy and
charge transfer processes [6-9]. The proposal of employing light-matter coupling in optical cavities to control
the properties of solid-state complex materials has stimulated in the last years a wealth of theoretical proposals
[10], ranging from: enhanced superconductivity through cavity-mediated electron pairing [11-16], cavity
control of the competing order between charge density wave and superconducting phases [17], cavity control
of excitons [18], enhanced ferroelectricity [19-21], and cavity control of magnetic order [22]. The experimental
exploration of this direction has been so far limited to conventional and unconventional superconductors
[23,24].
We investigate here the metal-to-insulator transition in the transition metal dichalcogenide 1T-TaS2 embedded
into low energy cryogenic cavities in the THz region (Fig. 1A).

1T-TaS2 is a complex system exhibiting a temperature dependent charge order which originates from the
competition of Coulomb repulsion, lattice strain and Fermi surface nesting [25]. At temperatures below 550 K
the system undergoes a phase transition from a simple metal to an incommensurate charge density wave (ICCDW) state characterized by polaronic transport.

Fig. 1: Experiment configuration and THz characterization of 1T-TaS2 metal-to-insulator transition in free space.
A. Sketch of 1T-TaS2 embedded in the middle of a tunable optical cavity with controllable fundamental frequency 𝜔𝜔𝑐𝑐 and
alignment. B. Qualitative evolution of the CDW free energy as a function of the cavity resonance 𝜔𝜔𝑐𝑐 . Inset panels are
schematic illustration of the in-plane lattice modulations in the insulating commensurate CDW phase (C-CDW) and in
the metallic nearly commensurate (NC-CDW) phase. C. THz linear transmission spectra in free space at different
temperatures across 1T-TaS2 metal-to-insulator transition (temperature scans performed by heating (left) and cooling
(right)). In order to highlight the phase transition each spectrum has been subtracted from the 280 K THz transmission.
D. Temperature dependence of the integrated low frequency transmission (0.2 THz < ꞷ < 1.5 THz), marking the metalto-insulator transition and its hysteresis. In the insets the time domain THz fields and the relative transmissions are shown
for the metallic and the insulating phases.

By further lowering the temperature the frustration originating from the incommensurate charge order with the
underlying lattice results in a modification of the IC-CDW phase into a nearly commensurate charge density
wave (NC-CDW) phase. The NC-CDW phase is characterized by the presence of insulating commensurate
hexagonal-shaped polaron domains separated by conductive domain walls [25-27]. Each polaron consists of a
single electron localized on a central Ta atom surrounded by 12 Ta atoms displaced towards the central one
forming the star-of-David pattern [28-30] depicted in Fig.1B. By further lowering the temperature below ~
180 K a transition to an insulating state occurs. The metallic domain walls disappear (Fig. 1B) and the system
becomes a commensurate charge density wave (C-CDW) Mott insulator [31]. While in the nearlycommensurate CDW phase the metallic response is determined by domain wall fluctuations, below the critical
temperature, in the commensurate CDW phase, domain walls lock to the crystal structure giving rise to an
insulating response [31,32].
The objective of this study is a cavity-control of the behaviour of the metal-to-insulator transition between the
NC-CDW and C-CDW phases. We revealed that the critical temperature of the phase transition can be tuned
by both changing the cavity resonance, as well as its alignment, and demonstrate a bidirectional switch between
the metallic and insulating phase. The reversible control of the material conductance obtained by tuning the
cavity resonance can be understood in the qualitative free energy picture shown in Fig. 1B in which the cavity
preferentially couples with one of the two phases and renormalizes its free energy with respect to the other
phase.
We employed broadband time-domain THz spectroscopy to track the temperature dependent charge order of
the sample for different cavity characteristics. THz spectroscopy is a powerful tool to track the metal-to-

insulator transition associated to the metallic domain wall suppression since it is able to measure contact-less
the quasi-static dielectric response associated to the presence of free conductive charges characteristic of a
metallic state. A full description of the optical setup and of the tunable cryogenic THz cavity employed in the
experiment can be found in the supplementary material and in [35].
Fig. 1C presents the temperature dependent THz linear transmission of 1T-TaS2 in free space upon heating and
cooling, which captures the first order transition between the NC-CDW metallic phase and the C-CDW

Fig. 2: Cavity driven renormalization of the critical temperature of the metal-to-insulator phase transition.
Temperature dependent THz transmission upon heating (A) and cooling (B) for a sample held in free space (left) and one
placed in the middle of the 11.5 GHz cavity (right). The right panels show the temperature dependence of the integrated
low frequency transmission (0.2 THz < ꞷ < 1.5 THz) in free space and within the 11.5 GHz cavity. A cavity driven
renormalization of the critical temperature of 44 K (33 K) towards lower temperatures is measured upon heating (cooling).
This results in a cavity-mediated shrinking of the phase transition hysteresis of 11 K.

insulating phase. As shown in the insets of Fig. 1D, the optical features associated to the phase transition in
the THz range are: i) the increase of the low frequency transmission (0.2 THz < ꞷ < 1.5 THz) below the critical
temperature which is consistent with the transition to an insulating behaviour (decreased optical conductivity
[36-38] associated to a Drude-like response of free carriers); ii) the emergence below Tc of IR-active optical
phonons at 1.58 THz, 2.04 THz and 2.35 THz, which are screened by the free carriers and therefore not visible
in the metallic phase. In the following discussion, we will use the temperature dependence of the integrated
low frequency transmission (0.2 THz < ꞷ < 1.5 THz) to track the charge order dynamics in 1T-TaS2 and hence

the metal-to-insulator phase transition. It is worth noticing that the same transition temperatures can be
obtained by tracking the temperature dependence of the transmission at the phonon frequency (see
supplementary material).
The temperature dependence of the integrated low frequency transmission (0.2 THz < ꞷ < 1.5 THz) for the
free space material is shown in Fig. 1D. The difference between the results obtained upon heating and cooling
the sample in free space marks the hysteresis associated to the first order phase transition. The phase transition
in free space upon heating from the insulating state occurs at 181 K and at 143 K upon cooling from the
metallic phase. Note that the smooth transition observed can be ascribed to the presence of intrinsic
inhomogeneities in the system which smear out the first order transition [33,34]. A discussion on
inhomogeneities and on the determination of the critical temperature can be found in the supplementary
material. The measured rigid shift of the free space critical temperature with respect to the nominal one [31] is
attributed to a difference in temperature between the sample and the cryostat cold finger due to the high thermal

Fig. 3: Dependence of the critical temperature on cavity geometry. A. Dependence of the metal-to-insulator phase
transition as a function of the cavity alignment for the 11.5 GHz cavity. The hysteresis is plotted for each misalignment
angle Θ as the integrated low frequency transmission (0.2 THz < ꞷ < 1.5 THz). In the inset panel the dependence on the
angle Θ of the critical temperature for the heating and cooling temperature scans (upper panel) and of the corresponding
hysteresis (lower panel). B. Reversible cavity control of the metal-to-insulator transition at fixed temperature (T = 150
K). The hysteresis as a function of the cavity fundamental mode is plotted as the evolution of the integrated low frequency
THz transmission (0.2 THz < ꞷ < 1.5 THz). The insets show the evolution of the time domain THz fields exiting the
cavity for different values of the cavity frequency ranging from 50.0 GHz to 11.5 GHz (opening cavity case) and from
11.5 GHz to 50.0 GHz (closing cavity case), demonstrating the reversible switching between the two phases.

dissipation of the silicon nitride membranes between which 1T-TaS2 is embedded [35]. Despite the measured
rigid shift, we stress that this critical temperature sets the absolute free space reference for all the cavitydependent studies, since it is independent on geometrical variations of the cavity chamber (see supplementary
material).
In Fig. 2 we present the temperature dependent THz linear transmission (heating Fig. 2A, and cooling Fig.2B)
of 1T-TaS2 in free space and embedded in the centre of an optical cavity with resonant frequency 𝜔𝜔𝑐𝑐 = 11.5
GHz and quality factor 𝑄𝑄 ∼ 4. The details of the set-up and the quality factor estimation can be found in the
supplementary material. The comparison in Fig. 2 highlights that the placement of the sample in such a cavity
results in a shift of the critical temperature for the metal-to-insulator transition, which is observed at 136 K
(109 K) upon heating (cooling). It should be noted that the cavity-mediated shift in the transition temperature
depends on the thermal cycle. Indeed, a renormalization of the phase transition temperature of 44 K is observed
if the critical temperature is approached from the insulating state (heating), while a shift of 33 K is obtained
coming from the metallic phase (cooling). Overall, this results in a cavity-mediated shrinking of the hysteresis
of 11 K.
In order to confirm that the effect observed is due to cavity electrodynamics we varied the cavity geometry
and measured the temperature dependence of the phase transition as a function of the alignment of the cavity
mirrors. The rationale for this is that any misalignment of the cavity will reduce the photon interaction time
within the cavity and hence the cavity-driven change of sample properties. We quantify the cavity
misalignment as the sum of the misalignment angles of the two cavity mirrors Θ with respect to the parallel
configuration. The temperature dependence of the low frequency THz transmission (0.2 THz < ꞷ < 1.5 THz
integration range) at different mirrors’ alignment is shown in Fig 3A for the heating and cooling temperature
scans. Misaligning the mirrors only slightly modifies the cavity fundamental frequency (Δ𝜔𝜔𝑐𝑐 = 0.14 GHz/deg),
but it reduces the quality factor of the cavity and subsequently decreases the light-matter interaction time within
the cavity (see supplementary material). This in turn reduces the renormalization of the observed critical
temperature towards the free space value, as quantified in the upper panel of the inset of Fig. 3A. We note that,
as highlighted in the lower panel of the inset of Fig. 3A, misaligning the cavity mirrors not only changes Tc
but also increases the hysteresis of the metal-to-insulator transition. The latter approaches the free space
hysteresis value when the mirrors are highly misaligned. This further demonstrates that the modification of the
sample thermodynamics is associated to the boundary conditions introduced by the cavity environment.
In order to study how the sample thermodynamics is influenced by the cavity resonant frequency we fixed the
sample temperature to 150 K and tuned the cavity fundamental mode. The results of this characterization are
presented in Fig. 3B and reveal that the cavity-driven change of TC overcomes the free space hysteresis, thus
enabling a reversible control of the metal-to-insulator phase transition. Upon reducing the distance between
the mirrors we detected the phase transition between the metallic and the insulating phase to occur at a cavity
frequency of 25.0 GHz. This is highlighted in the THz time domain traces of the insets of Fig. 3B by the
screening of the IR-active phonon modes of the C-CDW insulating phase. After the system has fully switched
to the insulating state, we decreased the cavity fundamental frequency and detected a switch to the metallic
phase at a lower cavity frequency (13.6 GHz). This therefore results in the cavity frequency-dependent
hysteresis highlighted in Fig. 3B.
The detailed dependence of the critical temperature on the cavity fundamental mode is presented in Fig. 4A.
For this characterization we measured the transition temperature for cavity frequencies ranging from 11.5 GHz
until 570 GHz. Importantly, the maximum cavity frequency employed lies below the frequency of the lowest
IR-active mode of the C-CDW phase (1.58 THz as shown in the transmission spectra of Fig. 1C). We made
this choice in order to disentangle possible effects due to the coupling to the IR-active optical phonons.
Figure 4A summarises the dependence of the phase transition temperature (heating and cooling) on the cavity
resonant frequency. The results show that while long wavelength cavities (up to ~ 25 GHz) stabilize the nearly-

Fig. 4: Cavity driven renormalization of 1T-TaS2 thermodynamics. A. Critical temperature dependence on the cavity
fundamental frequency for the heating and cooling temperature scans. The zero-frequency point represents the free space
critical temperature. In the inset, the calculated renormalization of the metallic free energy 𝛥𝛥𝐹𝐹𝑚𝑚 as a function of the cavity
frequency together with the dependence of the differential temperature between the cold finger and the sample calculated
from the Purcell effect-based model. The cavity frequencies in the inset are normalized by Ω = 15 GHz. Both the trends
have been calculated at a representative temperature T = 80 K. B. Evolution of the phase transition hysteresis upon cavity
frequency. The zero-frequency point is representative of the free space hysteresis. C. Comparison of the phase transition
ℎ𝑖𝑖𝑖𝑖ℎ
hysteresis of 1T-TaS2 within a low frequency cavity (𝜔𝜔𝑐𝑐𝑙𝑙𝑙𝑙𝑙𝑙 = 16.7 GHz) and a high frequency cavity (𝜔𝜔𝑐𝑐
= 337 GHz).
D. Schematic temperature dependence of the free energy of the metallic (Fm ) and the dielectric (Fd ) phase at the cavity
ℎ𝑖𝑖𝑖𝑖ℎ
frequencies 𝜔𝜔𝑐𝑐𝑙𝑙𝑙𝑙𝑙𝑙 and 𝜔𝜔𝑐𝑐
employed in C. The activation energy for switching the phase is indicated with Δ. The shift
of the apparent transition temperature has been rationalized with a cavity-mediated renormalization of the free energy of
the metallic state (black vertical arrow) and with a scaling of the sample effective temperature in analogy with the Purcell
effect (blue horizontal arrow).

commensurate metallic phase, the coupling with higher energy cavities results in a stabilization of the
insulating C-CDW phase with respect to the free space material (represented in the figure as the zero frequency
cavity point). Overall, we revealed a shift of 75 K moving from the lowest energy cavity employed in the
experiment (11.5 GHz) towards the highest one (570 GHz). This modification of the critical temperature within
the employed cavity frequency range exceeds the hysteresis of 1T-TaS2 in free space (37.8 K), thus validating
the reversible control of the metal-to-insulator transition presented in Fig 3B. We stress that the increase of the
critical temperature of the phase transition upon increasing the cavity frequency is not due to a change in
thermal load on the sample due to the proximity of the cryo-cooled mirrors (see supplementary material for
measurements with mirrors at different temperatures). Moreover, it is important to stress that the measured
critical temperature within the cavity is independent on the input intensity of the THz field, which therefore
acts only as probe and does not introduce a detectable thermal load at the sample position (see supplementary
material for measurements with different THz field strengths). Fig. 4B depicts how the measured hysteresis
changes with the cavity resonant frequency. We observed a non-monotonic behaviour characterized by a
maximum around 25 GHz.

The results presented in Fig. 4A and 4B show that changing the cavity frequency leads to a renormalization of
the critical temperature together with a shrinking of the hysteresis of the phase transition. This is explicitly
shown in Fig. 4C where we plot the comparison of the phase transition hysteresis for two different cavity
ℎ𝑖𝑖𝑖𝑖ℎ
settings at low and high frequency (𝜔𝜔𝑐𝑐𝑙𝑙𝑙𝑙𝑙𝑙 = 16.7 GHz and 𝜔𝜔𝑐𝑐
= 337 GHz). The measured changes in the
critical temperature observed upon heating and cooling depend therefore not only on the cavity length, but also
on the sample thermal history. This marks a scenario in which the coupling to the cavity is different in the two
phases of the material leading to a different cavity driven changes of the critical temperature. The observed
shrinking of the cavity hysteresis with respect to the free space (Fig. 2 and Fig. 4B) hints to a plausible scenario
in which the coupling between domain wall fluctuations and cavity modes is the driving force of the apparent
renormalization of the phase transition temperature. Indeed, the coupling of domain wall fluctuations to the
cavity modes is expected to be different in the two phases since domain wall fluctuations are frozen in the
insulating C-CDW state. This makes therefore the insulating phase less sensitive to the boundary conditions
of the electromagnetic field.
In order to rationalize the phase transition shift observed experimentally we resort to the thermodynamical
picture presented in Fig. 4D where we schematize the free energies of the metallic NC-CDW phase and of the
dielectric C-CDW phase as a function of the temperature. The crossing temperature between the free energies
of the two phases sets the critical temperature of the metal-to-insulator phase transition defined as the centre
of the first order transition hysteresis. For simplicity we assume the free energy of the dielectric phase to be
weakly dependent on temperature and subsequently consider the change in temperature of the free energy of
the metallic phase to be responsible for the phase transition. The schematic temperature dependence of the free
energy of the metallic state (Fm ) and of the dielectric state (Fd ) in the low and high cavity frequency case, as
consistent with the experimental observation in Fig. 4C, are plotted in Fig. 4D.
Importantly, the different coupling of the collective excitations in the material to the cavity can affect the
apparent transition temperature in two ways.
First, it can change the gap between the temperature measured on the cold finger (TCF ) and the sample’s
temperature (TS ) through a cavity control of the electromagnetic density of states at the sample’s position (blue
horizontal arrow in Fig. 4D). For instance, the short cavities move the electromagnetic modes to higher
frequency and could effectively decouple the electromagnetic active domain wall fluctuations from the
vacuum, similarly to the Purcell effect in atomic physics [39]. The sample is in thermal contact with the cold
finger through the membranes, but it is also in thermal contact with the external photon bath at 300 K. We
assume that the thermal transfer from the cold finger to the sample depends only on the difference between the
cold finger temperature (TCF ) and the sample effective temperature (TS ) through a cavity-independent thermal
coupling constant. Conversely, the thermal load on the sample due to the contact with the external photon bath
is mediated by the cavity through a coupling constant depending on the cavity geometry (fundamental
frequency 𝜔𝜔𝑐𝑐 and quality factor 𝑄𝑄) and on the sample dielectric loss within the employed cavity range. The
latter is dominated in the NC metallic phase by the fluctuations of the domain walls [27]. In order to
qualitatively illustrate the mechanism, we model the spectrum of the domain wall fluctuations as a broad
continuum absorption band centered at Ω, with Ω lying in the GHz range (Ω = 15 GHz), and exploit the Purcellbased model to extract an effective temperature of the sample TS (𝜔𝜔𝑐𝑐 , 𝑄𝑄) depending on the cavity geometry
(see supplementary material for further details). The differential temperature between the cold finger and the
sample (TCF − TS (𝜔𝜔𝑐𝑐 , 𝑄𝑄))/TCF as a function of the the cavity fundamental frequency is plotted in blue in the
inset of Fig. 4A for a cold finger temperature of 80 K. We note that upon increasing the cavity frequency, i.e.
by decoupling the electromagnetic active domain wall fluctuations from the cavity fundamental mode, the
differential temperature (TCF − TS (𝜔𝜔𝑐𝑐 , 𝑄𝑄))/TCF increases. This trend is qualitatively consistent with the
critical temperature trend observed experimentally (Fig 4A).
Secondly, the hybridization of the cavity modes with the sample could change the energy spectrum of the
collective modes. In this hypothesis the domain wall fluctuations are thermally occupied and, as they are active
only in the metallic phase, their free energy is the driving force for the phase transition. Mixing these modes
with the cavity could therefore again cause a decrease of the free energy of the metallic phase with respect to

the insulating one, and a corresponding shift of the phase transition (black vertical arrow in Fig. 4D). Lowering
the cavity resonance causes a decrease of the free energy of the metallic phase and a reduction of the slope of
its temperature dependence, consistent with a cavity driven shrinking of the hysteresis.
In order to see whether the free energy scenario could give the right trends, we resort to a Dicke-based model
with a single cavity mode coupled to a continuum domain wall absorption spectrum (for further details see
supplementary material). Importantly, under a harmonic approximation for the modes in the solid, the free
energy difference Δ𝐹𝐹𝑚𝑚 between the light-matter hybrid and the isolated cavity and solid can be understood
solely in terms of the frequency dependent polarizability of the system, irrespective of the microscopic nature
of the modes in the solid. We therefore estimate the free energy renormalization effect assuming that the
spectrum of the domain wall fluctuations gives rise to a broad absorption band in the dielectric loss that can
be modelled, as in the Purcell effect-based scenario, as a Lorentz oscillator at a frequency Ω = 15 GHz. In the
inset of Fig. 4A we show in black the dependence of the free energy renormalization of the metallic phase at
T = 80 K as a function of the cavity frequency when the latter is swept through the domain wall spectrum. The
model indicates that the free energy of the metallic state is lowered upon lowering the cavity frequency, which
is qualitatively consistent with the decrease of the critical temperature upon reducing the cavity frequency
observed experimentally (Fig. 4A). The overall scale of the free energy change shown in black in the inset of
Fig. 4A is proportional to the central frequency of the continuum domain wall mode Ω and to the total dielectric
loss within the absorption band (𝛼𝛼(0)). For the quantitative estimate of the free energy mechanisms, we stress
that the coupling to a single cavity mode gives only a non-extensive contribution to the free energy [40]. The
total effect on the free energy depends on the phase space of the relevant cavity modes which can be shifted
within the domain wall fluctuations’ spectrum. Taking into account this phase space factor, extremely large
couplings 𝛼𝛼(0) would be needed for the free energy changes to explain the observed shifts in the phase
transition temperature. Therefore, the Purcell effect-based scenario seems to be the more dominant
explanation. In spite of this fact, it is interesting to observe that both the mechanism based on the Purcell effect
and on the free energy renormalization of the metallic state give the correct dependence of the phase transition
on the cavity frequency. This may be a useful guide for future quantitative theories, which should also take
into account a non-linear interaction between the modes in the solid.
In conclusion, our results show that the metal-to-insulator transition in 1T-TaS2 embedded in low energy THz
cavities can be reversibly controlled by the cavity electrodynamics. In particular, we reveal that, while long
wavelength cavities (up to ~ 25 GHz) favour the metallic phase, the coupling with higher energy cavities
results in a stabilization of the insulating charge density wave phase. The modification of the sample
thermodynamics depends not only on the cavity geometry, but also on the sample thermal history. This points
to a scenario in which the cavity preferentially couples to the domain wall fluctuations of the NC metallic
phase and can either modify the effective sample temperature in a Purcell-based mechanism or renormalize
the free energy of the metallic state with respect to the dielectric phase. This experimental evidence delivers a
new control parameter in the rich phase diagram of quantum materials and opens the way to tailoring
equilibrium collective properties in correlated materials by engineering their electromagnetic environment.
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SUPPLEMENTARY MATERIAL

1. EXPERIMENTAL SET-UP
Figure S1(A) shows a sketch of the set-up employed in the experiment. The cryogenic THz cavity shown in
the inset is composed of two cryo-cooled piezo-controlled semi-reflecting mirrors between which the sample
is inserted. The movement of both the cavity mirrors is ensured by three piezo-actuators (N472-11V, Physik
Instrumente) having a travel range of 7 mm and a minimum incremental motion of 50 nm with a designed
resolution of 5 nm. The mirrors are mounted on copper holders, and they are cryo-cooled by means of copper
braids directly connected to the cold finger of the cryostat. In order to ensure the tuning of the mirrors’ distance
at cryogenic temperatures the piezo actuators are thermally decoupled from the mirrors’ supports. The thermal
decoupling is realized by placing between the piezo actuators and the mirrors’ holders a PEEK disk, on which
the piezoelectrics actually act, and three ceramic cylinders. The chamber shown in the inset of Fig. S1(A) is
mounted on a flow cryostat with a temperature feedback circuit enabling temperature scans at fixed cavity
length. The temperature is read both on the sample holder and on the mirrors’ holders.
The cavity semi-reflecting mirrors were fabricated by evaporating a thin bilayer of titanium-gold (2-15 nm) on
a 2 mm crystalline quartz substrate. We measured the transmission amplitude of a single cavity mirror to be
15 % in the THz spectral range of the experiment with no apparent spectral features.
The ~ 10 μm thick 1T-TaS2 sample is mounted within the two mirrors in a copper sample holder directly
connected to the cold finger of the cryostat and sealed between two silicon nitride (Si3N4) membranes (LPCVD grown) with a window size of 11 x 11 mm2 and a 2 µm thickness. The membranes are supported on a 13
x 13 mm2 silicon frame and do not show any spectral dependence in the employed THz spectral range.
We employed broadband THz spectroscopy to characterize the metal-to-insulator transition for different cavity
settings. Single-cycle THz pulses are generated via the acceleration of the photoinduced carriers in a largearea GaAs-based photoconductive antenna (PCA). The photoexcitation is achieved by pumping the PCA with
an ultrashort laser pulse (50 fs pulse duration, 745 nm central wavelength, 6 µJ/pulse energy) from a
commercial 50 kHz pulsed laser + Optical Parametric Amplifier (OPA) system (Pharos + Orpheus-F, Light
Conversion). The emitted collimated THz beam is then focused on the sample mounted inside the cavity (inset
of Fig. S1(A)) and the transmitted field probed by standard Electro-Optical-Sampling (EOS) in a 0.5 mm ZnTe
crystal with a weak read-out pulse (50 fs pulse duration, 745 nm central wavelength, <100 nJ/pulse). We
present in Fig. S1(B) the measured electric field of the generated THz pulse and its calculated Fourier spectrum
(Fig. S1(C)). The input field is a nearly single-cycle THz pulse with a spectral content up to 6 THz, as
highlighted in the logarithmic scale plot in the inset of Fig. S1(C). We estimated the signal-to-noise of the
detected THz field to be 4.6 x 104 and a temporal phase stability ≤ 30 fs.

Fig S1: Experimental set-up. A Sketch of the THz time domain spectrometer. In the inset, the photograph of the tunable
cryogenic cavity composed of two cryo-cooled moving mirrors within which the sample is embedded. B. Free-space
nearly single-cycle THz field employed in the experiments detected trough Electro-Optical Sampling (EOS) in a 0.5 mm
ZnTe crystal. C. Fourier transform of the nearly single-cycle THz field in free space. In the inset, the Fourier spectrum is
plotted in logarithmic scale to highlight the spectral content of the THz field up to ∼ 6 THz. The black dashed line in the
logarithmic plot indicates the noise level.

2. EMPTY CAVITY CHARACTERIZATION
In this section we present the characterization of the empty cavity response, i.e. when the THz field passes
only through the silicon nitride membranes within the mirrors. With this characterization the quality factor of
the bare cavity can be determined. This is an important parameter of the experiment since it quantifies the
photon lifetime inside the cavity and subsequently the coupling strength between the cavity mode and the
targeted material excitation. The latter is indeed linked to the bare cavity dissipations. The two cavity mirrors
were set parallel to each other and perpendicular to the THz beam by aligning the multiple reflection of the
pump optical beam. The optical pump is indeed made collinear with the THz beam by the generation process.
The empty cavity transmission spectra are presented in Fig. S2 for three representative values of the cavity
fundamental mode 𝜔𝜔𝑐𝑐 among the one used in the experiment (𝜔𝜔𝑐𝑐 = 53, 77, 106 GHz). The cavity transmission
spectra exhibit the interference Fabry-Pérot modes with a tunable fundamental frequency set by the cavity
length. For the three representative cavities shown in Fig. S2 we estimated the quality factors 𝑄𝑄 to be 3.3, 3.6
and 3.5 for the 53, 77, and 106 GHz cavity respectively. The latter were calculated as the ratio between the
fundamental cavity frequency and its bandwidth defined as the full width half maximum of the transmission
peak of the fundamental mode. The estimations prove that in the employed cavity length range the bare quality
factor (and hence the incoherent photon losses) can be considered independent on the cavity frequency.

Fig S2: THz characterization of the empty cavity. THz transmission of the empty cavity for three representative cavity
frequencies 𝜔𝜔𝑐𝑐 showing the tunability of the cavity fundamental mode.

3. CRITICAL TEMPERATURE DETERMINATION
In this section we present the method used to extract from the THz transmission data the critical temperatures
discussed in the main manuscript. Figure S3(A) shows the temperature evolution of the integrated low
frequency transmission (0.2 THz < ꞷ < 1.5 THz) associated to the onset of the metallicity. Figure S3(B) shows
instead the temperature evolution of the transmitted spectral weight around the 1.58 THz phonon integrated in
the range 1.53 THz – 1.62 THz. This integration range corresponds to the phonon bandwidth. In order to
estimate the critical temperature at each cavity length we interpolated the metallic and phononic temperature
response and calculated the derivative of the interpolated curve. The obtained temperature-derivative for the
free space sample is presented in the lower panels of Fig. S3(A) and Fig. S3(B) for the metallic and phononic
response respectively. We set the temperature of the phase transition to be the maximum of the derivative of
the interpolated curve. The error associated to each critical temperature is the standard deviation of the critical
temperatures estimated for three consecutive scans. The robustness of this procedure is validated by the fact
that the critical temperatures estimated from the metallic response are compatible with the ones estimated from
the phonon spectral response.

Fig S3: Determination procedure of the critical temperature of the metal-to-insulator transition. A. In the top panel
the temperature evolution of the integrated low frequency transmission (0.2 THz < ꞷ < 1.5 THz integration range) upon
heating and cooling. In solid line the interpolated evolution. In the lower panel the derivative of the interpolated curve
whose maximum sets the critical temperature of the phase transition. B. In the top panel the temperature evolution of the
integrated 1.58 THz phonon transmission (1.53 THz < ꞷ < 1.62 THz integration range) and its interpolation. In the lower
panel the derivative of the interpolated phonon response across the phase transition.

4. CAVITY GEOMETRY DEPENDENCE
In order to prove that the critical temperature shift upon tuning the cavity resonance is not an effect due to the
geometry variation of the cavity chamber, we removed the cavity mirrors and tracked the phase transition of
the sample in free space at two different positions of the mirrors’ mounts (Fig. S4). For this characterization
we compared the mirrors’ mounts distance corresponding to a 9 mm (16.7 GHz) cavity with the one
corresponding to a 1 mm (150 GHz) cavity. No significant critical temperature shift (~ 1.0 K) is measured
between the two configurations. This proves that the thermal load on the sample is not influenced by the
distance from the cryogenic mirrors’ mounts, and hence that the critical temperature shift upon tuning the
cavity mode (Fig. 4A of the main manuscript) can’t be ascribed to a geometrical variation of the cavity
chamber. Therefore, the critical temperatures measured in free space discussed in the main manuscript (Fig.
2) set the absolute free space reference for all the cavity-dependent studies.

Fig S4: Dependence of the phase transition temperature on the cavity geometry. The low frequency transmission
(0.2 THz < ꞷ < 1.5 THz) in free space is plotted for two representative distances between the mirrors’ mounts and the
sample. No significant Tc shift is measured (~ 1 K).

5. WAITING TIME DEPENDENCE
We proved that the smooth transition between the metallic and the insulating state can be ascribed to an
intrinsic inhomogeneous melting of the conductive domain walls by acquiring the THz traces at different
waiting times Δt from the temperature set. Fig. S5 shows that no significant variation of the critical temperature
and of the slope of the phase transition observable is observed for Δt ≥ 2 min. All the measured THz traces in
the experiment are the result of a 20 minute integration time at each temperature step. This therefore excludes
that the inhomogeneous-like feature of the phase transition is due to a measurement waiting time less than the
sample thermalization, but it can be likely ascribed to intrinsic inhomogeneities of the sample.

Fig S5: Dependence of the metal-to-insulator phase transition on the waiting time. The temperature evolution of the
low frequency transmission (0.2 THz < ꞷ < 1.5 THz) is plotted for different waiting times before starting the THz
acquisition.

6. THz INTENSITY DEPENDENCE
In order to verify that the phase transition within the cavity is not influenced by the thermal load introduced
by the THz field we repeated the same temperature scan with different intensities of the THz pulse. This was
achieved by varying the bias voltage of the photoconductive antenna. Fig S6 shows the cooling temperature
scans for the sample within a cavity of a representative frequency of 36.8 GHz for two different peak strengths
of the input THz field (0.1 KV/cm, and 0.03 KV/cm). A negligible shift of the critical temperature (< 1.0 K)
is measured, confirming that the employed THz pulse only acts as probe and does not introduce a detectable
thermal load at the sample position. For this reason, in order to maximize the signal to noise ratio of the detected
THz field, all the measurements presented were performed at a THz input peak strength of 0.1 KV/cm.

Fig S6: Dependence of the metal-to-insulator transition on THz probing intensity. Cooling temperature scans for the
sample within a cavity of a representative frequency of 36.8 GHz for two different intensities of the THz probing field:
0.1 KV/cm (A) and 0.03 KV/cm (B). A negligible shift of the critical temperature (< 1.0 K) between the two THz
intensities is detected.
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In this section we present the characterization of the phase transition shift with cavity frequency as a function
of the mirrors’ temperature. This was done in order to exclude the possibility of a change of the thermal load
on the sample introduced by the cryo-cooled mirrors upon the cavity length change. We made this test by
comparing the cryo-cooled mirrors configuration with the 290 K mirrors one. The relation between the mirrors’
temperature and the sample one in the two cases is presented in Fig. S7.

Fig S7: Relation between the sample temperature and the mirrors’ temperature in the cryo-cooled mirrors configuration
and in the 290 K mirrors configuration. The black dashed line marks the diagonal.

Fig. S8 shows the temperature dependent THz transmission upon heating 1T-TaS2 embedded in the middle of
cavities with three different frequencies (𝜔𝜔𝑐𝑐 = 11.5, 21.2, 48.8 GHz). In Fig. S8(A) the temperature scans were
performed with the cavity mirrors at 290 K, while in Fig. S8(B) they were performed in the configuration with
cryo-cooled mirrors. The dependence of the critical temperature on the cavity frequency is presented in Fig S9
for the two configurations.
We show that, despite a rigid temperature shift independent on the cavity frequency (~ 35 K), with 290 K
mirrors the critical temperature of the phase transition is pushed up upon cavity frequency increasing with the
same trend of the cryo-cooled mirrors case. This further confirms that the Tc shift is an effect due to the cavity
electromagnetic confinement. If not, in the 290 K mirrors configuration we would expect to increase the
incoherent thermal load on the sample upon closing the cavity and hence push down the measured critical
temperature of the phase transition.

Fig S8: Dependence of the phase transition temperature on the temperature of the cavity mirrors. A. Heating
temperature scans for three representative cavity frequencies (𝜔𝜔𝑐𝑐 = 11.5, 21.2, 48.8 GHz) in the 290 K mirrors
configuration. B. Corresponding heating temperature scans for the cryogenic mirrors configuration.

Fig S9: Dependence of the heating critical temperature on the cavity fundamental frequency for the 290 K and cryogenic
mirrors configurations.

8. CAVITY MISALIGNMENT CHARACTERIZATION
In this section we show that the change of the phase transition temperature due to the cavity alignment cannot
be ascribed to a change of the cavity length. To prove it we estimated the change of the cavity frequency at the
sample position as a function of the misalignment angle of the mirrors. Fig. S10(A) illustrates the THz timedomain traces in the C-CDW phase for different misalignment angles Θ. In the dashed inset we highlight the
THz reflection associated to the cavity round trip whose temporal distance from the main transmitted peak sets
the cavity length. We note that upon misalignment the peak associated to the cavity round trip reduces its
intensity. This is consistent with the decrease of the photon lifetime within the cavity and hence with the
reduction of the quality factor of the bare cavity. The dependence of the cavity frequency shift on Θ and the
corresponding linear fit are shown in Fig. S10(B). We estimated the change of the fundamental frequency upon
misalignment to be Δ𝜔𝜔𝑐𝑐 = 0.14 GHz/deg for the 11.5 GHz cavity. This implies that the 11.5 GHz cavity
misaligned at the maximum angle (Θ = 9.5°) has an equivalent fundamental frequency of 12.8 GHz. We
therefore set the cavity frequency at 12.8 GHz and compare the critical temperature obtained in this
configuration with the one of the sample embedded within the 11.5 GHz cavity misaligned at Θ = 9.5°. We
measured a critical temperature shift between the two cavity configurations ΔMIS = 21 K. This phase transition
shift is ascribed to the cavity misalignment (Fig. S10(C)), since it cannot be justified just in terms of a change
of the cavity length.

Fig S10: Variation of the cavity fundamental frequency as a function of the total misalignment angle of the cavity.
A. THz time domain fields passing through the sample within the cavity for different misalignment angles Θ. In the
dashed box we highlight the THz reflection associated to the cavity round trip. B. Relative shift of the cavity frequency
as a function of the misalignment angle obtained from the THz fields shown in A and corresponding linear fit. C.
Comparison between the temperature dependent low frequency transmission (0.2 THz < ꞷ < 1.5 THz) in the 11.5 GHz
misaligned cavity (Θ = 9.5°) and in the 12.8 GHz aligned one. The measured critical temperature shift ΔMIS = 21 K
quantifies the Tc shift due to cavity misalignment.

9. FREE ENERGY PICTURE: THEORETICAL MODEL
In this section we introduce the phenomenological model providing a qualitative estimation of the
renormalization of the free energy of the metallic NC state due to cavity electrodynamics.
Let us consider a solid with given dielectric properties, characterized by the polarizability 𝛼𝛼(𝜔𝜔) which
determines the response of the transverse polarization density to the electric field, 𝑃𝑃�⃗(𝜔𝜔) = 𝜖𝜖0 𝛼𝛼(𝜔𝜔)𝐸𝐸�⃗ (𝜔𝜔). The
polarizability 𝛼𝛼(𝜔𝜔) is related to the relative dielectric function 𝜖𝜖(𝜔𝜔) as 𝜖𝜖(𝜔𝜔) = 1 + 𝛼𝛼(𝜔𝜔). A non-zero
polarizability implies that there are modes in the solid which can hybridize with the electromagnetic field,
which in turn leads to a change of the free energy when the system is put in the cavity. In order to understand
the effect of the cavity on the free energy of the system, we evaluate the difference
Δ𝐹𝐹 = 𝐹𝐹𝑡𝑡𝑡𝑡𝑡𝑡 − 𝐹𝐹𝑚𝑚𝑚𝑚𝑚𝑚 − 𝐹𝐹𝑐𝑐𝑐𝑐𝑐𝑐

(9.1)

between the total free energy of the coupled system (𝐹𝐹𝑡𝑡𝑡𝑡𝑡𝑡 ) and the free energies of the uncoupled solid (𝐹𝐹𝑚𝑚𝑚𝑚𝑚𝑚 )
and of the electromagnetic field (𝐹𝐹𝑐𝑐𝑐𝑐𝑐𝑐 ). A key observation is that as long as the solid is approximately described
by a harmonic theory, Δ𝐹𝐹 can be determined from the knowledge of the experimentally accessible dielectric
function alone, independent of microscopic details such as the precise nature of the electromagnetically active
modes. In short, the reason is that in a harmonic theory one can exactly integrate out the modes of the solid,
so that the resulting effective action of the cavity, which then determines Δ𝐹𝐹, is given in terms of the linear
response functions of matter.

We will make a further simplification in line with the present experimental setting, and assume that the volume
𝑉𝑉𝑚𝑚 of the solid is small compared to the cavity volume 𝑉𝑉, 𝑉𝑉𝑚𝑚 /𝑉𝑉 ≪ 1. This approximation is valid for the
experimental setting since the cavities employed have fundamental frequencies in the low THz region, while
the sample thickness is ~ 10 µm. With this approximation, as we will show below, for a single cavity mode
with fundamental frequency 𝜔𝜔𝑐𝑐 the free energy renormalization Δ𝐹𝐹 due to the light-matter coupling (Eq. (9.1))
is given by Δ𝐹𝐹(𝜔𝜔𝑐𝑐 , 𝑇𝑇) =

𝑉𝑉𝑚𝑚
𝑉𝑉

𝑓𝑓(𝜔𝜔𝑐𝑐 , 𝑇𝑇), where
𝑓𝑓(𝜔𝜔𝑐𝑐 , 𝑇𝑇) =

1 ∞
𝑏𝑏(𝜔𝜔𝑐𝑐 , 𝑇𝑇)𝜔𝜔𝑐𝑐 − 𝑏𝑏(𝜔𝜔, 𝑇𝑇)𝜔𝜔
� 𝑑𝑑𝑑𝑑 𝛼𝛼′′(𝜔𝜔)𝜔𝜔
.
𝜋𝜋 0
𝜔𝜔𝑐𝑐2 − 𝜔𝜔 2

(9.2)

In the previous equation 𝑏𝑏(𝜔𝜔, 𝑇𝑇) = (𝑒𝑒 𝜔𝜔/𝑇𝑇 − 1)−1 is the Bose function and 𝛼𝛼′′(𝜔𝜔) the imaginary part of the
solid polarizability (dielectric loss).

The total free energy change Δ𝐹𝐹 is a thermodynamically extensive quantity, which arises from the coupling to
a continuum of cavity modes with transverse momentum 𝑞𝑞 and a discrete mode index 𝑛𝑛 (Fig. S11). For
simplicity, instead of summing Eq. (9.2) over all cavity modes 𝜔𝜔𝑐𝑐 ≡ 𝜔𝜔𝑞𝑞,𝑛𝑛 , we will first analyze the single
mode result (9.2) for the lowest cavity frequency (𝜔𝜔𝑐𝑐 = 𝜋𝜋𝜋𝜋/𝐿𝐿, with 𝐿𝐿 the cavity length) to understand the
qualitative functional dependence of Δ𝐹𝐹 on the temperature and on the cavity parameters. In order to estimate
the order of magnitude of the total effect of all modes, the result will then be multiplied with a phase space
factor that counts the number of modes 𝑁𝑁𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚 that are affected by the cavity.

To analyze the free energy renormalization (9.2), we assume that the solid polarizability 𝛼𝛼(𝜔𝜔) due to the
domain wall fluctuations gives rise to a broad continuum absorption band that can be fitted by the response of
a strongly damped oscillator:
𝛼𝛼(𝜔𝜔) = 𝛼𝛼(0)

Ω2
.
Ω2 − 𝜔𝜔 2 − 𝑖𝑖𝑖𝑖𝑖𝑖

(9.3)

Here Ω corresponds to the central frequency of the domain fluctuations, 𝛾𝛾 is the linewidth, and 𝛼𝛼(0) is the
contribution of the domain wall fluctuations to the static polarizability. The latter also measures the total

Fig S11: Free energy model setting. Upper panels: coplanar cavity with a thin slab of matter (thicknes d) inside a cavity
of length 𝐿𝐿. Lower panels: Sketch of the cavity modes dispersion and of the absorption solid band (green shaded region
centerd at 𝜔𝜔𝑑𝑑𝑑𝑑𝑑𝑑𝑑𝑑 ). As 𝐿𝐿 is increased, modes are pulled inside and below the absorption band of the solid. The cavity
fundamental mode is indicated with 𝜔𝜔𝑐𝑐 (𝐿𝐿).

spectral weight in the absorption band and therefore serves as a phenomenological measure of the effective
coupling strength. The dielectric loss 𝛼𝛼′′(𝜔𝜔) due to domain wall fluctuations adopted for the estimations is
presented in Fig. S12A. We set a central frequency Ω = 15 GHz and a frequency damping 𝛾𝛾 = 20 GHz so that
no significant contribution of domain wall fluctuations to the solid dielectric loss is present in the THz region
(𝜔𝜔 > 0.1 THz).
Figure S12(B) shows the dependence of the free energy renormalization of the metallic phase (Eq. (9.2)) as a
function of the cavity frequency 𝜔𝜔𝑐𝑐 when the latter is swept through the domain wall mode centred at Ω. The
model indicates that the free energy of the metallic state is lowered upon lowering the cavity frequency, which
is qualitatively consistent with the decrease of the critical temperature upon reducing the cavity frequency
observed experimentally. The renormalization of the metallic free energy is larger for larger temperatures,
indicating that it is related to the thermal population of the domain fluctuations low energy mode. We stress
that the temperature in the experiment is well above Ω. Figure S12(C) shows the free energy renormalization
as a function of temperature for different cavity frequencies 𝜔𝜔𝑐𝑐 below and above the resonance 𝜔𝜔𝑐𝑐 = Ω. The
free energy of the metallic phase is lowered and becomes steeper when the cavity frequency is lowered (i.e.
opening the cavity). This trend is consistent with the interpretation of the experimental observation in the main
text highlighted in Fig. 4D.
It should be stressed, however, that the absolute changes of the total free energy are expected to be rather small.
As mentioned above, the single mode result Δ𝐹𝐹(𝜔𝜔𝑐𝑐 , 𝑇𝑇) =

𝑉𝑉𝑚𝑚
𝑉𝑉

𝑓𝑓(𝜔𝜔𝑐𝑐 , 𝑇𝑇) should be integrated over all modes or,

for a simple estimate, multiplied with a phase space factor 𝑁𝑁𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚 . If the latter is simply taken to account for
all modes below a certain cutoff 𝜔𝜔𝑐𝑐𝑐𝑐𝑐𝑐 in a volume 𝑉𝑉, we have 𝑁𝑁𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚 = 𝑉𝑉/𝜆𝜆3𝑐𝑐𝑐𝑐𝑐𝑐 , up to constants of order one.

Hence the free energy change 𝑁𝑁𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚 ×
𝜆𝜆3𝑐𝑐𝑐𝑐𝑐𝑐 .

𝑉𝑉𝑚𝑚
𝑉𝑉

𝑓𝑓(𝜔𝜔𝑐𝑐 , 𝑇𝑇) per volume 𝑉𝑉𝑚𝑚 is given by the amount 𝑓𝑓(𝜔𝜔𝑐𝑐 , 𝑇𝑇) per

volume
The changes of 𝑓𝑓(𝜔𝜔𝑐𝑐 , 𝑇𝑇) upon modifying the cavity frequency are of the order of 𝛼𝛼(0)Ω (see
Fig. S12), thus corresponding to an energy density 𝛼𝛼(0)Ω/𝜆𝜆3𝑐𝑐𝑐𝑐𝑐𝑐 . This value has to be compared with the
condensation energy density of the phase transition, which is 𝑄𝑄 ≈ 6 𝐽𝐽/mm3 ≈ 3.6 × 1010 𝑒𝑒𝑒𝑒/𝜇𝜇m3 [1]. With
Ω in the sub-meV range, very large couplings 𝛼𝛼(0) would be needed, even with a cutoff 𝜆𝜆𝑐𝑐𝑐𝑐𝑐𝑐 in the optical
range (which is clearly an uper bound, as optical frequencies are hardly affected by the present cavity setting).

We therefore conclude that although the free energy renormalization in the cavity Δ𝐹𝐹 follows the correct trend
(lowering the free energy of the nearly commensurate phase as the cavity is opened), it is not sufficient to
explain the experimental observation. While it will certainly be also interesting to investigate future theoretical

interpretations which go beyond the harmonic theory, this puts more emphasise on the second mechanism
(Purcell effect) discussed in the present manuscript.
Finally, let us conclude with the derivation of Eq. (9.2). Let us start from a general harmonic model in which
one mode of the electromagnetic field couples to a continuum of modes in the solid. The Hamiltonian is a
general Dicke-type Hamiltonian:
𝐻𝐻 =

2

1
𝜅𝜅𝛾𝛾𝑎𝑎
1
� �Ω2𝑎𝑎 �𝑝𝑝𝑎𝑎 + 2 Π� + 𝑥𝑥𝑎𝑎2 � + �Π 2 𝜔𝜔𝑞𝑞2 + 𝑋𝑋 2 �,
2
2
Ω𝑎𝑎

(9.4)

𝑎𝑎

where 𝑋𝑋 and Π are the canonical quadratures of the electromagnetic field, and 𝑝𝑝𝑎𝑎 and 𝑥𝑥𝑎𝑎 the quadratures of
the modes in the solid. The solid normal modes have frequencies Ω𝑎𝑎 in the absence of the coupling to the
cavity field. The electromagnetic field quadrature Π is related to the vector potential (which is spatially
homogeneous throughout the solid) by the relation
𝐴𝐴̂ = 𝑛𝑛��

1
Π,
𝜖𝜖0 𝑉𝑉

(9.5)

where we have indicated with 𝑉𝑉 the cavity mode volume, and with 𝑛𝑛� the polarization direction. The electric
field is connected to the vector potential by the temporal derivative 𝐸𝐸 = −𝐴𝐴̇. The complete square light-matter
coupling in Eq. (9.4), with coupling constants 𝛾𝛾𝑎𝑎 , corresponds to a minimal coupling of the modes in the solid
to the vector potential. The coupling between the solid oscillators and the single cavity mode scales as
𝜅𝜅𝛾𝛾𝑎𝑎 where 𝜅𝜅 2 = 𝑉𝑉𝑚𝑚 /𝑉𝑉 is the volume fraction of the cavity filled with the solid. Note that, as mentioned above,
the final result for Δ𝐹𝐹 will be expressed in terms of the polarizability, so that the detailed choice of the
paramenters Ω𝑎𝑎 and 𝛾𝛾𝑎𝑎 does not enter.
(0)

The aim is now to calculate the free energy difference Δ𝐹𝐹 within this model. Denoting by 𝜂𝜂𝛼𝛼 and 𝜂𝜂𝛼𝛼 the
normal modes energies of the coupled and uncoupled system, respectively, the free energy difference (9.1) is
simply given by
Δ𝐹𝐹 =

(0)
1
� �ln�1 − 𝑒𝑒 −𝛽𝛽𝜂𝜂𝛼𝛼 � − ln �1 − 𝑒𝑒 −𝛽𝛽𝜂𝜂𝛼𝛼 ��,
𝛽𝛽

(9.6)

𝛼𝛼

where ln(1 − 𝑒𝑒 −𝛽𝛽𝛽𝛽 )/𝛽𝛽 is the free energy of an oscillator with frequency 𝜂𝜂. The 𝜂𝜂𝛼𝛼2 are given by the eigenvalues
of the dynamical matrix corresponding to the Hamiltonian (9.4),
𝜔𝜔
�𝑐𝑐2
𝜅𝜅𝛾𝛾 ∗
𝒟𝒟 = ⎛ 1∗
𝜅𝜅𝛾𝛾2
⎝⋮

𝜅𝜅𝛾𝛾1
Ω12
0

Here 𝜔𝜔
�𝑐𝑐2 is the shifted cavity frequency 𝜔𝜔
�𝑐𝑐2 = 𝜔𝜔𝑐𝑐2 + 𝜅𝜅 2 ∑𝑎𝑎

𝜅𝜅𝛾𝛾2
0
Ω22
|𝛾𝛾𝑎𝑎2 |
Ω2𝑎𝑎

⋯
⋱

⎞.

(9.7)

⎠

as a consequence of the coupling with the solid

degrees of freedom. We determine these normal modes perturbatively in the solid volume fraction 𝜅𝜅 2 ≪ 1.
The perturbative expansion for the cavity mode (entry 0 in Eq. (9.7)) reads
𝜂𝜂02 = 𝜔𝜔𝑐𝑐2 + 𝜅𝜅 2 �

while for the matter modes we have:

𝑎𝑎

|𝛾𝛾𝑎𝑎2 |
|𝛾𝛾𝑎𝑎2 |
2
+
𝜅𝜅
�
,
Ω2𝑎𝑎
𝜔𝜔𝑐𝑐2 − Ω2𝑎𝑎
𝑎𝑎

(9.8)

𝜂𝜂𝑎𝑎2 = Ω2𝑎𝑎 + 𝜅𝜅 2

|𝛾𝛾𝑎𝑎2 |
.
Ω2𝑎𝑎 − 𝜔𝜔𝑐𝑐2

(9.9)

(0)
One can then linearize Eq. (9.6) in 𝛿𝛿𝛿𝛿, leading to Δ𝐹𝐹 = 𝜅𝜅 2 ∑𝛼𝛼 𝑏𝑏(𝜂𝜂𝛼𝛼 )𝛿𝛿𝜂𝜂𝛼𝛼 , and insert the perturbative
expressions of the cavity (Eq. (9.8)) and solid (Eq. (9.9)) eigenmodes. With some straightforward
manipulations, this gives the result of Eq. (9.2), with the function 𝛼𝛼′′(𝜔𝜔) of the form

𝛼𝛼′′(𝜔𝜔) = 𝜋𝜋 �
𝑎𝑎

|𝛾𝛾𝑎𝑎 |2
[𝛿𝛿(𝜔𝜔 − Ω𝑎𝑎 ) − 𝛿𝛿(𝜔𝜔 + Ω𝑎𝑎 )].
2Ω3𝑎𝑎

(9.10)

Finally, we need to confirm that this expression (Eq. (9.10)) is precisely the imaginary part of the polarizability
within the model of Eq. (9.4). A simple link is made via the dielectric loss. When the system is driven with a
time-dependent field, the absorbed energy per volume is the time-average of 𝐸𝐸�⃗ (𝑡𝑡)𝜕𝜕𝑡𝑡 𝑃𝑃�⃗(𝑡𝑡). With the above
definition of the polarizability, the loss under a field 𝐴𝐴(𝑡𝑡) = 𝑛𝑛�𝐴𝐴𝜔𝜔 𝑒𝑒 −𝑖𝑖𝑖𝑖𝑖𝑖 + ℎ. 𝑐𝑐. is
Γ(𝜔𝜔) = 2𝜔𝜔3 𝜖𝜖0 𝛼𝛼′′(𝜔𝜔)|𝐴𝐴𝜔𝜔 |2 .

(9.11)

On the other hand, in the model (9.4) we can calculate the energy absorption due to a time dependent classical
vector potential, which by means of Eq. (9.5) is introduced by replacing replacing Π → Π + �𝑉𝑉𝜖𝜖0 𝐴𝐴(𝑡𝑡).
Fermi’s golden rule (or equivalently the Kubo linear response formalism) gives
Γ𝐴𝐴 (𝜔𝜔) = |𝐴𝐴𝜔𝜔 |2 2𝜔𝜔 � |𝛾𝛾𝑎𝑎 |2 𝜒𝜒𝑎𝑎𝑎𝑎 ′′(𝜔𝜔)𝜖𝜖0 𝑉𝑉𝜅𝜅 2 = 𝑉𝑉𝑚𝑚 |𝐴𝐴𝜔𝜔 |2 2𝜔𝜔 � |𝛾𝛾𝑎𝑎 |2 𝜒𝜒𝑎𝑎𝑎𝑎 ′′(𝜔𝜔)𝜖𝜖0 ,

with the spectral function

𝑎𝑎

(9.12)

𝑎𝑎

𝜒𝜒𝑎𝑎𝑎𝑎 ′′(𝜔𝜔) =

𝜋𝜋
[𝛿𝛿(𝜔𝜔 − Ω𝑎𝑎 ) − 𝛿𝛿(𝜔𝜔 + Ω𝑎𝑎 )],
2Ω𝑎𝑎

(9.13)

of the single mode 𝑎𝑎. Comparing the two expressions in Eq. (9.11) and Eq. (9.12) shows that Eq. (9.10) is the
result for the polarizability.

Fig S12: Cavity induced renormalization of the free energy of the metallic phase A. Dielectric loss spectrum 𝛼𝛼′′(𝜔𝜔)
due to domain wall fluctuations (Ω = 15 GHz, 𝛾𝛾 = 20 GHz) employed for the calculations. The spectrum has been
normalized by the static contribution to the polarizability 𝛼𝛼(0). B. Renormalization of the metallic free energy 𝛥𝛥𝐹𝐹𝑚𝑚 as a
function of the cavity frequency for different temperatures. The cavity frequencies 𝜔𝜔𝑐𝑐 are normalized by Ω = 15 GHz.
C. Renormalization of the metallic free energy 𝛥𝛥𝐹𝐹𝑚𝑚 as a function of the temperature for different cavity frequencies above
and below resonance 𝜔𝜔𝑐𝑐 = Ω.

10. CONTROL OF DISSIPATIONS THROUGH CAVITY ELECTRODYNAMICS
In this section we discuss the Purcell effect scenario mentioned in the main manuscript, i.e. the possibility that
the changes in the critical temperature observed could be related to a cavity control of the dissipations,
analogously to the Purcell effect. In this scenario, the reshaping of the electromagnetic density of states at the
sample position due to the cavity electrodynamics could result in a modification of the sample’s thermal load
and subsequently of its temperature.
In order to estimate this effect, we proceed as indicated in Fig. S13(A). The sample is in thermal contact with
the cold finger through the membranes, but it is also in thermal contact with the external photon bath at TPH =
300 K. We assume that the thermal transfer from the cold finger to the sample depends only on the difference
between the cold finger temperature (TCF ) and the sample effective temperature (TS ). Conversely, we assume
that the thermal load on the sample due to the contact with the external photon bath is mediated by the cavity,
in analogy with the Purcell effect. Under these hypotheses we can write two rate equations describing
respectively the cavity-independent heat flow between the cold finger and the sample:
Q CF−S = 𝐾𝐾𝐶𝐶𝐶𝐶−𝑆𝑆 (𝑇𝑇𝐶𝐶𝐶𝐶 − 𝑇𝑇𝑆𝑆 ),

(10.1)

Q PH−S (𝜔𝜔𝑐𝑐 , 𝑄𝑄) = 𝐾𝐾𝑃𝑃𝑃𝑃−𝑆𝑆 (𝜔𝜔𝑐𝑐 , 𝑄𝑄)(𝑇𝑇𝑃𝑃𝑃𝑃 − 𝑇𝑇𝑆𝑆 ).

(10.2)

and the cavity-mediated heat transfer between the sample and the external photon bath:

In the previous equations 𝐾𝐾𝐶𝐶𝐶𝐶−𝑆𝑆 represents the cavity-independent coupling constant between the cold finger
and the sample, while 𝐾𝐾𝑃𝑃𝑃𝑃−𝑆𝑆 (𝜔𝜔𝑐𝑐 , 𝑄𝑄) the coupling constant between the sample and the photon bath, which
depends on the cavity geometry, i.e. on the fundamental frequency 𝜔𝜔𝑐𝑐 and on the quality factor 𝑄𝑄. The coupling
constant 𝐾𝐾𝑃𝑃𝑃𝑃−𝑆𝑆 (𝜔𝜔𝑐𝑐 , 𝑄𝑄) between the sample and the photon bath can be expressed as the joint density of states
of the solid 𝜌𝜌𝑆𝑆𝑆𝑆𝑆𝑆𝑆𝑆𝑆𝑆 (𝜔𝜔) and of the cavity 𝜌𝜌𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶 (𝜔𝜔𝑐𝑐 , 𝑄𝑄)(𝜔𝜔), with the latter multiplied by the Boltzmann
distribution at the photon bath temperature TPH = 300 K:
∞

𝐾𝐾𝑃𝑃𝑃𝑃−𝑆𝑆 (𝜔𝜔𝑐𝑐 , 𝑄𝑄) = � 𝑑𝑑𝜔𝜔 𝜌𝜌𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶 (𝜔𝜔𝑐𝑐 , 𝑄𝑄)(𝜔𝜔) 𝜌𝜌𝑆𝑆𝑆𝑆𝑆𝑆𝑆𝑆𝑆𝑆 (𝜔𝜔) 𝑒𝑒
0

−

𝜔𝜔
𝐾𝐾𝐵𝐵 𝑇𝑇𝑃𝑃𝑃𝑃 .

(10.3)

Considering a continuum broad domain wall mode centered at Ω = 15 GHz and with a spectral linewidth 𝛾𝛾 =
20 GHz (as for the free energy model in Section 9 of supplementary material), the solid density of state
associated to the domain wall fluctuations excitations can be expressed through the dielectric loss per unit
frequency as:
𝜌𝜌𝑆𝑆𝑆𝑆𝑆𝑆𝑆𝑆𝑆𝑆 (𝜔𝜔) =

𝛼𝛼′′(𝜔𝜔)
Ωγ𝜔𝜔
= α(0) 2
.
(𝜔𝜔 − Ω2 )2 + (𝛾𝛾𝛾𝛾)2
Ω

(10.4)

Conversely, the multimode cavity density of states takes the form:
+∞

𝜌𝜌𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶𝐶 (𝜔𝜔𝑐𝑐 , 𝑄𝑄)(𝜔𝜔) = �

𝑛𝑛=0

𝛾𝛾𝑐𝑐𝑐𝑐𝑐𝑐
,
(𝜔𝜔 − 𝑛𝑛𝜔𝜔𝑐𝑐 )2 + (𝛾𝛾𝑐𝑐𝑐𝑐𝑐𝑐 )2

(10.5)

where 𝛾𝛾𝑐𝑐𝑐𝑐𝑐𝑐 represents the linewidth of the bare cavity which is related to the quality factor 𝑄𝑄 by the relation
𝑄𝑄 = 𝜔𝜔𝑐𝑐 /𝛾𝛾𝑐𝑐𝑐𝑐𝑐𝑐 . The quality factor of the empty cavity is set by the experimental conditions (see Section 2 of the
supplementary material). In Fig. S13(B) we present a plot of the solid density of state and of the cavity density
of states multiplied by the Boltzmann distribution at the photon bath temperature TPH = 300 K.

Under stationary conditions the thermal flow from the cold finger to the sample Q CF−S equals the cavitymediated heat transfer between the sample and the photon bath Q PH−S (𝜔𝜔𝑐𝑐 , 𝑄𝑄). At equilibrium we can
subsequently calculate an effective sample temperature TS (𝜔𝜔𝑐𝑐 , 𝑄𝑄), which takes the form:

Fig S13: Cavity control of sample dissipations. A. Schematic representation of the thermal loads on the sample
determined by its coupling with the cold finger through the cavity-independent factor 𝐾𝐾𝐶𝐶𝐶𝐶−𝑆𝑆 and with the photon thermal
bath through the cavity-dependent factor 𝐾𝐾𝑃𝑃𝑃𝑃−𝑆𝑆 (𝜔𝜔𝑐𝑐 , 𝑄𝑄). B. Density of states of the solid (peaked at the domain wall mode
frequency Ω) and of the cavity (peaked at multiples of the fundamental mode 𝜔𝜔𝑐𝑐 ). The cavity density of states is multiplied
by the Boltzmann distribution at the temperature of the photon bath TPH = 300 K. C. Dependence of the differential
temperature (TCF − TS (𝜔𝜔𝑐𝑐 , 𝑄𝑄))/TCF as a function of the cavity frequency for different temperatures of the cold finger TCF .
D. Evolution of the differential temperature (TCF − TS (𝜔𝜔𝑐𝑐 , 𝑄𝑄))/TCF upon tuning the cavity frequency for different values
of the cavity-independent coupling constant 𝐾𝐾𝐶𝐶𝐶𝐶−𝑆𝑆 at a fixed cold finger temperature TCF = 80 K. The values of the cavityindependent constant 𝐾𝐾𝐶𝐶𝐶𝐶−𝑆𝑆 indicated in the legend have been normalized by 𝐾𝐾𝑃𝑃𝑃𝑃−𝑆𝑆 (𝜔𝜔𝑐𝑐 , 𝑄𝑄) evaluated at 𝜔𝜔𝑐𝑐 = Ω.

TS (𝜔𝜔𝑐𝑐 , 𝑄𝑄) =

𝐾𝐾𝑃𝑃𝑃𝑃−𝑆𝑆 (𝜔𝜔𝑐𝑐 , 𝑄𝑄)𝑇𝑇𝑃𝑃𝑃𝑃 − 𝐾𝐾𝐶𝐶𝐶𝐶−𝑆𝑆 𝑇𝑇𝐶𝐶𝐶𝐶
.
𝐾𝐾𝑃𝑃𝑃𝑃−𝑆𝑆 (𝜔𝜔𝑐𝑐 , 𝑄𝑄) − 𝐾𝐾𝐶𝐶𝐶𝐶−𝑆𝑆

(10.6)

The differential temperature between the cold finger and the sample (TCF − TS (𝜔𝜔𝑐𝑐 , 𝑄𝑄))/TCF as a function of
the cavity fundamental frequency is plotted in Fig. S13(C) for different cold finger temperatures. We note that
upon increasing the cavity frequency, i.e. by decoupling the electromagnetic active domain wall fluctuations
from the cavity fundamental mode, the model predicts an increase of the differential temperature
(TCF − TS (𝜔𝜔𝑐𝑐 , 𝑄𝑄))/TCF , consistent with a decrease of the effective temperature of the sample. This trend is
qualitatively consistent with what observed experimentally (Fig 4A), i.e. an increase of the effective critical
temperature upon cavity frequency increasing. As highlighted in Fig. S13(C), the cavity-mediated modification
of the sample-photon bath dissipations is more efficient when the temperature difference between the cold
finger and the photon thermal bath is larger. Moreover, we stress that the renormalization of the sample
effective temperature in the employed cavity frequency range scales with the cavity-solid joint density of states

𝐾𝐾𝑃𝑃𝑃𝑃−𝑆𝑆 (𝜔𝜔𝑐𝑐 , 𝑄𝑄), and hence with the total spectral weight within the solid absorption band 𝛼𝛼(0). In Fig S13(D)
we prove that the trend highlighted in Fig. S13(C) is qualitatively independent on the thermal coupling constant
between the sample and the cold finger 𝐾𝐾𝐶𝐶𝐶𝐶−𝑆𝑆 . A change in 𝐾𝐾𝐶𝐶𝐶𝐶−𝑆𝑆 in the employed cavity frequency range
acts only as a scaling factor of the cavity frequency trend. The results shown in Fig. S13(D) has been calculated
for a representative cold finger temperature TCF = 80 K. Moreover, we note that the renormalization of the
sample effective temperature induced by the cavity is more efficient when the thermal coupling between the
sample and the cold finger is smaller.
In conclusion, it is likely that in our setting the cavity electrodynamics both modifies the free energy of the
metallic phase as well as change the effective temperature of the sample. Further studies are needed in order
to disentangle the two effects and exploit them separately to control the properties of the light-matter hybrids.
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