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Graphical Abstract 

 

Highlights 

¶ Hydrogen (H) distribution in BZY, BZYC, and CZI was visualized using DTO and TIP 

¶ DTO promoted the uniform dissolution of tritium throughout the BZY sample 

¶ At 673ï873 K, tritium diffused deeper into BZY and BZYC than into CZI 

¶ The H solubility and diffusivity in CZI was lower than that of BZY and BZYC 

¶ The activation energy of H-diffusion for CZI was approximately double of that for BZY and BZYC 
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1 Abstract 

Proton-conducting oxides have potential applications in hydrogen sensors, hydrogen pumps, and other 

electrochemical devices including the tritium purification and recovery systems of nuclear fusion reactors. 

Although the distribution of hydrogen (H) in such oxide materials is an important aspect, its precise 

measurement is difficult. In the present study, the hydrogen solubility and diffusivity behavior of 

BaZr0.9Y0.1O2.95 (BZY), BaZr0.955Y0.03Co0.015O2.97 (BZYC), and CaZr0.9In0.1O2.95 (CZI) were studied using 

tritiated heavy water vapor i.e., DTO (~2 kPa, tritium (T) = 0.1%) by converting the photostimulated 

luminescence (PSL) values of the imaging plate (IP). The samples were exposed to DTO vapor at 673 K for 2 h 

or at 873 K for 1 h. The disc-shaped oxide specimens (diameter ~7.5 mm; thickness ~2.3 mm; theoretical 

density (TD) > 98 %) were prepared by conventional powder metallurgy. The IP images of the specimen 

surfaces of all the three materials T-exposed revealed that BZY showed the most uniform T distribution with the 

highest tritium activity. The cross-sectional T concentration profiles of the cut specimens showed that T diffused 

deeper into BZY and BZYC than into CZI. The hydrogen solubility and diffusivity in the CZI specimen were 

lower than that in the BZY and BZYC specimens. This suggested that barium zirconates were more favorable 

proton conductors than calcium zirconates.  

Keywords: Barium zirconate (BaZrO3); calcium zirconate (CaZrO3); photostimulated luminescence 

(PSL); tritium imaging plate, hydrogen solubility and diffusivity, fusion reactors materials.  

2 Introduction 

A closed deuterium-tritium (DT) fuel cycle is used in the international thermonuclear experimental reactor 

(ITER). Here, a minor portion of D and T is used as fuel while a major portion is ejected as He-purge gas. T and 

D  along with the He-purge gas passes through a hydrogen pump or an isotope separation system where it is 

purified to produce D and T that are reinjected as a fuel into the ITER fuel loop [1]. Proton-conducting oxides 

are potential materials for application in isotope separation systems [2ï7] where various unpurified gases like 

DTO, He, CD4, and CT4 are allowed to pass through the proton-conducting ceramics. When DC power is 

applied between the two electrodes in this system, purified DT, D2, and T2 are generated (Fig. 1) that may be 

re-used as fuel in the ITER fuel system [5ï7]. Therefore, proton-conducting oxides are vital for tritium 

purification and recovery in the hydrogen sensors and hydrogen pumps of fusion reactors [3,4,7,8]. 

 

Fig 1. Schematic of the D-T purification system where proton-conducting oxide materials are used in isotope 

separators.  

It is important to understand the solubility and internal diffusivity of hydrogen in proton-conducting oxides 

to promote the practical utilization of these materials as functional materials in fusion reactors [9ï12]. Despite 

our previous studies on the hydrogen solubility and diffusivity behaviors of seven rare-earth oxide materials [9], 

the limited and scattered data for other oxide materials makes it difficult to precisely measure the hydrogen 

behavior. Tritium tracer methods like the tritium imaging plate (TIP) technique are powerful tools to not only 
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measure the hydrogen concentration but also clarify the hydrogen distribution behavior in oxide materials [10ï

13]. The objective of this study was to obtain the hydrogen solubility and diffusivity data by converting the 

photostimulated luminescence (PSL) intensity of the imaging plate (IP). The IP images were used to visualize 

the distribution of the hydrogen isotopes in the proton-conducting oxides to determine the possible applications 

of these materials in fusion reactors. 

Perovskite oxides are lattice defect-type proton-conducting oxides that have the potential for applications 

in fusion reactors due to their high-temperature operational capabilities [14ï16]. Barium zirconate (BaZrO3) and 

calcium zirconate (CaZrO3), among multiple perovskite oxides, are potential materials for applications in fusion 

reactors due to their high chemical stabilities, proton conductivities, hydrogen pumping abilities, tritium 

recovery efficiencies, and hydrogen sensing capabilities [17ï28]. The proton conductivities of BaZrO3 and 

CaZrO3 can be increased by partially substituting the Zr component with trivalent cations (Y3+, In3+, Yb3+, and 

Gd3+). Y3+-doped BaZrO3 (BaZr1-xYxO3-Ŭ) exhibits the highest proton conductivity [29] that can be further 

increased by increasing the doping amount of Y up to x = 0.2 i.e., 20% [30,31]. In BaZrO3, the replacement of 

two Zr4+ ions with two Y3+ ions generates an oxygen vacancy (Fig. 2(a)). These oxygen vacancies increase the 

proton conductivities of the yttrium-doped barium zirconates. Some research groups have investigated the 

possible applications of 10% Y-doped [18,32,33], 15% Y-doped [34], and 20% Y-doped [35] BaZrO3 as 

electrolyte materials for hydrogen sensors and hydrogen pumps. The poor sinterability of yttrium-doped barium 

zirconates necessitates the addition of sintering aids to enhance the grain growth [36,37]. The sinterability and 

catalytic activity in BaZr1-xYxO3-Ŭ can be increased by partially substituting the Zr components with 3d transition 

metals like Fe, Co, and Ni [38,39]. M. Tanaka and T. Ohshima [21] proposed the co-doping of BaZrO3 with Y 

and Co to form BaZr0.955Y0.03Co0.015O3īŬ that has the potential for applications in fusion reactors due to its 

excellent hydrogen pumping capabilities at intermediate temperatures (700 K). CaZrO3 exhibits high proton 

conductivity and excellent electrochemical properties when the Zr component is partially substituted with 10% 

In3+ [40ï42]. CaZrO3 doped with In possesses high chemical stability and sinterability [43,44]; furthermore, its 

mechanical strength, density, and thermal shock resistance is higher than that of other protonic conductors. 

Therefore, In-doped CaZrO3 is a potential candidate material for hydrogen sensors, tritium monitors, tritium 

pumps, and tritium recovery in fusion reactors [19,20,22ï28,45ï47]. 

 

Fig 2. (a) Schematic of the generation of an oxygen vacancy by the substitution of two Zr4+ ions with two Y3+ 

ions in perovskite BaZrO3, a proton-conducting oxide, to form BaZr1-xYxO3-Ŭ. (b) Surface view of the sintered 

BZY, BZYC, and CZI samples after mirror polishing and (c) cross-sectional (inside) view of the sintered BZY, 

BZYC, and CZI samples after cutting. 

Therefore, we selected the Y- and Co-doped barium zirconates (BaZr0.9Y0.1O2.95 and 

BaZr0.955Y0.03Co0.015O2.97) and the In-doped calcium zirconate (CaZr0.9In0.1O2.95) as the specimens for this study. 

A detailed comparison of the hydrogen (tritium) behavior in the barium and calcium zirconates was presented in 

this study. We described the procedure to calculate the hydrogen solubilities from the PSL values of the IP 

through comparisons with the ART-123A tritium standard. We also described the procedure to calculate the 

hydrogen diffusivities from the tritium concentration profile of the cross-sectional IP images.  
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3 Experimental 

3.1 Sample preparation 

Calcined powders of BaZr0.9Y0.1O2.95 (BZY), BaZr0.955Y0.03Co0.015O2.97 (BZYC), and CaZr0.9In0.1O2.95 (CZI) 

(TYK Corporation, Japan) were used as the raw materials. The sintered pellets of BZY, BZYC, and CZI were 

prepared by a solid-state reaction method [9,13,48ï50]. 0.7 g of these powders was uniaxially compressed (load 

= 0.5 ton) in molds (diameter = 10 mm) to form disk-shaped samples. These disk-shaped samples were placed in 

a rubber tube and subjected to cold isostatic pressing (200 MPa). The samples were loaded into an alumina tube 

furnace with a molybdenum (Mo) heater and sintered at 1913 K for 20 h in an air atmosphere. The diameter and 

thickness of the sintered samples were approximately 7.5 mm and 2.7 mm, respectively. The apparent densities 

of the sintered samples were more than 98% of the theoretical density. X-ray diffraction (XRD) analysis 

confirmed the single phase of the cubic structure for all the sintered samples. The surfaces of the sintered 

samples were wet-polished with waterproof SiC abrasive papers and finished by mirror polishing. The diameter, 

thickness, and weight of the polished samples were approximately 7.5 mm, 2.0ï2.3 mm, and 0.6 g, respectively. 

The surface and cross-sectional views of the polished samples are shown in Figs. 2(b) and (c), respectively.  

3.2 Tritium exposure 

The BZY, BZYC, and CZI samples were exposed to T-D water vapor or DTO vapor to facilitate the 

absorption of tritium into the samples. Fig. 3 shows a schematic view of the DTO-exposure apparatus at the 

Hydrogen Isotope Research Center (HIRC) of the University of Toyama. The experiment was performed using 

DTO vapor with a tritium concentration of 0.1 %. To initiate DTO exposure, the polished samples were placed 

in a quartz tube, and the inside of the apparatus was evacuated to approximately 10-7ï10-8 Torr using a rotary 

pump and a turbo molecular pump. The impurities on the surfaces of the samples were removed by vacuum 

annealing at 1273 K for 1 h before DTO-exposure. Thereafter, the samples were kept at a predetermined 

temperature (673 K or 873 K). The sealed vacuum apparatus was filled with DTO vapor that was injected at 10 

Torr. Tritium was dissolved in the sample after a predetermined exposure time (1 h or 2 h). The quartz tube 

containing the samples was quenched with room-temperature water after the DTO-exposure was completed to 

allow the dissolution of tritium in the samples. The DTO vapor that was remaining in the line was recovered by 

cooling the outside of the DTO tube with liquid N2. Subsequently, the sample was removed. The distribution of 

tritium was observed by an imaging plate technique [10].  

 

Fig 3. Schematic of the partially tritiated deuterium vapor i.e., DTO (T = 0.1%, ~2 kPa) exposure apparatus at 

the Hydrogen Isotope Research Center, University of Toyama, Japan. Here, the vacuum lines were evacuated 

(~10-5 Pa) by a rotary pump and turbomolecular pump before the sample was subjected to DTO-exposure. 
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3.3 Tritium imaging plate technique  

The imaging plate technique can be used to observe and quantitatively measure the radiation distribution 

using the PSL phenomenon of IPs. IPs are highly sensitive two-dimensional integral radiation detectors that 

possess an excellent linear responsiveness to radiation doses and a high position resolution. In this study, TR2010 

(Fujifilm Inc., Japan) and FLA 7000 (Fujifilm Inc., Japan) were used as an imaging plate and IP reader, 

respectively. Since the tritium is considered to be the radiation source, the technique is called the tritium imaging 

plate (TIP) technique. Tritium emits a low-energy beta ray with a maximum and average energy of 18.6 keV and 

5.7 keV, respectively. Since the range of the beta rays in condensed materials is low, its radiation energy is 

adsorbed by the photostimulable phosphor materials of the IP. Eu-doped barium fluorohalide (BaFX:Eu2+ (X= Cl, 

Br, I)) is the major materials of an IP where the PSL phenomenon is used to measure the tritium. Fig. 4 shows a 

schematic of the TIP technique to illustrate the principle of PSL. When the BaFX:Eu2+ (X= Cl, Br, I) crystals 

adsorb the radiation energy of beta rays, few electron-hole pairs are produced. The stability of the electrons and 

holes contributes to the PSL phenomenon. The tritium-exposed IP was illuminated by a He-Ne laser light. This 

stimulating light was used to read the information on the emission position and emission intensity. Thus, the 

emission was detected as PSL. 

 

Fig 4. A schematic representation of the tritium imaging plate (TIP) technique showing the (a) IP exposure for 

the surface of the DTO-exposed sample, (b) IP exposure for the cross-section of the cut sample, (c) ɓ-ray 

irradiation from tritium that is dissolved in the DTO-exposed sample to the IP, and (d) the mechanism of reading 

the IP information by laser irradiation. 

3.4 Measurement of the hydrogen distribution at the surface and 

cross-section by IP 

To capture the IP images, the surfaces of the tritium-exposed samples were placed on the IP (Fig. 4(a)) and 

stored inside a dark cassette for 1 h. The surfaces of the samples were polished and cut into two halves 

afterwhich their IP images were obtained. The cross-sections of the cut samples were placed on the IP (Fig. 

4(b)) and exposed to the beta rays for 17 h. The exposure of the IP to the beta rays emitted by the tritium in the 

specimen is called lithographic exposure (Fig. 4(c)). The IP reader with red He-Ne laser light (ɚ= 650 nm) was 

used to analyze the quantity and distribution of the beta rays. The phosphor released its accumulated radiation 

energy by the PSL phenomenon in the form of blue light (ɚ= 390 nm) (Fig. 4(d)). The two-dimensional 

distribution and the incident dose irradiated from the source were determined as the emission position (the 

spatial resolution of FLA 7000 was 25 mm) and the emission intensity (PSL), respectively. The IP reader 

provided color images of the emission position and emission intensity. The PSL value was denoted as an 

arbitrary unit of the radiation dose; furthermore, it was proportional to the product of the time of lithographic 

exposure and the radioactivity of the specimen on the TIP. It was concluded that a high fluorescence intensity of 

PSL represented a high concentration of tritium. 
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4 Calculations 

4.1 Conversion of the PSL value to the hydrogen solubility 

The tritium activity in the sample was expressed as the PSL intensity (PSL/mm2Ͻsec). The PSL value of the 

standard sample varied with the IP measurement conditions, environmental conditions, and the IP sheet. 

Therefore, the conversion coefficient was calculated from the PSL value of the standard sample that was placed 

on the same IP sheet during the IP exposure. The procedure to calculate this conversion coefficient is described 

in this section. 

As aforementioned, the IP was irradiated with beta rays that were emitted by the tritium in both the 

ART-123A standard and the oxide samples. Therefore, it was necessary to know the range of beta rays that were 

irradiated from the near-surface of the oxide sample and the tritium standard sample to calculate the amount of 

hydrogen. The range of beta rays of various energies in metals and ceramics was estimated by using Eqs. 1ï3 

that were formulated by Gledhill [51]: 

 ὼ ÌÏÇὉȠ   ύὬὩὶὩ πȢρ Ὁ ρππ ËÅ6 (1) 

 ώ ÌÏÇὙ  (2) 

 ώ υȢρ ρȢσυψὼ πȢςρυὼ πȢπτσὼ     (3) 

Here, Ὁ is the energy of the rays (in keV) and Ὑ is the practical range (in g/cm2). Ὁ was considered to 

be 18.6 keV that is the maximum energy of the rays emitted by tritium. The densities of the prepared BZY, 

BZYC, and CZI samples were 6.1 g/cm3, 6.16 g/cm3, and 4.68 g/cm3, respectively. The range of the beta rays in 

BZY, BZYC, and CZI was estimated to be 1.3 mm, 1.2 mm, and 1.6 mm, respectively, using the Eqs. 1ï3. 

The values in PSL/mm2 were converted to PSL/cm3Ͻsec by considering the [3H] standard beta ray range as 

8.3 mm (Table 1). The ART-123A [3H] standard sample was made of a polymer material of unknown density. 

We assumed the bulk density of the tritium standard sample to be 0.92 g/cm3; subsequently, the radioactivity 

values (Fig. 5) in mCi/g were converted to Bq/cm3 (Table 2). The average radioactivity of the [3H] standard was 

estimated to be (7.71 Ñ 0.08) Ĭ104 Bq·sec/PSL (Tables 1 and 2). This average value was used as a proportional 

coefficient to convert the PSL value of the samples into radioactivity to derive the amount of tritium and the 

hydrogen solubility. 

Table 1. Conversion of the PSL/mm2 values of the seven levels of the ART-123 [3H] standard to PSL/cm3Ͻsec. 

ART-123A [3H] PSL/mm2 PSL/cm3Ͻsec 

Level-1 1738 3.38 x 103 

Level-2 871 1.69 x 103 

Level-3 466 9.07 x 102 

Level-4 228 4.44 x 102 

Level-5 111 2.16 x 102 

Level-6 54 1.05 x 102 

Level-7 30 5.84 x 101 

 

Table 2. Conversion of the ɛCi/g values of the seven levels of ART-123 [3H] to Bq/cm3. 

ART-123A [3H] ɛCi/g Bq/cm3 

Level-1 7390 2.52 x 108 

Level-2 3830 1.30 x 108 

Level-3 2000 6.81 x 107 

Level-4 1000 3.40 x 107 

Level-5 489 1.66 x 107 

Level-6 243 8.27 x 106 

Level-7 138 4.70 x 106 
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Fig 5. Polymer material-based ART-123A [3H] standard sample on a glass substrate and its radioactivity values 

along with the corresponding IP images. 

The BZYC sample was exposed to tritium at 673 K for 2 h. The IP measurements of this sample were 

performed simultaneously with that of the standard sample. The average PSL value near the surface of the 

BZYC sample was 3.10Ĭ102 PSL/cm3Ͻsec. This value was multiplied with the constant of proportionality to 

obtain the radioactivity in Bq. 

σȢρπρπ 03,ȾÃÍϽÓÅÃ χȢχρρπ "ÑϽÓÅÃȾ03,ςȢσωρπ"ÑȾÃÍ 

The radioactivity was converted to the number of tritium moles using the radioactivity half-life formula 

given in Eq. 4. 

 
ὃ  ὔ 

ÌÎ ς

ὸȾ
 

(4) 

Here, ὃ  is the radioactivity in Bq, ὔ is the number of tritium moles (T), ὸȾ is the half-life of 

tritium i.e., 12.32 years. The number of tritium moles per Bq was calculated to be 5.61Ĭ108 T/Bq. Therefore, 

ςȢσωρπ "ÑȾÃÍ υȢφρρπ 4Ⱦ"Ñ ρȢστρπ 4ȾÃÍ 

Furthermore, the T/D ratio in the tritiated heavy water (DTO vapor) that was used in this experiment was 

considered to be Ḑ10-3. 

ρȢστρπ 4ȾÃÍ ρπ ρȢστρπ $ȾÃÍḙ ρȢστρπ (ȾÃÍ 

The amount of oxide moles per unit volume of BZY (density = 6.1 g/cm3; molecular weight = 275.72 

g/mol) was calculated to be 2.21 Ĭ 10-2 mol/cm3. The Avogadro number (6.02 Ĭ 1023) was used and the number 

of oxide moles (M) per unit volume of BZY was calculated to be 1.33 Ĭ 1022 M/cm3. Thus, the total number of 

hydrogen moles per unit volume was calculated to be ρȢστρπ (ȾÃÍ ḙ 1.01 Ĭ 10-3 H/M. This value 

represented the solubility of hydrogen in the BZY oxides at 673 K after 2 h of DTO-exposure. Therefore, the 

number of dissolved hydrogen moles in per mole of the BZY oxides was 1.01 Ĭ 10-3. We calculated the 

hydrogen solubilities for all the samples from the PSL/mm2 values of the IP images (Figs. 6 and 7) by following 

the abovementioned procedure.  
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Fig 6. (Left) IP images of the outer surfaces (sides 1 and 2) of the BZY, BZYC, and CZI samples for different 

DTO-exposure conditions (673 K, 2 h and 873 K, 1 h). (Right) IP images for the tritium standard of ART-123A 

along with the corresponding radioactivity values. The color bar in the inset shows the tritium concentration. 

The IP exposure was carried out for 1 h at room temperature (298 K). 

 

Fig 7. (Left) IP-images of the cross-sections (sides 1 and 2) of the cut BZY, BZYC, and CZI samples for 

different DTO-exposure conditions (673 K, 2 h and 873 K, 1 h). (Right) IP images for the tritium standard of 

ART-123A. The IP exposure was carried out for 17 h at room temperature (298 K). 

4.2 Calculation of the hydrogen diffusivities from the IP image 

The hydrogen diffusivities of the tritium-exposed samples were determined from the tritium concentration 

distribution profile obtained from the IP images. To explain the process of calculating the diffusivity from the 

cross-sectional tritium concentration distribution, we considered the CZI sample that was exposed to DTO at 

873 K for 1 h. Fig. 8(a) shows the cross-sectional PSL intensity distribution for the CZI sample, and Fig. 8(b) 


