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An efficient mass sensor based on exceptional points (EPs), engineered under synthetic magnetism
requirement, is proposed. The benchmark system consists of an electromechanical (optomechanical)
system where an electric (optical) field is driving two mechanical resonators which are mechanically
coupled through a phase-dependent phonon-hopping. This phase induces series of EPs once it
matches the condition of π

2
(2n+1). For any perturbation of the system, the phase-matched condition

is no longer satisfied and this lifts the EP-degeneracies leading to a frequency splitting that scales
as the square root of the perturbation strength, resulting in a giant sensitivity-factor enhancement.
Owing to the set of EPs, our proposal allows multiple sensing scheme and performs better than its
anti-PT-symmetric sensor counterpart. This work sheds light on new platforms that can be used
for mass sensing purposes, opening up new opportunities in nanoparticles or pollutants detection,
and to water treatment.

I. INTRODUCTION

Sensing is one of the most important technological ap-
plication of electromagnetism. Sensor applications im-
pact our daily life and they cover versatile platform
including viruses or nanoparticles-like mass detection
[1], environmental pollution [2], temperature sensor [3],
biosensors [4], salinity detection and water treatment [5–
7]. Owing to these practical implications of sensing, it
is crucial to seek for a sensitivity improvement. A lot
of attention has been recently paid to exceptional points
(EPs), which are non-Hermitian singularities where the
eigenvalues and their corresponding eigenstates coalesce.
These interests have been raised due to the counter-
intuitive features and intriguing effects happening at the
vicinity of EPs. Among them are stopping light [8],
loss-induced suppression and revival of lasing, pump-
induced lasing death, unidirectional invisibility [9], col-
lective phenomena [10, 11], and sensors. The interest to
non-Hermitian sensors lies on the topological feature at
the EP which induces sensitivity enhancement resulting
from the frequency splitting that exhibits a square-root
dependency on a small perturbation [12]. This excep-
tional point sensitivity has been investigated in differ-
ent fields including optics [13, 14], plasmonic [15], elec-
tronics [16–19], mechanics [20], and optomechanics [21].
Experimental comparison between optical sensor based-
EP and on Diabolic Point (DP), that is the conventional
hermitian degeneracy, has been put forwards in [14, 15],
while a sensitivity enhancement at the higher order EP
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has been demonstrated in [13]. A practical electronics
EP-microsensor has been successfully implemented on a
rat skin in [17], and a better wireless sensing response
has been recorded and compared to the conventional ap-
proach based on DP. Despite the different aspects of these
systems, what is common to them is the EP engineer-
ing approach which for most of them request amplifica-
tion mechanism (gain) which is detrimental for sensing
at the quantum level. Hencefore, engineering EPs with-
out gain requirement has become a scrucial key to better
sensing. To overcome this limitation, Anti Parity Time
(APT) symmetry [22] and artificial/synthetic magnetic
field have been put forwards as mechanisms to engineer
EPs in passive systems. Different approaches to create
artificial magnetic field have been proposed for specific
purposes such as non-reciprocal and topological bosonic
transport [23–26], heating-resistant ground-state cooling
[27], and dark-mode breaking induced noise-tolerant en-
tanglement [28].

In this work, we propose a sensitivity enhancement of
sensor based-EP that is engineered via synthetic mag-
netism. Our benchmark system consists of two me-
chanical resonators mechanically coupled, and driven
by a common optical or electrical signal. This system
supports a phase-dependent phonon-hopping interaction
(e.g. a phase modulation of the mechanical coupling
strength), which is introduced to create synthetic gauge
fields. In contrast to the aforementioned sensors, the
sensors based on synthetic magnetism do not require an
amplification mechanism which is usually a tricky task
in experiment. Beside on getting rid of this amplification
process, we have shown that this new class of sensors
perform better than the passive APT-symmetric sensors.
Therefore, the presented approach of sensing gives new
insights to improve sensitivity and opens up new oppor-
tunities for sensor applications.

This work is organized as follows. In Sec. II, the model
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and its dynamical equations up to the EP features are
described. Section III is devoted to the sensitivity based
on synthetic magnetism feature, and Sec. IV concludes
the work.

II. MODELLING AND DYNAMICAL
EQUATIONS

Our benchmark system is an electromechanical system
where two mechanically coupled mechanical resonators
are driven by a common electrical field generated from
a LC− oscillator as shown in Fig. 1a. The mechanical
coupling rate Jm between the two mechanical resonators
is modulated through a phase θ, which is introduced to
create synthetic gauge fields [28]. The same circuit can
be modelled in an optomechanical system [23] as shown
in Fig. 1b. In the rotating frame of the driving fields

FIG. 1: (a) Electromechanical system where two mechani-
cally coupled mechanical resonators are driven by a common
electrical field from a LC−oscillator. (b) An optomechanical
equivalent system as in (a), where the yellow dot represents
a small perturbation. The mechanical coupling rate Jm is θ
phase-dependent.

(ωp), the Hamiltonian (} = 1) describing this system is

H = HOM +Hint +Hdrive +Hκ +Hγ , (1)

where

HOM = −∆a†a+
∑
j=1,2

(
ωjb
†
jbj − gja

†a(b†j + bj)
)
, (2)

Hint = Jm(eiθb†1b2 + e−iθb1b
†
2), (3)

Hdrive = i
√
καin(a† + a). (4)

where HOM , Hint and Hdrive are the optomechanical,
phonon-hopping interaction and the driving Hamilto-
nian, respectively. In Eq.(1), Hκ (Hγ) is the Hamilto-
nian capturing the optical (mechanical) dissipation. The
variables a and bj are the annihilation bosonic field op-
erators describing the optical and mechanical resonators,
respectively. The mechanical displacements xj are con-
nected to the operators bj as xj = xZPF (bj + b†j), where

xZPF =
√

}
2mωj

is the zero-point fluctuation amplitude

of the mechanical resonator with ωj the mechanical fre-
quency of the jth resonator. The frequency detuning be-
tween the driving (ωp) and the cavity (ωcav) is defined
by ∆ = ωp−ωcav. The driving strength is defined by αin

and gj is the optomechanical coupling. From the Heisen-
berg’s equation Ȯ = i[H,O] +N , where O ≡ (a, bj) and
N ≡ (ain, binj ) the related noise operators, the quantum
Langevin equations (QLEs) of our system read,
ȧ =

(
i
(

∆−
∑
j=1,2 gj(b

†
j + bj)

)
− κ

2

)
a+
√
καin +

√
κain,

ḃ1 = −(iω1 + γ1
2 )b1 − iJmb2eiθ − ig1a

†a+
√
γ1b

in
1 ,

ḃ2 = −(iω2 + γ2
2 )b2 − iJmb1e−iθ − ig2a

†a+
√
γ2b

in
2 .

(5)
These noise operators N ≡ (ain, binj ) have zero mean
and are characterized by the following autocorrelation
functions [29],

〈N (t)N †(t′)〉 = (nν + 1)δ(t− t′), (6)

〈N †(t)N (t′)〉 = nνδ(t− t′), (7)

with nν ≡ (nth, na), where nth = exp(
}ωj

kBT − 1)−1 and
na = 〈ain†ain〉.

In this work, we are interested on the blue-sideband
resonance where ∆ = ωm, with ωm = ω1. The sensitiv-
ity performance of our proposed sensor is investigated by
computing the eigenvalues of the effective mechanical sys-
tem which allows us to identify the EP. To achieve that,
we need to linearize the QLEs given in Eq.(5) and then
integrate the optical field out of the resulted system. The
linearization process consists of splitting the field opera-
tors as O = 〈O〉+δO, where 〈O〉 is the coherent complex
part of the operator and δO its related fluctuation. The
linearized dynamics (See details in Appendix A) can be
treated by moving into another interaction picture by
introducing the following slowly varying operators with
tildes, δa = δãei∆̃t and δbj = δb̃je

−iωjt where ∆̃ is the
effective detuning defined in Appendix A. In the limit of
ωj � (Gj , κ) with Gj = gj〈a〉, the rotating wave approx-
imation can be invoked, and we can obtain the following
equations:

δ ˙̃O = −MδÕ +
√

KδÑ (8)

where the matrix M is given by,

M =

 κ
2 iG1 iG2

iG∗1
γ1
2 iJme

iθ

iG∗2 iJme
−iθ γ2

2

 , (9)

and the noise coefficients are K = (κ, γ1, γ2)T. Here-
after, and without loss of generality, we will assume that
the optomechanical coupling strengths G1 and G2 are
positive real numbers and will be set to be equal, i.e.,
G1 = G2 = G. Under the condition κ� (G, γj) which is
satisfied in our investigation, one can adiabatically elim-
inate the cavity field in Eq.(8), and this leads us to the
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effective dynamical system for the two mechanical res-
onators (See details in Appendix A),

i∂tψ = Heffψ, (10)

with ψ = (δb1, δb2) and the effective Hamiltonian given
by,

Heff =

(
ω1 − i

2 (Γ + γ1) Jme
iθ − iΓ

2
Jme

−iθ − iΓ
2 ω2 − i

2 (Γ + γ2)

)
, (11)

where the optomechanical induced damping is defined as
Γ = 4G2

κ . The eigenvalues of the Hamiltonian given in
Eq.(11) are,

λ± =
1

2
(ω1 + ω2) +

i

4
(γ1
eff + γ2

eff )± σ

4
, (12)

where γjeff = Γ + γj and the quantity σ is defined as,

σ =
√
χ− 16iJmΓ cos θ, (13)

with χ = (2∆ω + i∆γ)2 + 16J2
m − 4Γ2, ∆ω = ω1 − ω2

and ∆γ = γ1
eff − γ2

eff . From these eigenvalues, the
eigenfrequencies and eigendampings of the system are
defined as being the real (ω± = <(λ±)) and imaginary
(γ± = =(λ±)) part of λ±, respectively. At the EP, both
these pairs of frequencies and dampings coalesce, i.e.,
ω− = ω+ and γ− = γ+, which means that σ = 0. This
condition on σ can be fulfilled in our proposal by tuning
the driving field or the phase θ. For a proof of concept
of the proposed sensor based on synthetic magnetism EP
engineering, we assume in the next section that the two
mechanical resonators are slightly nondegenerated allow-
ing us to not be limited by the constraints related to the
microfabrication variability.

III. SENSITIVITY ENHANCEMENT
THROUGH SYNTHETIC MAGNETISM

The efficiency of our sensor sensitivity depends on the
spectrum splitting at the EP once our system is per-
turbed. The perturbation can be a nanoparticule that
has landed on the system or any mass deposition that is
able to perturb the spectrum of our system. Therefore,
we need to localize the EP before looking into our sensor
feature. By assuming at first that γ1 = γ2 = γm and
that there is no direct coupling between the mechanical
resonators (Jm = 0) for instance, σ reduces to,

σ = 2
√

∆ω2 − Γ2, (14)

leading to an exceptional point at Γ = ∆ω, that is a result
of an anti-PT symmetric character of our system coming
from the dissipative coupling induced by the cavity [27].

By turning on the phonon-hopping coupling (Jm 6= 0),
this EP is shifted to Γ =

√
∆ω2 + 4J2

m providing that

FIG. 2: (a) Eigenfrequencies and (b) eigendampings of the
system in the presence of the synthetic magnetism. The
parameters used are ω1 = ωm, ω2 = (1 + 5 × 10−4)ωm,
κ = 7.3 × 10−2ωm, ∆ = ωm, g = 1.077 × 10−4ωm, γ1 =
1.077 × 10−5ωm, γ2 = γ1, Jm = 2 × 10−4ωm and θ = π

2
.

FIG. 3: Eigenfrequencies versus θ, where we can see the EPs
engineered through the phase modulation at π

2
(2n+ 1). The

parameters used are the same as before, and the driving field
amplitude corresponds to the EP (αin ∼ 117[ω

1/2
m ]) shown in

Fig. 2.

θ = π
2 (2n + 1) with n being an integer. In Fig. 2, we

have depicted the eigenfrequencies (Fig. 2a) and eigen-
damping Fig. 2b of our system for Jm 6= 0, and they both
coalesce at the EP. In order to show the θ-dependence of
the eigenvalues, we have sketched in Fig. 3 the eigen-
frequencies versus the phase and it can be seen that the
EP happens at θ = π

2 (2n + 1). To gain insight into our
sensor feature, we assume that a mass (see the yellow
dot in Fig. 1b for instance) has been deposited on the
system. This mass will act as a perturbation on our sys-
tem that will lift the degeneracy at the EP as shown in
Fig. 4. Since our investigation is focused on the synthetic
magnetism effect, we assume that this perturbation has
mainly induced a phase-shift on our system. Therefore,
the perturbed eigenvalues spectrum will depend on θ±δθ
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instead, where δθ is the phase shift resulted from the per-
turbation. Such a perturbation has led to the splitting
shown in Fig. 4a where the perturbation has been intro-
duced at the EP corresponding to n = 0 (θ = π

2 ). The
related sensitivity is captured in Fig.4b where the high-
est splitting shown by the peak at the EP reveals the
efficiency of our proposed sensor. Moreover, the same
sensitivity can be figured out when the EPs appearing
for n 6= 0 are perturbed as shown in Fig. 5, where Fig.
5a shows the splitting and Fig. 5b its related sensitivity.
It can be seen that such a sensor can be used for detection
at more than one EP, and such a feature may be interest-
ing for multiple sensing scheme when several deposited
masses have induced different perturbation strength. For
quantification purpose, a perturbation strength of ε acts
on the phase as θ = π/(2± ε) ∼ π

2 (1± ε) which lead the
phase shift of δθ = ±επ2 . This phase shift acts on the
eigenvalues given in Eq.(12) as,

λδθ± =
1

2
(ω1 + ω2) +

i

4
(γ1
eff + γ2

eff )

± 1

4

√
χ− 16iJmΓ(cos θ − δθ sin θ). (15)

We stress that this perturbation may also affects the opti-
cal dampings, but for the sake of a qualitative discussion
and since the corresponding variations are very small,
they were neglected in our analysis. To quantitatively
give sense to the simulated results depicted in Figs. (4
and 5), we define the sensitivity as the absolute value of
the frequency shift of an eigenfrequency from its refer-
ence signal, that is <(∆λ±) ≡ <(λδθ± − λ±). Owing to
the high sensitivity at the EP (see the high peaks in Figs.
(4 and 5), the related splitting of the eigenvalues can be
deducted as (see Appendix B),

∆λEP± = ± (1 + i)

2

√
2δθJmΓ, (16)

which shows that there is no splitting at the EP for δθ = 0
as expected. Once the system is perturbed (δθ 6= 0),
Eq.(16) reveals that the eigenfrequencies experience the
same splitting (<(∆λ−) = <(∆λ+)) as it can be seen in
Figs. 4. Another feature revealed from Eq.(16) is that
the splitting at the EP scales as the square root of the
strength of the perturbation (∝ δθ1/2), in stark contrast
with the linear dependence for the conventional sensors
[21]. Owing to this complex square-root topology, the EP
sensors perform better in detecting small mass deposition
compared to the conventional ones as it can be seen in
Fig. 6 where both the sensitivity and the enhancement
factor are shown. The enhancement factor is defined from
Eq.(16) as,

η ≡
∣∣∣∣<(∆λEP )

δθ

∣∣∣∣ =

√
JmΓ

2δθ
. (17)

For comparison purposes, we have considered two other
cases where the phase θ is not perturbed. The first one
is the anti PT-symmetric sensor case (Jm = 0), where

FIG. 4: (a) Eigenfrequencies splitting and (b) the resulted
splitting after a perturbation (see dashed curve in (a)). The
parameters used are the same as in Fig. 2, and the perturba-
tion strength is ε = 0.2.

the perturbation will induce a change on the resonator
quality factor (Qj =

ωj

γj
) rather than on the phase. The

second case is when the two mechanical resonators are
coupled (Jm 6= 0), but the splitting is likewise induced
by the quality factor perturbation. These two cases to-
gether with the phase shift perturbation are compared
in Fig. 6 for the sensitivity and enhancement factor
respectively. In Fig. 6a, it can be seen a great im-
provement of the sensitivity when the phase is perturbed
(full curve) as compared to the cases where the qual-
ity factor (the damping rate for instance) is perturbed.
Moreover, regarding the cases where the quality factor
is perturbed (dot-dashed and dashed curves), Fig. 6a
reveals that the anti-PT-symmetry sensor (dot-dashed
curve) has less sensitivity than the sensor operating at
the EP engineered under synthetic magnetism condition
which is not phase-perturbed (dashed curve). This fea-
ture reveals that phase perturbation has a profound im-
pact on our sensor which in turn points out the sensing
efficiency when operating under synthetic magnetism re-
quirement. This sensing scheme based on EP which does
not require a gain for amplification offers new opportu-
nities to enhance sensing. Furthermore, Fig. 6b shows
the enhancement sensing factor versus the perturbation
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FIG. 5: (a) Eigenfrequencies and (b) the resulted splitting
versus θ after a perturbation (ε = 0.5). The parameters used
are the same as in Fig. 2. The driving field amplitude of
the dashed curve in Fig. 5a is αin = 115[ω

1/2
m ], and it shows

how the EP can be lifted when the field amplitude is not well
tuned. (b) shows the possibility of multiple detection at the
different EP.

strength. It can be seen a giant sensing enhancement un-
der the phase-perturbation approach as aforementioned
in Fig.6a. As the strength of the perturbation increases,
one observes that the enhancement factor η decreases.
For strong-enough perturbation, η evolves toward a limit
bounded by the other two cases where the quality factor
is perturbed. More importantly, the η behaviour shows
how greatly our sensor performs for weak perturbation
strength, proving the efficiency of the EP sensor in de-
tecting small particles, and diverse pollutants.

IV. CONCLUSION

We have investigated sensor sensitivity based on ex-
ceptional points engineered under synthetic magnetism
requirement. One advantage with this approach is to
operate without a requirement of amplification gain,
which substantially makes experimental tasks easier. Our
system can be thought as an electromechanical (op-
tomechanical) system where an electric (optical) field

FIG. 6: (a) Sensitivity at the exceptional point versus the
strength of the perturbation ε. (b) Enhancement factor η
versus ε. It can be seen that for weak perturbation our pro-
posed sensor performs better, and this performance decreases
as the perturbation increases. Also, the sensor under syn-
thetic magnetism is more efficient than the two other cases
(see dashed and dash-dotted curves in (a) and (b)).

is driving two mechanical resonators which are me-
chanically coupled through a phase-dependent phonon-
hopping rate. We have shown that this phase induces
series of EPs, which happen at the phase-matched con-
dition of π

2 (2n + 1). When there is no direct coupling
between the two mechanical resonators, our system still
hosts an EP owing to an anti-PT-symmetry feature com-
ing form the dissipative coupling induced by the cav-
ity. Owing to that, two perturbation schemes have been
pointed out during our investigation, one related to the
quality factor and the other one by acting on the phase-
dependence. Our study has shown that the sensor per-
form better when the phase is perturbed rather than the
quality factor. Moreover, this approach involving syn-
thetic magnetism allows multiple sensing scheme owing
to the series of phase-induced exceptional points in the
system. This work provides opportunities for sensitivity
enhancement and sheds light on new platforms which can
be used to develop efficient sensors.
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Appendix A: Effective Hamiltonian

This section shows details of the dynamical equa-
tions from the Quantum Langevin Equations (QLEs) (see
Eq.(5) in the main text) to the effective Hamiltonian
given in Eq.(11). Starting with the QLEs, we linearize
our system by splitting the bosonic operators a and b
into their average part plus an amount of fluctuation as
a = α+δa and bj = βj+δbj , with α = 〈a〉 and βj = 〈bj〉.
The linearization process leads to the averaged dynamics,

α̇ =
(
i∆̃− κ

2

)
α+
√
καin,

β̇1 = −(iω1 + γ1
2 )β1 − iJmeiθβ2 − ig1|α|2,

β̇2 = −(iω2 + γ2
2 )β2 − iJme−iθβ1 − ig2|α|2,

(A1)

and to the fluctuation dyanmics,

δȧ =
(
i∆̃− κ

2

)
δa− i

∑
j gj(δb

†
j + δbj)α+

√
κain,

δḃ1 = −(iω1 + γ1
2 )δb1 − iJmeiθδb2

−ig1(α†δa+ αδa†) +
√
γ1b

in
1 ,

δḃ2 = −(iω2 + γ2
2 )δb2 − iJme−iθδb1

−ig2(α†δa+ αδa†) +
√
γ2b

in
2 ,

(A2)
where the effective detuning has been defined as ∆̃ =

∆ − 2
∑
j gj<(βj). The stability of our system can be

studied with the set of Eq.(A1), while the dynamical fluc-
tuation captured with Eq.(A2) describes the behaviour of
our system in the linearized regime. It can be treated by
introducing the following slowly varying operators with
tildes, δa = δãei∆̃t and δbj = δb̃je

−iωjt. This results to
the following set of equations,

δ̇ã = −κ2 δã− i
∑
j Gj(δb̃j

†
ei(ωj−∆̃)t + δb̃je

−i(ωj+∆̃)t)

+
√
κãin,

˙
δb̃1 = −γ12 δb̃1 − iJmδb̃2e

iθe−i(ω2−ω1)t

−ig1(α†δãei(∆̃+ω1)t + αδã†e−i(∆̃−ω1)t) +
√
γ1b̃1

in
,

˙
δb̃2 = −γ22 δb̃2 − iJmδb̃1e

−iθe−i(ω1−ω2)t

−ig2(α†δãei(∆̃+ω2)t + αδã†e−i(∆̃−ω2)t) +
√
γ2b̃2

in
.

(A3)
For the sake of simplicity, we focus our attention dur-
ing this investigation on the blue-sideband resonance

∆̃ = ωj . Under this assumption, the set of equations
in Eq.(A3) reduces to,

δ̇ã = −κ2 δã− i
∑
j Gj(δb̃j

†
e2iωjt + δb̃j) +

√
κãin,

˙
δb̃1 = −γ12 δb̃1 − iJmδb̃2e

iθ − ig1(α†δã+ αδã†e−2i∆̃t)

+
√
γ1b̃1

in
,

˙
δb̃2 = −γ22 δb̃2 − iJmδb̃1e

−iθ − ig2(α†δã+ αδã†e−2i∆̃t)

+
√
γ2b̃2

in
.

(A4)
Under the limit of ωj � (Gj , κ), we can invoke the ro-
tating wave approximation by dropping the fast rotating
terms, and Eq.(A4) further simplifies to,

δ̇ã = −κ2 δã− i
∑
j Gjδb̃j) +

√
κãin,

˙
δb̃1 = −γ12 δb̃1 − iJmδb̃2e

iθ − iG∗1δã+
√
γ1b̃1

in
,

˙
δb̃2 = −γ22 δb̃2 − iJmδb̃1e

−iθ − iG∗2δã+
√
γ2b̃2

in
,

(A5)
which is given in its compact form by Eq.(8) in the main
text. Under the hierarchy of parameters κ � (G, γj)
which is fulfilled here, we can adiabatically eliminate the
cavity field in Eq.(A5) in order to get the mechanical
effective system pointed out through Eq.(10).

Appendix B: Perturbed eigenvalues and sensitivity

The phase perturbation of the eigenvalues given by
Eq.(15) in the main text is explicitly written as,

λδθ± = ξ ± 1

4

√
χ− 16iJmΓ cos (θ + δθ). (B1)

where we have set

ξ =
1

2
(ω1 + ω2) +

i

4
(γ1
eff + γ2

eff ), (B2)

and

χ = (2∆ω + i∆γ)2 + 16J2
m − 4Γ2. (B3)

As the perturbation δθ is small, one can assume

cos (θ + δθ) = cos(θ) cos(δθ)− sin(θ) sin(δθ)

∼ cos(θ)− δθ sin(θ), (B4)

which leads to,

λδθ± = ξ ± 1

4

√
σ2 + 16iJmΓδθ sin(θ). (B5)

The sensitivity of our system is evaluated as the differ-
ence between the perturbed and the nonperturbed spec-
tra, i.e., ∆λ = λδθ± − λ± as,

∆λ = λδθ± − λ± = ξ ± 1

4

√
σ2 + 16iJmΓδθ sin(θ)−

(
ξ ± σ

4

)
= ±1

4

√
σ2 + 16iJmΓδθ sin(θ)∓ σ

4
. (B6)
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As we seek to evaluate this sensitivity at the EP, this
means that the following requirements have to be consid-
ered, θ = π

2 and σ = 0. Therefore, the overall splitting
at the EP yields,

∆λEP± = ±
√
iδθJmΓ. (B7)

By using
√
i =

√
2

2 (1+i), Eq.(B7) can be put in the form,

∆λEP± = ±
√

2

2
(1 + i)

√
δθJmΓ, (B8)

which clearly shows the square-root dependence to the
perturbation δθ as expected. As the sensitivity is defined
as <(∆λEP ), one finally deduces

∆ωEP± = <(∆λEP± ) = ±
√

2

2

√
δθJmΓ. (B9)
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