
Iterative configuration of programmable unitary converter
based on few layer redundant multi-plane light conversion

Yoshitaka Taguchi,1, ∗ Yunzhuo Wang,2 Ryota Tanomura,1 Takuo Tanemura,1 and Yasuyuki Ozeki1

1Department of Electrical Engineering and Information Systems,
The University of Tokyo, 7-3-1 Hongo, Bunkyo-ku, Tokyo 113-8656 Japan

2Preferred Networks Inc. Otemachi Bldg., 1-6-1 Otemachi, Chiyoda-ku, Tokyo 100-0004 Japan
(Dated: May 4, 2023)

Programmable unitary photonic devices are emerging as promising tools to implement unitary
transformation for quantum information processing, machine learning, and optical communication.
These devices typically use a rectangular mesh of Mach-Zehnder interferometers (MZIs), which has
a clear mathematical structure and can be configured deterministically. However, this mesh archi-
tecture is sensitive to fabrication errors, and the correction techniques are still under investigation.
In contrast, the multi-plane light conversion (MPLC) architecture is more robust against fabrication
errors, but a deterministic method for configuring the converter has not yet been developed due to
its complex mathematical structure. In this work, we propose a fast iterative configuration method
for MPLC, following the mathematical review of the matrix distance and proposal of a new norm.
We show through numerical simulations that adding a few redundant layers significantly improves
the convergence of the MPLC architecture, making it a practical and attractive option. We also
consider the effects of finite resolution and crosstalk in phase shifters in our simulations. In addi-
tion, we propose a phase-insensitive distance suited for applications using only intensity detections.
Our method demonstrates orders of magnitude better accuracy and a 20-fold speed-up compared
to previous approaches.

I. INTRODUCTION

Programmable unitary transformations implemented
on integrated photonic platforms are becoming a pow-
erful tool for a variety of applications, including quan-
tum photonics [1–7], machine learning [8–14], and op-
tical communication [15–19]. Accurate realization of a
given unitary transformation is critical, as the fidelity of
computational results and the error of optical communi-
cation can be significantly affected by the precision of the
realized transformation. A common approach to synthe-
sizing unitary transformations is to use a mesh of Mach-
Zehnder interferometers (MZIs) known as the Clements
architecture [20], which consists of phase shifters and
beam splitters (BSs). This architecture is attractive be-
cause its mathematical structure is decomposable, allow-
ing the required phase shift in each MZI to be explic-
itly determined from the given unitary transformation.
However, physical implementation artifacts such as devi-
ation in the splitting ratio of BSs can result in errors in
the synthesized transformation. These errors can become
significant as the number of optical modes increases [21].
Several design proposals have been made in an effort to
reduce or eliminate this error, with the goal of achieving a
precise, customizable, and fabrication-error-tolerant uni-
tary transformation that can be applied to scalable and
reliable applications.

To address the challenge of implementation artifacts in
the Clements architecture, several approaches have been
proposed. One approach is local error correction, which
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involves fixing each MZI and can be applied to any MZI-
based architecture, but requires prior knowledge of pas-
sive and active components [22]. Another approach is the
measurement of components with on-chip power moni-
tors, which allows for the calibration of each MZI but
also increases the size of the chip and the complexity of
wiring [23, 24]. Self-configuration and 3-MZI approaches
utilize an additional BS to achieve partially perfect lin-
ear operation and employ a feedback loop to adjust each
phase shift using only output signals [25, 26]. While this
method allows for infinite scalability, it also increases the
size of the circuit and may have issues with stability [27].
It’s worth noting that these approaches primarily con-
sider the artifacts of passive BSs in the circuit, and do
not sufficiently consider the artifacts of phase shifters,
such as crosstalk.

Another architecture employs a series connection of
phase shifter arrays and unitary transformations to
achieve a highly robust universal synthesis of unitary ma-
trices that is resistant to fabrication errors. This archi-
tecture, also known as the multi-plane light conversion
(MPLC) architecture [28–31], is particularly robust be-
cause each unitary transformation can be selected from
a wide range of possible unitaries [32–35]. The unitary
transformation can be almost any well-known N-mode
mixer, which can significantly increase the flexibility and
tolerance to fabrication errors. However, configuring the
phase shifters in this architecture is challenging, and
no explicit configuration method has been known due
to its complex mathematical structure. The optimiza-
tion of this architecture must deal with the many local
minima present in its high-dimensional parameter space
[34]. As a result, previous reports have relied on heuris-
tic global searches, such as basin-hopping and simulated
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annealing, to configure the phase shifters [34–36]. How-
ever, these methods are time-consuming and suffer from
exponentially increasing search times as the parameter
space dimension increases. To address this issue, a ma-
chine learning-based configuration algorithm has been
proposed [37]. While this algorithm may offer a solution,
it requires an accurate initial estimation of the structure
and may result in decreased matrix fidelity if the initial
estimation contains errors.

In this research, we present a new, fast and iteratively
configurable MPLC architecture that does not require
prior knowledge and relies only on output signals. This
approach involves adding a few redundant layers to the
existing MPLC architecture and using derivative-based
optimization with gradient approximation. This addi-
tional layer redundancy significantly improves the opti-
mization performance of the MPLC architecture, in con-
trast to the similar approach used for the Clements archi-
tecture [21, 38], which adds a large number of redundant
layers. When compared to numerical optimization of the
Clements architecture without redundancy [38], our pro-
posed method achieved 5 orders of magnitude better ac-
curacy with 1/20 fewer iterations for N = 128 modes of
transformation. Additionally, our proposed method was
able to achieve 5 orders of magnitude better accuracy and
was 23 times faster in configuration compared to the pre-
vious report that used a heuristic algorithm to optimize
the MPLC architecture [39].

This paper is structured as follows. Before discussing
the main results, we begin by discussing important gen-
eral properties of unitary matrix optimization and in-
troducing a new distance in Section II. One key prop-
erty we cover is that unitary matrix optimization essen-
tially has no local minima. Additionally, we propose a
new distance, a phase-insensitive variant of the Frobe-
nius norm, which is invariant under phase shifts at the
output modes. Previously, the standard Frobenius norm
has even been used in phase-insensitive applications. In
Section III, we investigate the optimization properties
of the MPLC architecture with a few redundant layers
of parametrization. While the parametrization of a uni-
tary matrix can cause optimization to fall into local min-
ima, we demonstrate through numerical simulations that
these can be effectively avoided by adding a few redun-
dant layers. Our results show that this architecture can
be efficiently optimized using well-known local minimiza-
tion algorithms, such as the gradient descent algorithm,
while the Clements architecture cannot. We also study
the statistical properties of convergence. In Section IV,
we examine practical scenarios, such as when the gradi-
ent of the system is not available, only intensity detec-
tion is used, and crosstalk between phase shifters exists.
We evaluate the impact of gradient approximation and
crosstalk on the proposed method, and show that it still
performs well, albeit with a reduction in achieved matrix
accuracy after optimization or an increase in the number
of iteration until convergence. The phase-insensitive dis-
tance exhibits similar optimization properties. In Section

V, we conclude the paper.

II. MATRIX DISTANCE USING THE
FROBENIUS NORM

This section presents some general mathematical prop-
erties of the Frobenius norm and proposes a new dis-
tance. We begin by defining the concept of unimodality
for functions on the unitary group U(N) and show that
the matrix distance using the Frobenius norm exhibits
this unimodality. We then clarify the range and expected
value of the norm. Additionally, we introduce the phase-
insensitive matrix distance for applications that only use
intensity detection.

A. Unimodality on U(N)

Here, the concept of unimodality for a function on
U(N) is introduced. Unimodality is typically defined for
probability distributions [40]. For a multivariable func-
tion f : RN → R, unimodality is defined through the
level set L(f, α) = {x|f(x) ≤ α,x ∈ RN} and the con-
vexity of L(f, α) [41, 42]. In this paper, we extend this
definition to functions on U(N) by considering the path-
connectedness of L(f, α), as U(N) is not a convex set.

Definition A function f : U(N) → R is called uni-
modal if the level set L(f, α) = {X|f(X) ≤ α,X ∈
U(N)} is path-connected for any α ∈ R.

In other words, any local minimum of a unimodal func-
tion on U(N) is also a global minimum.

B. Unimodality of the Frobenius norm

We prove that the unitary matrix distance using the
Frobenius norm is unimodal. The distance between two
unitary matrices d(X,U) is defined as ‖X − U‖F , where

‖A‖F =
√

Tr [A†A] is the Frobenius norm. It is worth
noting that the matrix distance using mean square error
(MSE)

∑
i,j |Xij−Uij |2 is equivalent to d(X,U)2. Given

a unitary matrix U ∈ U(N), we show that the function
fU : U(N) → R, defined as fU (X) = d(X,U) is uni-
modal. First, from the definition of the Frobenius norm,
fU (X)2 is simplified as

fU (X)2 = Tr
[
(X − U)†(X − U)

]
= 2N − 2 Re

[
Tr
[
U†X

]]
.

(1)

We write the eigenvalues of U†X as λk(1 ≤ k ≤ N).
Since both U and X are unitary, all the eigenvalues λk
satisfy |λk| = 1. Therefore, the eigenvalues can be writ-
ten as λk = eiθk , where −π ≤ θk ≤ π. Using these
eigenvalues, Eq. 1 can be simplified further as

fU (X)2 = 2N − 2

N∑
k=1

cos θk. (2)
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Eq. 2 implies that fU (X)2 is unimodal because cos θk is
unimodal over the range −π ≤ θ ≤ π and their sum is
also unimodal. An algebraic proof of this unimodality is
provided in the Appendix A.

C. Range and normalization

We derive the range of fU (X)2 from Eq. 2 and propose
a proper normalization for the distance. The maximum
of fU (X)2 is 4N if and only if θk = ±π for all k, and
the minimum is 0 if and only if θk = 0 for all k. In
previous studies, fU (X)2 has been normalized by N [25],
2N [38], or N2 [35]. Here, we propose a normalization
by 4N , which yields 0 ≤ fU (X)2/4N ≤ 1. This is a good
normalization of the norm with a range from 0 to 1 that
is independent of N .

D. Expected value

To calculate the expected value E
[
fU (X)2/4N

]
, the

distribution of θk is considered. If X is sampled from
the Haar measure, then U†X is also Haar-random due
to the invariance of the Haar measure. As a result, the
eigenvalues of U†X are uniformly distributed on the unit
circle |c| = 1, and we have θk ∼ U(−π, π). Because

E[cos θk] =

∫ π

−π

1

2π
cos θ dθ = 0, (3)

the expected value of the second term in the Eq. 2 is 0.
We now conclude that E

[
fU (X)2/4N

]
= 2N/4N = 0.5.

This fact is observed numerically in the initial value of
the convergence plots in Sec. III.

E. Phase-insensitive distance

Here, we introduce a phase-insensitive variant of the
matrix distance using the Frobenius norm. This variant
is suitable for applications that only detect the intensity
of the output modes, as the distance should not be af-
fected by the output phases from the unitary converter.
Applications that benefit from this phase-insensitive dis-
tance include machine learning and quantum photonics,
where photodiodes or photon number counters are placed
at the output ports. Fig. 1 shows a scenario where a
complex vector (s1, s2, . . . , sn)> is input into two unitary
conversion devices. The transfer matrix for these devices
is represented by P and Q, and their complex outputs
are in polar form as teiθ. The only difference in the out-
put vectors from these two devices is in their phase, with
θi 6= θ′i. In applications that only detect the intensity of
output modes, these two matrices P and Q are treated
the same and a suitable matrix distance is introduced for
this purpose. In the following discussion, the matrix U

represents the given target unitary matrix, and the ma-
trix X represents the actual conversion achieved by the
unitary converter device.

…

Intensity detector

…

FIG. 1: A complex vector (s1, s2, . . . , sn)> is input into
two unitary conversion devices, whose transfer matrices

are represented as P and Q. The outputs from these
devices are identical, with the exception of the phase

degrees of freedom at the outputs, when evaluated using
a phase-insensitive distance.

To investigate the effect of output phases from the uni-
tary converter, we represent the unitary matrices U† and
X as

U† =
[
u1 u2 · · · un

]

X =


x>1

x>2
...

x>n

 ,
(4)

where ui are column vectors of U† and x>i are row vectors
of X. Since U† and X are unitary matrices, the norms of
ui and xi are all equal to 1. In this context, the output
phases of the unitary converter correspond to the phases
of xi. The original Frobenius norm changes its value
under the global phase change of xi, which is defined as
replacing xi with eiθixi.

We analyze the dependence of the Frobenius norm on
the global phase of each xi. The Frobenius norm is ex-
panded using the column vectors ui as

‖X − U‖2F =
∥∥XU† − I∥∥2

F

= ‖Xu1 − e1‖2 + ‖Xu2 − e2‖2 + · · ·+ ‖Xun − en‖2,
(5)

where ei is a unit column vector whose i-th element is 1
and the others are 0. Expanding the term ‖Xu1 − e1‖2,
we obtain

‖Xu1 − e1‖2

= |x>1 u1 − 1|2 + |x>2 u2|2 + · · ·+ |x>nun|2.
(6)
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Except for the first term |x>1 u1 − 1|2, the other terms
|x>i ui|2(i ≥ 2) are invariant under the global phase
change in xi. Only the first term depends on the global
phase of x1. Therefore, the term ‖Xu1 − e1‖2 is invari-
ant under the global phase change in the row vectors
x2,x3, · · ·xn. Similarly, ‖Xui − ei‖2 is independent of
the global phase of xj where j 6= i. When the global
phase of xi is changed, the term |x>i ui−1|2 takes its min-
imum value if and only if x>i ui is a positive real number,
because

|x>i ui − 1|2 = |x>i ui|2 − 2 Re
[
x>i ui

]
+ 1 (7)

and only the second term 2 Re
[
x>i ui

]
is dependent on

the global phase of xi. This motivates the idea of replac-

ing all instances of |x>i ui− 1|2 with
(
|x>i ui| − 1

)2
in the

Frobenius norm ‖X − U‖2F . As discussed in Eq. 6 and
Eq. 7, the minimum value of the Frobenius norm under
this substitution is the same as the minimum value of the
original Frobenius norm, due to the phase-dependence
property.

Based on the aforementioned consideration, we pro-
pose a phase-insensitive matrix distance. Given unitary
matrix U , we define the distance function hU : U(N) →
R using only terms whose form is |x>i uj |, which can be
obtained using intensity measurements at the outputs
from the unitary converter. We define positive real num-
bers aij = |x>i uj |2 ≥ 0. All the aij can be obtained by
multiplying column vector ui with matrix X through the
unitary converter, because

Xuj =


x>1 uj

x>2 uj

...

x>nuj

 (8)

and |x>i uj |2 can be obtained through the intensity mea-
surement of x>i uj . By expanding all the terms in Eq. 5
with Eq. 6 and applying the substitution discussed with
respect to Eq. 7, we define hU (X) as

hU (X) =

(
√
a11 − 1)2 + a12 + · · · + a1n

+ a21 + (
√
a22 − 1)2 + · · · + a2n

...
... + (

√
aii − 1)2 · · ·

+ an1 + an2 + · · · + (
√
ann − 1)2

=
∑
ij

(
δij −

∣∣∣[XU†]
ij

∣∣∣)2

. (9)

This function is independent of the global phase of xi,
that is, the phases of each output from the unitary con-
verter, and has a minimum value identical to the original
Frobenius norm distance function fU (X).

The function hU (X) is also unimodal. This can be
proven by reductio ad absurdum. Suppose hU (X) is not

a unimodal function and has multiple disconnected local
minima. Then, for all matrices X ′ such that hU (X ′) is a
local minimum, there must exist at least one set of phases
(θ1, θ2, · · · θn) that defines a matrix

Y =


eiθ1x′>1

eiθ2x′>2
...

eiθnx′>n

 (10)

such that fU (Y ) is also a local minimum, where x′>i is
the row vector of X ′. The existence of such a matrix
Y follows from the definition of hU (X). However, this
would mean that fU (X) also has multiple disconnected
local minima, which is a contradiction. Therefore, hU (X)
must be unimodal.

III. FEW-LAYER REDUNDANT
PARAMETERIZATION

The global optimization property guaranteed by uni-
modality discussed in the previous section is derived
without any assumptions about the matrix being opti-
mized; however, the matrix synthesized by the device
is parametrized by physical parameters and unimodality
may not always hold in this parameter space. We ex-
amine this issue and propose a solution to mitigate this
difficulty. Let lU (X) ≥ 0 be a distance function from a
desired unitary matrix U , and X(p) be a unitary ma-
trix realized by a physical converter that is parametrized
by a real parameter vector p. Each element in p corre-
sponds to the amount of phase shift in the actual device.
If lU (X) is unimodal, its gradient becomes a zero vector
only whenX = ±U . However, when optimizing an actual
unitary conversion device, we need to consider the scalar
optimization of lU (X(p)). If the Jacobian of X(p) is
full-rank at any p, meaning there exists infinitesimal pa-
rameter changes ∆p for any infinitesimal matrix changes
∆X, then the function lU (X(p)) also has a single min-
imum due to the aforementioned unimodal property of
lU (X). By increasing the number of layers in the unitary
converter device, the degree of freedom in the parameter
space increases, which may make the Jacobian of X(p)
more likely to be full-rank. In this section, we demon-
strate that increasing the number of layers in unitary
converter devices by a few from its minimum requirement
significantly improves the optimization of MPLC archi-
tecture using a gradient-based optimization algorithm.

A. Device definition and redundancy

We present the mathematical definition of the unitary
converters and the few-layer redundant parameterization.
Fig. 2a shows the architecture of the MZI-based unitary
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Layer

…

…

… …

(a)

Layer

…

…

…

(b)

FIG. 2: Schematics of the N ×m Clements architecture
(a) and N ×m MPLC architecture (b). The left ports

are inputs, and the right ports are outputs. The
number of layers in each architecture is specified by m.
In the Clements architecture, each layer contains either
N/2 or (N − 1)/2 MZI nodes, represented by white
circles in the figure. Each MZI node consists of two

phase shifters, represented by the variables φ and θ. In
the MPLC-based unitary converter (b), the architecture

consists of an N -port fixed unitary converter
represented by A, followed by an array of N

single-mode phase shifters.

converter, which is commonly referred to as Clements ar-
chitecture [20]. The MZI consists of two 50 : 50 BSs and
two phase shifters, which can realize an arbitrary U(2)
transformation. In this paper, we do not consider any
imperfections of the MZI. Fig. 2b shows the structure of
the MPLC architecture. Each layer consists of an N -port
fixed unitary converter Ai and an array of N single-mode
phase shifters. After m layers, another array of phase
shifters is placed in a similar manner to the Clements
architecture. The overall transformation of this device,
denoted as X, is given by

X = Lm+1AmLm · · ·A2L2A1L1, (11)

where Ai is the transfer matrix of a N -port unitary con-
verter and Li is expressed as

Li =


eiθi1

eiθi2

. . .

eiθin

 . (12)

For any i 6= j, the matrices Ai and Aj are different.
The total number of degrees of freedom in this matrix is
(m + 1)(N − 1) + 1. This is because each phase shifter
array has N − 1 degree of freedom due to the loss of one
degree of freedom from the global phase, and the entire
device has an additional degree of freedom, the global
phase. The N -port fixed unitary converter Ai can be
implemented using a multiport directional coupler [33],
multimode interference coupler [30], or other multiport
unitary transform devices. The device should be care-
fully chosen to ensure that the overall transformation X
is universal. The mixing entropy of a device can be used
as a measure of universality [43, 44]. To realize an arbi-
trary U(N) transformation, the total number of degrees
of freedom must exceed N2 [45]. For the Clements ar-
chitecture, the number of layers m must satisfy m ≥ N
[20]. Similarly, the number of layers m for the MPLC ar-
chitecture must also satisfy m ≥ N , which follows from
(m+ 1)(N − 1) + 1 ≥ N2. In this context, a few-layer re-
dundant parameterized architecture is defined as having
m = N + 1, N + 2 layers for both architectures.

B. Optimization problem setting and algorithm

We formulate the matrix optimization problem as fol-
lows. We have real parameter variables expressed as a
vector p. The number of parameters depends on m and
N . We define the normalized cost function L between
two matrices as

L(p) =
1

4N
‖X(p)− U‖2F , (13)

where X(p) is the unitary matrix realized physically by
the parameter vector p, U is the target matrix to be
achieved, and ‖·‖F is the Frobenius norm. The cost func-
tion L is divided by 4N as discussed in the Section II C,
and 0 ≤ L ≤ 1 is always satisfied. At the beginning
of the optimization, parameters are initialized using uni-
form distribution ranging from 0 to 2π, and the target
unitary matrix U is sampled from Haar measure using
the stats module of SciPy [46]. For the MPLC architec-
ture, the matrix Ai for 1 ≤ i ≤ m is also sampled from
Haar measure. After initializing the parameters and ma-
trices, the cost function L is optimized using the quasi-
Newton optimization method L-BFGS [47] implemented
in optimize module of SciPy [46]. The derivative of the
cost function L required for L-BFGS is calculated us-
ing automatic differentiation with the JAX framework
[48]. This method starts from the initial parameters and
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(a) (b)

(c) (d)

FIG. 3: Convergence plots for MPLC and Clements architectures. The vertical axis shows the value of the cost
function L defined by Eq. 13, and the horizontal axis shows the number of iterations. The shaded area represents

the minimum and maximum values, the solid line represents the median, and the dotted line represents the 25% and
75% quantiles over 64 optimization trials. MPLC architecture with (a) N = 8, (b) N = 32, Clements architecture

with (c) N = 8, and (d) N = 32.

modifies them at each step until convergence to the lo-
cal minimum, where dL/dp = 0. In each layer, we have
N real parameters to represent N phase shifts in both
Clements and MPLC architectures. The optimization is
run 64 times while changing the initial parameters to in-
vestigate the statistical behavior. Cases with N = 8 and
N = 32 are investigated.

C. Results

Fig. 3 shows the convergence plots when the num-
ber of layers is changed. The convergence plot of the
cost function is recorded for 64 optimization trials. The
shaded area shows the range of minimum and maximum
values, the dotted line shows the 25% and 75% quantiles,
and the solid line shows the median of the trials. For
both Clements and MPLC architecture, the insufficient
parameterized layer setting results in a large amount of
errors. For MPLC architecture, the non-redundant case
of m = N results in a large variance of error, especially
for N = 8. This suggests the presence of many local

minima in the parameter space of the MPLC architec-
ture, as previously reported in Ref. [34]. Although the
variance of non-redundant setting m = N of N = 32
is smaller than that of N = 8, the error still remains
for N = 32, indicating the presence of inevitable local
minima for this condition as well. When we increase the
number of layers and add redundant degrees of freedom,
the variance and error become small, as shown in the
cases of m = N + 1, N + 2. In contrast, the Clements
architecture results in a large variance of error for all
conditions, even though it has the sufficient number of
degrees of freedom.

For the cases with a large number of ports, N = 128,
Fig. 4 shows the performance comparison with the pre-
vious study [38] of the Clements architecture with redun-
dancy. When compared with no redundancy, the previ-
ous study converges at L = 1.4× 10−2 after 20000 itera-
tions, while MPLC architecture yields a result that is 6
orders of magnitude better than the Clements architec-
ture with 1/20 fewer iterations. The MPLC architecture
with a redundant layer m = N + 1 still outperforms in
terms of both convergence speed and accuracy, even com-
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pared with the Clements architecture with 128 redundant
layers.

FIG. 4: Comparison of the large case of N = 128 with
the previous study [38].

We visualized the optimization trajectory and loss
function in the parameter space using the method re-
ported in [49, 50] and in the supplementary material of
[51]. The optimization trajectory is the path of the pa-
rameters in a high-dimensional space created by the opti-
mization. We stored the parameter history at each step of
the optimization and applied principal component anal-
ysis (PCA) to that history. The first and second PCA
components were used to project the high-dimensional
path onto a two-dimensional space. The visualization
was performed for N = 8,m = N + 1. Fig. 5 shows
the projected trajectories and contour plots of the log of
the loss function in the projected subspace. The contour
plot for the MPLC architecture is like a simple elliptic
unimodal function, while that of the Clements architec-
ture is more complex. The difference in the contour plots
between these architectures suggests the reason for the
convergence plot difference shown in Fig. 3.

IV. OPTIMIZATION UNDER PRACTICAL
SETTINGS

We discuss three challenges that must be addressed
when applying the proposed method in Section III to real
device optimization. First, the optimization method used
in this section requires the gradient of the target func-
tion. While the gradient can be taken physically [52], it
requires additional external equipment, which makes the
system bulky and not scalable. Second, the optimization
method uses the complex amplitudes at the output for
optimization. Reading the complex amplitudes in a real
device requires coherent detectors at the output, which
complicates the device. While some applications require
coherent detection, many photonics-based optical com-
puting platforms and quantum computing with photonic
chips use intensity detection. Third, real devices have
crosstalk between phase shifters, which is not considered
in the optimization method. Crosstalk is especially prob-

(a) (b)

FIG. 5: The PCA projections of the optimization
trajectories and contour plot of the log of the loss
function for the MPLC architecture (a) and the

Clements architecture (b) for N = 8,m = N + 1. Each
of the four figures shows the trajectory of the

optimization when the initial parameters and the target
matrix are randomly changed.

lematic in thermo-optic phase shifters [53, 54], although
they are attractive due to their small footprints.

In this section, we report the results of derivative-
free optimization with the original and phase-insensitive
norm, using only the output signal, and examine the ef-
fect of crosstalk. We first introduce the mathematical
formulation and then present the numerical results. The
optimization method used is the same as in Section III B.
These results pave the way for the design of optical uni-
tary converters without the need for additional compo-
nents, making the platform more scalable and versatile.

A. Gradient approximation of multivariate
function

We use numerical gradient approximation, which uses
only function values to approximate the analytical gra-
dient, and investigate the effect of this approximation on
the optimization behavior. The gradient of multivariate
function ∇f(x1, x2, . . . , xn) is approximated by

∇f(x1, x2, . . . , xn) ≈


f(x1+∆,x2,...,xn)−f(x1,...,xn)

∆
f(x1,x2+∆,...,xn)−f(x1,...,xn)

∆
...

f(x1,x2,...,xn+∆)−f(x1,...,xn)
∆

 .
(14)

where ∆ � 1 represents a finite difference. Calculat-
ing gradient approximation requires the same number of
function evaluations as the number of parameters. We
show that a derivative-based algorithm using such gra-
dient approximation can still be effective for optimizing
unitary matrices.
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B. Definition of device with intensity detection

We evaluate the optimization behavior of the phase-
insensitive distance introduced in Section II E, which
only uses intensity detectors at the outputs. We expect
the phase-insensitive distance to behave similarly to the
phase-sensitive distance during optimization because it
also has a unimodal property, as shown in Section II E.
In order to test this, we removed the last phase shifter
array from the MPLC architecture, as shown in Figure 6.
Although this removes the N degree of freedom from the
architecture, we still expect the optimization behavior to
be similar to that of a standard phase-sensitive norm.

Layer

…

…

…

Removed

FIG. 6: Schematics of the MPLC architecture with the
last phase shifter array removed.

C. Model of crosstalk

We model crosstalk by considering the interaction be-
tween adjacent phase shifters. The crosstalk is repre-
sented by a linear combination of phase shifts, which can
be expressed as

θi =
∑
j

αijθj . (15)

The coupling model and coupling coefficients αij are
shown schematically in Fig. 7. The coupling in the
following simulations is formulated as θ′i = 0.1θi−2 +
0.5θi−1 + θi + 0.5θi+1 + 0.1θi+2. If the coupled param-
eter p′ = w(p) is reversible, the unitary matrix X(p′)
realized by the coupled parameter will have a full-rank
Jacobian if the original X(p) has a full-rank Jacobian.
We use the gradient approximation for optimization.

…
…

…

FIG. 7: Crosstalk model of the MPLC architecture.

D. Results

Fig. 8 shows the convergence plots for gradient approx-
imation using the standard Frobenius-norm-based dis-
tance. The approximation is calculated using a ∆ value
of 2−10, which corresponds to phase shifts with 10-bit res-
olution. When a redundant layer is added, the MPLC ar-
chitecture shows numerical-accuracy limited performance
(for m = N+1, N+2) with a small variance in the error.
Each iteration of the optimization requires the evaluation
of the distance the same number of times as the number
of parameters due to the gradient approximation. For
example, when N = 8 and m = N +1, each optimization
requires 8× (8 + 2) = 80 evaluations of the distance. Us-
ing the MPLC architecture, the optimization converges
at 100 iterations for this case, so the total number of
evaluations is approximately 8000.

FIG. 8: Convergence plots for the MPLC architecture
with gradient approximation, where ∆ = 2−10. The 64
optimization trials are shown in the same manner as in

Fig. 3.

We examined the ∆ dependence of the small error vari-
ance observed in Fig. 8, which arises from the gradient
approximation. Fig. 9 shows the optimization results for
each gradient approximation accuracy using a redundant
layer setting of m = N + 1. As the finite difference ∆
becomes smaller, the final error also becomes smaller. If
the accuracy of the gradient approximation is not suf-
ficient, meaning ∆ is not small enough, the variance
of the optimization result is very small. For example,
the error is in the range

[
1.5× 10−5, 1.8× 10−5

]
for the

∆ = 2−6 case,
[
2.3× 10−7, 2.5× 10−7

]
for the ∆ = 2−9

case, and
[
3.5× 10−9, 4.5× 10−9

]
for the ∆ = 2−12 case.

If the accuracy of the gradient approximation is sufficient
(∆ ≤ 2−15), the result has a non-negligible variance sim-
ilar to the one shown in Fig. 3a. The error is in the
range

[
7.9× 10−10, 6.8× 10−11

]
for the ∆ = 2−15 case

and
[
3.7× 10−10, 4.6× 10−12

]
for the ∆ = 2−18 case.

These result provide criteria for designing the DAC res-
olution of a unitary converter system.

We studied the optimization property using the phase-
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FIG. 9: Comparison of final error when changing the
accuracy of gradient approximation for the MPLC

architecture. The 64 optimization trials are shown in
the same manner as in Fig. 3.

insensitive distance. Fig. 10 shows the optimization
result obtained with an analytical gradient. The con-
vergence plot is similar to the one shown in Fig. 3, in
spite of the reduced degree of freedom. However, when
using gradient approximation and comparing the accu-
racy dependence, the phase-insensitive distance shows a
different result from the standard Frobenius-norm-based
distance, as shown in Fig. 11. All the optimization re-
sults have a large variance, as opposed to the cases where
∆ = 2−6, 2−9, 2−12 in Fig. 9. The finite difference ∆
must be smaller than 2−18 to achieve an optimization re-
sult comparable to the one obtained using an analytical
gradient. The black dashed line shows the optimization
result by simulated annealing in a previous study [35].
They achieved an error of fMSE = −50 dB, which cor-
responds to L = 2 × 10−5. This error can be achieved
using our method with a finite difference of ∆ ≤ 2−9, and
further improvement by orders of magnitude is possible
with more accurate gradient approximation. When the
accuracy is sufficient, our optimization method converges
after about 100 iterations. To compare the speed of our
method with a previous experimental report of MPLC
architecture optimization using intensity detection [39],
we also conducted optimization for a case with N = 4
and m = N + 1. The optimization converged after about
45 iterations with ∆ = 2−18. As each iteration requires
4×(4+2) = 24 evaluations, the total number of iterations
required for convergence is 1080, representing a 23-fold
speedup compared to the previous report (∼ 25200 eval-
uations).

The effect of crosstalk when using the phase-insensitive
distance and the approximated gradient is shown in Fig.
12. The gradient approximation was calculated using
∆ = 2−12. Although crosstalk caused a larger error and
increased the number of iterations until convergence, the
performance degradation can be mitigated by adding a
few layers of additional redundancy. This result suggests
that it may be possible to optimize the device end-to-end,

FIG. 10: Convergence plots for the MPLC architecture
using phase-insensitive distance with N = 8. The 64

optimization trials are shown in the same manner as in
Fig. 3.

FIG. 11: Comparison of final error when changing the
accuracy of gradient approximation for the MPLC

architecture using phase-insenstive distance. The black
dashed line represents the optimization result in a

previous study [35], where L = 2.0× 10−5 was achieved.

including both matrix optimization and phase shifter cal-
ibration.

V. CONCLUSION

We proposed a fast and iteratively configurable MPLC
architecture for realizing precise and fabrication-error-
tolerant unitary transformation. Our numerical results
show that adding a few redundant layers to the MPLC
architecture significantly improves optimization behav-
ior. We also examined the effect of artifacts, such as
crosstalk, and found that the proposed architecture can
be optimized end-to-end. In addition to proposing a new
architecture and optimization method, we analyzed the
distance between unitary matrices using the Frobenius
norm. We introduced the concept of unimodality for
functions on the unitary group and proved that the ma-
trix distance using the Frobenius norm has this prop-
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FIG. 12: Comparison of final error under crosstalk
using an approximated gradient with ∆ = 2−12 and

phase-insenstive distance with N = 8.

erty. We also calculated the expected value and range
of the matrix distance. We also introduced the phase-
insensitive norm, which is useful for applications that
only use intensity detections. We believe that this ap-
proach will enable the scalable and robust implementa-
tion of optical unitary converters and expand the use of
photonic integrated circuits in various fields.
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Appendix A: Unimodality of the Frobenius norm

Here, we present an algebraic proof of the unimodality
of the Frobenius norm. Let X,U ∈ U(N).

Theorem Given U, if fU (X) = ‖X − U‖F has a local
minimum at some X, then it is the global minimum.

Proof. The squared Frobenius norm can be expressed
as ‖X − U‖2F = 2N − 2 Re

[
Tr
[
U†X

]]
, and since this

is a local minimum, the term Re
[
Tr
[
U†X

]]
is a local

maximum. Consider Re
[
Tr
[
U†X

]]
as a function on the

manifold U(N). We can investigate its critical points
by examining the directional derivative of the function
with respect to the tangent vector X ′ at X. The tan-
gent vector X ′ can be represented as X ′ = ZX, where
Z is a skew-Hermitian matrix and X is any matrix on
the unitary group U(N). This is because the Lie algebra
u(N) of the unitary group U(N) is composed of skew-

Hermitian matrices 1. When X is at the critical point,
then Re

[
Tr
[
U†X ′

]]
= 0 is satisfied for any X ′. Substi-

tuting X ′ = ZX, we obtain

Re
[
Tr
[
U†X ′

]]
= Re

[
Tr
[
ZXU†

]]
= 0. (A1)

To further expand this equation, we consider two sets of
special matrices Z1 and Z2, whose matrix Z1

ij ∈ Z1, Z2
ij ∈

Z2 is indexed by 1 ≤ i, j ≤ N with i 6= j. The (k, l)-th
element of these matrices [·]kl is defined as follows:

[Z1
ij ]kl = δikδjl − δilδjk (A2)

[Z2
ij ]kl = i(δikδjl + δilδjk). (A3)

For example, each matrix set includes the following ma-
trices:

Z1
12 =


0 1 0 · · · 0
−1 0
0
...

...
0 · · · 0

 , Z2
23 =


0 0 0 0 · · · 0
0 0 i 0
0 i 0
0 0
...

...
0 · · · 0

 .
(A4)

After substituting Z1
ij , Z

2
ij , 1 ≤ i, j ≤ N for Z in Eq. A1,

we obtain
Re
[[
XU†

]
ij

]
− Re

[[
XU†

]
ji

]
= 0

Im
[[
XU†

]
ij

]
+ Im

[[
XU†

]
ji

]
= 0

, (A5)

which leads to XU† = (XU†)†. Therefore,

(XU†)2 = I. (A6)

The unitary matrix XU† can be diagonalized using a
regular matrix V , and a diagonal matrix D whose diag-
onal elements di ∈ C satisfies |di| = 1 because XU† is a
unitary matrix. We can express this diagonalization as
XU† = V DV −1. Substituting XU† in Eq. A6, we obtain
D = D†. Since |di| = 1, we have di = ±1. Now Consider
the original local maximum term Re

[
Tr
[
U†X

]]
. We

can rewrite it as Re
[
Tr
[
U†X

]]
= Re

[
Tr
[
V DV −1

]]
=

Re [Tr [D]] = Re [
∑
i di]. This value is obviously maxi-

mized when di = +1 for all i. If di = −1 for some i,
we can rotate this value to di = +1 along the unit cir-
cle |c| = 1 in the complex plane and still achieve the
maximum value. Therefore, if Re

[
Tr
[
U†X

]]
is a local

maximum, it is also a global maximum. As a result, we
now conclude that if ‖X − U‖F ≥ 0 is a local minimum,
then it must also be a global minimum. Q.E.D.

1 Another proof for X′ = ZX. Consider an identity XX† = I.
Taking the derivative of both sides, we get X′X†+X(X†)′ = O.
Then we can rewrite it as X′X† = −X(X†)′ = −(X′X†)†. Let

Z = X′X†. Then, we have Z = −Z† which indicates Z is a skew-
Hermitian matrix. Since Z = X′X†, we conclude that X′ = ZX.
�
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