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Abstract

The main objective of this paper is to study the effect of a cold, vertical, arc-
shaped control plate on the flow characteristics and forced convective heat transfer
mechanism across a rotary oscillating, isothermally heated circular cylinder. Two-
dimensional, unsteady, incompressible, laminar, and viscous flow of a Newtonian,
constant property fluid is considered across the cylinder. The simulations are per-
formed with an in-house code for various gap ratios between the control plate and
the cylinder (0 ≤ d/R0 ≤ 3), maximum angular velocity (0.5 ≤ αm ≤ 4) and fre-
quency ratio of oscillation ( f/ f0 = 0.5, 3) at Prandtl number 0.7 and Reynolds
number 150. Here, d denotes the gap between the surface of the cylinder and
the leading surface of the control plate, R0 denotes the radius of the cylinder, f

is the frequency of oscillation and f0 is the frequency of natural vortex shedding.
d/R0 = 0 corresponds to the no plate case. Heat transfer and vortex shedding
phenomena are discussed in relation to one another. A significant increase in
heat transmission is observed for all αm with the gap ratio of d/R0 = 0.5 and
f/ f0 = 0.5. The heat absorption on the surface of the control plate decreases to
zero with increasing gap ratio when αm = 0.5 and f/ f0 = 0.5 but never becomes
zero when αm = 4 and f/ f0 = 3. Additionally, when compared to the no plate
case with (αm, f/ f0) = (0.5, 0.5), the maximum peak of the drag coefficient is
decreased by 9.877% for the gap ratio of d/R0 = 3. For αm = 4 and f/ f0 = 3, the
smallest gap ratio of d/R0 = 0.5 is found to significantly increase the lift coeffi-
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cient relative to other cases.

Keywords: Navier-Stokes equations, Circular cylinder, Cold control plate, Heat
transfer, HOC

1. Introduction

Over the years, a topic of major significance has been the flow of fluid and
the transmission of heat around bluff bodies like cylinders. Because of its the-
oretical underpinnings and practical applications, this subject is widely explored
[1–4]. Numerous industrial operations, including mooring lines [5], offshore oil
platforms [6, 7], eolian tones [8], flow control [9, 10], and tube-tank heat exchang-
ers [11], are major applications. The cooling of electrical components and chips
with different forms are other uses [12, 13]. Various active and passive control
techniques are adopted to reduce the vortex shedding as well as the aerodynamic
forces, such as lift and drag. In the past, researchers have employed splitter plates
[14–17] as passive control approaches and rotating control cylinders [18, 19] or
rotary oscillation motion of cylinder [20, 21] as an active control strategy.

In 1991, Tokumaru and Dimotakis [20] experimentally studied the active con-
trol of flow across a circular cylinder by forced rotary oscillation. They were able
to reduce the drag by 80% for Reynolds number 15000. With an active control
by rotation of the cylinder, He et al. [22] were able to reduce the drag by 31%
for Reynolds number 200 and by 61% for Reynolds number 1000. Reduction of
drag force is very significant at a frequency of oscillation higher than the lock-in
frequency [23, 24]. Higher maximum angular velocity found to be more effective
in flow control and aerodynamic forces reduction [4]. As the cylinder oscillation
frequency becomes closer to the vortex shedding frequency, Saxena and Laird
[25] found that the forced oscillation significantly improves heat transmission.
According to Cheng et al. [26], the turbulence and lock-on effects are crucial to
the heat transmission mechanism. The forced convection from an isothermally
heated cylinder with rotary oscillation was studied by Mahfouz and Badr [27].
They found a significant improvement in heat transmission in the lock-on fre-
quency band. Fu and Tong [28] numerically examined the heat transfer and flow
across an isothermally heated transversely oscillating cylinder. They discovered
that the oscillating cylinder and vortex shedding interact to dominate the wake,
causing the thermal fields to be periodic in the lock-on regime and greatly en-
hancing heat transfer. Ghazanfarian and Nobari [29, 30] numerically studied the
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heat transmission from a rotating circular cylinder that oscillates in a cross and
inline mode. Their research shows that the lock-on regime considerably increases
heat transmission. They also concluded that beyond a threshold rotation speed,
vortex shedding is minimised, and as rotational speed rises, the average Nusselt
number and drag coefficient rapidly decrease. Al-Mdallal and Mahfouz [31] con-
ducted an investigation of the heat transfer phenomena from a stationary heated
cylinder with circular motion, and they found that the rate of heat transfer signifi-
cantly increased as the amplitude of the circular motion increased. In the existing
literature, there are many studies on how to improve force convective heat transfer
and reduce drag from circular cylinders by introducing a rotary oscillating motion.
On wake structure, drag reduction, and forced convective heat transfer in channel
flow, passive control with a splitter plate is investigated by very few researchers
[32, 33] combined with active control of transverse oscillation of a circular cylin-
der.

In 1966, Gerrard [34] conducted an experimental study on the flow past bluff
bodies along with flow past circular cylinder with splitter plates at high Reynolds
number, 2×104. Besides the trailing edge of the plate, the only essential parame-
ter is the gap ratio between the cylinder and a splitter plate parallel to the flow, and
he found that the length of the effective vortex generation region was equal to the
plate’s distance from the domain boundary. The effect of a splitter plate placed
downstream of a bluff body and parallel to the open stream was studied by Roshko
[14] at a high Reynolds number (Re = 105). The author found that the shedding
frequency and base suction were decreased by moving the plate closer to the cylin-
der. According to Bearman [35], spinning the circular cylinder with the end plate
downstream at a constant speed forces the separate shear flow on the surface to
reconnect. The outcome is a reduction in the impacts and vibrations brought on by
boundary-layer growth, and a suppression of vortex formation. Apelt et al. [15]
experimentally studied the effect of a horizontal splitter plate with varied length
on the flow across a stationary circular cylinder at 104 < Re < 5×104. By utilis-
ing a splitter plate with a length equivalent to the cylinder diameter, they were able
to lower the drag coefficient by 31%. Kwon and Choi [17] concluded that there is
a threshold length of the splitter plate that, in proportion to the Reynolds number,
results in the complete disappearance of vortex shedding. The reduction in drag
coefficient and total heat transfer from the stationary cylinder and splitter plate
surface increment are caused by the splitter length increment, as demonstrated by
Razavi et al. [36]. Ghiasi et al. [33] found that the drag is decreased up to a crit-
ical length of the splitter plate, after which the enlargement of the lock-on zone
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causes the drag to be increased for the majority of transverse oscillation frequen-
cies. They also came to the conclusion that as the length of splitter plate increases,
the thermal boundary layer around the cylinder thickens and reduces heat transfer.
Significant reduction in drag coefficient and in amplitude of lift coefficient on a
stationary cylinder with an attached splitter plate at Reynolds number 100, 125
and 150 is reported by Deep et al. [37]. More studies with control plate are found
for circular cylinder [38], transversely oscillating cylinder [32], parallel dual plate
with circular cylinder [39] and multiple control rods with circular cylinder [40]. A
few researchers studied the effects of curved fins and plates on missiles [41] and
formula 1 cars [42], and these are now being used in real life.

There is no published research that shows how rotary oscillation and a splitter
plate can both be used to influence wake formation, reduce drag, and convect heat
away under forced convection from the circular cylinder. The current investigation
focuses on the importance of rotary oscillation and gap ratios of an arc-shaped ver-
tical control plate on the flow and forced convective heat transfer across a circular
cylinder. Vortex shedding modes are defined in terms of the number of vortices
that are shed from either side of the cylinder during vortex shedding cycles in a
lock-on period pl = nT , where n can be either an integer or a fraction. In this
case, T is the period of cylinder oscillation and pl is the lock-on period. For in-
stance, 2S(pl) mode indicates that the downstream wake is fed with an alternating
counter-rotating single vortex from each side of the cylinder over the time period
pl . When pl = T , the mode 2S(pl) designates the traditional Kármán vortex street.
2P(pl) mode means that two pairs of counter-rotating vortices shed from each side
of the cylinder over the time period pl . On the other hand, the mode P+S(pl) in-
dicates the shedding of two vortices from one side of the cylinder, followed by one
vortex from the other side per pl . Reynolds number and Prandtl number are kept
constant at 150 and 0.7, respectively. The gap ratio (d/R0) of the control plate
varies between 0 and 3, while the maximum angular velocity ranges from 0.5 to 4
and the frequency ratio varies from 0.5 to 3. Note that, d/R0 = 0 denotes the case
without any plate. The Higher Order Compact (HOC) technique [1–3, 43] based
on non-uniform polar grids is used to discretize the 2-D unsteady Navier-Stokes
equations and the energy equation. The discretized system is solved by using the
bi-conjugate gradient stabilized method with the help of an in-house code.

The following is the order in which the paper is organised: The governing
equations, initial, and boundary conditions are covered in Section 2. Numerical
solution techniques, finite difference discretizations, and numerical scheme vali-
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dation are covered in Section 3. Section 4 discusses results and analysis. Finally,
in Section 5, the conclusions summarise our observations.

2. The governing equations and the problem

An unsteady, 2-D, incompressible, laminar, and viscous flow of a Newtonian,
constant property fluid across an isothermally heated, circular cylinder with a ra-
dius of R0 is depicted in Fig. 1(a). The non-uniform mesh structure around the
cylinder and control plate is depicted in Fig. 1(b). The geometry of the control
plate is shown in Fig. 1(c). The top (CD) and bottom (AB) surfaces of the plate
are flat, but the front (DA) and rear (BC) surfaces are arc-shaped. The arc-length of
the surface DA is smaller than the arc-length of the surface BC but the arc-lengths
of the surfaces AB and CD are the same. The fluid approaches the cylinder with
a uniform velocity U∞ and at a uniform temperature T∞. The cylinder impulsively
obtains the surface temperature Ts at t̂ = 0. Dimensional parameters are converted
to dimensionless form using the following formulas: r = r̂

R0
, t = t̂U∞

R0
, v = v̂

U∞
,

u = û
U∞

, Φ = (T̂−T∞)
(Ts−T∞)

, Ψ = Ψ̂U∞
R0

, Ω = Ω̂R0
U∞

. The control plate is placed at a gap d

from the cylinder surface and has a unit arc length and a constant thickness that
is approximately equivalent to 0.18 times the cylinder radius. Impermeability and
no-slip boundary criteria are taken into account for the surface of the control plate.
The control plate is maintained constant at the same temperature as the initial free
stream fluid.

2-D, non-dimensional, stream function-vorticity formulation of the Navier-
Stokes equations and the energy equation in polar coordinates (r,θ) are repre-
sented as,

∂ 2Ω

∂ r2 +
1

r

∂Ω

∂ r
+

1

r2

∂ 2Ω

∂θ 2 =
Re

2

(

u
∂Ω

∂ r
+

v

r

∂Ω

∂θ
+

∂Ω

∂ t

)

, (1)

∂ 2Ψ

∂ r2
+

1

r

∂Ψ

∂ r
+

1

r2

∂ 2Ψ

∂θ 2
=−Ω, (2)

∂ 2Φ

∂ r2
+

1

r

∂Φ

∂ r
+

1

r2

∂ 2Φ

∂θ 2
=

RePr

2

(

u
∂Φ

∂ r
+

v

r

∂Φ

∂θ
+

∂Φ

∂ t

)

. (3)

The velocities, v and u are defined as

v =−
∂Ψ

∂ r
and u =

1

r

∂Ψ

∂θ
, (4)
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Nomenclature

d (mm) Gap between the control plate and the
cylinder surface

f̂ (Hz), f
Frequency of oscillation in dimensional and
nondimensional form ( f = f̂ R0/U∞)

h (W/m2K), havg (W/m2K) Coefficients of heat transfer (local and average)

Nu, Nu, Nut
Nusselt number (local, average, and time-averaged
total)

Pr Prandtl number (= ν/β )

Q′′ (W/m2) Radial heat flux on the surface (Local)

Re Reynolds number (= 2R0U∞/ν)

R0 (mm) Radius of the circular cylinder

R∞ (mm) Radius of the far field boundary

r̂ (mm), r Radius in dimensional and nondimensional form

T∞ (K) Free-stream fluid temperature

t̂ (s), t Time in dimensional and nondimensional form

Ts (K) Surface temperature of the cylinder in dimensional form

U∞ (m/s) Free-stream fluid velocity

û (m/s), u Radial velocity in dimensional and nondimensional form

v̂ (m/s), v
Tangential velocity in dimensional and nondimensional
form

α̂ (m/s), α
Rotational velocity in dimensional and
nondimensional form (α = α̂R0/U∞)

α̂m (m/s), αm
Maximum angular velocity in dimensional and
nondimensional form (αm = α̂mR0/U∞)

β (m2/s) The thermal diffusivity of the fluid

κ (W/mK) The thermal conductivity of the fluid

ν (m2/s) The kinematic viscosity of the fluid

T̂ (K), Φ Temperature in dimensional and nondimensional form

Ψ̂ (kg/ms), Ψ Stream function in dimensional and nondimensional form

Ω̂ (rad/s), Ω Vorticity in dimensional and nondimensional form

6



(a)

(b) (c)

Figure 1: (a) The schematic illustration of the current problem, (b) an enlarged image of the control
plate and the non-uniform polar mesh around the cylinder, and (c) the geometry of the control plate
ABCD.

Ω is stated as

Ω =
1

r

[

∂

∂ r
(vr)−

∂u

∂θ

]

. (5)

The non-dimensional expression for the rotary oscillating velocity, α(t), is
given by,

α(t) = αmsin(2π f t). (6)
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On the surface of the cylinder, there are three boundary conditions: imperme-
ability, no-slip, and constant temperature, i.e.

Ψ = 0,
∂Ψ

∂ r
=−α and Φ = 1.0 when r = 1. (7)

Boundary conditions on the surfaces BC and DA of the control plate are,

Ψ = 0,
∂Ψ

∂ r
= 0 and Φ = 0. (8)

Boundary conditions on the surfaces AB and CD of the control plate are,

Ψ = 0,
∂Ψ

∂θ
= 0 and Φ = 0. (9)

The condition of vorticity on the surface of the cylinder is given by

Ω =−
∂ 2Ψ

∂ r2
when r = 1. (10)

In the distant field, R∞, the vorticity’s resulting decay and the free-stream con-
dition are taken to constitute the boundary conditions, i.e.

Ψ →

(

r−
1

r

)

sin θ ,
∂Ψ

∂ r
→

(

1+
1

r2

)

sin θ ,

and Φ → 0 as r →
R∞

R0
,

(11)

Ω → 0 as r →
R∞

R0
. (12)

The initial conditions of the stream function and temperature are specified by
Eq. (11). An initial zero vorticity assumption is made for the far field in Eq. (12).
The following initial conditions are given for the velocities, derived from Eqs. (4)
and (11):

v =−

(

1+
1

r2

)

sin θ and u =

(

1−
1

r2

)

cos θ . (13)
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3. Numerical Scheme

The governing equations of motion and the energy equation are discretized
on non-uniform polar grids using a higher order compact (HOC) finite difference
technique [1–3] that is temporally second order accurate and spatially at least
third order accurate. The non-uniform grid is concentrated around the cylinder

which is created using the stretching function ri = exp

(

λπi

imax

)

, 0 ≤ i ≤ imax.

The function θ j is given by, θ j =
2π j

jmax

, 0 ≤ j ≤ jmax. The discretized equations

can be expressed as follows [1, 3, 44]:

[X1i jδ
2
r +X2i jδ

2
θ +X3i jδr +X4i jδrδθ +X5i jδrδ

2
θ

+X6i jδ
2
r δθ +X7i jδ

2
r δ 2

θ ]Ψi j =Gi j,
(14)

[Y11i jδ
2
r +Y12i jδ

2
θ +Y13i jδr +Y14i jδθ +Y15i jδrδθ

+Y16i jδrδ 2
θ +Y17i jδ

2
r δθ +Y18i jδ

2
r δ 2

θ ]Ω
n+1
i j

= [Y21i jδ
2
r +Y22i jδ

2
θ +Y23i jδr +Y24i jδθ +Y25i jδrδθ

+Y26i jδrδ
2
θ +Y27i jδ

2
r δθ +Y28i jδ

2
r δ 2

θ ]Ω
n
i j,

(15)

[Z11i jδ
2
r +Z12i jδ

2
θ +Z13i jδr +Z14i jδθ +Z15i jδrδθ

+Z16i jδrδ
2
θ +Z17i jδ

2
r δθ +Z18i jδ

2
r δ 2

θ ]Φ
n+1
i j

= [Z21i jδ
2
r +Z22i jδ

2
θ +Z23i jδr +Z24i jδθ +Z25i jδrδθ

+Z26i jδrδ
2
θ +Z27i jδ

2
r δθ +Z28i jδ

2
r δ 2

θ ]Φ
n
i j.

(16)

The coefficients X1i j, X2i j,..., X7i j; Gi j; Y11i j, Y12i j,..., Y18i j; Y21i j, Y22i j,...,
Y28i j; Z11i j, Z12i j,..., Z18i j and Z21i j, Z22i j,..., Z28i j are the functions of r and
θ . [1, 3, 44] provide the expressions for the central difference operators δθ , δ 2

θ ,
δr and δ 2

r which are non-uniform, as well as the notations θ f , θb, r f , rb and the
coefficients.

3.1. Drag and lift coefficients

Surface friction and surface pressure distribution are the main factors respon-
sible for the forces acting on a circular cylinder submerged in fluids of uniform
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flow. The drag (CD) and lift (CL) coefficient expressions are obtained from [1, 3].
These are the expressions:

CD =
1

Re

∫ 2π

0

[

(

∂Ω

∂ r

)

R0

−ΩR0

]

cosθdθ , (17)

CL =
1

Re

∫ 2π

0

[

(

∂Ω

∂ r

)

R0

−ΩR0

]

sinθdθ . (18)

The time-averaged drag, CD, is given as

CD =
1

t1 − t2

∫ t2

t1

CDdt. (19)

The time span between t1 and t2 is chosen when the flow enters a periodic phase
or completes several cycles.

3.2. The parameters of heat transfer

Heat first transfers from the surface of the cylinder to the nearby fluid by con-
duction, and then It convects with the flow away. The heat conduction occurs
in the radial direction from the surface of the cylinder. The dimensionless local
heat flux in the radial direction is described as the local Nusselt number (Nu) as
follows:

Nu =
2hR0

κ
=

Q′′(2R0)

κ(Ts−T∞)
, (20)

where Q′′ is the local radial heat flux at the surface, κ is the fluid thermal conduc-
tivity, and h is the local heat transfer coefficient.

The formula for Q′′ over the surface of the cylinder is Q′′ =−κ ∂T
∂ r
|r=R0 . Over

the surfaces BC and DA of the control plate, Q′′ is computed by, Q′′ =−κ ∂T
∂ r

. Q′′

is computed over the surfaces AB and CD of the control plate as, Q′′ =−κ ∂T
∂θ

.

The average Nusselt number Nu, which denotes the dimensionless heat trans-
fer from the surface and it is defined on the cylinder surface as follows:

Nu =
2havgR0

κ
=

1

2π

∫ 2π

0
Nudθ . (21)
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The average heat transfer coefficient is expressed as havg = 1
2π

∫ 2π
0 hdθ . The

time-averaged Nusselt number Nut is obtained as follows:

Nut =
1

t1 − t2

∫ t2

t1

Nudt. (22)

The time span between t1 and t2 is chosen when the flow enters a periodic phase
and completes several cycles.

3.3. Validation and independence studies for grid, time and domain

The grid independence test is shown for three distinct grid sizes (181×181),
(191×202) and (351×341) in Fig. 2(a) with Re = 150, Pr = 0.7, (αm, f/ f0) =
(0.5, 0.5), d/R0 = 1, fixed time step ∆t = 0.01 and a constant domain to cylinder
radii ratio of 25. All grid sizes appear to yield nearly identical outcomes. The grid
size 191×202 is chosen for future computations. The independence test for the
domain is conducted in Fig. 2(b) with three distinct radii of the outer boundary,
R∞/R0 = 15, 25 and 35 , with grid size and time step, (181×181) and ∆t = 0.01,
respectively. The values for the remaining parameters are left unchanged from
those used in the grid independence test. Far field radius, R∞ = 25R0 is chosen for
further computations. The time independence test is then performed in Fig. 2(c)
with time increments ∆t = 0.001, 0.005, 0.01, 0.02 with a predetermined grid
size of (181× 181) and R∞ = 25R0. According to these test results, we chose
R∞
R0

= 25 and ∆t = 0.01 for future computations.

θ

(a)

θ

∞

∞

∞

(b)

θ

∆
∆
∆

(c)

Figure 2: Variation in the distribution of local Nusselt number Nu (a) grid independence test with
grid sizes 181× 181, 191× 202, 351× 341, (b) domain independence test with outer boundary
radius 15, 25, 35 and (c) time independence test with time steps 0.001, 0.005, 0.01 at t = 100 for
Re = 150, Pr = 0.7, (αm, f/ f0) = (0.5, 0.5) and d/R0 = 1.
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Figure 3: Comparison of the time-averaged drag coefficient estimates from the current investiga-
tion with Kwon and Choi’s work [17] for Re = 160.

To demonstrate the accuracy of our numerical scheme, we compare the results
to those of flow past a circular cylinder with an attached splitter plate [17]. Fig. 3
indicates that the largest difference in time-averaged drag coefficients between
the findings of the current study and those of the earlier works is 2.57%, which is
likewise within a satisfactory range.

4. Results and Discussions

The notable variables that affect heat and flow fields include the Reynolds
number (Re), Prandtl number (Pr), maximum angular velocity (αm), frequency
ratio ( f/ f0), and the gap ratio of control plate (d/R0) [34, 44]. The current in-
vestigations are conducted at Re = 150, αm ∈ [0.5, 4], f/ f0 = {0.5, 3}, and
d/R0 ∈ [0, 3], with Pr = 0.7. d/R0 = 0 is assumed to be the case without the
control plate. The values of αm and f/ f0 are typically chosen in accordance with
[44]. Fig. 4 illustrates the isotherm contours overlaid with vorticity contours at
time steps t = 380, 395 for Re = 150, αm = 1, d/R0 = 1, and f/ f0 = 0.5. It is
found that the vorticity contours nearly overlap with the isotherm contours. This
suggests that the similar convection and diffusion phenomena are experienced by
the heat transfer and vorticity. Heat advection occurs from the cylinder wall to the
near wake in a mechanism similar to the advection of vorticity.

Fig. 5 illustrates the isotherm contours and the fluctuation of local Nusselt
number during a single cylinder oscillation period T , given the following values:
Re = 150, αm = 0.5, f/ f0 = 0.5 and d/R0 = 0.5. In this case, the mode of vor-
tex shedding is categorised as 2S(T ) and is locked on for one oscillation cycle
of the cylinder. A preliminary study of these isotherm contours reveals emerging
vortices from either side of the cylinder as lumps of hot fluid convecting down-
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Figure 4: Vorticity and isotherm contours are overlaid at periods t = 380 (left) and t = 395 (right)
for Re = 150, αm = 1, d/R0 = 1, and f/ f0 = 0.5. Black lines denote vorticity contours, whereas
coloured contours indicate isotherm contours.

stream. The vortex street is almost symmetric around the x-axis. Large temper-
ature gradients are present close to the cylinder surface because of a very thin
thermal boundary layer. High isothermal concentrations near the cylinder and the
control plate and low isothermal concentrations away from them suggest that the
heat convects away quickly to downstream.

Fig. 5 shows that the highest values of the local Nusselt number distribution
on the cylinder are close to point, θ ≈ 180°. There is a higher local heat flux
near θ = 180°, which is supported by the fact that the locations of greatest values
for local Nusselt number do not change much during the cylinder oscillation pe-
riod. The fluid in θ ≈ 180° of the cylinder flows along the surface of the cylinder
as it oscillates in the flow, thickening the thermal boundary layer and reducing
the local heat transfer (Nu) in the wake. The control plate is placed behind the
cylinder where the surface of the control plate is colder than the surface of the
cylinder. As a result, some of the heat transferred from the cylinder surface will
be absorbed on the control plate, which can be confirmed by the negative local
Nusselt number on the surface of the control plate. This phenomenon is called
“backward heat transfer” [45]. A similar phenomenon is reported for heat transfer
from a circular cylinder heated at a time-periodic pulsating temperature [46]. The
lowest peaks of the local Nusselt number are observed at the top (CD) and bot-
tom (AB) surfaces of the control plate, i.e., these parts of the surface will absorb
the highest amount of heat from the fluid. The maximum peak of local Nusselt
number is slightly reduced at t = t0 +(1/4)T and t0 +(3/4)T . Additional local
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θ

t = t0 +(0)T t = t0 +(1/4)T

t = t0 +(1/2)T t = t0 +(3/4)T

t = t0 +(1)T

Figure 5: The distribution of the local Nusselt number Nu, over the surface of the cylinder and
the control plate, and the isotherm contours during one oscillation period of the cylinder T , for
αm = 0.5 and f/ f0 = 0.5 with d/R0 = 0.5 and Re = 150.
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maximum peaks of local Nusselt number distribution are found between 0° and
60° and between 300° and 360°. The local maximum peak values sharply rise at
t = t0 +(1/4)T and t0 +(3/4)T . This enhancement near θ ≈ 360° is caused by
the vortex shedding phenomenon in the wake. The Nu distribution demonstrates
that the distribution curves at t = t0 +(0)T and t0 +(1/4)T are reflections of the
distribution curves at t = t0+(1/2)T and t0+(3/4)T , respectively. This suggests
that the heat convection process that took place during the beginning half of the
oscillation period will repeat itself during the second half on the opposite surface
of the cylinder.

The local Nusselt number distribution and the isotherm contours are presented
in Fig. 6 as the gap ratio of control plate is increased to d/R0 = 1. At this gap ra-
tio, the vortex shedding is locked-on for one oscillation period T , and the mode of
vortex shedding is identified as 2S(T ), as in the case of d/R0 = 0.5. The heat con-
vection mechanism is also similar to that of d/R0 = 0.5. However, the differences
are observed for the distribution of the local Nusselt number. The maximum peak
is found near θ ≈ 180°, and the maximum value is nearly constant throughout the
oscillation period. Local maximum peaks of local Nusselt number distribution are
observed within the areas 0° < θ < 60° and 300° < θ < 360°. The local maxi-
mum peak sharply rises to maximum at t = t0 + (1/4)T and t0 + (3/4)T . The
distribution curves at these two phases are mirror images of one another, as seen
for d/R0 = 0.5. However, the maximum value of the local Nusselt number for
d/R0 = 1 is significantly lower than that of d/R0 = 0.5. The local Nusselt number
distribution on the surface of the control plate suggests that the heat absorption
is maximum at the top (CD) and bottom (AB) surfaces of the control plate for
d/R0 = 1. However, the rate of heat absorption is less than that of d/R0 = 0.5. It
occurs as lower gap ratio has a higher heat absorption rate than higher gap ratio
because there are denser isotherm contours close to the surface of the cylinder
than further downstream.

Further increasing the gap ratio to d/R0 = 3 for the same rotary oscillation
parameters, the local Nusselt number distribution and the isotherm contours are
displayed in the Fig. 7 and similar vortex shedding mode of 2S(T ) is observed.
The vortices shed are smaller than that of d/R0 = 0.5, 1. Two small vortices are
seen to appear in the wake between the cylinder and the control plate in clockwise
and counter-clockwise directions. It occurs when the shear layers coming from
the surface of the cylinder are separated by the shear layers of the opposite sign
attached to the control plate near wake. The reduction in the size of the vortices
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t = t0 +(0)T t = t0 +(1/2)T

t = t0 +(1)T

Figure 6: The distribution of the local Nusselt number Nu, over the surface of the cylinder and
the control plate, and the isotherm contours during one oscillation period of the cylinder T , for
αm = 0.5 and f/ f0 = 0.5 with d/R0 = 1 and Re = 150.

from d/R0 = 0.5, 1 causes a reduction in total heat transfer from the surface of
the cylinder. This is backed by the significant drop in the local maximum peak
of Nu in 0° < θ < 60° and 300° < θ < 360°. The highest peak of Nu oscil-
lates near θ ≈ 180°. Maximum value is only observed at the phases t = t0+(0)T ,
t0+(1/2)T and t0+(1)T . Local maximum peak of local Nusselt number is found
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θ

t = t0 +(0)T t = t0 +(1/2)T

t = t0 +(1)T

Figure 7: The distribution of the local Nusselt number Nu, over the surface of the cylinder and
the control plate, and the isotherm contours during one oscillation period of the cylinder T , for
αm = 0.5 and f/ f0 = 0.5, with d/R0 = 3 and Re = 150.

in 0° ≤ θ ≤ 20° and 340° ≤ θ ≤ 360°. Also, the density of the isotherm contours
is highest near the corners of the control plate, which implies higher heat trans-
fer relative to the remaining regions on the surface of the plate. For the gap ratio
d/R0 = 3, the local Nusselt number distribution on the control plate surface shows
that heat transfer from the front (BC) and rear (DA) surfaces of the control plate is
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nearly zero. The local minima of the local Nusselt number near the corners, top
(CD) and bottom (AB) surfaces of the control plate increased for d/R0 = 3 com-
pared to that of d/R0 = 1. It implies that the heat absorption rates near the corners
and on the top (CD) and bottom (AB) surfaces of the control plate are higher than
the other surfaces but significantly lower than Fig. 6.

The vortex shedding phenomenon becomes more complex as the amplitude of
the rotary oscillation, αm, is increased from 0.5 to 4 for a fixed frequency ratio
of f/ f0 = 0.5, and the corresponding isotherm contours and local Nusselt number
distributions are shown in Fig. 8 with three different control plate placements, i.e.,
d/R0 = 0.5, 1 and 3. The mode of vortex shedding for d/R0 = 0.5 in Fig. 8(a),
is identified as 2P+ 2S and it is locked-on over one oscillation period T of the
cylinder. Two pairs of large vortices with opposing signs shed periodically from
the top and bottom of the cylinder. Maximum peak of local Nusselt number on
the surface of the cylinder is found in the region 120° < θ < 240° but the maxi-
mum value is lower than that of αm = 0.5. The local Nusselt number distribution
has its highest peak between, 0° < θ < 100° and 260° < θ < 360°. In terms of
the local Nusselt number distribution, the gap between the local maximum peak
and the global peak is relatively low. The mode of vortex shedding remains the
same as 2P+ 2S as the gap ratio of the control plate is increased to d/R0 = 1,
but it is locked-on over three periods of cylinder oscillation, i.e., 3T , as shown
in Fig. 8(b). The thermal boundary layer is thickened at θ ≈ 180° by the large
oscillation amplitude of the cylinder and increased gap ratio of the control plate.
This leads to less heat being transferred by forced convection in this region. It
is supported by the local Nusselt number distribution. Maximum peak of local
Nusselt number is found in the regions 100° < θ < 150° and 210° < θ < 260° at
phases t = t0+(9/4)T , t0+(3/4)T respectively. With the growing gap ratio of the
control plate, there are now larger gaps between the highest peaks of local Nusselt
numbers. Local maximum peaks of local Nusselt number are found in regions,
0° < θ < 80° and 280° < θ < 360°. As the gap ratio is increased to d/R0 = 3, the
number of vortices shed downstream decreases, as seen in Fig. 8(c). The vortex
shedding mode is identified as 2P and it is locked-on over one oscillation period
of cylinder, T . Two pairs of vortices of opposite signs are periodically shed from
either side of the cylinder. The vortex shedding process causes the density of
the vorticity contours near θ ≈ 180° to be significantly lower than the previous
two cases. It implies that the thermal boundary layer in this area has more thick-
ness relative to the cases with gap ratios, d/R0 = 0.5, 1. As a result, the heat
convection in this region drops significantly. The distibution of the local Nusselt
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t = t0 +(1/4)T t = t0 +(3/4)T t = t0 +(1/4)T

t = t0 +(1/2)T t = t0 +(3/2)T t = t0 +(1/2)T

t = t0 +(3/4)T t = t0 +(9/4)T t = t0 +(3/4)T

t = t0 +(1)T t = t0 +(3)T t = t0 +(1)T

(a) (b) (c)

Figure 8: The distribution of the local Nusselt number Nu, over the surface of the cylinder and
the isotherm contours during (a) one oscillation period of the cylinder T , for d/R0 = 0.5, (b) three
oscillation period of the cylinder 3T , for d/R0 = 1 and (c) one oscillation period of the cylinder
T , for d/R0 = 3 with αm = 4, f/ f0 = 0.5 and Re = 150.
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(a)

(b) (c)

Figure 9: The distribution of the local Nusselt number Nu, over the surface of the control plate
during (a) one oscillation period of the cylinder T , for d/R0 = 0.5, (b) three oscillation period of
the cylinder 3T , for d/R0 = 1 and (c) one oscillation period of the cylinder T , for d/R0 = 3 with
αm = 4, f/ f0 = 0.5 and Re = 150.

number on the surface of the cylinder also suggests that the maximum peak is
shifted from θ ≈ 180° to θ ≈ 0° or 360°. It is found in the areas 0° < θ < 120°
and 240° < θ < 360°. The maximum value of the local Nusselt number is seen
to be at its lowest for the d/R0 = 3, when compared to the other two locations
of the control plate. In addition, there are local maximum peaks of the Nusselt
number discovered close to θ ≈ 0° or 360°. Fig. 9 displays the distribution of
local Nusselt number on the surface of the control plate for d/R0 = 0.5, 1, 3 and
(αm, f/ f0) = (4, 0.5). This higher maximum angular velocity (αm) of the cylin-
der enhances the movement of the flow around the cylinder, which effectively
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enhances the heat absorption rate around the top (CD) and bottom (AB) surfaces
of the control plate for d/R0 = 0.5. Heat absorption decreases as the gap ratio
of the control plate increases to d/R0 = 1, and it approaches zero at d/R0 = 3.
When the heat absorption completely vanishes, the cold control plate effects the
heat transfer only by influencing the vortex shedding process.

In Fig. 10, when the frequency ratio is increased to f/ f0 = 3 with αm = 4,
the vortex shedding modes are identified as 2S(T ) for all three positions of con-
trol plate, i.e. d/R0 = 0.5, 1 and 3. For d/R0 = 1, the density of the vorticity
contours rises, increasing the downstream heat convection. The highest peak of
the local Nusselt number distribution varies within the region, 120° < θ < 240°.
Dense isotherm contours can be seen here more than anywhere else on the sur-
face, providing further evidence that this region is the most active in terms of heat
convection. Additional local maximum peaks are observed between 0° and 90°
and between 270° and 360°, but they gradually diminish as d/R0 increases. High-
est amount of heat absorption is found near the corners A and D, in Fig. 11(a) for
d/R0 = 0.5, αm = 4 and f/ f0 = 3. The heat absorption rate decreases as the gap
ratio of the control plate increases as seen in Fig. 11(b) and Fig. 11(c). The rear
(DA) surface of the control plate absorbs very little heat from the fluid, but the
front (BC) surface of the plate absorbs a little bit more heat.

Fig. 12 displays the drag (CD) and lift (CL) coefficients for varying d/R0 with
rotary oscillation parameters, (αm, f/ f0) = (0.5, 0.5) ((a) and (b)); (αm, f/ f0) =
(4, 3) ((c) and (d)). d/R0 = 0 is assumed to define the case without the control
plate. The maximum value of the drag coefficient is found to be reduced by 4.97%
after the introduction of the control plate at d/R0 = 0.5 in Fig. 12(a). After po-
sitioning the control plate at a gap ratio of d/R0 = 3, the peak value of the drag
coefficient has decreased by 9.87% when compared to the no plate case. The am-
plitude and highest value of the lift coefficient steadily declines with increasing
d/R0 within the range of 0 ≤ d/R0 ≤ 1 in Fig. 12(b). However, the peak value
slightly increases at d/R0 = 3 than that of d/R0 = 1. With the increase in rotary
oscillation parameters to αm = 4 and f/ f0 = 3, the maximum value of the drag
coefficient decreases by 1.92% at a gap ratio of d/R0 = 0.5 from d/R0 = 0, as
seen in Fig. 12(c). With the exception of d/R0 = 0.5, no change is seen for varied
control plate gap ratios at this rotary oscillation. When d/R0 = 0.5, the magnitude
of CD is found to be the least. Variation of lift coefficient, CL for this high rotary
oscillation is displayed in Fig. 12(d). It can be observed that the maximum value
and magnitude are significantly increased when the control plate is positioned at
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t = t0 +(1/2)T t = t0 +(1/2)T t = t0 +(1/2)T

t = t0 +(3/4)T t = t0 +(3/4)T t = t0 +(3/4)T

t = t0 +(1)T t = t0 +(1)T t = t0 +(1)T

(a) (b) (c)

Figure 10: The distribution of the local Nusselt number Nu, over the surface of the cylinder and
the isotherm contours during (a) one oscillation period of the cylinder T , for d/R0 = 0.5, (b) one
oscillation period of the cylinder T , for d/R0 = 1 and (c) one oscillation period of the cylinder T ,
for d/R0 = 3 with αm = 4, f/ f0 = 3 and Re = 150.
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(b) (c)

Figure 11: The distribution of the local Nusselt number Nu, over the surface of the control plate
during (a) one oscillation period of the cylinder T , for d/R0 = 0.5, (b) one oscillation period of
the cylinder T , for d/R0 = 1 and (c) one oscillation period of the cylinder T , for d/R0 = 3 with
αm = 4, f/ f0 = 3 and Re = 150.

the gap ratio of d/R0 = 0.5. Due to the small gap between the cylinder and the
control plate, the shear layers around the cylinder are pushed back when the vor-
tices shed from the cylinder encounter resistance from the control plate.

Fig. 13 summarizes the vortex shedding modes for (a) f/ f0 = 0.5 and (b)
f/ f0 = 3 with αm ∈ [0.5, 4], d/R0 ∈ [0, 3] and Re = 150. For (αm, f/ f0) =
(0.5, 0.5) and 0.5 ≤ d/R0 ≤ 3, the modes for shedding vortices are are locked-on
and identified as 2S(T ) but no lock-on is observed for d/R0 = 0. For αm ≥ 2
and d/R0 ≥ 0.5, more than two vortices are shed from each side of the cylinder
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(a) (b)

(c) (d)

Figure 12: The variation of (a) drag coefficient CD with (αm, f/ f0) = (0.5, 0.5); (b) lift coefficient
CL with (αm, f/ f0) = (0.5, 0.5); (c) drag coefficient CD with (αm, f/ f0) = (4, 3) and (d) lift
coefficient CL with (αm, f/ f0) = (4, 3) and Re = 150.

α α

(a) (b)

Figure 13: An overview of the vortex-shedding modes for (a) f = 0.5 and (b) f = 3 with αm ∈
[0.5, 4], d/R0 ∈ [0, 3] and Re = 150.
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at regular intervals. The various types of lock-on modes identified in Fig. 13(a)
are 2S(T ), 2P(T ), 2P+ 2S(T ) and 2P+ 2S(3T ). When f/ f0 is increased to 3,
the lock-on vortex shedding mode is only observed for (αm, d/R0) = {(0.5, 2),
(2, 2), (4, 0.5), (4, 1), (4, 2), (4, 3)}. All of the lock-on modes for vortex shed-
ding are classified as 2S(T ).

θ

α
α
α
α

(a) (b)

Figure 14: The variation of (a) Nu at t = t0 + 3T for various d/R0 values with αm = 4 and (b) the
time average Nusselt number Nut on the surface of the cylinder in relation to αm for Re = 150,
Pr = 0.7, f/ f0 = 0.5.

The instantaneous local Nusselt number distribution for αm = 4 and time-
averaged Nusselt number with varying gap ratios of control plate are displayed
in Fig. 14(a) and Fig. 14(b) respectively for Re = 150, Pr = 0.7 and f/ f0 = 0.5.
Fig. 14(a) shows that the maximum peak of the local Nusselt number rises near
θ ≈ 180° after the introduction of the control plate at d/R0 = 0.5 compared to
no plate arrangement. The maximum peak value of Nu near θ ≈ 180° gradu-
ally decreases with increasing gap ratio of the control plate within the range of
1 ≤ d/R0 ≤ 3. Local maximum peak of Nu near θ ≈ 360° is found to be largest
for d/R0 = 1. Time average Nusselt number Nut increases after introduction of the
control plate at a gap ratio of d/R0 = 0.5 by a significant amount for all maximum
angular velocity, αm as seen in Fig. 14(b). At all gap ratios except d/R0 = 0.5,
Nut is found to be the lowest for αm = 4. The reduction of heat transfer process at
high maximum angular velocity of rotary oscillation is caused by the thickening
of thermal boundary layer. Similar results are also reported for flow past a rotary
oscillating cylinder without any control plate [29, 44] where the increased rotary
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oscillating motion of the cylinder thickens the thermal boundary layer and, as a
result, reduces the rate of heat transfer from the cylinder surface. Nut gradually
decreases for each αm as the gap ratio, d/R0, increases from 0.5 to 3.

α
α
α
α

(a) (b)

Figure 15: The variation of (a) Nu at t = t0 + 3T for various d/R0 values with αm = 4 and (b)
the time-averaged Nusselt number Nut on the surface of the control plate in relation to αm for
Re = 150, Pr = 0.7, f/ f0 = 0.5.

Fig. 15(a) exhibits the instantaneous local Nusselt number distribution with
varying gap ratios, d/R0 for αm = 4, f/ f0 = 0.5, Re = 150 and Pr = 0.7 at t =
t0 + 3T . The highest amount of heat absorption occurs around the top (CD) and
bottom (AB) surfaces of the control plate at this instant. However, the amount
of heat absorption decreases with the increasing gap ratios of the control plate,
from d/R0 = 0.5 to d/R0 = 3. It occurs due to the reduction in the density of
the isotherm contours with increasing distances from the surface of the cylinder.
The heat absorption is found to be negligible at a gap ratio d/R0 = 3. It occurs as
the density of the isotherm contours gradually decreases with increasing distance
from the cylinder surface. Fig. 15(b) displays the time-averaged Nusselt number
on the surface of the control plate with varying maximum angular velocities, αm

at different gap ratios of the control plate for Re = 150, Pr = 0.7 and f/ f0 =
0.5. It shows that the highest values of Nut are found for αm = 4 at all the gap
ratios except d/R0 = 0.5. The thick thermal boundary layer around the cylinder
at αm = 4 decreases the overall heat transfer rate from the cylinder surface and
eventually decreases the density of the isotherm contours downstream. As a result,
the overall heat absorption on the surface of the control plate is lowest for αm = 4
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at all control plate gap ratios except d/R0 = 0.5. The close proximity (d/R0 = 0.5)
of the control plate to the cylinder for αm = 2 causes the most heat absorption on
the surface of the control plate.

5. Conclusions

The impact of a cold, vertical, arc-shaped control plate on the force convective
heat transfer and fluid flow over an isothermally heated, rotary oscillating circu-
lar cylinder in a two-dimensional, unsteady, incompressible, laminar, and viscous
flow of a Newtonian, constant property fluid is investigated numerically in this
study. The simulations are performed with an in-house code. According to the
findings of the study, the gap ratio of the control plate has a significant effect on
both the fluid flow and heat transfer. Simulations are carried out using the param-
eters, Re = 150, Pr = 0.7, 0.5 ≤ αm ≤ 4, f/ f0 = {0.5, 3}, and d/R0 ∈ [0, 3].
For certain rotary oscillation parameters of the cylinder, the non-lock-on vortex
shedding process can be locked-on by introducing the control plate into the sys-
tem. The smallest gap ratio of d/R0 = 0.5 is found to be more effective than other
gap ratios in increasing the heat transfer rate for all values of αm with f/ f0 = 0.5.
Also, αm = 2 exhibits highest amount of heat transmission for all gap ratios when
f/ f0 = 0.5. The heat absorption on the surface of the control plate decreases
to zero with increasing gap ratio when αm = 0.5 and f/ f0 = 0.5 but never be-
comes zero when αm = 4 and f/ f0 = 3. The highest peak of the drag coefficient
is decreased by 9.87% at a gap ratio of d/R0 = 3 for (αm, f/ f0) = (0.5, 0.5).
However, at higher rotary oscillations like (αm, f/ f0) = (4, 3), the maximum
reduction in the peak value of drag coefficient is 1.92% which is obtained at a gap
ratio of d/R0 = 0.5. Smallest gap ratio of d/R0 = 0.5 is found to enhance the lift
coefficient by 183% for (αm, f/ f0) = (4, 3).
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