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ABSTRACT 

 
Attention mechanism has been widely utilized in speech en-
hancement (SE) because theoretically it can effectively 
model the inherent connection of signal both in time domain 
and spectrum domain. Usually the span of attention is limited 
in time domain while the attention in frequency domain spans 
the whole frequency range. In this paper, we notice that the 
attention over the whole frequency range hampers the infer-
ence for full-band SE and possibly leads to excessive residual 
noise. To alleviate this problem, we introduce local spectral 
attention (LSA) into full-band SE model by limiting the span 
of attention. The ablation test on the state-of-the-art (SOTA) 
full-band SE model reveals that the local frequency attention 
can effectively improve overall performance. The improved 
model achieves the best objective score on the full-band 
VoiceBank+DEMAND set. 

Index Terms— Local spectral attention, full-band 
speech enhancement, deep learning 
 

1. INTRODUCTION 
 
Speech enhancement (SE) is important in telecommunication 
systems, modern automatic speech recognition (ASR) and 
hearing aid devices [1,2] , aiming at improving the perceptual 
quality and intelligibility as well as speech recognition per-
formance of speech signals degraded by background disturb-
ances. Data-driven deep neural network (DNN) based SE 
methods have recently shown significantly better perfor-
mance over traditional rule-based signal processing ap-
proaches, especially under low signal-to-noise ratio (SNR) 
conditions with highly non-stationary noise [3]. 

Time-domain DNN based approaches directly enhance 
raw speech waveforms through the encoder-enhancer-de-
coder framework [4-6], whereas the majority of SE methods 
operate in the time-frequency (T-F) domain to estimate a 
mask between clean and distorted spectrum [7,8], or to di-
rectly predict the real and imaginary parts of the target clean 
complex spectrum from the noisy speech [9,10]. Different 
network structures have been used for temporal and spectral 
feature extraction in T-F models, including convolutional 
neural networks (CNN) [9-15], recurrent neural networks 
(RNN) [14-18], self-attention (SA) mechanisms [19-26]. 

Recently, SA-based models have shown their superiority in 
SE tasks, achieving state-of-the-art performances in both 
wideband (sampled at 16kHz) [25] (CMGAN) and full-band 
(sampled at 48kHz) [26] (MTFAA) scenarios. Temporal at-
tention efficiently models the time dependencies of speech in 
a limited range, either by designating the number of attended 
frames for online processing or restricting the maximal length 
of the training sequence for offline processing, while the fre-
quency-wise attention always acts on the whole frequency 
range, calculating attention weights globally. In this paper, 
we notice that the global spectral attention hinders the infer-
ence for full-band SE and probably leads to excessive resid-
ual noise. It may result from the feature discrepancy between 
different bands of speech, i.e., the structural harmonics in low 
bands and the almost randomly distributed components in 
high bands. Such weak similarity may produce large redun-
dancy in attention mechanisms, for which SE models fail to 
focus on crucial characteristics, and thus result in suboptimal 
performance.  

Local attention mechanism in natural language pro-
cessing was introduced in [27], focusing on a subset of source 
words at a time to avoid expensive computation for effective 
machine translation. We find its potential to facilitate spec-
trum modeling with limited span at a certain frequency band. 
In this paper, we propose a local spectral attention (LSA) 
mechanism that only looks at adjacent bands at a certain fre-
quency to alleviate the problem of full-band attention. We 
conduct experiments based on MTFAA model and dual-path 
attention-recurrent network (DPARN) [20] to demonstrate 
the advantage of the proposed LSA mechanism and achieve 
state-of-the-art (SOTA) results on the public full-band Voice-
Bank+DEMAND [28] dataset with the improved MTFAA. 
 

2. METHOD DESCRIPTION 
 
2.1. Spectral local attention 
 
Let 𝒳𝒳 ∈ ℝ𝑇𝑇×𝐹𝐹×2  denote the input spectrogram to a T-F 
model with frequency-wise attention, where 𝑇𝑇 and 𝐹𝐹  de-
note the time and frequency dimensions, respectively. Then 
the key, query and score tensors passed to a conventional 
spectral attention module can be described as 𝒬𝒬𝐹𝐹 ,𝒦𝒦𝐹𝐹 ,𝒱𝒱𝐹𝐹 ∈
ℝ𝑇𝑇×𝐹𝐹′×𝐶𝐶 , where 𝐹𝐹′  is the frequency-wise dimension after 



down-sampling or up-sampling by CNNs and 𝐶𝐶 is the num-
ber of channels. Then the conventional attention output 
𝒜𝒜𝐹𝐹 ∈ ℝ𝑇𝑇×𝐹𝐹′×𝐶𝐶 is formulated as  
 

 𝐀𝐀𝐹𝐹,𝑡𝑡 = softmax�
𝐐𝐐𝐹𝐹,𝑡𝑡𝐊𝐊𝐹𝐹,𝑡𝑡

T

√𝐹𝐹′ × 𝐶𝐶
�𝐕𝐕𝐹𝐹,𝑡𝑡 , (1) 

  
𝒜𝒜𝐹𝐹 = concat�𝐀𝐀𝐹𝐹,1,𝐀𝐀𝐹𝐹,2, … ,𝐀𝐀𝐹𝐹,𝑇𝑇�, (2) 

  
where 𝐐𝐐𝐹𝐹,𝑡𝑡 ,𝐊𝐊𝐹𝐹,𝑡𝑡 ,𝐕𝐕𝐹𝐹,𝑡𝑡 ∈ ℝ𝐹𝐹′×𝐶𝐶  represent key, query and 
score matrices at frame 𝑡𝑡, concat(∗) indicates concatenat-
ing the output attention matrix along the temporal dimension. 
The similarity matrix computed from the dot product of 𝐐𝐐𝐹𝐹,𝑡𝑡 
and 𝐊𝐊𝐹𝐹,𝑡𝑡

T  forms the weights of the attention mechanism [19], 
which reflects the correlation among overall frequency bands. 
We consider that long-range spectrum correlation estimation 
may mislead the model to use insignificant information due 
to the weak similarity in feature distribution between low- 
and high- frequency bands, especially in full-band scenarios. 
For effective local spectrum dependency extraction, a local 
attention mask 𝐌𝐌𝐹𝐹 ∈ ℝ𝐹𝐹′×𝐹𝐹′  is applied to the similarity ma-
trix, defined as 
 

𝑀𝑀𝐹𝐹,𝑖𝑖,𝑗𝑗 = �
0, |𝑖𝑖 − 𝑗𝑗| ≤ 𝑁𝑁𝑙𝑙

−∞, |𝑖𝑖 − 𝑗𝑗| > 𝑁𝑁𝑙𝑙
, (3) 

  
where 𝑀𝑀𝐹𝐹,𝑖𝑖,𝑗𝑗  denotes an entry of 𝐌𝐌𝐹𝐹  at the 𝑖𝑖𝑡𝑡ℎ  row and 
the 𝑗𝑗𝑡𝑡ℎ column, 𝑁𝑁𝑙𝑙 ≤ 𝐹𝐹′ is the local interaction dimension. 
Hence the proposed LSA output �̃�𝒜𝐹𝐹  can be calculated as  
 

𝐀𝐀�𝐹𝐹,𝑡𝑡 = softmax �
𝐐𝐐𝐹𝐹,𝑡𝑡𝐊𝐊𝐹𝐹,𝑡𝑡

T

√𝐹𝐹′ × 𝐶𝐶
+ 𝐌𝐌𝐹𝐹�𝐕𝐕𝐹𝐹,𝑡𝑡 , (4) 

  
�̃�𝒜𝐹𝐹 = concat�𝐀𝐀�𝐹𝐹,1,𝐀𝐀�𝐹𝐹,2, … ,𝐀𝐀�𝐹𝐹,𝑇𝑇�. (5) 

 
 
 
 

 
 
 

Fig. 1. The visualization of proposed LSA mechanism. 
 
 

The visualization of the proposed LSA mechanism is shown 
in Fig. 1. In real network implementation, the −∞ of 𝐌𝐌𝐹𝐹  
can be set as large negative value, such as -1e9. The source 
code of the proposed method is available at 
https://github.com/ZhongshuHou/LSA. 
 
2.2. Model architecture  
 
MTFAA network is the best full-band model in the 4th DNS 
challenge in ICASSP 2022 [26], which utilizes frequency-
wise self-attention for spectrum modeling. It includes a phase 
encoder module to map complex spectral features to real 
components. Then the real spectral inputs are mapped accord-
ing to ERB scale to reduce redundancy at high frequencies in 
band merging block. The band splitting is the inverse process 
of the band merging. The main-net consists of several similar 
processing units, where frequency down-sampling (FD) or 
up-sampling (FU) is implemented with 2-dimensional convo-
lution. The TF-convolution module uses dilated convolution 
enlarging the receptive filed along the time domain and the 
axial self-attention (ASA) calculates attention matrices along 
the time and frequency axis for T-F feature modeling. In the 
mask estimating and applying procedure, deep-filter mask is 
applied to the magnitude spectrum in the first stage and the 
subsequent complex mask refines both the magnitude and 
phase spectrum. The detailed description on MTFAA can be 
found in [26]. In the original ASA block, attention operates 
along frequency in a global manner. We replace the fre-
quency-wise global attention in ASA with the proposed LSA 
mechanism and carry out an ablation study on model perfor-
mance in Sec. 3. 
 To further validate the efficacy of LSA, we also test its 
performance on another full-band SE model dubbed DPARN, 
which originates from DPCRN (rank 3rd in DNS-3) [17] but 
replaces the intra RNN module with multi-head self-attention 
for spectrum modeling. 
 
2.3. Training targets and loss function 
 
Power compress loss [29] functions are utilized to better pro-
cess the information in low power T-F points: 
 
ℒ𝑅𝑅𝑅𝑅��̃�𝑆 ,𝑆𝑆� = ��𝑆𝑆𝑟𝑟𝑟𝑟𝑟𝑟𝑙𝑙𝒞𝒞 − �̃�𝑆𝑟𝑟𝑟𝑟𝑟𝑟𝑙𝑙𝒞𝒞 ��

𝐹𝐹

2
+ ��𝑆𝑆𝑖𝑖𝑖𝑖𝑟𝑟𝑖𝑖

𝒞𝒞 − �̃�𝑆𝑖𝑖𝑖𝑖𝑟𝑟𝑖𝑖
𝒞𝒞 ��

𝐹𝐹

2
,  (6) 

  

ℒ𝑀𝑀𝑟𝑟𝑖𝑖��̃�𝑆 ,𝑆𝑆� = ��|𝑆𝑆|𝛾𝛾 − ��̃�𝑆�𝛾𝛾��
𝐹𝐹

2
, (7) 

ℒ𝑂𝑂𝑂𝑂𝑟𝑟𝑙𝑙��̃�𝑆 ,𝑆𝑆� = ℒ𝑀𝑀𝑟𝑟𝑖𝑖��̃�𝑆 ,𝑆𝑆� + ℒ𝑅𝑅𝑅𝑅��̃�𝑆 ,𝑆𝑆�, 
 

(8) 
 

𝑆𝑆𝑟𝑟𝑟𝑟𝑟𝑟𝑙𝑙𝒞𝒞 = |𝑆𝑆|𝛾𝛾𝑐𝑐𝑐𝑐𝑐𝑐𝜃𝜃𝑆𝑆 , 𝑆𝑆𝑖𝑖𝑖𝑖𝑟𝑟𝑖𝑖
𝒞𝒞 = |𝑆𝑆|𝛾𝛾𝑐𝑐𝑖𝑖𝑠𝑠𝜃𝜃𝑆𝑆 , (9) 

 
where 𝑆𝑆 and �̃�𝑆 denote target clean and the enhanced spec-
trogram in the T-F domain, respectively, γ refers to the com-
pression parameter, superscript 𝒞𝒞 denotes the power com-
pressed pattern, 𝜃𝜃𝑆𝑆  denotes the phase angle of complex 

https://github.com/ZhongshuHou/LSA


spectrogram, and || · ||𝐹𝐹 refers to the Frobenius norm of the 
matrix. Both the MTFAA network and DPARN are opti-
mized with the overall loss function ℒ𝑂𝑂𝑂𝑂𝑟𝑟𝑙𝑙��̃�𝑆 ,𝑆𝑆�. 
 

3. EXPERIMENTS 
 
3.1. Datasets 
 
We demonstrate the effectiveness of our proposed method on 
the commonly used publicly available full-band Voice-
Bank+DEMAND dataset [28]. The clean clips are selected 
from the VoiceBank corpus [30] with 28 speakers in the train-
ing set and 2 unseen speakers in the test set. The training set 
includes 11,572 utterances and the test set contains 872 utter-
ances. In the training set, the clean utterances are mixed with 
background noise (8 types of real noise recordings from DE-
MAND database [31] and 2 artificial noise types) at SNRs of 
0 dB, 5 dB, 10 dB and 15 dB. For the test set, the clean utter-
ances are added with 5 unseen noise types from the DE-
MAND database at SNRs of 2.5 dB, 7.5dB, 12.5 dB and 17.5 
dB. The selected noise types are mostly challenging, e.g., do-
mestic noises (living room and kitchen), public space noises 
(restaurant, cafeteria and office) and transportation/street 
noises (car, bus, metro, busy traffic, subway station and pub-
lic square). All utterances are sampled at 48 kHz in our ex-
periments. 
 
3.2. Parameter setup and training strategy 
 
The window size and hop length of short time Fourier trans-
formation (STFT) are 32ms and 8ms, respectively. The dis-
crete Fourier transformation length is 1536 and the hanning 
widow is used for overlap-add waveform reconstruction. The 
local interaction dimension 𝑁𝑁𝑙𝑙 in MTFAA is set to [8, 4, 2, 
2, 2, 4, 8, 16] at each ASA module, respectively, and the 𝑁𝑁𝑙𝑙 
in DPARN is set to 64 at each multi-head self-attention block. 
Other parameter setups of MTFAA and DPARN can be found 
in [26] and [20], respectively. 
 The batch size in our training is 4 and the temporal 
length of input audio is 4s. Warmup strategy [19] is critical 
in training self-attention based model, where the learning rate 
𝛼𝛼 is updated with the rule: 𝛼𝛼 = 1

√𝐶𝐶
× min � 1

�𝜑𝜑
, 𝜑𝜑
�𝛹𝛹3

�, with 

𝐶𝐶 = 64 , warmup steps 𝛹𝛹 = 3000  and 𝜑𝜑  denoting the 
training step. We train the model by the warmup-based Adam 
optimizer with 𝛽𝛽1 = 0.9, 𝛽𝛽2 = 0.98, 𝜖𝜖 = 10−9. The com-
pression parameter 𝛾𝛾 is 1

3
. 

 
 
 

3.3. Ablation study and evaluation metrics 
 
To verify the efficacy of the proposed LSA over the conven-
tional global attention mechanism, we carry out the ablation 
study on both the casual MTFAA and DPARN models, where 
causality is determined by the padded dilated convolution, 
masked attention and unidirectional RNN along time dimen-
sion. For extensive performance evaluation, we also compare 
the modified MTFAA model with previous full-band SOTA 
approaches on VoiceBank+DEMAND test set.  
 We choose a set of commonly used speech metrics to 
evaluate the comprehensive performance, i.e., perceptual 
evaluation of speech quality (PESQ) [32], short-time objec-
tive intelligibility (STOI) [33], scale-invariant signal distor-
tion ratio (SiSDR) and composite mean opinion score (MOS) 
based metrics [34]: MOS prediction of the signal distortion 
(CSIG), MOS prediction of the intrusiveness of background 
noise (CBAK) and MOS prediction of the overall effect 
(COVL). Higher values indicate better performance for all 
metrics. Due to the lack of PESQ and composite MOS eval-
uation for full-band speech, we down-sample the enhanced 
results to 16 kHz (wideband) and measure the scores, while 
STOI and SiSDR are measured on full-band results. 
 
3.4. Experimental results and analysis 
 
3.4.1. Ablation study 
 
Ablation study results are presented in Table 1. The proposed 
LSA improves the enhancement performance of both the cas-
ual DPARN and MTFAA models in terms of all objective 
metrics. Further investigation of the enhanced signals reveals 
that the global attention in frequency domain is more likely 
to produce excessive residual noise especially in non-speech 
segments, while this problem can be effectively alleviated by 
the proposed LSA. Two typical examples are shown in Fig. 
2, where the benefit of LSA can be clearly seen. A possible 
explanation is that the local attention may better exploit the 
speech pattern in spectrum and more effectively discriminate 
speech and noise components especially in low-SNR envi-
ronments. 
 

Table 1. Ablation study results 
Config. Wideband Metrics Full-band Metrics 

Model LSA PESQ CSIG CBAK COVL STOI(%) SiSDR(dB) 

MTFAA 
Ⅹ 3.13 4.33 3.54 3.75 94.6 17.7 
√ 3.16 4.35 3.61 3.78 94.7 18.8 

DPARN 
Ⅹ 2.92 4.26 3.61 3.65 94.2 18.3 

√ 2.96 4.29 3.63 3.68 94.2 18.7 



               
 

 
      (a) Noisy               (b) Original MTFAA           (c) LSA-based MTFAA              (d) Clean 
 

               
 

 
     (e) Noisy                 (f) Original DPARN           (g) LSA-based DPARN              (h) Clean 
 
Fig. 2. Typical spectrograms. (a,e) Noisy speech, enhanced speech by (b,f) original non-LSA networks and (c,g) LSA-based 

networks, (d,h) Clean reference speech 
 

Table 2. Objective metric results on VoiceBank+DEMAND test set. “-” indicates unreported scores of original papers 

Models Year Param.(M) 
Wideband Metrics Full-band Metrics 

PESQ CSIG CBAK COVL STOI(%) 
Noisy - - 1.97 3.34 2.44 2.63 92.1 
S-DCCRN[35] 2022 2.34 2.84 4.03 3.43 2.97 94.0 
FullSubNet+[36] 2022 8.67 2.88 3.86 3.42 3.57 94.0 
GaGNet[37] 2022 5.95 2.94 4.26 3.45 3.59 - 
DMF-Net[38] 2022 7.84 2.97 4.26 3.52 3.62 94.4 
SF-Net[13] 2022 6.98 3.02 4.36 3.54 3.67 94.5 
DeepFilterNet2[39] 2022 2.31 3.08 4.30 3.40 3.70 94.3 
MTFAA (Cau., LSA) 2022 1.50 3.16 4.35 3.61 3.78 94.7 

 
 
 
3.4.2. Comparison with full-band SOTA methods 
 
We compare the modified MTFAA model with previous full-
band SOTA methods on VoiceBank+DEMAND dataset and 
the results are listed in Table 2. One can find that the modified 
causal MTFAA model outperforms previous SOTA methods 
on all evaluation metrics and achieves a 3.16 score in PESQ 
and an STOI value close to 95%. Furthermore, LSA mecha-
nism results in fewer parameters and less computational com-
plexity due to the local processing in frequency domain. 
 

4. CONCLUSIONS 
 
In this paper, we propose a local spectral attention mechanism 
for attention-based full-band speech enhancement models, 
which facilitates more effective extraction of spectral 

information. We merge the proposed LSA with full-band 
models, including DPARN and MTFAA, and validate its bet-
ter performance in recovering speech with less residual noise. 
The MTFAA with LSA also achieves the best performance in 
VoiceBank+DEMAND test set. As a side benefit, the pro-
posed method also leads to smaller models with less compu-
tation burden. 
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