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An acoustic dimer composed of two electronically controlled electro-acoustic resonators is pre-
sented in view of exploring one-dimensional topological phenomena. Active control allows for real-
time manipulation of the metamaterial’s properties, including its mechanical mass, resistance, com-
pliance and internal coupling. The latter enables active tuning of the topological phase transition
in the effective acoustic Su–Schrieffer–Heeger system. An analytical model of the unit cell as well
as the electronic control scheme is shown. Band structures derived from the analytical model, the
finite element simulation and the experimental data consistently demonstrate the realization of a
tuneable one dimensional topological insulator.

I. INTRODUCTION

The study of collective wave phenomena in condensed
matter physics and photonics have proven to be an essen-
tial asset for the development of pioneering technologies
that have shaped the modern world - transistors, photo-
voltaics, charge-coupled devices to name a few. A notable
drawback to these fields of research, however, is the often
highly complex and costly equipment required to observe
microscopic phenomena occurring at the quantum scale.
One solution would be to increase the scale of the physics
being studied and to observe wave phenomena in macro-
scopic crystalline structures.

Acoustic metamaterials (AMMs) are materials that
can be engineered to exhibit properties similar to those
found in quantum systems and even beyond the realm of
naturally occurring materials. In addition to their com-
plexity and cost, macroscopic wave systems have notable
advantages over those at the quantum scale. The salient
physics of quantum systems, for example, is well defined
in theory, but lacks atomic probes capable of readily de-
termining eigenvalues and directly measuring eigenfunc-
tions. On the other hand, classical analogues of these sys-
tems can offer complete observability and control of these
quantities [1, 2]. Generally speaking, AMMs can provide
valuable insight into systems where theoretical calcula-
tions are not easily tractable, even with modern comput-
ers, particularly systems involving time-dependent po-
tential fields, disorder, or non-linearity.

Topological insulators are a highly attractive area of
research in condensed matter physics owing to features
such as robust solitons or interface states. Unfortunately,
progress in this field is heavily hindered by the limited
number of available crystal candidates exhibiting such
properties and the difficulty with which it is to carry
out experiments. Conversely, heaps of analogous acous-
tic systems demonstrating topological regimes have been
studied owing to the relative ease with which experimen-
tal fabrication and measurement are carried out [3–9].
For example, Zhao et al.[10] proposed an acoustic duct
lined with Helmholtz resonators where a linear inter-site
coupling is fixed by spatial separation between subse-

quent pairs in view of understanding topology within a
local-resonant band gap. Effective controllability, tune-
ability and reconfigurability remain desirable properties
that unfortunately reside beyond the scope of these pas-
sive systems.

The emerging field of active acoustic systems on the
other hand could provide phase transition and soliton
formation manipulation through the application of active
control schemes allowing for the exploration of new exotic
phenomena. It’s clear that advances in non-Hermitian
PT-symmetric [11–16], dynamically reconfigurable [17],
non-reciprocal systems [18–23] and real-time manipula-
tion of the effective acoustic properties [24, 25] provide
the necessary tools for seeking out new topological phe-
nomena.

The Active Electroacoustic Resonator (AER) al-
lows achieving prescribed frequency-dependent acoustic
impedances at the acoustic interface of an electroacous-
tic transducer such as a loudspeaker [26]. Such devices
have been shown to successfully achieve tunable sound
absorption [27, 28]. They have also been employed as ac-
tive unit-cells in a non-Hermitian acoustic medium [29],
and in an active acoustic metasurface concept for shaping
reflected wavefronts in a controllable manner [30].

This study presents an actively tuneable AMMs ca-
pable of exhibiting prescribed topological features sim-
ilar to those found in the Su–Schrieffer–Heeger system
[31] - a one dimensional chain of coupled dimers that
can host topological modes owing to its two coupling-
dependant regimes. Although successful realizations of
this system have been previously achieved via passive
meta-structures [32–34], here we demonstrate an actively
tuneable dimer composed of two electronically-controlled
AERs. First, an analytical model of the unit cell is pre-
sented followed by the active control scheme used to tune
dimerisation of the unit cell. Fidelity of the model is
demonstrated by comparing crystal dispersions obtained
for both the model and the experimental unit cell. Us-
ing a transfer matrix approach, we finally demonstrate
that the system can host topological edge states via a
finite crystal simulation and that they are protected by
both time-reversal symmetry and equality of the far-field
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scattering matrices.

II. DESCRIPTION OF THE BASELINE
SSH-LIKE UNIT-CELL

Suppose a crystal unit cell composed of a duct segment
loaded with two identical and equally spaced AERs that
are fixed in place as shown in Figure 1a. A periodic array
of these cells paired with coupling would form a SSH-like
chain along the x axis. Assuming continuity of pressure
and volumetric flow, the transfer matrix Mcell relating
amplitudes in subsequent cells can be obtained using the
Transfer Matrix Method (TMM) [35]. The latter solely
depends on the cell’s geometric properties and the com-
plex mechanical impedances ζm of the resonators. The
crystal band structure can be obtained by applying the
Bloch theorem and computing the eigenvalues.

FIG. 1. Transfer Matrix approach to the active acoustic
SSH-like unit cell. (a) Unit cell of length a composed of a
duct segment loaded with two equally spaced AERs that are
fixed in place. It can be split into 6 segments - each described
by its own transfer matrix M . (b) An AER fixed at position
x = −a/4. δ (- the dimerisation parameter) is the distance
from the AER which is related to the coupling strength - c.f.
main text.

Incoming and outgoing complex field amplitudes on both
sides of the speaker plane interface p±R,L are represented by

the arrows.

The total single cell transfer matrix of the active sys-
tem is simply given by multiplying the individual transfer
matrices of each of its constituents:

Mcell =Ma/4Mδ−Ma/4Ma/4Mδ+Ma/4 (1)

where Ma/4 represents the straight duct of length L =
a/4 and Mδ± is the transfer matrix through the AER
plane with dimerisation parameter δ related to the cell
coupling strength. Take the left AER which is placed flat
against the duct wall at position x = −a/4 as shown in
Figure 1b. Mδ− is computed considering the following:

• The target remote impedance is defined as:

ζ̃δ− = S2
d · p(x = −a/4 + δ)

qd
(2)

where Sd, p, qd are the effective diaphragm surface
area, pressure and volumetric flow through the
diaphragm respectively. In contrast to the real
speaker impedance, the evaluated pressure and
velocity are here spatially separated by a distance δ.

• The pressure radiated from the speaker at any po-
sition x in the duct can be written as:

prs(x) = −ρcqd
2S

e−ik|x+a/4| (3)

where ρ, c, S, k are the air density, speed of sound
in the air, duct cross-sectional area and the wave
number respectively.

• The volumetric flow conservation and pressure con-
tinuity at x = −a/4 yields:

p+R = − ρc

2S
qd + p+L (4)

p−L = − ρc

2S
qd + p−R (5)

where p+L , p
−
L are the forward and backward com-

plex field amplitudes on the left of the speaker and
p+R, p

−
R are the amplitudes on the right.

The impedance defined in Eq.(2) is imposed by means
of active control at the AER. Using equations (3), (4)
and (5), the transfer matrix for the left AER Mδ− is
obtained:(

p+R
p−R

)
=

(
1+ wδ− ·

(
e−jkδ e+jkδ

−e−jkδ e+jkδ

))−1

︸ ︷︷ ︸
Mδ−

(
p+L
p−L

)
,

wδ− =
ρcS2

d

2Sζ̃δ−
(6)

By symmetry of the unit cell, the transfer matrix for the
right AER, Mδ+, is the same albeit with δ of opposite
sign.
Finally, the band structure is obtained using Eq. 1 and

applying the Floquet-Bloch theorem yields:

qF (k) = arccos

(
1

2
Tr(Mcell(k))

)
/a (7)

where qF is the Floquet-Bloch wave number (- details in
Appendix A).

III. TAILORING THE DISPERSION THROUGH
ACTIVE CONTROL

In order to achieve active impedance control, the ex-
perimental unit cell is equipped with microphones placed
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in front and in between of the lined AERs as shown at
the bottom of Fig. 2b. The system is tuned via an active
feedback control scheme which is split in two parts - each
of which aims at altering the gaps present in the disper-
sion of the coupled resonator meta-structure, namely a
band folding Bragg gap and a locally resonant gap, high-
lighted on Fig. 2a.

FIG. 2. Active dispersion shaping. (a) Dispersion of a lossless
coupled resonator system with two gaps: a Bragg gap and
a locally resonant gap. (b) Block diagram of the proposed
control scheme wired to the experimental unit cell. From left
to right, the acoustic pressures in front of and in between the
AERs (- p± and p0 respectively) are used as inputs of the F̃k

function which serves to achieve the δ shift. The impedance is
synthesized with the desired mechanical parameters specified
by the transfer functions Φ±. The output currents iδ± are
carried out to the respective AERs in the unit cell. Black
dots in the unit cell are pressure microphones.

1. Shaping the locally resonant gap

The band-folding locally resonant gap results from the
coupling of a continuum of propagating waves and a lo-

cal resonance which can be described by a polariton-
like dispersion [36] - albeit folded for a doubled unit
cell. Its position and size can be shaped at the exper-
imenter’s discretion by altering the AER’s resonance fre-
quency and quality factor [27, 30, 37]. The desired me-
chanical impedance ζst is specified by control parameters
µM , µR, µC :

ζst(s) = µMMms · s+ µRRms + µC/(Cmc · s) (8)

Where:

• s = jω: Laplace variable

• Mms: diaphragm mass (kg)

• Rms: mechanical resistance (kg.s−1)

• Cmc: diaphragm + cabinet compliance (s2.kg−1)

ζst synthesis is achieved by multiplying a transfer func-
tion Φ(ζst) [26] to the real-time front pressure resulting
in the current required to drive the AERs (- details in
Appendix B).

2. Shaping the Bragg gap

The band-folding Bragg gap opens when dimerisation
is introduced in the crystal [31]. Here we show that a
gap forms when the coupling is enhanced via active con-
trol. Figure 2b shows the proposed block diagram of the
control scheme. Knowing the operating wavenumber k in
the waveguide, the pressure p̃δ± between an AER and the
centre microphones can be estimated using the function:

F̃k(p±, p0) :=
p± · sin(±k(a/4− δ)) + p0 · sin(±kδ)

sin(±ka/4)
(9)

where δ is the dimerisation parameter.
The virtual control current required to synthesize a

target impedance Zst is:

ĩδ± = p̃δ± · Φ± (10)

where the Φ± is the aforementioned transfer function.
Notice that Φ appears twice in the control scheme block
diagram as the AERs mechanical parameters are synthe-
sized separately.
Finally, the control current iδ± used to drive the AERs

are:

iδ± = (p± − p̃δ±) ·
[
Sd

Bl

]
±
+ ĩδ± (11)

IV. RESULTS AND DISCUSSION

A. Analytical model

The theoretical dispersion is computed using Eq. (1):



4

cos(qF (k)a) =
wδ+wδ−[cos(ka)− cos(k2δ)] + wδ+j sin(k(a+ δ)) + wδ−j sin(k(a− δ)) + cos(ka)

j(wδ+2j sin(kδ) + 1)(wδ−2j sin(kδ)− 1)
(12)

The latter is plotted for dimerisation values δ ∈
(0,+a/4) as shown in Figure 3a. The locally resonant
and Bragg gaps occur at 500 Hz and 690 Hz respectively.
For δ = 0, the Bragg gap is closed as indicated by the
vanishing complex part of the Floquet-Bloch wavenum-
ber qF . This comes as no surprise since this corresponds
to the dispersion of equally spaced coupled resonators
[10]. As δ increases however, the gap opens as a result of
the change of the intra-cell coupling. Conversely, nega-
tive values of δ corresponding to inter -cell coupling yield
identical dispersions.

(a) Analytical
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(b) Experimental
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FIG. 3. Active control on the band gap size. Top: The
dispersion diagrams of the acoustic SSH-like for five values
of the dimerisation parameter δ derived from the analytical
model (a) and measured experimental data (b). Solid lines
and dashed lines represent the real and imaginary parts of
the Bloch-Floquet wave number qF respectively. The largest
Bragg gap is indicated by the orange transparent zones.

B. Experimental demonstration

One active SSH-like unit-cell was successfully designed,
3D-printed and assembled. The experimental AERs are
off-the-shelf Vistaton FRWS 5 8 Ω drivers. Character-
ization of the mechanical parameters of the latter was
achieved by direct measurement of the impedance follow-
ing methods described by E. Rivet [26] using quarter-inch
PCB microphones and a single-point Polytec laser vi-
brometer for simultaneous pressure and velocity measure-
ment respectively. Active control is carried out by com-

FIG. 4. Characterisation of the experimental unit cell using
a loaded Kundt duct and four pressure microphones. Spatial
separation of the microphones on both sides of the sample al-
lows for the determination of the forward (a,c) and backward
(b,d) complex field amplitudes and subsequently the sample
transfer matrix Mcell via a digital analyser.

mercial Performance Speedgoat machine equipped with
the IO334 module (- see Appendix B). COMSOL Mul-
tiphysics finite element simulations were performed en-
abling design optimization and experimental validation.
The mass, resistance and compliance were characterised
and actively tuned as summarised in the Table I. The
goal was first to decrease the resonance frequency and
second, to increase the quality factor of the resonators.
The former effectively increases the locally resonant gap
and Bragg gap frequency separation and the latter de-
creases system losses.

Mass Resistance Compliance

Nominal 5.29 g 0.297 kg/s 175 µm/N

µM,R,C 0.5 0.09 0.42

Synthesized 2.65 g 0.0267 kg/s 73.5 µm/N

TABLE I. Impedance synthesis. The nominal/passive me-
chanical parameters of the AER are multiplided by the re-
spective tuneing parameters µM,R,C to obtain the desired syn-
thesised mechanical parameters.

Experimental dispersion curves were obtained using
the aforementioned TMM. The total unit cell transfer
matrix Mcell is measured following the ASTM standard
procedure [38] which relies on impedance tube measure-
ments with four microphones as shown in Figure 4. The
experimental dispersion curves are plotted in Figure 3b.

Remarkable consistency can be noticed throughout
both the model and the experimental results reflecting
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the efficacy of the proposed active control scheme. In
particular, the Bragg gaps open as a function of the
dimerisation parameter δ. There are however some
noticeable discrepancies around the natural resonance
frequency of the resonators. Indeed, reliable feed-
forward impedance synthesis demands highly accurate
estimations of the ERs mechanical parameters - this is
especially relevant for the heavy synthesis used here.
Misestimations of these parameters can result in synthe-
sizing multiple-degrees-of-freedom impedances which is
perhaps made evident by an increased evanescent com-
ponent ℑ(qF ) of the wave around the local resonance in
the experimental dispersion. More accurate impedance
synthesis control schemes may be worth investigating
[39, 40] to mitigate these effects. That being said, this
high energy dissipation at the resonance has little, if
any, effect on the Bragg gap which is the focus of this
work.

C. Topological interface states in a finite
meta-crystal

The topological nature of the system can be made ev-
ident by interfacing two topologically distinct phases of
the crystal and seeking out interface states. The latter
will appear as a transmission peak within the aforemen-
tioned Bragg gap. An 8-cell system has been modelled
using COMSOL Multiphysics (- Fig. 5a) for multiple cou-
pling configurations. The finite crystal is composed of
two parts labelled A and B where the dimerisation pa-
rameters, δA and δB , are independently controlled. By
setting ports at the extremities of the crystal, the scat-
tering matrix S and consequently the transmission T and
reflection R can be computed. Figure 5b shows R and T
as function of frequency for the following coupling con-
figurations:

• δA = δB = 0: For equal coupling, the transmission
is only impeded at the AER resonance frequency
effectively drawing out the locally resonant gap.

• δA = δB = +a/4: The dimers of both parts are uni-
formly coupled resulting in an interface-less crys-
tal of trivial phase. As expected from the disper-
sion curves, the transmission drops at the Bragg
gap. Furthermore, the uniform topological phase
(δA = δB = −a/4) yields similar results.

• δA = −δB = +a/4: An interface between trivial
and topological phase is created. The latter yields
a narrow transmission peak at the centre of the
Bragg gap which is indicative of topological inter-
face state.

The robustness of these topological states can be ob-
served by tracing out the centre transmission peak when
progressively generating coupling-parameter disorder in

(a)
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FIG. 5. Simulated topological interface states in an 8-active-
dimer system. (a) Finite element model of the 8-cell system
with active dimers. The finite crystal is composed of two parts
labelled A and B where the dimerisation parameters are inde-
pendently controlled. (b) Transmission T and reflection R as
a function of frequency for different coupling configurations.
The dispersion Bragg gap corresponding to δ = ±a/4 from
the analytical model is indicated by the orange transparent
bars.

each cell. The latter is shown in Figure 6a where the
the transmission peak remains almost unaffected by large
disorders that do not close the band gap(- up to 25% of
lattice period).

D. Symmetry protected topological interface states

Generally speaking, one-dimensional topological
phases are symmetry protected and here, one may be
tempted to think the protection is a direct consequence
of chiral symmetry as is the case in regular tight-binding
SSH chains made of evanescently coupled identical
resonators. However, it is not the case for this acoustic
system as the topological interface state is also robust
against variations in AER resonance frequencies ω0 -
i.e. on-site disorder. Figure 6b shows centre transmis-
sion peak when randomly shifting the AER mechanical
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FIG. 6. Effect of defects on the topological interface state.
The centre transmission peak corresponding to the topologi-
cal interface state is plotted in function the disorder strength
(DS) for both coupling (a) and on-site (b) disorders. (a) All
AERs along each part of the chain have identical mechanical
impedances ζ and each cell coupling δ randomly (- uniformly)
differs from one-another with strength DS. (b) The mechani-
cal impedances ζ randomly differ and the cell couplings δ in
each part are the same.

impedance values ζ, directly related to ω0, of every AER.
In other words, the mass, resistance and compliance of
each AER are gradually shifted from their nominal val-
ues effectively randomising their resonance frequencies
using a uniform distribution. Surprisingly, remarkable
resilience of the transmission peak can be observed up
to disorders exceeding 40% of the nominal impedance
values ζ. Indeed, the change of ζ doesn’t significantly
alter the scattering matrix far from the local resonance
at the Bragg gap where topology occurs. We argue that
the symmetry responsible for the topological protection
in this system is that of time-reversal symmetry and
equality of the far-field scattering matrices as explained
in a related study carried out by Zangeneh-Nejad et
al. [4] - albeit for a chain of passive scatterers. Their
TMM-derived analytical model also produced an eigen-
value problem involving the single cell transfer matrix

Mcell. Here, equality of the far-field scattering matrices
of the AERs is obvious as both AERs composing the
unit cell are assumed identical. Time-reversal symmetry
on the other hand guarantees that Mcell ∈ SU(1, 1)- the
group of non-Hermitian matrices of the form:

Mcell =

(
α β
δ γ

)
∈ SU(1, 1) ⇒

{
α− γ∗ = 0

β − δ∗ = 0
(13)

Keeping in mind that Mcell is frequency-dependent, a
measure of the ”SU(1,1)-ness” of Mcell can be assessed
by computing the standard score Z of the difference be-
tween the diagonal elements as a function of the angular
frequency ω:

Zαγ∗(ω) =
(α(ω)− γ∗(ω))− µαγ∗

σαγ∗
(14)

Zβδ∗(ω) =
(β(ω)− δ∗(ω))− µβδ∗

σβδ∗
(15)

where µ and σ are the mean and standard deviations
over frequency of the differences respectively. The latter
is plotted for the maximum coupling δ = +a/4 for the
analytical and experimental single cell in Figures 7a and
7b respectively.

(a) Analytical
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Zβδ∗

(b) Experimental

−1 −0.5 0 0.5 1

Standard score

FIG. 7. Standard score Z assessing the ”SU(1, 1)-ness” for
the analytical model (a) and measured experimental data (b).
Solid and dashed lines correspond to real and complex parts
respectively. The largest Bragg gap from the dispersion of
Figure 3a is indicated by the orange transparent zones.

The proximity to zero is a measure of the ”SU(1,1)-
ness” of Mcell. Around the locally resonant gap (high-
lighted in orange), the Z-score strongly diverges from
the origin. This is due to the dissipative nature of the
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AERs which breaks time reversal symmetry - setting
the mechanical resistance Rm to zero in the model ef-
fectively neutralizes the normalized differences through-
out the whole frequency range. At the Bragg gap where
topology is relevant, the curves for both the analytical
model and experimental data are much closer to the ori-
gin which indicates that the aforementioned topological
theory can be applied.

V. CONCLUSIONS

An active dimer composed of two electronically con-
trolled AERs was presented. We demonstrated a TMM-
derived analytical model and a current control scheme
that enables shaping of both the locally resonant and the
Bragg gaps. One active unit-cell was built and character-
ized by measuring its transfer matrix and subsequently
deriving the dispersion curve by applying Bloch theo-
rem. The proposed model yielded meta-crystal disper-
sion curves that closely matched those obtained from ex-
periments. Most notably, we showed that the locally res-
onant gap and the Bragg gap could be easily shaped via
speaker impedance synthesis and dimerisation parameter
tuning δ respectively. With finite element modelling, we
finally showed that a finite SSH-like meta-crystal com-
posed of these active cells can host topological interface
states protected by time-reversal symmetry and equality
of the far-field scattering matrices. Owing to the wide
tunability and reconfigurability, the presented active unit
cell opens up a new path to seek out novel physical phe-
nomena such as those involving time-modulated interac-
tion, time reversal symmetry breaking or non-linearity.
For example, the latter can be achieved by simple modi-
fication of the current control scheme and can thus serve
as an experimental vessel for exploring non-linear topo-
logical systems [37].
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Appendix A: Dispersion measurement

The dispersion of an acoustic meta-crystal can be ob-
tained by measuring the transfer matrix of a single unit
cell.

Assuming continuity of pressure and volumetric flow,
let there be a stratified medium of total length a in an
acoustic duct (Fig. 8). The total cell transfer matrix
Mcell relating the left and right complex field amplitudes
is given by the matrix product of each sub-cell comprising
the cell [35, 41, 42]:

Mcell =M1M2...Mn (A1)

FIG. 8. Transfer Matrix Method. The total cell transfer
matrix Mcell is composed of n segment - each specified by it’s
own transfer matrix Mn

Noting |ψ⟩ = (p+n , p
−
n )

T , the application of the Bloch
theorem with respect to the system periodicity yields the
following Bloch Eigenvalue problem:

Mcell(ω) |ψ⟩ = ejqF (ω)a |ψ⟩ (A2)

where ω is the angular frequency and qF is the Floquet-
Bloch eigen-value. For each value of ω, Mcell(ω) can be
diagonalized which yields the band structure:

qF (ω) = arccos

(
1

2
Tr(Mcell(ω))

)
/a (A3)

The latter holds as long as reciprocity of the system is
conserved [43], or equivalently detM = 1.

Appendix B: Impedance synthesis

This appendix summarizes the work reported by E.
Rivet et al. [26]. Let’s consider a closed-box electrody-

FIG. 9. Impedance synthesis control scheme. The front pres-
sure is measured at the front of the AER diaphragm (cross-
section) with a microphone and is multiplied by a transfer
function Φ which in turn outputs the drive current required
to achieve a specified target impedance.

namic loudspeaker subject to an exogenous sound pres-
sure pf at the diaphragm, and an electrical current i at
its electrical terminals as shown in figure 9. Assuming
steady-state and expressed in the frequency domain, its
velocity response v(s) is derived from Newton’s second
law of motion:

ζmc(s)v(s) = Sdpf (s)−Bℓi(s) (B1)

Where:
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• ζmc: total mechanical impedance (N.s/m), includ-
ing the compliance of air inside the cabinet

• v: diaphragm velocity (m/s)

• Sd: diaphragm surface area (m2)

• pf : pressure in front of diaphragm (Pa)

• Bℓ: Force factor (T.m)

• i: electrical current (A)

• s = jω: the Laplace variable (Rad/s)

This allows deriving the electric current i(s) required
to achieve a target mechanical impedance ζst (Pa.s/m)
at the diaphragm:

i(s) =
(ζst(s)− ζmc(s)) · v(s)

Bl
(B2)

We can specify ζst to have the following form:

ζst(s) = µMMms · s+ µRRms + µC/(Cmc · s) (B3)

Where:

• Mms: diaphragm mass (kg)

• Rms: mechanical resistance

• Cmc: speaker + cabinet compliance (s2/kg)

• µM , µR, µC : control parameters

Thus, the control current required to synthesize a target
virtual impedance ζst is:

i(s) = pf (s) · Φ(s) (B4)

Where

Φ =
Sd

Bl

[
(µM − 1)Mms · s+ (µR − 1)Rms + (µC − 1)/(Cmc · s)

µMMms · s+ µRRms + µC/(Cmc · s)

]
(B5)

is the transfer function.
In practice, sound waves arriving at the microphones

are detected, digitally sampled, and processed in real-
time by a software program running on a commercial Per-
formance Speedgoat machine equipped with the IO334
module. The digital output signals are then converted

back to analog and are fed back to the speakers to gener-
ate the desired synthesized response. The Speedgoat Per-
formance model can reliably deliver processing delays as
little as 25 µs which enables large synthesis as explained
in a recent stability study carried out by De Bono et al.
[44].
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