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Abstract—Deep neural networks (DNNs) are emerging as a
potential solution to solve NP-hard wireless resource allocation
problems. However, in the presence of intricate constraints, e.g.,
users’ quality-of-service (QoS) constraints, guaranteeing con-
straint satisfaction becomes a fundamental challenge. In this pa-
per, we propose a novel unsupervised learning framework to solve
the classical power control problem in a multi-user interference
channel, where the objective is to maximize the network sum-
rate under users’ minimum data rate or QoS requirements and
power budget constraints. Utilizing a differentiable projection
function, two novel deep learning (DL) solutions are pursued.
The first is called Deep Implicit Projection Network (DIPNet),
and the second is called Deep Explicit Projection Network
(DEPNet). DIPNet utilizes a differentiable convex optimization
layer to implicitly define a projection function. On the other
hand, DEPNet uses an explicitly-defined projection function,
which has an iterative nature and relies on a differentiable
correction process. DIPNet requires convex constraints; whereas,
the DEPNet does not require convexity and has a reduced
computational complexity. To enhance the sum-rate performance
of the proposed models even further, Frank-Wolfe algorithm
(FW) has been applied to the output of the proposed models.
Extensive simulations depict that the proposed DNN solutions
not only improve the achievable data rate but also achieve zero
constraint violation probability, compared to the existing DNNs.
The proposed solutions outperform the classic optimization
methods in terms of computation time complexity.

Index Terms—Power control, learning to optimize (L2O), deep
learning (DL), unsupervised learning, differentiable projection,
multi-user, interference, and resource allocation.

I. INTRODUCTION

The problem of sum-rate maximization (SRM) in a multi-
user interference channel through optimized power control has
been explored for decades using standard optimization tools.
However, due to the non-convex and NP-hard nature of the
power control problem and lack of analytical solutions, a
majority of the existing algorithms rely on an either exhaustive
search (explicitly or implicitly) [1] or iterative optimization
of some approximate sub-problems [2]. The convergence and
computational complexity typically hinder the practicality of
the optimal or near-optimal solutions [3]. One way to mitigate
the computational complexity of solving NP-hard optimization
problems is to view them as a mapping from the state of
the environment to the decision variables. This mapping can
be learned efficiently by deep neural networks (DNNs) via
offline training. Since the inference time of DNNs is far less
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than the run-time of iterative algorithms, online computational
complexity will reduce significantly.

While DNNs can minimize the time complexity, handling
sophisticated problem constraints is a fundamental challenge
regardless of the supervised or unsupervised training method.
Note that, simple constraints (e.g., power budget constraint in
a power control problem [3], base station (BS) quota constraint
in a user assignment problem [4], etc.) can be satisfied
using standard activation functions (like Rectified Linear Unit
(ReLU), Sigmoid, etc.). Nevertheless, sophisticated quality-
of-service (QoS)1 constraints cannot be incorporated using
well-known activation functions. To date, such constraints are
either incorporated by considering a penalty of the constraint
violation into the loss function, which encourages the DNN
output to meet the constraints [3]–[5] or included in the loss
function which is the Lagrangian of the original problem
and the learnable dual variables penalize the violation of
constraints [6], [7]. The approaches however do not provide
a guarantee that the results are always feasible and satisfy
constraints. Given the infancy of this line of research, this
paper aims to address the following fundamental questions: (1)
How to systematically incorporate convex and/or non-convex
constraints into the DNN architecture instead of incorporating
them in the loss function? (2) How to ensure a zero constraint
violation probability?

A. Background Work

To date, most deep learning (DL)-based studies considered
SRM via power control [2], [8], [9], [11], while considering
simple BS power budget constraint. Recently, some research
works considered the problem of SRM via power control
with power budget and minimum rate constraint of users. The
authors in [3], [5] applied unsupervised training of DNNs and
incorporated the penalty of violating the QoS constraint in the
loss function. In [15], the authors proposed a hybrid resource
allocation scheme for multi-channel underlay device-to-device
(D2D) communications. In particular, the transmit power
control is considered for SRM considering interference and
minimum rate constraints. The authors considered a heuristic
equally reduced power (ERP) scheme together with a DNN-
based scheme to avoid violation of QoS constraints. However,
resorting to these heuristics (ERP in [15] or minimum power
[3]), when the DNN’s output violates QoS constraint, can
compromise the quality of optimal power allocation solutions;
thereby impacting the maximum achievable sum-rate.

1In this paper, the term QoS refers to users’ minimum data rate requirements
which can be different due to distinct services required by those users.
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Table I: A comparative analysis of the existing machine learning frameworks for power control.
Ref. QoS Violation Constraint type Constraints Method
[8], [9] N/A Linear Power budget ReLU activation
[10], [11] N/A Linear Power budget Sigmoid activation
[3], [5] Yes Non-convex Power budget, QoS Customized loss function
[6], [7], [12] Yes Non-convex Power budget, QoS Primal-Dual training
[13] Yes Non-convex Power budget, QoS Counterfactual primal-dual learning
[14] No Linear Power budget, QoS Heuristic closed-form projection
[15] No1 Non-convex Power budget, QoS Customized loss function

This paper No Non-convex Power budget, QoS Differentiable implicit and explicit projection

1 A heuristic ERP method has been applied to allocate powers and mitigate the QoS violation.

Based on the duality theory, [6], [7], [12] applied the
Lagrangian loss function to train the DNN and parameterize
both the primal and dual variables. However, due to the
residual error of DNN for parameterizing the dual variables,
the methods cannot guarantee that the constraints are always
satisfied. In [13], the authors introduced a slack variable that
relaxes the minimum rate constraints. The objective changed to
maximizing the sum-rate while minimizing the slack variable.
This new method called counterfactual optimization sacrifices
the sum-rate to provide QoS of the cell-edge users. Very re-
cently, [14] studied the SRM via power control with minimum
rate and power budget constraints for an ad-hoc setup. To
address the constraints, an approximate closed-form projection
is used that takes the output of the DNN and projects it into
the feasible set. However, the approach is limited to linear
constraints. Table I summarizes the existing state-of-the-art
and clarifies the novelty of this article.

B. Motivation and Contributions

Most of the aforementioned works handled the power bud-
get constraint systematically via using a sigmoid (in case of
a single channel) or softmax (in case of multiple channels)
at the output layer of the DNN [11]. The QoS constraints,
on the other hand, were handled either by adding a penalty
term to the loss function, indicating the violation of these
constraints, or by transforming the problem into its Lagrangian
and performing the learning in the dual domain [16], [17].
Neither of those guarantees zero violation of constraints at the
test time; therefore heuristic algorithms are generally applied
to allocate feasible powers in the instance of QoS violation.
In this paper, our contributions can be summarized as follows:

• We propose two novel DL solutions for the classi-
cal power control problem in a multi-user interference
channel with QoS and power budget constraints. The
first is called Deep Implicit Projection Network (DIP-
Net), and the second is called Deep Explicit Projection
Network (DEPNet). The former requires convex con-
straints; whereas, the latter does not.

• DIPNet utilizes differentiable convex optimization layer
[18], [19], a type of implicit layers in DNNs [20], to
implicitly define a projection function. The projection
function projects the neural network’s output to the feasi-
ble set defined by the QoS and power budget constraints.
Thus, the DNN’s output always satisfies the constraints.

• DEPNet is inspired by [21], where a process called
correction is applied iteratively on the output of the

DNN to make it fall unto the feasible set of inequality
constraints. The iterative process can be perceived as a
differentiable and explicitly-defined projection function
that projects the output of DNN to the feasible set of
the problem with reduced computational complexity. The
process is compatible with GPU-based training.

• To improve the sum-rate performance of the proposed
models even further, the Frank-Wolfe algorithm (FW), an
iterative algorithm for constrained optimization problems
[22], has been applied. This algorithm takes the output
of the proposed models as its initial point and searches
within the feasible set to find a better solution.

• The proposed models are trained in an unsupervised
manner and compared with (i) the enhanced version of
PCNet [3], called PNet, which works in the multi-channel
scenario, is considered as the DNN-based benchmark, (ii)
Geometric Program (GP) [23] and genetic algorithm are
used as the optimization-based benchmark. The network
sum-rate, constraint violation probability, and online test
time are the performance metrics.

• Numerical results demonstrate that the proposed DIPNet
and DEPNet guarantee zero constraint violation probabil-
ity while outperforming PNet in terms of network sum-
rate and constraint violation probability. In addition, the
proposed models outperform GP and genetic algorithm
in terms of computation time complexity.

Note that [20] and [21] have proposed the fundamental
techniques, i.e., deep implicit layers and iterative gradient-
descent-based projection, respectively. In this paper, we have
demonstrated their applicability to handle both the convex
and non-convex constraints in wireless resource allocation
problems. The proposed differentiable projection functions are
compatible with any DNN architecture. Thus, considering so-
phisticated DNN architectures will not impact the functionality
and applicability of the proposed projection methods.

C. Paper Organization and Notations

The remainder of this paper is organized as follows. Sec-
tion II details the system model, assumptions, and problem
statement. Section III depicts the problem transformation and
introduces the proposed differentiable projection framework.
Section IV and Section V detail the implicit and explicit
projection framework. Section VI proposes the Frank-Wolfe
enhancement to the proposed DNN architectures. Section VII
details the experimental set-up, dataset generation procedure,
and considered benchmarks for performance comparison. Sec-
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tion VIII presents selected numerical results followed by
conclusion in Section IX.

Throughout the paper, we use the following notations:
bold lower-case letters for vectors, bold upper-case letters for
matrix, and calligraphy upper-case letters denote a set. R and
C denote the set of real and complex numbers.

II. SYSTEM MODEL AND PROBLEM STATEMENT

We consider a downlink wireless network composed of
B single-antenna BSs where each BS can serve Q users
at maximum in Q orthogonal frequency channels. Due to
orthogonal channel allocation at each BS, the users that are
being served by the same BS will not interfere with each
other, i.e., no intra-cell interference exists. However, the BSs
share the same frequency spectrum and they equally distribute
the bandwidth among their users, denoted by W . Thus, the
inter-cell interference on each channel of bandwidth W exists
from the neighboring BSs. Without the loss of generality, we
consider a total of U single-antenna users in the system, where
U = BQ. The achievable rate of the user associated with
channel q of BS b can thus be modeled as follows:

Rb,q(P,H) = W log2 (1 + γb,q(P,H)) ,

γb,q(P,H) =
Hb,q,bPb,q∑B

b̂=1,b̂ ̸=b Hb,q,b̂Pb̂,q + σ2
(1)

where Hb,q,b̂ denotes the interfering channel between the BS b̂
and the user who is assigned to channel q of BS b, Pb,q denotes
the transmit power allocated to the user scheduled on channel
q of BS b, and γb,q denotes the received Signal-to-Interference-
to-Noise ratio (SINR) of the user scheduled on channel q of
BS b. Note that P ∈ RB×Q and H ∈ RB×Q×B denote the
matrix and tensor containing all values of the transmit powers
and channel power gains composed of distance-based path-
loss, shadowing, and fading, respectively. We assume that the
perfect channel state information (CSI) is available on the BS
side. Also, σ2 refers to the thermal noise power at the users’
receivers, which is the same for all the users. We denote the
set of all BSs and channels as B = {1, · · · , B} and Q =
{1, · · · , Q}, respectively.

The SRM problem with QoS constraints can then be for-
mulated as follows:

maximize
P

R(P,H) =

B∑
b=1

Q∑
q=1

Rb,q(P,H)

subject to Pb,q ≥ 0, ∀b ∈ B,∀q ∈ Q
Q∑

q=1

Pb,q ≤ Pmax, ∀b ∈ B

Rb,q(P,H) ≥ αb,q, ∀b ∈ B,∀q ∈ Q

(2)

where the first constraint ensures non-negative power alloca-
tions and the second constraint refers to the transmit power
budget of each BS. We assume the same maximum power
budget Pmax of each BS. The third constraint refers to the
minimum rate requirement of the user scheduled on the
channel q of BS b (αb,q). The problem in (2) is NP-hard and
non-convex both in its objective and the constraints set; thus,
finding an optimal solution is challenging.

Figure 1: A graphical illustration of the considered system model.

III. PROBLEM TRANSFORMATION AND DIFFERENTIABLE
PROJECTION FRAMEWORK

Since the implicit projection method, introduced in Sec-
tion IV, requires the convexity of the constraints and the
explicit projection, introduced in Section V, provides improved
results when the feasible set is convex, we first transform
the problem to its equivalent form with convex constraints.
However, the non-convexity still arises from the non-convex
objective function.

A. Problem Transformation

The considered power control problem in (2) can be refor-
mulated in two different ways, i.e., either using the matrix
version of power or using the vector form of the power
allocations. The matrix form of (2) is shown below:

maximize
P

R(P,H)

subject to P ≥ 0, P.1 ≤ Pmax1, γb,q(P,H) ≥ βb,q

(3)

where 1 = [1, 1, · · · , 1]T is a B-dimensional vector and βb,q =

2
αb,q
W − 1 is the minimum SINR to get the minimum rate

requirement. To reformulate the problem in the vector form,
we convert P in a vector form. The vector form, i.e. p ∈
RBQ×1, can be derived by stacking the Q columns of matrix
P, i.e., Pb,q = p(q−1)B+b. The vector form of (3) is shown
below:

maximize
p

R(p,H)

subject to p ≥ 0, Ap ≤ Pmax1, Cp ≥ d
(4)

where A ∈ RB×BQ is defined as follows:

Ai,j =

{
1 if i ≡ j (mod B)
0 otherwise (5)

The problem in (4) offers a linear (thus convex) formulation
of the third constraint. Since each BS can serve Q users at
a time and has a certain predefined users’ quota, the matrix
C ∈ RU×U becomes a block-diagonal matrix, where each
block is related to one of the Q channels. The q-th block
denoted by Mq ∈ RB×B is defined as:

Mq

b,b̂
=

{
Hb,q,b if b = b̂

−βb,qHb,q,b̂ if b ̸= b̂
, (6)

where C = diag(M1, ...,MQ), and d ∈ RU×1 is also derived
by stacking the columns of matrix D ∈ RB×Q, defined
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Figure 2: A graphical illustration of the proposed differentiable
projection framework.

below, on top of each other, i.e., Db,q = βb,qσ
2, d =

[DT
:,1, ...,DT

:,Q]
T . The aforementioned transformations also

show that the third constraint can be expressed as either a
non-convex, non-linear, or linear constraint in (2), (3), and
(4), respectively [23]. In the following, we will leverage the
aforementioned transformations in Section IV and Section V.

B. Functional Optimization Form

Despite the linearity of the constraints in (4), this problem
is NP-hard due to the non-convex objective function. Thus,
finding an optimal solution is challenging. Traditionally, (4) is
solved for each channel realization, i.e., for each realization
of H, we solve (4) to get p which dictates an implicit
mapping between H and p. Although effective, this variable
optimization approach yields high computational complexity.
To overcome this problem, we can approximate the implicit
mapping between H and p with an explicit function. This will
significantly improve the computational complexity as long
as the explicit function has an efficient implementation, e.g.,
using neural networks. The equivalent functional optimization
form of (4) is:

maximize
F (H)

EH∼p(H)[R(F (H),H)]

subject to F (H) ≥ 0, ∀H ∈ RB×Q×B

AF (H) ≤ Pmax1, ∀H ∈ RB×Q×B

CF (H) ≥ d, ∀H ∈ RB×Q×B

(7)

where F (·) represents the functionality that maps CSI to a
power allocation. It has been proven in [24] that the solution
of (7) is also the optimal solution of (4). The same transition
can be written for (3). The output of F (·) is a matrix for (3)
and a vector for (4).

DNNs have been shown to be a very rich family of
parametric functions, in a sense that even a DNN with fully-
connected layers (FCNN) has universal function approxima-
tion property [25], and has shown success in approximating
the aforementioned mapping in supervised and unsupervised
ways. Thus, we consider them for approximating F , i.e.
F (H) = Np(H;wp) where Np is a DNN, and wp ∈ RDwp is
a Dwp

dimensional vector containing all trainable parameters,
i.e., weights and biases, of the DNN. The output of the DNN
appears as a subscript to the DNN and its parameters. For
example, if the output of the DNN is variable y, the DNN
and its parameters are denoted by Ny and wy , respectively.

As a result, the problem of finding wp via learning can thus
be formulated as:

minimize
wp

EH∼p(H)[l(Np(H;wp),H)]

subject to wp ∈ RDwp

(8)

where l is the loss function and measures how good the output
of the neural network is for a given data H. Importantly,
the design of the loss function is critical to solving the
constrained optimization problem. Most of the current research
typically incorporates the power budget constraint into the
output of the DNN by using bounded activation functions
like Sigmoid [3]. Other constraints are generally incorporated
by customizing the loss function using the dual problem
formulation. The downside of this choice is that there is no
easy way to make sure the output of the neural network always
meets the constraints and lies in the feasible set of problem
(4). To overcome this issue, in what follows, we present
a differentiable projection-based framework that projects the
DNN’s output into the feasible set of (7).

Figure 3: An illustration of the proposed projection methods: Implicit
projection via mathematical optimization (left) - Explicit projection
via an iterative process (right).

C. Differentiable Projection Framework

In this paper, we focus on designing a projection framework
where we can add a special layer to the DNN, which projects
the output of the DNN to the feasible set of (4) or (7). We
refer to this transformation as Projection, i.e.,

p = Np(H;wp) = Proj(r); r = Nr(H;wr), (9)

where r is the output of the backbone DNN without the
projection layer, and Proj : RU −→ RU is a projection
function unto the feasible set of (7). Since we do not consider
parametric projection functions, the parameters of Np and Nr

are considered as the same, i.e., wp = wr. Fig. 2 shows the
graphical illustration of this architecture and the projection
function is defined as follows.

Definition 1. A function Proj : RU −→ RU is a differentiable
projection function w.r.t. (7), if its Jacobian can be evaluated,
i.e., ∂p

∂r and p meets the constraints of (7). Being differentiable
is critical to train the DNN end-to-end using gradient-based
methods [26].

The projection function can be defined implicitly or explic-
itly as in the following, respectively.

• Differentiable Implicit Projection: in which a differen-
tiable convex optimization (DCO) layer, a type of implicit
layer in DNN, is applied to project the output of the
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Nr to the feasible set. By doing this, we make sure
that the output of Np always satisfies the constraints.
The detailed explanation of DNN architecture is in Sec-
tion IV. Now that the output of DNN always satisfies
the constraints, l(Np(H;wp),H) can take the form of
−R(Np(H;wp),H) to directly optimize (7).

• Differentiable Explicit Projection: uses a differentiable
iterative process to realize the projection function (Proj)
and moves the output of the Nr closer to the feasible set.
Each iteration uses a process, called correction process
[21], which corrects the previous output towards lesser
violation of the constraints. This approach uses soft-loss
during training and shows faster performance relative to
the first approach at the expense of the lack of the prov-
able feasibility of the results. Experimental evaluations,
however, confirm the zero constraint violation probability,
as detailed in Section VI.

Remark 1. Let f : Rm −→ Rn be a function such that y =
f(x). If the process of evaluating the output y from an input
x is known, we refer to the function as explicit, whereas the
implicit function means that the output evaluation process from
the input is unknown. To put it differently, implicit definition
separates ”what” to compute from ”how” to compute it [27].

It is noteworthy that the differentiable projection layer needs to
consider both the power budget constraint and QoS constraints
together, i.e., satisfy all constraints jointly.

IV. DIFFERENTIABLE IMPLICIT PROJECTION FRAMEWORK

In this section, we describe the systematic incorporation of
the QoS constraint into the DNN architecture. To be more
specific, we utilize the newly introduced DCO layer [19] to
project the output of the neural network to the feasible set
defined by the QoS or minimum rate constraints. We call this
layer a projection layer. DCO and other types of layers which
describe an implicit functionality between input and output
space lie under the umbrella of implicit layers [20].

A. Projection Layer

We define the projection function implicitly using the con-
cept of DCO which requires reformulating the constraints
of the original problem as convex constraints and choosing
a convex objective function for this layer. Using the affine
formulation of the constraints of (2), as defined in (4) or
(7), the optimization problem that characterizes the projection
layer is formulated as:

p = argmin
p̂

1

2
||p̂ − r||22

subject to p̂ ≥ 0, Ap̂ ≤ Pmax1, Cp̂ ≥ d
(10)

where (10) implicitly defines the projection function (p =
Proj(r)). This projection takes the form of the euclidean
projection unto a set, defined by the constraints of (7). Given
the implicit function theorem [19], [20], [27], the Jacobian of
the output w.r.t. the input, i.e., ∂p

∂r , can be computed, regardless
of how the solution is derived. Moreover, since the constraints
of (10) and (7) are the same, they have the same feasible set,

i.e., the solution of (10) satisfies the constraints of (7). Note
that, as long as the convexity is preserved, one can choose
other objective functions for (10) as well. The main role of
this objective is to formalize the similarity between r and the
points in the feasible set of (7). Once the formalization is
there, the output of the projection function will be the point
with the highest similarity. In (10), the distance, measured
by the euclidean norm, is chosen to measure the similarity,
i.e., the lower the distance, the higher the similarity. The
upside of this choice is that (10) becomes a quadratic program,
which can be solved efficiently [28]; thus offering a reasonable
evaluation complexity once composed with Nr. Fig. 3 (left
one) illustrates how (10) works. The projection function (10)
is an instance of the DCO layer. The implementation details of
this function and its integration with automatic-differentiation
frameworks like PyTorch are available in [19], [29].

B. Neural Network Architecture

As depicted in (9), the overall neural network (Np) is the
composition of the projection function (Proj) and a backbone
neural network (Nr) as presented in Fig. 2. Since the focus of
this work is on the design of the projection function, we con-
sider a neural network with fully connected layers as the back-
bone. The architecture is composed of fully connected layers
with the ReLU activation function at the hidden layers. The
input to the neural network is the vector form of tensor H, i.e.
h ∈ RBQB×1, where we have Hi,j,k = h(j−1)B2+(k−1)B+i.

Subsequently, the input dimension is BU . The output will
have the same dimension as the power vector, i.e., U . The final
layer’s activation function is sigmoid to bound the output of
Nr between zero and one. Experiments showed that doing this
improves the computation time of the optimization problem of
the projection layer (10). Since the final neural network (Np)
uses an implicit projection, we refer to it as Differentiable
Implicit Projection NETwork, or for short DIPNet. The
proposed framework is agnostic to the DNN architecture; thus,
one can extend to other DNN architectures to enhance the
performance even further.

Considering a backbone DNN (with fully-connected layers)
along with proposed projection methods enables us to provide
a fair comparison with conventional PNet. The conventional
PNet uses the same backbone DNN with fully connected layers
along with a softmax layer to handle the maximum transmit
power constraint, but the QoS constraint was added as an extra
term to the loss function along with a tuning parameter. This
model is widely used in the literature (PCNet for example).
Subsequently, we are able to highlight the gains of having
a powerful differentiable projection layer solely. It can be
seen in the experimental evaluation part that having this layer
will provide a 100% guarantee of constraint satisfaction as
compared to conventional PNet.

V. DIFFERENTIABLE EXPLICIT PROJECTION FRAMEWORK

In this section, we describe another way of incorporating
constraints at the DNN’s output. Specifically, we design a
projection function via an iterative process. This idea is
inspired by [21], where a process called correction is applied
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iteratively to the output of the DNN to make it fall into the
feasible set of inequality constraints.

A. Differentiable Iterative Projection

Consider the following formulation of (4) or (7), where all
the constraints are concatenated to form a single vector and
are denoted as g(p,H) ≤ 0, i.e.,

maximize
p

R(p,H)

subject to g(p,H) ≤ 0
(11)

where g : RU × RBU −→ RG contains all the inequality
constraints of the main problem (G = UBU ). Based on (4), g
is an affine transformation w.r.t. p. Let us define VH : RU −→
R as a measure of the constraint violation, i.e.,

VH(p) = ||max(g(p,H), 0)||22 (12)

This means that given two arbitrary points x1, x2 ∈ RU if
VH(x1) < VH(x2), x2 violates the constraints of (11) more
than x1. In what follows, we define the correction process.

Definition 2. An explicitly defined function ρ : RU −→ RU

that has the following properties is called correction process:
if y = ρ(x), then VH(y) < VH(x), and ∂y

∂x is calculable. The
former condition makes sure that the output of the correction
process is closer to the feasible set than its input, and the latter
guarantees the differentiability of the correction process.

We also denote ρt as applying ρ for t times. Based on the
first condition in Definition 2, by applying ρ iteratively, we
will end up with a point that meets the constraints i.e.,

p = Proj(r) = lim
t−→∞

ρt(r). (13)

Since ρ is explicitly defined and differentiable, ρt and Proj are
also explicitly defined and differentiable, and their Jacobian
can be derived using the chain rule. Thus, the resulting
projection function in (13) is explicitly defined and follows
the definition of the differentiable projection function. In other
words, given an input r ∈ RU and output p ∈ RU of the
projection function, i.e., p = Proj(r), VH(p) = 0 and the
Jacobian of p w.r.t r, i.e. ∂p

∂r is derivable. The former condition
enables end-to-end training of the whole system, i.e. letting the
gradients of the loss function w.r.t. the DNN’s parameters be
calculated via backpropagation.

Due to the infinite limit, the projection function as defined
in (13) cannot be realized in practice. Hence, similar to [21],
we use the truncated version of it, i.e. Proj(.) = ρt(.) for
some finite t. Due to truncation, the output of the projection
function may not lie on the feasible set. However, we can
speed up the convergence rate of ρt by carefully designing
ρ, discussed later, and choosing the initial point r. The latter
can be handled by making the output of the backbone neural
network Nr closer to the feasible set. To do this, we use the
following loss function, called soft-loss, during training, i.e.,

lsoft(p,H) = −R(p,H) + λVH(p), (14)

where p = ρt(Nr(H;wr)), t is a finite number, and λ is a
hyperparameter controlling the constraint satisfaction relative

to objective optimization. The second term is added to the
loss function to penalize the points that violate the constraints,
which will make Nr to output a good initial point to ρt. More-
over, since it is not necessary to fully satisfy the constraints
during training, fewer iterations can be used to speed up the
training process. During the test time, however, the number of
iterations is increased to output a feasible point [21].

B. Design of the Correction Process (ρ)
Following [21], we use gradient-descent-based methods to

realize the correction process ρ. Let ∇VH (x) ∈ RU and
HVH (x) ∈ RU×U denote the gradient and Hessian of VH w.r.t.
x and defined, respectively, as follows:

∇VH (x) = ∇x||max(g(x,H), 0)||22
= 2Jg(x,H)Tmax(g(x,H), 0). (15)

HVH (x) = 2I(max(g(x,H), 0))TKg(x,H)+

2max(g(x,H), 0)TTg(x,H). (16)

where Jg(x,H) ∈ RG×U is the Jacobian of g w.r.t. x.
Moreover, I : R −→ R, K ∈ RG×U×U , and T ∈ RG×U×U

are defined as shown in (17). where I is an indicator function
that is applied element-wise to max(g(x,H), 0), K, and T
are rank-3 tensors. The definition of Hessian in (16) contains
vector to tensor dot product, resulting in a U ×U matrix. The
product is computed as follows:

C = aTZ −→ Ci,j =

G∑
k=1

akZk,i,j , (18)

where Z ∈ RG×U×U , a ∈ RG×1, and C ∈ RU×U .
The feasible set of (2) can be presented with linear con-

straints, i.e., a polyhedron, as can be seen in (4). Thus, in the
following, we derive the above-mentioned formulas in case g
is an affine function, i.e. g(x,H) = Mx+n, where M : RG×U

and n ∈ RG×1 are functions of H.

g(x,H) = Mx+ n −→

 Jg(x,H) = M
Kg(x,H)k,i,j = Mk,iMk,j

T g(x,H)k,i,j = 0
(19)

Unlike DIPNet, DEPNet does not have a convexity require-
ment.

Now that we have access to the first and second-order
information of VH w.r.t. x, the correction process can be
formulated as follows:

ρ(x) = x +∆x, (20)

where ∆x can take the form of variations of descent methods.
Examples of which include vanilla gradient descent (∆x =
−γ∇VH (x)) or Newton method (∆x = −HVH (x)−1∇VH (x)).
Here, we used gradient-descent with momentum [30] during
training and the Newton method during test for faster training
and lower violation probability at test. In the following, the
correction process formulation for these choices is provided.

Let ∆xt be the step of the correction process that is applied
at the iteration t of the projection function. The update rule
for gradient descent with momentum can be given as follows:

∆xt = −γ∇VH (x)− µ∆xt−1, (21)
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I(x) =

{
1 if x > 0
0 otherwise , Kg(x,H)k,i,j =

∂gk
∂xi

∂gk
∂xj

, T g(x,H)k,i,j =
∂2gk

∂xi∂xj
. (17)

where γ is called step-size or learning rate and µ is called
the momentum. To avoid confusion with the learning rate
involved in training DNNs, we refer to γ as the step-size. It
should be noted that γ is chosen prior to training and is fixed
during the training. This is to make the execution time of the
correction process faster and the calculation of its derivatives
easier during the training. In this case, having momentum will
help the convergence of gradient descent by making it less
vulnerable to the oscillations of noisy gradients [30].

One can use alternatives like exact or backtracking line-
search [28] for choosing γ in each iteration. Although it helps
with convergence, it introduces more computational complex-
ity during the training, and the calculation of the derivative
of the correction process will not be as straightforward as
using a fixed value for the step-size. At the test time, however,
we can use these techniques to fasten the convergence rate
of the correction process and get feasible solutions from the
projection function. Inspired by this idea, instead of using
gradient descent at the test time, we use Newton method,
which has a faster convergence rate [28]. Since max(−, 0)
is used in the definition of VH(.) and its second derivative
is zero, the hessian matrix is poorly conditioned and has lots
of zeros, making it not invertible. To deal with this issue, we
regularize the hessian matrix by adding a small value α to its
diagonal. Thus, the update rule becomes:

∆xt = −(HVH (x) + αI)−1∇VH (x) (22)

where I ∈ RU×U is the identity matrix. In the following,
for simplicity, we refer to (22) as the Newton method update
rule. (22) uses the second-order information of the objective at
hand. As proven in [28] and shown in my experiments, Newton
method has a faster convergence rate than gradient-descent.
The only downside of it is that the calculation of the derivative
of its steps is not straightforward due to matrix inversion in
(22). Thus, we only used it at test time, and utilized gradient
descent during training. Moreover, to make sure that the values
of x are always non-negative, which is very important for non-
convex cases, we apply max(x, 0) in an element-wise manner
on x after each update of the correction process.

C. Neural Network Architecture
For consistency and the sake of fair comparison, we use

the same DNN architecture, as described in Section IV, with
minor modifications. As depicted in Fig. 2, after the last affine
transformation, there is a sigmoid non-linearity followed by
a projection function. Using sigmoid at the final layer of
Nr showed faster convergence of this projection method in
the experiments. Since this model uses an explicitly defined
differentiable transformation to realize the projection, we call
it Differentiable Explicit Projection NETwork (DEPNet).

VI. AN ENHANCEMENT: FRANK-WOLFE ALGORITHM

The optimality of the output of the projection function
is dependent on the quality of the initial point (r) and the

projection method. Although the quality of the initial point
will improve during the training, it might show sub-optimality.
This means that the final power profile is feasible, but might
not be optimal. A remedy is to apply constrained optimization
algorithms, where the output of the projection function is
passed as the initial point of the chosen algorithm (p0).
The algorithm, then, outputs an enhanced power profile that
achieves a higher sum-rate than p0.

Among several variants of general constraint optimization
algorithms, we select Frank-Wolfe [22], a.k.a conditional
gradient descent, due to its low computational cost in each
iteration of the algorithm. Compared to other alternatives like
projected gradient descent which requires solving a quadratic
program in each iteration, Frank-Wolfe only solves a linear
program in each iteration [22]. In the following, the description
of the Frank-Wolfe algorithm is provided.

As mentioned earlier, the initial point of this algorithm will
be the output of the projection function, i.e., p0 = Proj(r).
The algorithm is agnostic to the projection method and only
requires a feasible initial point. Thus, it can be used with both
DIPNet and DEPNet. The final power profile will be the output
of this algorithm. Let us denote the output of the Frank-Wolfe
algorithm after t and t + 1 iterations as pt and pt+1 ∈ RU ,
respectively. They belong to the feasible set of (4) and the
relation between them is:

pt+1 = pt + λpt+ 1
2 , λ ∈ [0, 1] (23)

where pt+ 1
2 is an intermediate variable derived as follows:

pt+ 1
2 = argmin

p̂
< p̂,∇pR(pt,H) >

subject to p̂ ≥ 0, Ap̂ ≤ Pmax1, Cp̂ ≥ d
(24)

where the objective is the euclidean dot product of the opti-
mization variable and the gradient of sum-rate (R(p,H)) w.r.t
pt. Since (24) is solved over the feasible set of (4), pt+ 1

2

belongs to the feasible set of (4) as well. Following (23), a
convex combination of pt+ 1

2 and pt is chosen as the output
of the t + 1 iteration. Since the feasible set of (4) is convex,
pt+1 will be a feasible power profile. λ is the step size that
can be chosen via line search or adaptive methods [22].

VII. EXPERIMENTAL SET-UP AND BENCHMARKS

In this section, we describe the dataset generation proce-
dure, system set-up, and relevant benchmarks to evaluate the
performance of the proposed DIPNet and DEPNet 2.

1) DataSet Generation: For the experimental evaluation,
we used two datasets. The first one, called Gaussian Dataset,
follows the symmetric interference channel model with in-
dependent and identically distributed (i.i.d.) Rayleigh fading
for all channel coefficients. The maximum power is set to 1
mW, the transmission bandwidth is 5 MHz, and the thermal

2The codes to reproduce the simulation results are available on
https://github.com/Mehrazin/Power-Control-with-QoS-Guarantees
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Table II: A comparison of DIPNet, DEPNet, and optimization benchmark in terms of sum-rate (in Mbps) and computation time (in msec).

Dataset ID Configuration DIPNet DEPNet GP
BSs Users Quota Target Rate Sum-rate Time Sum-rate Time Sum-rate Time

1 5 5 1 10 104.15 2.91 107.35 0.69 119.6 478.47
2 2 6 3 2.5 243.35 2.70 244.6 0.46 244 224.22
3 4 20 5 5 510.05 4.06 515.2 3.06 569.6 7852.19
4 4 20 5 2.5 456.1 4.02 458.95 3.05 512.9 7864.58
5 6 24 4 5 441.25 5.85 444.2 4.99 515.4 35607.32
6 6 24 4 2.5 397.7 6.05 399.85 5.81 466.55 36338.41
7 5 5 1 2.5 55.7 2.92 57.4 0.66 68.35 530.52
8 4 12 3 2.5 258.7 3.82 261.9 1.73 297 2244.52

noise power is assumed to be 0.01µW [31]. This model is
widely adopted in the literature to evaluate resource allocation
algorithms [3], [8], [31]. The second dataset, called Path-loss
Dataset, has channel coefficients that are composed of large-
scale path-loss, shadowing, and fading. The dataset generation
has the following steps. First, the locations of the BSs and
users are determined by random sampling from a 500 m
×500 m area. We consider that the distance between the
two closest BSs, BSs, and user, and between closest users,
should be at least 100 m, 5 m, and 2 m, respectively. The
carrier frequency is 2.4 GHz, the transmission bandwidth is 5
MHz, and the noise spectral density is set to -169 dBm. The
remaining details of the channel model can be found in [32].

For both datasets, once a datapoint or channel realization
is generated, we associate the best Q users to the first BS in
terms of their channels. These users are then excluded from
the user set. Then, the users’ of the next BS are determined by
the same process. This process is continued until all the users
are associated with a BS. After that, for each BS, the allocated
set of users is sorted out based on their channel gains and then
gets assigned to the channels such that the first channel of each
BS has the strongest user of that BS.

Different datasets are generated under different configura-
tions. For each configuration, 100,000 data samples are gen-
erated and divided to train, validation, and test with 0.9, 0.05,
and 0.05 ratios, respectively. Unless stated otherwise, the num-
ber of BSs is set to B =4. Also, we set the minimum users’
rate requirement to α = 2.5 Mbps unless stated otherwise.
To provide a comprehensive quantitative analysis, additional
datasets are generated under different configurations listed in
Table II. Dataset ID is used to refer to different configurations,
where the quota of each BS is given as Q = U/B. All datasets
in Table II are following the Path-loss models. The number of
BSs, users, and the minimum rate are different among them.

2) Feasibility Check: In the dataset preparation process, we
need to make sure that all data points are feasible, i.e., there
exists a power profile that meets the constraints of problem
(2). For that, we use the approach mentioned in [23] and used
in [3], [31]. The approach provides feasible transmit powers as
well as minimum transmit powers that can fulfill the minimum
rate constraints. Originally, this approach is not designed for
the case where there is more than one channel, i.e., Q > 1.
However, since channels on a given BS are orthogonal, we can
break (2) into Q sub-problems, and apply the feasibility check
approach with slight modifications. The description of the

approach is defined next. Let us define matrix Bq as follows:

Bq

b,b̂
=

{
0 b = b̂
βb,q|hb,q,b̂|

2

|hb,q,b|2 b ̸= b̂
, (25)

If the maximum eigenvalue of Bq is larger than 1, there is no
feasible solution. That is, we can not find a power vector for
channel q that can satisfy the minimum rate requirement of
the users associated with this channel. Otherwise, we can find
a feasible power allocation profile as:

P:,q = (I − Bq)−1uq, (26)

where P:,q is the transmit power vector over channel q, I is
a B × B identity matrix, and uq is a B × 1 vector with jth
element given as uq

b =
βb,qσ

2

|hb,q,b|2 . Once all power vectors are
calculated for q ∈ Q, we create the final power matrix in the
following manner. If P meets the first and second constraints
of (2), i.e., all elements of P are greater than zero and the sum
of each row is lesser than Pmax, P is a feasible solution of
(2). Otherwise, (2) is not feasible.

3) Benchmarks: We consider three main benchmarks3, i.e.,
• PNet: is a neural network model exactly like DIPNet and

DEPNet, but without the projection layer, i.e. FCNN. This
model is an extension of PCNet [3] that works for the
multi-channel scenario. The power budget constraint was
handled by having softmax as the activation function of
the final layer. The violation of the QoS constraint was
added as a penalty term to the loss function, similar to the
soft loss as in Section VI. This DNN-based benchmark
does not utilize the proposed projection methods.

• GP: is an optimization-based solution that uses the high-
SINR assumption to transform the main problem (2) to
a geometric program [23].

• Genetic Algorithm: is a well-known global optimization
algorithm with high complexity.

VIII. NUMERICAL RESULTS AND DISCUSSIONS

In this section, we present the performance of the proposed
methods (DIPNet and DEPNet) with the conventional bench-
marks. The considered performance metrics include network
sum-rate, QoS violation probability, and per sample test time.
To get a good estimate of the computation time, the overall

3Traditionally greedy algorithms are considered as a common benchmark.
However, in the presence of QoS constraint, the greedy algorithms are not
suitable and can not offer us a fair comparison with the proposed scheme.
Thus, similar to the relevant research works, such as [3], geometric program-
ming (GP) [23] is considered as the main optimization-based benchmark.
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computation time of each model is measured over the test set.
Per-sample computation time is then calculated by averaging
over the data points. For the calculation of the sum rate, if
the output of a scheme violates the QoS constraint, we set
the sum rate of that datapoint to be zero. In this way, the
effect of constraint violation is highlighted in the performance
evaluation. This method is adopted from [15].

In all the experiments, an FCNN with three 200-dimensional
hidden layers is used as the backbone of DIPNet and DEPNet
(Nr). Batch normalization [33] and Dropout [34] are used
to accelerate the training and prevent over-fitting. The same
neural network is used for the PNet as well. For the correction
process of DEPNet, we used gradient descent with momentum
for the training and Newton method for the testing. The
momentum is set to 0.5 for all the datasets, and the step size is
fine-tuned for each dataset individually from the interval of 0.5
to 0.0005. Similarly, the parameter λ in soft-loss (14) is chosen
from the interval of 10 to 10000 for each dataset individually.
The number of iterations in the iterative projection is set to 5
and 100 for the training (with Gradient Descent method) and
testing (with Newton method), respectively.

For all DNNs, we used a learning rate of 0.001, batch size
of 10, and learning rate decay rate of 0.99. ADAM is also
used for training the DNNs. All DNNs are trained for 20
epochs, and early stopping is used to pick the model with
the best performance. That is, after each epoch, we check the
performance of the model over the validation set based on a
metric like network sum-rate. Then, we pick the model that
has the best performance among all epochs. The performance
metric for DIPNet and DEPNet is the network sum-rate. For
the PNet, we pick the model that has the minimum QoS
violation probability. This is because choosing network sum-
rate as the selecting criteria will result in a model that has
a significant QoS violation probability, which will not be
comparable with DIPNet and DEPNet. Moreover, based on
the experiments, λ in the soft-loss of PNet is set to 1000
for Gaussian datasets and 10000 for path-loss datasets. This
results in a model that has comparable performance in terms
of network sum-rate and QoS violation with DIPNet and
DEPNet.

For the implementation, we used PyTorch [35] as the
automatic differentiation engine. For implementing the implicit
projection in DIPNet, we used the CVXPYlayer package [19].
ECOS [36] is chosen as the optimization solver of this layer
among the available options. To make the implementation
consistent, GP is implemented in Python using CVXPY pack-
age [37]. MOSEK [38], a commercial solver, is used as the
backbone solver of CVXPY for both GP and Frank-Wolfe. The
maximum number of iterations for Frank-Wolfe is set to 50
and the threshold is set to 0.001. Since the output of DIPNet
is always feasible, we only applied Frank-Wolfe to the output
of DIPNet, referred to as DIPNet+FW. Moreover, we used the
genetic algorithm’s implementation on MATLAB with 5000
iterations for all the datasets. The experiments are done on a
desktop computer with Intel Core i7-8700 CPU 3.20GHz and
8GB of RAM.

A. Performance of DIPNet and DEPNet

1) Optimization-based Benchmark: Starting with the Gaus-
sian datasets, Fig. 4 (left) demonstrates the performance of
DIPNet and DEPNet in terms of the achievable aggregate
network sum-rate as compared to the conventional GP-based
optimization solution. Both DIPNet and DEPNet demonstrate
a close sum-rate to GP while showing zero QoS violation
probability (as shown in Fig. 5 (left)). By increasing the
problem size, the required computation time of GP increases
drastically (as shown in Fig. 6 (left)). DIPNet and DEPNet, on
the other hand, have much reduced computational complexity.

Considering the Path-loss datasets, Fig.4 (right) shows that
GP outperforms both DIPNet and DEPNet in terms of network
sum-rate. The difference in network sum-rates starts to grow
as the problem size increases. The solutions of GP are always
feasible. The same is true for DIPNet and DEPNet (as shown
in Fig. 5 (right)). The time complexity of GP increases
exponentially when the problem size increases (as shown in
Fig. 6 (right)). Once the Frank-Wolfe algorithm is applied
to DIPNet results, we can observe an apparent boost in the
network sum-rate for both Gaussian and Path-loss datasets (as
can be seen in Fig. 4). Compared to GP, DIPNet with Frank-
Wolfe enhancement surpasses GP across all the datasets. The
cost of this boost is an increase in computation time compared
to DIPNet (as can be seen in Fig. 6). Although the computation
time of Frank-Wolfe-based DIPNet is higher than other DNN-
based methods, it is still lower than GP, especially when the
number of users increases (as in Fig. 6).

Compared with the Genetic algorithm, we can observe that
the results of the GP are very close to the true optimal (Fig. 4),
which makes it a good benchmark for comparison. Also, we
can see that the results of DIPNet+FW are almost similar to the
genetic algorithm, with noticeably lower computational com-
plexity (Fig. 6). Finally, Table II provides more experimental
results of the DIPNet, DEPNet, and GP across various network
configurations. Similar to Fig 4, GP also, outperforms DEPNet
and DIPNet in terms of network sum-rate. The difference
becomes less significant when the minimum rate and the
problem size is small. The main reason behind the better
performance of GP is that the proposed projection methods
tend to find points at the boundary of the feasible set. GP,
on the other hand, can search within the feasible set to find
solutions with a higher network sum-rate.

2) A Comparison to Conventional PNet (Enhanced PCNet):
As shown in Fig. 4, PNet always outputs a solution that
achieves a lower sum-rate than DIPNet and DEPNet for both
Gaussian and Path-loss datasets. As pointed out in [3], reduc-
ing the λ in the soft-loss results in an increase in the constraint
violation which will also reduce the resulting network sum rate
of the PNet. In Fig 5, we note that the violation probability of
PNet increases with the dimension of the problem (number of
users). Comparing Path-loss and Gaussian datasets, we can see
that the QoS violation probability of PNet increases dramati-
cally while working on a more realistic dataset, i.e. Path-loss
dataset. This is due to the fact that there is no mechanism
in the architecture of PNet to satisfy the QoS constraints.
Since PNet doesn’t utilize any projection functionality, the
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Figure 4: Sum-rate for GP, PNet, DIPNet, DIPNet+FW, DEPNet, and Genetic (Left: Gaussian - Right: Path-loss).

Figure 5: QoS violation for GP, PNet, DIPNet, DIPNet+FW, DEPNet,
and Genetic (Left: Gaussian Dataset - Right: Pathloss Dataset).

computation time of PNet is lesser than DIPNet and DEPNet
(as can be seen in Fig. 6). Considering all these factors, we can
conclude that PNet is the best option when there is no complex
hard constraint like QoS. However, once the QoS constraint is
introduced, a projection function has to be utilized to satisfy
the constraints with zero violation probability.

3) DIPNet vs DEPNet: The main difference between DIP-
Net and DEPNet is the projection function used in them to
satisfy the QoS constraint. DIPNet uses an optimization solver
to incorporate the constraint, and it is easier to implement and
does not require tuning some hyperparameters for the projec-
tion function. DEPNet, however, uses an iterative process to
realize the projection functionality. We used gradient descent
with momentum during the training with five iterations. This
choice is computationally efficient and leads to fast training.
However, the step-size of gradient-descent needs to be tuned
for each dataset; thus requiring experimentation. At the test
time, we used Newton method, which has a faster convergence
rate than gradient descent, with 100 iterations to make sure the
output is always feasible. As shown in Fig. 5, both DIPNet
and DEPNet achieve zero violation probability, but DEPNet is
more computationally efficient than DIPNet (as can be noted
from Fig. 6).

When it comes to sum-rate, the performance of DIPNet is
slightly better than DEPNet in Gaussian datasets but is worse
for the Path-loss dataset. This is because the iterative process
used to define the projection function in DEPNet provides
better gradients for the backbone neural network. The same
trend can be observed in Table II. Although tempting, the
better performance of DEPNet comes at the cost of the careful
configuration of the parameters of its projection function.

The computation time of DEPNet is faster than DIPNet
in all the experiments consistently (Fig. 6). This is because

DIPNet requires solving a quadratic program in each step.
Moreover, since the iterative process used in DEPNet is based
on Newton method and only requires gradient, Hessian, matrix
inversion, and matrix multiplication, DEPNet can be run on
GPU as well, which can significantly improve the computation
time of DEPNet. DIPNet, however, uses an optimization solver
for the projection function, which is not GPU-friendly. Hence,
DEPNet outperforms DIPNet in terms of time complexity, but
DIPNet is relatively easier to implement. Fig. 9 and Fig. 10
show the performance of the proposed models against the
benchmarks on different values of the users’ minimum rate
requirement and number of BSs, respectively. The general
trends are observed to be the same, i.e., DIPNet and DEPNet
reach zero constraint violation probability while having low
computational complexity than the other benchmarks.

B. DIPNet and DEPNet: Tuning

1) Effect of the Activation function of the last Layer of
Nr: Here, we examine the effect of using different activation
functions for the last layer of Nr before the projection layer
for DIPNet and DEPNet. We can think of the output of the Nr

as the initial point for the projection layer; thus, using a proper
activation function can benefit the convergence behaviour of
the projection function, especially the iterative projection of
DEPNet. The experiments are conducted on dataset ID 3 with
U = 12 that follows the Path-loss model. For each activation,
we record the network sum-rate and QoS violation probability
of the model on the test dataset after each epoch. We test
the following activations: affine, i.e. not using any activation,
ReLU, Sigmoid, and Softmax, where it is applied in a way to
satisfy the second constraint of (4) (Ar ≤ Pmax1). Starting
with the network sum-rate, we observe that Sigmoid and
Softmax outperform other activation functions for both DIPNet
and DEPNet (as shown in Fig. 7). We can see that sigmoid
reaches higher network sum-rate and least QoS violation for
DIPNet and DEPNet. Thus, we conclude that Sigmoid has the
best performance overall.

2) Tuning DEPNet: Gradient Descent vs Newton: We com-
pare now the convergence rate of gradient-descent (GD) with
different step-sizes and Newton method in a DEPNet. The
input to the algorithms (r) is the output of the backbone neural
network (Nr) before training and after training. The training
is conducted with the step-size of 0.007 as it has the best
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Figure 6: Computation time for GP, PNet, DIPNet, DIPNet+FW, DEPNet, and Genetic (Left: Gaussian Dataset - Right: Pathloss Dataset).

Figure 7: The comparison of sum-rate during training using different activation functions for the last layer of (Left: DIPNet - Right: DEPNet).

Figure 8: The comparison of constraint violation probability during training using different activation functions for the last layer of (Left:
DIPNet - Right: DEPNet).

convergence rate among the others. Moreover, the momentum
is set to 0.5 for all the gradient-descent configurations, and
10−8 is used to regularize the Hessian.

Fig. 11 shows the dynamics of the projection function before
and after training considering Newton and GD (with different
step sizes). It is observed that all configurations exhibit an
improvement in convergence after training, thus indicating that
the backbone neural network learns to generate an initial point
for the projection function that is already in proximity to the
feasible set. However, the fluctuations in Fig. 11 (especially
in gradient descent method after training) are attributed to the
fixed step size and momentum employed in each iteration of
the gradient descent. The rationale behind this choice is to
ensure computational efficiency and ease of differentiability
for the training of the backbone neural network through back-
propagation. To minimize fluctuations, one solution is to adopt
an adaptive step-size by performing a line search [28]. How-
ever, this approach increases the computational complexity of

each gradient descent update and complicates differentiation,
rendering its application challenging during training.

As we can see, Newton method is the only correction
process that can achieve zero violation probability. Among
different step-sizes for GD, we can observe that step-size 0.01
and 0.007 achieve lower violation probability than others. We
can see that having very large and small step-sizes (0.1 and
0.0001) results in no progress. Thus, the step-size should be
chosen with experiments to find the right range that helps the
convergence of the projection function.

After the training is completed, we can see that the gradient-
descent with step-size 0.01, 0.007, and 0.001, achieves better
results than before (without training). The Newton method
still is the winner of the game by achieving zero violation
probability. We can see that the convergence of Newton
method is improved after training and it converges after
almost 10 iterations, which took about 20 iterations to happen
before the training. Moreover, after training, we don’t have
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Figure 9: Average network sum rate (left), QoS violation probability (middle), and computation time (right) as a function αb,q considering
path-loss dataset, B = 4, U = 12.

Figure 10: Average network sum rate (left), QoS violation probability (middle), and computation time (right) as a function the B considering
path-loss dataset, Q = 2, U = B ×Q.

Figure 11: Convergence of DEPNet considering GD with different step sizes and Newton method (Left: before training- Right: after training).

any oscillations before the convergence. This implies that by
training, the backbone network learns to output points that are
already very close to the feasible set, and just taking a few
steps of Newton method will land them on the feasible set.

C. Consideration of Non-Convex Constraints

We would like to emphasize that the DIPNet requires
convex constraints; whereas DEPNet does not pose any such
restriction. That is, DEPNet can handle more sophisticated
non-convex constraints such as energy efficiency constraints.
To demonstrate this capability, we tested DEPNet on three
network sum rate maximization problems: 1) with non-linear
data rate constraint formulation, 2) with (matrix-based) lin-
ear data rate constraint formulation, and 3) with energy
efficiency (EE) constraint. Since the objective function and
power budget constraint are the same among these problems,
in the following, we only show the QoS or EE constraint:
(i) Data Rate (non-linear):Rb,q(P,H) ≥ αb,q,∀b ∈ B,∀q ∈
Q, (ii) Data Rate (linear): Cp ≥ d, (iii)EEb,q =

Rb,q(P,H)
Pb,q

≥
eeb,q, ∀b ∈ B,∀q ∈ Q, where eeb,q is the minimum energy
efficiency required by the user associated with channel q of BS
b. The general procedure of using DEPNet remains the same as

in Section V. As we can see in Fig. 12 (right), DEPNet works
successfully for all of the cases and reaches zero violation for
data rate constraint with both linear and non-linear constraints.
The number of iterations of the newton method is set to 100
for the linear one and 300 for the other two. The reason behind
this difference is that the other two constraints involve non-
convexity, which requires the newton method to take more
steps to satisfy them. Finally, as expected, the data rate and
energy efficiency continue to decrease with the increase in data
rate requirements. The reason is that the gains from power
allocations to strong channel users continue to diminish as the
power demands of weak channel users continue to increase;
thus overall data rate decreases.

D. Consideration of Imperfect CSI

Following the CSI estimation error model in [39], we
have: Hb,q,b̂ = Ĥb,q,b̂ + ∆Hb,q,b̂, where ∆Hb,q,b̂ ∼
U [−σHb,q,b̂, σHb,q,b̂] where Ĥb,q,b̂ is the estimated imperfect
CSI that the DNN has access to (both in training and test
time) and ∆Hb,q,b̂ is the estimation error following a uniform
distribution. The uncertainty increases with the increase in
σ, which widens the support of the uniform distribution. To
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Figure 12: Average network sum-rate (left) and QoS violation (right) for DEPNet with convex and non-convex constraints, B = 4, U = 8.

Figure 13: Average network sum-rate (left) and QoS violation probability (right) for DIPNet and DEPNet in the presence of imperfect CSI
considering path-loss dataset, B=4, U=8, αb,q = 2.5 Mbps.

overcome the estimation error in the CSI, [39] proposed to
generate an artificially distorted CSI which has the same
statistical characteristics as ∆Hb,q,b̂, and use it as the input
to the loss function of the DNN. In other words, H̄b,q,b̂ =

Ĥb,q,b̂ + ∆Ĥb,q,b̂,where ∆Ĥb,q,b̂ ∼ U [−σĤb,q,b̂, σĤb,q,b̂]
where we denote the tensors of imperfect, artificially distorted,
and perfect CSIs, as Ĥ, H̄, and H, respectively. As shown in
[39], using the artificially distorted CSI during the training will
make the output of the DNN robust to the estimation error. In
Fig. 13, we note that the quality of the CSI influences the
amount of the resulting sum-rate. Moreover, as the estimation
error increases, the QoS violation increases. The reason is that
the proposed projection methods are designed to find a point
in the feasible set to fulfill the constraints with zero violation,
and the geometry of the feasible set is a function of the input
CSI to the DNN, thus considering imperfect CSI results in a
constraint violation.

To make the proposed projection methods behave in a robust
manner w.r.t. estimation error in CSI, we propose a heuristic
to tackle the CSI imperfection (as detailed in the appendix).
To test the approach, we generate H̄ and Ĥ for each value of
σ and applied the feasibility check to make sure all the data
points are feasible. The hyperparameters for training DIPNet
and DEPNet are the same as the other results of the paper. To
find the worst-case, we generate multiple CSIs with χ ranging
from zero to σ with a step size of 0.01, apply the feasibility
check on all of them and pick the one with the largest value
of χ. This will provide us with an approximation of Hmin. As
shown in Fig. 13, this approach works well for small values of

σ for both DIPNet and DEPNet and results in zero constraint
violation probability. As σ increases, however, we observe
some violations, which are still significantly lower than the
method in [39]. The reason is using the same value of χ for
all the CSIs to approximate the worst-case scenario, which
is an approximation of Hmin. One can find the exact value
of Hmin by following sophisticated techniques from robust
optimization in [40].

IX. CONCLUSION

In this paper, to achieve zero constraint violation probability,
a differentiable projection framework is developed, which uses
a projection function to project the output of the backbone
neural network to the feasible set of the problem. The projec-
tion function is defined implicitly using convex optimization
and explicitly using an iterative process. The resulting DIPNet
and DEPNet are tested against optimization-based and neural-
based benchmarks. Numerical experiments confirmed zero vi-
olation probability of the output of the proposed models while
outperforming the DNN-based benchmark in terms of sum-rate
and GP in terms of the computation time. With the proposed
framework, one can handle more sophisticated differentiable
constraints that are a function of problem data and/or the
constraints that cannot be handled with the standard off-the-
shelf projection functions. To incorporate non-differentiable
constraints in our framework, one can apply some continuous
approximations to provide differentiability. This is synony-
mous with the work in [41], where the categorical distribution
is approximated with Gumble-Softmax distribution, and the
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quantization function is approximated during training with
a smooth function to make the constraints differentiable;
thereby, the training of the DNN becomes possible. Another
way to extend the proposed framework for non-differentiable
constraints is to design another differentiable and iterative
process specific to those constraints, to satisfy them. One
example of such work is [42], where the authors used an
iterative process called Sinkhorn normalization to project the
output of the neural network to the space of doubly-stochastic
matrices, i.e. positive-valued square matrices where the sum of
each row and column is one. Moreover, considering imperfect
CSI is inevitable due to the imperfect channel estimation
procedures. Thus, this is an important problem for further
investigation. Furthermore, there are several other important
QoS performance metrics like energy efficiency, fairness,
reliability, latency, jitter, that can be investigated with the
proposed framework.

APPENDIX

Start from the linear formulation of the constraints in (4).
As we can see, the matrix C is derived directly from the CSIs
(we denote it as C(H)). Thus, if we design the projection
w.r.t. Ĥ, there is a certain probability that it will not work
for H. To overcome this issue, given the estimated CSI and
the distribution of the estimation error, we can generate the
worst-case CSI (denoted by Hmin) that is feasible w.r.t. the
minimum rate requirement of the users. Thus, once we perform
the projection w.r.t. Hmin, the constraints will be satisfied for
the perfect CSI as well. In other words, given Ĥ, we want to
find Hmin such that if C(Hmin)p ≥ d ⇒ C(H)p ≥ d. In the
following, we generate an approximation of Hmin, i.e., (H′)
by making the direct channel of each user weaker and the
interfering channels stronger. Mathematically:

H ′
b,q,b̂

=

{
Ĥb,q,b − χĤb,q,b if b̂ = b

Ĥb,q,b + χĤb,q,b otherwise
(27)

where 0 < χ ≤ σ.
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