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Abstract

G iant m agneto im pedance (G M I) e�ect for as-cast Vitrovacr am orphous ribbons (Vacuum -

schm elze,G erm any)in two con�gurations(paralleland norm alto theribbon axis)isstudied over

the frequency range [0.3-400 M Hz]and understatic m agnetic �elds-160 O e < Hdc < + 160 O e.A

variety ofpeak featuresand G M Iratio values,falling within a sm all�eld range,areobserved and

discussed.
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The giant m agneto-im pedance e�ect (GM I) in am orphous ribbons and thin �lm s has

becom e a topicofgrowing interestfora wide variety ofprospective applicationsin storage

inform ation technology and sensorspossessing high sensivity and fastresponse1,2.

M agneto im pedance e�ect (M I) consists in change ofim pedance introduced by a low-

am plitudealterning-current(ac)owing through am agneticconductorunderapplication of

astaticm agnetic�eld H dc (usually applied in theplanealong(LM I)orperpendicular(TM I)

to thedirection oftheprobecurrent).Theorigin ofthisbehaviorisrelated to them agnetic

relativeperm eability �r valueofm aterialshaving therightvalueand direction ofm agnetic

anisotropy �eld H k thatyieldsa given GM Iratio and pro�leversusH dc �eld and frequency

f. Forinstance,in the LM Icase,M Ipro�le versus H dc �eld exhibitseithera single-ora

double-peak,foreasy m agnetization axis(anisotropy axis)parallelorperpendicularto the

current direction,respectively. The sam e behaviour is also observed when frequency f is

varied.

Forplanargeom etry(ribbon and thin �lm s)and in-planeuniaxialm agneticanisotropy2,3,

a large GM Iratio (dependent on
p
�r is obtained with the easy m agnetization direction

transversetothelongitudinalaxisofconductorpossessingalongthisdirection a\transverse"

perm eability �rT. Thus,it seem s that a large transverse perm eability �rT resulting from

thevery sm allm agneticanisotropy (which isinherentto am orphousalloys)isnecessary to

givea strong GM Ie�ect.Butitisalso shown2,3 thatthem axim um GM Ivalueisnotreally

dependent on the m agnetic anisotropy butstrongly on the m agnetic softness,and,in the

case ofam orphousalloys,reliesupon a sm allbutwell-de�ned anisotropy in the transverse

direction7.

Thedistribution ofm agneticanisotropy can also altertheGM Ie�ect.Itcan bedecom -

posed into longitudinaland transversecom ponentsalongthelong and shortdirection ofthe

ribbon respectively and playsan im portantrolein theGM Ie�ect4,5,6.

The purpose of this work is to exam ine experim entally the GM I e�ect in LM I and

TM I con�gurations with di�erent m agnetic anisotropy distributions in order to discrim i-

nateam ong allthesecom ponents.

The GM Im easurem ents were carried out on as-cast am orphous ribbons with nom inal

com position:Co66Fe4M o2B16Si12 (Vitrovac
r 6025).ThisCobaltrich m etallicglassalloy is

interesting becauseofitsrelativeperm eability thatcan reach ashigh as100,000.

Sam ples(2m m x 15m m x 30 �m )were cutparallel(CP)aswellastransverse (CT)to
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the ribbon long axis from an as-cast com m ercialband having the anisotropy axis along

the ribbon axis. The sam ples obtained show the easy axis oriented only along the long

geom etricalaxisofthe sam ples(con�rm ed by hysteresisloop m easurem ents)and di�erent

levels ofanisotropy dispersion. Forthe transverse-cut sam ple (CT)the anisotropy axisis

altered by strong dem agnetizing �eld H dem present in this con�guration and exhibits an

in-planerotation with respectto itsoriginalorientation.

M easurem entsoftheGM Iratio werecarried outby applying a �eld H dc parallelorper-

pendiculartothelongsam pleaxisusinganovelbroad band m easurem entm ethod described

elsewhere7.Allm easurem entswere m adeatroom tem perature,in thefrequency range[0.3

-400 M Hz],underH dc �elds-160 Oe< H dc < +160 Oeand low-am plitudeac current(0.1

m A).TheM Iratio wasdeterm ined by theexpression:

�Z

Z
=

�
�
�
�
Z(H ;f)� Z(H m ax;f)

Z(H m ax;f)

�
�
�
�

whereH m ax isthem axim um valueofH dc (thatis160 Oe).

Taking into accountthe easy axisorientationsofthe CT and CP sam plesm easured in

LM Iand TM Icon�gurations,a single-peak behaviorisexpected.However,thepresence of

a transverse anisotropy com ponentand a very low H dem �eld in the LM Icase resultsin a

double-peak behavior.Thus,theGM Iratio versusH dc isthetypicalcurve
7 doubly peaking

atH = � (H kT + H dem )closeto thetransverse com ponentoftheanisotropy �eld H kTwith

a separation ofabout9 Oebetween peaks(Fig.1)fortheCP sam ple.

In the TM I geom etry (H dc perpendicular to ribbon axis) with a larger H dem �eld

(H dem >> H kT forhigh �r m agneticm aterial),theGM Iratioshowsasplit-peak Lorentzian-

likepro�lewith a separation ofabout38 Oebetween thepeaksrounded by thedistribution

ofanisotropy �eld H k (notshown here). Com parison ofGM Iratio valuesforCP and CT

sam plesm easured at10 M Hzin LM Icon�guration (Fig.2)showsa drop oftheGM Iratio

from 160% to 100% .

GM Istrongly decreasesasthefrequency,f,increases.Theim aginary partofim pedance8

asa function ofH dc and f (notshown here)isvery sim ilarto thatoftotalim pedance,indi-

cating thattotalim pedanceism adeessentially oftheim aginary part.Therealcom ponent

(notshown here),also displays a rounded split-peak shape (with �eld separation between

peakscom parabletothoseofim pedance),butisquiteinsensitivetof.Thisbehaviorcan be

ascribed to a m ore directdependence on the skin e�ectthatisexpected atthe frequencies
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FIG .1: Three-dim ensionalplot ofG M I ratio �Z=Z as a fonction offrequency f and m agnetic

�eld HdcforVitrovac
r 6025 CP-cutsam ple forthe LM Isetup.

FIG .2: G M I ratio pro�le �Z=Z as a fonction ofm agnetic �elfHdc in LM I con�guration at a

frequency of10M Hz for Vitrovacr 6025 CP (a) and CT (b) sam ples. Inset is a zoom -in on the

split-peak structure.

used.
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Inconclusion,ourworkshowsthecom plexityofGM Ispectram odulated bythedispersion

ofm agneticanisotropy and inuenceofthedem agnetizing �eld inherentto thegeom etrical

structureofthesam ples.
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