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O pticalbistability in subw avelength apertures containing nonlinear m edia
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W e develop a self-consistentm ethod to study the opticalresponse ofm etallic gratingswith non-

linearm edia em bedded within theirsubwavelength slits.An opticalK errnonlinearity isconsidered.

D ue to the large E-�elds associated with the excitation ofthe transm ission resonances appearing

in this type ofstructures,m oderate incom ing uxes result in drastic changes in the transm ission

spectra.Im portantly,opticalbistability isobtained forcertain rangesofboth ux and wavelength.

PACS num bers:78.20.Ci,42.65.Pc,73.20.M f

Since the appearance ofthe photonic crystalconcept,

therehasbeen a strong interestin theopticalproperties

ofnano-and m icro-structured system s. Thisisdue,in

part,to the potentialapplications for sm allall-optical

devices. An interesting possibility is to include som e

non-linearelem entsin the structures1,2,3,which m ay re-

sult in opticalswitches and gates. System s based on

nonlinear photonic crystals presenting opticalbistabil-

ity have been recently proposed4,5,6,7. Another prom is-

ing route fornonlinearopticsisto use structured m etal

�lm s. The enhanced opticaltransm ission phenom enon

found in subwavelength hole arrays8 and the high local

�eld enhancem entsassociated with it9,suggestthepossi-

bilityofstrongnon-lineartransm issione�ectsifnonlinear

m edia are em bedded in the structure. Recently,photon

transm ission gated by lightofadi�erentwavelength were

reported10,and thepossibility ofbistability in enhanced

transm ission hasbeen m entioned11.However,up to our

knowledge,a detailed calculation forsuch m etallicstruc-

turescontaining nonlinearm edia had notyetbeen done.

In this paper, we present a theoretical analysis of

thetransm ission propertiesofaone-dim ensionalm etallic

gratingwith subwavelength slits12,13,14,15,16,�lled with a

K errnonlinearm edia.Aswewilldiscussbelow,even this

sim ple system presentsinteresting opticalproperties,as

opticalbistability for certain ranges ofwavelength and

incidentux.

In Fig.1 we show a schem atic view ofthe structure

understudy. The chosen param etersofthe grating are:

d = 0:75 �m ,a = 0:05 �m ,and h = 0:45 �m . Thisset

ofparam etersistypicalforexperim entalstudiesofsub-

wavelength apertures in the opticalregim e17. The slits

are supposed to be �lled with a K err nonlinear m edia,

whose dielectric constantat point~r depends on the in-

tensity ofthe E-�eld atthispoint,jE (~r)j2,

�(~r)= �l+ �
(3)
jE (~r)j2 (1)

where �l isthe value ofthe dielectric constantatlow

intensity,and �(3) isthethird ordersusceptibility related

to theK erre�ect.Sincethechangeofthedielectriccon-

stantisnotvery large,itiscom m on to approxim atethe
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FIG .1:Schem aticview ofthem etallicstructureunderstudy:

a m etallicgrating ofperiod d,�lm thicknessh,and slitwidth

a. Inside the slits, we consider a K err nonlinear m aterial,

characterized by a K errcoe�cientn 2.Lightisconsidered to

im pinge at norm alincidence with an E-�eld pointing across

the slits.

refraction index as: n(I) = n(0)+ n2I,where I is the

intensity oftheoptical�eld (m easured in unitsofenergy

ux),and n2 isknown astheK errcoe�cient.Thisallows

to expressthe incidentux,I0,in unitsofn� 12 and the

resultswillbe valid forallK errm aterialswith the sam e

n(0).In whatfollowsweconsidern(0)= 1.5 (�l= 2.25).

The electrom agnetic (EM ) properties of these grat-

ings are analyzed by a m odalexpansion ofthe electric

and m agnetic �elds. Two sim pli�cations are incorpo-

rated to the exact m odalexpansion: we consider per-

fect m etalboundary conditions and, as the slit width

is m uch sm aller than the wavelength, only the funda-

m entaleigenm ode in the m odalexpansion of the EM

�eldsinside the slitsisincluded.W e havedem onstrated

in previous theoretical works18 that these are reason-

ableapproxim ationswhen analyzingopticalpropertiesof

nanostructured good m etals like silverand gold. M ore-

over,within this fram ework,we have been able to re-

produce in sem i-quantitative term s the phenom ena of

beam ing19 and enhanced transm ission20,appearing for

subwavelength aperturesin the opticalregim e.W e con-

siderp-polarized light(E-�eld pointing acrossthe slits),

for which both extraordinary transm ission and electric

http://arxiv.org/abs/cond-mat/0404047v1
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�eld enhancem entshavebeen reported.Furtherm ore,in

this paperwe concentrate on lightim pinging atnorm al

incidence onto the structure.

In order to account for the nonlinear response of

the m aterialwithin the slits,an iterative self-consistent

m ethod is used. Forthis,the slitregion isdivided into

N narrow slices,perpendicular to the z-direction. For

a given iteration,the m agnetic �eld in the n-th slice is

expressed as

H y =
1
p
a

n

A ne
{
p
�n k0z + B ne

� {
p
�n k0z

o

(2)

wherek0 isthewavenum beroftheincidentlight(in vac-

cuum ), �n is the dielectric constant in the n-th slice,

and A n and B n are the m odal expansion coe�cients.

W ithin each slice,theelectric�eld can beobtained from

E x = (� {=!��0)(@H y=@z).By m atching E x and H y,the

coe�cients ofthe m odalexpansion in two consecutive

stripscan be related asfollows,

�

A n+ 1

B n+ 1

�

=
1

2

�

C+ 	 n;� C� 	
� 1

n;+

C� 	 n;+ C+ 	
� 1

n;�

� �

A n

B n

�

(3)

with the de�nitions C � = 1 �
p

�n+ 1=�n, 	 n;� =

exp
�

{(
p
�n �

p
�n+ 1)k0zn

�

,and zn m arking the position

ofthe interface between slicesn and n + 1. The m odal

coe�cients at the entrance and exit ofthe slit are re-

lated through theproductofthem atricescorresponding

to the m atching ofEM �eldsbetween consecutiveslices.

Finally, the connection with the incom ing and outgo-

ing waves outside the grating is established,obtaining

the transm ission and reection coe�cientsforthe whole

structure. In the nextstep ofthe iterative procedure,a

new setof�n isobtained through Eq.(1)from theprevi-

ouscalculation ofthe E-�eldsin the slices. Fora given

value ofN and I0,thislinearresponse calculation isre-

peated untilconvergency in thesetof�n isreached.And

then,foreach valueofI0,N isincreased untilthetrans-

m itted ux does not depend on N . Still,the described

proceduredoesnotcom pletely specify the solution:this

non-linearsystem m aypresentam ultiplicity ofsolutions,

and thetransm itted uxobtained attheend m aydepend

on the pro�le of�(z)chosen asseed ofthe iterative pro-

cedure. Two choicesare used in thispaper: fora given

incident ux we use as seeds ofthe iterative procedure

theconverged dielectricconstantpro�lesobtained from a

previouscalculation foreithersm allerorlargerincident

uxes.

Fig.2(a)rendersthetransm ittance(totaltransm itted

ux divided by incidentux)versuswavelength,fordif-

ferentvaluesofI0 in unitsofn
� 1

2 .Forthechosen param -

eters,in the linearregim e(red curvesin both panels(a)

and (b)),the m etallic grating presentstwo transm ission

resonances,appearing at� = 1:46�m and � = 0:78�m ,

very closeto the period ofthe grating.Thesetwo peaks

are representativeofthe two typesoftransm ission reso-

nancesappearing in m etallic gratings13,15:i)slitwaveg-
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FIG .2: Transm ittanceversuswavelength fordi�erentvalues

ofincidentux obtained while increasing (a)and decreasing

(b)theincidentux.Theparam etersofthem etallicgratings

are:d = 0:75�m ,a = 0:05�m ,and h = 0:45�m .Theincident

uxesconsidered are(1)10
� 8
n
� 1

2
,(2)10

� 4
n
� 1

2
,(3)10

� 3
n
� 1

2
,

and (4)10
� 2
n
� 1

2
.

uide m odes in which the EM -�elds are highly concen-

trated within the slits and ii) coupled surface plasm on

polaritons(SPP)excited atthe entrance and exitinter-

faces ofthe structure. In Fig.2(a),the transm ittance

at a given wavelength has been obtained by consider-

ing the converged situation ata lowerincidentux (for

thatparticularwavelength)asthe seed forthe iterative

schem e.Ascan beseen,astheincidentux isincreased,

the peaks shift to larger wavelengths and their m agni-

tudedecreases.In Fig.2(b)werepresentthesam equan-

tity,transm ittanceversuswavelength,forthesam estruc-

ture,butfordecreasingincidentuxes.Foragiven wave-

length,the ux is �rst increased up to Im ax = 0:1n
� 1

2 ,

which is a representative value of a \high-ux" situa-

tion,and then decreased slowly to the valueI0,using as

seed for the iterative procedure the converged solution

obtained fora higherux.Rem arkably,thetransm ission

spectra di�erforincreasing and decreasing uxes,which

isa clearm anifestation ofopticalbistability.Besides,

fordecreasing incidentux,thetransm ission spectra de-
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FIG .3: Transm itted ux versusincidentux forwavelength

(a)� = 1:55�m and (b)� = 0:8�m foram etallicgrating with

param eters:d = 0:75�m ,a = 0:05�m ,and h = 0:45�m .Solid

(dashed)linescorrespond toincreasing(decreasing)uxes.In

the insetofpanel(a)itisshown the transm itted ux versus

increasing incidentux for� = 1:55�m fora m etallic grating

ofthe sam e a and d than in the panelsbutwith h = 13�m .

pends on the initialincident ux Im ax. In particular,

in Fig.2(b) the transm ittance peaks for incident ux

10� 2n� 12 would increase(and even reach unity)forlarger

valuesofIm ax.

O pticalbistability is better analyzed considering the

situation for a �xed wavelength. In Fig.3(a),we show

the transm itted ux asa function ofI0 for� = 1:55�m ,

which is the typical wavelength used in telecom m uni-

cations (and slightly larger than the wavelength ofthe

waveguide m ode in the structure underconsideration in

thispaper).A clearbistable loop isobserved ata range

ofincidentuxes.W hen increasingtheincidentux (full

line in Fig. 3(a)), the transm itted ux increases. At

a certain incident ux (for this particular case around

5:4� 10� 4=n2),the transm itted ux jum ps to a higher

value in a discontinuous m anner. By contrast,the sys-

tem has a di�erent behavior when the incident ux is

decreased.The system ,now in a high transm ittancesit-

uation,instead ofjum ping back to low transm itted ux,

follows the upper branch in Fig.3(a). In this system ,

where lossesare notincluded,the upperbranch �nishes

when the ratio between the transm itted ux and the in-

cidentux reachestheunity.Then,thetransm itted ux

jum psdiscontinuously to a lowervalue.The presenceof

a narrow bistability region such asthe one illustrated in

Fig.3(a) is an interesting situation for device applica-

tions,assm allchangesin the incidentux would im ply

signi�cantchangesin the transm itted ux.

O pticalbistability isalso obtained associated with the

transm ission resonance linked to the excitation of two

coupled SPPs. In Fig.3(b),we show the bistable loop

obtained for a wavelength of� = 0:8�m ,just slightly

largerthan theperiod ofthegrating.Thebistableregion

is wider than in the previous case,m ainly due to the

higherincidentux needed to jum p to theupperbranch

when increasing the incidentux.

It is interesting to note here the sim ilarities between

the curves rendered in Fig. 3 for increasing I0 and the

m easurem entsoflighttunneling through individualpin-

holes in a granular gold �lm covered with a layer ofa

nonlinearm aterial(polydiacetylene)reported in Ref.21.

Theseresultswereexplained in term sofa\photon block-

ade" phenom enon.In oursystem ,ifthe thicknessofthe

m etal�lm is large enough,the spectralseparation be-

tween di�erentslitwaveguidem odesisstrongly reduced.

Then,astheincidentux isincreased,severalresonances

can participate in the transm ission process resulting in

a staircase behaviourofthe transm itted ux versusthe

incident one,as can be seen in the inset ofFig. 3a for

a m etallic grating of h = 13�m . This behaviour is a

clear signalofthe existence of\photon blockade" phe-

nom ena in the system analyzed here. W e believe that

the structure proposed in this paper(array ofsubwave-

length apertures)is an alternative that could allow the

investigation ofthis interesting phenom enon in a m ore

controlled way.

W e�nd thattherearetwo characteristicEM -�eld pat-

terns associated, respectively, with the lower and the

upper branch ofthe bistability loop. At a given wave-

length, the �eld pattern within the slits for the lower

branch corresponds approxim ately to the �eld pattern

obtained in the linearresponsecalculation.Even in this

case,the lower branch presents,close to its instability,

non-linearities. However,these non-linearities are asso-

ciated m ore to the change in the average dielectric con-

stantinside the slit(via Eq.(1))than to changesin the

EM -�eld pro�le. The upper branch presentsa di�erent

�eld pattern which is,essentially,the one associated to

the closest transm ission resonance located at a shorter

wavelength22.

Letusnow study how the width ofthe bistability re-

gion dependson the wavelength. In Fig.4 we show the

incident ux corresponding to the start and the end of

this region as a function ofthe wavelength. For wave-

lengths in the intervalbetween 0:79 �m and 1:53 �m ,

bistability is related to the shift to larger wavelengths

ofthe coupled SPP resonance. The width ofthe bista-

bility region increasesdram atically with thewavelength.

W e arbitrarily term inate the curves at �= 1.3�m ,since

the incident ux needed to jum p to the upper branch,

which corresponds to the end ofthe bistability region,

becom esso high thatourm odelisnotvalid any longer.

Forwavelengthslargerthan 1:53 �m ,the�rstbistability
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FIG .4: Incidentux,in logarithm ic scale,corresponding to

the beginning (continuousline)and end (dashed line)ofthe

�rst bistable region as a function of the wavelength for a

m etallic grating with param eters: d = 0:75�m ,a = 0:05�m ,

and h = 0:45�m .

region isrelated to theshiftto largerwavelengthsofthe

slitwaveguidem odeappearingapproxim atelyat1:46�m

atlow incident ux. Notice that the bistability regions

do notstartexactly attheposition ofthelinear-response

transm issionresonances.Asanapproxim atephenom eno-

logicalrule we have found that bistability regions start

atslightly largerwavelengths,forwhich transm ittanceis

ofthe orderof1=4 ofthe transm ission peak.

G iven available uxes and K err nonlinear m edia,op-

ticalbistability should be experim entally accessible al-

ready. For instance,som e polym ers can presenta K err

coe�cientup to10 � 8� 10� 9cm 2=W .Thesevalueswould

im ply incidentuxesoftheorderof104� 105 W /cm 2 for

observing bistability,for the param eters chosen in this

article. Forhigherratiosbetween the lattice param eter

and theslit,given thattheenergy ux insidetheslitsin-

creasesasd=a,bistability should occurforeven sm aller

valuesofthe incidentux.

In sum m ary,wehaveanalyzed theopticalresponseofa

m etallicgratingwith subwavelength slitscontainingK err

nonlinear m edia by m eans ofa self-consistent m ethod.

Thenonlinearresponseinduceschangesin thetransm is-

sion spectra, with shifts of the transm ission peaks to

largerwavelengths.In addition,transm ission spectradif-

ferforincreasingand decreasingintensity.An im portant

resultisthe observation ofopticalbistability forcertain

rangesofwavelength and incidentux.Thelevelsofop-

ticalpowerneeded forobserving thesee�ectsareachiev-

ablefortypicalK errnonlinearm aterials.
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