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Abstract

W e dem onstrate an elem ent-speci�c m easurem entofm agnetization precession in a m etallic fer-

rom agnetic alloy,separating Niand Fe m om entm otion in Ni81Fe19.Pum p-probeX-ray m agnetic

circulardichroism (XM CD),synchronized with shortm agnetic�eld pulses,isused to m easurefree

m agnetization oscillations up to 2.6 G Hz with elem entalspeci�city and a rotationalresolution of

< 2 �.M agneticm om entsresiding on Nisitesand Fesitesin a Ni81Fe19(50nm )thin �lm arefound

to precesstogetheratallfrequencies,coupled in phasewithin instrum entalresolution of90 ps.

PACS num bers:75.25.+ z,78.47.+ p,76.50.+ g,78.20.L.s,75.70.Ak
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IN T R O D U C T IO N

The precession ofm agnetic m om ents in an applied m agnetic � eld isrelevant form any

classesofm aterialsstudies. Precession isusually observed through m icrowave absorption,

asin electron spin resonance (ESR),nuclearm agnetic resonance (NM R),orferrom agnetic

resonance (FM R),com bining the response from allspecies present. In com plex m aterials

and heterostructures,tim e-dom ain opticaltechniques have proven usefulto separate pre-

cessionaldynam ics atdi� erentatom ic sitesthrough the photon energy dependence ofthe

response.Site-speci� cm easurem entofESR[1]and NM R[2]precession hasbeen achieved in

sem iconductorsusing visible opticalpum p-probe techniques. FM R precession offerrom ag-

neticalloysand heterostructuresistechnologically im portantsinceitdeterm inesdata rates

(switching speeds)ofspin electronicsdevices.

The m agnetic m om entson A and B sites in a random ferrom agnetic alloy A 1�x B x are

usually believed to beparalleland collinear,due to strong exchange forces,eitherin static

equilibrium or precessionalm otion. However,noncollinear static m om ents are predicted

asthe ground state in random Ni1�x Fex alloy system s,particularly nearx = 0:35.[3]The

random sitedisorderplaysastrongrolein thereduction ofcollinearity,evidenced in the30%

reductionofexchangesti� nessforx = 0:75(Ni3Fe)uponanorder-disordertransform ation.[4]

In Ni81Fe19 (perm alloy,)totalenergy calculationspredicta 1-2
� average angle ofm om ent

noncollinearity atT=0.[5]

The m agnetization dynam icsofNi81Fe19 have been studied m ore intensively than those

ofany other alloy. Given the noncollinear ground-state alignm ent predicted for Ni81Fe19,

it is naturalto ask whether a sm allnet m isalignm ent ofNiand Fe m om ents m ay also

existin a low-energy con� guration accessible atshorttim esand � nite tem peratures. The

di� erentm om entsin thealloy (2.5 vs.1.6 �B /atom )[6]and di� erente� ectivegyrom agnetic

ratios geff in elem entalcrystals (2.20 vs. 2.11)[7]ofNiand Fe suggest di� erent natural

angularvelocitiesforthe m otion ofelem entalm om ents. An elem ent-speci� c m easurem ent

ofm agnetization precession can provideadirecttestforthepresenceofaphaselagbetween

M N i and M F e in coupled m otion.

An elem ent-speci� c m easurem entofferrom agnetic resonance (FM R)precession hasnot

been available previously. An x-ray opticaltechnique,x-ray m agnetic circular dichroism

(XM CD), is a well-established, quantitative, elem ent-speci� c m easurem ent of m agnetic

2



m om ent[8];however,its previously dem onstrated tim e-dom ain extension shows resolution

of� 2ns.Thishasbeen su� cientto characterize180� reversaldynam icsin buried m agnetic

layers[9],butisinsu� cientto characterize FM R precession atfrequenciesoffp � 1 GHz.

W e present direct experim entalseparation ofNiand Fe m agnetic m om ent precession

in ferrom agnetic Ni81Fe19(50nm ) through pum p-probe XM CD.Im proved tim e resolution

(� 90 psFW HM )hasbeen achieved in partthrough the use ofa fast-falltim e squarewave

m agnetic� eld pulsedelivered through a coplanarwaveguide(CPW ).[10]W everify coupled

precession ofelem entalm om entswithin instrum entalresolution.

EX P ER IM EN TA L

Tim e-resolved XM CD (TR-XM CD)m easurem entswere carried outatBeam line4-ID-C

oftheAdvanced PhotonSourceinArgonne,IL.Thecirculardichroism signalwasobtainedin

re ectivity atneargrazingincidence(seeFig1),usingphoton helicity � switching (� k ŷ)at

theellipticalundulatorfor� xed applied � eld H .Re ected intensity wasread ata softx-ray

photodiode and norm alized to an incidentintensity ata reference grid. The m easurem ent

techniqueisphoton-in/photonoutand should thereforem inim izeartifactsfrom tim e-varying

stray m agnetic� elds.

Tim eresolution wasachieved through a pum p-probe technique.Fastfall-tim em agnetic

� eld pulses(pum p)weresynchronized with variabledelay tox-ray photon bunchesfrom the

APS storagering (probe.) Therepetition frequenciesofphoton bunchesand m agnetic� eld

pulseswere both 88.0 M Hz (11.37 nsperiod);therefore,source ordetectorgating wasnot

required.

The m agnetic � eld delivery con� guration is sim ilar to that used in a pulsed inductive

m icrowave perm eam eter (PIM M ).[10,11]. Fast fall-tim e current pulses (� 150ps) were

delivered from acom m ercialpulsegeneratorand through aCPW located underthem agnetic

thin � lm ,providing pulsed transverse � elds< 10 Oe in am plitude. Pulsesterm inated into

a 20 GHzsam pling oscilloscopewith 27 dB attenuation forpulsewaveform characterization

ordirectly into a 50
 load during TR-XM CD m easurem ent. The CPW center conductor

wasaligned along x̂,generating pulse� eldsHP = H P ŷ.OrthogonalHelm holtzcoilsapply

longitudinalbiasH B = H B x̂ ortransverse m agnetic� eld biasHT = H T ŷ.

Experim entalsystem tim eresolution can beestim ated by using the� nitephoton bunch
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length �ph and thetim ingjitterin thecurrentpulsedelivery electronics�tj.Separatestreak

cam era m easurem ents provide RM S bunch length �ph = 25 ps[12]and sam pling oscillo-

scope m easurem entsprovide RM S tim ing jitter�tj = 30 ps.Adding these contributionsin

quadratureyieldsa nettim ing resolution of

q

�2
ph
+ �2tj = 39 psRM S or90 psFW HM .

TheNi81Fe19(50nm )/Ta(2nm )thin � lm wasdeposited on theCPW using ion beam sput-

tering ata base pressure of5�10�8 Torr. M agnetic anisotropy wasinduced using a static

m agnetic� eld applied along thecenterconductor,creating an e� ective uniaxialanisotropy

� eld HK k x̂. The sam ple norm alpoints along ẑ;the plane ofincidence ofthe beam is

yz,oriented roughly 5� o� y.During TR-XM CD,m agnetization waslongitudinally biased,

0 < H B < 100 Oe,along the easy anisotropy axis,therefore M ?�,and m agnetization was

rotated oversm allanglesby thepulsed oersted � eld HP � 7O e.M easurem entswerecarried

outatroom tem perature(295 K).

Elem ent-speci� c XM CD hysteresisloopswere taken asa function oftransverse biasHT

to obtain a calibration for rotation angle � (Fig 2.) Photon energies were set to the L3

peaks for Fe (701 eV) and Ni(844eV) to m easure Fe and NiXM CD signals respectively

(Fig 2,left;)nom inalenergieswere close to reported peak energiesof707 eV and 853 eV,

respectively. The saturation values ofXM CD signalsare taken to be �N i = �F e = �90�.

W ell-de� ned hard-axisloop behaviorisshown with an anisotropy � eld HK of11.8 � 1.0 Oe

(Fig2,right);theFedichroism signalisroughly afactoroftwolargerthan theNidichroism

signal,consistentwith previouswork[13]and thesm allernum berofholesin Ni.

R ESU LT S

Them easurem entofm agnetization precession forNim om entsaloneispresented inFigure

3. XM CD signals were m easured as a function of pum p-probe delay and converted to

tim e-dependent elem entalNim agnetization angles �N i(t) according to Fig 2. Dam ped

precessionaloscillationsareclearly seen,dim inishing in am plitude(20� to5�)and increasing

in frequency (1.6 to 2.6 GHz)with increasing longitudinalbias0< H B < 100Oe.

Single-dom ain Landau-Lifshitz-Gilbert(LLG)sim ulationsofNim agnetization dynam ics

areplotted with theexperim entaldata.Consistentparam etersareused forthe� ts.These

are M s=830 kA/m ,m easured by SQUID and geff = 2:05,extracted from previousPIM M

m easurem ent. The anisotropy � eld HK =11.4�0.5 Oe,determ ined according to the Kittel
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relationship !2

p = 2�2
0
M sH k forin-planem agnetization precession and plotted in theright

bottom panelofFigure 3,agrees within experim entalerrorwith thatm easured statically

by elem ent-resolved hysteresisloops(Fig.2,right.) The pulse � eld HP (t)wastaken to be

proportionaltothetransm itted currentwaveform ipulse(t)attheoscilloscope;scaling forthe

pulsewasfound by � ttingthesteady-statepre-and post-fallingedgelevelsofm agnetization

angle�N i(0:5)and �N i(4.5ns),respectively,yielding m axim um pulse� eld levelHP =7.2 Oe.

TheFem agnetization angleshavebeen processed sim ilarly.Di� erencesbetween high and

low saturation anglesforFeand NiTR-XM CD scans(� �N i;F e)areplotted in Figure4 asa

function oflongitudinalbiasH B .Agreem entbetween experim ental� �N i(H B ),experim ental

� �F e(H B ),and thesingle-dom ain m odelissatisfactory afterapplication ofan 11% increase

in theXM CD-to-� calibration factorfound from theFehysteresisloop (Fig.2).Thislevel

ofadjustm entisclose to the levelofdriftm easured in the saturation levelofthe Fe loop.

High saturation levels ofFe are then o� set to m atch those ofNi,by values varying from

0-2�.

Elem ent-speci� c precession is shown in Figure 5. Niand Fe m om ents are shown to

precesstogetherwithin instrum entalresolution (�45 ps).Asthelongitudinalbias� eld HB

increases,the precessionalfrequency increases forboth elem ents and there isno apparent

developm entofa phaselag greaterthan experim entalerror.

D ISC U SSIO N

Niand Fe m agnetic m om ent precession is observed to be coupled in phase,within 90

ps, during FM R precession ofNi81Fe19. The m easurem ent provides direct experim ental

con� rm ation thatthe netFe and Nielem entalm om entsare collinearduring precession at

tim e scalesexceeding 90 ps.Itshould be noted thatthisresultcould nothave been easily

determ ined without assum ption from existing m easurem ent techniques such as PIM M or

tim e-resolved m agnetoopticalKerre� ect.

Theresultindicatesthattheexchangeforceexceedsthetendency ofm om entson Niand

Fe to precess orrelax at di� erent rates. The tim e resolution ofthe experim ent is on the

order ofthe spin-lattice relaxation tim e �sl characterized for Gd[14],100 � 80 ps,which

characterizes the direct spin-to-lattice relaxation channel; these values are unknown for

transition m etalsbutcan beexpected to bewithin an orderofm agnitude.A tendency for
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FeandNim om entstorelaxatdi� erentratesisplausiblebased on theorbitaltospin m om ent

ratiosL=S ofNiand Fecharacterized in Ni81Fe19 by XM CD,0.12 and 0.08 respectively.[6]

The prospectofpartially-coupled m otion ism orelikely in system swhere exchange cou-

pling isweakerand/orm agneticm om entsarem orelocalized.Transition-m etal-rare-earth

alloys,featuring lower Curie tem peratures and m ore isolated f-shells on the rare-earths,

would be attractive system s to study using the technique. M any rare-earth dopants in

Ni81Fe19 have been found to increase theFM R loss[11],and TR-XM CD can testthepossi-

bility thatsom elossiscarried by a phaselag between RE and TM m om ents.[15]Sim ilarly,

the trilayerstructuresused in spin electronics(e.g. NiFe/Cu/CoFe)o� erthe possibility of

continuousadjustm entofinterlayercoupling through thespacerthickness.

Finally,wenotethepossibility ofadditionalstudiesthrough m oredetailed spectroscopic

inform ation. Spin and orbitalm om entdynam icsm ay be separated on individualelem ents

through theuseofsum rules.W etakethepointtim eresolution asthatofthem easurem ent;

itshould be noted thatedge resolution,with long enough averaging and continuousm on-

itoring fordriftofthe pulse am plitude H P ,could be im proved. Bettercontrolover pulse

delivery jitterwillallow a pointresolution lim ited only by �ph and longeraveraging could

allow edgeresolution betterthan thatofthelowerbound of�sl.

C O N C LU SIO N

W ehaveseparated Niand Fem om entm otion in Ni81Fe19 by TR-XM CD,dem onstrating

elem entalresolution in ferrom agneticresonanceup to2.6GHz.Coupled m otion ofelem ental

m om entsisfound to a tim eresolution of� 45 psand an angularresolution betterthan 2�.
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FIG .1: TR-XM CD m easurem ent con�guration. Circularly polarized photons are reected at

grazing incidence into a photodiode (right). XM CD ism easured by switching photon helicity �.

Relative alignm entofapplied �eldsH P (pulse),H B (longitudinalbias),H K (anisotropy),and H T

(transverse bias)isshown.
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FIG .2: Left: XM CD spectra over L3 and L2 edgesforNiand Fe. Photon energy wassetto the

L3 peak forNiand Febeforem easurem entofelem ent-speci�c hysteresisloops(right.).Thesignal

providesa calibration forthe elem entalm agnetization angles�N i and �F e.
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FIG .3: Tim e-dependence ofNim agnetization angle �N i(t) after falling m agnetic �eld (points),

with LLG sim ulation (lines).Top left:H B = 13 O e.Top right:H B = 26 O e.M iddleleft:H B = 52 O e.

M iddle right: H B = 93 O e. Bottom left: equilibrium m agnetization angles for high and low pulse

levels;bottom right:K ittelplotofextracted precessionalfrequencies.
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FIG .4: Di�erences between high and low saturation angles of the elem entalNiand Fe scans

during TR-XM CD m easurem ent,�� = �(t= 0.5ns)� �(t= 4.5ns). M easured pointsforNiand Fe

are shown with thesingle-dom ain m odel�t.
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FIG .5: TR-XM CD m easurem entofFe and Nim agnetization angle during free precession. Top:

H B = 13 O e:M iddle: H B = 26 O e:Bottom : H B = 52 O e:Lines are a polynom ialsm oothing

function applied to both data sets;tim ing errorsof� 45 psare indicated.
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