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Abstract

W epresentastudyoftheelongation and ruptureofgold-silveralloy nanowires.Atom isticdetails

oftheevolution werederived from tim e-resolved atom icresolution transm ission electron m icroscopy

and m olecular dynam icssim ulations. The resultsshow the occurrence ofgold enrichm entatthe

nanojunction region,leading to a gold-like structuralbehavior even for alloys with m inor gold

content. O urobservations have also revealed the form ation ofm ixed (Au and Ag) linear atom ic

chains.

PACS num bers:66.30.Pa,68.37.Lp,68.65.-k,81.07.Lk
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Form aterialsin the nanom etric range,size reduction and high surface-volum e ratio in-

duce novelchem icaland physicalproperties quite di�erent from the corresponding bulk

m aterials;as a consequence huge e�ort is being addressed to study and exploit nanosys-

tem s.However,m oststudieshaveprovided understanding on purenanosized substancesor

phasesand very little isknown on nanom etric alloy m aterials.Basic aspects,such as,pre-

ferred atom icarrangem ent,phasestability,surfaceinduced chem icalcom position gradients,

etc. represent stillopen questions with reduced quantitative or even qualitative descrip-

tion [1]. For exam ple,in the �eld ofnanoelectronics,a large am ount oftheoreticaland

experim entalwork isatpresentaddressed tostudy atom ic-sizepurem etalnanowires(NW s)

generated by m echanicalstretching (see recentreview by Agra�itetal.[2]),howeverrather

lim ited inform ation hasbeen obtained on the electricaland m echanicalbehaviorofm etal

alloy nanowires[3,4,5,6].These issueswillbevery im portantto understand and produce

theelectriccontactsand interconnectsofnanodevices.

In this work,we have theoretically and experim entally analyzed the atom istic aspects

ofthe elongation and rupture ofAu-Ag alloys NW s. W e have observed an evolution of

the chem icalcom position ofthe NW region during elongation,leading to predom inance of

gold-likeNW behaviorin thealloy.Also,ourresultshaverevealed theform ation ofm ixed,

Au and Ag,suspended linearatom chains(LACs).

M etalNW swereproduced in situ in theHRTEM (JEM -3010URP 300kV,0.17nm point

resolution)usingthem ethodologyproposed byKondoand Takayanagi[7].Initiallyholesare

opened atseveralpointsin a self-supported m etal�lm by focusing them icroscopeelectron

beam (�120A/cm 2).W hen twoholesbecom every close,nanom etricconstrictions(bridges)

are form ed between them . Then,the m icroscope beam currentdensity isreduced to �10-

30 A/cm 2 forim age acquisition [8],and the nanowiresevolve spontaneously,elongate and

�nally break,som etim eswith theappearanceofatom icsuspended chains.These processes

areregistered using ahigh sensitiveTV cam era (Gatan 622SC,30fram es/s)and astandard

video recorder.

The Au-Ag alloy thin �lm s �lm s (10-30 nm in thickness) were prepared by therm al

co-evaporation ofboth m etals in a standard vacuum evaporator (10�7 m bar). A quartz

crystalm onitorwasused tosettheevaporation rateofeach m etalsourceand,subsequently,

to m easure the equivalent thickness ofthe alloy �lm . This process is quite sim ple and

reproducible,allowing the preparation ofalloy �lm s over a large range ofcom positions.
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During theintenseelectron beam irradiation used to producetheNW sinsidetheHRTEM ,

thealloynom inalcom position changetoam inorAgcontentduetoAu/Agdi�erenttherm al

di�usion rates. Thus,it m ust be noticed that the alloy com positions reported here were

derived from energy dispersive x-ray analysis afterelectron irradiation and notto the as-

deposited ones.

Theelongation/ruptureofpureAu orAg NW shavebeen already analyzed in detailsby

Rodriguesetal. [9,10,11]using realtim e HRTEM .Au and Ag are both m etalswith fcc

structure(facecentered cubic)and with sim ilarlatticeparam eters,then itisnotsurprising

thattheirNW behaviorsshare som e structuralfeatures. Forexam ple,wiresadoptm erely

threecon�gurations,wheretheelongation direction followsthe[100],[110]and [111]crystal

axes.Notwithstanding,cleardi�erencesbetween Au and Ag NW sstretching behaviorwere

observed,which arerelated to subtlechangesofthesurfaceenergy ofdi�erentcrystalfacets

[8,12]. Briey,two clear di�erences can be distinguished; �rstly,NW s along [110]axis

(hereafternoted [110]NW s)show a rod-likem orphology with aspect-ratio in the3-6 range

for Au and a higher aspect ratio (5-12) for Ag. Also,Au [110]NW s break abruptly (as

being brittle) when they are 3-4 atom layer thick, while Ag [110]wires evolve to form

LACs. Secondly,[111]NW sshow by-piram idalshape forboth m etals,butAu onesevolve

to form atom chains,while Ag ones break abruptly without LAC form ation [9,11,13].

Considering the quite di�erentiated behavior ofpure Au and Ag NW s for the [110]and

[111]directions, they are a naturalchoice to analyze how alloy com position a�ect NW

form ation and evolution.

In generalterm s,theanalysisofm etalalloy NW srevealed thatunlikepurem etalsstruc-

turaldefects (m ainly twins and stacking faults) are som etim es present at the apexes and

very close to the narrowest wire constrictionsoreven in the NW them selves. Thisfactis

expected because the presence ofdi�erent atom s(one species acting asim purity) tend to

producewhatiscalled solid solution strengthening in m etalalloys[14].

Fig.1 showstypicalresultsforrod-like[110]NW sgenerated from di�erentalloy com po-

sitions.W ecan observe a sim ilarpillar-likem orphology butwith a ratherlow aspectratio.

Thiskind ofm orphology istypicalofpureAu NW sand itisobserved even fora ratherlow

Au content(20% );also,the typicalbrittle behaviorofAu [110]wires isobserved in spite

ofa high Ag content. Thiscan be bettervisualized in the com plem entary m aterial(video

01,Au60Ag40 NW ,associated with Fig. 1b)[15]. Fig. 2 displayssom e exam plesofLACs
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form ed by the elongation ofalloy nanowires. Forexam ple,Fig. 2b shows a LAC form ed

from Au60Ag40 alloy junction elongated along [111]and,itm ustbe stressed thatpure Ag

[111]NW sbreak abruptly withoutLAC form ation.

Although,we could expect alloy NW s to exhibit a gradualevolution ofm ixed Au and

Ag behavior,thisisonly observed forrod-likewireswith low Au content;a high Ag atom ic

percentage (�80% )isnecessary to revealtypicalsilverfeatures. Forexam ple,the rod-like

Au20Ag80 wire (Fig.1d)showsthe typicallow aspect-ratio ofAu NW s,butthe rupture is

notbrittle-like;in fact,this[110]NW evolvesto form a suspended atom icchain (shown in

Fig. 2d),asobserved forpure Ag [110]NW s(see com plem entary m aterial[15],video 02).

Thedom inantgold structuralbehaviorforelongation and ruptureoftheNW sisconsistent

with conclusion derived from quantum m easurem entsofthesam esystem [3,4].

The im agesin Fig. 2 representthe �rstexperim entalevidences thatLAC form ation is

possible from m etallic alloys. One intriguing question is about the nature ofthese atom

chains: Are they pure or com posed by di�erent atom ic species? In this sense,we have

observed thatexperim entalim agesofm etalalloy chainsfrequently show LACsform ed by

threeatom swith a darkeratom atoneend (seeFig.2d).

W em ustconsiderthatHRTEM im agesprovidea bi-dim ensionalview (i.e.a projection)

ofthe tri-dim ensionalatom ic arrangem ent. For such tiny structures as the wires studied

in thiswork and provided thattheim agesaretaken atScherzerdefocus[16],theexpected

contrast ofthe atom ic colum ns should be proportional,in a �rst approxim ation,to the

projected atom ic potential(orto the num berofatom salong the observationaldirection).

AtScherzerdefocusatom iccolum nsarerepresented bydarkspots,thusdarkerspotsindicate

thickeratom colum ns.A carefulanalysisofthiskind ofcontrastchangesm ay allow a m ore

quantitativeinterpretation ofNW im agecontrast.Forexam ple,Bettinietal.[13]havebeen

ableto derive detailed inform ation on thetri-dim ensionalatom icarrangem entevolution of

rod-like Ag NW s. Here,we have used the sam e approach to analyze the chem icalnature

(Au orAg)ofthesuspended atom s.

Fig.3b showsthe experim entalLAC HRTEM intensity pro�le from the Au20Ag80 alloy

(Fig.2d),thedarkeratom (ordeepervalley)can beeasily observed atLAC rightend.W e

have com pared the experim entalpro�leswith sim ulated im age intensities[17]fordi�erent

testcaseLACsform ed by:(a)puresilver,threeatom chain (Ag-Ag-Ag);(b)a m ixed chain

including a Au atom attheright(Ag-Ag-Au)(sim ulated HRTEM im agein Fig.3a)and,�-
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nally,(c)puresilver,butwith twoAgatom salongtheobservation direction attherightend

(Ag-Ag-2Ag;thism ay also generatea darkerspotin theim age).Thesecond con�guration

reproducestheexperim entalcontrastpro�lewhiletheothertwo con�gurationsdi�ersignif-

icantly. W e have analyzed severaldi�erentexperim entswhere a darkersuspended atom is

observed and,the extracted intensity pro�lesalwaysshow the sam e intensity pattern and

contrastchangesin excellentagreem entwith the im age sim ulation. These resultsstrongly

suggestthattheLACscan beform ed asa m ixtureofAu and Ag atom s.

In order to obtain m ore insights on the structuralevolution and dynam icalaspects of

the m etalalloy NW s,we have also carried out m olecular dynam ics sim ulations where we

can track theposition ofeach atom during theelongation and rupture.W ehaveused tight-

binding m oleculardynam icsm ethodology using second-m om entapproxim ation (TB-SM A)

[18,19].Thism ethodology hasrecently proved to bevery e�ectiveforthestudy ofAu and

Cu NW s[20,21,22].Detailsofthem ethodology werepublished elsewhere [21].

W ehavecarried outsim ulationsin thetem peraturerangeof300-400K,num berofatom s

varying between 400-600 depending on thecrystallographicorientation and,thepulling ve-

locity varying between 0.1-1.5m /s.W ehaveanalyzed severaldi�erentalloy concentrations.

In ordertoevaluatethevariation ofAgand Au asfunction oftim eevolution,wedivided the

NW into three regions(3/3,2/3,1/3 m easured from the NW center,excluding the bu�er

layers),thecentralonecorresponding totheregion wheretheLACsareform ed.Theresults

show thatthereisacleartendency ofgold nom inalenrichm entin the�nalstagesoftheNW

stretching. In Fig. 4 we show a typicalexam ple ofthisphenom enon. W e m ustem phasize

thatgold concentration in theneck region tend to increase even atlow gold concentration;

thisenrichm entm ay bedueto gold surfacesegregation.

Theexperim entaldata ofFigs.1 and 2 showed thatthealloy structurestend to exhibit

thebehaviorofpureAu NW s,even forsm allAu content.Theresultsfrom M D sim ulations

show thatthiscan beexplained dueto thegold enrichm enton the�nalstagesofNW elon-

gation.Anotherim portantpointfrom theM D sim ulationswastheform ation ofsuspended

chainswith m ixed atom s(see Fig. 5 and com plem entary m aterial,video 03 [15]). Thisis

consistentwith the experim entalresultsfrom the Fig.3 and an independentvalidation on

thepossibility existence ofm ixed LACs.

In sum m ary,wehavepresented theexperim entaland theoreticalevidencesthatatom ic-

size Au-Ag alloy nanowiresgenerated by m echanicalstretching show a gold enrichm entof
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the nanojunction region. This leads to a dom inant gold like behavior for the alloy NW s

elongation and rupture,even foralloyswith m inorgold content. Finally,ourresultshave

also revealed theform ation ofm ixed (Au and Ag)linearatom icchains.
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FIG .1:

a-d)Atom ic resolved HRTEM snapshotsofrod-like [110]NW sgenerated from di�erent

alloy com positions Au1�x Agx,for x=0.2;0.4;0.6 and 0.8,respectively. Atom ic positions

appeardark.Seetextfordiscussion.
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FIG . 2: a-d) Atom ic resolved HRTEM snapshots of suspended atom chains generated from

di�erentalloy com positionsAu1�x Agx,forx= 0.2;0.4;0.6 and 0.8,respectively.Atom ic positions

appeardark.See textforexplanations.
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FIG .3: a) HRTEM sim ulated im age ofa m ixed atom chain form ed by three suspended atom s

hanging between to Ag tips,the LAC is form ed two Ag atom s and a Au one at the right end.

b)Com parison between experim ental(Au20Ag80)and sim ulated intensity pro�lesacross a m etal

alloy LAC form ed by three hanging atom s(see textfordiscussions). Atom ic positionsappearas

intensity m inim a and are indicated by arrowsin the pro�le.
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FIG .4: Nom inalpercentage ofAu atom s as a function oftim e evolution for the three di�erent

regionsofthe alloy NW (Au60Ag40 see textforexplanationis). Inset: initialcon�guration ofthe

m olecular dynam icssim ulation. Yellow (gray)indicate gold (silver) atom s. The di�erentregions

used for m easuring the concentrations are also indicated. It is clear the increase in the gold

percentage in the �nalelongation steps. The verticalline at729 tim e step indicatesthe m om ent

ofNW rupture.Seetextfordiscussions.
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FIG .5:Snapshotsfrom them oleculardynam cssim ulationsshowing theform ation ofm ixed LACs

from alloys:(a)Au40Ag60 and (b)Au60Ag40.Yellow (gray)indicate gold (silver)atom s.
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