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Black-box optimization minimizes an objective function without derivatives or explicit
forms. Such an optimization method with continuous variables has been successful in
the fields of machine learning and material science. For discrete variables, the Bayesian
optimization of combinatorial structure (BOCS) is a powerful tool for solving black-box
optimization problems. A surrogate model used in BOCS is the quadratic unconstrained
binary optimization (QUBO) form. Because of the approximation of the objective function to the QUBO form in BOCS, BOCS can expand the possibilities of using D-Wave
quantum annealers, which can generate near-optimal solutions of QUBO problems by
utilizing quantum fluctuation. We demonstrate the use of BOCS and its variant for a vehicle design problem, which cannot be described in the QUBO form. As a result, BOCS
and its variant slightly outperform the random search, which randomly calculates the
objective function.

1. Introduction
Black-box optimization is used to maximize (or minimize) a function whose mathematical form and derivatives are unknown. In particular, to optimize a function f (x)
that takes time to evaluate, such as a simulator or an experiment, the approximation
of f (x) with a surrogate model is useful. In this method, an acquisition function, which
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indicates the next data point to be chosen, was constructed with the surrogate model.
The acquisition function is optimized and the solution is used to evaluate f (x). Blackbox optimization in continuous variables, such as Bayesian optimization, has been used
in various fields. However, when the variables are discrete, such an optimization problem is difficult due to the inefficiency while searching in a higher dimensional solution
space.. Moreover, as combinatorial optimization problems often belong to the NP-hard
class, optimization of the acquisition function takes a long time. The most successful
method in combinatorial black-box optimization is the Bayesian optimization of combinatorial structures(BOCS).1) This method employs a quadratic surrogate model with
binary variables and trains it using a Bayesian sparse linear regression. In the optimization phase, to obtain a new input to feed it in the surrogate model, BOCS uses
simulated annealing (SA) and semi-definite programming (SDP). Recently, Leprêtre et
al. presented a Walsh Surrogate-assisted Optimization (WSaO) algorithm, in which the
Walsh basis employs a very similar quadratic surrogate model with a slightly different
optimization method. It seemed to yield better approximation than BOCS.2, 3) Both of
these methods utilize the quadratic forms of the surrogate model. This is to keep the
difficulty in minimizing/maximizing the surrogate model in the optimization phase. As
is well known, SA is a generic solver for combinatorial optimization problems, but the
SDP is specific for approximately solving a quadratic function with discrete variables. In
this sense, the quadratic form opens the possibility of being solver using various techniques. One can benefit from quantum computing, in particular quantum annealing
(QA), which has become a hot topic in recent years.
Quantum annealing (QA) is an approach for solving combinatorial optimization
problems, starting from the quantum superposition state.4) The quantum tunnelling effect drives the system and searches for the ground state (global minimum) in the lugged
energy landscape.5–9) The hardware implementation of QA has been developed by DWave Systems and performs at the production level, attracting much interest from
academia and industry.10–13) Quantum annealers have been used in numerous applications, such as portfolio optimization,14) protein folding,15) molecular similarity problems,16) computational biology,17) job shop scheduling,18) traffic optimization,19) election
forecasting,20) machine learning,21–28) web recommendation,29) automated guided vehicles,30) and decoding algorithms.31, 32) Its performance compared among several solvers
has been investigated in various optimization problems.33) Although the ideal QA can
find the global minimum after sufficiently slow driving the system, the practical QA
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in the quantum annealer outputs a lower energy state, which is not always an optimal
solution. In this sense, a near-optimal solution can be obtained for several µs. In addition, the quantum annealer deals only with the quadratic form of the cost function.
BOCS and its variants listed above are formulated quadratically. Therefore, one of the
candidates can be quantum annealers in the optimization phase of BOCS. Specifically,
BOCS broadens the applicability of the quantum annealer to a complicated cost function, beyond quadratic ones. In particular, because quantum annealers have attracted
attention from the industry, the importance of research to increase its capability and
eliminate limitations in solving optimization problems beyond quadratic functions is
increasing. In a previous study, a benchmarking test of BOCS was performed using a
two-body Ising spin glass model as a black-box function.34) In this test, a sparseness
parameter that controlled the number of interactions between spin variables was introduced. D-Wave quantum annealers are used in the optimization phase in this study,
in addition to SA and SDP. As a result, fewer data points are needed to obtain the
optimal solution when the graph structure is sparse. The performance of BOCS using
SA was the same as that of BOCS using a D-Wave quantum annealer. Moreover, BOCS
using SDP underperformed BOCS using other solvers.
In the present study, we tested the performance of BOCS and its variants in a
practical problem in the automobile industry. One of the important factors in this
domain is the reduction of economical cost. Owing to mass production, different vehicles
in the same product family may share the same variant of components of the vehicles
to reduce costs. In such cases, these vehicles are to be distinguished from one another
while maintaining maximum commonality. In practice, the framework of commonality
in product families should be fixed in the early phase of vehicle design. Because there
are other conflicts with various factors in the early design phase, the design feasibility
in the commonality configuration should be maximized.
The objective is to obtain the Pareto frontier for the solution space size, which
indicates design feasibility, and the commonality index (CI), which refers to the number
of components shared between different vehicles.35) The input of the solution space size
and CI, is the commonality description matrix (CDM).35) The Pareto frontier is to be
attained by changing the CDM. The number of CDMs increases exponentially as a
function of the number of components. The solution space size is often calculated in
a few seconds but it sometimes takes more than one hour depending on calculation
conditions. If the number of components are large, evaluating the solution space size
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for all configurations is impossible in real time. Owing to this combinatorial explosion,
a random search does not efficiently find better solutions. In such a scenario, we test
BOCS and its variants to search the solution space in fewer trials. In this study, we
only focus on maximizing the solution space size.
The remainder of this paper is organized as follows. Section 2 discusses BOCS
and WSaO algorithms. Section 3 introduces the experimental setup and defines the
commonality description matrix. Section 4 presents the results of the experiment and
discussion. Finally, Section 5 presents conclusion.
2. Method
In black-box optimization, we optimize an objective function f (x) without its derivatives or explicit forms. We assume that the objective function is expensive to evaluate,
such as in a simulator or machine learning model. Thus, an effective way to optimize the
objective function is utilizing a surrogate model. In our problem setting, the input of
this objective function consists of a binary string, and the output is a real number. We
have an initial dataset consisting of several pairs of inputs and outputs for setting the
initial condition of the surrogate model. By utilizing the initial data set, we train the
surrogate model. It is iteratively trained with the obtained data, and then we construct
an acquisition function as a surrogate model of the original cost function. This acquisition function is optimized instead of directly dealing with the complicated objective
function. The result is denoted by x∗ . The objective function is then evaluated with
the data point x∗ . In the next iteration, the data {x∗ , f (x∗ )} is added to the dataset to
further train the surrogate model.
2.1 Bayesian Optimisation of Combinatorial Structures (BOCS)
Baptista et al. proposed black-box optimization for discrete variables in which a
surrogate model is a polynomial function.1) In our experiment, a 2nd-order polynomial
(quadratic function) was used for the surrogate model.
∀

n

x ∈ {0, 1} , fα (x) = α0 +

n
X

αi xi +

i=1

= α0 + x> Qα x

X

αij xi xj

(1)

i<j

(2)

We assume that the parameters αij are sparse and thus, perform sparse Bayesian linear
regression. In general, the regression of the objective function with discrete variables
tends to be difficult using a limited number of parameters. In this sense, BOCS works
4/18

J. Phys. Soc. Jpn.

well for a relatively “simple” model with a small number of local minima. In addition, in
practice, a limited amount of data is used for regression. Therefore, better performance
can be achieved by using the sparse prior for a small number of parameters characterizing the simple model. In BOCS, we employ a horseshoe prior36–38) for sparse parameters
and to reduce the computational complexity in the regression. The parameters of the
acquisition function are sampled from a posterior distribution of model parameters. The
function is then optimized by using simulated annealing. Because the surrogate model
is written by a quadratic function, we may utilize the D-Wave quantum annealer to
perform the optimization. However, as in the previous study, the simulated annealing
yields comparable performance by using QA by the D-Wave quantum annealer. In the
present study, we focus on solving the vehicle design model using BOCS and other
methods, as explained below.

2.2 Walsh Surrogate-assisted Optimisation (WSaO)
Leprêtre et al. proposed a surrogate model-based optimization with Walsh functions.2) Walsh functions form39) as a normal and orthogonal set of functions that can
describe any discrete function. The k-order Walsh decomposition is
X
Pn
∀
x ∈ {0, 1}n , Wk (x) =
w` (−1) i=1 `i xi ,

(3)

` s.t. o(`)≤k

where o(`) is the number of binary digits equal to 1 in the binary representation of `.
We considered up to the quadratic terms in this experiment.
n
X
X
W2 (x) = w0 +
wi (−1)xi +
wij (−1)xi +xj
i=1

(4)

i<j

(−1)xi can be written as a spin variable σi ∈ {−1, 1}, which translates Eq. 4 to its
Ising form:
n

σ ∈ {−1, 1} , W̃2 (σ) = w0 +

n
X
i=1

wi σ i +

X

wij σi σj

(5)

i<j

= w0 + h> σ + σ > Jσ

(6)

This model is trained using linear regression with an L1 -regularized term. We use the
regression result for constructing an acquisition function. The efficient Hill-climber
method40) is used in the optimization phase. Leprêtre et al. reported WSaO outperformed BOCS on n = 100 problem.2)
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3. Experimental Setup
To find the maximum value of the solution space size, calculating it in all the combinations of CDM is impossible because the number of combinations increases exponentially as a function of the number of components. Therefore, we used several Bayesian
optimization methods to reduce the number of calculations required. However, our formulation is restricted to the case with binary variables. Note that CDM, which is an
argument of the solution space size, takes a set of integers with several constraints.
Thus, we need to convert CDM into a binary string following a certain encoding rule.

3.1 Commonality Description Matrix (CDM)
The Commonality Description Matrix describes the component shared between different vehicles and which of them share a certain component. The size of the CDM is
E ×pe , where E is the number of components, and pe is the number of vehicles. The elements of CDM are indexed from 1 to pe . The CDM becomes the input to the CI and the
solution space size, and represents the components shared by the vehicles; if the same
integers appear in a column, the corresponding vehicles share the same component. For
example, when the CDM is Eq.7, vehicle 1 and vehicle 3 share the same variant in
component 1, and vehicle 1 and vehicle 2 share the same variant in component 2.

veh1




veh2 


veh3 

veh4

c1 c2

1 1

2 1 


1 2 

3 3

(7)

However, one cannot uniquely define a notation in this definition of the CDM. In Eq.7,
component 1 can be written as (1 3 1 2) and also (2 1 2 3). Here we define a canonical
representation, which has the integers in decreasing order.
The number of CDMs in the canonical representation is set by E and pe . When
we take a component, the number of CDMs is set to the number of set partitions.
The number of the elements in the set is equal to pe . The number of set partitions is
P
n
written by the Bell number, which is B(n) = ∞
k=0 k /k!. When we consider several
components, the configuration of the CDM is independent in each column. The total
number of possible configuration of CDM is, therefore, (B(pe ))E . This value is 154 =
50625 when pe = 4, E = 4. In a real situation, we consider the configurations when
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E ≥ 7 and pe ≥ 4. The bell number is B(4) = 15, and the number of CDMs is at least
157 .
3.2 Conversion of binary string to CDM
We use a binary string x ∈ {0, 1}, although the argument of the solution space size
is given by the CDM. Thus, we prepare three types of binary strings to represent the
CDM. In this experiment, pe is limited to 4. Because the values in each column, which
represent each component, do not affect each other, we consider only one column here.
(1) Integers from 0 to 3 in binary representation are assigned to the elements of CDM.
The binary variables are converted to integers, and then the list of integers is
converted to the CDM, according to the canonical representation. For instance,
(01 00 00 10)> → (1 0 0 2)> → (1 2 2 3)> .
(2) In the canonical representation of CDM, the value of vehicle 1 is always 1. We do
not lose generality while considering only vehicles other than vehicle 1. Integers
from 0 to 3 in the binary representation are assigned to vehicles other than vehicle
1 in the CDM. The binary variables are converted to integers, and 1 is added to the
top of the list of integers as vehicle 1. The list of integers is converted into the CDM
according to the canonical representation. For example, (10 01 00)> → (2 1 0)> →
(1 2 1 0)> → (1 2 1 3)> .
(3) The binary string is mapped onto the CDM as shown in the Table I.

Table I.

Mapping rule of binary strings onto CDM.

CDM

1111

1112

1121

1211

1122 1212

1221

1222

Binary

1111

1110

1101

1011

0100

0010

0001

0111

CDM

1123

1213

1231

1223

1232 1233

1234

1234

Binary

1100

1010

1001

0110

0101

0000

1000

0011

3.3 Experimental Conditions
In this experiment, we optimized the solution space size by using several methods
of Bayesian optimization. We only consider the situation when pe = 4 and E = 2, 4
because the corresponding data is available. Therefore, if E = 4, the problem size is 32,
24, or 16bits when we use the conversion methods 1, 2, or 3, respectively. The number
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of initial data sets N0 is 20 when E = 4 and 10 when E = 2. We deployed Walsh-BOCS,
which uses Walsh functions in a surrogate model of BOCS, and random search (RS)41)
in addition to BOCS, WSaO. The number of iterations is 500 in RS and 480 in the
other methods when E = 4. When E = 2, the number of iterations is 100 in RS and 90
in the others. We calculate the same problem 100 times for each optimization method
and each conversion method.
4. Result&Discussion
The results of our experiment are shown in Figure 1 (E = 2) and Figure 2 (E = 4).
(a), (b), and (c) represent the results of conversion methods 1, 2, and 3, respectively,
which we use to convert binary strings from CDM. The results of BOCS, Walsh-BOCS,
and WSaO are colored blue, orange, and green, respectively. The black solid line represents RS, and the dashed-dotted line shows RS, whose argument is CDM. These lines
are mean values of 100 time calculation and hatched areas represents ±1 standard deviation. Note that we plot N0 + t in BOCS, Walsh-BOCS, and WSaO. Here, t represents
the number of iterations. All of the black-box optimization methods that utilize surrogate models show better results than RS in (a) and (c), and the same result in (b). If
we use the conversion method 1, when E = 4, the results of WSaO are better than the
other results. This is because the energy landscape of this problem can be suited for
the efficient Hill-climber and perhaps simulated annealing, which is used in BOCS, and
Walsh-BOCS gets trapped in a metastable state. BOCS underperforms other methods
that use Walsh basis functions when E = 2, and conversion method 3 is used. This is
because the converted E = 2 problem using method 3 may prefer approximation by
Ising form to that by QUBO form. RS applied to converted problems outperformed RS,
whose argument is CDM. In comparison with Figure 3, the distribution of the solution
space size shown in Figure 4 is slightly deformed to enhance the frequency of the larger
values by using any conversion method; thus, RS can choose larger values than RS
before the conversion.
To statistically understand the energy landscape, we introduce a measure ∆E(x),
which is
N
1 X
∆E(x0 ) =
(S(x0 ) − S(xi1 ))2 .
N i=1

(8)

Here, x0 represents a state in a solution space, xi1 is the Hamming distance 1 neighborhood of x0 , N is the dimension of x0 , and S(x) means solution space size. If ∆E(x0 )
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Fig. 1.

The outcomes of the experiment when E = 2. The results of BOCS, Walsh-BOCS, and

WSaO are colored blue, orange, and green, respectively.

has a small value, the energy landscape around x0 is flat. If ∆E(x0 ) is large, x0 is at the
bottom of the valley of the energy landscape. Figure 5 shows the histograms of calculating ∆E for various values of x0 . In comparison with the result from the SK model in
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Fig. 2.

The outcomes of the experiment when E = 4. The results of BOCS, Walsh-BOCS, and

WSaO are colored blue, orange, and green, respectively.(Color)

Figure 6, which is a random spin system, the distribution from the considered problem
is skewed towards low values. This means that the flat area of the energy landscape
of the problem is wider than that of the energy landscape of the SK model. This may
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Fig. 3.

Solution space size calculated from all the combination of CDMs when E = 2 (left) and

E = 4 (right).

Fig. 4.

Distribution of solution space size when E = 2 (left) and E = 4 (right). Conversion methods

1 (upper), 2 (middle), and 3 (lower) were used.

make it difficult to perform the regression on our surrogate model, and thus, there is
no significant difference between the results of RS and the other methods.
Although the regression would be difficult, we check and verify that our BOCS
11/18
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Fig. 5.

Distribution of ∆E when E = 2 (left) and E = 4 (right). Conversion methods 1 (upper), 2

(middle), and 3 (lower) were used.

Fig. 6.

Distribution of ∆E from SK model.

works well in our experiments by investigating the distribution of the solution space
size sampled from BOCS. In this investigation, we use a Gaussian prior instead of a
horseshoe prior in BOCS because we can tune the fluctuation hyperparameter in the
prior distribution. Figure 7 represents the density distribution of solution space size
12/18
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when E = 2 (left) and E = 4 (right). The results are obtained from RS (dashed) and
BOCS iterated 10 times (blue), 100 times (orange), 200 times (green), and 500 times
(red). Each distribution is described using a Gaussian kernel density estimation with a
width of 0.1. Each result is given by the sampling in 1000 times. In comparison with
RS, BOCS tends to find larger values for the solution space size. As the number of
iterations increases, the distribution is skewed towards larger values. This means that
BOCS obtains large values of solution space size more frequently, as the number of
iterations are increased. Notice that, to avoid the same result during BOCS, we tune
the hyperparameter in the prior adequately. If we obtain the same result successively, we
increase the posterior variance by tuning the hyperparameter to find different solutions.
This shows that BOCS requires a hundreds of data to completely train the model.
However, when E = 2, the number of all data points is 225. It is possible for RS to
find the maximum value before BOCS finds it; thus, there is little difference between
the performance of RS and that of BOCS. We can say that the E = 2 problem is too
small to assess the performance of BOCS and variants compared to RS. The result
of RS makes no difference with the results of BOCS when E = 4. This is probably
because the distribution of the solution space size is biased toward large values, as
shown in Figure 3 (right); therefore, RS tends to pick large values. The distribution of
solution space size will be varied by changing E values. When E becomes large, the
problem size exponentially increases, although the distribution of the solution space size
may change. Thus, the performance of RS becomes significantly worse, and we would
find a significant difference between the performance of BOCS and that of RS for the
vehicle design problem. Unfortunately, we could not test such a large case because the
computational complexity required to prepare the data set of the vehicle design problem
is heavy. In future work, we will test BOCS for the case with a relatively large E dataset.
Despite the lack of a large test dataset, we emphasize that BOCS can be used
to optimize a mathematically unknown function by approximating it to a quadratic
form. Because of this approximation, we utilize a D-Wave quantum annealer in the
optimization phase in BOCS. This allows the quantum annealer to optimize non-QUBO
form functions, which means that BOCS expands the use cases of D-Wave quantum
annealers.
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Fig. 7.

Solution space size found by RS and BOCS when E = 2 (left) and E = 4 (right). BOCS

iterated 10, 100, 200, and 500 times are colored in blue, orange, green, and red, respectively. The
dashed line represents the RS. (Color)

5. Conclusion
We applied surrogate model-based black-box optimization to a vehicle design problem. By using BOCS, Walsh-BOCS, and WSaO, we maximized the solution space size,
which indicated the design feasibility in the early design phase. Because the argument of
the solution space size is not a binary string with the exception of CDM, we constructed
conversion rules to use surrogate model-based optimization. Although there was little
difference between the results of RS and the others, all of the surrogate model-based
optimizations performed better than RS. We also discussed the energy landscape of the
problem statistically using ∆E. The distribution of ∆E showed that the landscape is
flatter than that of the SK model, which may cause difficulty in maximizing the solution
space size by using surrogate-based optimization. The important aspect of this study
is the application of BOCS, which approximates a surrogate model in QUBO form, to
a vehicle design problem that cannot be described in QUBO form. This enables us to
expand the use of the D-Wave quantum annealer, which can solve the QUBO problem
in several µs.
Our future work will attempt to find an optimal value with a larger dataset (i.e.,
E > 4) by utilizing BOCS. Using BOCS, it is also possible to find a Pareto frontier for
CI and solution space size. CI is a positive integer, and the value of CI is at most pe .
With the value of CI as a constraint, the Pareto frontier can be obtained by using the
surrogate model-based optimization while we change the value of CI.
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