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Abstract

The study of aerosols and dropletsitted fromthe oral cavityhas become increasingly
important throughout th€OVID-19 pandemicStudies show grticulates emitted while
speakingvere generally much smaller compared to coughing or sned2owever recent
investigations revealed thidieyarelarge enough to carry respiratory contagigktough
studies have shown that particulate emissdmsideedccur during speecho date, there is
little informationabout the relative contribution of differespeech sounds producing
particle emissios. This study compasairborne aerosol generationparticipantgproducing
isolated speech soundscative consonarst plosive consonagtand vowel sound$Vhile
participants produced isolated speech tasktarsar beam of laser lighahigh-speeccamera,
andimage software calculadeéhe number of particulates detected overtiifites study
compares airborne aerosemittedby humanparticipantsat adistance o2.54 cmbetweerthe
lasersheetandthe mouthandrevealsstatistically significantncreass inparticulate courst
over ambientustdistribution for all speech sound¥owel sounds were statisticallyeater
than consonantsuggesting that mouth openjras opposed to place of vocal tract constriction
or manner osound productiommightbe the primarynfluencein the degree to which
particulatedecome aerosolized during spedebsults of this research will inform boundary

conditions for computation modet$ aerosolized particulates during speech.



Introduction

The studyaims toquantifyaerosols and dropletisatrange from one to ortfeundred
micrometresn diameteremittedduringisolatedspeech task®kecent studies have foutitht
two of the three primary routes of hum@mahuman transmission of COVHD9 includethe
droplet and airborne routés. The droplet route involves those larger particles that are ejected
at a close enough range to contact another
route involves the inhalation of aerosolized droplet nuclei vbén becomentrainedn the
airflow after their initial expulsiofi Regardless ofhe size of the particle, droplet drtaorne it
is difficult to determinef those particle carry a viral load As such merely measuring particle
count does not unequivocaltietermine if those particlesrry viral load. Despite this,
measuring particulate count is a reasonaid¢hod to estimate thmotentialfor viral
transmission.

Aerosols, usually defined as particles less thamibBometresn diameter, are a subject
of particular interest because vircarrying aerosols can stay airborne and travel through a
spacefor hours posing a extendedtisk of infection® A study published in 2009 demonsticte
that exhaled particles carry multiple pathogémsiudinginfluenza® However, f a proportion
of exhaled particlethat ardikely to carry aviral loadis known, one still must be able to
determine how many particles a persmeounterdeforecalculatingthe risk of transmission
for a given scenasi’ Thus,based omeasonable estimates of viral load igigenparticle,a
meaningful investigation dherisk of viral exposure for an activitghouldconsderthe number
and sizeof particles a person encourgéf 1°

Some of the best and most wielown investigations in this topic are focused on
investigating the airflow that originates at the oral and nasal c&vigchniques used to
observe the airflow usually include shadgvaphing orSchlieren imaging to collect optical

data’? This kind of imaging is notintrusive to the expiration everallowing expulsion of air



flow into a free field. Thughe dataareecologically relevant for everyday scenaribBis
imaging technique lends itself studiesthatfocus on abrupgvents like coughing and
sneezingn which documented airspeed during a coogly be of importanc¥ Other studies
that apply this technique to speaking and regular breashiogy airflow eventsluring speech
Unfortunately, theemethodsdo not provide data about the particles expelled by the airflows
they investigatewhich leaves estimations of viral loaet to becalculated

Other studies focus exclusively on the particulate matter that is expelled during a
cough, a sneeze, or regular breattntd1>The numbersize and potential pathogen loadve
been investigated and documented in various stGdit®vever, the techniques used for these
studies are usually intrusive and involve collection of the particlasunnefts 8 tubg'® or
box?° as soon as they leave tharticipand eral or nasal cavity, interrupting the airflows that
occur naturallyin free spaceAdditionally, although these studies quantify the nundder
potential virus laden particlegisualization of the behaviour of particles as they disperse in the
air remains undeinvestigatior??

Formulating effective protection from virakposure requiresiformation on bw
individualscontribute to thesumof virus ladenpatrticles in the environmerdandhow to
protect themselves frosubsequergxposure to increased viral loadls such understanding
the nature of how particulatesd he ensuingaerosolizednfectious loacare emitted from the
oral cavity and interact with the environment regsiinedepthstudy. Pevious workthat
investigaed particle emission in speetiasused connected speech soumdsentencgs 1921
singingphraseg®?1??oral brehing,!® coughing and sneezing' andhasshownthat this line
of research requireontrolledinvestigatiors of multiple factorscontributing to particulate
emissions and itesultantehavior. However such studiesiss key details such as the
changes inspeaking jet angles with different sounds?® Recently, a metastudy?4 found

experiments on aerosolization with speech sounds used relatively few numbers of human



participants (typically ~1).20.23.2%32 The metastudy focuses mainly on aerosol production
with plosives and identifies high particle production for plosives.

Speech and singing are inherently complicated activities, involving the interaction of
aerodynamic forcewith the mucosal lining of the vocal folds and vocal tFdatortices
inducedby vocal fold vibration androcal tractconstrictiod* have the potential tshear
mucuslined wallsin the oral cavityand stretch salivavhichthendistribue thesemucous
dropletsinto the air as they aexpelked from the mouthTo better understand the conditions
that contribute to thexpulsion of particulate matt@nvestigating thesffectof vocal tract
constrictionat various placealong the path from the vocal folds to the exit from the oral
cavity appearso bea good starting pointln essence, investigations seeking to understand the
relative contributions individuals haue producing particulateshould include parsing out the
specific speech gestures tipabduce increased particulatetentifying conditions where
particulates might stay aerosoliz&hile controllingfor physiological differences in
participanté physi cal constitution

This largerpilot study aims to give a visual representation of the particles emitted from
the nose and mouthontrolling for speech sound production and physical condiwbiie also
providing quantitative conclusions about particle count, size, distribution, and chspsrs
three different closeange distances from the source. A careful process of image collection and
algorithmic analysis for data collection allows both objectives to be accomplished. The unique
experimental setup of this study allows participantsetgdfely positioned near a light source
powerful enough to illuminate the particiesa free fieldand capture images of them with a
high-speed camera for analysi§he images and image sequences can provide a better
understanding of the behavior of gharticles, while the numerical and statistical data can be
used to verify computational modelssignedo predict the motion of the particlaader

specific speech conditions



The purpose of this current study was twofdist, to test thdeasibility of measuring
particulate emissions from humans in a free fagld £condto determine if individual speech
soundgproduced particulate emissions at varying lev&esults from both research questions
will be factored into a larger scale etpmental study with the purpose of developing

computational modelsf aerosol and dropldtehaviour

Materials and Methods

This investigation was approved by the Institutional Review Board at the University of
Memphis and the University dfennessee Health Science Center. Participants included 9
females (average age 30.2 years, rd&¥gé7 years), and 11 males (average age 39.6 years,
range 2863 yearsyecruited througlsocial media and wordf-mouth The study included
female and 4nale singersAll participants consented to participaldie final analysi®mitted
three participantgne female and two malésie to technicaihalfunction.

A. Experiment Setup

To meet the aims of the research study, an experwesdesigned with the goaf
quantifyingand comparingarticle counts e doserange distancm a free fieldwhile
participans performed isolated speech sounégyurel illustrates the setup of the proposed
experiment which includkthe laserhigh-speedcamera, and participant head enclosure
mounted on an optical tabléachparticipant perforradisolated speech soundsile seated
with their head placed in a small epslire that consist of a frame with a solid front panel
with an opening for the nose and moukthe laser and cameveerepositioned on a table, and
the entire setup/as enclosed in @mx 3mx 3.7msealed canopy tent as showrfigure2. A
dehumidifier was used to maintain a relative humidit@® in the enclosuréAn 11m®min
four-layerHEPA filtration unitwas used to reduce tlenbientdustin thespacebefore each
data collection scenari®he filterwas turned off during testingp mitigateair movemenso as

to not interfere with théehaviorof the aerosol expelled by the participdraser sheet



imagingwas used for data collectioBig Sky Ultrg dual pulsedneodymium yttrium
aluminium garng(ND-YAG), 532 nmlases were usedor the studyEach lasewas pulsal at
rateof 30 Hzand operated at thanaximum power of 30mJhe beam pasdehrough a
beamspreader lens to transform the shape of the laser into a vertical sheetvagich
approximately83mm thick. This laser sheet paskn front of an opening in a vertical board
which the participansatbehind. As the participant perforedthe vocal exercises, the aerosols
scatteedthe laser lightaisthey passdthrough the illuminated plane, and the liglds

scattered into the lens of the came&d.280 x1024pixel PCO 1200 H8amera captuckgrey
scale imagesf all the aerosols thgiasgdthrough the plane of the las®r40 frames per

second

Figure 1. Model of camera, laser, and enclosure frame setup

=

The participant head franandcloth enclosure shown ifigure2 and figure 3vere
designedo increase participant comfarhile redudng reflective light from the laser sheet.
The front of theenclosurewas constructed of a solid wood frame, and its main purpasdo
ensure the source of particulates, namelyptiréicipané s o r a | cadty) stagdahas a |

consistent distance from the laser. The fravasadjustedsuch that the participamtas seated



a consistent distan@vayfrom thefixed lasersheetat 2.5cm All proper personal protective
equipment, including laser safety goggleste provided for the participant and the technical

operator in the lab.

Figure 2. Canopy tent and experimental environment




B. Experiment Procedure

Prior to particulate data collection, physiological measurements including body mass index,
spirometry, subglottal pressure, glottal air flow rates, and glottal contact area were collected to
serve as control variables. This-identified data will not be presented here but may be used as
pilot data in future investigations on individual factors of physical constitution that affect levels
of aerosol expiration employing a larger number of participants.

Before aparticipant entered the laser laboratory, a speech language pathologist trained
participants in the speech tasks that were elicited during data collection. Elicited tasks included
i sol ated productions of pl os Wyvewela @adi,uf),r i cat
singing, and oral breathing. Speech and singing tasks were completed at two different loudness
levels® and voice speech tasks included low pitch, based on average speaking fundamental
frequency, and high pitch, based on the 80% mark of the total range. Speech tasks were
recorded using a Zoom H6 Handy recorder (Tokyo, Japan) at 48akk{diag rate and 2Bit
depth with an AKG C520 headworn cardioid condenser microphone (Vienna, Austriafat a 45
angle 10 cm from the mouth center. Each production fell between 53 dB SPL and 72 dB SPL.
For this initial feasibility analysis, speech taskd @honetic classifications being compared in
this study are presented in Table 1. For this analysis, all tasks were at normal pitch and normal
loudness and counterbalanced across participants for place and manner. Cognate pairs were

recorded within the sae trial beginning with voiceless phonemes.



IPA Written/Spoken  Placeof Manner Voicing

symbol Articulation

p Apo as Front Plosive Unvoiced Cognate
b ibo as Front Plosive  Voiced Pair

k Aco kale Back Plosive Unvoiced Cognate
g fgo ale Back Plosive  Voiced Pair
U Aisho aien Mid-palatal Fricative Unvoiced Cognate
) izho s8som Mid-palatal Fricative Voiced Pair

i feeo as Front Sonorant  Voiced

a Afaho as Middle Sonorant  Voiced

u Afooo as Back Sonorant  Voiced

Table 1. List of phonemes tested according to place, manner, and voicing characteristics.

As a control, prior to the participant entering the enclosure for data collection, the laser was
pulsed, and the camera captlmmages of the ambient dust in the space. Once in the
laboratory, participants were positioned on an adjustable seat to line up their mouth and nose
with the opening in the enclosure as previously described. As they performed the speech tasks,
the laserlluminated the aerosols, and the camera captured a time sequence of images. An
audio recording and a sound level reading were also collected and synchronized to-the high
speed camera to determine the specific time frames for analysis. The camera recorded f
approximately 8 seconds while the participant completed the sequence of speech tasks. At 40
fps, each video sequence produced approximateh4800mages.

Following data collection, the participants were given questionnaires about demographics.
Oncethese questionnaires were completed, they were thanked and paid for their participation.

The entire study lasted about 2.5 hours.
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