Tunable Localization of Light Using Nested Invisible Metasurface Cavities

F.S. Cuesta, S. Kosulnikov, and V.S. Asadchy
Department of Electronics and Nanoengineering, Aalto University,
P.O. Box 15500, Aalto FI-00076, Finland
(Dated: September 9, 2022)

An invisible cavity is an open resonant device that confines a localized field without producing any scattering outside of the device volume. By exploiting the scatter-less property of such device, it is possible to nest two invisible cavities, as the outer cavity would simply not notice the presence of the inner one, regardless of their relative position. As a result, the position of the inner cavity becomes a means to easily control the field localized inside the cavity and its quality factor. In this paper, we discuss the properties of nested invisible cavities as a simple method to achieve stronger localized fields and high tunable quality factor. Furthermore, we show that in optics, these cavities can be implemented using nanodisk-based dielectric metasurfaces that are slightly shifted from their dipolar Mie resonances.

Keywords: cavity, metasurface, tunable, field localization, quality factor, Mie resonances

I. INTRODUCTION

Light localization plays an important role in modern physics and applications, particularly, in nanophotonics. It is the basis for creating nonlinear devices, sensors, waveguides, resonators, photonic crystals, interferometers, optical fibers, lasers, etc. With the advent of new nanofabrication technologies, optical systems enabling efficient and controllable light concentration at the nanoscale are on demand [13]. Foreseeable applications of such systems include integrated circuitry for silicon photonics, optical computing, solar technologies, and bio-sensing.

Recently, a possibility for light localization in a given volume with simultaneous partial or complete light scattering suppression from that volume was discussed in multiple contexts, such as bound states in the continuum (BICs) [4–9], anapole modes [10–13], and virtual absorption [14–16]. Such nonradiating light concentration enables non-obstructive detection, enhancement and suppression of radiation, and energy storing. Probably, the most pronounced synergy between light localization and scattering suppression is achieved in the so-called invisible metasurface-based cavities [17,18]. These cavities allow to generate strong field maxima and deep minima inside them when illuminated by incident light, while they remain invisible for observers, both in the backward and forward directions. Such a regime is achieved due to the full suppression of light scattering from the cavity into outside space. It is in sharp contrast to conventional Fabry-Perot resonators made of symmetric combinations of two partially transparent mirrors where strong forward scattering is produced (resulting in a non-zero phase shift of the transmitted wave) [19]. The invisible metasurface cavities have an antisymmetric configuration of semi-transparent mirrors: one with weak inductive and one with weak capacitive response. An illustration of such an invisible cavity is shown in Fig. 1(a). Due to the antisymmetric (dual) and balanced electromagnetic response of the two sheets, the cavity remains invisible, being to some extent related to parity-time symmetric systems [20–24].

Due to this non-scattering nature, it was suggested that the invisible cavities can be “nested” [Fig. 1(b)], allowing further enhancing the field localization, still preserving the overall invisibility [17,18]. However, implementation for such structures was conceptualized only for the microwave frequency range using metallic patterns. Simple scaling-down of this design to the optical frequency range is not possible since dissipation in metal appearing at high frequencies would strongly degrade the performance of the cavity (see Supplementary Section S1).

In this paper, we discuss the aspects of nesting invisible cavities and propose a low-loss optical implementation using metasurfaces with a high-permittivity cylindrical...
unit cells that operate near the dipolar Mic-type resonant electric mode \([25,29]\). In order to provide required capacitive and inductive responses of the two metasurfaces, we slightly detune the dimensions of their unit-cell elements away from the electric-dipole resonance condition. Furthermore, we design a nested configuration of two cavities that provides quadratic improvement of the quality factor as compared to that of a single cavity. Finally, we demonstrate that due to the invisibility property, the nested cavity enables a simple mechanism for tuning its quality factor (alternatively, the strength of field localization) in a wide and continuous range of values.

II. NESTED INVISIBLE CAVITIES

The simplest nested invisible cavity consists of two open cavity resonators, where one of the cavities is placed inside the other one, as portrayed in Fig. 1(b). In this setup, since the inner cavity does not produce any scattering outside of it, its placement inside the outer cavity does not modify the standing wave inside the inner cavity. The invisibility of the inner cavity implies the following [17]: the complex grid impedances of the walls are complement in the form \(Z_{c1} = -Z_{c2} = Z_{out}\), and they are separated by a distance \(d_{in} = n\lambda_0/2\) [see Fig. 1(b)], where \(n\) is an integer and \(\lambda_0\) is the operational free-space wavelength. The grid (or sheet) impedance of a metasurface is the ratio between the averaged tangential electric field at the metasurface and the induced electric surface current density \([30,31]\). Likewise, invisibility of the outer cavity occurs when \(Z_{c1} = -Z_{c2} = Z_{out}\) and \(d_{out}\) is proportional to half-wavelength at the operational frequency. By assuming that the metasurfaces have a uniaxial symmetry, with \(z\) as the propagation direction of the incident wave, the standing wave of the outer cavity can be decomposed into its “forward” and “backward” components:

\[
\mathbf{E}_{F,\text{out}} = E_1 \left(1 - \frac{\eta_0}{2Z_{\text{out}}}\right) e^{-j k_0 z} \mathbf{a}_x, \tag{1a}
\]

\[
\mathbf{E}_{B,\text{out}} = E_1 \left(\frac{\eta_0}{2Z_{\text{out}}}\right) e^{j k_0 z} \mathbf{a}_x, \tag{1b}
\]

where \(k_0\) and \(\eta_0\) are the free-space wavenumber and wave impedance, and \(E_1\) is the amplitude of the incident electric field. Here, we assume the time harmonic convention in the form of \(\exp(+j\omega t)\). The field maximum of the standing wave \(E_{\text{max},\text{out}}\) corresponds to the constructive combination of the forward and backward waves. The normalized field maximum \(A_{\text{max},\text{out}}\) is then given by

\[
A_{\text{max},\text{out}} = \frac{E_{\text{max},\text{out}}}{|E_1|} = \frac{\eta_0 + |\eta_0 - 2Z_{\text{out}}|}{2Z_{\text{out}}}. \tag{2}
\]

The standing wave at the inner cavity is the result of the coherent illumination by the outer forward and backward waves (see Supplementary Sections S2 and S3). Therefore, the inner fields read

\[
\mathbf{E}_{F,\text{nest}} = \frac{E_1 \eta_0}{2Z_{\text{in}}} \left[2 \frac{Z_{\text{in}}}{\eta_0} \left(1 - \left(1 + \eta_0 e^{2j k_0 \delta}\right) \frac{2Z_{\text{out}} - \eta_0}{2Z_{\text{out}} - \eta_0}\right)\right] e^{-j k_0 z} \mathbf{a}_x, \tag{3a}
\]

\[
\mathbf{E}_{B,\text{nest}} = \frac{E_1 \eta_0}{2Z_{\text{in}}} \left[1 + \frac{2(Z_{\text{in}} + \eta_0) e^{2j k_0 \delta}}{2Z_{\text{out}} - \eta_0}\right] e^{j k_0 z} \mathbf{a}_x. \tag{3b}
\]

It can be appreciated that both inner fields in Eqs. (3) are periodic functions that depend on the inner cavity position \(\delta\). As a result, the amplitude of the inner standing wave can be tuned by moving the inner cavity within the outer one.

The nested cavity concept offers a flexible design framework, depending on the combination of cavities with different \(Z_{\text{in}}\) and \(Z_{\text{out}}\), relative position of the inner cavity \(\delta\), and the order of the sheets. This work will focus on a quite simple but attractive setup where both cavities have negligible losses (\(Z_{\text{in}} = jX_{\text{in}}\) and \(Z_{\text{out}} = jX_{\text{out}}\)), and their individual sheets have the same reactance values, but alternating between inductive and capacitive layers (\(X_{\text{out}} = -X_{\text{in}}\)). The first sheet of the system (the first one to be illuminated by the incident wave) was chosen arbitrarily to be inductive (\(X_{\text{out}} > 0\), as it can be either inductive or capacitive without affecting the overall performance of the nested cavity. Thanks to the use of resonant cavities with the same field localization \(A_{\text{max},\text{out}} = A_{\text{max},\text{in}}\), the combined field localization can reach a peak value of

\[
A_{\text{max},\text{nest}} = A_{\text{max},\text{out}}^2. \tag{4}
\]
More interestingly, the alignment for such maximum field localization is independent of the used reactance $X_{\text{out}}$, taking the form $\delta_{\text{max}} = \lambda_0/4 + n\lambda_0/2$. On the other hand, due to the nature of the standing wave, the field localized inside the inner cavity is minimized by displacing it towards $\delta_{\text{min}}$, a quarter-wave away from $\delta_{\text{max}}$. In that case, there is no localized field, as the overall setup can be seen as two cascaded invisible cavities, and only a travelling wave can be seen throughout the inner region.

III. QUALITY FACTOR

In terms of frequency bandwidth, the combination of two nested invisible cavities can increase the quality factor of the combined structure, compared to the quality factor of each individual cavity. For the purpose of analyzing the quality factor, the transmitted wave amplitude was calculated analytically by satisfying the boundary conditions for each sheet at an arbitrary frequency (see Supplementary Section S4). The quality factor, for this study, is defined as the ratio $Q = f_0/BW$ between the resonant frequency $f_0$ and the bandpass bandwidth BW, the region where the power of the transmitted wave is at least half of the power coming from the incident wave. Due to the complexity of the analytical expression for the transmitted wave, the half-power passband was estimated numerically using an inner cavity with $d_{\text{in}} = \lambda_0/2$, while the outer cavity measures $d_{\text{out}} = 3\lambda_0/2$. The resonant frequency was arbitrarily defined as $f_0 = 1$ [GHz]. Both cavities use the same pair of grid impedances, with reactances fluctuating between $X_{\text{out}} = 11.925$ [$\Omega$] ($A_{\text{max, out}}^2 \approx 1002$) and $X_{\text{out}} = 291.617$ [$\Omega$] ($A_{\text{max, out}}^2 \approx 3.37$).

Figure 3 provides comparison of the quality factor of the nested cavity and the values achieved by the inner and outer cavities individually. For simplicity in numerical calculations, we consider non-dispersive sheets. Due to the resonant nature of the standing wave located at the inner cavity, it is expected that the alignment that produces strong field localization will also offer a high quality factor. Therefore, by placing the inner cavity at $\delta_{\text{max}}$, the nested cavity becomes highly resonant, achieving its peak quality factor. Then, the quality factor can be controlled at will, decreasing down to its minimum value located at $\delta_{\text{min}}$. In general terms, the lower boundary for the nested cavity quality factor is the one achieved for the inner cavity only. One exception is found for high reactance values of $X_{\text{out}}$, where neighbour four-layer resonant modes combine with the main resonant mode, creating a broader band-pass region.

IV. IMPLEMENTATION WITH DIELECTRIC NANODISKS

As a proof of concept, a nested cavity is designed to operate in the near-IR range (with the design wavelength $\lambda_0 = 1550$ nm and frequency $f_0 = 193.41$ THz). The target field enhancement in the inner cavity, when it is aligned at $\delta_{\text{max}}$, is chosen as nine times of the incident field amplitude ($A_{\text{max, nest}} = 9$). According to Eq. 4, this enhancement can be achieved by nesting two individual cavities each of which provides maximum standing field amplitude of $A_{\text{max, out}} = 3$. It can be found that these individual cavities can be formed from inductive and capacitive metasurfaces with grid impedances $Z_e = \pm j0.375\eta_0$. In optics, it is more convenient to describe metasurfaces by their individual transmission ($\tilde{\tau}$) and reflection ($\tilde{\Gamma}$) coefficients, which are related to the grid impedance $Z_e$ as [17, 30]

$$\tilde{\tau} = \frac{2Z_e}{2Z_e + \eta_0}, \quad \tilde{\Gamma} = -\frac{\eta_0}{2Z_e + \eta_0}. \quad (5)$$

For the inductive metasurfaces ($Z_e = j0.375\eta_0$), the scattering coefficients are written as $\tilde{\tau} = 0.6/53.13^\circ$ and $\tilde{\Gamma} = 0.8/143.13^\circ$. Likewise, the required capacitive metasurfaces ($Z_e = -j0.375\eta_0$) should have equivalent transmission $\tilde{\tau} = 0.6/-53.13^\circ$ and reflection $\tilde{\Gamma} = 0.8/216.87^\circ$ coefficients.
Implementation of such nested cavities in optics can be conveniently done using dielectric nanodisks \[32\], as depicted in Fig. 1. The meta-atom of Fig. 1(d) represents a nanodisk made of silicon (refractive index \(n = 3.46\) near the design wavelength), surrounded by free space. The nanodisk has radius \(r\) and height \(h\). Its axis is oriented orthogonally to the metasurface plane. Here, for clarity of the analysis, we omit dielectric spacers between the individual metasurfaces that do not qualitatively affects the presented results. In order to reduce computational complexity during design, both metasurfaces have meta-atoms with the same square lattice with period \(a = \lambda_0/2\). This particular value allows the excitation of electric dipole moments in the nanodisks, while preventing generation of diffraction orders for normally incident waves. To design metasurfaces with small impedances \(Z_e = \pm j0.375\eta_0\), we first implement a resonant meta-surface that emulates a perfect electric conductor sheet with \(Z_e = 0\). This can be done by choosing a combination of \(r\) and \(h\) that produces an electric dipole resonance at the design frequency \[33\]. Next, we slightly scale up (scale down) the radius in order to depart from its dipole resonance and reach the desired response for the inductive (and capacitive) nanodisk layers. Next, each kind of metasurfaces was optimized separately using the built-in methods in CST, with the required \(\tilde{r}\) and \(\tilde{\Gamma}\) as the optimization targets. While the inductive nanodisk optimization was relatively easy (as its Mie resonance frequency was far from the design frequency at 189.43 THz), the capacitive nanodisk (with the Mie resonance frequency of 193.65 THz) required additional optimization steps. For instance, the capacitive nanodisk was optimized using first the outer cavity setup, with invisibility (unitary transmission with zero phase shift) at the design frequency as the optimization target. Then, the capacitive layers were tuned in the nested configuration by placing the inner cavity at \(\delta_{\text{max}} = 1937.5\) nm (about 1.25 wavelengths), also with invisibility as the optimization target. During the single cavity and nested cavity optimizations, the inductive layers remained unchanged, as their individual transmission and reflection coefficients were close to the optimization target from the beginning. Simultaneous optimization of both inductive and capacitive nanodisks was avoided to prevent other possible scenarios with different field localization strengths. The separation between the metasurfaces was chosen sufficiently large to prevent near-field coupling between contiguous layers. In that regards, the inner cavity was designed with \(d_{\text{in}} = 2\lambda_0\), while the outer cavity had \(d_{\text{out}} = 5\lambda_0\).

After the optimization, the geometry of the nested cavity was slightly modified, considering fabrication constraints and limiting the nanodisk dimensions to its two most significant digits, as summarized in Table I. The performance of this modified cavity is shown in Fig. 4 for different values of the separation distance \(\delta\) between the inner and outer cavities. The most significant effect is a shift of the operational frequency (where the nested cavity remains invisible) towards \(f = 193.695\) THz (a
and capacitive response was achieved by detuning the metasurfaces with an electric-dipole resonance. The desired inductive metasurfaces were designed from nanodisk meta-atoms formed by inductive and capacitive metasurfaces. Both in the near infrared region. Each invisible cavity was a nested invisible cavities and their implementations have been proven effective, as the strong near fields around the outer. The additional space between metasurfaces has shown the presence of both standing waves (inner and outer). A cross-section of the field distribution along the nested cavity, as portrayed in Fig. 4(e), shows the presence of both standing waves (inner and outer). The additional space between metasurfaces has been proven effective, as the strong near fields around the nanodisks remains localized close to the metasurfaces.

V. CONCLUSIONS

In this work we presented and discussed the properties of a nested invisible cavities and their implementations in the near infrared region. Each invisible cavity was formed by inductive and capacitive metasurfaces. Both metasurfaces were designed from nanodisk meta-atoms with an electric-dipole resonance. The desired inductive and capacitive response was achieved by detuning the nanodisk dimensions to shift the dipole resonance. The resulting nested cavity offered a quadratic improvement of the quality factor achievable by the individual cavities. Similar property was observed in the field localization inside the nested cavity: With the proper alignment, the inner field intensity increases by a power of two. Finally, we demonstrated that using an inner invisible cavity, which does not perturb the outer cavity, the resulting nested combination enables a simple means for tuning the quality factor and the field localized strength in a wide and continuous range of values. We note that it is possible to increase the number of nested cavities allowing further increase of localized field strength.

In practice, if the cascaded metasurfaces are fabricated as four independent layers, the distance between the inner and outer cavities can be controlled using microelectromechanical systems (MEMS) nanopositioners [33, 34]. Alternatively, the optical distance $k_0\delta$ can be tuned through thermal modulation [35], or using laser pulses [36, 39]. The proposed cavities can be used for cloaking sensors and obstacles, enhancement of emission, and creating exotic waveguides which are invisible in the direction orthogonal to their walls [17].

Supplementary Material: See Supplement Material for for supporting content.

Acknowledgements: The authors would like to thank Prof. Sergei A. Tretyakov and Dr. Mohammad S. Mirmoosa for their useful comments and discussions related to this work.

Funding: This work was supported in part by the Academy of Finland under grant 330260 and by Nokia Foundation under scholarship 20200224.

[16] A. Marini, D. Ramaccia, A. Toscano, and F. Bilotti, Metasurface-bounded open cavities supporting virtual


